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SECTION 024119 - SELECTIVE DEMOLITION 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions, apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Demolition and removal of selected portions of building or structure. 

2. Demolition of existing roofing system, including fleshing, blocking and fasteners. 
3. Salvage of existing items to be reused or recycled. 

B. Related Requirements: 
1. See Solicitation. 

1.3 DEFINITIONS 

A. Remove: Detach items from existing construction and dispose of them off-site unless indicated 
to be salvaged or reinstalled. 

B. Remove/Salvage and Reinstall: Detach items from existing construction, in a manner to prevent 
damage, prepare for reuse, and reinstall where indicated. 

C. Existing to Remain: Leave existing items that are not to be removed and that are not otherwise 
indicated to be salvaged or reinstalled. 

D. Dismantle: To remove by disassembling or detaching an item from a surface, using gentle 
methods and equipment to prevent damage to the item and surfaces; disposing of items unless 
indicated to be salvaged or reinstalled. 

1.4 MATERIALS OWNERSHIP 

A. Unless otherwise indicated, demolition waste becomes property of Contractor. 

1. Carefully salvage in a manner to prevent damage and promptly return to Owner. 

1.5 PREINSTALLATION MEETINGS 

A. Predemolition Conference: Conduct conference at Project site. 
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1. Inspect and discuss condition of construction to be selectively demolished. 
2. Review structural load limitations of existing structure. 
3. Review and finalize selective demolition schedule and verify availability of materials, 

demolition personnel, equipment, and facilities needed to make progress and avoid 
delays. 

4. Review requirements of work performed by other trades that rely on substrates exposed 
by selective demolition operations. 

5. Review areas where existing construction is to remain and requires protection. 

1.6 INFORMATIONAL SUBMITTALS 

A. Engineering Survey: Submit engineering survey of condition of building. 

B. Predemolition Photographs or Video: Show existing conditions of adjoining construction, 
including finish surfaces that might be misconstrued as damage caused by demolition 
operations. Comply with the Solicitation regarding Photographic Documentation. Submit before 
Work begins. 

1.7 CLOSEOUT SUBMITTALS 

A. Inventory: Submit a list of items that have been removed and salvaged. 

1.8 FIELD CONDITIONS 

A. Conditions existing at time of inspection for bidding purpose will be maintained by Owner as 
far as practical. 

1. Before selective demolition, Coordinate with Owner the temporary relocation and 
protection of items to be maintained during construction In subparagraph below, include 
list of items that will be removed by Owner. 

B. Notify Architect & Owner of discrepancies between existing conditions and Drawings before 
proceeding with selective demolition. 

C. Hazardous Materials: It is not expected that hazardous materials will be encountered in the 
Work. 

D. Storage or sale of removed items or materials on-site is not permitted. 

E. Utility Service: Maintain existing utilities indicated to remain in service and protect them 
against damage during selective demolition operations. 

1. Maintain fire-protection facilities in service during selective demolition operations. 
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1.9 WARRANTY 

A. Existing Warranties: Remove, replace, patch, and repair materials and surfaces cut or damaged 
during selective demolition, by methods and with materials and using approved contractors so 
as not to void existing warranties. Notify warrantor before proceeding.  

PART 2 - PRODUCTS 

2.1 PERFORMANCE REQUIREMENTS 

A. Regulatory Requirements: Comply with governing EPA notification regulations before 
beginning selective demolition. Comply with hauling and disposal regulations of authorities 
having jurisdiction. 

B. Standards: Comply with ASSE A10.6 and NFPA 241. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Verify that utilities have been disconnected and capped before starting selective demolition 
operations. 

B. Review Project Record Documents of existing construction or other existing condition and 
hazardous material information provided by Owner. Owner does not guarantee that existing 
conditions are same as those indicated in Project Record Documents. 

1. Perform surveys as the Work progresses to detect hazards resulting from selective 
demolition activities. 

C. Verify that hazardous materials have been remediated before proceeding with building 
demolition operations. 

D. Survey of Existing Conditions: Record existing conditions by use of measured drawings 
preconstruction photographs or video. 

1. Comply with requirements specified in the Solicitation regarding Photographic 
Documentation. 

2. Inventory and record the condition of items to be removed and salvaged. Provide 
photographs or video of conditions that might be misconstrued as damage caused by 
salvage operations. 

3. Before selective demolition or removal of existing building elements that will be 
reproduced or duplicated in final Work, make permanent record of measurements, 
materials, and construction details required to make exact reproduction. 
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3.2 PREPARATION 

3.3 UTILITY SERVICES AND MECHANICAL/ELECTRICAL SYSTEMS 

A. Existing Services/Systems to Remain: Maintain services/systems indicated to remain and 
protect them against damage. 

3.4 PROTECTION 

A. Temporary Protection: Provide temporary barricades and other protection required to prevent 
injury to people and damage to adjacent buildings and facilities to remain. 

1. Provide protection to ensure safe passage of people around selective demolition area and 
to and from occupied portions of building. 

2. Provide temporary weather protection, during interval between selective demolition of 
existing construction on exterior surfaces and new construction, to prevent water leakage 
and damage to structure and interior areas. 

3. Protect walls, ceilings, floors, and other existing finish work that are to remain or that are 
exposed during selective demolition operations. 

4. Cover and protect furniture, furnishings, and equipment that have not been removed. 
5. Comply with requirements for temporary enclosures, dust control, heating, and cooling 

specified in the Solicitation. 

B. Temporary Shoring: Design, provide, and maintain shoring, bracing, and structural supports as 
required to preserve stability and prevent movement, settlement, or collapse of construction and 
finishes to remain, and to prevent unexpected or uncontrolled movement or collapse of 
construction being demolished. 

1. Strengthen or add new supports when required during progress of selective demolition. 

C. Remove temporary barricades and protections where hazards no longer exist. 

3.5 SELECTIVE DEMOLITION, GENERAL 

A. General: Demolish and remove existing construction only to the extent required by new 
construction and as indicated. Use methods required to complete the Work within limitations of 
governing regulations and as follows: 

1. Proceed with selective demolition systematically, from higher to lower level. Complete 
selective demolition operations above each floor or tier before disturbing supporting 
members on the next lower level. 

2. Coordinate all demolition activities with the City to ensure that the office spaces in the 
building remain unoccupied during the demolition work taking place above the space. 
Carefully phase staging and work schedule to maintain safety and comfort of the 
occupants during demolition work being carried out. 

3. Neatly cut openings and holes plumb, square, and true to dimensions required. Use 
cutting methods least likely to damage construction to remain or adjoining construction. 
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Use hand tools or small power tools designed for sawing or grinding, not hammering and 
chopping. Temporarily cover openings to remain. 

4. Cut or drill from the exposed or finished side into concealed surfaces to avoid marring 
existing finished surfaces. 

5. Do not use cutting torches until work area is cleared of flammable materials. At 
concealed spaces, such as duct and pipe interiors, verify condition and contents of hidden 
space before starting flame-cutting operations. Maintain portable fire-suppression devices 
during flame-cutting operations. 

6. Maintain fire watch during and for at least four hours after flame-cutting operations. 
7. Maintain adequate ventilation when using cutting torches. 
8. Remove decayed, vermin-infested, or otherwise dangerous or unsuitable materials and 

promptly dispose of off-site. 
9. Remove structural framing members and lower to ground by method suitable to avoid 

free fall and to prevent ground impact or dust generation. 
10. Locate selective demolition equipment and remove debris and materials so as not to 

impose excessive loads on supporting walls, floors, or framing. 
11. Dispose of demolished items and materials promptly. Comply with requirements in the 

Solicitation. 

B. Site Access and Temporary Controls: Conduct selective demolition and debris-removal 
operations to ensure minimum interference with roads, streets, walks, walkways, and other 
adjacent occupied and used facilities. 

C. Removed and Salvaged Items: 

1. Clean salvaged items. 
2. Pack or crate items after cleaning. Identify contents of containers. 
3. Store items in a secure area until delivery to Owner. 
4. Transport items to Owner's storage area on-site or off-site designated by Owner . 
5. Protect items from damage during transport and storage. 

D. Removed and Reinstalled Items: 

1. Clean and repair items to functional condition adequate for intended reuse. 
2. Pack or crate items after cleaning and repairing. Identify contents of containers. 
3. Protect items from damage during transport and storage. 
4. Reinstall items in locations indicated. Comply with installation requirements for new 

materials and equipment. Provide connections, supports, and miscellaneous materials 
necessary to make item functional for use indicated. 

E. Existing Items to Remain: Protect construction indicated to remain against damage and soiling 
during selective demolition. When permitted by Architect, items may be removed to a suitable, 
protected storage location during selective demolition and cleaned and reinstalled in their 
original locations after selective demolition operations are complete. 

3.6 SELECTIVE DEMOLITION PROCEDURES FOR SPECIFIC MATERIALS 

A. Masonry: Demolish in small sections. Cut masonry at junctures with construction to remain, 
using power-driven saw, and then remove masonry between saw cuts. 
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B. Roofing: Remove no more existing roofing than what can be covered in one day by new roofing 
and so that building interior remains watertight and weathertight. See Section 07 31 13 Asphalt 
Shingles, Section 07 32 26 Plastic Roof Tiles, 07 53 23 EPDM Roofing for new roofing 
requirements. 

1. Remove existing roof membrane, flashings, copings, and roof accessories. 
2. Remove existing roofing system down to substrate. 
3. Temporarily relocate existing roof top units as required to facilitate removal of roofing 

system.  
4.  Maintain temporary power and dcut/gas lines connected to the units scheduled for 

permanent relocation, during the construction. If outage is necessary for selective units, 
coordinate with City one week in advance. 

C. Existing parapet railing system at the porch of old building shall be documented and catalogued 
for reinstallation prior to removal. Store components of parapet in dry and cool englosed 
environment.  

3.7 DISPOSAL OF DEMOLISHED MATERIALS 

A. Remove demolition waste materials from Project site and dispose of them in an EPA-
approved construction and demolition waste landfill acceptable to authorities having 
jurisdiction. 

1. Do not allow demolished materials to accumulate on-site. 
2. Remove and transport debris in a manner that will prevent spillage on adjacent surfaces 

and areas. 
3. Remove debris from elevated portions of building by chute, hoist, or other device that 

will convey debris to grade level in a controlled descent. 
4. Comply with requirements specified in the Solicitation. 

B. Burning: Do not burn demolished materials. 

3.8 CLEANING 

A. Clean adjacent structures and improvements of dust, dirt, and debris caused by selective 
demolition operations. Return adjacent areas to condition existing before selective demolition 
operations began. 

END OF SECTION 024119 
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SECTION 061000 - ROUGH CARPENTRY           

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions , apply to this Section. 

B. For attic repair/reinforcement wood specification refer to Structural Drawings. 

1.2 SUMMARY 

A. Section Includes: 

1. Framing with dimension lumber. 
2. Shear wall panels. 
3. Rooftop equipment bases and support curbs. 
4. Wood blocking, and nailers. 
5. Wood furring. 
6. Wood sleepers. 
7. Plywood backing panels. 

B. Related Requirements: 
1. Section 061600 "Sheathing" for sheathing, subflooring, and underlayment. 

1.3 DEFINITIONS 

A. Boards or Strips: Lumber of less than 2 inches nominal (38 mm actual) size in least dimension. 

B. Dimension Lumber: Lumber of 2 inches nominal (38 mm actual) size or greater but less than 5 
inches nominal (114 mm actual) size in least dimension. 

C. Exposed Framing: Framing not concealed by other construction. 

D. OSB: Oriented strand board. 

E. Timber: Lumber of 5 inches nominal (114 mm actual) size or greater in least dimension. 

1.4 ACTION SUBMITTALS 

A. Product Data: For each type of process and factory-fabricated product. Indicate component 
materials and dimensions and include construction and application details. 
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1. Include data for wood-preservative treatment from chemical treatment manufacturer and 
certification by treating plant that treated materials comply with requirements. Indicate 
type of preservative used and net amount of preservative retained. 

2. Include data for fire-retardant treatment from chemical treatment manufacturer and 
certification by treating plant that treated materials comply with requirements. Include 
physical properties of treated materials based on testing by a qualified independent 
testing agency. 

3. For fire-retardant treatments, include physical properties of treated lumber both before 
and after exposure to elevated temperatures, based on testing by a qualified independent 
testing agency according to ASTM D 5664. 

4. For products receiving a waterborne treatment, include statement that moisture content of 
treated materials was reduced to levels specified before shipment to Project site. 

B. Fastener Patterns: Full-size templates for fasteners in exposed framing. 

1.5 INFORMATIONAL SUBMITTALS 

A. Material Certificates: For dimension lumber specified to comply with minimum allowable unit 
stresses. Indicate species and grade selected for each use and design values approved by the 
ALSC Board of Review. 

B. Evaluation Reports: For the following, from ICC-ES: 

1. Wood-preservative-treated wood. 
2. Fire-retardant-treated wood. 
3. Engineered wood products. 
4. Shear panels. 
5. Power-driven fasteners. 
6. Post-installed anchors. 
7. Metal framing anchors. 

1.6 QUALITY ASSURANCE 

A. Testing Agency Qualifications: For testing agency providing classification marking for fire-
retardant treated material, an inspection agency acceptable to authorities having jurisdiction that 
periodically performs inspections to verify that the material bearing the classification marking is 
representative of the material tested. 

1.7 DELIVERY, STORAGE, AND HANDLING 

A. Stack wood products flat with spacers beneath and between each bundle to provide air 
circulation. Protect wood products from weather by covering with waterproof sheeting, securely 
anchored. Provide for air circulation around stacks and under coverings. 
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PART 2 - PRODUCTS 

2.1 WOOD PRODUCTS, GENERAL 

A. Lumber: DOC PS 20 and applicable rules of grading agencies indicated. If no grading agency is 
indicated, comply with the applicable rules of any rules-writing agency certified by the ALSC 
Board of Review. Grade lumber by an agency certified by the ALSC Board of Review to 
inspect and grade lumber under the rules indicated. 

1. Factory mark each piece of lumber with grade stamp of grading agency. 
2. For exposed lumber indicated to receive a stained or natural finish. 
3. Dress lumber, S4S, unless otherwise indicated. 

B. Maximum Moisture Content of Lumber: 15 percent unless otherwise indicated. 

C. Engineered Wood Products: Acceptable to authorities having jurisdiction and for which current 
model code research or evaluation reports exist that show compliance with building code in 
effect for Project. 

1. Allowable design stresses, as published by manufacturer, shall meet or exceed those 
indicated. Manufacturer's published values shall be determined from empirical data or by 
rational engineering analysis and demonstrated by comprehensive testing performed by a 
qualified independent testing agency. 

2.2 WOOD-PRESERVATIVE-TREATED LUMBER 

A. Preservative Treatment by Pressure Process: AWPA U1; Use Category UC2 for interior 
construction not in contact with ground. 

1. Preservative Chemicals: Acceptable to authorities having jurisdiction and containing no 
arsenic or chromium. Do not use inorganic boron (SBX) for sill plates. 

2. For exposed items indicated to receive a stained or natural finish, chemical formulations 
shall not require incising, contain colorants, bleed through, or otherwise adversely affect 
finishes. 

B. Kiln-dry lumber after treatment to a maximum moisture content of 19 percent. Do not use 
material that is warped or that does not comply with requirements for untreated material. 

C. Mark lumber with treatment quality mark of an inspection agency approved by the ALSC Board 
of Review. 

1. For exposed lumber indicated to receive a stained or natural finish, mark end or back of 
each piece. 

D. Application:  

1. Wood cants, nailers, curbs, equipment support bases, blocking, stripping, and similar 
members in connection with roofing, flashing, vapor barriers, and waterproofing. 

2. Wood sills, sleepers, blocking, and similar concealed members in contact with masonry 
or concrete. 
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3. Wood framing and furring attached directly to the interior of below-grade exterior 
masonry or concrete walls. 

4. Wood framing members that are less than 18 inches (460 mm) above the ground in 
crawlspaces or unexcavated areas. 

5. Wood floor plates that are installed over concrete slabs-on-grade. 

2.3 FIRE-RETARDANT-TREATED MATERIALS 

A. General: Where fire-retardant-treated materials are indicated, materials shall comply with 
requirements in this article, that are acceptable to authorities having jurisdiction, and with fire-
test-response characteristics specified as determined by testing identical products per test 
method indicated by a qualified testing agency. 

B. Fire-Retardant-Treated Lumber and Plywood by Pressure Process: Products with a flame-spread 
index of 25 or less when tested according to ASTM E 84, and with no evidence of significant 
progressive combustion when the test is extended an additional 20 minutes, and with the flame 
front not extending more than 10.5 feet (3.2 m) beyond the centerline of the burners at any time 
during the test. 

1. Treatment shall not promote corrosion of metal fasteners. 
2. Exterior Type: Treated materials shall comply with requirements specified above for fire-

retardant-treated lumber and plywood by pressure process after being subjected to 
accelerated weathering according to ASTM D 2898. Use for exterior locations and where 
indicated. 

3. Interior Type A: Treated materials shall have a moisture content of 28 percent or less 
when tested according to ASTM D 3201 at 92 percent relative humidity. Use where 
exterior type is not indicated. 

4. Design Value Adjustment Factors: Treated lumber shall be tested according to 
ASTM D 5664 and design value adjustment factors shall be calculated according to 
ASTM D 6841. For enclosed roof framing, framing in attic spaces, and where high 
temperature fire-retardant treatment is indicated. 

C. Kiln-dry lumber after treatment to maximum moisture content of 19 percent 

D. Identify fire-retardant-treated wood with appropriate classification marking of qualified testing 
agency. 

1. For exposed lumber indicated to receive a stained or natural finish, mark end or back of 
each piece. 

E. For exposed items indicated to receive a stained or natural finish, chemical formulations shall 
not bleed through, contain colorants, or otherwise adversely affect finishes. 

F. Application: Treat all rough carpentry unless otherwise indicated. 

1. Framing for raised platforms. 
2. Framing for stages. 
3. Concealed blocking. 
4. Framing for non-load-bearing partitions. 
5. Framing for non-load-bearing exterior walls. 
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6. Roof construction. 
7. Plywood backing panels. 

2.4 DIMENSION LUMBER FRAMING 

A. Non-Load-Bearing Interior Partitions: Construction or No. 2 grade. 

1. Application: Interior partitions not indicated as load bearing. 
2. Species: 

a. Hem-fir (north); NLGA. 
b. Southern pine or mixed southern pine; SPIB. 
c. Spruce-pine-fir; NLGA. 
d. Hem-fir; WCLIB, or WWPA. 
e. Spruce-pine-fir (south); NeLMA, WCLIB, or WWPA. 
f. Northern species; NLGA. 
g. Eastern softwoods; NeLMA. 
h. Western woods; WCLIB or WWPA. 

B. Load-Bearing Partitions: No. 2 grade. 

1. Application: Exterior walls and interior load-bearing partitions. 
2. Species: 

a. Hem-fir (north); NLGA. 
b. Southern pine; SPIB. 
c. Douglas fir-larch; WCLIB or WWPA. 
d. Southern pine or mixed southern pine; SPIB. 
e. Spruce-pine-fir; NLGA. 
f. Douglas fir-south; WWPA. 
g. Hem-fir; WCLIB or WWPA. 
h. Douglas fir-larch (north); NLGA. 
i. Spruce-pine-fir (south); NeLMA, WCLIB, or WWPA. 

C. Load-Bearing Partitions: Any species of machine stress-rated dimension lumber with a grade of 
not less than 2400f-2.0E. 

1. Application: Exterior walls and interior load-bearing partitions. 

D. Load-Bearing Partitions: Any species and grade with a modulus of elasticity of at least 
1,500,000 psi (10 350 MPa) and an extreme fiber stress in bending of at least 1000 psi (6.9 
MPa) for 2-inch nominal (38-mm actual) thickness and 12-inch nominal (286-mm actual) width 
for single-member use. 

1. Application: Exterior walls and interior load-bearing partitions. 

 

2. Species: 
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a. Hem-fir (north); NLGA. 
b. Southern pine; SPIB. 
c. Douglas fir-larch; WCLIB or WWPA. 
d. Douglas fir-larch (north); NLGA. 
e. Southern pine or mixed southern pine; SPIB. 
f. Spruce-pine-fir; NLGA. 
g. Hem-fir; WCLIB or WWPA. 
h. Douglas fir-south; WWPA. 
i. Spruce-pine-fir (south); NeLMA, WCLIB, or WWPA. 
j. Northern species; NLGA. 
k. Eastern softwoods; NeLMA. 
l. Western woods; WCLIB or WWPA. 

E. Joists, Rafters, and Other Framing Not Listed Above:  

1. Species: 

a. Hem-fir (north); NLGA. 
b. Southern pine; SPIB. 
c. Douglas fir-larch; WCLIB or WWPA. 
d. Southern pine or mixed southern pine; SPIB. 
e. Spruce-pine-fir; NLGA. 
f. Douglas fir-south; WWPA. 
g. Hem-fir; WCLIB or WWPA. 
h. Douglas fir-larch (north); NLGA. 
i. Spruce-pine-fir (south); NeLMA, WCLIB, or WWPA. 

2.5 TIMBER FRAMING 

A. Comply with the following requirements, according to grading rules of grading agency 
indicated: 

1. Species and Grade: Douglas fir-larch, Douglas fir-larch (north), or Douglas fir-south; 
No. 1 grade; NLGA, WCLIB, or WWPA. 

2. Species and Grade: Eastern hemlock, eastern hemlock-tamarack, or eastern hemlock-
tamarack (north); No. 1 grade; NeLMA or NLGA. 

3. Species and Grade: Hem-fir or hem-fir (north); No. 1 grade; NLGA, WCLIB, or WWPA. 
4. Species and Grade: Mixed maple; No. 1 grade; NeLMA. 
5. Species and Grade: Mixed oak; No. 1 grade; NeLMA. 
6. Species and Grade: Southern pine; No. 1 grade; SPIB. 
7. Maximum Moisture Content: 23 
8. Additional Restriction: Free of heart centers. 

2.6 MISCELLANEOUS LUMBER 

A. General: Provide miscellaneous lumber indicated and lumber for support or attachment of other 
construction, including the following: 

1. Blocking. 
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2. Nailers. 
3. Rooftop equipment bases and support curbs. 
4. Cants. 
5. Furring. 
6. Grounds. 
7. Utility shelving. 

B. Dimension Lumber Items: Construction or No. 2 grade lumber of any of the following species: 

1. Hem-fir (north); NLGA. 
2. Mixed southern pine or southern pine; SPIB. 
3. Spruce-pine-fir; NLGA. 
4. Hem-fir; WCLIB or WWPA. 
5. Spruce-pine-fir (south); NeLMA, WCLIB, or WWPA. 
6. Western woods; WCLIB or WWPA. 
7. Northern species; NLGA. 
8. Eastern softwoods; NeLMA. 

C. For blocking not used for attachment of other construction, Utility, Stud, or No. 3 grade lumber 
of any species may be used provided that it is cut and selected to eliminate defects that will 
interfere with its attachment and purpose. 

D. For blocking and nailers used for attachment of other construction, select and cut lumber to 
eliminate knots and other defects that will interfere with attachment of other work. 

E. For furring strips for installing plywood or hardboard paneling, select boards with no knots 
capable of producing bent-over nails and damage to paneling. 

2.7 PLYWOOD BACKING PANELS 

A. Equipment Backing Panels: Plywood, DOC PS 1, Exterior, A-C in thickness indicated or, if not 
indicated, not less than 1/2-inch (13-mm) nominal thickness. 

2.8 Refer to structural drawings for additional information. 

2.9 FASTENERS 

A. General: Fasteners shall be of size and type indicated and shall comply with requirements 
specified in this article for material and manufacture. 

1. Where rough carpentry is exposed to weather, in ground contact, pressure-preservative 
treated, or in area of high relative humidity, provide fasteners with hot-dip zinc coating 
complying with ASTM A 153/A 153M 

B. Nails, Brads, and Staples: ASTM F 1667. 

C. Power-Driven Fasteners: Fastener systems with an evaluation report acceptable to authorities 
having jurisdiction, based on ICC-ES AC70. 
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D. Post-Installed Anchors: Fastener systems with an evaluation report acceptable to authorities 
having jurisdiction, based on as appropriate for the substrate. 

1. Material: Carbon-steel components, zinc plated to comply with ASTM B 633, 
Class Fe/Zn 5. 

2. Material: Stainless steel with bolts and nuts complying with ASTM F 593 and 
ASTM F 594, Alloy Group 1 or 2 (ASTM F 738M and ASTM F 836M, Grade A1 or 
A4). 

2.10 METAL FRAMING ANCHORS 

A. Allowable design loads, as published by manufacturer, shall meet or exceed those of basis-of-
design products Manufacturer's published values shall be determined from empirical data or by 
rational engineering analysis and demonstrated by comprehensive testing performed by a 
qualified independent testing agency. Framing anchors shall be punched for fasteners adequate 
to withstand same loads as framing anchors. 

B. Galvanized-Steel Sheet: Hot-dip, zinc-coated steel sheet complying with 
ASTM A 653/A 653M, G60 (Z180) coating designation. 

1. Use for interior locations unless otherwise indicated. 

C. Hot-Dip, Heavy-Galvanized Steel Sheet: ASTM A 653/A 653M; structural steel (SS), high-
strength low-alloy steel Type A (HSLAS Type A), or high-strength low-alloy steel Type B 
(HSLAS Type B); G185 (Z550) coating designation; and not less than 0.036 inch (0.9 mm) 
thick. 

1. Use for wood-preservative-treated lumber and where indicated. 

D. Stainless-Steel Sheet: ASTM A 666, Type 304. 

1. Use for exterior locations and where indicated. 

PART 3 - EXECUTION 

3.1 INSTALLATION, GENERAL 

A. Framing Standard: Comply with AF&PA's WCD 1, "Details for Conventional Wood Frame 
Construction," unless otherwise indicated. 

B. Framing with Engineered Wood Products: Install engineered wood products to comply with 
manufacturer's written instructions. 

C. Set rough carpentry to required levels and lines, with members plumb, true to line, cut, and 
fitted. Fit rough carpentry accurately to other construction. Locate furring, nailers, blocking, and 
similar supports to comply with requirements for attaching other construction. 
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D. Install plywood backing panels by fastening to studs; coordinate locations with utilities 
requiring backing panels. Install fire-retardant-treated plywood backing panels with 
classification marking of testing agency exposed to view. 

E. Install shear wall panels to comply with manufacturer's written instructions. 

F. Install metal framing anchors to comply with manufacturer's written instructions. Install 
fasteners through each fastener hole. 

G. Install sill sealer gasket to form continuous seal between sill plates and foundation walls. 

H. Do not splice structural members between supports unless otherwise indicated. 

I. Provide blocking and framing as indicated and as required to support facing materials, fixtures, 
specialty items, and trim. 

1. Provide metal clips for fastening gypsum board or lath at corners and intersections where 
framing or blocking does not provide a surface for fastening edges of panels. Space clips 
not more than 16 inches (406 mm) o.c. 

J. Provide fire blocking in furred spaces, stud spaces, and other concealed cavities as indicated and 
as follows: 

1. Fire block furred spaces of walls, at each floor level, at ceiling, and at not more than 96 
inches (2438 mm) o.c. with solid wood blocking or noncombustible materials accurately 
fitted to close furred spaces. 

2. Fire block concealed spaces of wood-framed walls and partitions at each floor level, at 
ceiling line of top story, and at not more than 96 inches (2438 mm) o.c. Where fire 
blocking is not inherent in framing system used, provide closely fitted solid wood blocks 
of same width as framing members and 2-inch nominal (38-mm actual) thickness. 

3. Fire block concealed spaces between floor sleepers with same material as sleepers to 
limit concealed spaces to not more than 100 sq. ft. (9.3 sq. m) and to solidly fill space 
below partitions. 

4. Fire block concealed spaces behind combustible cornices and exterior trim at not more 
than 20 feet (6 m) o.c. 

K. Sort and select lumber so that natural characteristics do not interfere with installation or with 
fastening other materials to lumber. Do not use materials with defects that interfere with 
function of member or pieces that are too small to use with minimum number of joints or 
optimum joint arrangement. 

L. Comply with AWPA M4 for applying field treatment to cut surfaces of preservative-treated 
lumber. 

1. Use inorganic boron for items that are continuously protected from liquid water. 
2. Use copper naphthenate for items not continuously protected from liquid water. 

M. Where wood-preservative-treated lumber is installed adjacent to metal decking, install 
continuous flexible flashing separator between wood and metal decking. 
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N. Securely attach rough carpentry work to substrate by anchoring and fastening as indicated, 
complying with the following: 

1. Table 2304.9.1, "Fastening Schedule," in ICC's International Building Code (IBC). 
2. Table R602.3(1), "Fastener Schedule for Structural Members," and Table R602.3(2), 

"Alternate Attachments," in ICC's International Residential Code for One- and Two-
Family Dwellings. 

3. ICC-ES evaluation report for fastener. 

O. Use steel common nails unless otherwise indicated. Select fasteners of size that will not fully 
penetrate members where opposite side will be exposed to view or will receive finish materials. 
Make tight connections between members. Install fasteners without splitting wood. Drive nails 
snug but do not countersink nail heads unless otherwise indicated. 

P. For exposed work, arrange fasteners in straight rows parallel with edges of members, with 
fasteners evenly spaced, and with adjacent rows staggered. 

1. Comply with approved fastener patterns where applicable.  
2. Use finishing nails unless otherwise indicated. Countersink nail heads and fill holes with 

wood filler. 
3. Use common nails unless otherwise indicated. Drive nails snug but do not countersink 

nail heads. 

3.2 WOOD BLOCKING, AND NAILER INSTALLATION 

A. Install where indicated and where required for attaching other work. Form to shapes indicated 
and cut as required for true line and level of attached work. Coordinate locations with other 
work involved. 

B. Attach items to substrates to support applied loading. Recess bolts and nuts flush with surfaces 
unless otherwise indicated. 

C. Provide permanent grounds of dressed, pressure-preservative-treated, key-beveled lumber not 
less than 1-1/2 inches (38 mm) wide and of thickness required to bring face of ground to exact 
thickness of finish material. Remove temporary grounds when no longer required. 

3.3 WOOD FURRING INSTALLATION 

A. Install level and plumb with closure strips at edges and openings. Shim with wood as required 
for tolerance of finish work. 

B. Furring to Receive Plywood or Hardboard Paneling: Install 1-by-3-inch nominal- (19-by-63-
mm actual-) size furring horizontally and vertically at 24 inches (610 mm) o.c. 

C. Furring to Receive Gypsum Board: Install 1-by-2-inch nominal- (19-by-38-mm actual-) size 
furring vertically at 16 inches (406 mm) o.c. 
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3.4 WALL AND PARTITION FRAMING INSTALLATION 

A. General: Provide single bottom plate and double top plates using members of 2-inch nominal 
(38-mm actual) thickness whose widths equal that of studs, except single top plate may be used 
for non-load-bearing partitions and for load-bearing partitions where framing members bearing 
on partition are located directly over studs. Fasten plates to supporting construction unless 
otherwise indicated. 
1. . 
2. Provide continuous horizontal blocking at midheight of partitions more than 96 inches 

(2438 mm) high, using members of 2-inch nominal (38-mm actual) thickness and of same 
width as wall or partitions. 

B. Construct corners and intersections with three or more studs, except that two studs may be used 
for interior non-load-bearing partitions. 

C. Frame openings with multiple studs and headers. Provide nailed header members of thickness 
equal to width of studs. Support headers on jamb studs. 

1. For non-load-bearing partitions, provide double-jamb studs and headers not less than 4-
inch nominal (89-mm actual) depth for openings 48 inches (1200 mm) and less in width, 
6-inch nominal (140-mm actual) depth for openings 48 to 72 inches (1200 to 1800 mm) 
in width, 8-inch nominal (184-mm actual) depth for openings 72 to 120 inches (1800 to 
3000 mm) in width, and not less than 10-inch nominal (235-mm actual) depth for 
openings 10 to 12 feet (3 to 3.6 m) in width. 

2. For load-bearing walls, provide double-jamb studs for openings 60 inches (1500 mm) and 
less in width, and triple-jamb studs for wider openings. Provide headers of depth 
indicated or, if not indicated, according to Table R502.5(1) or Table R502.5(2), as 
applicable. 

D. Provide solid blocking between joists under jamb studs for openings. 

E. Under non-load-bearing partitions, provide double joists separated by solid blocking equal to 
depth of studs above. 

1. Provide triple joists separated as above, under partitions receiving ceramic tile and 
similar heavy finishes or fixtures. 

F. Provide bridging of type indicated below, at intervals of 96 inches (2438 mm) o.c., between 
joists. 

1. Diagonal wood bridging formed from bevel-cut, 1-by-3-inch nominal- (19-by-64-mm 
actual-) size lumber, double-crossed and nailed at both ends to joists. 

2. Steel bridging installed to comply with bridging manufacturer's written instructions. 

3.5 CEILING JOIST AND RAFTER FRAMING INSTALLATION 

A. Ceiling Joists: Install with crown edge up and complying with requirements specified above for 
floor joists. Face nail to ends of parallel rafters. 
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1. Where ceiling joists are at right angles to rafters, provide additional short joists parallel to 
rafters from wall plate to first joist; nail to ends of rafters and to top plate, and nail to first 
joist or anchor with framing anchors or metal straps. Provide 1-by-8-inch nominal- (19-
by-184-mm actual-) size or 2-by-4-inch nominal- (38-by-89-mm actual-) size stringers 
spaced 48 inches (1200 mm) o.c. crosswise over main ceiling joists. 

B. Rafters: Notch to fit exterior wall plates and toe nail or use metal framing anchors. Double 
rafters to form headers and trimmers at openings in roof framing, if any, and support with metal 
hangers. Where rafters abut at ridge, place directly opposite each other and nail to ridge member 
or use metal ridge hangers. 

1. At valleys, provide double-valley rafters of size indicated or, if not indicated, of same 
thickness as regular rafters and 2 inches (50 mm) deeper. Bevel ends of jack rafters for 
full bearing against valley rafters. 

2. At hips, provide hip rafter of size indicated or, if not indicated, of same thickness as 
regular rafters and 2 inches (50 mm) deeper. Bevel ends of jack rafters for full bearing 
against hip rafter. 

C. Provide collar beams (ties) as indicated or, if not indicated, provide 1-by-6-inch nominal- (19-
by-140-mm actual-) size boards between every third pair of rafters, but not more than 48 inches 
(1219 mm) o.c. Locate below ridge member, at third point of rafter span. Cut ends to fit roof 
slope and nail to rafters. 

D. Provide special framing as indicated for eaves, overhangs, dormers, and similar conditions if 
any. 

3.6 TIMBER FRAMING INSTALLATION 

A. Install timber beams with crown edge up and provide not less than 4 inches (102 mm) of 
bearing on supports. Provide continuous members unless otherwise indicated; tie together over 
supports as indicated if not continuous. 

B. Where beams or girders are framed into pockets of exterior concrete or masonry walls, provide 
1/2-inch (13-mm) airspace at sides and ends of wood members. 

C. Install wood posts using metal anchors indicated. 

D. Treat ends of timber beams and posts exposed to weather by dipping in water-repellent 
preservative for 15 minutes. 

3.7 PROTECTION 

A. Protect wood that has been treated with inorganic boron (SBX) from weather. If, despite 
protection, inorganic boron-treated wood becomes wet, apply EPA-registered borate treatment. 
Apply borate solution by spraying to comply with EPA-registered label. 

B. Protect rough carpentry from weather. If, despite protection, rough carpentry becomes wet, 
apply EPA-registered borate treatment. Apply borate solution by spraying to comply with EPA-
registered label. 
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END OF SECTION 061000 
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SECTION 061600 - SHEATHING 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 
1. Roof sheathing. 
2. Composite nail base insulated roof sheathing. 
3. Underlayment. 
4. Sheathing joint and penetration treatment. 

B. Related Requirements: 

1. Section 061000 "Rough Carpentry” for plywood backing panels. 

1.3 ACTION SUBMITTALS 

A. Product Data: For each type of process and factory-fabricated product. Indicate component 
materials and dimensions and include construction and application details. 
1. For products receiving waterborne treatment, include statement that moisture content of 

treated materials was reduced to levels specified before shipment to Project site. 

1.4 INFORMATIONAL SUBMITTALS 

A. Evaluation Reports: For the following, from ICC-ES: 

1. Wood-preservative-treated plywood. 
2. Fire-retardant-treated plywood. (If required) 

1.5 QUALITY ASSURANCE 

A. Testing Agency Qualifications: For testing agency providing classification marking for fire-
retardant-treated material, an inspection agency acceptable to authorities having jurisdiction that 
periodically performs inspections to verify that the material bearing the classification marking is 
representative of the material tested. 
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1.6 DELIVERY, STORAGE, AND HANDLING 

A. Stack panels flat with spacers beneath and between each bundle to provide air circulation. 
Protect sheathing from weather by covering with waterproof sheeting, securely anchored. 
Provide for air circulation around stacks and under coverings. 

PART 2 - PRODUCTS 

2.1 PERFORMANCE REQUIREMENTS 

A. Fire-Resistance Ratings: As tested according to ASTM E 119; testing by a qualified testing 
agency. Identify products with appropriate markings of applicable testing agency. 

1. Fire-Resistance Ratings: Indicated by design designations from UL's "Fire Resistance 
Directory" or from the listings of another qualified testing agency. 

2.2 ROOF SHEATHING 

A. Plywood Sheathing: Sheathing for each roof type shall match existing sheathing. New sheathing 
shall be exterior grade DOC PS1, Grade CD Exposure 1, matching in thickness, to existing 
sheathing. 

2.3 PARAPET SHEATHING 

A. Plywood Sheathing: Sheathing for each roof type shall match existing sheathing. New sheathing 
shall be exterior grade, matching thickness, and DOC PS1, Grade CD Exposure 1. 

2.4 FASTENERS 

A. General: Provide fasteners of size and type indicated that comply with requirements specified in 
this article for material and manufacture. 

1. For roof sheathing, provide fasteners with hot-dip zinc coating complying with 
ASTM A 153/A 153M or of Type 304 stainless steel. 

B. Nails, Brads, and Staples: ASTM F 1667. 

C. Power-Driven Fasteners: Fastener systems with an evaluation report acceptable to authorities 
having jurisdiction, based on ICC-ES AC70. 

D. Screws for Fastening Sheathing to Wood Framing: ASTM C 1002. 

E. Screws for Fastening Wood Structural Panels to Cold-Formed Metal Framing: ASTM C 954, 
except with wafer heads and reamer wings, length as recommended by screw manufacturer for 
material being fastened. 
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F. Screws for Fastening Gypsum Sheathing to Cold-Formed Metal Framing: Steel drill screws, in 
length recommended by sheathing manufacturer for thickness of sheathing to be attached. 

1. For steel framing less than 0.0329 inch (0.835 mm) thick, use screws that comply with 
ASTM C 1002. 

2. For steel framing from 0.033 to 0.112 inch (0.84 to 2.84 mm) thick, use screws that 
comply with ASTM C 954. 

3.  

PART 3 - EXECUTION 

3.1 INSTALLATION, GENERAL 

A. Do not use materials with defects that impair quality of sheathing or pieces that are too small to 
use with minimum number of joints or optimum joint arrangement. Arrange joints so that pieces 
do not span between fewer than three support members. 

B. Cut panels at penetrations, edges, and other obstructions of work; fit tightly against abutting 
construction unless otherwise indicated. 

C. Securely attach to substrate by fastening as indicated, complying with the following: 

1. Table 2304.9.1, "Fastening Schedule," in the ICC's International Building Code. 
2. Table R602.3(1), "Fastener Schedule for Structural Members," and Table R602.3(2), 

"Alternate Attachments," in the ICC's International Residential Code for One- and Two-
Family Dwellings. 

3. ICC-ES evaluation report for fastener. 

D. Use common wire nails unless otherwise indicated. Select fasteners of size that will not fully 
penetrate members where opposite side will be exposed to view or will receive finish materials. 
Make tight connections. Install fasteners without splitting wood. 

E. Coordinate roof sheathing installation with flashing and joint-sealant installation so these 
materials are installed in sequence and manner that prevent exterior moisture from passing 
through completed assembly. 

F. Do not bridge building expansion joints; cut and space edges of panels to match spacing of 
structural support elements. 

G. Coordinate sheathing installation with installation of materials installed over sheathing so 
sheathing is not exposed to precipitation or left exposed at end of the workday when rain is 
forecast. 

END OF SECTION 061600 
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SECTION 062013 - EXTERIOR FINISH CARPENTRY 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Exterior wood, , primed hardboard, cellular PVC or foam plastic trim. 
2. Lumber or Hardboard siding. 
3. Lumber or Hardboard soffits. 

B. Related Requirements: 

1. Section 061000 "Rough Carpentry" for furring, blocking, and other carpentry work not 
exposed to view. 

2. Section 099113 "Exterior Painting" for priming and backpriming of exterior finish 
carpentry. 

1.3 DEFINITIONS 

1.4 ACTION SUBMITTALS 

A. Product Data: For each type of process and factory-fabricated product. Indicate component 
materials, dimensions, profiles, textures, and colors and include construction and application 
details. 

1. Include data for wood-preservative treatment from chemical-treatment manufacturer and 
certification by treating plant that treated materials comply with requirements. Indicate 
type of preservative used and net amount of preservative retained. Include chemical-
treatment manufacturer's written instructions for finishing treated material. 

2. Include data for fire-retardant treatment from chemical-treatment manufacturer and 
certification by treating plant that treated materials comply with requirements. 

3. For products receiving a waterborne treatment, include statement that moisture content of 
treated materials was reduced before shipment to Project site to levels specified. 

B. Samples for Initial Selection: For each type of product involving selection of colors, profiles, or 
textures. 

C. Samples for Verification: 
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1. For each species and cut of lumber and panel products, with half of exposed surface 
finished; 50 sq. in. (300 sq. cm) for lumber and 8 by 10 inches (200 by 250 mm) for 
panels. 

2. For hardboard siding, 50 sq. in. (300 sq. cm) for board types and 8 by 10 inches (200 by 
250 mm) for panels. 

3. For cellular PVC trim, with half of exposed surface finished; 50 sq. in. (300 sq. cm). 
4. For foam plastic moldings, with half of exposed surface finished; 50 sq. in. (300 sq. cm). 

1.5 INFORMATIONAL SUBMITTALS 

A. Compliance Certificates: 

1. For lumber that is not marked with grade stamp. 
2. For preservative-treated wood that is not marked with treatment-quality mark. 
3. For fire-retardant-treated wood that is not marked with classification marking of testing 

and inspecting agency. 

B. Evaluation Reports: For the following, from ICC-ES: 

1. Wood-preservative-treated wood. 
2. Fire-retardant-treated wood. 
3. Cellular PVC trim. 
4. Foam plastic moldings. 

C. Sample Warranties: For manufacturer's warranties. 

1.6 QUALITY ASSURANCE 

A. Testing Agency Qualifications: For testing agency providing classification marking for fire-
retardant-treated material, an inspection agency acceptable to authorities having jurisdiction that 
periodically performs inspections to verify that the material bearing the classification marking is 
representative of the material tested. 

1.7 DELIVERY, STORAGE, AND HANDLING 

A. Stack lumber and other panels flat with spacers between each bundle to provide air circulation. 
Protect materials from weather by covering with waterproof sheeting, securely anchored. 
Provide for air circulation around stacks and under coverings. 

1.8 FIELD CONDITIONS 

A. Weather Limitations: Proceed with installation only when existing and forecast weather 
conditions permit work to be performed and at least one coat of specified finish can be applied 
without exposure to rain, snow, or dampness. 

1. For exterior ornamental wood columns, comply with manufacturer's written instructions 
and warranty requirements. 
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B. Do not install finish carpentry materials that are wet, moisture damaged, or mold damaged. 

1. Indications that materials are wet or moisture damaged include, but are not limited to, 
discoloration, sagging, or irregular shape. 

2. Indications that materials are mold damaged include, but are not limited to, fuzzy or 
splotchy surface contamination and discoloration. 

1.9 WARRANTY 

A. Manufacturer's Warranty for Cellular PVC Trim: Manufacturer agrees to repair or replace trim 
that fails due to defects in manufacturing within specified warranty period. Failures include, but 
are not limited to, deterioration, delamination, and excessive swelling from moisture. 

1. Warranty Period: 25 years from date of Substantial Completion. 

B. Manufacturer's Warranty for Hardboard Siding and Trim: Manufacturer agrees to repair or 
replace siding that fails in materials or workmanship within specified warranty period. Failures 
include, but are not limited to, deformation or deterioration beyond normal weathering. 

1. Warranty Period for Factory-Applied Finish: Five years from date of Substantial 
Completion. 

2. Warranty Period for Siding and Trim (Excluding Finish): 25 years from date of 
Substantial Completion. 

PART 2 - PRODUCTS 

2.1 MATERIALS, GENERAL 

A. Lumber: DOC PS 20 and applicable rules of grading agencies indicated. Factory mark each 
piece of lumber with grade stamp of inspection agency, indicating grade, species, moisture 
content at time of surfacing, and mill. 

1. For exposed lumber, mark grade stamp on end or back of each piece, or omit grade 
stamp and provide certificates of grade compliance issued by inspection agency. 

B. Hardboard: ANSI A135.4. 

2.2 WOOD-PRESERVATIVE-TREATED MATERIALS 

A. Water-Repellent Preservative Treatment by Nonpressure Process: AWPA N1; dip, spray, flood, 
or vacuum-pressure treatment. 

1. Preservative Chemicals: 3-iodo-2-propynyl butyl carbamate (IPBC), combined with an 
insecticide containing chloropyrifos (CPF). 

2. Use chemical formulations that do not bleed through or otherwise adversely affect 
finishes. Do not use colorants in solution to distinguish treated material from untreated 
material. 

3. Application: Exterior trim and wood siding. 
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B. Preservative Treatment by Pressure Process: AWPA U1; Use Category UC3a. 

1. Kiln dry lumber after treatment to a maximum moisture content of 19 and 18 percent, 
respectively. 

2. Preservative Chemicals: Acceptable to authorities having jurisdiction and containing no 
arsenic or chromium. 

3. For exposed items indicated to receive transparent finish, do not use chemical 
formulations that contain colorants or that bleed through or otherwise adversely affect 
finishes. 

4. Do not use material that is warped or does not comply with requirements for untreated 
material. 

5. Mark lumber with treatment-quality mark of an inspection agency approved by the 
American Lumber Standard Committee's Board of Review. 

a. For exposed lumber indicated to receive a stained or natural finish, mark end or 
back of each piece or omit marking and provide certificates of treatment 
compliance issued by inspection agency. 

6. Application: All exterior lumber. 

2.3 FIRE-RETARDANT-TREATED MATERIALS (If required) 

A. General: For applications indicated, use materials complying with requirements in this article 
that are acceptable to authorities having jurisdiction and comply with testing requirements; 
testing will be conducted by a qualified testing agency. 

B. Fire-Retardant-Treated Lumber by Pressure Process: Products with a flame-spread index of 25 
or less when tested according to ASTM E 84, with no evidence of significant progressive 
combustion when the test is extended an additional 20 minutes, and with the flame front not 
extending more than 10.5 feet (3.2 m) beyond the centerline of the burners at any time during 
the test. 

1. Exterior Type: Materials shall comply with testing requirements after being subjected to 
accelerated weathering according to ASTM D 2898. 

2. Kiln dry lumber after treatment to a maximum moisture content of 19 and 15 percent, 
respectively. 

C. For exposed items indicated to receive a stained or natural finish, use chemical formulations 
that do not contain colorants, and provide materials that do not have marks from spacer sticks 
on exposed face. 

D. Do not use material that does not comply with requirements for untreated material or is warped 
or discolored. 

E. Identify fire-retardant-treated wood with appropriate classification marking of testing and 
inspecting agency acceptable to authorities having jurisdiction. 

1. For exposed lumber indicated to receive a stained or natural finish, mark end or back of 
each piece or omit marking and provide certificates of treatment compliance issued 
by inspection agency. 
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F. Application: All exterior lumber. 

2.4 EXTERIOR TRIM 

A. Lumber Trim for Semitransparent-Stained Finish: 

1. Species and Grade: Redwood, Clear All Heart; RIS. 
2. Species and Grade: Western red cedar, Clear Heart VG (Vertical Grain) or Clear 

Heart; NLGA, WCLIB, or WWPA. 
3. Species and Grade: Hem-fir, pressure-preservative treated, 1 Common ; NLGA, WCLIB, 

or WWPA. 
4. Species and Grade: Southern pine, pressure-preservative treated, C & Btr; SPIB. 
5. Maximum Moisture Content: 15 percent with at least 85 percent of shipment at 12 

percent or less. 
6. Finger Jointing: Not allowed. 
7. Face Surface: Surfaced (smooth). 

B. Lumber Trim for Opaque-Stained Finish: 

1. Species and Grade: Redwood, Clear; RIS. 
2. Species and Grade: Western red cedar, Grade A; NLGA, WCLIB, or WWPA. 
3. Species and Grade: Hem-fir, Prime or D finish; NLGA, WCLIB, or WWPA. 
4. Species and Grade: Eastern white pine, eastern hemlock-balsam fir-tamarack, eastern 

spruce, or white woods, D Select (Quality); NeLMA, NLGA, WCLIB, or WWPA. 
5. Species and Grade: Northern white cedar, D Select; NeLMA or NLGA. 
6. Maximum Moisture Content: 15 percent with at least 85 percent of shipment at 12 

percent or less. 
7. Finger Jointing: Not allowed. 
8. Face Surface: Surfaced (smooth). 
9. Factory Priming: Factory coated on faces and edges, with exterior primer compatible 

with topcoats specified. 

C. Moldings for Semitransparent-Stained Finish: MMPA WM 4, N-grade wood moldings, 
without finger jointing. Made from kiln-dried stock to patterns included in MMPA's 
"WM/Series Wood Moulding Patterns." 

1. Species: Match Existing. 
2. Brick-Mold Pattern: WWMPA WM 180, 1-1/4 by 2 inches (32 by 51 mm). 
3. Drip-Cap Pattern: WWMPA WM 197, 11/16 by 1-5/8 inches (17 by 41 mm). 
4. Bed-Mold Pattern: WWMPA WM 75, 9/16 by 1-5/8 inches (14 by 41 mm). 
5. Screen-Bead Pattern: WWMPA WM 144, 1/4 by 3/4 inch (6 by 19 mm). 

D. Moldings for Opaque-Stained Finish: MMPA WM 4, P-grade wood moldings. Made from 
kiln-dried stock to patterns included in MMPA's "WM/Series Wood Moulding Patterns." 

1. Species: Match Existing. 
2. Finger Jointing: Not allowed. 
3. Factory Priming: Factory coated on faces and edges, with exterior primer compatible 

with topcoats specified. 
4. Brick-Mold Pattern: WWMPA WM 180, 1-1/4 by 2 inches (32 by 51 mm). 
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5. Drip-Cap Pattern: WWMPA WM 197, 11/16 by 1-5/8 inches (17 by 41 mm). 
6. Bed-Mold Pattern: WWMPA WM 75, 9/16 by 1-5/8 inches (14 by 41 mm). 
7. Screen-Bead Pattern: WWMPA WM 144, 1/4 by 3/4 inch (6 by 19 mm). 

E. Primed Hardboard Trim: ANSI A135.6, primed with manufacturer's standard exterior primer. 
Recommended by manufacturer for exterior use. 

F. Cellular PVC Trim: Extruded, expanded PVC with a small-cell microstructure, recommended 
by manufacturer for exterior use, made from UV- and heat-stabilized rigid material. 
1. Density: Not less than 31 lb/cu. ft. (500 kg/cu. m). 
2. Heat Deflection Temperature: Not less than 130 deg F (54 deg C), according to 

ASTM D 648. 
3. Coefficient of Thermal Expansion: Not more than 4.5 x 10(-5) inches/inch x deg F (8.1 x 

10(-5) mm/mm x deg C). 
4. Water Absorption: Not more than 1 percent, according to ASTM D 570. 
5. Flame-Spread Index: 75 or less, according to ASTM E 84. 

G. Foam Plastic Moldings: Molded product of shapes indicated, recommended by manufacturer for 
exterior use, with a tough outer skin on exposed surfaces; factory primed. Exposed surfaces 
shall not be shaped after molding. 
1. Density: Not less than 20 lb/cu. ft. (320 kg/cu. m). 
2. Flame-Spread Index: Not more than 75 when tested according to ASTM E 84. 
3. Thickness: Not more than 1/2 inch (12.7 mm). 
4. Width: Not more than 8 inches (204 mm). 
5. Patterns: As indicated by manufacturer's designations. 

2.5 LUMBER SIDING 

A. Provide kiln-dried lumber siding complying with DOC PS 20, factory coated with exterior 
primer compatible with topcoats specified. 

B. Species and Grade: Clear All Heart VG or Clear All Heart redwood; RIS. 

C. Species and Grade: Clear VG (Vertical Grain) Heart western red cedar; NLGA, WCLIB, or 
WWPA. 

D. Species and Grade: 1 Common spruce-pine-fir; NeLMA, NLGA, WCLIB, or WWPA. 

E. Species and Grade: Prime or D finish pressure-preservative-treated hem-fir; NLGA, WCLIB, 
or WWPA. 

F. Species and Grade: D Select (Quality) eastern white pine, eastern hemlock-balsam fir-
tamarack, eastern spruce, or white woods; NeLMA, NLGA, WCLIB, or WWPA. 

G. Species and Grade: D Select northern white cedar; NeLMA or NLGA. 

H. Species and Grade: C & Btr pressure-preservative-treated southern pine; SPIB. 

I. Pattern: Bevel siding, S1S2E, actual overall dimensions of 9-1/4 by 1-3/32 inches (235 by 28 
mm), measured on the face and thick edge. 
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J. Pattern: Drop siding, SPIB or WWPA pattern No. 105, actual face width (coverage) and 
thickness of 8-5/8 by 23/32 inch (219 by 18 mm). 

K. Pattern: V-edge, smooth-faced tongue and groove, actual face width (coverage) and thickness of 
6-7/8 by 23/32 inch (175 by 18 mm). 

2.6 HARDBOARD SIDING 

A. Hardboard Siding: ANSI A135.6, primed with manufacturer's standard exterior primer. 

1. Type: 7/16-inch- (11-mm-) thick by 8-inch- (203-mm-) wide lap siding. 
2. Type: 1/2-inch- (12.7-mm-) thick by 8-inch- (203-mm-) wide, beaded-edge lap siding. 
3. Type: 7/16-inch- (11-mm-) thick, shiplap-edge panels; with grooves 3-5/8 inches (92 

mm) o.c., simulating wood drop siding. 
4. Type: 1/2-inch- (12.7-mm-) thick, shiplap-edge panels; with grooves 5-1/2 inches (140 

mm) o.c., simulating wood drop siding. 
5. Type: 7/16-inch- (11-mm-) thick, square-edge flat panels; without grooves. 
6. Type: 7/16-inch- (11-mm-) thick, shiplap-edge panels; channel grooved with grooves 8 

inches (203 mm) o.c. 
7. Texture: Wood grain Shingle. 

B. Colors, Textures, and Patterns: Match existing or As selected by Architect from 
manufacturer's full range. 

2.7 LUMBER SOFFITS 

A. Provide kiln-dried lumber siding complying with DOC PS 20, factory coated with exterior 
primer compatible with topcoats specified. 

B. Species and Grade: Clear All Heart redwood; RIS. 

C. Species and Grade: Grade A western red cedar; NLGA, WCLIB, or WWPA. 

D. Species and Grade: 1 Common spruce-pine-fir; NeLMA, NLGA, WCLIB, or WWPA. 

E. Species and Grade: Prime or D finish hem-fir; NLGA, WCLIB, or WWPA. 

F. Species and Grade: D Select (Quality) eastern white pine, eastern hemlock-balsam fir-
tamarack, eastern spruce, or white woods; NeLMA, NLGA, WCLIB, or WWPA. 

G. Species and Grade: D Select northern white cedar; NeLMA or NLGA. 

H. Species and Grade: C & Btr southern pine; SPIB. 

I. Pattern: V-edge, smooth-faced tongue and groove, actual face width (coverage) and thickness of 
6-7/8 by 23/32 inch (175 by 18 mm). 

J. Pattern: Rounded-edge channel groove, tongue and groove, actual face width (coverage) and 
thickness of 6-7/8 by 23/32 inch (175 by 18 mm). 
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K. Pattern: Edge and center bead, tongue and groove, actual face width (coverage) and thickness of 
6-7/8 by 23/32 inch (175 by 18 mm), measured at 19 percent moisture content. 

L. Pattern: Beaded ceiling, tongue and groove, actual face width (coverage) and thickness of 3-1/8 
by 7/16 inch (79 by 11 mm). 

2.8 HARDBOARD SOFFITS 

A. Primed hardboard, complying with ANSI A135.6, with manufacturer's standard exterior primer. 

1. Type: Match existing. 

B. Colors, Textures, and Patterns: Match Existing or As selected by Architect from 
manufacturer's full range. 

2.9 MISCELLANEOUS MATERIALS 

A. Fasteners for Exterior Finish Carpentry: Provide nails or screws, in sufficient length to penetrate 
not less than 1-1/2 inches (38 mm) into wood substrate. 

1. For face-fastening siding, provide ringed-shank siding nails or hot-dip galvanized-steel 
siding nails. 

2. For redwood, provide hot-dip galvanized-steel fasteners. 
3. For prefinished items, provide matching prefinished aluminum fasteners where face 

fastening is required. 
4. For pressure-preservative-treated wood, provide stainless-steel fasteners. 
5. For applications not otherwise indicated, provide stainless-steel or aluminum fasteners. 

B. Wood Glue: Waterproof resorcinol glue recommended by manufacturer for exterior carpentry 
use. 

C. Adhesive for Cellular PVC Trim: Product recommended by trim manufacturer. 

D. Flashing: Comply with requirements in Section 076200 "Sheet Metal Flashing and Trim" for 
flashing materials installed in exterior finish carpentry. 

1. Horizontal Joint Flashing for Panel Siding: Preformed, prefinished-aluminum, Z-shaped 
flashing. 

E. Insect Screening for Soffit Vents: PVC-coated glass-fiber fabric, 18-by-14-inch (1.8-by-1.4-
mm) or 18-by-16-inch (1.6-by-1.4-mm) mesh. 

F. Sealants: Latex, complying with ASTM C 834 Type OP, Grade NF  and applicable 
requirements in Section 079200 "Joint Sealants" and recommended by sealant and substrate 
manufacturers for intended application. 
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2.10 FABRICATION 

A. Back out or kerf backs of standing and running trim wider than 5 inches (125 mm), except 
members with ends exposed in finished work. 

B. Ease edges of lumber less than 1 inch (25 mm) in nominal thickness to 1/16-inch (1.5-mm) 
radius and edges of lumber 1 inch (25 mm) or more in nominal thickness to 1/8-inch (3-mm) 
radius. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine substrates, with Installer present, for compliance with requirements for installation 
tolerances and other conditions affecting performance of the Work. 

B. Examine finish carpentry materials before installation. Reject materials that are wet, moisture 
damaged, and mold damaged. 

C. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.2 PREPARATION 

A. Clean substrates of projections and substances detrimental to application. 

B. Prime lumber and moldings to be painted, including both faces and edges, unless factory 
primed. Cut to required lengths and prime ends. Comply with requirements in Section 099113 
"Exterior Painting." 

3.3 INSTALLATION, GENERAL 

A. Do not use materials that are unsound, warped, improperly treated or finished, inadequately 
seasoned, or too small to fabricate with proper jointing arrangements. 

1. Do not use manufactured units with defective surfaces, sizes, or patterns. 

B. Install exterior finish carpentry level, plumb, true, and aligned with adjacent materials. Use 
concealed shims where necessary for alignment. 

1. Scribe and cut exterior finish carpentry to fit adjoining work. Refinish and seal cuts as 
recommended by manufacturer. 

2. Install to tolerance of 1/8 inch in 96 inches (3 mm in 2438 mm) for level and plumb. 
Install adjoining exterior finish carpentry with 1/32-inch (0.8-mm) maximum offset for 
flush installation and 1/16-inch (1.5-mm) maximum offset for reveal installation. 

3. Install stairs with no more than 3/16-inch (4.7-mm) variation between adjacent treads and 
risers and with no more than 3/8-inch (9.5-mm) variation between largest and smallest 
treads and risers within each flight. 
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4. Coordinate exterior finish carpentry with materials and systems in or adjacent to it. 
Provide cutouts for mechanical and electrical items that penetrate exterior finish 
carpentry. 

3.4 STANDING AND RUNNING TRIM INSTALLATION 

A. Install flat-grain lumber with bark side exposed to weather. 

B. Install cellular PVC trim to comply with manufacturer's written instructions. 

C. Install trim with minimum number of joints as is practical, using full-length pieces from 
maximum lengths of lumber available. Do not use pieces less than 24 inches (610 mm) long, 
except where necessary. 

1. Use scarf joints for end-to-end joints. 
2. Stagger end joints in adjacent and related members. 

D. Fit exterior joints to exclude water. Cope at returns and miter at corners to produce tight-fitting 
joints, with full-surface contact throughout length of joint. Plane backs of casings to provide 
uniform thickness across joints, where necessary for alignment. 

E. Where face fastening is unavoidable, countersink fasteners, fill surface flush, and sand unless 
otherwise indicated. 

3.5 SIDING INSTALLATION 

A. Install siding to comply with manufacturer's written instructions and warranty requirements. 

B. Horizontal Lumber Siding: Apply starter strip along bottom edge of sheathing or sill. Install 
first course of siding, with lower edge at least 1/8 inch (3 mm) below starter strip and 
subsequent courses lapped 1 inch (25 mm) over course below. Nail at each stud. Do not allow 
nails to penetrate more than one thickness of siding. 

1. Leave 1/8-inch (3-mm) gap at trim and corners unless otherwise recommended by 
manufacturer, and apply sealant. 

2. Butt joints only over framing or blocking, nailing top and bottom on each side and 
staggering joints in subsequent courses. 

3. Install prefabricated outside corners as recommended by manufacturer of siding 
materials. 

C. Diagonal Lumber Siding: Begin application at corner, with tongue edge up. Install subsequent 
courses with tongue-and-groove edges tightly fitted together. Nail at each stud. 

1. Leave 1/8-inch (3-mm) gap at trim and corners unless otherwise recommended by 
manufacturer, and apply sealant. 

2. Butt joints only over framing or blocking, nailing top and bottom on each side and 
staggering joints in subsequent courses. 

3. Install prefabricated outside corners as recommended by manufacturer of siding 
materials. 
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D. Hardboard Siding: Install hardboard siding to comply with manufacturer's recommendations. 
Install panels with edges over framing or blocking. Leave 3/16-inch (5-mm) gap at perimeter, 
openings, and horizontal panel joints unless otherwise recommended by panel manufacturer. 

1. Seal butt joints at inside and outside corners and at trim locations. 
2. Install continuous metal flashing at horizontal panel joints. 
3. Apply battens and corner trim as indicated. 
4. Conceal fasteners to greatest practical extent by placing in grooves of siding pattern or by 

concealing with applied trim or battens as detailed. 

E. Flashing: Install metal flashing as indicated on Drawings and as recommended by siding 
manufacturer. 

F. Finish: Apply finish within two weeks of installation. 

3.6 ADJUSTING 

A. Replace exterior finish carpentry that is damaged or does not comply with requirements. 
Exterior finish carpentry may be repaired or refinished if work complies with requirements and 
shows no evidence of repair or refinishing. Adjust joinery for uniform appearance. 

3.7 CLEANING 

A. Clean exterior finish carpentry on exposed and semiexposed surfaces. Touch up factory-applied 
finishes to restore damaged or soiled areas. 

3.8 PROTECTION 

A. Protect installed products from damage from weather and other causes during construction. 

B. Remove and replace finish carpentry materials that are wet, moisture damaged, and mold 
damaged. 

1. Indications that materials are wet or moisture damaged include, but are not limited to, 
discoloration, sagging, or irregular shape. 

2. Indications that materials are mold damaged include, but are not limited to, fuzzy or 
splotchy surface contamination and discoloration. 

END OF SECTION 062013 
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SECTION 070150.19 - PREPARATION FOR REROOFING 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Full tear-off of entire roof. 
2. Re-cover preparation of entire roof. 
3. Removal of base flashings. 
4. Temporary roofing. 

B. Related Requirements: 
1. See Solicitation. 

1.3 UNIT PRICES 

A. Work of this Section is affected by metal deck removal and replacement unit price and roof 
sheathing removal and replacement unit price beyond 10% of roof area. 

1.4 DEFINITIONS 

A. Roofing Terminology: Definitions in ASTM D 1079 and glossary of NRCA's "The NRCA 
Roofing and Waterproofing Manual" apply to work of this Section. 

B. Roof Re-Cover Preparation: Existing roofing system is to remain and be prepared for new roof 
installed over it. 

C. Full Roof Tear-Off: Removal of existing roofing system from deck. 

1.5 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

B. Shop Drawings: Include plans, sections, and details. 

C. Temporary Roofing Submittal: Product data and description of temporary roofing system. If 
temporary roof remains in place, include surface preparation requirements needed to receive 
permanent roof, and submit a letter from roofing manufacturer, stating acceptance of the 
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temporary roof and that its inclusion does not adversely affect the roofing system's resistance to 
fire and wind or its FM Global rating. 

1.6 INFORMATIONAL SUBMITTALS 

A. Qualification Data: For Installer. 

1. Include certificate that Installer is approved by warrantor of existing roofing system. 
2. Include certificate that Installer is licensed to perform asbestos abatement. 

B. Fastener pull-out test report. 

C. Photographs or Videotape: Show existing conditions of adjoining construction and site 
improvements, including exterior and interior finish surfaces, that might be misconstrued as 
having been damaged by reroofing operations. Submit before Work begins. 

D. Landfill Records: Indicate receipt and acceptance of demolished roofing materials and 
hazardous wastes, such as asbestos-containing materials, by a landfill facility licensed to accept 
them. 

1.7 QUALITY ASSURANCE 

A. Installer Qualifications: Approved by warrantor of existing roofing system to work on 
existing roofing and licensed to perform asbestos abatement in the state or jurisdiction 
where Project is located. 

B. Regulatory Requirements: Comply with governing EPA notification regulations before 
beginning roofing removal. Comply with hauling and disposal regulations of authorities having 
jurisdiction. 

C. Reroofing Conference: Conduct conference at Project site. 

1. Meet with Owner; Architect; Owner's insurer if applicable; testing and inspecting agency 
representative; roofing system manufacturer's representative; roofing Installer, including 
project manager, superintendent, and foreman; and installers whose work interfaces with 
or affects reroofing, including installers of roof deck, roof accessories, and roof-mounted 
equipment. 

2. Review methods and procedures related to roofing system tear-off and replacement, 
including, but not limited to, the following: 

a. Reroofing preparation, including roofing system manufacturer's written 
instructions. 

b. Temporary protection requirements for existing roofing system components that 
are to remain. 

c. Existing roof drains and roof drainage during each stage of reroofing, and roof-
drain plugging and plug removal. 

d. Construction schedule and availability of materials, Installer's personnel, 
equipment, and facilities needed to avoid delays. 

e. Existing roof deck conditions requiring notification of Architect. 
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f. Existing roof deck removal procedures and Owner notifications. 
g. Condition and acceptance of existing roof deck and base flashing substrate for 

reuse. 
h. Structural loading limitations of roof deck during reroofing. 
i. Base flashings, special roofing details, drainage, penetrations, equipment curbs, 

and condition of other construction that affect reroofing. 
j. HVAC shutdown and sealing of air intakes. 
k. Shutdown of fire-suppression, -protection, and -alarm and -detection systems. 
l. Asbestos removal and discovery of asbestos-containing materials. 
m. Governing regulations and requirements for insurance and certificates if 

applicable. 
n. Existing conditions that may require notification of Architect before proceeding. 

1.8 FIELD CONDITIONS 

A. Existing Roofing System: Built-up coal-tar and gravel, , sheet metal, slate, asphalt shingle and 
standing seam roofing. 

B. Owner will occupy portions of building immediately below reroofing area. Conduct reroofing 
so Owner's operations are not disrupted. Provide Owner with not less than 72 hours' notice of 
activities that may affect Owner's operations. 

1. Coordinate work activities daily with Owner so Owner can place protective dust and 
water-leakage covers over sensitive equipment and furnishings, shut down HVAC and 
fire-alarm or -detection equipment if needed, and evacuate occupants from below work 
area. 

2. Before working over structurally impaired areas of deck, notify Owner to evacuate 
occupants from below affected area. Verify that occupants below work area have been 
evacuated before proceeding with work over impaired deck area. 

C. Protect building to be reroofed, adjacent buildings, walkways, site improvements, exterior 
plantings, and landscaping from damage or soiling from reroofing operations. 

D. Maintain access to existing walkways, corridors, and other adjacent occupied or used facilities. 

E. Conditions existing at time of inspection for bidding are maintained by Owner as far as 
practical. 

1. A roof moisture survey of existing roofing system is available for Contractor's reference. 
2. The results of an analysis of test cores from existing roofing system are available for 

Contractor's reference. 
3. Construction Drawings for existing roofing system are provided for Contractor's 

convenience and information, but are not a warranty of existing conditions. They are 
intended to supplement rather than serve in lieu of Contractor's own investigations. 
Contractor is responsible for conclusions derived from existing documents. 

F. Limit construction loads on roof to 10psf for rooftop equipment wheel loads and 10psf for 
uniformly distributed loads. 
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G. Weather Limitations: Proceed with reroofing preparation only when existing and forecasted 
weather conditions permit Work to proceed without water entering existing roofing system or 
building. 

1. Remove only as much roofing in one day as can be made watertight in the same day. 

H. Hazardous Materials: It is not expected that hazardous materials, such as asbestos-containing 
materials, will be encountered in the Work. 

1. Hazardous materials will be removed by Owner before start of the Work. Existing roof 
will be left no less watertight than before removal. 

2. If materials suspected of containing hazardous materials are encountered, do not disturb; 
immediately notify Architect and Owner. Hazardous materials will be removed by Owner 
under a separate contract. 

I. Hazardous Materials: A report on the presence of hazardous materials is on file for review and 
use. Examine report to become aware of locations where hazardous materials are present. 

1. Hazardous material remediation is specified elsewhere in the Contract Documents. 
2. Do not disturb hazardous materials or items suspected of containing hazardous materials 

except according to procedures specified elsewhere in the Contract Documents. 
3. Coordinate reroofing preparation with hazardous material remediation to prevent water 

from entering existing roofing system or building. 

1.9 WARRANTY 

A. Existing Warranties: Remove, replace, patch, and repair materials and surfaces cut or damaged 
during reroofing, by methods and with materials so as not to void existing roofing system 
warranty. Notify warrantor before proceeding. 

1. Notify warrantor of existing roofing system on completion of reroofing, and obtain 
documentation verifying that existing roofing system has been inspected and warranty 
remains in effect. Submit documentation at Project closeout. 

PART 2 - PRODUCTS 

2.1 TEMPORARY PROTECTION MATERIALS 

A. Expanded Polystyrene (EPS) Insulation: ASTM C 578. 

B. Plywood: DOC PS1, Grade CD Exposure 1. 

C. OSB: DOC PS2, Exposure 1. 

2.2 TEMPORARY ROOFING MATERIALS 

A. Design and selection of materials for temporary roofing are Contractor's responsibilities. 
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B. Sheathing Paper: Red-rosin type, minimum 3 lb/100 sq. ft. (0.16 kg/sq. m). 

C. Base Sheet: ASTM D 4601, Type II, nonperforated, asphalt-impregnated and -coated, glass-
fiber sheet. 

D. Glass-Fiber Felts: ASTM D 2178, Type IV, asphalt-impregnated, glass-fiber felt. 

E. Asphalt Primer: ASTM D 41/D 41M. 

F. Roofing Asphalt: ASTM D 312, Type III or IV. 

G. Base Sheet Fasteners: Capped head, factory-coated steel fasteners, listed in FM Global's 
"Approval Guide." 

2.3 INFILL AND REPLACEMENT MATERIALS 

A. Use infill materials matching existing roofing system materials unless otherwise indicated. 

1. Infill materials are specified in  Section 075323 "Ethylene-Propylene-Diene-Monomer 
(EPDM) Roofing unless otherwise indicated. 

B. Steel deck is to match existing. 

C. Wood blocking, curbs, and nailers are specified in Section 061000 "Rough Carpentry." 

D. Plywood roof sheathing is specified in Section 061600 "Sheathing." 

E. Plywood Parapet Sheathing: Pressure-preservative Exterior fire-retardant-treated plywood 
wall sheathing, 19/32 inch (15 mm) thick, complying with Section 061600 "Sheathing." 

2.4 RE-COVER BOARDS 

A. Re-Cover Board: ASTM C 208, Type II, Grade 1, cellulosic-fiber insulation board; 1/2 inch 
(13 mm) thick. 

B. Re-Cover Board: Fan-folded, unfaced, extruded-polystyrene board insulation; 3/8-inch (10-
mm) nominal thickness. 

C. Re-Cover Board: ASTM C 1177/C 1177M, glass-mat, water-resistant gypsum substrate; 5/8 
inch (16 mm) thick, factory primed. 

D. Re-Cover Board: ASTM C 1278/C 1278M, cellulosic-fiber-reinforced, water-resistant gypsum 
substrate; 5/8 inch (16 mm) thick. 

E. Fasteners: Factory-coated steel fasteners, No. 12, and metal or plastic plates listed in FM 
Global's "Approval Guide," designed for fastening re-cover boards to deck and acceptable to 
new roofing system manufacturer. 



Copyright 2011 AIA MasterSpec Premium 11/11 

PREPARATION FOR REROOFING 070150.19 - 6 

2.5 AUXILIARY REROOFING MATERIALS 

A. General: Use auxiliary reroofing preparation materials recommended by roofing system 
manufacturer for intended use and compatible with components of new roofing system. 

PART 3 - EXECUTION 

3.1 PREPARATION 

A. Shut off rooftop utilities and service piping before beginning the Work. 

B. Test existing roof drains to verify that they are not blocked or restricted. Immediately notify 
Architect of any blockages or restrictions. 

C. Protect existing roofing system that is not to be reroofed. 

1. Loosely lay 1-inch- (25-mm-) minimum thick, expanded polystyrene (EPS) insulation 
over existing roofing in areas indicated. Loosely lay 15/32-inch (12-mm) plywood or 
OSB panels over EPS. Extend EPS past edges of plywood or OSB panels a minimum of 
1 inch (25 mm). 

2. Limit traffic and material storage to areas of existing roofing that have been protected. 
3. Maintain temporary protection and leave in place until replacement roofing has been 

completed. Remove temporary protection on completion of reroofing. 

D. Coordinate with Owner to shut down air-intake equipment in the vicinity of the Work. Cover 
air-intake louvers before proceeding with reroofing work that could affect indoor air quality or 
activate smoke detectors in the ductwork. 

E. During removal operations, have sufficient and suitable materials on-site to facilitate rapid 
installation of temporary protection in the event of unexpected rain. 

F. Maintain roof drains in functioning condition to ensure roof drainage at end of each workday. 
Prevent debris from entering or blocking roof drains and conductors. Use roof-drain plugs 
specifically designed for this purpose. Remove roof-drain plugs at end of each workday, when 
no work is taking place, or when rain is forecast. 

1. If roof drains are temporarily blocked or unserviceable due to roofing system removal or 
partial installation of new roofing system, provide alternative drainage method to remove 
water and eliminate ponding. Do not permit water to enter into or under existing roofing 
system components that are to remain. 

3.2 ROOF TEAR-OFF 

A. General: Notify Owner each day of extent of roof tear-off proposed for that day and obtain 
authorization to proceed. 

B. Remove aggregate ballast from roofing. 
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C. Remove loose aggregate from aggregate-surfaced built-up bituminous roofing using a power 
broom. 

D. Remove pavers and accessories from roofing. Store and protect pavers and accessories for 
reuse. Discard cracked pavers. 

E. Remove ballast, protection mat, and extruded-polystyrene insulation from protected roofing 
membrane. 

1. Discard extruded-polystyrene insulation that is damaged or exceeds 8 lb/cu. ft. (128 
kg/cu. m). 

2. Store extruded-polystyrene insulation for reuse and protect from physical damage. 

F. Full Roof Tear-Off: Remove existing roofing and other roofing system components down to the 
deck. 

1. Remove substrate board, vapor retarder, roof insulation and cover board. 
2. Remove wood blocking, curbs, and nailers. 
3. Remove fasteners from deck or cut fasteners off slightly above deck surface. 

G. Partial Roof Tear-Off: Where indicated, remove existing roofing and immediately check for 
presence of moisture by visually observing substrate that is to remain. 

1. Coordinate with Owner's inspector to schedule times for tests and inspections 
immediately after removal. 

2. With an electrical capacitance moisture-detection meter, spot check substrate that is to 
remain. 

3. Remove wet or damp materials below existing roofing and above deck. 
4. Inspect wood blocking, curbs, and nailers for deterioration and damage. If wood 

blocking, curbs, or nailers have deteriorated, immediately notify Architect. 
5. Remove unadhered bitumen, unadhered felts, and wet felts. 
6. Remove fasteners from deck or cut fasteners off slightly above deck surface. 

3.3 DECK PREPARATION 

A. Inspect deck after tear-off of roofing system. 

B. Verify that concrete substrate is visibly dry and free of moisture. Test for capillary moisture by 
plastic sheet method according to ASTM D 4263 or by pouring 1 pint (0.5 L) of hot roofing 
asphalt on deck at start of each day's work and at start of each roof area or plane. Do not 
proceed with roofing work if moisture condenses under plastic sheet or if asphalt test sample 
foams or can be easily and cleanly stripped after cooling. 

C. If broken or loose fasteners that secure deck panels to one another or to structure are observed, 
or if deck appears or feels inadequately attached, immediately notify Architect. Do not proceed 
with installation until directed by Architect. 

D. If deck surface is unsuitable for receiving new roofing or if structural integrity of deck is 
suspect, immediately notify Architect. Do not proceed with installation until directed by 
Architect. 
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E. Provide additional deck securement as indicated on Drawings. 

F. Replace steel deck as indicated on Drawings. 

G. Replace steel deck as directed by Architect. Deck replacement will be paid for by adjusting the 
Contract Sum according to unit prices included in the Contract Documents. 

H. Prepare and paint steel deck surface. Painting and preparation for painting is specified in 
Section 099113 "Exterior Painting." 

I. Replace plywood roof sheathing as indicated on Drawings. 

J. Replace plywood roof sheathing as directed by Architect. Roof sheathing replacement will be 
paid for by adjusting the Contract Sum according to unit prices included in the Contract 
Documents. 

3.4 INFILL MATERIALS INSTALLATION 

A. Immediately after roof tear-off, and inspection and repair, if needed, of deck, fill in tear-off 
areas to match existing roofing system construction. 

1. Installation of infill materials is specified in Section 075323 "Ethylene-Propylene-
Diene-Monomer (EPDM) Roofing." 

2. Installation of wood blocking, curbs, and nailers is specified in Section 061000 "Rough 
Carpentry." 

B. Install new roofing patch over roof infill area. If new roofing is installed the same day tear-off is 
made, roofing patch is not required. 

3.5 TEMPORARY ROOFING 

A. Install approved temporary roofing over area to be reroofed. 

B. Install temporary roofing over area to be reroofed. Install two glass-fiber felts, lapping each 
sheet 19 inches (483 mm) over preceding sheet. Embed glass-fiber felt in a solid mopping of hot 
roofing asphalt applied within equiviscous temperature range. Glaze-coat completed surface 
with hot roofing asphalt. 

C. Remove temporary roofing before installing new roofing. 

D. Prepare temporary roof to receive new roofing according to approved temporary roofing 
proposal. Restore temporary roofing to watertight condition. Obtain approval for temporary 
roof substrate from roofing manufacturer and Architect before installing new roof. 

3.6 BASE FLASHING REMOVAL 

A. Remove existing base flashings. Clean substrates of contaminants, such as asphalt, sheet 
materials, dirt, and debris. 
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B. Do not damage metal counterflashings that are to remain. Replace metal counterflashings 
damaged during removal with counterflashings of same metal, weight or thickness, and finish 
or as specified in Section 076200 "Sheet Metal Flashing and Trim." or specified in 
Section 077100 "Roof Specialties." 

C. Inspect parapet sheathing, wood blocking, curbs, and nailers for deterioration and damage. If 
parapet sheathing, wood blocking, curbs, or nailers have deteriorated, immediately notify 
Architect. 

D. Remove existing parapet sheathing and replace with new parapet sheathing to comply with 
Section 061600 "Sheathing." If parapet framing, wood blocking, curbs, or nailers have 
deteriorated, immediately notify Architect. 

E. When directed by Architect, replace parapet framing, wood blocking, curbs, and nailers to 
comply with Section 061000 "Rough Carpentry." 

3.7 FASTENER PULL-OUT TESTING 

A. Retain independent testing and inspecting agency to conduct fastener pull-out tests 
according to SPRI FX-1, and submit test report to roofing manufacturer before installing new 
roofing system. 

1. Obtain roofing manufacturer's approval to proceed with specified fastening pattern. 
Roofing manufacturer may furnish revised fastening pattern commensurate with pull-
out test results. 

3.8 DISPOSAL 

A. Collect demolished materials and place in containers. Promptly dispose of demolished 
materials. Do not allow demolished materials to accumulate on-site. 

1. Storage or sale of demolished items or materials on-site is not permitted. 

B. Transport and legally dispose of demolished materials off Owner's property. 

END OF SECTION 070150.19 
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SECTION 072100 - THERMAL INSULATION 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Extruded polystyrene foam-plastic board. 

B. Related Requirements: 
1. Section 075323 "Ethylene-Propylene-Diene-Monomer (EPDM) Roofing" for 

insulation specified as part of roofing construction. 

1.3 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

1.4 INFORMATIONAL SUBMITTALS 

A. Product Test Reports: For each product, for tests performed by a qualified testing agency. 

B. Evaluation Reports: For foam-plastic insulation, from ICC-ES. 

1.5 DELIVERY, STORAGE, AND HANDLING 

A. Protect insulation materials from physical damage and from deterioration due to moisture, 
soiling, and other sources. Store inside and in a dry location. Comply with manufacturer's 
written instructions for handling, storing, and protecting during installation. 

B. Protect foam-plastic board insulation as follows: 

1. Do not expose to sunlight except to necessary extent for period of installation and 
concealment. 

2. Protect against ignition at all times. Do not deliver foam-plastic board materials to Project 
site until just before installation time. 

3. Quickly complete installation and concealment of foam-plastic board insulation in each 
area of construction. 
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PART 2 - PRODUCTS 

2.1 EXTRUDED POLYSTYRENE FOAM-PLASTIC BOARD 

A. Extruded polystyrene boards in this article are also called "XPS boards." Roman numeral 
designators in ASTM C 578 are assigned in a fixed random sequence, and their numeric order 
does not reflect increasing strength or other characteristics. 

 

B. Extruded Polystyrene Board, Type V : ASTM C 578, Type V, 100-psi (690-kPa) minimum 
compressive strength; maximum flame-spread and smoke-developed indexes of 25 and 450, 
respectively, per ASTM E 84. 

 

2.2 INSULATION FASTENERS 

A. Adhesively Attached, Spindle-Type Anchors: Plate welded to projecting spindle; capable of 
holding insulation of specified thickness securely in position with self-locking washer in place. 
1. Plate: Perforated, galvanized carbon-steel sheet, 0.030 inch (0.762 mm) thick by 2 inches 

(50 mm) square. 
2. Spindle: Copper-coated, low-carbon steel; fully annealed; 0.105 inch (2.67 mm) in 

diameter; length to suit depth of insulation. 

B. Adhesively Attached, Angle-Shaped, Spindle-Type Anchors: Angle welded to projecting 
spindle; capable of holding insulation of specified thickness securely in position with self-
locking washer in place. 
1. Angle: Formed from 0.030-inch- (0.762-mm-) thick, perforated, galvanized carbon-steel 

sheet with each leg 2 inches (50 mm) square. 
2. Spindle: Copper-coated, low-carbon steel; fully annealed; 0.105 inch (2.67 mm) in 

diameter; length to suit depth of insulation. 

C. Insulation-Retaining Washers: Self-locking washers formed from 0.016-inch- (0.41-mm-) thick 
galvanized-steel sheet, with beveled edge for increased stiffness, sized as required to hold 
insulation securely in place, but not less than 1-1/2 inches (38 mm) square or in diameter. 
1. Protect ends with capped self-locking washers incorporating a spring steel insert to 

ensure permanent retention of cap in the following locations: 

a. Crawl spaces. 
b. Ceiling plenums. 
c. Attic spaces. 

D. Insulation Standoff: Spacer fabricated from galvanized mild-steel sheet for fitting over spindle 
of insulation anchor to maintain air space of 1 inch (25 mm) between face of insulation and 
substrate to which anchor is attached. 

E. Anchor Adhesive: Product with demonstrated capability to bond insulation anchors securely to 
substrates without damaging insulation, fasteners, or substrates. 
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2.3 ACCESSORIES 

A. Insulation for Miscellaneous Voids: 

1. Glass-Fiber Insulation: ASTM C 764, Type II, loose fill; with maximum flame-spread 
and smoke-developed indexes of 5, per ASTM E 84. 

2. Spray Polyurethane Foam Insulation: ASTM C 1029, Type II, closed cell, with maximum 
flame-spread and smoke-developed indexes of 75 and 450, respectively, per ASTM E 84. 

B. Adhesive for Bonding Insulation: Product compatible with insulation and air and water barrier 
materials, and with demonstrated capability to bond insulation securely to substrates without 
damaging insulation and substrates. 

C. Eave Ventilation Troughs: Preformed, rigid fiberboard or plastic sheets designed and sized to fit 
between roof framing members and to provide ventilation between insulated attic spaces and 
vented eaves. 

PART 3 - EXECUTION 

3.1 PREPARATION 

A. Clean substrates of substances that are harmful to insulation, including removing projections 
capable of puncturing insulation or vapor retarders, or that interfere with insulation attachment. 

3.2 INSTALLATION, GENERAL 

A. Comply with insulation manufacturer's written instructions applicable to products and 
applications. 

B. Install insulation that is undamaged, dry, and unsoiled and that has not been left exposed to ice, 
rain, or snow at any time. 

C. Extend insulation to envelop entire area to be insulated. Fit tightly around obstructions and fill 
voids with insulation. Remove projections that interfere with placement. 

D. Provide sizes to fit applications and selected from manufacturer's standard thicknesses, widths, 
and lengths. Apply single layer of insulation units unless multiple layers are otherwise shown or 
required to make up total thickness or to achieve R-value. 

3.3 INSTALLATION OF SLAB INSULATION 

A. On horizontal surfaces, loosely lay insulation units according to manufacturer's written 
instructions. Stagger end joints and tightly abut insulation units. Slope insulation towards new 
roof drains. Provide adequate drainage slope with minimum insulation depth of 6". 
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3.4 PROTECTION 

A. Protect installed insulation from damage due to harmful weather exposures, physical abuse, and 
other causes. Provide temporary coverings or enclosures where insulation is subject to abuse 
and cannot be concealed and protected by permanent construction immediately after 
installation. 

END OF SECTION 072100 
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SECTION 072600 - VAPOR RETARDERS 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 

Conditions, apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Polyethylene vapor retarders. 

2. Reinforced-polyethylene vapor retarders. 

3. Fire-retardant, reinforced-polyethylene vapor retarders. 

B. Related Requirements: 

1. Section 033000 "Cast-in-Place Concrete" for under-slab vapor retarders. 

2. Section 072100 "Thermal Insulation" for vapor retarders integral with insulation 

products. 

1.3 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

1.4 INFORMATIONAL SUBMITTALS 

A. Product Test Reports: For each product, for tests performed by a qualified testing agency. 

PART 2 - PRODUCTS 

2.1 POLYETHYLENE VAPOR RETARDERS 

A. High Tensile Woven Polyethylene Vapor Retarders: ASTM D 4397, 30 mil  thick sheet, with 

maximum permeance rating of 0.017 perm. Also containing a SBS Adhesive for fully adhered 

application 

1. Manufacturers: Subject to compliance with requirements, available manufacturers 

offering products that may be incorporated into the Work include, but are not limited to, 

the following: 

a.  Firestone Building Products 

1) V-Force Vapor Barrier Membrane. 
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2.2 ACCESSORIES 

A. Vapor-Retarder Tape: Pressure-sensitive tape of type recommended by vapor-retarder 

manufacturer for sealing joints and penetrations in vapor retarder. 

B. Adhesive for Vapor Retarders: Product recommended by vapor-retarder manufacturer and has 

demonstrated capability to bond vapor retarders securely to substrates indicated. 

PART 3 - EXECUTION 

3.1 PREPARATION 

A. Clean substrates of substances that are harmful to vapor retarders, including removing 

projections capable of puncturing vapor retarders. 

3.2 INSTALLATION OF VAPOR RETARDERS ON FRAMING 

A. Place vapor retarders on side of construction indicated on Drawings. 

B. Extend vapor retarders to extremities of areas to protect from vapor transmission. Secure vapor 

retarders in place with adhesives, vapor retarder fasteners, or other anchorage system as 

recommended by manufacturer. Extend vapor retarders to cover miscellaneous voids in 

insulated substrates, including those filled with loose-fiber insulation. 

C. Seal vertical joints in vapor retarders over framing by lapping no fewer than two studs and 

sealing with vapor-retarder tape according to vapor-retarder manufacturer's written instructions. 

Locate all joints over framing members or other solid substrates. 

D. Seal joints caused by pipes, conduits, electrical boxes, and similar items penetrating vapor 

retarders with vapor-retarder tape to create an airtight seal between penetrating objects and 

vapor retarders. 

E. Repair tears or punctures in vapor retarders immediately before concealment by other work. 

Cover with vapor-retarder tape or another layer of vapor retarders. 

3.3 PROTECTION 

A. Protect vapor retarders from damage until concealed by permanent construction. 

END OF SECTION 072600 
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SECTION 073113 - ASPHALT SHINGLES 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Solicitation Documents, apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Asphalt shingles. 
2. Underlayment. 
3. Leaking barrier and roof deck protection. 
4. Metal flashing and trim. 

1.3 DEFINITION 

A. Roofing Terminology: See ASTM D 1079 and glossary of NRCA's "The NRCA Roofing and 
Waterproofing Manual" for definitions of terms related to roofing work in this Section. 

1.4 PREINSTALLATION MEETINGS 

A. Pre-installation Conference: Conduct conference at Project site. 

1.5 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

B. Samples: For each exposed product and for each color and texture specified. 

1. Asphalt Shingles: Full size. 
2. Ridge and Hip Cap Shingles: Full size. 
3. Exposed Valley Lining: 12 inches (300 mm) square. 

C. Samples for Selection: For each type of asphalt shingle indicated. 

1. Include similar Samples of accessories involving color selection. 

D. Samples for Verification: For the following products, of sizes indicated: 

1. Asphalt Shingles: Full size. 
2. Ridge and Hip Cap Shingles: Full size. 
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3. Exposed Valley Lining: 12 inches (300 mm) square. 
4. Ice/water shield: 12 inches (300 mm) square. 

1.6 INFORMATIONAL SUBMITTALS 

A. Qualification Data: For Installer. 

B. Product Test Reports: For type of asphalt shingle and underlayment product indicated, for tests 
performed by manufacturer and witnessed by a qualified testing agency. 

C. Evaluation Reports: For synthetic underlayment, from ICC-ES or other testing and inspecting 
agency acceptable to authorities having jurisdiction, indicating that product is suitable for 
intended use under applicable building codes. 

D. Sample Warranty: For manufacturer's warranty. 

1.7 CLOSEOUT SUBMITTALS 

A. Maintenance Data: For asphalt shingles to include in maintenance manuals. 

1.8 MAINTENANCE MATERIAL SUBMITTALS 

A. Furnish extra materials that match products installed and that are packaged with protective 
covering for storage and identified with labels describing contents. 

1. Asphalt Shingles: 100 sq. ft. (9.3 sq. m), in unbroken bundles. 

1.9 QUALITY ASSURANCE 

A. Installer Qualifications: An authorized representative who is trained and approved by 
manufacturer. 

1.10 DELIVERY, STORAGE, AND HANDLING 

A. Store roofing materials in a dry, well-ventilated location protected from weather, sunlight, and 
moisture according to manufacturer's written instructions. 

B. Store underlayment rolls on end on pallets or other raised surfaces. Do not double stack rolls. 

C. Protect unused roofing materials from weather, sunlight, and moisture when left overnight or 
when roofing work is not in progress. 

D. Handle, store, and place roofing materials in a manner to prevent damage to roof deck or structural 
supporting members. 
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1.11 FIELD CONDITIONS 

A. Environmental Limitations: Install self-adhering sheet underlayment within the range of ambient 
and substrate temperatures recommended in writing by manufacturer. 

1.12 WARRANTY 

A. Special Warranty:  Standard form in which manufacturer agrees to repair or replace asphalt 
shingles that fail in materials within specified warranty period. 

1. Failures include, but are not limited to, the following: 

a. Manufacturing defects. 
b. Structural failures including failure of asphalt shingles to self-seal after a reasonable 

time. 

2. Material Warranty Period:  25 years from date of Substantial Completion, prorated, with 
first three years non-prorated. 

3. Wind-Speed Warranty Period:  Asphalt shingles will resist blow-off or damage caused by 
wind speeds up to 80 mph (36 m/s) for five years from date of Substantial Completion. 

4. Algae-Discoloration Warranty Period:  Asphalt shingles will not discolor 20 years from 
date of Substantial Completion. 

5. Workmanship Warranty Period:  20 years from date of Substantial Completion. 

PART 2 - PRODUCTS 

2.1 PERFORMANCE REQUIREMENTS 

A. Exterior Fire-Test Exposure: Provide asphalt shingles and related roofing materials identical to 
those of assemblies tested for Class A fire resistance according to ASTM E 108 or UL 790 by 
Underwriters Laboratories or another testing and inspecting agency acceptable to authorities 
having jurisdiction. Identify products with appropriate markings of applicable testing agency. 

2.2 GLASS-FIBER-REINFORCED ASPHALT SHINGLES 

A. Laminated-Strip Asphalt shingles: ASTM D 3462/D 3462M, laminated, multi-ply overlay 
construction, glass-fiber reinforced, mineral-granule surfaced, self-sealing and 3-Dimensional 
Architectural shingles. Color shall be determined by the Owner. (see product data for reference 
only). 

1. Manufacturers: Subject to compliance with requirements, available manufacturers offering 
products that may be incorporated into the Work include, but are not limited to, the 
following: 

a. GAF Materials Corporation 
1) Product: Timberline Cool Series Energy-Saving Architectural Energy Star 

Shingles 
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B. Hip and Ridge Shingles: Manufacturer's standard units to match asphalt shingles, Site-

fabricated units cut from asphalt-shingle strips. Trim each side of lapped portion of unit to 
taper approximately 1 inch (25 mm). 

1. Manufacturers: Subject to compliance with requirements, available manufacturers offering 
products that may be incorporated into the Work include, but are not limited to, the 
following: 

a. GAF Materials Corporation 
1) Product: Ridglass 12” Ridge Cap Shingles by GAF complementing the color 

of COR selected roof shingle. 

C. Starter shingle: Use manufacturer specified starter shingles. 

1. Manufacturers: Subject to compliance with requirements, available manufacturers offering 
products that may be incorporated into the Work include, but are not limited to, the 
following: 

a. GAF Materials Corporation 
1) Product: WeatherBlocker Eave/Rake Starter Strip 

D. Leak Barrier: Use manufacturer specified Leak Barrier. 

1. Manufacturers: Subject to compliance with requirements, available manufacturers offering 
products that may be incorporated into the Work include, but are not limited to, the 
following: 

a. GAF Materials Corporation 
1) Product: WeatherWatch Leak Barrier 

2.3 UNDERLAYMENT MATERIALS 

A. Polypropylene Underlayment, UV stabilized, slip resistant surface, breather type non-asphaltic 
underlayment:  ASTM D 226 and D 4869 

1. Manufacturers:  Subject to compliance with requirements, products  by one of the 
following available manufacturers offering products may be incorporated into the Work: 

a. GAF Materials Corporation 
1) Product: Deck-Armor Pemium Breathable Roof Deck Protection 

B.  

2.4 ACCESSORIES 

A. Asphalt Roofing Cement: ASTM D 4586, Type II, asbestos free. 

B. Roofing Nails: ASTM F 1667; aluminum, stainless-steel, copper, or hot-dip galvanized-steel wire 
shingle nails, minimum 0.120-inch- (3-mm-) diameter, sharp-pointed, with a minimum 3/8-inch- 
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(9.5-mm-) diameter flat head and of sufficient length to penetrate 3/4 inch (19 mm) into solid 
wood decking or extend at least 1/8 inch (3 mm) through OSB or plywood sheathing. 

1. Shank: Barbed. 
2. Where nails are in contact with metal flashing, use nails made from same metal as flashing.  

C. Felt-Underlayment Nails: Aluminum, stainless-steel, or hot-dip galvanized-steel wire with low-
profile capped heads or disc caps, 1-inch (25-mm) minimum diameter. 

D. Synthetic-Underlayment Fasteners: As recommended in writing by synthetic-underlayment 
manufacturer for application indicated. 

2.5 METAL FLASHING AND TRIM 

A. General: Comply with requirements in Section 076200 "Sheet Metal Flashing and Trim." 

1. Sheet Metal: Anodized aluminum dark bronze to match admin building roof. 

B. Fabricate sheet metal flashing and trim to comply with recommendations in SMACNA's 
"Architectural Sheet Metal Manual" that apply to design, dimensions, metal, and other 
characteristics of the item. 

1. Apron Flashings: Fabricate with lower flange a minimum of 4 inches (100 mm) over and 
4 inches (100 mm) beyond each side of downslope asphalt shingles and 6 inches (150 

mm) up the vertical surface. 
2. Step Flashings: Fabricate with a headlap of 2 inches (50 mm) and a minimum extension of 

4 inches (100 mm) over the underlying asphalt shingle and up the vertical surface. 
3. Drip Edges: Fabricate in lengths not exceeding 10 feet (3 m) with 2-inch (50-mm) roof-

deck flange and 1-1/2-inch (38-mm) fascia flange with 3/8-inch (9.5-mm) drip at lower 
edge. 

C. Vent Pipe Flashings: ASTM B 749, Type L51121, at least 1/16 inch (1.6 mm) thick. Provide lead 
sleeve sized to slip over and turn down into pipe, soldered to skirt at slope of roof, and extending 
at least 4 inches (100 mm) from pipe onto roof. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine substrates, areas, and conditions, with Installer present, for compliance with 
requirements for installation tolerances and other conditions affecting performance of the Work. 

1. Examine roof sheathing to verify that sheathing joints are supported by framing and 
blocking or metal clips and that installation is within flatness tolerances. 

2. Verify that substrate is sound, dry, smooth, clean, sloped for drainage, and completely 
anchored; and that provisions have been made for flashings and penetrations through 
asphalt shingles. 
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B. Prepare written report, endorsed by Installer, listing conditions detrimental to performance of the 
Work. 

C. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.2 UNDERLAYMENT INSTALLATION 

A. General: Comply with underlayment manufacturer's written installation instructions applicable to 
products and applications indicated unless more stringent requirements apply. 

B. Self-Adhering Sheet Underlayment: Install, wrinkle free, on roof deck. Comply with low-
temperature installation restrictions of underlayment manufacturer if applicable. Install lapped in 
direction that sheds water. Lap sides not less than 3-1/2 inches (89 mm). Lap ends not less than 6 
inches (150 mm) staggered 24 inches (600 mm) between courses. Roll laps with roller. Cover 
underlayment within seven days. 

1. Eaves: Extend from edges of eaves 36 inches (914 mm) beyond interior face of exterior 
wall. 

2. Rakes: Extend from edges of rake 36 inches (914 mm) beyond interior face of exterior 
wall. 

3. Valleys: Extend from lowest to highest point 18 inches (450 mm) on each side. 
4. Hips: Extend 18 inches (450 mm) on each side. 
5. Ridges: Extend 36 inches (914 mm) on each side without obstructing continuous ridge 

vent slot. 
6. Sidewalls: Extend beyond sidewall 18 inches (450 mm), and return vertically against 

sidewall not less than 4 inches (100 mm). 
7. Other Roof-Penetrating Elements: Extend beyond penetrating element 18 inches (450 

mm), and return vertically against penetrating element not less than 4 inches (100 mm). 

3.3 METAL FLASHING INSTALLATION 

A. General: Install metal flashings and other sheet metal to comply with requirements in 
Section 076200 "Sheet Metal Flashing and Trim." 

1. Install metal flashings according to recommendations in ARMA's "Residential Asphalt 
Roofing Manual" and NRCA's "NRCA Guidelines for Asphalt Shingle Roof Systems." 

B. Apron Flashings: Extend lower flange over and beyond each side of downslope asphalt shingles 
and up the vertical surface. 

C. Step Flashings: Install with a headlap of 2 inches (50 mm) and extend over the underlying asphalt 
shingle and up the vertical surface. Fasten to roof deck only. 

D. Cricket or Backer Flashings: Install against the roof-penetrating element extending concealed 
flange beneath upslope asphalt shingles and beyond each side. 

1. Secure hemmed flange edges into metal cleats spaced 12 inches (300 mm) apart and 
fastened to roof deck. 
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2. Adhere 9-inch- (225-mm-) wide strip of self-adhering sheet to metal flanges and to self-
adhering sheet underlayment. 

E. Rake Drip Edges: Install rake drip-edge flashings over underlayment and fasten to roof deck. 

F. Eave Drip Edges: Install eave drip-edge flashings below underlayment and fasten to roof 
sheathing. 

G. Pipe Flashings: Form flashing around pipe penetrations and asphalt shingles. Fasten and seal to 
asphalt shingles as recommended by manufacturer. 

3.4 ASPHALT-SHINGLE INSTALLATION 

A. General: Install asphalt shingles according to manufacturer's written instructions, 
recommendations in ARMA's "Residential Asphalt Roofing Manual," and recommendations in 
NRCA's "NRCA Guidelines for Asphalt Shingle Roof Systems." 

B. Install starter strip along lowest roof edge, consisting of an asphalt-shingle strip with tabs at least 
7 inches (175 mm) wide  with self-sealing strip face up at roof edge. 

1. Extend asphalt shingles 3/4 inch (19 mm) over fasciae at eaves and rakes. 
2. Install starter strip along rake edge. 

C. Install first and remaining courses of asphalt shingles stair-stepping diagonally across roof deck 
with manufacturer's recommended offset pattern at succeeding courses, maintaining uniform 
exposure. 

D. Install first and remaining courses of asphalt shingles stair-stepping diagonally across roof deck 
with 5-inch (125-mm) manufacturer's recommended offset pattern at succeeding courses, 
maintaining uniform exposure. 

E. Install asphalt shingles by single-strip column or racking method, maintaining uniform exposure. 
Install full-length first course followed by cut second course, repeating alternating pattern in 
succeeding courses. 

F. Fasten asphalt-shingle strips with a minimum of roofing nails located according to manufacturer's 
written instructions. 

1. Where roof slope is less than 4:12, seal asphalt shingles with asphalt roofing cement spots. 
2. When ambient temperature during installation is below 50 deg F (10 deg C), seal asphalt 

shingles with asphalt roofing cement spots. 

G. Woven Valleys: Extend succeeding asphalt-shingle courses from both sides of valley 12 inches 

(300 mm) beyond center of valley, weaving intersecting shingle-strip courses over each other. 
Use one-piece shingle strips without joints in valley. 

1. Do not nail asphalt shingles within 6 inches (150 mm) of valley center. 

H. Closed-Cut Valleys: Extend asphalt-shingle strips from one side of valley 12 inches (300 mm) 
beyond center of valley. Use one-piece shingle strips without joints in valley. Fasten with extra 
nail in upper end of shingle. Install asphalt-shingle courses from other side of valley and cut back 
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to a straight line 2 inches (50 mm) short of valley centerline. Trim upper concealed corners of 
cut-back shingle strips. 

1. Do not nail asphalt shingles within 6 inches (150 mm) of valley center. 
2. Set trimmed, concealed-corner asphalt shingles in a 3-inch- (75-mm-) wide bed of asphalt 

roofing cement. 

I. Open Valleys: Cut and fit asphalt shingles at open valleys, trimming upper concealed corners of 
shingle strips. Maintain uniform width of exposed open valley from highest to lowest point. 

1. Set valley edge of asphalt shingles in a 3-inch- (75-mm-) wide bed of asphalt roofing 
cement. 

2. Do not nail asphalt shingles to metal open-valley flashings. 

J. Hip and Ridge Shingles: Maintain same exposure of cap shingles as roofing shingle exposure. 
Lap cap shingles at ridges to shed water away from direction of prevailing winds. Fasten with 
roofing nails of sufficient length to penetrate sheathing. 

1. Fasten ridge cap asphalt shingles to cover ridge vent without obstructing airflow. 

3.5 ROOFING INSTALLER'S WARRANTY 

A. WHEREAS ____________ of _______________, herein called the "Roofing Installer," has 
performed roofing and associated work ("the work") on the following project: 

1. Owner:     City of Gaithersburg, Maryland 
2. Address:    800 Rabbit Road, Gaithersburg, MD 20878 
3. Building Name/Type: Gaithersburg City Hall. 
4. Address:    31 S. Summit Avenue, Gaithersburg, MD 20877 
5. Area of the Work:  Entire building roof. 
6. Acceptance Date:  (_______________________________) 
7. Warranty Period:  Installation Warranty Period 2 years  
8. Expiration Date:  (_______________________________) 

B. AND WHEREAS Roofing Installer has contracted (either directly with Owner or indirectly as a 
subcontractor) to warrant the work against leaks and faulty or defective materials and 
workmanship for designated Warranty Period, 

C. NOW THEREFORE Roofing Installer hereby warrants, subject to terms and conditions herein 
set forth, that during Warranty Period he will, at his own cost and expense, make or cause to be 
made such repairs to or replacements of the work as are necessary to correct faulty and defective 
work and as are necessary to maintain the work in a watertight condition. 

D. This Warranty is made subject to the following terms and conditions: 

1. Specifically excluded from this Warranty are damages to the work and other parts of the 
building, and to building contents, caused by: 

a. Lightning; 
b. Peak gust wind speed exceeding warranty speed limit; 
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c. Fire; 
d. Failure of roofing system substrate, including cracking, settlement, excessive 

deflection, deterioration, and decomposition; 
e. Faulty construction of copings, vents, equipment supports, and other edge conditions 

and penetrations of the work; 
f. Vapor condensation on bottom of roofing; and 
g. Activity on roofing by others, including construction contractors, maintenance 

personnel, other persons, and animals, whether authorized or unauthorized by 
Owner. 

2. When the work has been damaged by any of foregoing causes, Warranty shall be null and 
void until such damage has been repaired by Roofing Installer and until cost and expense 
thereof have been paid by Owner or by another responsible party so designated. 

3. Roofing Installer is responsible for damage to the work covered by this Warranty but is not 
liable for consequential damages to building or building contents resulting from leaks or 
faults or defects of the work. 

4. During Warranty Period, if Owner allows alteration of the work by anyone other than 
Roofing Installer, including cutting, patching, and maintenance in connection with 
penetrations, attachment of other work, and positioning of anything on roof, this Warranty 
shall become null and void on date of the alterations, but only to the extent the alterations 
affect the work covered by this Warranty. If Owner engages Roofing Installer to perform 
the alterations, Warranty shall not become null and void unless Roofing Installer, before 
starting the alterations, notified Owner in writing, showing reasonable cause for claim, that 
the alterations would likely damage or deteriorate the work, thereby reasonably justifying 
a limitation or termination of this Warranty. 

5. During Warranty Period, if original use of roof is changed and it becomes used for, but was 
not originally specified for, a use or service more severe than originally specified, this 
Warranty shall become null and void on date of the change, but only to the extent the 
change affects the work covered by this Warranty. 

6. Owner shall promptly notify Roofing Installer of observed, known, or suspected leaks, 
defects, or deterioration and shall afford reasonable opportunity for Roofing Installer to 
inspect the work and to examine evidence of such leaks, defects, or deterioration. 

7. This Warranty is recognized to be the only warranty of Roofing Installer on the work and 
shall not operate to restrict or cut off Owner from other remedies and resources lawfully 
available to Owner in cases of roofing failure. Specifically, this Warranty shall not operate 
to relieve Roofing Installer of responsibility for performance of the work according to 
requirements of the Contract Documents, regardless of whether Contract was a contract 
directly with Owner or a subcontract with Owner's General Contractor. 

E. IN WITNESS THEREOF, this instrument has been duly executed on: (See City of Gaithersburg 

Representative for date). 

1. Authorized Signature: 
2. Name: 
3. Title: 

END OF SECTION 073113 
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SECTION 073226 - PLASTIC ROOF TILES 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Synthetic Slate Shingles. 
2. Roofing Underlayment. 
3. Flashings. 
4. Other required accessories. 

B. Related Requirements: 

1. Section 061000 "Rough Carpentry". 

2. Section 076000 “Flashing and Sheet Metal”. 

1.3 DEFINITION 

A. Roofing Terminology: See ASTM D 1079 and glossary of NRCA's "The NRCA Roofing and 
Waterproofing Manual" for definitions of terms related to roofing work in this Section. 

1.4 REFERENCES 

A. ASTM A 653/A 653M – Standard Specifications for Steel Sheet, Zinc Coated (Galvanized)  or 
Zinc-Iron Alloy Coated (Galvannealed) by the Hot Dip Process. 

B. ASTM B 209 – Standard Specifications for Aluminum and Aluminum Alloy Sheet and  plate. 

C. ASTM B 370 – Standard Specification for Copper Sheet and Strip for Building Construction 

D. ASTM D226 – Asphalt Saturated Organic Felt Use in Roofing and Waterproofing 

E. ASTM D3161 – Test Method for Wind-resistance of asphalt shingles – Class F at 6” through 8” 
exposure 

F. ASTM E108 (UL 790) – Fire Tests for Roof Coverings  

G. ASTM G21 – Determining Resistance of Synthetic Polymers to Fungi 
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H. ASTM D 1970 – Standard Specification for Self-Adhering Polymer Modified Bituminous Sheet     
Materials Used as Steep Roofing Underlayment for Ice Dam Protection 

I. ASTM D 6757 – Standard Specification for Inorganic Underlayment for Use with Steep Slope 
Roofing Products 

J. ASTM D 4869 – Standard Specification for Asphalt Saturated Organic Felt Shingle 
Underlayment Used in Roofing 

K. UL580 – Uplift Resistance 

L. UL1897 – Uplift Resistance 

M. UL 2218 – Class 4 Impact Resistance of Prepared Roof Covering Materials. 

1.5 PREINSTALLATION MEETINGS 

A. Preinstallation Conference: Conduct conference at Project site 31 S. Summit Avenue, 
Gaithersburg, MD 20877. 

1.6 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

B. Product Data: Manufacturer’s data sheets on each product to be used, including: 
1. Shingles, underlayments, flashings, fasteners and accessories indicating  composition, 

properties and dimensions. Provide data showing compliance with specified 
requirements. 

2. Preparation instructions and recommendations. 
3. Storage and handling requirements and recommendations. 
4. Installations methods 

C. Shop Drawings Drawings illustrating shingle layout, method of attachment, flashings, trim, 
conditions at eaves, intersections with adjacent materials and other installation details.  

D. Selection/Verification Samples: For each finished product specificed, two complete sets of color 
sample boards representing manufacturers full range of available colors and surface textures and 
also two full samples representing actual product, color and texture.  

1.7 QUALITY ASSURANCE 

A. Installer Minimum Qualifications: Installer shall be licensed or otherwise authorized by all 
federal, state and local authorities to install all products specified in this section. Installer shall 
perform work in accordance with NRCA Roofing and Waterproofing Manual Work shall be 
acceptable to the synthetic slate roof tile manufacturer. 

B. Mock-up: Provide a mock up for evaluation of surface preparation techniques and application 
workmanship. 
1. Finish areas designated by architect 
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2. Do not proceed with remaining work until workmanship, color and pattern are approved 
by Architect. 

3. Rework Mock-Up area as required to produce acceptable work. 

1.8 DELIVERY, STORAGE, AND HANDLING 

A. Store Products in manufacturer’s unopened packaging until ready for installation. 

B. Store and dispose of solvent based materials and materials used with solvent based materials, in 
accordance with requirements of local authorities having jurisdiction. 

C. Deliver shingles to site in manufacturer’s unopened labeled bundles. Promptly verify quantities 
and conditions. Immediately remove damaged products from site. 

D. Handle, store, and place roofing materials in a manner to prevent damage to roof deck or 
structural supporting members. 

1.9 FIELD CONDITIONS 

A. Environmental Limitations: Install self-adhering sheet underlayment within the range of 
ambient and substrate temperatures recommended in writing by manufacturer. 

1.10 WARRANTY 

A. At completion of roofing work provide to owner and original form document outlining the 
terms and conditions of the manufacturer’s fifty (50) year transferable limited lifetime warranty. 

B. Workmanship Warranty Period: same as existing warranty. 

C. Roofing Installer's Warranty: On warranty form at end of this Section, signed by Installer, in 
which Installer agrees to repair or replace components of plastic roof tiles system that fail in 
materials or workmanship within at least two (2) years. 

1. Warranty Period: from date of Substantial Completion for two (2) years at least. 

PART 2 - PRODUCTS 

2.1 MANUFACTURERS 

A. Acceptable Manufacturer: CertainTeed 150 E. Swedes Ford Road, Valley Forge, PA 19482 Toll 
Free 800-233-8990 Web www.certainteed.com 

B. Product: 
1. Symphony Slate Series Composite Tiles, Color to be determined by owner. 

C. Substitutions: 
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1.  Request for substitution will be considered if product specifics are maintained and 
approved by owner’s representative. 

2.2 SYNTHETIC SLATE ROOFING PRODUCT 

A. CertainTeed Symphony Slate Series is a lightweight synthetic roofing shingle carefully 
engineered to represent the appearance, color, texture and thickness of natural quarried slate. 
Symphony is a manufactured by CertainTeed Corporation. 

B. Material: Engineered patent pending formulation of capstock and base polymers to produce 
superior quality product and performance on the roof. 

C. Attributes 
1. Fire Resistance – ASTM E108, Class A (When using CertainTeed fiberglass All 

Weather/Empire Base Sheet.) 
2. Wind Resistance – ASTM D3161, Class F at 6” through 8” exposure 
3. Impact Resistance – UL 2218 Class 4 Classification 
4. Can be installed at minimal temperature of 15 degrees Fahrenheit  
5. Product Dimension represent more natural slate appearance 
6. Superior Slip resistant surface 

D. Symphony is manufactured in nominal dimensions of 6”X18”, 9”X18” and 12”X18” including 
side to side spacing nibs. 

E. Symphony comes pre-packaged in color and width blends. Mixing of colors and sizes are not 
required at the jobsite. Within color blends listed below installer may choose widths of 12” only 
or multiple widths comprised of a mix of 6”, 9” and 12”.  

F. Current color blends: 
1. Colonial Gray – Various shades of gray blended. 
2.  Capital Blend - Gray shades with plum and green slates blended 
3. Evergreen Blend – Two shades of green blended 

G. Packaging Details 12” Blends 
1. Exposure Shingle/Bdl  Lbs/Bdl  Shingles/sq   Bdl/Sq  Lbs/Sq  Sq/Pallet 
2.   8”     25       37.5    150     6.0    225    6.0 
3.   7.5     25     37.5.    160     6.4    240    5.6 
4.   7.0     25     37.5    172     6.9    258    5.2 
5.   6.5     25     37.5    185     7.4    277    4.9 
6.   6.0     25     37.5    200     8.0    300    4.5 

H. Multi-width blends 
1. Exposure Shingle/Bld  Lbs/Bdl  Shingles/Sq  Bdl/Sq  Lbs/Sq. Sq/Pallet 
2.   8”     36      37.5    216     6.0    225    5.0 
3.   7.5    36      37.5    230     6.4    240    4.7 
4.   7.0    36      37.5    248     6.9    258    4.3 
5.   6.5    36      37.5    266     7.4    277    4.1 
6.   6.0    36      37.5    288     8.0    300    3.8 
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2.3 ACCESSORIES 

A. Starter Pieces required follow Symphony installation instructions  

B. Hip and Ridge  
1. Pre formed hip and ridge with 12”X18” dimension and has exposure options for 6.0”,  

     6.5”, 7.0” 7.5” and 8.0”. 
2. Two profiles  

a. Shallow Roofs less 7:12 pitch  
b. Steep Roofs greater than 7:12 pitch 

C. Rake Accessory 
1. Grey or Green 6”X 18” rake shingle in bundles of 15 to be used as rake accessory.    

    Follow Symphony installation instructions for proper use. 

D. Underlayments 
1. Eave, Rake & Low Pitch Protection – CertainTeed Winterguard  ASTM 1970 sheet 

barrier of self-adhering rubberized asphalt membrane shingle underlayment having 
internal reinforcement, and split back plastic release film; provide material with warranty 
equal in duration to that of shingles being applied. Use in low slopes (below 5:12 but no 
less than 2:12) 

2. ASTM D4869 Asphalt Saturated Felt. 
3. ASTM D226 Asphalt Saturated Felt (non-perforated) 
4. For UL Class A Fire Resistance, use CertainTeed All Weather Empire Base Sheet  

E. Fasteners 
1. 3/8 inch  (9.5 mm) flat head nails 1 ½ inches (38 mm) long must be corrosion resistant, 

quality fasteners such as electro galvanic (for non-coastal area) stainless steel, hot dipped 
galvanized, solid copper ,brass or aluminum to comply with full warranty duration of 
Symphony.  

2. Fasteners such as 11-guage nails with 3/8” (10 mm) head, No.8 or No. 9 brass flathead 
Phillips, square drive screws or similarly sized stainless steel screws are acceptable. 

F. Flashings 
1. Required Valley Metal shall be no less than 24” wide. Valley and flashing metal must be 

a minimum of 16 oz. copper or 26 gauge corrosion resistant metals such as stainless steel, 
painted galvanized steel, color clad steel or color clad aluminum.  Use same metal type 
cleats for fasteners as valley metal. 

2. CertainTeed’s Winterguard or equivalent waterproofing underlayment is required as 
underlayment beneath metal valleys. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Verify existing site conditions under provisions of Drawings and the Solicitation. 

B.  Verify that roof penetrations and plumbing stacks are in place and flashed to deck surface. 
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C. Verify roof openings are correctly framed prior to installing work of this section 

D. Verify deck surfaces are dry and free of ridges, warps or voids 

E. Do not begin work installation until substrates have been properly prepared 

F. If substrate preparation is the responsibility of another installer; notify Architect of 
unsatisfactory preparation before proceeding. 

G. Follow Shingle manufacturer’s recommendations for acceptable roof decking              
materials 

3.2 INSTALLATION – EAVE ICE DAM PROTECTION 

A. Place eave edge and gable edge metal flashing tight with fascia boards. Weather-lap joints 2 
inches (50 mm). Secure flange with nails spaced 8 inches (200 mm) on center. 

B. Apply CertainTeed “WinterGuard” Waterproofing Shingle Underlayment as eave protection in 
accordance with manufacturer’s instructions. 

C. Extend eave protection membrane minimum 24 inches (610 mm) up slope beyond interior face 
of exterior wall. 

3.3 INSTALLATION – PROTECTIVE UNDERLAYMENT 

Otherwise select either complete WinterGuard underlayment or Roofers’ Select or D4869 
underlayment in combination with eave ice dam protection. WinterGuard is an improved 
version of standard underlayment developed to resist standing water held on a sloped roof at 
eaves and valleys by ice dams and to resist wind driven water.  WinterGuard can be used to 
cover the entire deck, rather than just eaves and valleys, when the slope is so low (3:12 to 5:12) 
as to permit wind to drive rain beneath the singles.  Assure sufficient ventilation of space 
beneath the deck upon which WinterGuard is applied, as WinterGuard is a vapor barrier. 

A. Roof Slope Between 3:12 and 5:12: Apply one later of “WinterGuard” over all areas protected 
by WinterGuard at eaves, with ends and edges weather lapped minimum 19 inches (480mm) 
Stagger end laps each consecutive layer. Nail in place. 

B. A minimum of #30 organic underlayment felt ASTM D226 Type I or equivalent should be used 
to cover the roof deck areas not covered by WinterGuard or equivalent waterproofing 
membrane. 

3.4 INSTALLATION – VALLEY PROTECTION 

A. For “closed or open valleys first place on ply of WinterGuard, minimum 36 inches (910mm) 
wide, centered over valley. Lap joints minimum 6 inches (152mm) Follow instructions of 
shingle and waterproofing membrane manufacturer. 
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3.5 INSTALLATION – FLASHINGS 

A. Open or closed valley systems may be used.  Valley metal must be no less than 24 inches 
(610mm) 

B. For open metal valleys, either a “W” valley or a double “W” valley with hemmed outside 
Slater’ edge is acceptable. Apply Symphony 2” or more from the valley center line. Cut 2” off 
the top valley side corner of a Symphony shingle at a 45-degree angle to help divert water back 
into the valley. A double “W” valley has metal bent in the centerline direction to look like a “V” 
with a “W” diverter on either side, 2” from the centerline. Cut pieces should be laid against the 
“W” diverters on either side of the centerline. 

C. For closed metal valley, use a “W” valley, a standing seam center crimp design or a classic “V” 
vend metal valley design. Apply cut Symphony to within ¼ “of the centerline. 

D. Always fasten Symphony 6” or more from the valley centerline. Always overlap valley metal at 
joints by at least 4”. 

E. Metal Step-Flashing size minimums are 4” up a side wall, 4” across the headlap portion of an 
applied shingle course and 14” up the roof slope. (4”X4”X14”) 

3.6 INSTALLATION-GENERAL APPLICATION 

A. Chalk Line – Snap chalk lines to ensure that Symphony is applied uniformly on the roof. Each 
shingle has reference marks to ensure that the exposure dimension chosen is from 6” to 8” in 
half-inch increments. Align the chosen marks to the top edge of the piece below. Refer to the 
vertical alignment marks that are provided for both left to right and right to left application to 
apply shingles at the half piece offset. 

B. Starter Pieces – For 6.0”, 6.5”,7.0”, 7.5” and 8.0” exposures, 12” wide X 10” tall starter pieces 
are to be cut from the headlap of individual Symphony shingles and placed with the top edge 
turned to face the lower edge of the eave.  The remaining 12”X8” shingle can be used for the 
uppermost roof course. As an alternative, one may install CertainTeed’s high performance 10” 
asphalt starter as the starter course for Symphony. It is recommended that the side and lowest 
edges of Symphony extend 1” +/- ¼” beyond the facia trim at the rake and eaves. 

C. Field Shingles – Install Symphony Slate Shingles according to CertainTeed’s installation 
instructions for Symphony product.  

D. If desired, apply standard drip edge or flared gable metal to eaves and rakes. 

E. Do not apply Symphony to roof slopes below 3:12 (a 3’ rise for every horizontal run of 12”) 

F. For roof slopes of 3:12 through 5:12 the following conditions must be met: 
1. Apply Symphony at a 6” exposure 
2. CertainTeed WinterGuard or equivalent must be installed over the entire roof deck. (Note 

when WinterGuard is installed over the entire roof deck, be sure to provide adequate 
ventilation.) 

G. On slopes over 5:12, Symphony can be applied with a greater exposure, but not to exceed 8”.  
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H. WinterGuard HT or an equivalent waterproofing underlayment product may be used instead of 
traditional hidden hip and ridge metal flashing. It can be applied either as a continuous length 
centered 8”-10” wide strips on the hip or ridgeline and under the hip and ridge piece or in the 
place of individual flashing pieces. Overlap WinterGuard joint 4” -6” along the ridge line. 

3.7 INSTALLATION HIP & RIDGE  

A. Install pre-formed full pieces  12”X18” hip & ridge product available in two different profiles; a 
shallow angle profile for pitches less than 7:12 and sharper angle for pitches 7:12 and higher. 

B. Hip & Ridge can be applied using traditional half piece application techniques typical for real 
slate applications, such as the saddle, comb or mitered, with flashing covering the unexposed 
portion. Use Symphony 6”X18: rake accessory shingles ideally suited for this application. 
These pieces can be used either left or right handed sides, applied on either side of the hip or 
ridge line. Minimum two fasteners per piece, fasteners should be 2” in length. 

C. Alternative hip & ridge applications – include a minimum 16-oz. copper or metal lineals or 26 
gauge corrosion resistant metal such as stainless steel, color clad steel, color clad aluminum or 
metal edge vent in complimentary color- are also acceptable for hips and ridges. Metal joint 
overlap should not be less than 4”. 

3.8 INSTALLATION – VENTILATION 

A. Ventilation should meet or exceed current HUD standards. 

B. Continuous metal ridge vents or products such as Shingle Vent II (9” or 12” widths) are 
acceptable. 

3.9 INSTALLATION – SNOW GUARDS 

A. The use of snow guards is highly recommended with Symphony. The installation contractor 
should refer to local building codes and requirements for the use of snow guards and should 
follow the snow guard manufacturer’s instruction for correct spacing and application. 

END OF SECTION 073226 
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SECTION 074113.16 - STANDING-SEAM METAL ROOF PANELS 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions apply to this Section. 

1.2 SUMMARY 

A. Section includes standing-seam metal roof panels. 

B. Related Sections: 

 
1. Section 077253 "Snow Guards" for prefabricated devices designed to hold snow on the 

roof surface, allowing it to melt and drain off slowly. 

1.3 PREINSTALLATION MEETINGS 

1. Meet with Owner, Architect, Owner's insurer if applicable, metal panel Installer, metal 
panel manufacturer's representative, structural-support Installer, and installers whose 
work interfaces with or affects metal panels, including installers of roof accessories and 
roof-mounted equipment. 

2. Review and finalize construction schedule and verify availability of materials, Installer's 
personnel, equipment, and facilities needed to make progress and avoid delays. 

3. Review methods and procedures related to metal panel installation, including 
manufacturer's written instructions. 

4. Examine support conditions for compliance with requirements, including alignment 
between and attachment to structural members. 

5. Review structural loading limitations of deck, purlins and rafters during and after 
roofing. 

6. Review flashings, special details, drainage, penetrations, equipment curbs, and condition 
of other construction that affect metal panels. 

7. Review governing regulations and requirements for insurance, certificates, and tests and 
inspections if applicable. 

8. Review temporary protection requirements for metal panel systems during and after 
installation. 

9. Review procedures for repair of metal panels damaged after installation. 
10. Document proceedings, including corrective measures and actions required, and furnish 

copy of record to each participant. 

1.4 ACTION SUBMITTALS 

A. Product Data: For each type of product. 
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1. Include construction details, material descriptions, dimensions of individual components 
and profiles, and finishes for each type of panel and accessory. 

B. Shop Drawings: 

1. Include fabrication and installation layouts of metal panels; details of edge conditions, 
joints, panel profiles, corners, anchorages, attachment system, trim, flashings, closures, 
and accessories; and special details. 

2. Accessories: Include details of the flashing, trim, and anchorage systems, at a scale of not 
less than 1-1/2 inches per 12 inches (1:10). 

C. Samples for Initial Selection: For each type of metal panel indicated with factory-applied color 
finishes. 

1. Include similar Samples of trim and accessories involving color selection. 

D. Samples for Verification: For each type of exposed finish required, prepared on Samples of size 
indicated below. 

1. Metal Panels: 12 inches (305 mm) long by actual panel width. Include clips, fasteners, 
closures, and other metal panel accessories. 

1.5 INFORMATIONAL SUBMITTALS 

A. Qualification Data: For Installer. 

B. Product Test Reports: For each product, for tests performed by a qualified testing agency. 

C. Field quality-control reports. 

D. Sample Warranties: For special warranties. 

1.6 CLOSEOUT SUBMITTALS 

A. Maintenance Data: For metal panels to include in maintenance manuals. 

1.7 QUALITY ASSURANCE 

A. Installer Qualifications: An entity that employs installers and supervisors who are trained and 
approved by manufacturer. 

B. UL-Certified, Portable Roll-Forming Equipment: UL-certified, portable roll-forming equipment 
capable of producing metal panels warranted by manufacturer to be the same as factory-formed 
products. Maintain UL certification of portable roll-forming equipment for duration of work. 

C. Mockups: Build mockups to verify selections made under Sample submittals and to demonstrate 
aesthetic effects and set quality standards for fabrication and installation. 
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1. Build mockup of typical roof area and eave including fascia, and soffit as shown on 
Drawings; approximately48 inches (1200 mm) square by full thickness, including 
attachments, underlayment, and accessories. 

2. Approval of mockups does not constitute approval of deviations from the Contract 
Documents contained in mockups unless Architect specifically approves such deviations 
in writing. 

3. Approved mockups may become part of the completed Work if undisturbed at time of 
Substantial Completion. 

1.8 DELIVERY, STORAGE, AND HANDLING 

A. Deliver components, metal panels, and other manufactured items so as not to be damaged or 
deformed. Package metal panels for protection during transportation and handling. 

B. Unload, store, and erect metal panels in a manner to prevent bending, warping, twisting, and 
surface damage. 

C. Stack metal panels horizontally on platforms or pallets, covered with suitable weathertight and 
ventilated covering. Store metal panels to ensure dryness, with positive slope for drainage of 
water. Do not store metal panels in contact with other materials that might cause staining, 
denting, or other surface damage. 

D. Retain strippable protective covering on metal panels during installation. 

E. Copper Panels: Wear gloves when handling to prevent fingerprints and soiling of surface. 

1.9 FIELD CONDITIONS 

A. Weather Limitations: Proceed with installation only when existing and forecasted weather 
conditions permit assembly of metal panels to be performed according to manufacturers' written 
instructions and warranty requirements. 

1.10 COORDINATION 

A. Coordinate sizes and locations of roof curbs, equipment supports, and roof penetrations with 
actual equipment provided. 

B. Coordinate metal panel installation with rain drainage work, flashing, trim, construction of 
soffits, and other adjoining work to provide a leakproof, secure, and noncorrosive installation. 

1.11 WARRANTY 

A. Special Warranty: Manufacturer's standard form in which manufacturer agrees to repair or 
replace components of metal panel systems that fail in materials or workmanship within 
specified warranty period. 

1. Failures include, but are not limited to, the following: 
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a. Structural failures including rupturing, cracking, or puncturing. 
b. Deterioration of metals and other materials beyond normal weathering. 

2. Warranty Period: 5  years from date of Substantial Completion. 

B. Special Warranty on Panel Finishes: Manufacturer's standard form in which manufacturer 
agrees to repair finish or replace metal panels that show evidence of deterioration of factory-
applied finishes within specified warranty period. 

1. Exposed Panel Finish: Deterioration includes, but is not limited to, the following: 

a. Color fading more than 5 Hunter units when tested according to ASTM D 2244. 
b. Chalking in excess of a No. 8 rating when tested according to ASTM D 4214. 
c. Cracking, checking, peeling, or failure of paint to adhere to bare metal. 

2. Finish Warranty Period: 20  years from date of Substantial Completion. 

C. Special Weathertightness Warranty: Manufacturer's standard form in which manufacturer 
agrees to repair or replace standing-seam metal roof panel assemblies that fail to remain 
weathertight, including leaks, within specified warranty period. 

1. Warranty Period: 20 years from date of Substantial Completion. 

PART 2 - PRODUCTS 

2.1 PERFORMANCE REQUIREMENTS 

A. Note: The contractor is required to match the pattern, the spacing, the seam style, ridge, 
rake and valley conditions, gutters, fascia and fleshing; at each location to the existing 
style of metal panel roofing.  The following 1 and 2 notes apply. 

 
1. For Historic building, and Gallery, If the existing pattern cannot be achieved, then flat 

metal sheet of the same specifications as the seamed panel will be utilized to field form 
the seam patters to match existing. The color of metal roof will be factory finished, (Aged 
Copper) Patina. The final selection will be made by the Owner from physical samples of 
the finished material. 
 

2. For new building, color shall be coordinated with Owner from physical samples of the 
finished material. 

B. Energy Performance: Provide roof panels that are listed on the EPA/DOE's ENERGY STAR 
"Roof Product List" for low slope roof products. 

C. Energy Performance: Provide roof panels according to one of the following when tested 
according to CRRC-1: 
1. Three-year, aged Solar Reflectance Index of not less than 64 when calculated according 

to ASTM E 1980. 

http://www.arcomnet.com/sustainable_design.aspx?topic=30
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D. Structural Performance: Provide metal panel systems capable of withstanding the effects of the 
following loads, based on testing according to ASTM E 1592: 

1. Wind Loads: As indicated on Drawings. 
2. Other Design Loads: As indicated on Drawings 
3. Deflection Limits: For wind loads, no greater than 1/180 of the span. 

E. Air Infiltration: Air leakage of not more than 0.06 cfm/sq. ft. (0.3 L/s per sq. m) when tested 
according to ASTM E 1680 or ASTM E 283 at the following test-pressure difference: 

1. Test-Pressure Difference: 1.57 lbf/sq. ft. (75 Pa) 

F. Water Penetration under Static Pressure: No water penetration when tested according to 
ASTM E 1646  at the following test-pressure difference: 

1. Test-Pressure Difference: 6.24 lbf/sq. ft. (300 Pa) 

G. Hydrostatic-Head Resistance: No water penetration when tested according to ASTM E 2140. 

H. Wind-Uplift Resistance: Provide metal roof panel assemblies that comply with UL 580 for 
wind-uplift-resistance class indicated. 

1. Uplift Rating: UL 90. 

I. FM Global Listing: Provide metal roof panels and component materials that comply with 
requirements in FM Global 4471 as part of a panel roofing system and that are listed in FM 
Global's "Approval Guide" for Class 1 or noncombustible construction, as applicable. Identify 
materials with FM Global markings. 

1. Fire/Windstorm Classification: Class 1A 90 
2. Hail Resistance: MH  

J. Thermal Movements: Allow for thermal movements from ambient and surface temperature 
changes by preventing buckling, opening of joints, overstressing of components, failure of joint 
sealants, failure of connections, and other detrimental effects. Base calculations on surface 
temperatures of materials due to both solar heat gain and nighttime-sky heat loss. 

1. Temperature Change (Range): 120 deg F (67 deg C), ambient; 180 deg F (100 deg C), 
material surfaces. 

2.2 STANDING-SEAM METAL ROOF PANELS 

A. General: Provide factory-formed metal roof panels designed to be installed by lapping and 
interconnecting raised side edges of adjacent panels with joint type indicated and mechanically 
attaching panels to supports using concealed clips in side laps. Include clips, cleats, pressure 
plates, and accessories required for weathertight installation. 

 
1. Aluminum Panel Systems: Unless more stringent requirements are indicated, comply 

with ASTM E 1637. 
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B. Vertical-Rib, Snap-Joint, Standing-Seam Metal Roof Panels Formed with vertical ribs at panel 
edges and a flat pan between ribs; designed for sequential installation by mechanically 
attaching panels to supports using concealed clips located under one side of panels, engaging 
opposite edge of adjacent panels, and snapping panels together. 

1. Coil-coated sheet, ASTM B 209 (ASTM B 209M), alloy as standard with manufacturer, 
with temper as required to suit forming operations and structural performance required. 

a. Thickness: 0.040 inch (1.02 mm). 
b. Surface: Smooth, flat finish. 
c. Exterior Finish: Color anodized. 
d. Color: Refer to Paragraph 2.1 A, Notes 1 and 2, and drawings. 

2. Clips: Two-piece floating to accommodate thermal movement. 

 
a. Material: 0.062-inch- (1.59-mm-) thick, stainless-steel sheet. 

3. Panel Coverage: Match field panel coverage dimensions at each location. 
4. Panel Height: Match field panel height at each location. 

C. Vertical-Rib, Seamed-Joint, Standing-Seam Metal Roof Panels. Formed with vertical ribs at 
panel edges and a flat pan between ribs; designed for sequential installation by mechanically 
attaching panels to supports using concealed clips located under one side of panels, engaging 
opposite edge of adjacent panels, and mechanically seaming panels together. 

1. Aluminum Sheet: Coil-coated sheet, ASTM B 209 (ASTM B 209M), alloy as standard 
with manufacturer, with temper as required to suit forming operations and structural 
performance required. 

a. Thickness:  0.040 inch (1.02 mm). 
b. Surface: Smooth, flat finish. 
c. Exterior Finish: Color anodized 
d. Color: Refer to Paragraph 2.1 A, Notes 1 and 2, and drawings 

2. Clips: Two-piece floating to accommodate thermal movement. 

 
a. Material: 0.062-inch- (1.59-mm-) thick, stainless-steel sheet. 

3. Joint Type: Double folded. 
4. Panel Coverage: Match field panel coverage dimensions at each location  
5. Panel Height: Match field panel height at each location. 

2.3 UNDERLAYMENT MATERIALS 

A. Self-Adhering, High-Temperature Underlayment: Provide self-adhering, cold-applied, sheet 
underlayment, a minimum of 30 mils (0.76 mm) thick, consisting of slip-resistant, polyethylene-
film top surface laminated to a layer of butyl or SBS-modified asphalt adhesive, with release-
paper backing. Provide primer when recommended by underlayment manufacturer. 

http://www.specagent.com/LookUp/?ulid=6905&mf=04&src=wd
http://www.specagent.com/LookUp/?ulid=6905&mf=04&src=wd
http://www.specagent.com/LookUp/?ulid=6906&mf=04&src=wd
http://www.specagent.com/LookUp/?ulid=6906&mf=04&src=wd
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1. Thermal Stability: Stable after testing at 240 deg F (116 deg C); ASTM D 1970. 
2. Low-Temperature Flexibility: Passes after testing at minus 20 deg F (29 deg C); 

ASTM D 1970. 

2.4 MISCELLANEOUS MATERIALS 

A. Miscellaneous Metal Subframing and Furring: ASTM C 645; cold-formed, metallic-coated steel 
sheet, ASTM A 653/A 653M, G90 (Z275 hot-dip galvanized) coating designation or 
ASTM A 792/A 792M, Class AZ50 (Class AZM150) coating designation unless otherwise 
indicated. Provide manufacturer's standard sections as required for support and alignment of 
metal panel system. 

B. Panel Accessories: Provide components required for a complete, weathertight panel system 
including trim, copings, fasciae, mullions, sills, corner units, clips, flashings, sealants, gaskets, 
fillers, closure strips, and similar items. Match material and finish of metal panels unless 
otherwise indicated. 

1. Closures: Provide closures at eaves and ridges, fabricated of same metal as metal panels. 
2. Backing Plates: Provide metal backing plates at panel end splices, fabricated from 

material recommended by manufacturer. 
3. Closure Strips: Closed-cell, expanded, cellular, rubber or crosslinked, polyolefin-foam or 

closed-cell laminated polyethylene; minimum 1-inch- (25-mm-) thick, flexible closure 
strips; cut or premolded to match metal panel profile. Provide closure strips where 
indicated or necessary to ensure weathertight construction. 

C. Flashing and Trim: Provide flashing and trim formed from same material as metal panels as 
required to seal against weather and to provide finished appearance. Locations include, but are 
not limited to, eaves, rakes, corners, bases, framed openings, ridges, fasciae, and fillers. Finish 
flashing and trim with same finish system as adjacent metal panels. 

D. Gutters: Formed from same material as roof panels, complete with end pieces, outlet tubes, and 
other special pieces as required. Fabricate in minimum 96-inch- (2400-mm-) long sections, of 
size and metal thickness according to SMACNA's "Architectural Sheet Metal Manual." Furnish 
gutter supports spaced a maximum of 36 inches (914 mm) o.c., fabricated from same metal as 
gutters. Provide wire ball strainers of compatible metal at outlets. Finish gutters enamel white. 

E. Downspouts: Formed from same material as roof panels. Fabricate in 10-foot- (3-m-) long 
sections, complete with formed elbows and offsets, of size and metal thickness according to 
SMACNA's "Architectural Sheet Metal Manual." Finish downspouts to match gutters. 

F. Roof Curbs: Fabricated from same material as roof panels, 0.048-inch (1.2-mm) nominal 
thickness; with bottom of skirt profiled to match roof panel profiles and with welded top box 
and integral full-length cricket. Fabricate curb subframing of 0.060-inch- (1.52-mm-) nominal 
thickness, angle-, C-, or Z-shaped steel sheet. Fabricate curb and subframing to withstand 
indicated loads of size and height indicated. Finish roof curbs to match metal roof panels. 

1. Insulate roof curb with 1-inch- (25-mm-) thick, rigid insulation. 

G. Panel Fasteners: Self-tapping screws designed to withstand design loads. 

http://www.specagent.com/LookUp/?ulid=6911&mf=04&src=wd


Copyright 2015 AIA MasterSpec Premium 03/15 

STANDING-SEAM METAL ROOF PANELS 074113.16 - 8 

H. Panel Sealants: Provide sealant type recommended by manufacturer that are compatible with 
panel materials, are nonstaining, and do not damage panel finish. 

1. Sealant Tape: Pressure-sensitive, 100 percent solids, gray polyisobutylene compound 
sealant tape with release-paper backing. Provide permanently elastic, nonsag, nontoxic, 
nonstaining tape 1/2 inch (13 mm) wide and 1/8 inch (3 mm) thick. 

2. Joint Sealant: ASTM C 920; elastomeric polyurethane or silicone sealant; of type, grade, 
class, and use classifications required to seal joints in metal panels and remain 
weathertight; and as recommended in writing by metal panel manufacturer. 

3. Butyl-Rubber-Based, Solvent-Release Sealant: ASTM C 1311. 

2.5 FABRICATION 

A. General: Fabricate and finish metal panels and accessories at the factory, by manufacturer's 
standard procedures and processes, as necessary to fulfill indicated performance requirements 
demonstrated by laboratory testing. Comply with indicated profiles and with dimensional and 
structural requirements. 

B. On-Site Fabrication: Subject to compliance with requirements of this Section, metal panels may 
be fabricated on-site using UL-certified, portable roll-forming equipment if panels are of same 
profile and warranted by manufacturer to be equal to factory-formed panels. Fabricate 
according to equipment manufacturer's written instructions and to comply with details shown. 

C. Provide panel profile, including major ribs and intermediate stiffening ribs, if any, for full 
length of panel. 

D. Fabricate metal panel joints with factory-installed captive gaskets or separator strips that 
provide a weathertight seal and prevent metal-to-metal contact, and that minimize noise from 
movements. 

E. Sheet Metal Flashing and Trim: Fabricate flashing and trim to comply with manufacturer's 
recommendations and recommendations in SMACNA's "Architectural Sheet Metal Manual" 
that apply to design, dimensions, metal, and other characteristics of item indicated. 

1. Form exposed sheet metal accessories that are without excessive oil canning, buckling, 
and tool marks and that are true to line and levels indicated, with exposed edges folded 
back to form hems. 

2. Seams for Aluminum: Fabricate nonmoving seams with flat-lock seams. Form seams and 
seal with epoxy seam sealer. Rivet joints for additional strength. 

3. Seams for Other Than Aluminum: Fabricate nonmoving seams in accessories with flat-
lock seams. Tin edges to be seamed, form seams, and solder. 

4. Sealed Joints: Form nonexpansion, but movable, joints in metal to accommodate sealant 
and to comply with SMACNA standards. 

5. Conceal fasteners and expansion provisions where possible. Exposed fasteners are not 
allowed on faces of accessories exposed to view. 

6. Fabricate cleats and attachment devices from same material as accessory being anchored 
or from compatible, noncorrosive metal recommended in writing by metal panel 
manufacturer. 
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a. Size: As recommended by SMACNA's "Architectural Sheet Metal Manual" or 
metal panel manufacturer for application, but not less than thickness of metal being 
secured. 

2.6 FINISHES 

A. Protect mechanical and painted finishes on exposed surfaces from damage by applying a 
strippable, temporary protective covering before shipping. 

B. Appearance of Finished Work: Variations in appearance of abutting or adjacent pieces are 
acceptable if they are within one-half of the range of approved Samples. Noticeable variations 
in same piece are unacceptable. Variations in appearance of other components are acceptable if 
they are within the range of approved Samples and are assembled or installed to minimize 
contrast. 

C. Steel Panels and Accessories: 

1. Two-Coat Fluoropolymer: AAMA 621. Fluoropolymer finish containing not less than 70 
percent PVDF resin by weight in color coat. Prepare, pretreat, and apply coating to 
exposed metal surfaces to comply with coating and resin manufacturers' written 
instructions. 

2. Three-Coat Fluoropolymer: AAMA 621. Fluoropolymer finish containing not less than 
70 percent PVDF resin by weight in both color coat and clear topcoat. Prepare, pretreat, 
and apply coating to exposed metal surfaces to comply with coating and resin 
manufacturers' written instructions. 

3. Mica Fluoropolymer: AAMA 621. Two-coat fluoropolymer finish with suspended mica 
flakes containing not less than 70 percent PVDF resin by weight in color coat. Prepare, 
pretreat, and apply coating to exposed metal surfaces to comply with coating and resin 
manufacturers' written instructions. 

4. Metallic Fluoropolymer: AAMA 621. Three-coat fluoropolymer finish with suspended 
metallic flakes containing not less than 70 percent PVDF resin by weight in both color 
coat and clear topcoat. Prepare, pretreat, and apply coating to exposed metal surfaces to 
comply with coating and resin manufacturers' written instructions. 

5. FEVE Fluoropolymer: AAMA 621. Two-coat fluoropolymer finish containing 100 
percent fluorinated ethylene vinyl ether resin in color coat. Prepare, pretreat, and apply 
coating to exposed metal surfaces to comply with coating and resin manufacturers' 
written instructions. 

6. Siliconized Polyester: Epoxy primer and silicone-modified, polyester-enamel topcoat; 
with a dry film thickness of not less than 0.2 mil (0.005 mm) for primer and 0.8 mil (0.02 
mm) for topcoat. 

7. Concealed Finish: Apply pretreatment and manufacturer's standard white or light-colored 
acrylic or polyester backer finish consisting of prime coat and wash coat with a minimum 
total dry film thickness of 0.5 mil (0.013 mm). 

D. Aluminum Panels and Accessories: 

1. Two-Coat Fluoropolymer: AAMA 2605. Fluoropolymer finish containing not less than 
70 percent PVDF resin by weight in color coat. Prepare, pretreat, and apply coating to 
exposed metal surfaces to comply with coating and resin manufacturers' written 
instructions. 
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2. Three-Coat Fluoropolymer: AAMA 2605. Fluoropolymer finish containing not less than 
70 percent PVDF resin by weight in both color coat and clear topcoat. Prepare, pretreat, 
and apply coating to exposed metal surfaces to comply with coating and resin 
manufacturers' written instructions. 

3. Mica Fluoropolymer: AAMA 2605. Two-coat fluoropolymer finish with suspended mica 
flakes containing not less than 70 percent PVDF resin by weight in color coat. Prepare, 
pretreat, and apply coating to exposed metal surfaces to comply with coating and resin 
manufacturers' written instructions. 

4. Metallic Fluoropolymer: AAMA 2605. Three-coat fluoropolymer finish with suspended 
metallic flakes containing not less than 70 percent PVDF resin by weight in both color 
coat and clear topcoat. Prepare, pretreat, and apply coating to exposed metal surfaces to 
comply with coating and resin manufacturers' written instructions. 

5. FEVE Fluoropolymer: AAMA 2605. Two-coat fluoropolymer finish containing 100 
percent fluorinated ethylene vinyl ether resin in color coat. Prepare, pretreat, and apply 
coating to exposed metal surfaces to comply with coating and resin manufacturers' 
written instructions. 

6. Siliconized Polyester: Epoxy primer and silicone-modified, polyester-enamel topcoat; 
with a dry film thickness of not less than 0.2 mil (0.005 mm) for primer and 0.8 mil (0.02 
mm) for topcoat. 

7. Exposed Anodized Finish: 

a. Clear Anodic Finish: AAMA 611, AA-M12C22A41, Class I, 0.018 mm or 
thicker. 

b. Color Anodic Finish: AAMA 611, AA-M12C22A42/A44, Class I, 0.018 mm or 
thicker. 

E. Stainless-Steel Panels and Accessories: 

1. Surface Preparation: Remove tool and die marks and stretch lines, or blend into finish. 
2. Polished Finishes: Grind and polish surfaces to produce uniform finish, free of cross 

scratches. 

a. Run grain of directional finishes with long dimension of each piece. 
b. When polishing is completed, passivate and rinse surfaces. Remove embedded 

foreign matter and leave surfaces chemically clean. 
c. Directional Satin Finish: No. 4. 

3. Bright, Cold-Rolled, Unpolished Finish: No. 2B. 

F. Copper Panels and Accessories: 

1. Prepatination: Factory prepatinate according to ASTM B 882 to convert the copper 
surface to an inorganic crystalline structure with the appearance and durability of 
naturally formed patina. 
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PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine substrates, areas, and conditions, with Installer present, for compliance with 
requirements for installation tolerances, metal panel supports, and other conditions affecting 
performance of the Work. 

1. Examine primary and secondary roof framing to verify that rafters, purlins, angles, 
channels, and other structural panel support members and anchorages have been installed 
within alignment tolerances required by metal roof panel manufacturer. 

2. Examine solid roof sheathing to verify that sheathing joints are supported by framing or 
blocking and that installation is within flatness tolerances required by metal roof panel 
manufacturer. 

a. Verify that air- or water-resistive barriers have been installed over sheathing or 
backing substrate to prevent air infiltration or water penetration. 

B. Examine roughing-in for components and systems penetrating metal panels to verify actual 
locations of penetrations relative to seam locations of metal panels before installation. 

C. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.2 PREPARATION 

A. Miscellaneous Supports: Install subframing, furring, and other miscellaneous panel support 
members and anchorages according to ASTM C 754 and metal panel manufacturer's written 
recommendations. 

3.3 UNDERLAYMENT INSTALLATION 

A. Self-Adhering Sheet Underlayment: Apply primer if required by manufacturer. Comply with 
temperature restrictions of underlayment manufacturer for installation. Apply at locations 
indicated on Drawings, wrinkle free, in shingle fashion to shed water, and with end laps of not 
less than 6 inches (152 mm) staggered 24 inches (610 mm) between courses. Overlap side edges 
not less than 3-1/2 inches (90 mm). Extend underlayment into gutter trough. Roll laps with 
roller. Cover underlayment within 14 days. 

B. Felt Underlayment: Apply at locations indicated on Drawings, in shingle fashion to shed water, 
and with lapped joints of not less than 2 inches (50 mm). 

C. Slip Sheet: Apply slip sheet over underlayment before installing metal roof panels. 

D. Flashings: Install flashings to cover underlayment to comply with requirements specified in 
Section 076200 "Sheet Metal Flashing and Trim." 
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3.4 METAL PANEL INSTALLATION 

A. General: Install metal panels according to manufacturer's written instructions in orientation, 
sizes, and locations indicated. Install panels perpendicular to supports unless otherwise 
indicated. Anchor metal panels and other components of the Work securely in place, with 
provisions for thermal and structural movement. 

1. Shim or otherwise plumb substrates receiving metal panels. 
2. Flash and seal metal panels at perimeter of all openings. Fasten with self-tapping screws. 

Do not begin installation until air- or water-resistive barriers and flashings that will be 
concealed by metal panels are installed. 

3. Install screw fasteners in predrilled holes. 
4. Locate and space fastenings in uniform vertical and horizontal alignment. 
5. Install flashing and trim as metal panel work proceeds. 
6. Locate panel splices over, but not attached to, structural supports. Stagger panel splices 

and end laps to avoid a four-panel lap splice condition. 
7. Align bottoms of metal panels and fasten with blind rivets, bolts, or self-tapping screws. 

Fasten flashings and trim around openings and similar elements with self-tapping screws. 
8. Provide weathertight escutcheons for pipe- and conduit-penetrating panels. 

B. Fasteners: 

1. Steel Panels: Use stainless-steel fasteners for surfaces exposed to the exterior; use 
galvanized-steel fasteners for surfaces exposed to the interior. 

2. Aluminum Panels: Use aluminum or stainless-steel fasteners for surfaces exposed to the 
exterior; use aluminum or galvanized-steel fasteners for surfaces exposed to the interior. 

3. Copper Panels: Use copper, stainless-steel, or hardware-bronze fasteners. 
4. Stainless-Steel Panels: Use stainless-steel fasteners. 

C. Anchor Clips: Anchor metal roof panels and other components of the Work securely in place, 
using manufacturer's approved fasteners according to manufacturers' written instructions. 

D. Metal Protection: Where dissimilar metals contact each other or corrosive substrates, protect 
against galvanic action as recommended in writing by metal panel manufacturer. 

E. Standing-Seam Metal Roof Panel Installation: Fasten metal roof panels to supports with 
concealed clips at each standing-seam joint at location, spacing, and with fasteners 
recommended in writing by manufacturer. 

1. Install clips to supports with self-tapping fasteners. 
2. Install pressure plates at locations indicated in manufacturer's written installation 

instructions. 
3. Snap Joint: Nest standing seams and fasten together by interlocking and completely 

engaging factory-applied sealant. 
4. Seamed Joint: Crimp standing seams with manufacturer-approved, motorized seamer tool 

so clip, metal roof panel, and factory-applied sealant are completely engaged. 
5. Watertight Installation: 

a. Apply a continuous ribbon of sealant or tape to seal joints of metal panels, using 
sealant or tape as recommend in writing by manufacturer as needed to make panels 
watertight. 
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b. Provide sealant or tape between panels and protruding equipment, vents, and 
accessories. 

c. At panel splices, nest panels with minimum 6-inch (152-mm) end lap, sealed with 
sealant and fastened together by interlocking clamping plates. 

F. Clipless Metal Panel Installation: Fasten metal panels to supports with screw fasteners at each 
lapped joint at location and spacing recommended by manufacturer. 

G. Accessory Installation: Install accessories with positive anchorage to building and weathertight 
mounting, and provide for thermal expansion. Coordinate installation with flashings and other 
components. 

1. Install components required for a complete metal panel system including trim, copings, 
corners, seam covers, flashings, sealants, gaskets, fillers, closure strips, and similar items. 
Provide types indicated by metal roof panel manufacturers; or, if not indicated, types 
recommended by metal roof panel manufacturer. 

H. Flashing and Trim: Comply with performance requirements, manufacturer's written installation 
instructions, and SMACNA's "Architectural Sheet Metal Manual." Provide concealed fasteners 
where possible, and set units true to line and level as indicated. Install work with laps, joints, 
and seams that will be permanently watertight and weather resistant. 

1. Install exposed flashing and trim that is without buckling and tool marks, and that is true 
to line and levels indicated, with exposed edges folded back to form hems. Install sheet 
metal flashing and trim to fit substrates and achieve waterproof and weather-resistant 
performance. 

2. Expansion Provisions: Provide for thermal expansion of exposed flashing and trim. Space 
movement joints at a maximum of 10 feet (3 m) with no joints allowed within 24 inches 
(610 mm) of corner or intersection. Where lapped expansion provisions cannot be used or 
would not be sufficiently weather resistant and waterproof, form expansion joints of 
intermeshing hooked flanges, not less than 1 inch (25 mm) deep, filled with mastic 
sealant (concealed within joints). 

I. Gutters: Join sections with riveted and soldered or lapped and sealed joints. Attach gutters to 
eave with gutter hangers spaced not more than 36 inches (914 mm) o.c. using manufacturer's 
standard fasteners. Provide end closures and seal watertight with sealant. Provide for thermal 
expansion. 

J. Downspouts: Join sections with telescoping joints. Provide fasteners designed to hold 
downspouts securely 1 inch (25 mm) away from walls; locate fasteners at top and bottom and at 
approximately 60 inches (1524 mm) o.c. in between. 

1. Provide elbows at base of downspouts to direct water away from building. 
2. Connect downspouts to underground drainage system indicated. 

K. Roof Curbs: Install flashing around bases where they meet metal roof panels. 

L. Pipe Flashing: Form flashing around pipe penetration and metal roof panels. Fasten and seal to 
metal roof panels as recommended by manufacturer. 
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3.5 ERECTION TOLERANCES 

A. Installation Tolerances: Shim and align metal panel units within installed tolerance of 1/4 inch 
in 20 feet (6 mm in 6 m) on slope and location lines as indicated and within 1/8-inch (3-mm) 
offset of adjoining faces and of alignment of matching profiles. 

3.6 FIELD QUALITY CONTROL 

A. Manufacturer's Field Service: Engage a factory-authorized service representative to test and 
inspect metal roof panel installation, including accessories. Report results in writing. 

B. Remove and replace applications of metal roof panels where tests and inspections indicate that 
they do not comply with specified requirements. 

C. Additional tests and inspections, at Contractor's expense, are performed to determine 
compliance of replaced or additional work with specified requirements. 

D. Prepare test and inspection reports. 

3.7 CLEANING AND PROTECTION 

A. Remove temporary protective coverings and strippable films, if any, as metal panels are 
installed, unless otherwise indicated in manufacturer's written installation instructions. On 
completion of metal panel installation, clean finished surfaces as recommended by metal panel 
manufacturer. Maintain in a clean condition during construction. 

B. Replace metal panels that have been damaged or have deteriorated beyond successful repair by 
finish touchup or similar minor repair procedures. 

END OF SECTION 074113.16 
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SECTION 075323 - ETHYLENE-PROPYLENE-DIENE-MONOMER (EPDM) ROOFING 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 

Conditions and apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Adhered ethylene-propylene-diene-monomer (EPDM) roofing system. 

2. Vapor retarder. 

3. Roof insulation. 

B. Related Requirements: 

1.  Section 061000 "Rough Carpentry" for wood nailers, curbs, and blocking and for 

wood-based, structural-use roof deck panels. 

2. Section 070150.19 "Preparation for Re-Roofing" for re-cover board beneath new roofing. 

3. Section 076200 "Sheet Metal Flashing and Trim" for metal roof flashings and 

counterflashings. 

4. Section 079200 "Joint Sealants" for joint sealants, joint fillers, and joint preparation. 

5. Section 221423 "Storm Drainage Piping Specialties" for roof drains. 

1.3 DEFINITIONS 

A. Roofing Terminology: Definitions in ASTM D 1079 and glossary of NRCA's "The NRCA 

Roofing and Waterproofing Manual" apply to work of this Section. 

1.4 PREINSTALLATION MEETINGS 

A. Preliminary Roofing Conference: Conduct conference at Project site. 

1. Meet with COR, roofing Installer, roofing system manufacturer's representative, and 

installers whose work interfaces with or affects roofing, including installers of roof 

accessories and roof-mounted equipment. 

2. Review methods and procedures related to roofing installation, including manufacturer's 

written instructions. 

3. Review and finalize construction schedule, and verify availability of materials, Installer's 

personnel, equipment, and facilities needed to make progress and avoid delays. 

4. Examine deck substrate conditions and finishes for compliance with requirements, 

including flatness and fastening. 

5. Review structural loading limitations of roof deck during and after roofing. 
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6. Review base flashings, special roofing details, roof drainage, roof penetrations, equipment 

curbs, and condition of other construction that affects roofing system. 

7. Review governing regulations and requirements for insurance and certificates if applicable. 

8. Review temporary protection requirements for roofing system during and after installation. 

9. Review roof observation and repair procedures after roofing installation. 

1.5 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

B. Shop Drawings: For roofing system. Include plans, elevations, sections, details, and attachments 

to other work, including: 

1. Base flashings and membrane terminations. 

2. Tapered insulation, including slopes. 

3. Roof plan showing orientation of steel roof deck and orientation of roofing and fastening 

spacings and patterns for mechanically fastened roofing. 

4. Insulation fastening patterns for corner, perimeter, and field-of-roof locations. 

C. Samples for Verification: For the following products: 

1. Sheet roofing, of color required. 

2. Walkway pads or rolls, of color required. 

1.6 INFORMATIONAL SUBMITTALS 

A. Qualification Data: For Installer and manufacturer. 

B. Manufacturer Certificates: Signed by roofing manufacturer certifying that roofing system 

complies with requirements specified in "Performance Requirements" Article. 

1. Submit evidence of complying with performance requirements. 

C. Product Test Reports: For components of roofing system, tests performed by manufacturer and 

witnessed by a qualified testing agency. 

D. Research/Evaluation Reports: For components of roofing system, from ICC-ES. 

E. Field quality-control reports. 

F. Sample Warranties: For manufacturer's special warranties. 

1.7 CLOSEOUT SUBMITTALS 

A. Maintenance Data: For roofing system to include in maintenance manuals. 
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1.8 QUALITY ASSURANCE 

A. Manufacturer Qualifications: A qualified manufacturer that is UL listed for roofing system 

identical to that used for this Project. 

B. Installer Qualifications: A qualified firm that is approved, authorized, or licensed by roofing 

system manufacturer to install manufacturer's product and that is eligible to receive 

manufacturer's special warranty. 

1.9 DELIVERY, STORAGE, AND HANDLING 

A. Deliver roofing materials to Project site in original containers with seals unbroken and labeled 

with manufacturer's name, product brand name and type, date of manufacture, approval or listing 

agency markings, and directions for storing and mixing with other components. 

B. Store liquid materials in their original undamaged containers in a clean, dry, protected location 

and within the temperature range required by roofing system manufacturer. Protect stored liquid 

material from direct sunlight. 

1. Discard and legally dispose of liquid material that cannot be applied within its stated shelf 

life. 

C. Protect roof insulation materials from physical damage and from deterioration by sunlight, 

moisture, soiling, and other sources. Store in a dry location. Comply with insulation 

manufacturer's written instructions for handling, storing, and protecting during installation. 

D. Handle and store roofing materials, and place equipment in a manner to avoid permanent 

deflection of deck. 

1.10 FIELD CONDITIONS 

A. Weather Limitations: Proceed with installation only when existing and forecasted weather 

conditions permit roofing system to be installed according to manufacturer's written instructions 

and warranty requirements. 

1.11 WARRANTY 

A. Special Warranty: Manufacturer agrees to repair or replace components of roofing system that 

fail in materials or workmanship within specified warranty period. 

1. Special warranty includes membrane roofing, base flashings, roof insulation, fasteners, 

cover boards, substrate board, roofing accessories, roof pavers, and other components 

of roofing system. 

2. Warranty Period: 30 years from date of Substantial Completion. 

B. Special Project Warranty: Submit roofing Installer's warranty, on warranty form at end of this 

Section, signed by Installer, covering Work of this Section, including all components of roofing 

system such as membrane roofing, base flashing, roof insulation, fasteners, cover boards, 
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substrate boards, vapor retarders, roof pavers, and walkway products, for the following warranty 

period: 

1. Warranty Period: Two years from date of Substantial Completion. 

PART 2 - PRODUCTS 

2.1 MANUFACTURERS 

A. Source Limitations: Obtain components including roof insulation, fasteners for roofing system 

from same manufacturer as membrane roofing or manufacturer approved by membrane 

roofing manufacturer. 

2.2 PERFORMANCE REQUIREMENTS 

A. General Performance: Installed roofing and base flashings shall withstand specified uplift 

pressures, thermally induced movement, and exposure to weather without failure due to defective 

manufacture, fabrication, installation, or other defects in construction. Roofing and base flashings 

shall remain watertight. 

1. Accelerated Weathering: Roofing system shall withstand 2000 hours of exposure when 

tested according to ASTM G 152, ASTM G 154, or ASTM G 155. 

2. Impact Resistance: Roofing system shall resist impact damage when tested according to 

ASTM D 3746 or ASTM D 4272. 

B. Material Compatibility: Roofing materials shall be compatible with one another and adjacent 

materials under conditions of service and application required, as demonstrated by roofing 

manufacturer based on testing and field experience. 

C. Energy Star Listing: Roofing system shall be listed on the DOE's ENERGY STAR "Roof 

Products Qualified Product List" for low slope roof products. 

D. Energy Performance: Roofing system shall have an initial solar reflectance of not less than 0.70 

and an emissivity of not less than 0.75 when tested according to CRRC-1. 

E. Exterior Fire-Test Exposure: ASTM E 108 or UL 790, Class A; for application and roof slopes 

indicated; testing by a qualified testing agency. Identify products with appropriate markings of 

applicable testing agency. 

F. Fire-Resistance Ratings: Comply with fire-resistance-rated assembly designs indicated. Identify 

products with appropriate markings of applicable testing agency. 

2.3 EPDM ROOFING 

A. EPDM: ASTM D 4637, [Type I, nonreinforced,] [Type II, scrim or fabric internally 

reinforced,] uniform, flexible EPDM sheet. 
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1. Manufacturers: Subject to compliance with requirements, available manufacturers offering 

products that may be incorporated into the Work include, but are not limited to, the 

following: 

a. Firestone Building Products 

1) RubberGard EPDM Platinum 

2. Thickness: 90 mils (2.2 mm), nominal. 

3. Exposed Face Color: White on black. 

2.4 AUXILIARY ROOFING MATERIALS 

A. General: Auxiliary materials recommended by roofing system manufacturer for intended use and 

compatible with roofing. 

1. Liquid-type auxiliary materials shall comply with VOC limits of authorities having 

jurisdiction. 

B. Sheet Flashing: 90-mil- (2.0-mm-) thick EPDM, partially cured or cured, according to 

application. 

C. Protection Sheet: Epichlorohydrin or neoprene nonreinforced flexible sheet, 55- to 60-mil- (1.4- 

to 1.5-mm-) thick, recommended by EPDM manufacturer for resistance to hydrocarbons, non-

aromatic solvents, grease, and oil. 

D. Bonding Adhesive: Manufacturer's standard, water based. 

E. Modified Asphaltic Fabric-Backed Membrane Adhesive: Roofing system manufacturer's 

standard modified asphalt, asbestos-free, cold-applied adhesive formulated for compatibility and 

use with fabric-backed membrane roofing. 

F. Water-Based, Fabric-Backed Membrane Adhesive: Roofing system manufacturer's standard 

water-based, cold-applied adhesive formulated for compatibility and use with fabric-backed 

membrane roofing. 

G. Low-Rise, Urethane, Fabric-Backed Membrane Adhesive: Roof system manufacturer's standard 

spray-applied, low-rise, two-component urethane adhesive formulated for compatibility and use 

with fabric-backed membrane roofing. 

H. Lap Sealant: Manufacturer's standard, single-component sealant, colored to match membrane 

roofing. 

I. Metal Termination Bars: Manufacturer's standard, predrilled stainless-steel or aluminum bars, 

approximately 1 by 1/8 inch (25 by 3 mm) thick; with anchors. 

J. Metal Battens: Manufacturer's standard, aluminum-zinc-alloy-coated or zinc-coated steel sheet, 

approximately 1 inch wide by 0.05 inch thick (25 mm wide by 1.3 mm thick), prepunched. 

K. Miscellaneous Accessories: Provide pourable sealers, preformed cone and vent sheet flashings, 

molded pipe boot flashings, preformed inside and outside corner sheet flashings, reinforced 

http://www.specagent.com/LookUp/?ulid=5054&mf=04&src=wd
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EPDM securement strips, T-joint covers, in-seam sealants, termination reglets, cover strips, and 

other accessories. 

1. Provide white flashing accessories for white EPDM membrane roofing. 

L. Liquid Coating: Product specifically formulated for coating EPDM membrane roofing, as 

follows: 

1. Type: Acrylic emulsion complying with ASTM D 6083. 

2. Type: Chlorosulfonated polyethylene complying with ASTM D 3468. 

3. Color: As selected by COR from manufacturer's full range 

2.5 SUBSTRATE BOARDS 

A. Substrate Board: ASTM C 1396/C 1396M, Type X gypsum board, 5/8 inch (16 mm) thick. 

B. Substrate Board: ASTM C 1177/C 1177M, glass-mat, water-resistant gypsum substrate, Type X, 

5/8 inch (16 mm) thick. 

1. Manufacturers: Subject to compliance with requirements, available manufacturers offering 

products that may be incorporated into the Work include, but are not limited to, the 

following: 

a. CertainTeed Corporation 

b. Georgia-Pacific Building 

c. National Gypsum Company 

d. United States Gypsum Company 

C. Substrate Board: ASTM C 1278/C 1278M, cellulosic-fiber-reinforced, water-resistant gypsum 

substrate, 5/8 inch (16 mm) thick. 

1. Manufacturers: Subject to compliance with requirements, available manufacturers offering 

products that may be incorporated into the Work include, but are not limited to, the 

following: 

a. United States Gypsum Company 

D. Fasteners: Factory-coated steel fasteners and metal or plastic plates complying with corrosion-

resistance provisions in FM Global 4470, designed for fastening substrate panel to roof deck. 

2.6 VAPOR RETARDER 

A. Self-Adhering-Sheet Vapor Retarder: Polyethylene film laminated to layer of butyl rubber 

adhesive, minimum 30-mil- (0.76-mm-) total thickness; maximum permeance rating of 0.1 perm 

(6 ng/Pa x s x sq. m); cold applied, with slip-resisting surface and release paper backing. Provide 

primer when recommended by vapor-retarder manufacturer. 

1. Manufacturers: Subject to compliance with requirements, available manufacturers offering 

products that may be incorporated into the Work include, but are not limited to, the 

following: 

http://www.specagent.com/LookUp/?ulid=5054&mf=04&src=wd
http://www.specagent.com/LookUp/?ulid=5054&mf=04&src=wd
http://www.specagent.com/LookUp/?ulid=5054&mf=04&src=wd
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a. Firestone 

1) V-Force Vapor Barrier Membrane 

2.7 ROOF INSULATION 

A. General: Preformed roof insulation boards manufactured or approved by EPDM roofing 

manufacturer, selected from manufacturer's standard sizes suitable for application, of thicknesses 

indicated and that produce FM Global-approved roof insulation. 

B. Extruded-Polystyrene Board Insulation: ASTM C 578, [Type IV, 1.6-lb/cu. ft. (26-kg/cu. m)] 

[Type X, 1.3-lb/cu. ft. (21-kg/cu. m)] minimum density, square edged. 

1. Manufacturers: Subject to compliance with requirements, available manufacturers offering 

products that may be incorporated into the Work include, but are not limited to, the 

following:DiversiFoam Products 

a. Dow Chemical Company 

b. Kingspan Insulation Limited 

c. Owens Corning 

C. Molded-Polystyrene Board Insulation: ASTM C 578, [Type II, 1.35-lb/cu. ft. (22-kg/cu. m)] 

[Type VIII, 1.15-lb/cu. ft. (18-kg/cu. m)] [Type IX, 1.8-lb/cu. ft. (29-kg/cu. m)] minimum 

density. 

1. Manufacturers: Subject to compliance with requirements, available manufacturers offering 

products that may be incorporated into the Work include, but are not limited to, the 

following: 

a. DiversiFoam Products 

b. Carlisle Syntec Incorporated 

c. Dyplast Products 

D. Tapered Insulation: Provide factory-tapered insulation boards fabricated to slope of 1/4 inch per 

12 inches (1:48) unless otherwise indicated. 

E. Provide preformed saddles, crickets, tapered edge strips, and other insulation shapes where 

indicated for sloping to drain. Fabricate to slopes indicated. 

2.8 INSULATION ACCESSORIES 

A. General: Roof insulation accessories recommended by insulation manufacturer for intended use 

and compatibility with roofing. 

B. Fasteners: Factory-coated steel fasteners and metal or plastic plates complying with corrosion-

resistance provisions in FM Global 4470, designed for fastening roof insulation and cover 

boards to substrate, and acceptable to roofing system manufacturer. 

C. Insulation Adhesive: Insulation manufacturer's recommended adhesive formulated to attach roof 

insulation to substrate or to another insulation layer as follows: 

http://www.specagent.com/LookUp/?ulid=5054&mf=04&src=wd
http://www.specagent.com/LookUp/?ulid=5054&mf=04&src=wd
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1. Modified asphaltic, asbestos-free, cold-applied adhesive. 

2. Bead-applied, low-rise, one-component or multicomponent urethane adhesive. 

3. Full-spread spray-applied, low-rise, two-component urethane adhesive. 

D. Cover Board: ASTM C 1177/C 1177M, Closed-cell Polyisocyanurate (polyiso) core, 1/2 inch (13 

mm)thick, factory primed. 

1. Manufacturers: Subject to compliance with requirements, available manufacturers offering 

products that may be incorporated into the Work include, but are not limited to, the 

following: 

a. Firestone  

1) ISOGARD HD Cover Board 

E. Protection Mat: Woven or nonwoven polypropylene, polyolefin, or polyester fabric, water 

permeable and resistant to UV degradation, type and weight as recommended by roofing system 

manufacturer for application. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine substrates, areas, and conditions, with Installer present, for compliance with 

requirements and other conditions affecting performance of the Work: 

1. Verify that roof openings and penetrations are in place, curbs are set and braced, and roof-

drain bodies are securely clamped in place. 

2. Verify that wood blocking, curbs, and nailers are securely anchored to roof deck at 

penetrations and terminations and that nailers match thicknesses of insulation. 

3. Verify that surface plane flatness and fastening of steel roof deck complies with 

requirements in Section 053100 "Steel Decking." 

4. Verify that minimum concrete drying period recommended by roofing system 

manufacturer has passed. 

5. Verify that concrete substrate is visibly dry and free of moisture. Test for capillary moisture 

by plastic sheet method according to ASTM D 4263. 

6. Verify that concrete-curing compounds that will impair adhesion of roofing components to 

roof deck have been removed. 

B. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.2 PREPARATION 

A. Clean substrate of dust, debris, moisture, and other substances detrimental to roofing installation 

according to roofing system manufacturer's written instructions. Remove sharp projections. 

B. Prevent materials from entering and clogging roof drains and conductors and from spilling or 

migrating onto surfaces of other construction. Remove roof-drain plugs when no work is taking 

place or when rain is forecast. 

http://www.specagent.com/LookUp/?ulid=5054&mf=04&src=wd
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C. Install insulation strips according to acoustical roof deck manufacturer's written instructions. 

3.3 ROOFING INSTALLATION, GENERAL 

A. Install roofing system according to roofing system manufacturer's written instructions. 

B. Complete terminations and base flashings and provide temporary seals to prevent water from 

entering completed sections of roofing system at the end of the workday or when rain is forecast. 

Remove and discard temporary seals before beginning work on adjoining roofing. 

C. Install roofing and auxiliary materials to tie in to existing roofing to maintain weathertightness of 

transition and to not void warranty for existing roofing system. 

3.4 SUBSTRATE BOARD INSTALLATION 

A. Install substrate board with long joints in continuous straight lines, perpendicular to roof slopes 

with end joints staggered between rows. Tightly butt substrate boards together. 

1. Fasten substrate board to top flanges of steel deck according to recommendations in FM 

Global's "RoofNav" and FM Global Loss Prevention Data Sheet 1-29 for specified 

Windstorm Resistance Classification. 

2. Fasten substrate board to top flanges of steel deck to resist uplift pressure at corners, 

perimeter, and field of roof according to roofing system manufacturers' written 

instructions. 

3.5 VAPOR-RETARDER INSTALLATION 

A. Self-Adhering-Sheet Vapor Retarder: Prime substrate if required by manufacturer. Install self-

adhering-sheet vapor retarder over area to receive vapor retarder, side and end lapping each sheet 

a minimum of 3-1/2 inches (90 mm) and 6 inches (150 mm), respectively. Seal laps by rolling. 

B. Completely seal vapor retarder at terminations, obstructions, and penetrations to prevent air 

movement into roofing system. 

3.6 INSULATION INSTALLATION 

A. Coordinate installing roofing system components so insulation is not exposed to precipitation or 

left exposed at the end of the workday. 

B. Comply with roofing system and insulation manufacturer's written instructions for installing roof 

insulation. 

C. Install tapered insulation under area of roofing to conform to slopes indicated. 

D. Install insulation under area of roofing to achieve required thickness. Where overall insulation 

thickness is 2.7 inches (68 mm) or greater, install two or more layers with joints of each 

succeeding layer staggered from joints of previous layer a minimum of 6 inches (150 mm) in each 

direction. 
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1. Where installing composite and noncomposite insulation in two or more layers, install 

noncomposite board insulation for bottom layer and intermediate layers, if applicable, and 

install composite board insulation for top layer. 

E. Trim surface of insulation where necessary at roof drains so completed surface is flush and does 

not restrict flow of water. 

F. Install insulation with long joints of insulation in a continuous straight line with end joints 

staggered between rows, abutting edges and ends between boards. Fill gaps exceeding 1/4 inch 

(6 mm) with insulation. 

1. Cut and fit insulation within 1/4 inch (6 mm) of nailers, projections, and penetrations. 

G. Mechanically Fastened and Adhered Insulation: Install first layer of insulation to deck using 

mechanical fasteners specifically designed and sized for fastening specified board-type roof 

insulation to deck type. 

1. Fasten first layer of insulation according to requirements in FM Global's "RoofNav" for 

specified Windstorm Resistance Classification. 

2. Fasten first layer of insulation to resist uplift pressure at corners, perimeter, and field of 

roof. 

3. Set each subsequent layer of insulation in a solid mopping of hot roofing asphalt, applied 

within plus or minus 25 deg F (14 deg C) of equiviscous temperature. 

4. Set each subsequent layer of insulation in ribbons of bead-applied insulation adhesive, 

firmly pressing and maintaining insulation in place. 

5. Set each subsequent layer of insulation in a uniform coverage of full-spread insulation 

adhesive, firmly pressing and maintaining insulation in place. 

H. Install cover boards over insulation with long joints in continuous straight lines with end joints 

staggered between rows. Offset joints of insulation below a minimum of 6 inches (150 mm) in 

each direction. Loosely butt cover boards together and fasten to roof deck. 

1. Fasten cover boards according to requirements in FM Global's "RoofNav" for specified 

Windstorm Resistance Classification. 

2. Fasten cover boards to resist uplift pressure at corners, perimeter, and field of roof. 

3.7 ADHERED MEMBRANE ROOFING INSTALLATION 

A. Adhere roofing over area to receive roofing according to membrane roofing system 

manufacturer's written instructions. Unroll membrane roofing and allow to relax before installing. 

B. Start installation of roofing in presence of roofing system manufacturer's technical personnel. 

C. Accurately align roofing, and maintain uniform side and end laps of minimum dimensions 

required by manufacturer. Stagger end laps. 

D. Bonding Adhesive: Apply to substrate and underside of roofing at rate required by manufacturer, 

and allow to partially dry before installing roofing. Do not apply to splice area of roofing. 
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E. Hot Roofing Asphalt: Apply a solid mopping of hot roofing asphalt to substrate at temperature 

and rate required by manufacturer, and install fabric-backed roofing. Do not apply to splice area 

of roofing. 

F. Fabric-Backed Membrane Adhesive: Apply to substrate at rate required by manufacturer, and 

install fabric-backed roofing. 

G. In addition to adhering, mechanically fasten roofing securely at terminations, penetrations, and 

perimeters. 

H. Apply roofing with side laps shingled with slope of roof deck where possible. 

I. Adhesive Seam Installation: Clean both faces of splice areas, apply splicing cement, and firmly 

roll side and end laps of overlapping roofing according to manufacturer's written instructions to 

ensure a watertight seam installation. Apply lap sealant and seal exposed edges of roofing 

terminations. 

1. Apply a continuous bead of in-seam sealant before closing splice if required by roofing 

system manufacturer. 

J. Tape Seam Installation: Clean and prime both faces of splice areas, apply splice tape, and firmly 

roll side and end laps of overlapping roofing according to manufacturer's written instructions to 

ensure a watertight seam installation. Apply lap sealant and seal exposed edges of roofing 

terminations. 

K. Repair tears, voids, and lapped seams in roofing that do not comply with requirements. 

L. Spread sealant or mastic bed over deck-drain flange at roof drains, and securely seal membrane 

roofing in place with clamping ring. 

M. Adhere protection sheet over membrane roofing at locations indicated. 

3.8 BASE FLASHING INSTALLATION 

A. Install sheet flashings and preformed flashing accessories, and adhere to substrates according to 

roofing system manufacturer's written instructions. 

B. Apply bonding adhesive to substrate and underside of sheet flashing at required rate, and allow 

to partially dry. Do not apply to seam area of flashing. 

C. Flash penetrations and field-formed inside and outside corners with cured or uncured sheet 

flashing. 

D. Clean splice areas, apply splicing cement, and firmly roll side and end laps of overlapping sheets 

to ensure a watertight seam installation. Apply lap sealant and seal exposed edges of sheet flashing 

terminations. 

E. Terminate and seal top of sheet flashings. 
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3.9 COATING INSTALLATION 

A. Apply coatings to roofing and base flashings according to manufacturer's written 

recommendations, by spray, roller, or other suitable application method. 

3.10 WALKWAY INSTALLATION 

A. Roof-Paver Walkways: Install walkway roof pavers according to manufacturer's written 

instructions in locations indicated, to form walkways. Leave 3 inches (75 mm) of space between 

adjacent roof pavers. 

3.11 FIELD QUALITY CONTROL 

A. Testing Agency: Engage a qualified testing agency to inspect substrate conditions, surface 

preparation, membrane application, flashings, protection, and drainage components, and to 

furnish reports to Architect. 

B. Flood Testing: Flood test each roofing area for leaks, according to recommendations in 

ASTM D 5957, after completing roofing and flashing but before overlying construction is placed. 

Install temporary containment assemblies, plug or dam drains, and flood with potable water. 

1. Flood to an average depth of 2-1/2 inches (65 mm) with a minimum depth of 1 inch (25 

mm) and not exceeding a depth of 4 inches (100 mm). Maintain 2 inches (50 mm) of 

clearance from top of base flashing. 

2. Flood each area for 24 hours. 

3. After flood testing, repair leaks, repeat flood tests, and make further repairs until roofing 

and flashing installations are watertight. 

C. Final Roof Inspection: Arrange for roofing system manufacturer's technical personnel to inspect 

roofing installation on completion. 

D. Repair or remove and replace components of roofing system where inspections indicate that they 

do not comply with specified requirements. 

E. Additional testing and inspecting, at Contractor's expense, will be performed to determine if 

replaced or additional work complies with specified requirements. 

3.12 PROTECTING AND CLEANING 

A. Protect membrane roofing system from damage and wear during remainder of construction 

period. When remaining construction does not affect or endanger roofing, inspect roofing for 

deterioration and damage, describing its nature and extent in a written report, with copies to 

Architect and Owner. 

B. Correct deficiencies in or remove membrane roofing system that does not comply with 

requirements, repair substrates, and repair or reinstall membrane roofing system to a condition 

free of damage and deterioration at time of Substantial Completion and according to warranty 

requirements. 
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C. Clean overspray and spillage from adjacent construction using cleaning agents and procedures 

recommended by manufacturer of affected construction. 

3.13 ROOFING INSTALLER'S WARRANTY 

A. WHEREAS _______________________________ of ___________________________, herein 

called the "Roofing Installer," has performed roofing and associated work ("work") on the 

following project: 

1. Owner: City of Gaithersburg, Maryland. 

2. Address: 800 Rabbit Road, Gaithersburg, MD 20878. 

3. Building Name/Type: Gaithersburg City Hall. 

4. Address: 31 S. Summit Avenue, Gaithersburg, MD 20877. 

5. Area of Work: Entire building roof. 

6. Acceptance Date: _________________. 

7. Warranty Period: Installation Warranty Period 2 years. 

8. Expiration Date: __________________. 

B. AND WHEREAS Roofing Installer has contracted (either directly with Owner or indirectly as a 

subcontractor) to warrant said work against leaks and faulty or defective materials and 

workmanship for designated Warranty Period, 

C. NOW THEREFORE Roofing Installer hereby warrants, subject to terms and conditions herein 

set forth, that during Warranty Period he will, at his own cost and expense, make or cause to be 

made such repairs to or replacements of said work as are necessary to correct faulty and defective 

work and as are necessary to maintain said work in a watertight condition. 

D. This Warranty is made subject to the following terms and conditions: 

1. Specifically excluded from this Warranty are damages to work and other parts of the 

building, and to building contents, caused by: 

a. lightning; 

b. peak gust wind speed exceeding  105 mph (46 m/sec); 

c. fire; 

d. failure of roofing system substrate, including cracking, settlement, excessive 

deflection, deterioration, and decomposition; 

e. faulty construction of parapet walls, copings, chimneys, skylights, vents, equipment 

supports, and other edge conditions and penetrations of the work; 

f. vapor condensation on bottom of roofing; and 

g. activity on roofing by others, including construction contractors, maintenance 

personnel, other persons, and animals, whether authorized or unauthorized by 

Owner. 

2. When work has been damaged by any of foregoing causes, Warranty shall be null and void 

until such damage has been repaired by Roofing Installer and until cost and expense thereof 

have been paid by Owner or by another responsible party so designated. 

3. Roofing Installer is responsible for damage to work covered by this Warranty but is not 

liable for consequential damages to building or building contents resulting from leaks or 

faults or defects of work. 
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4. During Warranty Period, if Owner allows alteration of work by anyone other than Roofing 

Installer, including cutting, patching, and maintenance in connection with penetrations, 

attachment of other work, and positioning of anything on roof, this Warranty shall become 

null and void on date of said alterations, but only to the extent said alterations affect work 

covered by this Warranty. If Owner engages Roofing Installer to perform said alterations, 

Warranty shall not become null and void unless Roofing Installer, before starting said 

work, shall have notified Owner in writing, showing reasonable cause for claim, that said 

alterations would likely damage or deteriorate work, thereby reasonably justifying a 

limitation or termination of this Warranty. 

5. During Warranty Period, if original use of roof is changed and it becomes used for, but was 

not originally specified for, a promenade, work deck, spray-cooled surface, flooded basin, 

or other use or service more severe than originally specified, this Warranty shall become 

null and void on date of said change, but only to the extent said change affects work covered 

by this Warranty. 

6. Owner shall promptly notify Roofing Installer of observed, known, or suspected leaks, 

defects, or deterioration and shall afford reasonable opportunity for Roofing Installer to 

inspect work and to examine evidence of such leaks, defects, or deterioration. 

7. This Warranty is recognized to be the only warranty of Roofing Installer on said work and 

shall not operate to restrict or cut off Owner from other remedies and resources lawfully 

available to Owner in cases of roofing failure. Specifically, this Warranty shall not operate 

to relieve Roofing Installer of responsibility for performance of original work according to 

requirements of the Contract Documents, regardless of whether Contract was a contract 

directly with Owner or a subcontract with Owner's General Contractor. 

E. IN WITNESS THEREOF, this instrument has been duly executed this ___________ day of 

___________________, ________________. 

1. Authorized Signature: _______________________________________. 

2. Name: ______________________________________. 

3. Title: _______________________________________. 

END OF SECTION 075323 
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SECTION 076200 - SHEET METAL FLASHING AND TRIM 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Manufactured through-wall flashing with counterflashing. 
2. Manufactured reglets with counterflashing. 
3. Formed roof-drainage sheet metal fabrications. 
4. Formed low-slope roof sheet metal fabrications. 
5. Formed steep-slope roof sheet metal fabrications. 

B. Related Requirements: 

1.  Section 061000 "Rough Carpentry" for wood nailers, curbs, and blocking. 
2. Section 075323 "EPDM ROOFING", 073113 "ASPHALT SHINGLES", and 077100 

"ROOF SPECIALTIES" for materials and installation of sheet metal flashing and trim 
integral with roofing. 

3. Section 077200 "Roof Accessories" for set-on-type curbs, equipment supports, roof 
hatches, vents, and other manufactured roof accessory units. 

1.3 COORDINATION 

A. Coordinate sheet metal flashing and trim layout and seams with sizes and locations of 
penetrations to be flashed, and joints and seams in adjacent materials. 

B. Coordinate sheet metal flashing and trim installation with adjoining roofing and wall materials, 
joints, and seams to provide leak proof, secure, and noncorrosive installation. 

1.4 PREINSTALLATION MEETINGS 

A. Preinstallation Conference: Conduct conference at Project site 51 S. Summit Avenue, 
Gaithersburg, MD 20877. 

1. Review construction schedule. Verify availability of materials, Installer's personnel, 
equipment, and facilities needed to make progress and avoid delays. 

2. Review special roof details, roof drainage, roof-penetration flashing, equipment curbs, 
and condition of other construction that affect sheet metal flashing and trim. 

3. Review requirements for insurance and certificates if applicable. 
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4. Review sheet metal flashing observation and repair procedures after flashing installation. 

1.5 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

1. Include construction details, material descriptions, dimensions of individual components 
and profiles, and finishes for each manufactured product and accessory. 

B. Shop Drawings: For sheet metal flashing and trim. 

1. Include plans, elevations, sections, and attachment details. 
2. Detail fabrication and installation layouts, expansion-joint locations, and keyed details. 

Distinguish between shop- and field-assembled work. 
3. Include identification of material, thickness, weight, and finish for each item and location 

in Project. 
4. Include details for forming, including profiles, shapes, seams, and dimensions. 
5. Include details for joining, supporting, and securing, including layout and spacing of 

fasteners, cleats, clips, and other attachments. Include pattern of seams. 
6. Include details of termination points and assemblies. 
7. Include details of expansion joints and expansion-joint covers, including showing 

direction of expansion and contraction from fixed points. 
8. Include details of roof-penetration flashing. 
9. Include details of edge conditions, including eaves, ridges, valleys, rakes, crickets, and 

counterflashings as applicable. 
10. Include details of special conditions. 
11. Include details of connections to adjoining work. 
12. Detail formed flashing and trim at scale of not less than 3 inches per 12 inches (1:5). 

C. Samples for Initial Selection: For each type of sheet metal and accessory indicated with factory-
applied finishes. 

D. Samples for Verification: For each type of exposed finish. 

1. Sheet Metal Flashing: 12 inches (300 mm) long by actual width of unit, including 
finished seam and in required profile. Include fasteners, cleats, clips, closures, and other 
attachments. 

2. Trim, Metal Closures, Expansion Joints, Joint Intersections, and Miscellaneous 
Fabrications: 12 inches (300 mm) long and in required profile. Include fasteners and 
other exposed accessories. 

3. Unit-Type Accessories and Miscellaneous Materials: Full-size Sample. 
4. Anodized Aluminum Samples: Samples to show full range to be expected for each color 

required. 

1.6 INFORMATIONAL SUBMITTALS 

A. Qualification Data: For fabricator. 
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B. Product Certificates: For each type of coping and roof edge flashing that is SPRI ES-1 tested 
and approved. 

C. Product Test Reports: For each product, for tests performed by a qualified testing agency. 

D. Sample Warranty: For special warranty. 

1.7 CLOSEOUT SUBMITTALS 

A. Maintenance Data: For sheet metal flashing and trim, and its accessories, to include in 
maintenance manuals. 

1.8 QUALITY ASSURANCE 

A. Fabricator Qualifications: Employs skilled workers who custom fabricate sheet metal flashing 
and trim similar to that required for this Project and whose products have a record of successful 
in-service performance. 

1. For copings and roof edge flashings that are SPRI ES-1 tested and approved, shop shall 
be listed as able to fabricate required details as tested and approved. 

B. Mockups: Build mockups to verify selections made under Sample submittals, to demonstrate 
aesthetic effects, and to set quality standards for fabrication and installation. 

1. Build mockup of typical roof edge, eave, including built-in gutter, fascia, fascia trim 
and apron flashing, approximately 6 feet (2.0 m)  long, including supporting 
construction cleats, seams, attachments, underlayment, and accessories. 

2. Approval of mockups does not constitute approval of deviations from the Contract 
Documents contained in mockups unless Architect specifically approves such deviations 
in writing. 

3. Subject to compliance with requirements, approved mockups may become part of the 
completed Work if undisturbed at time of Substantial Completion. 

1.9 DELIVERY, STORAGE, AND HANDLING 

A. Do not store sheet metal flashing and trim materials in contact with other materials that might 
cause staining, denting, or other surface damage. Store sheet metal flashing and trim materials 
away from uncured concrete and masonry. 

B. Protect strippable protective covering on sheet metal flashing and trim from exposure to 
sunlight and high humidity, except to extent necessary for period of sheet metal flashing and 
trim installation. 

1.10 WARRANTY 

A. Special Warranty on Finishes: Manufacturer agrees to repair finish or replace sheet metal 
flashing and trim that shows evidence of deterioration of factory-applied finishes within 
specified warranty period. 
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1. Exposed Panel Finish: Deterioration includes, but is not limited to, the following: 

a. Color fading more than 5 Hunter units when tested according to ASTM D 2244. 
b. Chalking in excess of a No. 8 rating when tested according to ASTM D 4214. 
c. Cracking, checking, peeling, or failure of paint to adhere to bare metal. 

2. Finish Warranty Period: 20 years from date of Substantial Completion. 

PART 2 - PRODUCTS 

2.1 PERFORMANCE REQUIREMENTS 

A. General: Sheet metal flashing and trim assemblies shall withstand wind loads, structural 
movement, thermally induced movement, and exposure to weather without failure due to 
defective manufacture, fabrication, installation, or other defects in construction. Completed 
sheet metal flashing and trim shall not rattle, leak, or loosen, and shall remain watertight. 

B. Sheet Metal Standard for Flashing and Trim: Comply with NRCA's "The NRCA Roofing 
Manual" and SMACNA's "Architectural Sheet Metal Manual" requirements for 
dimensions and profiles shown unless more stringent requirements are indicated. 

C. Sheet Metal Standard for Copper: Comply with CDA's "Copper in Architecture Handbook." 
Conform to dimensions and profiles shown unless more stringent requirements are indicated. 

D. FM Approvals Listing: Manufacture and install copings, roof edge flashings that are listed in 
FM Approvals' "RoofNav" and approved for windstorm classification, Class 1-60. Identify 
materials with name of fabricator and design approved by FM Approvals. 

E. SPRI Wind Design Standard: Manufacture and install copings, roof edge flashings tested 
according to SPRI ES-1 and capable of resisting the following design pressure: 

1. Design Pressure: Typical for this Geographic Area. 

F. Thermal Movements: Allow for thermal movements from ambient and surface temperature 
changes to prevent buckling, opening of joints, overstressing of components, failure of joint 
sealants, failure of connections, and other detrimental effects. Base calculations on surface 
temperatures of materials due to both solar heat gain and nighttime-sky heat loss. 

1. Temperature Change: 120 deg F (67 deg C), ambient material surfaces. 

2.2 SHEET METALS 

A. General: Protect mechanical and other finishes on exposed surfaces from damage by applying 
strippable, temporary protective film before shipping. 

B. Copper Sheet: ASTM B 370, cold-rolled copper sheet, H00 or H01 temper. 
1. Nonpatinated Exposed Finish: Mill. 
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2. Nonpatinated, Exposed, Lacquered Finish: Finish designations for copper alloys comply 
with system defined in NAAMM's "Metal Finishes Manual for Architectural and Metal 
Products." 
a. Mirror Polished (Lacquered): M22-06x (Mechanical Finish: buffed, specular; with 

clear organic coating); coating of "Incralac," waterborne, air-drying, methyl 
methacrylate copolymer lacquer with UV inhibitor, applied by air spray in two 
coats per manufacturer's written instructions to total thickness of 1 mil (0.025 
mm). 

C. Aluminum Sheet: ASTM B 209 (ASTM B 209M), alloy as standard with manufacturer for 
finish required, with temper as required to suit forming operations and performance required; 
with smooth, flat surface. 

1. As-Milled Finish: Standard two-side bright. 
2. Alclad Finish: Metallurgically bonded surfacing alloy on both sides, forming aluminum 

sheet with reflective luster. 
3. Factory Prime Coating: Where painting after installation is required, pretreat metal with 

white or light-colored, factory-applied, baked-on epoxy primer coat; minimum dry film 
thickness of 0.2 mil (0.005 mm). 

4. Clear Anodic Finish, Coil Coated: AAMA 611, AA-M12C22A41, Class I, 0.018 mm or 
thicker. 

5. Color Anodic Finish, Coil Coated: AAMA 611, AA-M12C22A42/A44, Class I, 0.018 
mm or thicker. 

a. Color: As selected by city staff. 
b. Color Range: Noticeable variations in same piece are not acceptable. Variations in 

appearance of adjoining components are acceptable if they are within the range of 
approved Samples and are assembled or installed to minimize contrast. 

D. Stainless-Steel Sheet: ASTM A 240/A 240M or ASTM A 666, dead soft, fully annealed; with 
smooth, flat surface. 

1. Finish: 4 (polished directional satin). 

2.3 UNDERLAYMENT MATERIALS 

A. Felt: ASTM D 226/D 226M, Type II (No. 30), asphalt-saturated organic felt; nonperforated. 

B. Synthetic Underlayment: Laminated or reinforced, woven polyethylene or polypropylene, 
synthetic roofing underlayment; bitumen free; slip resistant; suitable for high temperatures over 
220 deg F (111 deg C); and complying with physical requirements of ASTM D 226/D 226M for 
Type I and Type II felts. 

C. Self-Adhering, High-Temperature Sheet: Minimum 30 mils (0.76 mm) thick, consisting of a 
slip-resistant polyethylene- or polypropylene-film top surface laminated to a layer of butyl- or 
SBS-modified asphalt adhesive, with release-paper backing; specifically designed to withstand 
high metal temperatures beneath metal roofing. Provide primer according to written 
recommendations of underlayment manufacturer. 
1. Thermal Stability: ASTM D 1970; stable after testing at 240 deg F (116 deg C) or higher. 
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2. Low-Temperature Flexibility: ASTM D 1970; passes after testing at minus 20 deg F (29 
deg C) or lower. 

D. Slip Sheet: Rosin-sized building paper, 3 lb/100 sq. ft. (0.16 kg/sq. m)minimum. 

2.4 MISCELLANEOUS MATERIALS 

A. General: Provide materials and types of fasteners, solder, protective coatings, sealants, and 
other miscellaneous items as required for complete sheet metal flashing and trim installation 
and as recommended by manufacturer of primary sheet metal or manufactured item unless 
otherwise indicated. 

B. Fasteners: Wood screws, annular threaded nails, self-tapping screws, self-locking rivets and 
bolts, and other suitable fasteners designed to withstand design loads and recommended by 
manufacturer of primary sheet metal or manufactured item. 

1. General: Blind fasteners or self-drilling screws, gasketed, with hex-washer head. 

a. Exposed Fasteners: Heads matching color of sheet metal using plastic caps or 
factory-applied coating. Provide metal-backed EPDM or PVC sealing washers 
under heads of exposed fasteners bearing on weather side of metal. 

b. Blind Fasteners: High-strength aluminum or stainless-steel rivets suitable for metal 
being fastened. 

c. Spikes and Ferrules: Same material as gutter; with spike with ferrule matching 
internal gutter width. 

2. Fasteners for Copper  Sheet: Copper, hardware bronze or passivated Series 300 stainless 
steel. 

3. Fasteners for Aluminum Sheet: Aluminum or Series 300 stainless steel. 
4. Fasteners for Stainless-Steel Sheet: Series 300 stainless steel. 

C. Solder: 

1. For Copper: ASTM B 32, Grade Sn50, 50 percent tin and 50 percent lead. 
2. For Stainless Steel: ASTM B 32, Grade Sn96, with acid flux of type recommended by 

stainless-steel sheet manufacturer. 

D. Sealant Tape: Pressure-sensitive, 100 percent solids, polyisobutylene compound sealant tape 
with release-paper backing. Provide permanently elastic, nonsag, nontoxic, nonstaining tape 1/2 
inch (13 mm) wide and 1/8 inch (3 mm) thick. 

E. Epoxy Seam Sealer: Two-part, noncorrosive, aluminum seam-cementing compound, 
recommended by aluminum manufacturer for exterior nonmoving joints, including riveted 
joints. 

F. Asphalt Roofing Cement: ASTM D 4586, asbestos free, of consistency required for application. 
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2.5 MANUFACTURED SHEET METAL FLASHING AND TRIM 

A. Through-Wall, Ribbed, Sheet Metal Flashing: Manufacture through-wall sheet metal flashing 
for embedment in masonry, with ribs at 3-inch (75-mm) intervals along length of flashing to 
provide integral mortar bond. Manufacture through-wall flashing to receive counterflashing on 
exterior face, of same metal as flashing. 

1. Copper: 10-oz. (0.34-mm-thick) minimum for fully concealed flashing; 16 oz. (0.55 mm 
thick) elsewhere. 

2. Stainless Steel: 0.016 inch (0.40 mm) thick. 

B. Reglets: Units of type, material, and profile required, formed to provide secure interlocking of 
separate reglet and counterflashing pieces, and compatible with flashing indicated with factory-
mitered and -welded corners and junctions and with interlocking counterflashing on 
exterior face, of same metal as reglet. 
1. Material: Stainless steel, 0.019 inch (0.48 mm) thick, Copper, 16 oz./sq. ft. (0.55 mm 

thick) or Aluminum, 0.024 inch (0.61 mm) thick. 
2. Surface-Mounted Type: Provide with slotted holes for fastening to substrate, with 

neoprene or other suitable weatherproofing washers, and with channel for sealant at top 
edge. 

3. Masonry Type: Provide with offset top flange for embedment in masonry mortar joint. 
4. Accessories: 

a. Flexible-Flashing Retainer: Provide resilient plastic or rubber accessory to secure 
flexible flashing in reglet where clearance does not permit use of standard metal 
counterflashing or where Drawings show reglet without metal counterflashing. 

b. Counterflashing Wind-Restraint Clips: Provide clips to be installed before 
counterflashing to prevent wind uplift of counterflashing's lower edge. 

5. Finish: Mill, With manufacturer's standard color coating. 

2.6 FABRICATION, GENERAL 

A. General: Custom fabricate sheet metal flashing and trim to comply with details shown and 
recommendations in cited sheet metal standard that apply to design, dimensions, geometry, 
metal thickness, and other characteristics of item required. Fabricate sheet metal flashing and 
trim in shop to greatest extent possible. 

1. Fabricate sheet metal flashing and trim in thickness or weight needed to comply with 
performance requirements, but not less than that specified for each application and metal. 

2. Obtain field measurements for accurate fit before shop fabrication. 
3. Form sheet metal flashing and trim to fit substrates without excessive oil canning, 

buckling, and tool marks; true to line, levels, and slopes; and with exposed edges folded 
back to form hems. 

4. Conceal fasteners and expansion provisions where possible. Do not use exposed fasteners 
on faces exposed to view. 

B. Fabrication Tolerances: Fabricate sheet metal flashing and trim that is capable of installation to 
a tolerance of 1/4 inch in 20 feet (6 mm in 6 m) on slope and location lines indicated on 
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Drawings and within 1/8-inch (3-mm) offset of adjoining faces and of alignment of matching 
profiles. 

C. Fabrication Tolerances: Fabricate sheet metal flashing and trim that is capable of installation to 
tolerances specified in MCA's "Guide Specification for Residential Metal Roofing." 

D. Expansion Provisions: Form metal for thermal expansion of exposed flashing and trim. 

1. Form expansion joints of intermeshing hooked flanges, not less than 1 inch (25 mm) 
deep, filled with butyl sealant concealed within joints. 

2. Use lapped expansion joints only where indicated on Drawings. 

E. Sealant Joints: Where movable, nonexpansion-type joints are required, form metal to provide 
for proper installation of elastomeric sealant according to cited sheet metal standard. 

F. Fabricate cleats and attachment devices from same material as accessory being anchored or 
from compatible, noncorrosive metal. 

G. Fabricate cleats and attachment devices of sizes as recommended by cited sheet metal 
standard and by FM Global Property Loss Prevention Data Sheet 1-49 for application, but 
not less than thickness of metal being secured. 

H. Seams: Fabricate nonmoving seams with flat-lock seams. Tin edges to be seamed, form seams, 
and solder. 

I. Seams: Fabricate nonmoving seams with flat-lock seams. Form seams and seal with elastomeric 
sealant unless otherwise recommended by sealant manufacturer for intended use. Rivet joints 
where necessary for strength. 

J. Seams for Aluminum: Fabricate nonmoving seams with flat-lock seams. Form seams and seal 
with epoxy seam sealer. Rivet joints where necessary for strength. 

K. Do not use graphite pencils to mark metal surfaces. 

2.7 ROOF-DRAINAGE SHEET METAL FABRICATIONS 

A. Hanging Gutters: Fabricate to cross section required, complete with end pieces, outlet tubes, and 
other accessories as required. Fabricate in minimum 96-inch- (2400-mm-) long sections. 
Furnish flat-stock gutter brackets and flat-stock gutter spacers and straps fabricated from same 
metal as gutters, of size recommended by cited sheet metal standard but with thickness not less 
than twice the gutter thickness. Fabricate expansion joints, expansion-joint covers, gutter 
bead reinforcing bars, and gutter accessories from same metal as gutters. Shop fabricate 
interior and exterior corners. 

1. Gutter Profile: Match existing. 
2. Expansion Joints: Match existing. 
3. Accessories: Match existing. 
4. Gutters with Girth up to 15 Inches (380 mm): Fabricate from the following materials: 

a. Stainless Steel: 0.016 inch (0.40 mm) thick. 
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5. Gutters with Girth 16 to 20 Inches (410 to 510 mm): Fabricate from the following 
materials: 
a. Stainless Steel: 0.019 inch (0.48 mm) thick. 

B. Built-in Gutters: Fabricate to cross section required, with riveted and soldered joints, complete 
with end pieces, outlet tubes, and other special accessories as required. Fabricate in minimum 
96-inch- (2400-mm-) long sections. Fabricate expansion joints and accessories from same metal 
as gutters unless otherwise indicated. 

1. Fabricate gutters with built-in expansion joints and gutter-end expansion joints at 
walls. 

2. Accessories:  Match existing. 
3. Fabricate from the Following Materials: 

a. Stainless Steel: 0.016 inch (0.40 mm) thick. 

C. Downspouts: Fabricate downspouts to match existing, complete with mitered elbows. Furnish 
with metal hangers from same material as downspouts and anchors. Shop fabricate elbows. 
1. Hanger Style: Match existing. 
2. Fabricate from the following materials: 

a. Aluminum: 0.024 inch (0.61 mm) thick. 
b. Stainless Steel: 0.016 inch (0.40 mm) thick. 

2.8 LOW-SLOPE ROOF SHEET METAL FABRICATIONS 

A. Copings: Fabricate in minimum 96-inch- (2400-mm-) long, but not exceeding 12-foot- (3.6-m-) 
long, sections. Fabricate joint plates of same thickness as copings. Furnish with continuous 
cleats to support edge of external leg and drill elongated holes for fasteners on interior leg. 
Miter corners, fasten and seal or solder or weld watertight. Shop fabricate interior and 
exterior corners. 

1. Coping Profile: As indicated on architectural drawings. 
2. Joint Style: Butted with expansion space and 6-inch- (150-mm-) wide, concealed 

backup plate. 
3. Fabricate from the Following Materials: 

a. Aluminum: 0.050 inch (1.27 mm) thick. 
b. Stainless Steel: 0.025 inch (0.64 mm) thick. 

B.  Roof and Roof-to-Wall Transition  Expansion-Joint Cover: Fabricate from the following 
materials: Shop fabricate interior and exterior corners. 
1. Aluminum: 0.050 inch (1.27 mm) thick. 
2. Stainless Steel: 0.025 inch (0.64 mm) thick. 

C. Base Flashing: Shop fabricate interior and exterior corners. Fabricate from the following 
materials: 
1. Aluminum: 0.040 inch (1.02 mm) thick. 
2. Stainless Steel: 0.019 inch (0.48 mm) thick. 

D. Counterflashing: Shop fabricate interior and exterior corners. Fabricate from the following 
materials: 
1. Aluminum: 0.032 inch (0.81 mm) thick. 
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2. Stainless Steel: 0.019 inch (0.48 mm) thick. 

E. Flashing Receivers: Fabricate from the following materials: 
1. Aluminum: 0.032 inch (0.81 mm) thick. 
2. Stainless Steel: 0.016 inch (0.40 mm) thick. 

F. Roof-Penetration Flashing: Fabricate from the following materials: 
1. Stainless Steel: 0.019 inch (0.48 mm) thick. 

G. Roof-Drain Flashing: Fabricate from the following materials: 
1. Stainless Steel: 0.016 inch (0.40 mm) thick. 

2.9 STEEP-SLOPE ROOF SHEET METAL FABRICATIONS 

A. Apron, Step, Cricket, and Backer Flashing: Fabricate from the following materials: 

1. Copper: 16 oz./sq. ft. (0.55 mm thick). 
2. Aluminum: 0.032 inch (0.81 mm) thick. 
3. Stainless Steel: 0.016 inch (0.40 mm) thick. 

B. Valley Flashing: Fabricate from the following materials: 

1. Copper: 16 oz./sq. ft. (0.55 mm thick). 
2. Stainless Steel: 0.019 inch (0.48 mm) thick. 

C. Drip Edges: Fabricate from the following materials: 

1. Copper: 16 oz./sq. ft. (0.55 mm thick). 
2. Aluminum: 0.032 inch (0.81 mm) thick. 
3. Stainless Steel: 0.016 inch (0.40 mm) thick. 

D. Eave, Rake, Ridge, and Hip Flashing: Fabricate from the following materials: 

1. Copper: 16 oz./sq. ft. (0.55 mm thick). 
2. Aluminum: 0.032 inch (0.81 mm) thick. 
3. Stainless Steel: 0.016 inch (0.40 mm) thick. 

E. Counterflashing: Shop fabricate interior and exterior corners. Fabricate from the following 
materials: 

1. Copper: 16 oz./sq. ft. (0.55 mm thick). 
2. Aluminum: 0.032 inch (0.81 mm) thick. 
3. Stainless Steel: 0.019 inch (0.48 mm) thick. 

F. Flashing Receivers: Fabricate from the following materials: 

1. Copper: 16 oz./sq. ft. (0.55 mm thick). 
2. Aluminum: 0.032 inch (0.81 mm) thick. 
3. Stainless Steel: 0.016 inch (0.40 mm) thick. 

G. Roof-Penetration Flashing: Fabricate from the following materials: 
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1. Copper: 16 oz./sq. ft. (0.55 mm thick). 
2. Stainless Steel: 0.019 inch (0.48 mm) thick. 

2.10 WALL SHEET METAL FABRICATIONS 

A. Through-Wall Flashing: Fabricate continuous flashings in minimum 96-inch- (2400-mm-) long, 
but not exceeding 12-foot- (3.6-m-) long, sections, under copings, and at shelf angles. Fabricate 
discontinuous lintel, sill, and similar flashings to extend 6 inches (150 mm) beyond each side of 
wall openings; and form with 2-inch- (50-mm-) high, end dams. Fabricate from the following 
materials: 
1. Stainless Steel: 0.016 inch (0.40 mm) thick. 

B. Opening Flashings in Frame Construction: Fabricate head, sill, jamb, and similar flashings to 
extend 4 inches (100 mm) beyond wall openings. Form head and sill flashing with 2-inch- (50-
mm-) high, end dams. Fabricate from the following materials: 
1. Aluminum: 0.032 inch (0.81 mm) thick. 
2. Stainless Steel: 0.016 inch (0.40 mm) thick. 

2.11 MISCELLANEOUS SHEET METAL FABRICATIONS 

A. Equipment Support Flashing: Fabricate from the following materials: 
1. Stainless Steel: 0.019 inch (0.48 mm) thick. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine substrates, areas, and conditions, with Installer present, for compliance with 
requirements for installation tolerances, substrate, and other conditions affecting performance of 
the Work. 

1. Verify compliance with requirements for installation tolerances of substrates. 
2. Verify that substrate is sound, dry, smooth, clean, sloped for drainage, and securely 

anchored. 
3. Verify that air- or water-resistant barriers have been installed over sheathing or backing 

substrate to prevent air infiltration or water penetration. 

B. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.2 UNDERLAYMENT INSTALLATION 

A. Felt Underlayment: Install felt underlayment, wrinkle free, using adhesive to minimize use of 
mechanical fasteners under sheet metal flashing and trim. Apply in shingle fashion to shed 
water, with lapped joints of not less than 2 inches (50 mm). 
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B. Synthetic Underlayment: Install synthetic underlayment, wrinkle free, according to 
manufacturers' written instructions, and using adhesive where possible to minimize use of 
mechanical fasteners under sheet metal. 

C. Self-Adhering Sheet Underlayment: Install self-adhering sheet underlayment, wrinkle free. 
Prime substrate if recommended by underlayment manufacturer. Comply with temperature 
restrictions of underlayment manufacturer for installation; use primer for installing 
underlayment at low temperatures. Apply in shingle fashion to shed water, with end laps of not 
less than 6 inches (150 mm) staggered 24 inches (600 mm) between courses. Overlap side edges 
not less than 3-1/2 inches (90 mm). Roll laps and edges with roller. Cover underlayment within 
14 days. 

D. Apply slip sheet, wrinkle free, over underlayment before installing sheet metal flashing and 
trim. 

3.3 INSTALLATION, GENERAL 

A. General: Anchor sheet metal flashing and trim and other components of the Work securely in 
place, with provisions for thermal and structural movement. Use fasteners, solder, protective 
coatings, separators, sealants, and other miscellaneous items as required to complete sheet metal 
flashing and trim system. 

1. Install sheet metal flashing and trim true to line, levels, and slopes. Provide uniform, neat 
seams with minimum exposure of solder, welds, and sealant. 

2. Install sheet metal flashing and trim to fit substrates and to result in watertight 
performance. Verify shapes and dimensions of surfaces to be covered before fabricating 
sheet metal. 

3. Space cleats not more than 12 inches (300 mm) apart. Attach each cleat with at least two 
fasteners. Bend tabs over fasteners. 

4. Install exposed sheet metal flashing and trim with limited oil canning, and free of 
buckling and tool marks. 

5. Torch cutting of sheet metal flashing and trim is not permitted. 
6. Do not use graphite pencils to mark metal surfaces. 

B. Metal Protection: Where dissimilar metals contact each other, or where metal contacts pressure-
treated wood or other corrosive substrates, protect against galvanic action or corrosion by 
painting contact surfaces with bituminous coating or by other permanent separation as 
recommended by sheet metal manufacturer or cited sheet metal standard. 

1. Coat concealed side of uncoated-aluminum and stainless-steel sheet metal flashing and 
trim with bituminous coating where flashing and trim contact wood, ferrous metal, or 
cementitious construction. 

2. Underlayment: Where installing sheet metal flashing and trim directly on cementitious or 
wood substrates, install underlayment and cover with slip sheet. 

C. Expansion Provisions: Provide for thermal expansion of exposed flashing and trim. Space 
movement joints at maximum of 10 feet (3 m) with no joints within 24 inches (600 mm) of 
corner or intersection. 
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1. Form expansion joints of intermeshing hooked flanges, not less than 1 inch (25 mm) 
deep, filled with sealant concealed within joints. 

2. Use lapped expansion joints only where indicated on Drawings. 

D. Fasteners: Use fastener sizes that penetrate wood blocking or sheathing not less than 1-1/4 
inches (32 mm) for nails and not less than 3/4 inch (19 mm) for wood screws but penetrate 
substrate not less than recommended by fastener manufacturer to achieve maximum pull-
out resistance. 

E. Conceal fasteners and expansion provisions where possible in exposed work and locate to 
minimize possibility of leakage. Cover and seal fasteners and anchors as required for a tight 
installation. 

F. Seal joints as required for watertight construction. 

1. Use sealant-filled joints unless otherwise indicated. Embed hooked flanges of joint 
members not less than 1 inch (25 mm) into sealant. Form joints to completely conceal 
sealant. When ambient temperature at time of installation is between 40 and 70 deg F (4 
and 21 deg C), set joint members for 50 percent movement each way. Adjust setting 
proportionately for installation at higher ambient temperatures. Do not install sealant-type 
joints at temperatures below 40 deg F (4 deg C). 

2. Prepare joints and apply sealants to comply with requirements in Section 079200 "Joint 
Sealants." 

G. Soldered Joints: Clean surfaces to be soldered, removing oils and foreign matter. Pre-tin edges 
of sheets with solder to width of 1-1/2 inches (38 mm); however, reduce pre-tinning where pre-
tinned surface would show in completed Work. 

1. Do not solder aluminum sheet. 
2. Do not use torches for soldering. 
3. Heat surfaces to receive solder, and flow solder into joint. Fill joint completely. 

Completely remove flux and spatter from exposed surfaces. 
4. Stainless-Steel Soldering: Tin edges of uncoated sheets, using solder for stainless steel 

and acid flux. Promptly remove acid flux residue from metal after tinning and soldering. 
Comply with solder manufacturer's recommended methods for cleaning and 
neutralization. 

5. Copper Soldering: Tin edges of uncoated sheets, using solder for copper. 
6. Copper-Clad Stainless-Steel Soldering: Tin edges of uncoated sheets, using solder for 

copper-clad stainless steel. 

3.4 ROOF-DRAINAGE SYSTEM INSTALLATION 

A. General: Install sheet metal roof-drainage items to produce complete roof-drainage system 
according to cited sheet metal standard unless otherwise indicated. Coordinate installation of 
roof perimeter flashing with installation of roof-drainage system. 

B. Hanging Gutters: Join sections with riveted and soldered joints or joints sealed with sealant. 
Provide for thermal expansion. Attach gutters at eave or fascia to firmly anchor them in 
position. Provide end closures and seal watertight with sealant. Slope to downspouts. 
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1. Fasten gutter spacers to front and back of gutter. 
2. Anchor and loosely lock back edge of gutter to continuous eave or apron flashing. 
3. Anchor back of gutter that extends onto roof deck with cleats spaced not more than 24 

inches (600 mm) apart. 
4. Anchor gutter with gutter brackets, strapsor twisted straps to match existing, spaced 

not more than 24 inches (600 mm) apart to roof deck, unless otherwise indicated, and 
loosely lock to front gutter bead. 

5. Anchor gutter with spikes and ferrules spaced not more than 24 inches (600 mm) apart. 
6. Install gutter with expansion joints at locations indicated, but not exceeding, 50 feet 

(15.24 m) apart. Install expansion-joint caps. 
7. Install continuous gutter screens on gutters with noncorrosive fasteners, hinged to swing 

open for cleaning gutters. 

C. Built-in Gutters: Join sections with riveted and soldered joints or joints sealed with sealant. 
Provide for thermal expansion. Slope to downspouts. Provide end closures and seal watertight 
with sealant. 

1. Install underlayment layer in built-in gutter trough and extend to drip edge at eaves and 
under underlayment on roof sheathing. Lap sides minimum of 2 inches (50 mm) over 
underlying course. Lap ends minimum of 4 inches (100 mm). Stagger end laps between 
succeeding courses at least 72 inches (1830 mm). Fasten with roofing nails. Install slip 
sheet over underlayment. 

2. Anchor and loosely lock back edge of gutter to continuous eave or apron flashing. 
3. Anchor back of gutter that extends onto roof deck with cleats spaced not more than 18 

inches (460 mm) apart. 
4. Install gutter with expansion joints at locations indicated, but not exceeding, 50 feet 

(15.24 m) apart. Install expansion-joint caps. 

D. Downspouts: Join sections with 1-1/2-inch (38-mm) telescoping joints. 

1. Provide hangers with fasteners designed to hold downspouts securely to walls. Locate 
hangers at top and bottom and at approximately 60 inches (1500 mm) o.c. 

2. Provide elbows at base of downspout to direct water away from building. 
3. Connect downspouts to underground drainage system. 

E. Splash Pans: Install where downspouts discharge on low-slope roofs. Set in asphalt roofing 
cement or elastomeric sealant compatible with the substrate. 

3.5 ROOF FLASHING INSTALLATION 

A. General: Install sheet metal flashing and trim to comply with performance requirements, sheet 
metal manufacturer's written installation instructions, and cited sheet metal standard. 
Provide concealed fasteners where possible, and set units true to line, levels, and slopes. Install 
work with laps, joints, and seams that are permanently watertight and weather resistant. 

B. Roof Edge Flashing: Anchor to resist uplift and outward forces according to recommendations 
in cited sheet metal standard unless otherwise indicated. Interlock bottom edge of roof edge 
flashing with continuous cleat anchored to substrate at staggered 3-inch (75-mm) centers. 
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C. Roof Edge Flashing: Anchor to resist uplift and outward forces according to recommendations 
in FM Global Property Loss Prevention Data Sheet 1-49 for FM Approvals' listing for required 
windstorm classification. 

D. Copings: Anchor to resist uplift and outward forces according to recommendations in cited 
sheet metal standard unless otherwise indicated. 

1. Interlock exterior bottom edge of coping with continuous cleat anchored to substrate at 
24-inch (600-mm) centers. 

2. Anchor interior leg of coping with washers and screw fasteners through slotted holes at 
24-inch (600-mm) centers. 

E. Copings: Anchor to resist uplift and outward forces according to recommendations in FM 
Global Property Loss Prevention Data Sheet 1-49 for specified FM Approvals' listing for 
required windstorm classification. 

F. Pipe or Post Counterflashing: Install counterflashing umbrella with close-fitting collar with top 
edge flared for elastomeric sealant, extending minimum of 4 inches (100 mm) over base 
flashing. Install stainless-steel draw band and tighten. 

G. Counterflashing: Coordinate installation of counterflashing with installation of base flashing. 
Insert counterflashing in reglets or receivers and fit tightly to base flashing. Extend 
counterflashing 4 inches (100 mm) over base flashing. Lap counterflashing joints minimum of 4 
inches (100 mm). Secure in waterproof manner by means of interlocking folded seam or blind 
rivets and sealant unless otherwise indicated. 

H. Roof-Penetration Flashing: Coordinate installation of roof-penetration flashing with installation 
of roofing and other items penetrating roof. Seal with elastomeric sealant and clamp flashing to 
pipes that penetrate roof. 

3.6 WALL FLASHING INSTALLATION 

A. General: Install sheet metal wall flashing to intercept and exclude penetrating moisture 
according to cited sheet metal standard unless otherwise indicated. Coordinate installation of 
wall flashing with installation of wall-opening components such as windows, doors, and 
louvers. 

B. Opening Flashings in Frame Construction: Install continuous head, sill, jamb, and similar 
flashings to extend 4 inches (100 mm) beyond wall openings. 

3.7 MISCELLANEOUS FLASHING INSTALLATION 

A. Equipment Support Flashing: Coordinate installation of equipment support flashing with 
installation of roofing and equipment. Weld or seal flashing with elastomeric sealant to 
equipment support member. 

B. Overhead-Piping Safety Pans: Suspend pans from structure above, independent of other 
overhead items such as equipment, piping, and conduit, unless otherwise indicated on 
Drawings. Pipe and install drain line to plumbing waste or drainage system. 
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3.8 ERECTION TOLERANCES 

A. Installation Tolerances: Shim and align sheet metal flashing and trim within installed tolerance 
of 1/4 inch in 20 feet (6 mm in 6 m) on slope and location lines indicated on Drawings and 
within 1/8-inch (3-mm) offset of adjoining faces and of alignment of matching profiles. 

B. Installation Tolerances: Shim and align sheet metal flashing and trim within installed tolerances 
specified in MCA's "Guide Specification for Residential Metal Roofing." 

3.9 CLEANING AND PROTECTION 

A. Clean exposed metal surfaces of substances that interfere with uniform oxidation and 
weathering. 

B. Clean and neutralize flux materials. Clean off excess solder. 

C. Clean off excess sealants. 

D. Remove temporary protective coverings and strippable films as sheet metal flashing and trim 
are installed unless otherwise indicated in manufacturer's written installation instructions. On 
completion of sheet metal flashing and trim installation, remove unused materials and clean 
finished surfaces as recommended by sheet metal flashing and trim manufacturer. Maintain 
sheet metal flashing and trim in clean condition during construction. 

E. Replace sheet metal flashing and trim that have been damaged or that have deteriorated beyond 
successful repair by finish touchup or similar minor repair procedures. 

END OF SECTION 076200 



Copyright 2015 AIA MasterSpec Premium 03/15 

ROOF SPECIALTIES 077100 - 1 

SECTION 077100 - ROOF SPECIALTIES 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Copings. 
2. Roof-edge specialties. 
3. Roof-edge drainage systems. 
4. Reglets and counterflashings. 

B. Related Requirements: 
1. Section 074113.13 "Formed Metal Roof Panels" for roof-edge drainage-system 

components provided by metal-roof-panel manufacturer. 
2. Section 074113.16 "Standing-Seam Metal Roof Panels" for roof-edge drainage-system 

components provided by metal-roof-panel manufacturer. 
3. Section 076200 "Sheet Metal Flashing and Trim" for custom- and site-fabricated sheet 

metal flashing and trim. 
4. Section 077253 "Snow Guards" for manufactured snow guard devices. 
5. Section 079200 "Joint Sealants" for field-applied sealants between roof specialties and 

adjacent materials. 

C. Preinstallation Conference: Conduct conference at Project site. 

1. Meet with COR, Owner's insurer if applicable, roofing-system testing and inspecting 
agency representative, roofing Installer, roofing-system manufacturer's representative, 
Installer, structural-support Installer, and installers whose work interfaces with or affects 
roof specialties, including installers of roofing materials and accessories. 

2. Examine substrate conditions for compliance with requirements, including flatness and 
attachment to structural members. 

3. Review special roof details, roof drainage, and condition of other construction that will 
affect roof specialties. 

1.3 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

1. Include construction details, material descriptions, dimensions of individual components 
and profiles, and finishes. 
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B. Shop Drawings: For roof specialties. 

1. Include plans, elevations, expansion-joint locations, keyed details, and attachments to 
other work. Distinguish between plant- and field-assembled work. 

2. Indicate profile and pattern of seams and layout of fasteners, cleats, clips, and other 
attachments. 

3. Detail termination points and assemblies, including fixed points. 
4. Include details of special conditions. 

C. Samples: For each type of roof specialty and for each color and texture specified. 

D. Samples for Initial Selection: For each type of roof specialty indicated with factory-applied 
color finishes. 

E. Samples for Verification: 

1. Include Samples of each type of roof specialty to verify finish and color selection, in 
manufacturer's standard sizes. 

2. Include copings roof-edge specialties roof-edge drainage systems reglets and 
counterflashings made from 12-inch (300-mm) lengths of full-size components in 
specified material, and including fasteners, cover joints, accessories, and attachments. 

1.4 INFORMATIONAL SUBMITTALS 

A. Qualification Data: For manufacturer. 

B. Product Certificates: For each type of roof specialty. 

C. Product Test Reports: For copings and roof-edge flashings, for tests performed by a qualified 
testing agency. 

D. Sample Warranty: For manufacturer's special warranty. 

1.5 CLOSEOUT SUBMITTALS 

A. Maintenance Data: For roofing specialties to include in maintenance manuals. 

1.6 QUALITY ASSURANCE 

A. Manufacturer Qualifications: A qualified manufacturer offering products meeting requirements 
that are FM Approvals listed for specified class and SPRI ES-1 tested to specified design 
pressure. 

B. Source Limitations: Obtain roof specialties approved by manufacturer providing roofing-system 
warranty specified in Section 075323 EPDM Roofing. 

C. Mockups: Build mockups to verify selections made under Sample submittals, to demonstrate 
aesthetic effects, and set quality standards for fabrication and installation. 
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1. Build mockup of typical roof edge as shown on Drawings. 
2. Approval of mockups does not constitute approval of deviations from the Contract 

Documents contained in mockups unless Architect specifically approves such deviations 
in writing. 

3. Subject to compliance with requirements, approved mockups may become part of the 
completed Work if undisturbed at time of Substantial Completion. 

1.7 DELIVERY, STORAGE, AND HANDLING 

A. Do not store roof specialties in contact with other materials that might cause staining, denting, 
or other surface damage. Store roof specialties away from uncured concrete and masonry. 

B. Protect strippable protective covering on roof specialties from exposure to sunlight and high 
humidity, except to extent necessary for the period of roof-specialty installation. 

1.8 FIELD CONDITIONS 

A. Field Measurements: Verify profiles and tolerances of roof-specialty substrates by field 
measurements before fabrication, and indicate measurements on Shop Drawings. 

B. Coordination: Coordinate roof specialties with flashing, trim, and construction of parapets, roof 
deck, roof and wall panels, and other adjoining work to provide a leakproof, secure, and 
noncorrosive installation. 

1.9 WARRANTY 

A. Roofing-System Warranty: Roof specialties are included in warranty provisions in Section 
Section 07 31 13 Asphalt Shingles, Section 07 32 26 Plastic Roof Tiles, 07 53 23 EPDM 
Roofing. 

B. Special Warranty on Painted Finishes: Manufacturer agrees to repair finish or replace roof 
specialties that show evidence of deterioration of factory-applied finishes within specified 
warranty period. 

1. Fluoropolymer Finish: Deterioration includes, but is not limited to, the following: 

a. Color fading more than 5 Hunter units when tested according to ASTM D 2244. 
b. Chalking in excess of a No. 8 rating when tested according to ASTM D 4214. 
c. Cracking, checking, peeling, or failure of paint to adhere to bare metal. 

2. Finish Warranty Period: 25 years from date of Substantial Completion. 
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PART 2 - PRODUCTS 

2.1 PERFORMANCE REQUIREMENTS 

A. General Performance: Roof specialties shall withstand exposure to weather and resist thermally 
induced movement without failure, rattling, leaking, or fastener disengagement due to defective 
manufacture, fabrication, installation, or other defects in construction. 

B. FM Approvals' Listing: Manufacture and install copings roof-edge specialties that are listed in 
FM Approvals' "RoofNav" and approved for windstorm classification, Class 1-60 Class 1-75 
Class 1-90 Class 1-105 Class 1-120. Identify materials with FM Approvals' markings. 

C. SPRI Wind Design Standard: Manufacture and install copings roof-edge specialties tested 
according to SPRI ES-1 and capable of resisting the following design pressures: 

1. Design Pressure: As indicated on Drawings. 

D. Thermal Movements: Allow for thermal movements from ambient and surface temperature 
changes to prevent buckling, opening of joints, hole elongation, overstressing of components, 
failure of joint sealants, failure of connections, and other detrimental effects. Provide clips that 
resist rotation and avoid shear stress as a result of thermal movements. Base calculations on 
surface temperatures of materials due to both solar heat gain and nighttime-sky heat loss. 

1. Temperature Change (Range): 120 deg F (67 deg C), ambient; 180 deg F (100 deg C), 
material surfaces. 

2.2 COPINGS 

A. Metal Copings: Manufactured coping system consisting of metal coping cap in section lengths 
not exceeding 12 feet (3.6 m), concealed anchorage; with corner units, end cap units, and 
concealed splice plates with finish matching coping caps. 
1. Metallic-Coated Steel Sheet Coping Caps: Zinc-coated (galvanized) steel, nominal 0.028-

inch (0.71-mm) thickness 0.034-inch (0.86-mm) thickness thickness as required to 
meet performance requirements. 

a. Surface: Smooth, flat Embossed finish. 
b. Finish: Two-coat fluoropolymer Three-coat fluoropolymer Two-coat mica 

fluoropolymer Three-coat metallic fluoropolymer. 
c. Color: As indicated by manufacturer's designations Match Architect's sample 

As selected by Architect from manufacturer's full range. 

2. Formed Aluminum Sheet Coping Caps: Aluminum sheet, 0.040 inch (1.02 mm) thick 
0.050 inch (1.27 mm) thick 0.063 inch (1.60 mm) thick thickness as required to meet 
performance requirements. 

a. Surface: Smooth, flat Embossed finish. 
b. Finish: Two-coat fluoropolymer  Color anodic. 
c. Color: As selected by Architect from manufacturer's full range. 
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3. Extruded-Aluminum Coping Caps: Extruded aluminum, 0.080 inch (2.03 mm) thick 
0.125 inch (3.18 mm) thick thickness as required to meet performance requirements. 

a. Finish: Two-coat fluoropolymer  Color anodic. 
b. Color: Match Architect's sample As selected by Architect from 

manufacturer's full range. 

4. Corners: Factory mitered and continuously welded mechanically clinched and sealed 
watertight. 

5. Special Fabrications: Radiussed sections Arched sections Bullnose-face leg Two-way 
sloped coping cap. 

6. Coping-Cap Attachment Method: Snap-on or face leg hooked to continuous cleat with 
back leg fastener exposed, fabricated from coping-cap material. 

a. Snap-on Coping Anchor Plates: Concealed, galvanized-steel sheet, 12 inches (300 
mm) wide, with integral cleats. 

b. Face-Leg Cleats: Concealed, continuous galvanized-steel sheet stainless steel. 

2.3 ROOF-EDGE SPECIALTIES 

A. Canted Roof-Edge Fascia See Drawing for details. 

1. Extruded-Aluminum Fascia Covers: Extruded aluminum, 0.125 inch (3.18 mm) thick. 

a. Finish: Two-coat fluoropolymer. 
b. Color: As selected by COR from manufacturer's full range. 

2. Corners: Factory mitered and soldered continuously welded mechanically clinched 
and sealed watertight. 

3. Splice Plates: Concealed, of same material, finish, and shape as fascia cover. 
4. Special Fabrications: Radiussed sections Arched sections Bullnose fascia cover 

Cornice fascia cover Cove fascia cover. 

2.4 ROOF-EDGE DRAINAGE SYSTEMS 

A. Gutters: Manufactured in uniform section lengths not exceeding 12 feet (3.6 m), with matching 
corner units, ends, outlet tubes, and other accessories. Elevate back edge at least 1 inch (25 mm) 
above front edge. Furnish flat-stock gutter straps, gutter brackets, expansion joints, and 
expansion-joint covers fabricated from same metal as gutters. 
1. Aluminum Sheet: 0.040 inch (1.02 mm thick. 
2. Gutter Profile: Match Existing. 
3. Applied Fascia Cover (Concealed Gutter): Exposed, formed aluminum, 0.040 inch (1.02 

mm) thick, with factory-mitered corners, ends, and concealed splice joints. 
4. Corners: Factory mitered and continuously welded. 
5. Gutter Supports: Manufacturer's standard supports as selected by Architect with 

finish matching the gutters. 
6. Gutter Accessories: Continuous snap-in plastic leaf guard. 

B. Downspouts: Match Existing. 
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2.5 REGLETS AND COUNTERFLASHINGS 

A. Reglets: Manufactured units formed to provide secure interlocking of separate reglet and 
counterflashing pieces, from the following exposed metal: 
1. Formed Aluminum: 0.024 inch (0.61 mm) 0.050 inch (1.27 mm) thick. 
2. Corners: Factory mitered and continuously welded. 
3. Surface-Mounted Type: Provide reglets with slotted holes for fastening to substrate, with 

neoprene or other suitable weatherproofing washers, and with channel for sealant at top 
edge. 

4. Masonry Type, Embedded: Provide reglets with offset top flange for embedment in 
masonry mortar joint. 

5. Multiuse Type, Embedded: For multiuse embedment in cast-in-place concrete masonry 
mortar joints. 

B. Counterflashings: Manufactured units of heights to overlap top edges of base flashings by 4 
inches (100 mm) and in lengths not exceeding 12 feet (3.6 m) designed to snap into reglets or 
through-wall-flashing receiver and compress against base flashings with joints lapped, from 
the following exposed metal: 
1. Formed Aluminum: 0.032 inch (0.81 mm) thick. 

C. Accessories: 
1. Counterflashing Wind-Restraint Clips: Provide clips to be installed before 

counterflashing to prevent wind uplift of counterflashing lower edge. 

2. Color: As selected by COR from manufacturer's full range. 

D. Aluminum Finish: Two-coat fluoropolymer. 

1. Color: As selected by COR from manufacturer's full range. 

2.6 MATERIALS 

A. Aluminum Sheet: ASTM B 209 (ASTM B 209M), alloy as standard with manufacturer for 
finish required, with temper to suit forming operations and performance required. 

B. Aluminum Extrusions: ASTM B 221 (ASTM B 221M), alloy and temper recommended by 
manufacturer for type of use and finish indicated, finished as follows: 

2.7 UNDERLAYMENT MATERIALS 

A. Self-Adhering, High-Temperature Sheet: Minimum 30 to 40 mils (0.76 to 1.0 mm) thick, 
consisting of slip-resisting polyethylene-film top surface laminated to layer of butyl or SBS-
modified asphalt adhesive, with release-paper backing; cold applied. Provide primer when 
recommended by underlayment manufacturer. 
1. Thermal Stability: ASTM D 1970/D 1970M; stable after testing at 240 deg F (116 

deg C). 
2. Low-Temperature Flexibility: ASTM D 1970/D 1970M; passes after testing at minus 20 

deg F (29 deg C). 
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B. Felt: ASTM D 226/D 226M, Type II (No. 30), asphalt-saturated organic felt, nonperforated. 

C. Slip Sheet: Rosin-sized building paper, 3-lb/100 sq. ft. (0.16-kg/sq. m) minimum. 

2.8 MISCELLANEOUS MATERIALS 

A. Fasteners: Manufacturer's recommended fasteners, suitable for application and designed to meet 
performance requirements. Furnish the following unless otherwise indicated: 

1. Exposed Penetrating Fasteners: Gasketed screws with hex washer heads matching color 
of sheet metal. 

2. Fasteners for Aluminum: Aluminum or Series 300 stainless steel. 

B. Elastomeric Sealant: ASTM C 920, elastomeric polyurethane or silicone polymer sealant of 
type, grade, class, and use classifications required by roofing-specialty manufacturer for each 
application. 

C. Bituminous Coating: Cold-applied asphalt emulsion complying with ASTM D 1187/D 1187M. 

2.9 FINISHES 

A. Comply with NAAMM's "Metal Finishes Manual for Architectural and Metal Products" for 
recommendations for applying and designating finishes. 

B. Protect mechanical and painted finishes on exposed surfaces from damage by applying a 
strippable, temporary protective covering before shipping. 

C. Appearance of Finished Work: Noticeable variations in same piece are unacceptable. Variations 
in appearance of adjoining components are acceptable if they are within the range of approved 
Samples and are assembled or installed to minimize contrast. 

D. Coil-Coated Galvanized-Steel Sheet Finishes: 

1. High-Performance Organic Finish: Prepare, pretreat, and apply coating to exposed metal 
surfaces to comply with ASTM A 755/A 755M and coating and resin manufacturers' 
written instructions. 

a. Two-Coat Fluoropolymer: AAMA 621. Fluoropolymer finish containing not less 
than 70 percent PVDF resin by weight in color coat. Prepare, pretreat, and apply 
coating to exposed metal surfaces to comply with coating and resin manufacturers' 
written instructions. 

b. Three-Coat Fluoropolymer: AAMA 621. Fluoropolymer finish containing not less 
than 70 percent PVDF resin by weight in both color coat and clear topcoat. 
Prepare, pretreat, and apply coating to exposed metal surfaces to comply with 
coating and resin manufacturers' written instructions. 

c. Two-Coat Mica Fluoropolymer: AAMA 621. Fluoropolymer finish with 
suspended mica flakes containing not less than 70 percent PVDF resin by weight 
in color coat. Prepare, pretreat, and apply coating to exposed metal surfaces to 
comply with coating and resin manufacturers' written instructions. 
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d. Three-Coat Metallic Fluoropolymer: AAMA 621. Fluoropolymer finish with 
suspended metallic flakes containing not less than 70 percent PVDF resin by 
weight in both color coat and clear topcoat. Prepare, pretreat, and apply coating to 
exposed metal surfaces to comply with coating and resin manufacturers' written 
instructions. 

e. Concealed Surface Finish: Apply pretreatment and manufacturer's standard acrylic 
or polyester backer finish consisting of prime coat and wash coat with a minimum 
total dry film thickness of 0.5 mil (0.013 mm). 

E. Aluminum Extrusion Finishes: 

1. High-Performance Organic Finish: Prepare, pretreat, and apply coating to exposed metal 
surfaces to comply with coating and resin manufacturers' written instructions. 

a. Two-Coat Fluoropolymer: AAMA 2604 or 2605. Fluoropolymer finish containing 
not less than 70 percent PVDF resin by weight in color coat. Prepare, pretreat, and 
apply coating to exposed metal surfaces to comply with coating and resin 
manufacturers' written instructions. Consult with the COR prior to selection. 

b. Concealed Surface Finish: Apply pretreatment and manufacturer's standard acrylic 
or polyester backer finish consisting of prime coat and wash coat with a minimum 
total dry film thickness of 0.5 mil (0.013 mm). 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine substrates, areas, and conditions, with Installer present, to verify actual locations, 
dimensions, and other conditions affecting performance of the Work. 

B. Examine walls, roof edges, and parapets for suitable conditions for roof specialties. 

C. Verify that substrate is sound, dry, smooth and clean, sloped for drainage where applicable, and 
securely anchored. 

D. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.2 UNDERLAYMENT INSTALLATION 

A. Self-Adhering Sheet Underlayment: Apply primer if required by manufacturer. Comply with 
temperature restrictions of underlayment manufacturer for installation. Apply wrinkle free, in 
shingle fashion to shed water, and with end laps of not less than 6 inches (152 mm) staggered 
24 inches (610 mm) between courses. Overlap side edges not less than 3-1/2 inches (90 mm). 
Roll laps with roller. Cover underlayment within 14 days. 

1. Apply continuously under copings and where shown on drawings. 
2. Coordinate application of self-adhering sheet underlayment under roof specialties with 

requirements for continuity with adjacent air barrier materials. 
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3.3 INSTALLATION, GENERAL 

A. General: Install roof specialties according to manufacturer's written instructions. Anchor roof 
specialties securely in place, with provisions for thermal and structural movement. Use 
fasteners, solder, protective coatings, separators, underlayments, sealants, and other 
miscellaneous items as required to complete roof-specialty systems. 

1. Install roof specialties level, plumb, true to line and elevation; with limited oil-canning 
and without warping, jogs in alignment, buckling, or tool marks. 

2. Provide uniform, neat seams with minimum exposure of solder and sealant. 
3. Install roof specialties to fit substrates and to result in weathertight performance. Verify 

shapes and dimensions of surfaces to be covered before manufacture. 
4. Torch cutting of roof specialties is not permitted. 
5. Do not use graphite pencils to mark metal surfaces. 

B. Metal Protection: Protect metals against galvanic action by separating dissimilar metals from 
contact with each other or with corrosive substrates by painting contact surfaces with 
bituminous coating or by other permanent separation as recommended by manufacturer. 

1. Coat concealed side of uncoated aluminum and stainless-steel roof specialties with 
bituminous coating where in contact with wood, ferrous metal, or cementitious 
construction. 

2. Bed flanges in thick coat of asphalt roofing cement where required by manufacturers of 
roof specialties for waterproof performance. 

C. Expansion Provisions: Allow for thermal expansion of exposed roof specialties. 

1. Space movement joints at a maximum of 12 feet (3.6 m) with no joints within 18 inches 
(450 mm) of corners or intersections unless otherwise indicated on Drawings. 

2. When ambient temperature at time of installation is between 40 and 70 deg F (4 and 21 
deg C), set joint members for 50 percent movement each way. Adjust setting 
proportionately for installation at higher ambient temperatures. 

D. Fastener Sizes: Use fasteners of sizes that penetrate substrate not less than recommended by 
fastener manufacturer to achieve maximum pull-out resistance. 

E. Seal concealed joints with butyl sealant as required by roofing-specialty manufacturer. 

F. Seal joints as required for weathertight construction. Place sealant to be completely concealed in 
joint. Do not install sealants at temperatures below 40 deg F (4 deg C). 

G. Soldered Joints: Clean surfaces to be soldered, removing oils and foreign matter. Pre-tin edges 
of sheets to be soldered to a width of 1-1/2 inches (38 mm); however, reduce pre-tinning where 
pre-tinned surface would show in completed Work. Heat surfaces to receive solder and flow 
solder into joint. Fill joint completely. Completely remove flux and spatter from exposed 
surfaces. 
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3.4 COPING INSTALLATION 

A. Install cleats, anchor plates, and other anchoring and attachment accessories and devices with 
concealed fasteners. 

B. Anchor copings with manufacturer's required devices, fasteners, and fastener spacing to meet 
performance requirements. 

1. Interlock face and back leg drip edges of snap-on coping cap into cleated anchor plates 
anchored to substrate at manufacturer's required spacing that meets performance 
requirements. 

2. Interlock face-leg drip edge into continuous cleat anchored to substrate at 24-inch (610-
mm) centers 16-inch (406-mm) centers manufacturer's required spacing that meets 
performance requirements. Anchor back leg of coping with screw fasteners and 
elastomeric washers at 24-inch (610-mm) centers 16-inch (406-mm) centers 
manufacturer's required spacing that meets performance requirements. 

3.5 ROOF-EDGE SPECIALITIES INSTALLATION 

A. Install cleats, cants, and other anchoring and attachment accessories and devices with concealed 
fasteners. 

B. Anchor roof edgings with manufacturer's required devices, fasteners, and fastener spacing to 
meet performance requirements. 

3.6 ROOF-EDGE DRAINAGE-SYSTEM INSTALLATION 

A. General: Install components to produce a complete roof-edge drainage system according to 
manufacturer's written instructions. Coordinate installation of roof perimeter flashing with 
installation of roof-edge drainage system. 

B. Gutters: Join and seal gutter lengths. Allow for thermal expansion. Attach gutters to firmly 
anchored gutter supports spaced not more than 24 inches (610 mm) 30 inches (762 mm) apart. 
Attach ends with rivets and seal with sealant, solder to make watertight. Slope to downspouts. 

1. Install gutter with expansion joints at locations indicated but not exceeding 50 feet 
(15.2 m) apart. Install expansion-joint caps. 

2. Install continuous leaf guards on gutters with noncorrosive fasteners, removable, hinged 
to swing open for cleaning gutters. 

C. Downspouts: Join sections with manufacturer's standard telescoping joints. Provide hangers 
with fasteners designed to hold downspouts securely to walls and 1 inch (25 mm) away from 
walls; locate fasteners at top and bottom and at approximately 60 inches (1500 mm) o.c. 

1. Provide elbows at base of downspouts at grade to direct water away from building. 
2. Connect downspouts to underground drainage system indicated. 
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3.7 REGLET AND COUNTERFLASHING INSTALLATION 

A. General: Coordinate installation of reglets and counterflashings with installation of base 
flashings. 

B. Surface-Mounted Reglets: Install reglets to receive flashings where flashing without embedded 
reglets is indicated on Drawings. Install at height so that inserted counterflashings overlap 4 
inches (100 mm) over top edge of base flashings. 

C. Counterflashings: Insert counterflashings into reglets or other indicated receivers; ensure that 
counterflashings overlap 4 inches (100 mm) over top edge of base flashings. Lap 
counterflashing joints a minimum of 4 inches (100 mm) and bed with butyl sealant. Fit 
counterflashings tightly to base flashings. 

3.8 CLEANING AND PROTECTION 

A. Clean exposed metal surfaces of substances that interfere with uniform oxidation and 
weathering. 

B. Clean and neutralize flux materials. Clean off excess solder and sealants. 

C. Remove temporary protective coverings and strippable films as roof specialties are installed. On 
completion of installation, clean finished surfaces, including removing unused fasteners, metal 
filings, pop rivet stems, and pieces of flashing. Maintain roof specialties in a clean condition 
during construction. 

D. Replace roof specialties that have been damaged or that cannot be successfully repaired by 
finish touchup or similar minor repair procedures. 

END OF SECTION 077100 
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SECTION 077200 - ROOF ACCESSORIES 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Roof curbs. 
2. Equipment supports. 
3. Pipe and duct supports. 
4. Pipe portals. 
5. Preformed flashing sleeves. 
6.  

B. Related Sections: 
1. Section 077100 "Roof Specialties" for manufactured fasciae, copings, gravel stops, 

gutters and downspouts, and counterflashing. 
2. Section 077253 "Snow Guards" for snow guards. 

1.3 COORDINATION 

A. Coordinate layout and installation of roof accessories with roofing membrane and base 
flashing and interfacing and adjoining construction to provide a leakproof, weathertight, 
secure, and noncorrosive installation. 

B. Coordinate dimensions with rough-in information or Shop Drawings of equipment to be 
supported. 

1.4 ACTION SUBMITTALS 

A. Product Data: For each type of roof accessory. 

1. Include construction details, material descriptions, dimensions of individual components 
and profiles, and finishes. 

B. Shop Drawings: For roof accessories. 

1. Include plans, elevations, keyed details, and attachments to other work. Indicate 
dimensions, loadings, and special conditions. Distinguish between plant- and field-
assembled work. 
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C. Samples: For each exposed product and for each color and texture specified, prepared on 
Samples of size to adequately show color. 

D. Delegated-Design Submittal: For roof curbs equipment supports and walkways indicated to 
comply with performance requirements and design criteria, including analysis data signed and 
sealed by the qualified professional engineer responsible for their preparation. 

1. Detail mounting, securing, and flashing of roof-mounted items to roof structure. Indicate 
coordinating requirements with roof membrane system. 

2. Wind-Restraint Details: Detail fabrication and attachment of wind restraints. Show 
anchorage details and indicate quantity, diameter, and depth of penetration of anchors. 

1.5 INFORMATIONAL SUBMITTALS 

A. Coordination Drawings: Roof plans, drawn to scale, and coordinating penetrations and roof-
mounted items. Show the following: 

1. Size and location of roof accessories specified in this Section. 
2. Method of attaching roof accessories to roof or building structure. 
3. Other roof-mounted items including mechanical and electrical equipment, ductwork, 

piping, and conduit. 
4. Required clearances. 

B. Sample Warranties: For manufacturer's special warranties. 

1.6 CLOSEOUT SUBMITTALS 

A. Operation and Maintenance Data: For roof accessories to include in operation and maintenance 
manuals. 

1.7 WARRANTY 

A. Special Warranty on Painted Finishes: Manufacturer's standard form in which manufacturer 
agrees to repair finishes or replace roof accessories that show evidence of deterioration of 
factory-applied finishes within specified warranty period. 

1. Fluoropolymer Finish: Deterioration includes, but is not limited to, the following: 

a. Color fading more than 5 Hunter units when tested according to ASTM D 2244. 
b. Chalking in excess of a No. 8 rating when tested according to ASTM D 4214. 
c. Cracking, checking, peeling, or failure of paint to adhere to bare metal. 

2. Finish Warranty Period: 20 years from date of Substantial Completion. 
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PART 2 - PRODUCTS 

2.1 PERFORMANCE REQUIREMENTS 

A. General Performance: Roof accessories shall withstand exposure to weather and resist thermally 
induced movement without failure, rattling, leaking, or fastener disengagement due to defective 
manufacture, fabrication, installation, or other defects in construction. 

B. Wind-Restraint Performance: As indicated on Drawings. 

2.2 ROOF CURBS 

A. Roof Curbs: Internally reinforced roof-curb units capable of supporting superimposed live and 
dead loads, including equipment loads and other construction indicated on Drawings, bearing 
continuously on roof structure, and capable of meeting performance requirements; with welded 
or mechanically fastened and sealed corner joints, straight sides and integrally formed deck-
mounting flange at perimeter bottom. See drawings for details. 

B. Size: Coordinate dimensions with roughing-in information or Shop Drawings of equipment to 
be supported. Consult with the COR. 

C. Supported Load Capacity: Consult with the COR. 

D. Material: Zinc-coated (galvanized) steel sheet, 0.064 inch (1.63 mm) thick. 

1. Finish: Factory prime coatingnsert finish. 
2. Color: As selected by COR from manufacturer's full range Insert color. 

E. Construction: 

1. Curb Profile: Profile as indicated on Drawings compatible with roofing system. 
2. Fabricate curbs to minimum height of 8 inches (305 mm) above roofing surface unless 

otherwise indicated. 
3. Top Surface: Level top of curb, with roof slope accommodated by sloping deck-

mounting flange or by use of leveler frame. 
4. Insulation: Factory insulated with -1/2-inch- (38-mm-) thick glass-fiber board insulation. 
5. Liner: Same material as curb, of manufacturer's standard thickness and finish. 
6. Nailer: Factory-installed wood nailer along top flange of curb, continuous around curb 

perimeter. 
7. Wind Restraint Straps and Base Flange Attachment: Provide wind restraint straps, welded 

strap connectors, and base flange attachment to roof structure at perimeter of curb, of size 
and spacing required to meet wind uplift requirements. 

8. Platform Cap: Where portion of roof curb is not covered by equipment, provide 
weathertight platform cap formed from 3/4-inch (19-mm) thick plywood covered with 
metal sheet of same type, thickness, and finish as required for curb. 

9. Metal Counterflashing: Manufacturer's standard, removable, fabricated of same metal and 
finish as curb. 
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2.3 MISCELLANEOUS MATERIALS 

A. General: Provide materials and types of fasteners, protective coatings, sealants, and other 
miscellaneous items required by manufacturer for a complete installation. 

B. Glass-Fiber Board Insulation: ASTM C 726, nominal density of 3 lb/cu. ft. (48 kg/cu. m), 
thermal resistivity of 4.3 deg F x h x sq. ft./Btu x in. at 75 deg F (29.8 K x m/W at 24 deg C), 
thickness as indicated. 

C. Wood Nailers: Softwood lumber, pressure treated with waterborne preservatives for 
aboveground use, acceptable to authorities having jurisdiction, containing no arsenic or 
chromium, and complying with AWPA C2; not less than 1-1/2 inches (38 mm) thick. 

D. Gaskets: Manufacturer's standard tubular or fingered design of neoprene, EPDM, PVC, or 
silicone or a flat design of foam rubber, sponge neoprene, or cork. 

E. Elastomeric Sealant: ASTM C 920, elastomeric polyurethane, silicone polymer sealant as 
recommended by roof accessory manufacturer for installation indicated; low modulus; of type, 
grade, class, and use classifications required to seal joints and remain watertight. 

F. Underlayment: 

1. Felt: ASTM D 226/D 226M, Type II (No. 30), asphalt-saturated organic felt, 
nonperforated. 

2. Polyethylene Sheet: 6-mil- (0.15-mm-) thick polyethylene sheet complying with 
ASTM D 4397. 

3. Slip Sheet: Building paper, 3 lb/100 sq. ft. (0.16 kg/sq. m) minimum, rosin sized. 
4. Self-Adhering, High-Temperature Sheet: Minimum 30 to 40 mils (0.76 to 1.0 mm) thick, 

consisting of slip-resisting polyethylene-film top surface laminated to layer of butyl or 
SBS-modified asphalt adhesive, with release-paper backing; cold applied. Provide primer 
when recommended by underlayment manufacturer. 

5. Fasteners: Roof accessory manufacturer's recommended fasteners suitable for application 
and metals being fastened. Match finish of exposed fasteners with finish of material being 
fastened. Provide nonremovable fastener heads to exterior exposed fasteners. Furnish the 
following unless otherwise indicated: 

6. Fasteners for Zinc-Coated or Aluminum-Zinc Alloy-Coated Steel: Series 300 stainless 
steel or hot-dip zinc-coated steel according to ASTM A 153/A 153M or ASTM F 2329. 

7. Fasteners for Aluminum Sheet: Aluminum or Series 300 stainless steel. 
8. Fasteners for Stainless-Steel Sheet: Series 300 stainless steel. 

G. Bituminous Coating: Cold-applied asphalt emulsion complying with ASTM D 1187/D 1187M. 

H.  

2.4 GENERAL FINISH REQUIREMENTS 

A. Comply with NAAMM's "Metal Finishes Manual for Architectural and Metal Products" for 
recommendations for applying and designating finishes. 
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B. Appearance of Finished Work: Noticeable variations in same piece are not acceptable. 
Variations in appearance of adjoining components are acceptable if they are within the range of 
approved Samples and are assembled or installed to minimize contrast. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine substrates, areas, and conditions, with Installer present, to verify actual locations, 
dimensions, and other conditions affecting performance of the Work. 

B. Verify that substrate is sound, dry, smooth, clean, sloped for drainage, and securely anchored. 

C. Verify dimensions of roof openings for roof accessories. 

D. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.2 INSTALLATION 

A. General: Install roof accessories according to manufacturer's written instructions. 

1. Install roof accessories level; plumb; true to line and elevation; and without warping, jogs 
in alignment, buckling, or tool marks. 

2. Anchor roof accessories securely in place so they are capable of resisting indicated loads. 
3. Use fasteners, separators, sealants, and other miscellaneous items as required to complete 

installation of roof accessories and fit them to substrates. 
4. Install roof accessories to resist exposure to weather without failing, rattling, leaking, or 

loosening of fasteners and seals. 

B. Metal Protection: Protect metals against galvanic action by separating dissimilar metals from 
contact with each other or with corrosive substrates by painting contact surfaces with 
bituminous coating or by other permanent separation as recommended by manufacturer. 

1. Coat concealed side of uncoated aluminum or stainless-steel roof accessories with 
bituminous coating where in contact with wood, ferrous metal, or cementitious 
construction. 

2. Underlayment: Where installing roof accessories directly on cementitious or wood 
substrates, install a course of underlayment and cover with manufacturer's recommended 
slip sheet. 

3. Bed flanges in thick coat of asphalt roofing cement where required by manufacturers of 
roof accessories for waterproof performance. 

C. Roof Curb Installation: Install each roof curb so top surface is level. 

D. Equipment Support Installation: Install equipment supports so top surfaces are level with each 
other. 

E. Roof-Hatch Installation: 
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1. Verify that roof hatch operates properly. Clean, lubricate, and adjust operating 
mechanism and hardware. 

2. Attach safety railing system to roof-hatch curb. 

F. Pipe Support Installation: Comply with MSS SP-58 and MSS SP-89. Install supports and 
attachments as required to properly support piping. Arrange for grouping of parallel runs of 
horizontal piping, and support together. 

1. Pipes of Various Sizes: Space supports for smallest pipe size or install intermediate 
supports for smaller diameter pipes as specified for individual pipe hangers. 

G. Preformed Flashing-Sleeve and Flashing Pipe Portal Installation: Secure flashing sleeve to 
roof membrane according to flashing-sleeve manufacturer's written instructions; flash sleeve 
flange to surrounding roof membrane according to roof membrane manufacturer's instructions. 

H. Seal joints with elastomeric or butyl sealant as required by roof accessory manufacturer. 

3.3 REPAIR AND CLEANING 

A. Galvanized Surfaces: Clean field welds, bolted connections, and abraded areas and repair 
galvanizing according to ASTM A 780/A 780M. 

B. Touch up factory-primed surfaces with compatible primer ready for field painting according to 
Section 099113 "Exterior Painting." 

C. Clean exposed surfaces according to manufacturer's written instructions. 

D. Clean off excess sealants. 

E. Replace roof accessories that have been damaged or that cannot be successfully repaired by 
finish touchup or similar minor repair procedures. 

END OF SECTION 077200 
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SECTION 077253 - SNOW GUARDS 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Pad-type, flat-mounted snow guards. 

1.3 ACTION SUBMITTALS 

A. Product Data: Include construction details, material descriptions, dimensions of individual 
components and profiles, and finishes for snow guards. 

B. Shop Drawings: Include roof plans showing layouts and attachment details of snow guards. 

C. Samples: Full-size unit. 

1.4 INFORMATIONAL SUBMITTALS 

A. Product Test Reports: For each type of snow guard, for tests performed by manufacturer and 
witnessed by a qualified testing agency. 

PART 2 - PRODUCTS 

2.1 PERFORMANCE REQUIREMENTS 

A. Performance Requirements: Provide snow guards that withstand exposure to weather and resist 
thermally induced movement without failure, rattling, or fastener disengagement due to 
defective manufacture, fabrication, installation, or other defects in construction. 

1. Temperature Change: 120 deg F (67 deg C), ambient; 180 deg F (100 deg C), material 
surfaces. 

2.2 PAD-TYPE SNOW GUARDS 

A. Flat-Mounted Metal Snow Guard Pads: 
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1. Material: Match existing. 
2. Finish and Color: Powder coat; match existing. 
3. Finish: Match Existing. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine substrates and conditions, with Installer present, for compliance with requirements for 
installation tolerances, snow guard attachment, and other conditions affecting performance of 
the Work. 

1. Verify compatibility with and suitability of substrates including compatibility with 
existing finishes or primers. 

B. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.2 PREPARATION 

A. Clean and prepare substrates for bonding snow guards. 

B. Prime substrates according to snow guard manufacturer's written instructions. 

3.3 INSTALLATION 

A. Install snow guards according to manufacturer's written instructions. 

B. Attachment for Copper and other Metal Roofing: 

1. Flat-Mounted, Snow Guard Pads: Soldered or fastened. 

END OF SECTION 077253 
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SECTION 079200 - JOINT SEALANTS 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Silicone joint sealants. 
2. Nonstaining silicone joint sealants. 
3. Mildew-resistant joint sealants. 

1.3 PREINSTALLATION MEETINGS 

A. Preinstallation Conference: Conduct conference at Project site. 

1.4 ACTION SUBMITTALS 

A. Product Data: For each joint-sealant product. 

B. Samples for Initial Selection: Manufacturer's color charts consisting of strips of cured sealants 
showing the full range of colors available for each product exposed to view. 

C. Samples for Verification: For each kind and color of joint sealant required, provide Samples 
with joint sealants in 1/2-inch- (13-mm-) wide joints formed between two 6-inch- (150-mm-) 
long strips of material matching the appearance of exposed surfaces adjacent to joint sealants. 

D. Joint-Sealant Schedule: Include the following information: 

1. Joint-sealant application, joint location, and designation. 
2. Joint-sealant manufacturer and product name. 
3. Joint-sealant formulation. 
4. Joint-sealant color. 

1.5 INFORMATIONAL SUBMITTALS 

A. Qualification Data: For qualified testing agency. 

B. Product Test Reports: For each kind of joint sealant, for tests performed by a qualified testing 
agency. 
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C. Preconstruction Laboratory Test Schedule: Include the following information for each joint 
sealant and substrate material to be tested: 

1. Joint-sealant location and designation. 
2. Manufacturer and product name. 
3. Type of substrate material. 

D. Preconstruction Laboratory Test Reports: From sealant manufacturer, indicating the following: 

1. Materials forming joint substrates and joint-sealant backings have been tested for 
compatibility and adhesion with joint sealants. 

2. Interpretation of test results and written recommendations for primers and substrate 
preparation are needed for adhesion. 

E. Sample Warranties: For special warranties. 

1.6 QUALITY ASSURANCE 

A. Installer Qualifications: An experienced installer who is approved by manufacturer. 

B. Product Testing: Test joint sealants using a qualified testing agency. 

1. Testing Agency Qualifications: Qualified according to ASTM C 1021 to conduct the 
testing indicated. 

C. Mockups: Install sealant in mockups of assemblies specified in other Sections that are indicated 
to receive joint sealants specified in this Section. Use materials and installation methods 
specified in this Section. 

1.7 PRECONSTRUCTION TESTING 

A. Preconstruction Field-Adhesion Testing: Before installing sealants, field test their adhesion to 
Project joint substrates as follows: 

1. Locate test joints where indicated on Project or, if not indicated, as directed by COR. 
2. Conduct field tests for each kind of sealant and joint substrate. 
3. Notify COR seven days in advance of dates and times when test joints will be erected, 

performed. 

a. Test Method: Test joint sealants according to Method A, Field-Applied Sealant 
Joint Hand Pull Tab, in Appendix X1.1 in ASTM C 1193 or Method A, Tail 
Procedure, in ASTM C 1521. 

1) For joints with dissimilar substrates, verify adhesion to each substrate 
separately; extend cut along one side, verifying adhesion to opposite side. 
Repeat procedure for opposite side. 

4. Report whether sealant failed to adhere to joint substrates or tore cohesively. Include data 
on pull distance used to test each kind of product and joint substrate. For sealants that fail 
adhesively, retest until satisfactory adhesion is obtained. 
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5. Evaluation of Preconstruction Field-Adhesion-Test Results: Sealants not evidencing 
adhesive failure from testing, in absence of other indications of noncompliance with 
requirements, will be considered satisfactory. Do not use sealants that fail to adhere to 
joint substrates during testing. 

1.8 FIELD CONDITIONS 

A. Do not proceed with installation of joint sealants under the following conditions: 

1. When ambient and substrate temperature conditions are outside limits permitted by joint-
sealant manufacturer or are below 40 deg F (5 deg C). 

2. When joint substrates are wet. 
3. Where joint widths are less than those allowed by joint-sealant manufacturer for 

applications indicated. 
4. Where contaminants capable of interfering with adhesion have not yet been removed 

from joint substrates. 

1.9 WARRANTY 

A. Special Installer's Warranty: Installer agrees to repair or replace joint sealants that do not 
comply with performance and other requirements specified in this Section within specified 
warranty period. 

1. Warranty Period: Two years from date of Substantial Completion. 

B. Special warranties specified in this article exclude deterioration or failure of joint sealants from 
the following: 

1. Movement of the structure caused by stresses on the sealant exceeding sealant 
manufacturer's written specifications for sealant elongation and compression. 

2. Disintegration of joint substrates from causes exceeding design specifications. 
3. Mechanical damage caused by individuals, tools, or other outside agents. 
4. Changes in sealant appearance caused by accumulation of dirt or other atmospheric 

contaminants. 

PART 2 - PRODUCTS 

2.1 JOINT SEALANTS, GENERAL 

A. Compatibility: Provide joint sealants, backings, and other related materials that are compatible 
with one another and with joint substrates under conditions of service and application, as 
demonstrated by joint-sealant manufacturer, based on testing and field experience. 

B. Colors of Exposed Joint Sealants: As selected by COR from manufacturer's full range of 
colors. 
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2.2 NONSTAINING SILICONE JOINT SEALANTS 

A. Nonstaining Joint Sealants: No staining of substrates when tested according to ASTM C 1248. 

B. Silicone, Nonstaining, S, NS, 100/50, NT: Nonstaining, single-component, nonsag, plus 100 
percent and minus 50 percent movement capability, nontraffic-use, neutral-curing silicone joint 
sealant; ASTM C 920, Type S, Grade NS, Class 100/50, Use NT. 

C. Silicone, Nonstaining, S, NS, 50, NT: Nonstaining, single-component, nonsag, plus 50 percent 
and minus 50 percent movement capability, nontraffic-use, neutral-curing silicone joint sealant; 
ASTM C 920, Type S, Grade NS, Class 50, Use NT. 

D. Silicone, Nonstaining, S, NS, 100/50, T, NT: Nonstaining, single-component, nonsag, plus 100 
percent and minus 50 percent movement capability, traffic- and nontraffic-use, neutral-curing 
silicone joint sealant; ASTM C 920, Type S, Grade NS, Class 100/50, Uses T and NT. 

E. Silicone, Nonstaining, M, NS, 50, NT: Nonstaining, multicomponent, nonsag, plus 50 percent 
and minus 50 percent movement capability, nontraffic-use, neutral-curing silicone joint sealant; 
ASTM C 920, Type M, Grade NS, Class 50, Use NT. 

2.3 MILDEW-RESISTANT JOINT SEALANTS 

A. Mildew-Resistant Joint Sealants: Formulated for prolonged exposure to humidity with fungicide 
to prevent mold and mildew growth. 

B. Silicone, Mildew Resistant, Acid Curing, S, NS, 25, NT: Mildew-resistant, single-component, 
nonsag, plus 25 percent and minus 25 percent movement capability, nontraffic-use, acid-curing 
silicone joint sealant; ASTM C 920, Type S, Grade NS, Class 25, Use NT. 

2.4 JOINT-SEALANT BACKING 

A. Sealant Backing Material, General: Nonstaining; compatible with joint substrates, sealants, 
primers, and other joint fillers; and approved for applications indicated by sealant manufacturer 
based on field experience and laboratory testing. 

B. Cylindrical Sealant Backings: ASTM C 1330, Type C (closed-cell material with a surface 
skin) or any of the preceding types, as approved in writing by joint-sealant manufacturer 
for joint application indicated, and of size and density to control sealant depth and otherwise 
contribute to producing optimum sealant performance. 

2.5 MISCELLANEOUS MATERIALS 

A. Primer: Material recommended by joint-sealant manufacturer where required for adhesion of 
sealant to joint substrates indicated, as determined from preconstruction joint-sealant-substrate 
tests and field tests. 

B. Cleaners for Nonporous Surfaces: Chemical cleaners acceptable to manufacturers of sealants 
and sealant backing materials, free of oily residues or other substances capable of staining or 
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harming joint substrates and adjacent nonporous surfaces in any way, and formulated to 
promote optimum adhesion of sealants to joint substrates. 

C. Masking Tape: Nonstaining, nonabsorbent material compatible with joint sealants and surfaces 
adjacent to joints. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine joints indicated to receive joint sealants, with Installer present, for compliance with 
requirements for joint configuration, installation tolerances, and other conditions affecting 
performance of the Work. 

B. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.2 PREPARATION 

A. Surface Cleaning of Joints: Clean out joints immediately before installing joint sealants to 
comply with joint-sealant manufacturer's written instructions and the following requirements: 

1. Remove all foreign material from joint substrates that could interfere with adhesion of 
joint sealant, including dust, paints (except for permanent, protective coatings tested and 
approved for sealant adhesion and compatibility by sealant manufacturer), old joint 
sealants, oil, grease, waterproofing, water repellents, water, surface dirt, and frost. 

2. Clean porous joint substrate surfaces by brushing, grinding, mechanical abrading, or a 
combination of these methods to produce a clean, sound substrate capable of developing 
optimum bond with joint sealants. Remove loose particles remaining after cleaning 
operations above by vacuuming or blowing out joints with oil-free compressed air. 
Porous joint substrates include the following: 

a. Concrete. 
b. Masonry. 

3. Remove laitance and form-release agents from concrete. 
4. Clean nonporous joint substrate surfaces with chemical cleaners or other means that do 

not stain, harm substrates, or leave residues capable of interfering with adhesion of joint 
sealants. Nonporous joint substrates include the following: 

a. Metal. 
b. Glass. 

B. Joint Priming: Prime joint substrates where recommended by joint-sealant manufacturer or as 
indicated by preconstruction joint-sealant-substrate tests or prior experience. Apply primer to 
comply with joint-sealant manufacturer's written instructions. Confine primers to areas of joint-
sealant bond; do not allow spillage or migration onto adjoining surfaces. 

C. Masking Tape: Use masking tape where required to prevent contact of sealant or primer with 
adjoining surfaces that otherwise would be permanently stained or damaged by such contact or 
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by cleaning methods required to remove sealant smears. Remove tape immediately after tooling 
without disturbing joint seal. 

3.3 INSTALLATION OF JOINT SEALANTS 

A. General: Comply with joint-sealant manufacturer's written installation instructions for products 
and applications indicated, unless more stringent requirements apply. 

B. Sealant Installation Standard: Comply with recommendations in ASTM C 1193 for use of joint 
sealants as applicable to materials, applications, and conditions indicated. 

C. Install sealant backings of kind indicated to support sealants during application and at position 
required to produce cross-sectional shapes and depths of installed sealants relative to joint 
widths that allow optimum sealant movement capability. 

1. Do not leave gaps between ends of sealant backings. 
2. Do not stretch, twist, puncture, or tear sealant backings. 
3. Remove absorbent sealant backings that have become wet before sealant application, and 

replace them with dry materials. 

D. Install bond-breaker tape behind sealants where sealant backings are not used between sealants 
and backs of joints. 

E. Install sealants using proven techniques that comply with the following and at the same time 
backings are installed: 

1. Place sealants so they directly contact and fully wet joint substrates. 
2. Completely fill recesses in each joint configuration. 
3. Produce uniform, cross-sectional shapes and depths relative to joint widths that allow 

optimum sealant movement capability. 

F. Tooling of Nonsag Sealants: Immediately after sealant application and before skinning or curing 
begins, tool sealants according to requirements specified in subparagraphs below to form 
smooth, uniform beads of configuration indicated; to eliminate air pockets; and to ensure 
contact and adhesion of sealant with sides of joint. 

1. Remove excess sealant from surfaces adjacent to joints. 
2. Use tooling agents that are approved in writing by sealant manufacturer and that do not 

discolor sealants or adjacent surfaces. 
3. Provide concave joint profile per Figure 8A in ASTM C 1193 unless otherwise indicated. 
4. Provide flush joint profile at locations indicated on Drawings according to Figure 8B in 

ASTM C 1193. 
5. Provide recessed joint configuration of recess depth and at locations indicated on 

Drawings according to Figure 8C in ASTM C 1193. 

a. Use masking tape to protect surfaces adjacent to recessed tooled joints. 
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3.4 FIELD QUALITY CONTROL 

A. Field-Adhesion Testing: Field test joint-sealant adhesion to joint substrates as follows: 

1. Extent of Testing: Test completed and cured sealant joints as follows: 

a. Perform 10 tests for the first 1000 feet (300 m) of joint length for each kind of 
sealant and joint substrate. 

b. Perform one test for each 1000 feet (300 m) of joint length thereafter or one test 
per each floor per elevation. 

2. Test Method: Test joint sealants according to Method A, Field-Applied Sealant Joint 
Hand Pull Tab, in Appendix X1 in ASTM C 1193 or Method A, Tail Procedure, in 
ASTM C 1521. 

a. For joints with dissimilar substrates, verify adhesion to each substrate separately; 
extend cut along one side, verifying adhesion to opposite side. Repeat procedure 
for opposite side. 

3. Inspect tested joints and report on the following: 

a. Whether sealants filled joint cavities and are free of voids. 
b. Whether sealant dimensions and configurations comply with specified 

requirements. 
c. Whether sealants in joints connected to pulled-out portion failed to adhere to joint 

substrates or tore cohesively. Include data on pull distance used to test each kind of 
product and joint substrate. Compare these results to determine if adhesion 
complies with sealant manufacturer's field-adhesion hand-pull test criteria. 

4. Record test results in a field-adhesion-test log. Include dates when sealants were 
installed, names of persons who installed sealants, test dates, test locations, whether joints 
were primed, adhesion results and percent elongations, sealant material, sealant 
configuration, and sealant dimensions. 

5. Repair sealants pulled from test area by applying new sealants following same procedures 
used originally to seal joints. Ensure that original sealant surfaces are clean and that new 
sealant contacts original sealant. 

B. Evaluation of Field-Adhesion-Test Results: Sealants not evidencing adhesive failure from 
testing or noncompliance with other indicated requirements will be considered satisfactory. 
Remove sealants that fail to adhere to joint substrates during testing or to comply with other 
requirements. Retest failed applications until test results prove sealants comply with indicated 
requirements. 

3.5 CLEANING 

A. Clean off excess sealant or sealant smears adjacent to joints as the Work progresses by methods 
and with cleaning materials approved in writing by manufacturers of joint sealants and of 
products in which joints occur. 
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3.6 PROTECTION 

A. Protect joint sealants during and after curing period from contact with contaminating substances 
and from damage resulting from construction operations or other causes so sealants are without 
deterioration or damage at time of Substantial Completion. If, despite such protection, damage 
or deterioration occurs, cut out, remove, and repair damaged or deteriorated joint sealants 
immediately so installations with repaired areas are indistinguishable from original work. 

3.7 JOINT-SEALANT SCHEDULE 

A. Joint-Sealant Application: Exterior joints in horizontal traffic surfaces. 

1. Joint Locations: 
a. Isolation and contraction joints in cast-in-place concrete slabs. 
b. Tile control and expansion joints. 
c. Joints between different materials listed above. 
d. Other joints as indicated on Drawings. 

2. Joint Sealant: Urethane, M, P, 50, T, NT. 
3. Joint-Sealant Color: As selected by COR from manufacturer's full range of colors. 

B. Joint-Sealant Application: Exterior joints in horizontal traffic surfaces subject to water 
immersion. 

1. Joint Locations: 

a. Joints in pedestrian plazas. 
b. Joints in swimming pool decks. 
c. Other joints as indicated on Drawings. 

2. Joint Sealant: Urethane, immersible, S, P, 25, T, NT, I. 
3. Joint-Sealant Color: As selected by COR from manufacturer's full range of colors. 

C. Joint-Sealant Application: Exterior joints in vertical surfaces and horizontal nontraffic surfaces. 

1. Joint Locations: 

a. Construction joints in cast-in-place concrete. 
b. Control and expansion joints in unit masonry. 
c. Joints between metal panels. 
d. Joints between different materials listed above. 
e. Perimeter joints between materials listed above and frames of doors, windows 

and louvers. 
f. Other joints as indicated on Drawings. 

2. Joint Sealant: Silicone, nonstaining, S, NS, 50, NT. 
3. Joint-Sealant Color: As selected by COR from manufacturer's full range of colors. 

D. Joint-Sealant Application: Interior joints in horizontal traffic surfaces. 

1. Joint Locations: 
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a. Isolation joints in cast-in-place concrete slabs. 
b. Control and expansion joints in brick flooring. 
c. Control and expansion joints in tile flooring. 
d. Other joints as indicated on Drawings. 

2. Joint Sealant: Urethane, S, P, 25, T, NT. 
3. Joint-Sealant Color: As selected by COR from manufacturer's full range of colors. 

E. Joint-Sealant Application: Interior joints in vertical surfaces and horizontal nontraffic surfaces. 

1. Joint Locations: 

a. Control and expansion joints on exposed interior surfaces of exterior walls. 
b. Tile control and expansion joints. 
c. Vertical joints on exposed surfaces of unit masonry, concrete walls and 

partitions. 
d. Other joints as indicated on Drawings. 

F. Joint-Sealant Application: Interior joints in vertical surfaces and horizontal nontraffic surfaces 
not subject to significant movement. 

1. Joint Locations: 

a. Control joints on exposed interior surfaces of exterior walls. 
b. Perimeter joints between interior wall surfaces and frames of interior doors 

windows. 
c. Other joints as indicated on Drawings. 

G. Joint-Sealant Application: Mildew-resistant interior joints in vertical surfaces and horizontal 
nontraffic surfaces. 

1. Joint Locations: 

a. Joints between plumbing fixtures and adjoining walls, floors, and counters. 
b. Tile control and expansion joints where indicated. 
c. Other joints as indicated on Drawings. 

2. Joint Sealant: Silicone, mildew resistant, acid curing, S, NS, 25, NT. 
3. Joint-Sealant Color: As indicated by manufacturer's designations Match Architect's 

sample As selected by COR from manufacturer's full range of colors. 

H. Joint-Sealant Application: Concealed mastics. 

1. Joint Locations: 

a. Aluminum thresholds. 
b. Sill plates. 
c. Other joints as indicated on Drawings. 

2. Joint Sealant: Butyl-rubber based. 
3. Joint-Sealant Color: As selected by COR from manufacturer's full range of colors. 
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END OF SECTION 079200 
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SECTION 085313 - VINYL WINDOWS 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions apply to this Section. 

1.2 SUMMARY 

A. Section includes vinyl-framed windows. 

1.3 PREINSTALLATION MEETINGS 

A. Preinstallation Conference: Conduct conference at Project site. 

1. Review and finalize construction schedule and verify availability of materials, Installer's 
personnel, equipment, and facilities needed to make progress and avoid delays. 

2. Review, discuss, and coordinate the interrelationship of vinyl windows with other 
exterior wall components. Include provisions for anchoring, flashing, weeping, sealing 
perimeters, and protecting finishes. 

3. Review and discuss the sequence of work required to construct a watertight and 
weathertight exterior building envelope. 

4. Inspect and discuss the condition of substrate and other preparatory work performed by 
other trades. 

1.4 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

1. Include construction details, material descriptions, glazing and fabrication methods, 
dimensions of individual components and profiles, hardware, and finishes for vinyl 
windows. 

B. Shop Drawings: For vinyl windows. 

1. Include plans, elevations, sections, hardware, accessories, insect screens, operational 
clearances, and details of installation, including anchor, flashing, and sealant installation. 

C. Samples: For each exposed product and for each color specified, 2 by 4 inches (50 by 100 mm) 
in size. 

D. Samples for Initial Selection: For units with factory-applied finishes. 

1. Include Samples of hardware and accessories involving color selection. 
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E. Samples for Verification: For vinyl windows and components required, prepared on Samples of 
size indicated below: 

1. Exposed Finishes: 2 by 4 inches (50 by 100 mm). 
2. Exposed Hardware: Full-size units. 

F. Product Schedule: For vinyl windows. Use same designations indicated on Drawings. 

1.5 INFORMATIONAL SUBMITTALS 

A. Qualification Data: For manufacturer and Installer. 

B. Product Test Reports: For each type of vinyl window, for tests performed by a qualified testing 
agency. 

C. Field quality-control reports. 

D. Sample Warranties: For manufacturer's warranties. 

1.6 QUALITY ASSURANCE 

A. Manufacturer Qualifications: A manufacturer capable of fabricating vinyl windows that meet or 
exceed performance requirements indicated and of documenting this performance by test 
reports and calculations. 

B. Installer Qualifications: An installer acceptable to vinyl window manufacturer for installation of 
units required for this Project. 

C. Mockups: Build mockups to verify selections made under Sample submittals, to demonstrate 
aesthetic effects, and to set quality standards for materials and execution. 

1. Build mockup of typical wall area as shown on Drawings. 
2. Approval of mockups does not constitute approval of deviations from the Contract 

Documents contained in mockups unless Architect specifically approves such deviations 
in writing. 

3. Subject to compliance with requirements, approved mockups may become part of the 
completed Work if undisturbed at time of Substantial Completion. 

1.7 WARRANTY 

A. Manufacturer's Warranty: Manufacturer agrees to repair or replace vinyl windows that fail in 
materials or workmanship within specified warranty period. 

1. Failures include, but are not limited to, the following: 

a. Failure to meet performance requirements. 
b. Structural failures including excessive deflection, water leakage, and air 

infiltration. 
c. Faulty operation of movable sash and hardware. 
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d. Deterioration of materials and finishes beyond normal weathering. 
e. Failure of insulating glass. 

2. Warranty Period: 

a. Window: 10 years from date of Substantial Completion. 
b. Glazing Units: 20 years from date of Substantial Completion. 

PART 2 - PRODUCTS 

2.1 MANUFACTURERS 

A. Source Limitations: Obtain vinyl windows from single source from single manufacturer. 

2.2 WINDOW PERFORMANCE REQUIREMENTS 

A. Product Standard: Comply with AAMA/WDMA/CSA 101/I.S.2/A440 for definitions and 
minimum standards of performance, materials, components, accessories, and fabrication unless 
more stringent requirements are indicated. 

1. Window Certification: WDMA certified with label attached to each window. 

B. Performance Class and Grade: AAMA/WDMA/CSA 101/I.S.2/A440 as follows: 

1. Minimum Performance Class: LC. 
2. Minimum Performance Grade: 40. 

C. Thermal Transmittance: NFRC 100 maximum whole-window U-factor of 0.60 Btu/sq. ft. x h x 
deg F (3.43 W/sq. m x K). 

D. Solar Heat-Gain Coefficient (SHGC): NFRC 200 maximum whole-window SHGC of 0.27. 

E. Sound Transmission Class (STC): Rated for not less than 26 STC when tested for laboratory 
sound transmission loss according to ASTM E 90 and determined by ASTM E 413. 

F. Outside-Inside Transmission Class (OITC): Rated for not less than 22 OITC when tested for 
laboratory sound transmission loss according to ASTM E 90 and determined by ASTM E 1332. 

G. Windborne-Debris-Impact Resistance: Capable of resisting impact from windborne debris based 
on testing glazed windows identical to those specified, according to ASTM E 1886 and testing 
information in ASTM E 1996 and requirements of authorities having jurisdiction. 

2.3 VINYL WINDOWS 

A. Operating Types: Provide the following operating types in locations indicated on Drawings: 

1. Casement: Project out. 
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B. Frames and Sashes: Impact-resistant, UV-stabilized PVC complying with 
AAMA/WDMA/CSA 101/I.S.2/A440. 

1. Finish: Integral color, match existing fascia. 
2. Gypsum Board Returns: Provide at interior face of frame. 

C. Glass: Clear annealed glass, ASTM C 1036, Type 1, Class 1, q3. 

1. Kind: Fully tempered . 

D. Glazing System: Manufacturer's standard factory-glazing system that produces 
weathertight seal. 

1. Dual Glazing System: 

a. Interior Lite: Glass. 
b. Exterior Lite: Glass. 

E. Hardware, General: Provide manufacturer's standard hardware fabricated from aluminum, 
stainless steel, carbon steel complying with AAMA 907, or other corrosion-resistant material 
compatible with adjacent materials; designed to smoothly operate, tightly close, and securely 
lock windows, and sized to accommodate sash weight and dimensions. 

1. Exposed Hardware Color and Finish: As selected by Architect from manufacturer's 
full range. 

F. Projected Window Hardware: 

1. Gear-Type Rotary Operators: Complying with AAMA 901 when tested according to 
ASTM E 405, Method A. Provide operators that function without requiring the removal 
of interior screens or using screen wickets. 

a. Type and Style: As selected by Architect from manufacturer's full range of 
types and styles. 

2. Hinges: Manufacturer's standard type for sash weight and size indicated. 
3. Single-Handle Locking System: Operates positive-acting arms that pull sash into locked 

position. Provide one arm on sashes up to 29 inches (735 mm) tall and two arms on taller 
sashes. 

4. Pole Operators: Tubular-shaped anodized aluminum; with rubber-capped lower end and 
standard push-pull hook at top to match hardware design; of sufficient length to operate 
window without reaching more than 60 inches (1500 mm) above floor; one pole operator 
and pole hanger per room that has operable windows more than 72 inches (1800 mm) 
above floor. 

G. Weather Stripping: Provide full-perimeter weather stripping for each operable sash unless 
otherwise indicated. 

H. Fasteners: Noncorrosive and compatible with window members, trim, hardware, anchors, and 
other components. 
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1. Exposed Fasteners: Do not use exposed fasteners to greatest extent possible. For 
application of hardware, use fasteners that match finish hardware being fastened. 

2.4 FABRICATION 

A. Fabricate vinyl windows in sizes indicated. Include a complete system for installing and 
anchoring windows. 

B. Glaze vinyl windows in the factory. 

C. Weather strip each operable sash to provide weathertight installation. 

D. Mullions: Provide mullions and cover plates, compatible with window units, complete with 
anchors for support to structure and installation of window units. Allow for erection tolerances 
and provide for movement of window units due to thermal expansion and building deflections. 
Provide mullions and cover plates capable of withstanding design wind loads of window units. 
Provide manufacturer's standard finish to match window units. 

E. Hardware: Mount hardware through double walls of vinyl extrusions or provide corrosion-
resistant reinforcement. 

F.  Window Assemblies: Provide operating units in configuration indicated. Provide window 
frames, sashes, hardware, and other trim and components necessary for a complete, secure, and 
weathertight installation, including the following: 

1. Angled mullion posts with interior and exterior trim. 
2. Angled interior and exterior extension and trim. 
3. Clear pine head and seat boards. 
4. Top and bottom plywood platforms. 
5. Exterior head and sill casings and trim. 
6. Support brackets. 

G. Complete fabrication, assembly, finishing, hardware application, and other work in the factory 
to greatest extent possible. Disassemble components only as necessary for shipment and 
installation. Allow for scribing, trimming, and fitting at Project site. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine openings, substrates, structural support, anchorage, and conditions, with Installer 
present, for compliance with requirements for installation tolerances and other conditions 
affecting performance of the Work. 

B. Verify rough opening dimensions, levelness of sill plate, and operational clearances. 

C. Examine wall flashings, vapor retarders, water and weather barriers, and other built-in 
components to ensure weathertight window installation. 
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D. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.2 INSTALLATION 

A. Comply with manufacturer's written instructions for installing windows, hardware, accessories, 
and other components. For installation procedures and requirements not addressed in 
manufacturer's written instructions, comply with installation requirements in ASTM E 2112. 

B. Install windows level, plumb, square, true to line, without distortion, anchored securely in place 
to structural support, and in proper relation to wall flashing and other adjacent construction to 
produce weathertight construction. 

3.3 FIELD QUALITY CONTROL 

A. Testing Agency: Engage a qualified testing agency to perform tests and inspections. 

1. Testing and inspecting agency will interpret tests and state in each report whether tested 
work complies with or deviates from requirements. 

B. Testing Services: Testing and inspecting of installed windows shall take place as follows: 

1. Testing Methodology: Testing of windows for air infiltration and water resistance shall 
be performed according to AAMA 502. 

2. Air-Infiltration Testing: 

a. Test Pressure: That required to determine compliance with 
AAMA/WDMA/CSA 101/I.S.2/A440 performance class indicated. 

b. Allowable Air-Leakage Rate: 1.5 times the applicable 
AAMA/WDMA/CSA 101/I.S.2/A440 rate for product type and performance class 
rounded down to one decimal place. 

3. Water-Resistance Testing: 

a. Test Pressure: Two-thirds times test pressure required to determine compliance 
with AAMA/WDMA/CSA 101/I.S.2/A440 performance grade indicated. 

b. Allowable Water Infiltration: No water penetration. 

4. Testing Extent: Five windows of each type as selected by Architect and a qualified 
independent testing and inspecting agency. Windows shall be tested after perimeter 
sealants have cured. 

5. Test Reports: Prepared according to AAMA 502. 

C. Windows will be considered defective if they do not pass tests and inspections. 

D. Prepare test and inspection reports. 
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3.4 ADJUSTING, CLEANING, AND PROTECTION 

A. Adjust operating sashes and hardware for a tight fit at contact points and weather stripping for 
smooth operation and weathertight closure. 

B. Clean exposed surfaces immediately after installing windows. Remove excess sealants, glazing 
materials, dirt, and other substances. 

1. Keep protective films and coverings in place until final cleaning. 

C. Remove and replace sashes if glass has been broken, chipped, cracked, abraded, or damaged 
during construction period. 

D. Protect window surfaces from contact with contaminating substances resulting from 
construction operations. If contaminating substances do contact window surfaces, remove 
contaminants immediately according to manufacturer's written instructions. 

END OF SECTION 085313 
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SECTION 088000 - GLAZING 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions apply to this Section. 

1.2 SUMMARY 

A. Section includes: 

1. Glass for windows,  . 
2. Glazing sealants and accessories. 

1.3 DEFINITIONS 

A. Glass Manufacturers: Firms that produce primary glass, fabricated glass, or both, as defined in 
referenced glazing publications. 

B. Glass Thicknesses: Indicated by thickness designations in millimeters according to 
ASTM C 1036. 

C. IBC: International Building Code. 

D. Interspace: Space between lites of an insulating-glass unit. 

1.4 COORDINATION 

A. Coordinate glazing channel dimensions to provide necessary bite on glass, minimum edge and 
face clearances, and adequate sealant thicknesses, with reasonable tolerances. 

1.5 PREINSTALLATION MEETINGS 

A. Preinstallation Conference: Conduct conference at Project site. 

1. Review and finalize construction schedule and verify availability of materials, Installer's 
personnel, equipment, and facilities needed to make progress and avoid delays. 

2. Review temporary protection requirements for glazing during and after installation. 

1.6 ACTION SUBMITTALS 

A. Product Data: For each type of product. 
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B. Glass Samples: For each type of glass product other than clear monolithic vision glass; 12 
inches (300 mm) square. 

1. Tinted glass. 
2. Coated glass. 
3. Laminated glass. 
4. Insulating glass. 

C. Glazing Accessory Samples: For sealants and colored spacers, in 12-inch (300-mm) 
lengths. Install sealant Samples between two strips of material representative in color of 
the adjoining framing system. 

D. Glazing Schedule: List glass types and thicknesses for each size opening and location. Use same 
designations indicated on Drawings. 

E. Delegated-Design Submittal: For glass indicated to comply with performance requirements and 
design criteria, including analysis data signed and sealed by the qualified professional engineer 
responsible for their preparation. 

1.7 INFORMATIONAL SUBMITTALS 

A. Qualification Data: For Installer ,manufacturers of insulating-glass units with sputter-
coated, low-E coatings ,glass testing agency and sealant testing agency. 

B. Product Certificates: For glass. 

C. Product Test Reports: For coated glass, insulating glass and glazing sealants, for tests 
performed by a qualified testing agency. 

1. For glazing sealants, provide test reports based on testing current sealant formulations 
within previous 36-month period. 

D. Preconstruction adhesion and compatibility test report. 

E. Sample Warranties: For special warranties. 

1.8 QUALITY ASSURANCE 

A. Manufacturer Qualifications for Insulating-Glass Units with Sputter-Coated, Low-E Coatings: 
A qualified insulating-glass manufacturer who is approved and certified by coated-glass 
manufacturer. 

B. Installer Qualifications: A qualified installer who employs glass installers for this Project who 
are certified under the National Glass Association's Certified Glass Installer Program. 

C. Glass Testing Agency Qualifications: A qualified independent testing agency accredited 
according to the NFRC CAP 1 Certification Agency Program. 

D. Sealant Testing Agency Qualifications: An independent testing agency qualified according to 
ASTM C 1021 to conduct the testing indicated. 
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1.9 PRECONSTRUCTION TESTING 

A. Preconstruction Adhesion and Compatibility Testing: Test each glass product, tape sealant, 
gasket, glazing accessory, and glass-framing member for adhesion to and compatibility with 
elastomeric glazing sealants. 

1. Testing is not required if data are submitted based on previous testing of current sealant 
products and glazing materials matching those submitted. 

2. Use ASTM C 1087 to determine whether priming and other specific joint-preparation 
techniques are required to obtain rapid, optimum adhesion of glazing sealants to glass, 
tape sealants, gaskets, and glazing channel substrates. 

3. Test no fewer than eight Samples of each type of material, including joint substrates, 
shims, sealant backings, secondary seals, and miscellaneous materials. 

4. Schedule enough time for testing and analyzing results to prevent delaying the Work. 
5. For materials failing tests, submit sealant manufacturer's written instructions for 

corrective measures including the use of specially formulated primers. 

1.10 DELIVERY, STORAGE, AND HANDLING 

A. Protect glazing materials according to manufacturer's written instructions. Prevent damage to 
glass and glazing materials from condensation, temperature changes, direct exposure to sun, or 
other causes. 

B. Comply with insulating-glass manufacturer's written instructions for venting and sealing units to 
avoid hermetic seal ruptures due to altitude change. 

1.11 FIELD CONDITIONS 

A. Environmental Limitations: Do not proceed with glazing when ambient and substrate 
temperature conditions are outside limits permitted by glazing material manufacturers and when 
glazing channel substrates are wet from rain, frost, condensation, or other causes. 

1. Do not install glazing sealants when ambient and substrate temperature conditions are 
outside limits permitted by sealant manufacturer or are below 40 deg F (4.4 deg C). 

1.12 WARRANTY 

A. Manufacturer's Special Warranty for Coated-Glass Products: Manufacturer agrees to replace 
coated-glass units that deteriorate within specified warranty period. Deterioration of coated 
glass is defined as defects developed from normal use that are not attributed to glass breakage or 
to maintaining and cleaning coated glass contrary to manufacturer's written instructions. Defects 
include peeling, cracking, and other indications of deterioration in coating. 

1. Warranty Period: 10 years from date of Substantial Completion. 

B. Manufacturer's Special Warranty for Laminated Glass: Manufacturer agrees to replace 
laminated-glass units that deteriorate within specified warranty period. Deterioration of 
laminated glass is defined as defects developed from normal use that are not attributed to glass 
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breakage or to maintaining and cleaning laminated glass contrary to manufacturer's written 
instructions. Defects include edge separation, delamination materially obstructing vision 
through glass, and blemishes exceeding those allowed by referenced laminated-glass standard. 

1. Warranty Period: 10 years from date of Substantial Completion. 

C. Manufacturer's Special Warranty for Insulating Glass: Manufacturer agrees to replace 
insulating-glass units that deteriorate within specified warranty period. Deterioration of 
insulating glass is defined as failure of hermetic seal under normal use that is not attributed to 
glass breakage or to maintaining and cleaning insulating glass contrary to manufacturer's written 
instructions. Evidence of failure is the obstruction of vision by dust, moisture, or film on interior 
surfaces of glass. 

1. Warranty Period: 10 years from date of Substantial Completion. 

PART 2 - PRODUCTS 

2.1 MANUFACTURERS 

A. Source Limitations for Glass: Obtain from single source from single manufacturer for each 
glass type. 

1. Obtain tinted glass from single source from single manufacturer. 
2. Obtain reflective-coated glass from single source from single manufacturer. 

B. Source Limitations for Glazing Accessories: Obtain from single source from single 
manufacturer for each product and installation method. 

2.2 PERFORMANCE REQUIREMENTS 

A. General: Installed glazing systems shall withstand normal thermal movement and wind and 
impact loads (where applicable) without failure, including loss or glass breakage attributable to 
the following: defective manufacture, fabrication, or installation; failure of sealants or gaskets to 
remain watertight and airtight; deterioration of glazing materials; or other defects in 
construction. 

B. Delegated Design: Engage a qualified professional engineer, as defined in the Solicitation to 
design glazing. 

C. Structural Performance: Glazing shall withstand the following design loads within limits and 
under conditions indicated determined according to the IBC and ASTM E 1300. 
1. Design Wind Pressures: Determine design wind pressures applicable to Project according 

to ASCE/SEI 7, based on heights above grade indicated on Drawings. 
a. Basic Wind Speed: 110 mph (49 m/s). 
b. Importance Factor: 1.0. 
c. Exposure Category: B. 
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2. Maximum Lateral Deflection: For glass supported on all four edges, limit center-of-glass 
deflection at design wind pressure to not more than 1/50 times the short-side length or 1 
inch (25 mm), whichever is less. 

3. Differential Shading: Design glass to resist thermal stresses induced by differential 
shading within individual glass lites. 

D. Windborne-Debris-Impact Resistance: Exterior glazing shall comply with basic-protection 
testing requirements in ASTM E 1996 for Wind Zone 2 when tested according to 
ASTM E 1886. Test specimens shall be no smaller in width and length than glazing indicated 
for use on Project and shall be installed in same manner as glazing indicated for use on Project. 

1. Large-Missile Test: For glazing located within 30 feet (9.1 m) of grade. 
2. Small-Missile Test: For glazing located more than 30 feet (9.1 m) above grade. 

E. Safety Glazing: Where safety glazing is indicated, provide glazing that complies with 
16 CFR 1201, Category II. 

F. Thermal and Optical Performance Properties: Provide glass with performance properties 
specified, as indicated in manufacturer's published test data, based on procedures indicated 
below: 

1. For monolithic-glass lites, properties are based on units with lites 6 mm thick. 
2. For laminated-glass lites, properties are based on products of construction indicated. 
3. For insulating-glass units, properties are based on units of thickness indicated for overall 

unit and for each lite. 
4. U-Factors: Center-of-glazing values, according to NFRC 100 and based on LBL's 

WINDOW 5.2 computer program, expressed as Btu/sq. ft. x h x deg F (W/sq. m x K). 
5. Solar Heat-Gain Coefficient and Visible Transmittance: Center-of-glazing values, 

according to NFRC 200 and based on LBL's WINDOW 5.2 computer program. 
6. Visible Reflectance: Center-of-glazing values, according to NFRC 300. 

2.3 GLASS PRODUCTS, GENERAL 

A. Glazing Publications: Comply with published recommendations of glass product manufacturers 
and organizations below unless more stringent requirements are indicated. See these 
publications for glazing terms not otherwise defined in this Section or in referenced standards. 

1. GANA Publications: "Laminated Glazing Reference Manual" and "Glazing Manual." 
2. AAMA Publications: AAMA GDSG-1, "Glass Design for Sloped Glazing," and 

AAMA TIR A7, "Sloped Glazing Guidelines." 
3. IGMA Publication for Sloped Glazing: IGMA TB-3001, "Guidelines for Sloped 

Glazing." 
4. IGMA Publication for Insulating Glass: SIGMA TM-3000, "North American Glazing 

Guidelines for Sealed Insulating Glass Units for Commercial and Residential Use." 

B. Safety Glazing Labeling: Where safety glazing is indicated, permanently mark glazing with 
certification label of the SGCC or another certification agency acceptable to authorities 
having jurisdiction or manufacturer. Label shall indicate manufacturer's name, type of glass, 
thickness, and safety glazing standard with which glass complies. 
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C. Insulating-Glass Certification Program: Permanently marked either on spacers or on at least one 
component lite of units with appropriate certification label of IgCC. 

D. Thickness: Where glass thickness is indicated, it is a minimum. Provide glass that complies 
with performance requirements and is not less than the thickness indicated. 

1. Minimum Glass Thickness for Exterior Lites: 6 mm. 
2. Thickness of Tinted Glass: Provide same thickness for each tint color indicated 

throughout Project. 

2.4 GLASS PRODUCTS 

A. Clear Annealed Float Glass: ASTM C 1036, Type I, Class 1 (clear), Quality-Q3. 

B. Ultraclear Float Glass: ASTM C 1036, Type I, Class I (clear), Quality-Q3; and with visible light 
transmission of not less than 91 percent and solar heat gain coefficient of not less than 0.87. 

C. Fully Tempered Float Glass: ASTM C 1048, Kind FT (fully tempered), Condition A (uncoated) 
unless otherwise indicated, Type I, Class 1 (clear) or Class 2 (tinted) as indicated, Quality-Q3. 

1. Fabrication Process: By horizontal (roller-hearth) process with roll-wave distortion 
parallel to bottom edge of glass as installed unless otherwise indicated. 

D. Heat-Strengthened Float Glass: ASTM C 1048, Kind HS (heat strengthened), Type I, 
Condition A (uncoated) unless otherwise indicated, Type I, Class 1 (clear) or Class 2 (tinted) as 
indicated, Quality-Q3. 

1. Fabrication Process: By horizontal (roller-hearth) process with roll-wave distortion 
parallel to bottom edge of glass as installed unless otherwise indicated. 

2.5 LAMINATED GLASS 

A. Laminated Glass: ASTM C 1172. Use materials that have a proven record of no tendency to 
bubble, discolor, or lose physical and mechanical properties after fabrication and installation. 

1. Construction: Laminate glass with polyvinyl butyral interlayer, ionomeric polymer 
interlayer or cast-in-place and cured-transparent-resin interlayer to comply with 
interlayer manufacturer's written instructions. 

2. Interlayer Thickness: Provide thickness not less than that indicated and as needed to 
comply with requirements. 

3. Interlayer Color: Clear unless otherwise indicated. 

B. Windborne-Debris-Impact-Resistant Laminated Glass: Comply with requirements specified 
above for laminated glass except laminate glass with one of the following to comply with 
interlayer manufacturer's written instructions: 

1. Polyvinyl butyral interlayer. 
2. Polyvinyl butyral interlayers reinforced with polyethylene terephthalate film. 
3. Ionomeric polymer interlayer. 
4. Cast-in-place and cured-transparent-resin interlayer. 
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5. Cast-in-place and cured-transparent-resin interlayer reinforced with polyethylene 
terephthalate film. 

2.6 INSULATING GLASS 

A. Insulating-Glass Units: Factory-assembled units consisting of sealed lites of glass separated by a 
dehydrated interspace, qualified according to ASTM E 2190. 

1. Sealing System: Dual seal, with manufacturer's standard primary and secondary 
sealants. 

2. Spacer: Manufacturer's standard spacer material and construction, finish in color 
selectged by Architect. 

3. Desiccant: Molecular sieve or silica gel, or a blend of both. 

2.7 GLAZING SEALANTS 

A. General: 

1. Compatibility: Compatible with one another and with other materials they contact, 
including glass products, seals of insulating-glass units, and glazing channel substrates, 
under conditions of service and application, as demonstrated by sealant manufacturer 
based on testing and field experience. 

2. Suitability: Comply with sealant and glass manufacturers' written instructions for 
selecting glazing sealants suitable for applications indicated and for conditions existing at 
time of installation. 

3. Colors of Exposed Glazing Sealants: As selected by Architect from manufacturer's 
full range. 

B. Glazing Sealant: Neutral-curing silicone glazing sealant complying with ASTM C 920, Type S, 
Grade NS, Class 100/50, Use NT. 

C. Glazing Sealant: Neutral-curing silicone glazing sealant complying with ASTM C 920, Type S, 
Grade NS, Class 50, Use NT. 

D. Glazing Sealant: Neutral-curing silicone glazing sealant complying with ASTM C 920, Type S, 
Grade NS, Class 25, Use NT. 

E. Glazing Sealant: Acid-curing silicone glazing sealant complying with ASTM C 920, Type S, 
Grade NS, Class 25, Use NT. 

2.8 GLAZING TAPES 

A. Back-Bedding Mastic Glazing Tapes: Preformed, butyl-based, 100 percent solids elastomeric 
tape; nonstaining and nonmigrating in contact with nonporous surfaces; with or without spacer 
rod as recommended in writing by tape and glass manufacturers for application indicated; and 
complying with ASTM C 1281 and AAMA 800 for products indicated below: 

1. AAMA 804.3 tape, where indicated. 
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2. AAMA 806.3 tape, for glazing applications in which tape is subject to continuous 
pressure. 

3. AAMA 807.3 tape, for glazing applications in which tape is not subject to continuous 
pressure. 

B. Expanded Cellular Glazing Tapes: Closed-cell, PVC foam tapes; factory coated with adhesive 
on both surfaces; and complying with AAMA 800 for the following types: 

1. AAMA 810.1, Type 1, for glazing applications in which tape acts as the primary sealant. 
2. AAMA 810.1, Type 2, for glazing applications in which tape is used in combination with 

a full bead of liquid sealant. 

2.9 MISCELLANEOUS GLAZING MATERIALS 

A. General: Provide products of material, size, and shape complying with referenced glazing 
standard, with requirements of manufacturers of glass and other glazing materials for 
application indicated, and with a proven record of compatibility with surfaces contacted in 
installation. 

B. Cleaners, Primers, and Sealers: Types recommended by sealant or gasket manufacturer. 

C. Setting Blocks: Elastomeric material with a Shore, Type A durometer hardness of 85, plus or 
minus 5. 

D. Spacers: Elastomeric blocks or continuous extrusions of hardness required by glass 
manufacturer to maintain glass lites in place for installation indicated. 

E. Edge Blocks: Elastomeric material of hardness needed to limit glass lateral movement (side 
walking). 

F. Cylindrical Glazing Sealant Backing: ASTM C 1330, Type O (open-cell material), of size and 
density to control glazing sealant depth and otherwise produce optimum glazing sealant 
performance. 

2.10 FABRICATION OF GLAZING UNITS 

A. Fabricate glazing units in sizes required to fit openings indicated for Project, with edge and face 
clearances, edge and surface conditions, and bite complying with written instructions of product 
manufacturer and referenced glazing publications, to comply with system performance 
requirements. 

1. Allow for thermal movements from ambient and surface temperature changes acting on 
glass framing members and glazing components. 

a. Temperature Change: 120 deg F (67 deg C), ambient; 180 deg F (100 deg C), 
material surfaces. 

B. Clean-cut or flat-grind vertical edges of butt-glazed monolithic lites to produce square edges 
with slight chamfers at junctions of edges and faces. 
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C. Grind smooth and polish exposed glass edges and corners. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine framing, glazing channels, and stops, with Installer present, for compliance with the 
following: 

1. Manufacturing and installation tolerances, including those for size, squareness, and 
offsets at corners. 

2. Presence and functioning of weep systems. 
3. Minimum required face and edge clearances. 
4. Effective sealing between joints of glass-framing members. 

B. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.2 PREPARATION 

A. Clean glazing channels and other framing members receiving glass immediately before glazing. 
Remove coatings not firmly bonded to substrates. 

B. Examine glazing units to locate exterior and interior surfaces. Label or mark units as needed so 
that exterior and interior surfaces are readily identifiable. Do not use materials that leave visible 
marks in the completed Work. 

3.3 GLAZING, GENERAL 

A. Comply with combined written instructions of manufacturers of glass, sealants, gaskets, and 
other glazing materials, unless more stringent requirements are indicated, including those in 
referenced glazing publications. 

B. Protect glass edges from damage during handling and installation. Remove damaged glass from 
Project site and legally dispose of off Project site. Damaged glass includes glass with edge 
damage or other imperfections that, when installed, could weaken glass, impair performance, or 
impair appearance. 

C. Apply primers to joint surfaces where required for adhesion of sealants, as determined by 
preconstruction testing. 

D. Install setting blocks in sill rabbets, sized and located to comply with referenced glazing 
publications, unless otherwise required by glass manufacturer. Set blocks in thin course of 
compatible sealant suitable for heel bead. 

E. Do not exceed edge pressures stipulated by glass manufacturers for installing glass lites. 

F. Provide spacers for glass lites where length plus width is larger than 50 inches (1270 mm). 
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1. Locate spacers directly opposite each other on both inside and outside faces of glass. 
Install correct size and spacing to preserve required face clearances, unless gaskets and 
glazing tapes are used that have demonstrated ability to maintain required face clearances 
and to comply with system performance requirements. 

2. Provide 1/8-inch (3-mm) minimum bite of spacers on glass and use thickness equal to 
sealant width. With glazing tape, use thickness slightly less than final compressed 
thickness of tape. 

G. Provide edge blocking where indicated or needed to prevent glass lites from moving sideways 
in glazing channel, as recommended in writing by glass manufacturer and according to 
requirements in referenced glazing publications. 

H. Set glass lites in each series with uniform pattern, draw, bow, and similar characteristics. 

I. Set glass lites with proper orientation so that coatings face exterior or interior as specified. 

J. Where wedge-shaped gaskets are driven into one side of channel to pressurize sealant or gasket 
on opposite side, provide adequate anchorage so gasket cannot walk out when installation is 
subjected to movement. 

K. Square cut wedge-shaped gaskets at corners and install gaskets in a manner recommended by 
gasket manufacturer to prevent corners from pulling away; seal corner joints and butt joints with 
sealant recommended by gasket manufacturer. 

3.4 TAPE GLAZING 

A. Position tapes on fixed stops so that, when compressed by glass, their exposed edges are flush 
with or protrude slightly above sightline of stops. 

B. Install tapes continuously, but not necessarily in one continuous length. Do not stretch tapes to 
make them fit opening. 

C. Cover vertical framing joints by applying tapes to heads and sills first, then to jambs. Cover 
horizontal framing joints by applying tapes to jambs, then to heads and sills. 

D. Place joints in tapes at corners of opening with adjoining lengths butted together, not lapped. 
Seal joints in tapes with compatible sealant approved by tape manufacturer. 

E. Do not remove release paper from tape until right before each glazing unit is installed. 

F. Apply heel bead of elastomeric sealant. 

G. Center glass lites in openings on setting blocks, and press firmly against tape by inserting dense 
compression gaskets formed and installed to lock in place against faces of removable stops. 
Start gasket applications at corners and work toward centers of openings. 

H. Apply cap bead of elastomeric sealant over exposed edge of tape. 
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3.5 GASKET GLAZING (DRY) 

A. Cut compression gaskets to lengths recommended by gasket manufacturer to fit openings 
exactly, with allowance for stretch during installation. 

B. Insert soft compression gasket between glass and frame or fixed stop so it is securely in place 
with joints miter cut and bonded together at corners. 

C. Installation with Drive-in Wedge Gaskets: Center glass lites in openings on setting blocks, and 
press firmly against soft compression gasket by inserting dense compression gaskets formed and 
installed to lock in place against faces of removable stops. Start gasket applications at corners 
and work toward centers of openings. Compress gaskets to produce a weathertight seal without 
developing bending stresses in glass. Seal gasket joints with sealant recommended by gasket 
manufacturer. 

D. Installation with Pressure-Glazing Stops: Center glass lites in openings on setting blocks, and 
press firmly against soft compression gasket. Install dense compression gaskets and pressure-
glazing stops, applying pressure uniformly to compression gaskets. Compress gaskets to 
produce a weathertight seal without developing bending stresses in glass. Seal gasket joints with 
sealant recommended by gasket manufacturer. 

E. Install gaskets so they protrude past face of glazing stops. 

3.6 SEALANT GLAZING (WET) 

A. Install continuous spacers, or spacers combined with cylindrical sealant backing, between glass 
lites and glazing stops to maintain glass face clearances and to prevent sealant from extruding 
into glass channel and blocking weep systems until sealants cure. Secure spacers or spacers and 
backings in place and in position to control depth of installed sealant relative to edge clearance 
for optimum sealant performance. 

B. Force sealants into glazing channels to eliminate voids and to ensure complete wetting or bond 
of sealant to glass and channel surfaces. 

C. Tool exposed surfaces of sealants to provide a substantial wash away from glass. 

3.7 CLEANING AND PROTECTION 

A. Immediately after installation remove nonpermanent labels and clean surfaces. 

B. Protect glass from contact with contaminating substances resulting from construction 
operations. Examine glass surfaces adjacent to or below exterior concrete and other masonry 
surfaces at frequent intervals during construction, but not less than once a month, for buildup of 
dirt, scum, alkaline deposits, or stains. 

1. If, despite such protection, contaminating substances do come into contact with glass, 
remove substances immediately as recommended in writing by glass manufacturer. 
Remove and replace glass that cannot be cleaned without damage to coatings. 

C. Remove and replace glass that is damaged during construction period. 
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D. Wash glass on both exposed surfaces not more than four days before date scheduled for 
inspections that establish date of Substantial Completion. Wash glass as recommended in 
writing by glass manufacturer. 

3.8 INSULATING GLASS SCHEDULE 

A. Glass Type: Clear insulating glass. 
1. Overall Unit Thickness: 1 inch (25 mm). 
2. Minimum Thickness of Each Glass Lite: 6 mm. 
3. Outdoor Lite: Fully tempered float glass. 
4. Interspace Content: Air. 
5. Indoor Lite: Fully tempered float glass. 
6. Safety glazing required. 

END OF SECTION 088000 
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SECTION 092900 - GYPSUM BOARD 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Interior gypsum board. 
2. Exterior gypsum board for ceilings and soffits. 

1.3 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

1.4 QUALITY ASSURANCE 

A. Mockups: Build mockups of at least 100 sq. ft. (9 sq. m) in surface area to demonstrate aesthetic 
effects and to set quality standards for materials and execution. 

1. Build mockups for the following: 

a. Each level of gypsum board finish indicated for use in exposed locations. 

2. Apply or install final decoration indicated, including painting and wall coverings, on 
exposed surfaces for review of mockups. 

3. Simulate finished lighting conditions for review of mockups. 
4. Subject to compliance with requirements, approved mockups may become part of the 

completed Work if undisturbed at time of Substantial Completion. 

1.5 DELIVERY, STORAGE AND HANDLING 

A. Store materials inside under cover and keep them dry and protected against weather, 
condensation, direct sunlight, construction traffic, and other potential causes of damage. Stack 
panels flat and supported on risers on a flat platform to prevent sagging. 
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1.6 FIELD CONDITIONS 

A. Environmental Limitations: Comply with ASTM C 840 requirements or gypsum board 
manufacturer's written instructions, whichever are more stringent. 

B. Do not install paper-faced gypsum panels until installation areas are enclosed and conditioned. 

C. Do not install panels that are wet, moisture damaged, and mold damaged. 

1. Indications that panels are wet or moisture damaged include, but are not limited to, 
discoloration, sagging, or irregular shape. 

2. Indications that panels are mold damaged include, but are not limited to, fuzzy or 
splotchy surface contamination and discoloration. 

PART 2 - PRODUCTS 

2.1 PERFORMANCE REQUIREMENTS 

A. STC-Rated Assemblies: For STC-rated assemblies, provide materials and construction identical 
to those tested in assembly indicated according to ASTM E 90 and classified according to 
ASTM E 413 by an independent testing agency. 

2.2 GYPSUM BOARD, GENERAL 

A. Size: Provide maximum lengths and widths available that will minimize joints in each area and 
that correspond with support system indicated. 

2.3 INTERIOR GYPSUM BOARD 

A. Gypsum Board, Type X: ASTM C 1396/C 1396M. 
1. Thickness: 5/8 inch (15.9 mm). 
2. Long Edges: Tapered (rounded or beveled) for prefilling. 

B. Gypsum Ceiling Board: ASTM C 1396/C 1396M. 
1. Thickness: 1/2 inch (12.7 mm). 
2. Long Edges: Tapered. 

C. Mold-Resistant Gypsum Board: ASTM C 1396/C 1396M. With moisture- and mold-resistant 
core and paper surfaces. 
1. Core: As indicated 1/2 inch (12.7 mm), regular type 5/8 inch (15.9 mm), Type X. 
2. Long Edges: Tapered. 
3. Mold Resistance: ASTM D 3273, score of 10 as rated according to ASTM D 3274. 

2.4 EXTERIOR GYPSUM BOARD FOR CEILINGS AND SOFFITS 

A. Exterior Gypsum Soffit Board: ASTM C 1396/C 1396M, with manufacturer's standard edges. 
1. Core: 1/2 inch (12.7 mm), regular type, Type X. 
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B. Water-Resistant Gypsum Backing Board: ASTM C 1396/C 1396M, with manufacturer's 
standard edges. 
1. Core: 5/8 inch (15.9 mm), Type X. 

2.5 TRIM ACCESSORIES 

A. Interior Trim: ASTM C 1047. 

1. Material: Galvanized or aluminum-coated steel sheet, rolled zinc, plastic or paper-
faced galvanized-steel sheet. 

2. Shapes: 

a. Cornerbead. 
b. Bullnose bead. 
c. LC-Bead: J-shaped; exposed long flange receives joint compound. 
d. L-Bead: L-shaped; exposed long flange receives joint compound. 
e. U-Bead: J-shaped; exposed short flange does not receive joint compound. 

B. Exterior Trim: ASTM C 1047. 

1. Material: Hot-dip galvanized-steel sheet, plastic, or rolled zinc. 
2. Shapes: 

a. Cornerbead. 
b. LC-Bead: J-shaped; exposed long flange receives joint compound. 
c. Expansion (Control) Joint: One-piece, rolled zinc with V-shaped slot and 

removable strip covering slot opening. 

C. Aluminum Trim: Extruded accessories of profiles and dimensions indicated. 
1. Aluminum: Alloy and temper with not less than the strength and durability properties of 

ASTM B 221 (ASTM B 221M), Alloy 6063-T5. 
2. Finish: Corrosion-resistant primer compatible with joint compound and finish 

materials specified. 

2.6 JOINT TREATMENT MATERIALS 

A. General: Comply with ASTM C 475/C 475M. 

B. Joint Tape: 

1. Interior Gypsum Board: Paper. 
2. Exterior Gypsum Soffit Board: Paper. 

3. Prefilling: At open joints, rounded or beveled panel edges, and damaged surface areas, 
use setting-type taping compound. 

4. Embedding and First Coat: For embedding tape and first coat on joints, fasteners, and 
trim flanges, use setting-type taping compound. 

a. Use setting-type compound for installing paper-faced metal trim accessories. 
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5. Fill Coat: For second coat, use setting-type, sandable topping compound. 
6. Finish Coat: For third coat, use setting-type, sandable topping compound. 
7. Skim Coat: For final coat of Level 5 finish, use setting-type, sandable topping 

compound. 

C. Joint Compound for Exterior Applications: 

1. Exterior Gypsum Soffit Board: Use setting-type taping compound and setting-type, 
sandable topping compound. 

2.7 AUXILIARY MATERIALS 

A. Steel Drill Screws: ASTM C 1002 unless otherwise indicated. 

1. Use screws complying with ASTM C 954 for fastening panels to steel members from 
0.033 to 0.112 inch (0.84 to 2.84 mm) thick. 

2. For fastening cementitious backer units, use screws of type and size recommended by 
panel manufacturer. 

B. Sound-Attenuation Blankets: ASTM C 665, Type I (blankets without membrane facing) 
produced by combining thermosetting resins with mineral fibers manufactured from glass, slag 
wool, or rock wool. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine areas and substrates including welded hollow-metal frames and support framing, with 
Installer present, for compliance with requirements and other conditions affecting performance 
of the Work. 

B. Examine panels before installation. Reject panels that are wet, moisture damaged, and mold 
damaged. 

C. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.2 APPLYING AND FINISHING PANELS, GENERAL 

A. Comply with ASTM C 840. 

B. Install ceiling panels across framing to minimize the number of abutting end joints and to avoid 
abutting end joints in central area of each ceiling. Stagger abutting end joints of adjacent panels 
not less than one framing member. 

C. Install panels with face side out. Butt panels together for a light contact at edges and ends with 
not more than 1/16 inch (1.5 mm) of open space between panels. Do not force into place. 
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D. Locate edge and end joints over supports, except in ceiling applications where intermediate 
supports or gypsum board back-blocking is provided behind end joints. Do not place tapered 
edges against cut edges or ends. Stagger vertical joints on opposite sides of partitions. Do not 
make joints other than control joints at corners of framed openings. 

E. Form control and expansion joints with space between edges of adjoining gypsum panels. 

F. Cover both faces of support framing with gypsum panels in concealed spaces (above ceilings, 
etc.), except in chases braced internally. 

1. Unless concealed application is indicated or required for sound, fire, air, or smoke 
ratings, coverage may be accomplished with scraps of not less than 8 sq. ft. (0.7 sq. m) in 
area. 

2. Fit gypsum panels around ducts, pipes, and conduits. 
3. Where partitions intersect structural members projecting below underside of floor/roof 

slabs and decks, cut gypsum panels to fit profile formed by structural members; allow 
1/4- to 3/8-inch- (6.4- to 9.5-mm-) wide joints to install sealant. 

G. Isolate perimeter of gypsum board applied to non-load-bearing partitions at structural 
abutments. Provide 1/4- to 1/2-inch- (6.4- to 12.7-mm-) wide spaces at these locations and trim 
edges with edge trim where edges of panels are exposed. Seal joints between edges and abutting 
structural surfaces with acoustical sealant. 

H. Attachment to Steel Framing: Attach panels so leading edge or end of each panel is attached to 
open (unsupported) edges of stud flanges first. 

I. Install sound attenuation blankets before installing gypsum panels unless blankets are readily 
installed after panels have been installed on one side. 

3.3 APPLYING INTERIOR GYPSUM BOARD 

A. Install interior gypsum board in the following locations: 

1. Wallboard Type: As indicated on Drawings. 
2. Type X: As indicated on Drawings. 
3. Ceiling Type: As indicated on Drawings. 
4. Mold-Resistant Type: As indicated on Drawings. 
5. Glass-Mat Interior Type: As indicated on Drawings. 
6. Acoustically Enhanced Type: As indicated on Drawings. 
7. Skim-Coated Type: As indicated on Drawings. 

B. Single-Layer Application: 

1. On ceilings, apply gypsum panels before wall/partition board application to greatest 
extent possible and at right angles to framing unless otherwise indicated. 

2. On partitions/walls, apply gypsum panels horizontally (perpendicular to framing) 
unless otherwise indicated or required by fire-resistance-rated assembly, and minimize 
end joints. 
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a. Stagger abutting end joints not less than one framing member in alternate courses 
of panels. 

3. On Z-shaped furring members, apply gypsum panels vertically (parallel to framing) with 
no end joints. Locate edge joints over furring members. 

4. Fastening Methods: Apply gypsum panels to supports with steel drill screws. 

C. Multilayer Application: 
1. On Z-shaped furring members, apply base layer vertically (parallel to framing) and face 

layer either vertically (parallel to framing) or horizontally (perpendicular to framing) with 
vertical joints offset at least one furring member. Locate edge joints of base layer over 
furring members. 

2. Fastening Methods: Fasten base layers and face layers separately to supports with 
screws. 

3.4 APPLYING EXTERIOR GYPSUM PANELS FOR CEILINGS AND SOFFITS 

A. Apply panels perpendicular to supports, with end joints staggered and located over supports. 

1. Install with 1/4-inch (6.4-mm) open space where panels abut other construction or 
structural penetrations. 

2. Fasten with corrosion-resistant screws. 

3.5 INSTALLING TRIM ACCESSORIES 

A. General: For trim with back flanges intended for fasteners, attach to framing with same 
fasteners used for panels. Otherwise, attach trim according to manufacturer's written 
instructions. 

B. Control Joints: Install control joints at locations indicated on Drawings or according to 
ASTM C 840 and in specific locations approved by Architect for visual effect. 

C. Interior Trim: Install in the following locations: 

1. Cornerbead: Use at outside corners unless otherwise indicated. 
2. LC-Bead: Use at exposed panel edges. 
3. L-Bead: Use where indicated. 

D. Aluminum Trim: Install in locations indicated on Drawings. 

3.6 FINISHING GYPSUM BOARD 

A. General: Treat gypsum board joints, interior angles, edge trim, control joints, penetrations, 
fastener heads, surface defects, and elsewhere as required to prepare gypsum board surfaces for 
decoration. Promptly remove residual joint compound from adjacent surfaces. 

B. Prefill open joints, rounded or beveled edges, and damaged surface areas. 
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C. Apply joint tape over gypsum board joints, except for trim products specifically indicated as not 
intended to receive tape. 

D. Gypsum Board Finish Levels: Finish panels to levels indicated below and according to 
ASTM C 840: 

1. Level 1: Ceiling plenum areas, concealed areas, and where indicated. 
2. Level 3: Where indicated on Drawings. 
3. Level 4: At panel surfaces that will be exposed to view unless otherwise indicated. 

a. Primer and its application to surfaces are specified in Section 099113 "Exterior 
Painting." 

4. Level 5: Where indicated on Drawings. 

a. Primer and its application to surfaces are specified in Section 099113 "Exterior 
Painting." 

3.7 PROTECTION 

A. Protect adjacent surfaces from drywall compound and promptly remove from floors and other 
non-drywall surfaces. Repair surfaces stained, marred, or otherwise damaged during drywall 
application. 

B. Protect installed products from damage from weather, condensation, direct sunlight, 
construction, and other causes during remainder of the construction period. 

C. Remove and replace panels that are wet, moisture damaged, and mold damaged. 

1. Indications that panels are wet or moisture damaged include, but are not limited to, 
discoloration, sagging, or irregular shape. 

2. Indications that panels are mold damaged include, but are not limited to, fuzzy or 
splotchy surface contamination and discoloration. 

END OF SECTION 092900 
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SECTION 099113 - EXTERIOR PAINTING 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions apply to this Section. 

1.2 SUMMARY 

A. Section includes surface preparation and the application of paint systems on the following 
exterior substrates: 

1. Concrete. 
2. Fiber-cement board. 
3. Clay masonry. 
4. Concrete masonry units (CMUs). 
5. Steel and iron. 
6. Galvanized metal. 
7. Aluminum (not anodized or otherwise coated). 
8. Copper. 
9. Stainless steel. 
10. Wood. 
11. Fiberglass. 
12. Plastic. 
13. Portland cement plaster (stucco). 
14. Gypsum board. 
15. Cotton or canvas insulation covering. 
16. Bituminous-coated surfaces. 

1.3 DEFINITIONS 

A. MPI Gloss Level 1: Not more than five units at 60 degrees and 10 units at 85 degrees, according 
to ASTM D 523. 

B. MPI Gloss Level 3: 10 to 25 units at 60 degrees and 10 to 35 units at 85 degrees, according to 
ASTM D 523. 

C. MPI Gloss Level 4: 20 to 35 units at 60 degrees and not less than 35 units at 85 degrees, 
according to ASTM D 523. 

D. MPI Gloss Level 5: 35 to 70 units at 60 degrees, according to ASTM D 523. 

E. MPI Gloss Level 6: 70 to 85 units at 60 degrees, according to ASTM D 523. 

F. MPI Gloss Level 7: More than 85 units at 60 degrees, according to ASTM D 523. 
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1.4 ACTION SUBMITTALS 

A. Product Data: For each type of product. Include preparation requirements and application 
instructions. 

1. Include printout of current "MPI Approved Products List" for each product category 
specified, with the proposed product highlighted. 

2. Indicate VOC content. 

B. Samples for Initial Selection: For each type of topcoat product. 

C. Samples for Verification: For each type of paint system and each color and gloss of topcoat. 

1. Submit Samples on rigid backing, 8 inches (200 mm) square. 
2. Apply coats on Samples in steps to show each coat required for system. 
3. Label each coat of each Sample. 
4. Label each Sample for location and application area. 

D. Product List: Cross-reference to paint system and locations of application areas. Use same 
designations indicated on Drawings and in schedules. Include color designations. 

1.5 MAINTENANCE MATERIAL SUBMITTALS 

A. Furnish extra materials, from the same product run, that match products installed and that are 
packaged with protective covering for storage and identified with labels describing contents. 

1. Paint: 5 percent, but not less than 1 gal. (3.8 L) of each material and color applied. 

1.6 QUALITY ASSURANCE 

A. Mockups: Apply mockups of each paint system indicated and each color and finish selected to 
verify preliminary selections made under Sample submittals and to demonstrate aesthetic effects 
and set quality standards for materials and execution. 

1. Architect will select one surface to represent surfaces and conditions for application of 
each paint system. 

a. Vertical and Horizontal Surfaces: Provide samples of at least 100 sq. ft. (9 sq. m). 
b. Other Items: Architect will designate items or areas required. 

2. Final approval of color selections will be based on mockups. 

a. If preliminary color selections are not approved, apply additional mockups of 
additional colors selected by Architect at no added cost to Owner. 

3. Approval of mockups does not constitute approval of deviations from the Contract 
Documents contained in mockups unless Architect specifically approves such deviations 
in writing. 

4. Subject to compliance with requirements, approved mockups may become part of the 
completed Work if undisturbed at time of Substantial Completion. 
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1.7 DELIVERY, STORAGE, AND HANDLING 

A. Store materials not in use in tightly covered containers in well-ventilated areas with ambient 
temperatures continuously maintained at not less than 45 deg F (7 deg C). 

1. Maintain containers in clean condition, free of foreign materials and residue. 
2. Remove rags and waste from storage areas daily. 

1.8 FIELD CONDITIONS 

A. Apply paints only when temperature of surfaces to be painted and ambient air temperatures are 
between 50 and 95 deg F (10 and 35 deg C). 

B. Do not apply paints in snow, rain, fog, or mist; when relative humidity exceeds 85 percent; at 
temperatures less than 5 deg F (3 deg C) above the dew point; or to damp or wet surfaces. 

PART 2 - PRODUCTS 

2.1 MANUFACTURERS 

A. Products: Subject to compliance with requirements, provide product listed in the Exterior 
Painting Schedule for the paint category indicated. 

2.2 PAINT, GENERAL 

A. MPI Standards: Products shall comply with MPI standards indicated and shall be listed in its 
"MPI Approved Products Lists." 

B. Material Compatibility: 

1. Materials for use within each paint system shall be compatible with one another and 
substrates indicated, under conditions of service and application as demonstrated by 
manufacturer, based on testing and field experience. 

2. For each coat in a paint system, products shall be recommended in writing by topcoat 
manufacturers for use in paint system and on substrate indicated. 

C. Colors: As indicated in a color schedule. 

2.3 SOURCE QUALITY CONTROL 

A. Testing of Paint Materials: Owner reserves the right to invoke the following procedure: 

1. Owner will engage the services of a qualified testing agency to sample paint materials. 
Contractor will be notified in advance and may be present when samples are taken. If 
paint materials have already been delivered to Project site, samples may be taken at 
Project site. Samples will be identified, sealed, and certified by testing agency. 

2. Testing agency will perform tests for compliance with product requirements. 
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3. Owner may direct Contractor to stop applying paints if test results show materials being 
used do not comply with product requirements. Contractor shall remove noncomplying 
paint materials from Project site, pay for testing, and repaint surfaces painted with 
rejected materials. Contractor will be required to remove rejected materials from 
previously painted surfaces if, on repainting with complying materials, the two paints are 
incompatible. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine substrates and conditions, with Applicator present, for compliance with requirements 
for maximum moisture content and other conditions affecting performance of the Work. 

B. Maximum Moisture Content of Substrates: When measured with an electronic moisture meter 
as follows: 

1. Concrete: 12 percent. 
2. Fiber-Cement Board: 12 percent. 
3. Masonry (Clay and CMUs): 12 percent. 
4. Wood: 15 percent. 
5. Portland Cement Plaster: 12 percent. 
6. Gypsum Board: 12 percent. 

C. Portland Cement Plaster Substrates: Verify that plaster is fully cured. 

D. Exterior Gypsum Board Substrates: Verify that finishing compound is sanded smooth. 

E. Verify suitability of substrates, including surface conditions and compatibility, with existing 
finishes and primers. 

F. Proceed with coating application only after unsatisfactory conditions have been corrected. 

1. Application of coating indicates acceptance of surfaces and conditions. 

3.2 PREPARATION 

A. Comply with manufacturer's written instructions and recommendations in "MPI Architectural 
Painting Specification Manual" applicable to substrates and paint systems indicated. 

B. Remove hardware, covers, plates, and similar items already in place that are removable and are 
not to be painted. If removal is impractical or impossible because of size or weight of item, 
provide surface-applied protection before surface preparation and painting. 

1. After completing painting operations, use workers skilled in the trades involved to 
reinstall items that were removed. Remove surface-applied protection. 

C. Clean substrates of substances that could impair bond of paints, including dust, dirt, oil, grease, 
and incompatible paints and encapsulants. 
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1. Remove incompatible primers and reprime substrate with compatible primers or apply tie 
coat as required to produce paint systems indicated. 

D. Concrete Substrates: Remove release agents, curing compounds, efflorescence, and chalk. Do 
not paint surfaces if moisture content or alkalinity of surfaces to be painted exceeds that 
permitted in manufacturer's written instructions. 

E. Masonry Substrates: Remove efflorescence and chalk. Do not paint surfaces if moisture content 
or alkalinity of surfaces or mortar joints exceeds that permitted in manufacturer's written 
instructions. 

F. Steel Substrates: Remove rust, loose mill scale, and shop primer if any. Clean using methods 
recommended in writing by paint manufacturer.  

G. Shop-Primed Steel Substrates: Clean field welds, bolted connections, and areas where shop 
paint is abraded. Paint exposed areas with the same material as used for shop priming to comply 
with SSPC-PA 1 for touching up shop-primed surfaces. 

H. Galvanized-Metal Substrates: Remove grease and oil residue from galvanized sheet metal by 
mechanical methods to produce clean, lightly etched surfaces that promote adhesion of 
subsequently applied paints. 

I. Aluminum Substrates: Remove loose surface oxidation. 

J. Wood Substrates: 

1. Scrape and clean knots. Before applying primer, apply coat of knot sealer recommended 
in writing by topcoat manufacturer for exterior use in paint system indicated. 

2. Sand surfaces that will be exposed to view, and dust off. 
3. Prime edges, ends, faces, undersides, and backsides of wood. 
4. After priming, fill holes and imperfections in the finish surfaces with putty or plastic 

wood filler. Sand smooth when dried. 

K. Plastic Trim Fabrication Substrates: Remove dust, dirt, and other foreign material that might 
impair bond of paints to substrates. 

3.3 APPLICATION 

A. Apply paints according to manufacturer's written instructions and recommendations in "MPI 
Architectural Painting Specification Manual." 

1. Use applicators and techniques suited for paint and substrate indicated. 
2. Paint surfaces behind movable items same as similar exposed surfaces. Before final 

installation, paint surfaces behind permanently fixed items with prime coat only. 
3. Paint both sides and edges of exterior doors and entire exposed surface of exterior door 

frames. 
4. Paint entire exposed surface of window frames and sashes. 
5. Do not paint over labels of independent testing agencies or equipment name, 

identification, performance rating, or nomenclature plates. 
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6. Primers specified in painting schedules may be omitted on items that are factory primed 
or factory finished if acceptable to topcoat manufacturers. 

B. Tint undercoats same color as topcoat, but tint each undercoat a lighter shade to facilitate 
identification of each coat if multiple coats of same material are to be applied. Provide sufficient 
difference in shade of undercoats to distinguish each separate coat. 

C. If undercoats or other conditions show through topcoat, apply additional coats until cured film 
has a uniform paint finish, color, and appearance. 

D. Apply paints to produce surface films without cloudiness, spotting, holidays, laps, brush marks, 
roller tracking, runs, sags, ropiness, or other surface imperfections. Cut in sharp lines and color 
breaks. 

3.4 FIELD QUALITY CONTROL 

A. Dry Film Thickness Testing: Owner may engage the services of a qualified testing and 
inspecting agency to inspect and test paint for dry film thickness. 

1. Contractor shall touch up and restore painted surfaces damaged by testing. 
2. If test results show that dry film thickness of applied paint does not comply with paint 

manufacturer's written recommendations, Contractor shall pay for testing and apply 
additional coats as needed to provide dry film thickness that complies with paint 
manufacturer's written recommendations. 

3.5 CLEANING AND PROTECTION 

A. At end of each workday, remove rubbish, empty cans, rags, and other discarded materials from 
Project site. 

B. After completing paint application, clean spattered surfaces. Remove spattered paints by 
washing, scraping, or other methods. Do not scratch or damage adjacent finished surfaces. 

C. Protect work of other trades against damage from paint application. Correct damage to work of 
other trades by cleaning, repairing, replacing, and refinishing, as approved by Architect, and 
leave in an undamaged condition. 

D. At completion of construction activities of other trades, touch up and restore damaged or 
defaced painted surfaces. 

END OF SECTION 099113 
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SECTION 099600 - HIGH-PERFORMANCE COATINGS 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions apply to this Section. 

1.2 SUMMARY 

A. Section includes surface preparation and the application of high-performance coating 
systems on the following substrates: 

1. Exterior Substrates: 
a. Steel. 
b. Galvanized metal. 
c. Aluminum (not anodized or otherwise coated). 
d. Copper. 
e. Stainless steel. 

B. Related Requirements: 
1. Section 099113 "Exterior Painting" for general field painting. 

1.3 DEFINITIONS 

A. MPI Gloss Level 5: 35 to 70 units at 60 degrees, according to ASTM D 523. 

B. MPI Gloss Level 6: 70 to 85 units at 60 degrees, according to ASTM D 523. 

C. MPI Gloss Level 7: More than 85 units at 60 degrees, according to ASTM D 523. 

1.4 ACTION SUBMITTALS 

A. Product Data: For each type of product. Include preparation requirements and application 
instructions. 

1. Include printout of current "MPI Approved Products List" for each product category 
specified, with the proposed product highlighted. 

2. Indicate VOC content. 

B. Samples for Initial Selection: For each type of topcoat product indicated. 

C. Samples for Verification: For each type of coating system and each color and gloss of topcoat 
indicated. 
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1. Submit Samples on rigid backing, 8 inches (200 mm) square. 
2. Apply coats on Samples in steps to show each coat required for system. 
3. Label each coat of each Sample. 
4. Label each Sample for location and application area. 

D. Product List: Cross-reference to coating system and locations of application areas. Use same 
designations indicated on Drawings and in schedules. Include color designations. 

1.5 MAINTENANCE MATERIAL SUBMITTALS 

A. Furnish extra materials, from the same product run, that match products installed and that are 
packaged with protective covering for storage and identified with labels describing contents. 

1. Coatings: 5 percent, but not less than 1 gal. (3.8 L) of each material and color applied. 

1.6 QUALITY ASSURANCE 

A. Mockups: Apply mockups of each coating system indicated to verify preliminary selections 
made under Sample submittals and to demonstrate aesthetic effects and set quality standards for 
materials and execution. 

1. Architect will select one surface to represent surfaces and conditions for application of 
each coating system. 

a. Wall and Ceiling Surfaces: Provide samples of at least 100 sq. ft. (9 sq. m). 
b. Other Items: Architect will designate items or areas required. 

2. Final approval of color selections will be based on mockups. 

a. If preliminary color selections are not approved, apply additional mockups of 
additional colors selected by Architect at no added cost to Owner. 

3. Approval of mockups does not constitute approval of deviations from the Contract 
Documents contained in mockups unless Architect specifically approves such deviations 
in writing. 

4. Subject to compliance with requirements, approved mockups may become part of the 
completed Work if undisturbed at time of Substantial Completion. 

1.7 DELIVERY, STORAGE, AND HANDLING 

A. Store materials not in use in tightly covered containers in well-ventilated areas with ambient 
temperatures continuously maintained at not less than 45 deg F (7 deg C). 

1. Maintain containers in clean condition, free of foreign materials and residue. 
2. Remove rags and waste from storage areas daily. 
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1.8 FIELD CONDITIONS 

A. Apply coatings only when temperature of surfaces to be coated and ambient air temperatures are 
between 50 and 95 deg F (10 and 35 deg C). 

B. Do not apply coatings when relative humidity exceeds 85 percent; at temperatures less than 5 
deg F (3 deg C) above the dew point; or to damp or wet surfaces. 

C. Do not apply exterior coatings in snow, rain, fog, or mist. 

PART 2 - PRODUCTS 

2.1 MANUFACTURERS 

A. Products: See Product Data Sheets.. 

2.2 HIGH-PERFORMANCE COATINGS, GENERAL 

A. MPI Standards: Products shall comply with MPI standards indicated and shall be listed in its 
"MPI Approved Products Lists." 

B. Material Compatibility: 

1. Materials for use within each paint system shall be compatible with one another and 
substrates indicated, under conditions of service and application as demonstrated by 
manufacturer, based on testing and field experience. 

2. For each coat in a paint system, products shall be recommended in writing by topcoat 
manufacturers for use in paint system and on substrate indicated. 

3. Products shall be of same manufacturer for each coat in a coating system. 

C. Colors: Provide City Staff with requested samples for choosing color. 

2.3 SOURCE QUALITY CONTROL 

A. Testing of Coating Materials: Owner reserves the right to invoke the following procedure: 

1. Owner will engage the services of a qualified testing agency to sample coating materials. 
Contractor will be notified in advance and may be present when samples are taken. If 
coating materials have already been delivered to Project site, samples may be taken at 
Project site. Samples will be identified, sealed, and certified by testing agency. 

2. Testing agency will perform tests for compliance with product requirements. 
3. Owner may direct Contractor to stop applying coatings if test results show materials 

being used do not comply with product requirements. Contractor shall remove 
noncomplying coating materials from Project site, pay for testing, and recoat surfaces 
coated with rejected materials. Contractor will be required to remove rejected materials 
from previously coated surfaces if, on recoating with complying materials, the two 
coatings are incompatible. 
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PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine substrates and conditions, with Applicator present, for compliance with requirements 
for maximum moisture content and other conditions affecting performance of the Work. 

B. Verify suitability of substrates, including surface conditions and compatibility, with existing 
finishes and primers. 

C. Proceed with coating application only after unsatisfactory conditions have been corrected. 

1. Application of coating indicates acceptance of surfaces and conditions. 

3.2 PREPARATION 

A. Comply with manufacturer's written instructions and recommendations in "MPI Architectural 
Painting Specification Manual" applicable to substrates and coating systems indicated. 

B. Remove hardware, covers, plates, and similar items already in place that are removable and are 
not to be painted. If removal is impractical or impossible because of size or weight of item, 
provide surface-applied protection before surface preparation and painting. 

1. After completing painting operations, use workers skilled in the trades involved to 
reinstall items that were removed. Remove surface-applied protection if any. 

C. Clean substrates of substances that could impair bond of coatings, including dust, dirt, oil, 
grease, and incompatible paints and encapsulants. 

1. Remove incompatible primers and reprime substrate with compatible primers or apply tie 
coat as required to produce coating systems indicated. 

D. Steel Substrates: Remove rust, loose mill scale, and shop primer if any. Clean using methods 
recommended in writing by paint manufacturer but not less than the following: 

1. SSPC-SP 7/NACE No. 4. 
2. SSPC-SP 11. 
3. SSPC-SP 6/NACE No. 3. 
4. SSPC-SP 10/NACE No. 2. 
5. SSPC-SP 5/NACE No. 1. 

E. Shop-Primed Steel Substrates: Clean field welds, bolted connections, and areas where shop 
paint is abraded. Paint exposed areas with the same material as used for shop priming to comply 
with SSPC-PA 1 for touching up shop-primed surfaces. 

F. Galvanized-Metal Substrates: Remove grease and oil residue from galvanized sheet metal by 
mechanical methods to produce clean, lightly etched surfaces that promote adhesion of 
subsequently applied coatings. 

G. Aluminum Substrates: Remove loose surface oxidation. 
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3.3 APPLICATION 

A. Apply high-performance coatings according to manufacturer's written instructions and 
recommendations in "MPI Architectural Painting Specification Manual." 

1. Use applicators and techniques suited for coating and substrate indicated. 
2. Coat surfaces behind movable equipment and furniture same as similar exposed surfaces. 

Before final installation, coat surfaces behind permanently fixed equipment or furniture 
with prime coat only. 

3. Coat backsides of access panels, removable or hinged covers, and similar hinged items to 
match exposed surfaces. 

4. Do not apply coatings over labels of independent testing agencies or equipment name, 
identification, performance rating, or nomenclature plates. 

B. Tint each undercoat a lighter shade to facilitate identification of each coat if multiple coats of 
the same material are to be applied. Tint undercoats to match color of finish coat, but provide 
sufficient difference in shade of undercoats to distinguish each separate coat. 

C. If undercoats or other conditions show through final coat, apply additional coats until cured film 
has a uniform coating finish, color, and appearance. 

D. Apply coatings to produce surface films without cloudiness, spotting, holidays, laps, brush 
marks, runs, sags, ropiness, or other surface imperfections. Produce sharp glass lines and color 
breaks. 

3.4 FIELD QUALITY CONTROL 

A. Dry Film Thickness Testing: Owner may engage the services of a qualified testing and 
inspecting agency to inspect and test coatings for dry film thickness. 

1. Contractor shall touch up and restore coated surfaces damaged by testing. 
2. If test results show that dry film thickness of applied coating does not comply with 

coating manufacturer's written recommendations, Contractor shall pay for testing and 
apply additional coats as needed to provide dry film thickness that complies with coating 
manufacturer's written recommendations. 

3.5 CLEANING AND PROTECTION 

A. At end of each workday, remove rubbish, empty cans, rags, and other discarded materials from 
Project site. 

B. After completing coating application, clean spattered surfaces. Remove spattered coatings by 
washing, scraping, or other methods. Do not scratch or damage adjacent finished surfaces. 

C. Protect work of other trades against damage from coating operation. Correct damage to work of 
other trades by cleaning, repairing, replacing, and recoating, as approved by Architect, and 
leave in an undamaged condition. 
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D. At completion of construction activities of other trades, touch up and restore damaged or 
defaced coated surfaces. 

3.6 EXTERIOR HIGH-PERFORMANCE COATING SCHEDULE 

A. See product data. 

END OF SECTION 099600 
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SECTION 220529 - HANGERS AND SUPPORTS FOR PLUMBING PIPING AND EQUIPMENT 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Metal pipe hangers and supports. 
2. Trapeze pipe hangers. 
3. Fiberglass pipe hangers. 
4. Metal framing systems. 
5. Fiberglass strut systems. 
6. Thermal-hanger shield inserts. 
7. Fastener systems. 
8. Pipe stands. 
9. Pipe positioning systems. 
10. Equipment supports. 

1.3 DEFINITIONS 

A. MSS: Manufacturers Standardization Society of The Valve and Fittings Industry Inc. 

1.4 PERFORMANCE REQUIREMENTS 

A. Delegated Design: Design trapeze pipe hangers and equipment supports, including 
comprehensive engineering analysis by a qualified professional engineer, using performance 
requirements and design criteria indicated. 

B. Structural Performance: Hangers and supports for plumbing piping and equipment shall 
withstand the effects of gravity loads and stresses within limits and under conditions indicated 
according to ASCE/SEI 7. 

1. Design supports for multiple pipes, including pipe stands, capable of supporting 
combined weight of supported systems, system contents, and test water. 

2. Design equipment supports capable of supporting combined operating weight of 
supported equipment and connected systems and components. 
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1.5 ACTION SUBMITTALS 

A. Product Data: For each type of product indicated. 

B. Shop Drawings: Signed and sealed by a qualified professional engineer. Show fabrication 
and installation details and include calculations for the following; include Product Data for 
components: 

1. Trapeze pipe hangers. 
2. Metal framing systems. 
3. Fiberglass strut systems. 
4. Pipe stands. 
5. Equipment supports. 

C. Delegated-Design Submittal: For trapeze hangers indicated to comply with performance 
requirements and design criteria, including analysis data signed and sealed by the qualified 
professional engineer responsible for their preparation. 

1. Detail fabrication and assembly of trapeze hangers. 
2. Design Calculations: Calculate requirements for designing trapeze hangers. 

1.6 INFORMATIONAL SUBMITTALS 

A. Welding certificates. 

1.7 QUALITY ASSURANCE 

A. Structural Steel Welding Qualifications: Qualify procedures and personnel according to 
AWS D1.1/D1.1M, "Structural Welding Code - Steel." 

B. Pipe Welding Qualifications: Qualify procedures and operators according to ASME Boiler and 
Pressure Vessel Code. 

PART 2 - PRODUCTS 

2.1 METAL PIPE HANGERS AND SUPPORTS 

A. Stainless-Steel Pipe Hangers and Supports: 

1. Description: MSS SP-58, Types 1 through 58, factory-fabricated components. 
2. Padded Hangers: Hanger with fiberglass or other pipe insulation pad or cushion to 

support bearing surface of piping. 
3. Hanger Rods: Continuous-thread rod, nuts, and washer made of stainless steel. 

B. Copper Pipe Hangers: 

1. Description: MSS SP-58, Types 1 through 58, copper-coated-steel, factory-fabricated 
components. 
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2. Hanger Rods: Continuous-thread rod, nuts, and washer made of copper-coated steel  
orstainless steel. 

2.2 TRAPEZE PIPE HANGERS 

A. Description: MSS SP-69, Type 59, shop- or field-fabricated pipe-support assembly made from 
structural carbon-steel shapes with MSS SP-58 carbon-steel hanger rods, nuts, saddles, and U-
bolts. 

2.3 FIBERGLASS PIPE HANGERS 

A. Clevis-Type, Fiberglass Pipe Hangers: 

1. Description: Similar to MSS SP-58, Type 1, steel pipe hanger except hanger is made of 
fiberglass or fiberglass-reinforced resin. 

2. Hanger Rods: Continuous-thread rod, washer, and nuts made of stainless steel. 

B. Strap-Type, Fiberglass Pipe Hangers: 

1. Description: Similar to MSS SP-58, Type 9 or Type 10, steel pipe hanger except hanger 
is made of fiberglass-reinforced resin. 

2. Hanger Rod and Fittings: Continuous-thread rod, washer, and nuts made of stainless 
steel. 

2.4 METAL FRAMING SYSTEMS 

A. MFMA Manufacturer Metal Framing Systems: 
1. Description: Shop- or field-fabricated pipe-support assembly for supporting multiple 

parallel pipes. 
2. Standard: MFMA-4. 
3. Channels: Continuous slotted steel channel with inturned lips. 
4. Channel Nuts: Formed or stamped steel nuts or other devices designed to fit into channel 

slot and, when tightened, prevent slipping along channel. 
5. Hanger Rods: Continuous-thread rod, nuts, and washer made of stainless steel. 
6. Metallic Coating: In-line, hot galvanized. 
7. Plastic Coating: PVC. 

B. Non-MFMA Manufacturer Metal Framing Systems: 
1. Description: Shop- or field-fabricated pipe-support assembly made of steel channels, 

accessories, fittings, and other components for supporting multiple parallel pipes. 
2. Standard: Comply with MFMA-4. 
3. Channels: Continuous slotted steel channel with inturned lips. 
4. Channel Nuts: Formed or stamped steel nuts or other devices designed to fit into channel 

slot and, when tightened, prevent slipping along channel. 
5. Hanger Rods: Continuous-thread rod, nuts, and washer made of stainless steel. 
6. Coating: PVC. 
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2.5 FIBERGLASS STRUT SYSTEMS 

A. Description: Shop- or field-fabricated pipe-support assembly similar to MFMA-4 for supporting 
multiple parallel pipes. 

1. Channels: Continuous slotted fiberglass channel with inturned lips. 
2. Channel Nuts: Fiberglass nuts or other devices designed to fit into channel slot and, when 

tightened, prevent slipping along channel. 
3. Hanger Rods: Continuous-thread rod, nuts, and washer made of stainless steel. 

2.6 THERMAL-HANGER SHIELD INSERTS 

A. Insulation-Insert Material for Cold Piping: ASTM C 591, Type VI, Grade 1 polyisocyanurate 
with 125-psig (862-kPa) minimum compressive strength and vapor barrier. 

B. Insulation-Insert Material for Hot Piping: ASTM C 591, Type VI, Grade 1 polyisocyanurate 
with 125-psig (862-kPa) minimum compressive strength. 

C. For Trapeze or Clamped Systems: Insert and shield shall cover entire circumference of pipe. 

D. For Clevis or Band Hangers: Insert and shield shall cover lower 180 degrees of pipe. 

E. Insert Length: Extend 2 inches (50 mm) beyond sheet metal shield for piping operating below 
ambient air temperature. 

2.7 FASTENER SYSTEMS 

A. Powder-Actuated Fasteners: Threaded-steel stud, for use in hardened portland cement concrete 
with pull-out, tension, and shear capacities appropriate for supported loads and building 
materials where used. 

B. Mechanical-Expansion Anchors: Insert-wedge-type, stainless- steel anchors, for use in 
hardened portland cement concrete; with pull-out, tension, and shear capacities appropriate for 
supported loads and building materials where used. 

2.8 PIPE STANDS 

A. General Requirements for Pipe Stands: Shop- or field-fabricated assemblies made of 
manufactured corrosion-resistant components to support roof-mounted piping. 

B. Compact Pipe Stand: One-piece plastic unit with integral-rod roller, pipe clamps, or V-shaped 
cradle to support pipe, for roof installation without membrane penetration. 

C. Low-Type, Single-Pipe Stand: One-piece stainless-steel base unit with plastic roller, for roof 
installation without membrane penetration. 

D. High-Type, Single-Pipe Stand: 
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1. Description: Assembly of base, vertical and horizontal members, and pipe support, for 
roof installation without membrane penetration. 

2. Base: Stainless steel. 
3. Vertical Members: Two or more cadmium-plated-steel or stainless-steel, continuous-

thread rods. 
4. Horizontal Member: Cadmium-plated-steel or stainless-steel rod with plastic or stainless-

steel, roller-type pipe support. 

E. High-Type, Multiple-Pipe Stand: 

1. Description: Assembly of bases, vertical and horizontal members, and pipe supports, for 
roof installation without membrane penetration. 

2. Bases: One or more; plastic. 
3. Vertical Members: Two or more protective-coated-steel channels. 
4. Horizontal Member: Protective-coated-steel channel. 
5. Pipe Supports: Galvanized-steel, clevis-type pipe hangers. 

F. Curb-Mounting-Type Pipe Stands: Shop- or field-fabricated pipe supports made from structural-
steel shapes, continuous-thread rods, and rollers, for mounting on permanent stationary roof 
curb. 

2.9 PIPE POSITIONING SYSTEMS 

A. Description: IAPMO PS 42, positioning system of metal brackets, clips, and straps for 
positioning piping in pipe spaces; for plumbing fixtures in commercial applications. 

2.10 EQUIPMENT SUPPORTS 

A. Description: Welded, shop- or field-fabricated equipment support made from structural carbon-
steel shapes. 

2.11 MISCELLANEOUS MATERIALS 

A. Structural Steel: ASTM A 36/A 36M, carbon-steel plates, shapes, and bars; black and 
galvanized. 

B. Grout: ASTM C 1107, factory-mixed and -packaged, dry, hydraulic-cement, nonshrink and 
nonmetallic grout; suitable for interior and exterior applications. 

1. Properties: Nonstaining, noncorrosive, and nongaseous. 
2. Design Mix: 5000-psi (34.5-MPa), 28-day compressive strength. 
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PART 3 - EXECUTION 

3.1 HANGER AND SUPPORT INSTALLATION 

A. Metal Pipe-Hanger Installation: Comply with MSS SP-69 and MSS SP-89. Install hangers, 
supports, clamps, and attachments as required to properly support piping from the building 
structure. 

B. Metal Trapeze Pipe-Hanger Installation: Comply with MSS SP-69 and MSS SP-89. Arrange for 
grouping of parallel runs of horizontal piping, and support together on field-fabricated trapeze 
pipe hangers. 

1. Pipes of Various Sizes: Support together and space trapezes for smallest pipe size or 
install intermediate supports for smaller diameter pipes as specified for individual pipe 
hangers. 

2. Field fabricate from ASTM A 36/A 36M, carbon-steel shapes selected for loads being 
supported. Weld steel according to AWS D1.1/D1.1M. 

C. Fiberglass Pipe-Hanger Installation: Comply with applicable portions of MSS SP-69 and 
MSS SP-89. Install hangers and attachments as required to properly support piping from 
building structure. 

D. Metal Framing System Installation: Arrange for grouping of parallel runs of piping, and support 
together on field-assembled metal framing systems. 

E. Fiberglass Strut System Installation: Arrange for grouping of parallel runs of piping, and 
support together on field-assembled fiberglass struts. 

F. Thermal-Hanger Shield Installation: Install in pipe hanger or shield for insulated piping. 

G. Fastener System Installation: 

1. Install powder-actuated fasteners for use in lightweight concrete or concrete slabs less 
than 4 inches (100 mm) thick in concrete after concrete is placed and completely cured. 
Use operators that are licensed by powder-actuated tool manufacturer. Install fasteners 
according to powder-actuated tool manufacturer's operating manual. 

2. Install mechanical-expansion anchors in concrete after concrete is placed and completely 
cured. Install fasteners according to manufacturer's written instructions. 

H. Pipe Stand Installation: 

1. Pipe Stand Types except Curb-Mounted Type: Assemble components and mount on 
smooth roof surface. Do not penetrate roof membrane. 

2. Curb-Mounted-Type Pipe Stands: Assemble components or fabricate pipe stand and 
mount on permanent, stationary roof curb. See Section 077200 "Roof Accessories" for 
curbs. 

I. Pipe Positioning-System Installation: Install support devices to make rigid supply and waste 
piping connections to each plumbing fixture. 
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J. Install hangers and supports complete with necessary attachments, inserts, bolts, rods, nuts, 
washers, and other accessories. 

K. Equipment Support Installation: Fabricate from welded-structural-steel shapes. 

L. Install hangers and supports to allow controlled thermal and seismic movement of piping 
systems, to permit freedom of movement between pipe anchors, and to facilitate action of 
expansion joints, expansion loops, expansion bends, and similar units. 

M. Install lateral bracing with pipe hangers and supports to prevent swaying. 

N. Install building attachments within concrete slabs or attach to structural steel. Install additional 
attachments at concentrated loads, including valves, flanges, and strainers, NPS 2-1/2 (DN 65) 
and larger and at changes in direction of piping. Install concrete inserts before concrete is 
placed; fasten inserts to forms and install reinforcing bars through openings at top of inserts. 

O. Load Distribution: Install hangers and supports so that piping live and dead loads and stresses 
from movement will not be transmitted to connected equipment. 

P. Pipe Slopes: Install hangers and supports to provide indicated pipe slopes and to not exceed 
maximum pipe deflections allowed by ASME B31.9 for building services piping. 

Q. Insulated Piping: 

1. Attach clamps and spacers to piping. 

a. Piping Operating above Ambient Air Temperature: Clamp may project through 
insulation. 

b. Piping Operating below Ambient Air Temperature: Use thermal-hanger shield 
insert with clamp sized to match OD of insert. 

c. Do not exceed pipe stress limits allowed by ASME B31.9 for building services 
piping. 

2. Install MSS SP-58, Type 39, protection saddles if insulation without vapor barrier is 
indicated. Fill interior voids with insulation that matches adjoining insulation. 

a. Option: Thermal-hanger shield inserts may be used. Include steel weight-
distribution plate for pipe NPS 4 (DN 100) and larger if pipe is installed on rollers. 

3. Install MSS SP-58, Type 40, protective shields on cold piping with vapor barrier. Shields 
shall span an arc of 180 degrees. 

a. Option: Thermal-hanger shield inserts may be used. Include steel weight-
distribution plate for pipe NPS 4 (DN 100) and larger if pipe is installed on rollers. 

4. Shield Dimensions for Pipe: Not less than the following: 

a. NPS 1/4 to NPS 3-1/2 (DN 8 to DN 90): 12 inches (305 mm) long and 0.048 inch 
(1.22 mm) thick. 

b. NPS 4 (DN 100): 12 inches (305 mm) long and 0.06 inch (1.52 mm) thick. 
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c. NPS 5 and NPS 6 (DN 125 and DN 150): 18 inches (457 mm) long and 0.06 inch 
(1.52 mm) thick. 

d. NPS 8 to NPS 14 (DN 200 to DN 350): 24 inches (610 mm) long and 0.075 inch 
(1.91 mm) thick. 

e. NPS 16 to NPS 24 (DN 400 to DN 600): 24 inches (610 mm) long and 0.105 inch 
(2.67 mm) thick. 

5. Pipes NPS 8 (DN 200) and Larger: Include wood or reinforced calcium-silicate-
insulation inserts of length at least as long as protective shield. 

6. Thermal-Hanger Shields: Install with insulation same thickness as piping insulation. 

3.2 EQUIPMENT SUPPORTS 

A. Fabricate structural-steel stands to suspend equipment from structure overhead or to support 
equipment above floor. 

B. Grouting: Place grout under supports for equipment and make bearing surface smooth. 

C. Provide lateral bracing, to prevent swaying, for equipment supports. 

3.3 METAL FABRICATIONS 

A. Cut, drill, and fit miscellaneous metal fabrications for trapeze pipe hangers and equipment 
supports. 

B. Fit exposed connections together to form hairline joints. Field weld connections that cannot be 
shop welded because of shipping size limitations. 

C. Field Welding: Comply with AWS D1.1/D1.1M procedures for shielded, metal arc welding; 
appearance and quality of welds; and methods used in correcting welding work; and with the 
following: 

1. Use materials and methods that minimize distortion and develop strength and corrosion 
resistance of base metals. 

2. Obtain fusion without undercut or overlap. 
3. Remove welding flux immediately. 
4. Finish welds at exposed connections so no roughness shows after finishing and so 

contours of welded surfaces match adjacent contours. 

3.4 ADJUSTING 

A. Hanger Adjustments: Adjust hangers to distribute loads equally on attachments and to achieve 
indicated slope of pipe. 

B. Trim excess length of continuous-thread hanger and support rods to 1-1/2 inches (40 mm). 
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3.5 PAINTING 

A. Touchup: Clean field welds and abraded areas of shop paint. Paint exposed areas immediately 
after erecting hangers and supports. Use same materials as used for shop painting. Comply with 
SSPC-PA 1 requirements for touching up field-painted surfaces. 

1. Apply paint by brush or spray to provide a minimum dry film thickness of 2.0 mils (0.05 
mm). 

B. Touchup: Cleaning and touchup painting of field welds, bolted connections, and abraded areas 
of shop paint on miscellaneous metal are specified in Section 099113 "Exterior Painting." 
Section 099600 "High-Performance Coatings." 

C. Galvanized Surfaces: Clean welds, bolted connections, and abraded areas and apply 
galvanizing-repair paint to comply with ASTM A 780. 

3.6 HANGER AND SUPPORT SCHEDULE 

A. Specific hanger and support requirements are in Sections specifying piping systems and 
equipment. 

B. Comply with MSS SP-69 for pipe-hanger selections and applications that are not specified in 
piping system Sections. 

C. Use hangers and supports with galvanized metallic coatings for piping and equipment that will 
not have field-applied finish. 

D. Use nonmetallic coatings on attachments for electrolytic protection where attachments are in 
direct contact with copper tubing. 

E. Use stainless-steel pipe hangers, fiberglass pipe hangers or fiberglass strut systems and 
stainless-steel or corrosion-resistant attachments for all applications. 

F. Use copper-plated pipe hangers and stainless-steel attachments for copper piping and tubing. 

G. Use padded hangers for piping that is subject to scratching. 

H. Use thermal-hanger shield inserts for insulated piping and tubing. 

I. Horizontal-Piping Hangers and Supports: Unless otherwise indicated and except as specified in 
piping system Sections, install the following types: 

1. Adjustable, Steel Clevis Hangers (MSS Type 1): For suspension of noninsulated or 
insulated, stationary pipes NPS 1/2 to NPS 30 (DN 15 to DN 750). 

2. Yoke-Type Pipe Clamps (MSS Type 2): For suspension of up to 1050 deg F (566 deg C), 
pipes NPS 4 to NPS 24 (DN 100 to DN 600), requiring up to 4 inches (100 mm) of 
insulation. 

3. Carbon- or Alloy-Steel, Double-Bolt Pipe Clamps (MSS Type 3): For suspension of 
pipes NPS 3/4 to NPS 36 (DN 20 to DN 900), requiring clamp flexibility and up to 4 
inches (100 mm) of insulation. 
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4. Steel Pipe Clamps (MSS Type 4): For suspension of cold and hot pipes NPS 1/2 to 
NPS 24 (DN 15 to DN 600) if little or no insulation is required. 

5. Pipe Hangers (MSS Type 5): For suspension of pipes NPS 1/2 to NPS 4 (DN 15 to 
DN 100), to allow off-center closure for hanger installation before pipe erection. 

6. Adjustable, Swivel Split- or Solid-Ring Hangers (MSS Type 6): For suspension of 
noninsulated, stationary pipes NPS 3/4 to NPS 8 (DN 20 to DN 200). 

7. Adjustable, Steel Band Hangers (MSS Type 7): For suspension of noninsulated, 
stationary pipes NPS 1/2 to NPS 8 (DN 15 to DN 200). 

8. Adjustable Band Hangers (MSS Type 9): For suspension of noninsulated, stationary 
pipes NPS 1/2 to NPS 8 (DN 15 to DN 200). 

9. Adjustable, Swivel-Ring Band Hangers (MSS Type 10): For suspension of noninsulated, 
stationary pipes NPS 1/2 to NPS 8 (DN 15 to DN 200). 

10. Split Pipe Ring with or without Turnbuckle Hangers (MSS Type 11): For suspension of 
noninsulated, stationary pipes NPS 3/8 to NPS 8 (DN 10 to DN 200). 

11. Extension Hinged or Two-Bolt Split Pipe Clamps (MSS Type 12): For suspension of 
noninsulated, stationary pipes NPS 3/8 to NPS 3 (DN 10 to DN 80). 

12. U-Bolts (MSS Type 24): For support of heavy pipes NPS 1/2 to NPS 30 (DN 15 to 
DN 750). 

13. Clips (MSS Type 26): For support of insulated pipes not subject to expansion or 
contraction. 

14. Pipe Saddle Supports (MSS Type 36): For support of pipes NPS 4 to NPS 36 (DN 100 to 
DN 900), with steel-pipe base stanchion support and cast-iron floor flange or carbon-steel 
plate. 

15. Pipe Stanchion Saddles (MSS Type 37): For support of pipes NPS 4 to NPS 36 (DN 100 
to DN 900), with steel-pipe base stanchion support and cast-iron floor flange or carbon-
steel plate, and with U-bolt to retain pipe. 

16. Adjustable Pipe Saddle Supports (MSS Type 38): For stanchion-type support for pipes 
NPS 2-1/2 to NPS 36 (DN 65 to DN 900) if vertical adjustment is required, with steel-
pipe base stanchion support and cast-iron floor flange. 

17. Single-Pipe Rolls (MSS Type 41): For suspension of pipes NPS 1 to NPS 30 (DN 25 to 
DN 750), from two rods if longitudinal movement caused by expansion and contraction 
might occur. 

18. Adjustable Roller Hangers (MSS Type 43): For suspension of pipes NPS 2-1/2 to NPS 24 
(DN 65 to DN 600), from single rod if horizontal movement caused by expansion and 
contraction might occur. 

19. Complete Pipe Rolls (MSS Type 44): For support of pipes NPS 2 to NPS 42 (DN 50 to 
DN 1050) if longitudinal movement caused by expansion and contraction might occur but 
vertical adjustment is not necessary. 

20. Pipe Roll and Plate Units (MSS Type 45): For support of pipes NPS 2 to NPS 24 (DN 50 
to DN 600) if small horizontal movement caused by expansion and contraction might 
occur and vertical adjustment is not necessary. 

21. Adjustable Pipe Roll and Base Units (MSS Type 46): For support of pipes NPS 2 to 
NPS 30 (DN 50 to DN 750) if vertical and lateral adjustment during installation might be 
required in addition to expansion and contraction. 

J. Vertical-Piping Clamps: Unless otherwise indicated and except as specified in piping system 
Sections, install the following types: 

1. Extension Pipe or Riser Clamps (MSS Type 8): For support of pipe risers NPS 3/4 to 
NPS 24 (DN 24 to DN 600). 
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2. Carbon- or Alloy-Steel Riser Clamps (MSS Type 42): For support of pipe risers NPS 3/4 
to NPS 24 (DN 20 to DN 600) if longer ends are required for riser clamps. 

K. Hanger-Rod Attachments: Unless otherwise indicated and except as specified in piping system 
Sections, install the following types: 

1. Steel Turnbuckles (MSS Type 13): For adjustment up to 6 inches (150 mm) for heavy 
loads. 

2. Steel Clevises (MSS Type 14): For 120 to 450 deg F (49 to 232 deg C) piping 
installations. 

3. Swivel Turnbuckles (MSS Type 15): For use with MSS Type 11, split pipe rings. 
4. Malleable-Iron Sockets (MSS Type 16): For attaching hanger rods to various types of 

building attachments. 
5. Steel Weldless Eye Nuts (MSS Type 17): For 120 to 450 deg F (49 to 232 deg C) piping 

installations. 

L. Building Attachments: Unless otherwise indicated and except as specified in piping system 
Sections, install the following types: 

1. Steel or Malleable Concrete Inserts (MSS Type 18): For upper attachment to suspend 
pipe hangers from concrete ceiling. 

2. Top-Beam C-Clamps (MSS Type 19): For use under roof installations with bar-joist 
construction, to attach to top flange of structural shape. 

3. Side-Beam or Channel Clamps (MSS Type 20): For attaching to bottom flange of beams, 
channels, or angles. 

4. Center-Beam Clamps (MSS Type 21): For attaching to center of bottom flange of beams. 
5. Welded Beam Attachments (MSS Type 22): For attaching to bottom of beams if loads are 

considerable and rod sizes are large. 
6. C-Clamps (MSS Type 23): For structural shapes. 
7. Top-Beam Clamps (MSS Type 25): For top of beams if hanger rod is required tangent to 

flange edge. 
8. Side-Beam Clamps (MSS Type 27): For bottom of steel I-beams. 
9. Steel-Beam Clamps with Eye Nuts (MSS Type 28): For attaching to bottom of steel I-

beams for heavy loads. 
10. Linked-Steel Clamps with Eye Nuts (MSS Type 29): For attaching to bottom of steel I-

beams for heavy loads, with link extensions. 
11. Malleable-Beam Clamps with Extension Pieces (MSS Type 30): For attaching to 

structural steel. 
12. Welded-Steel Brackets: For support of pipes from below or for suspending from above 

by using clip and rod. Use one of the following for indicated loads: 

a. Light (MSS Type 31): 750 lb (340 kg). 
b. Medium (MSS Type 32): 1500 lb (680 kg). 
c. Heavy (MSS Type 33): 3000 lb (1360 kg). 

13. Side-Beam Brackets (MSS Type 34): For sides of steel or wooden beams. 
14. Plate Lugs (MSS Type 57): For attaching to steel beams if flexibility at beam is required. 
15. Horizontal Travelers (MSS Type 58): For supporting piping systems subject to linear 

horizontal movement where headroom is limited. 
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M. Saddles and Shields: Unless otherwise indicated and except as specified in piping system 
Sections, install the following types: 

1. Steel-Pipe-Covering Protection Saddles (MSS Type 39): To fill interior voids with 
insulation that matches adjoining insulation. 

2. Protection Shields (MSS Type 40): Of length recommended in writing by manufacturer 
to prevent crushing insulation. 

3. Thermal-Hanger Shield Inserts: For supporting insulated pipe. 

N. Spring Hangers and Supports: Unless otherwise indicated and except as specified in piping 
system Sections, install the following types: 

1. Restraint-Control Devices (MSS Type 47): Where indicated to control piping movement. 
2. Spring Cushions (MSS Type 48): For light loads if vertical movement does not exceed 1-

1/4 inches (32 mm). 
3. Spring-Cushion Roll Hangers (MSS Type 49): For equipping Type 41, roll hanger with 

springs. 
4. Spring Sway Braces (MSS Type 50): To retard sway, shock, vibration, or thermal 

expansion in piping systems. 
5. Variable-Spring Hangers (MSS Type 51): Preset to indicated load and limit variability 

factor to 25 percent to allow expansion and contraction of piping system from hanger. 
6. Variable-Spring Base Supports (MSS Type 52): Preset to indicated load and limit 

variability factor to 25 percent to allow expansion and contraction of piping system from 
base support. 

7. Variable-Spring Trapeze Hangers (MSS Type 53): Preset to indicated load and limit 
variability factor to 25 percent to allow expansion and contraction of piping system from 
trapeze support. 

8. Constant Supports: For critical piping stress and if necessary to avoid transfer of stress 
from one support to another support, critical terminal, or connected equipment. Include 
auxiliary stops for erection, hydrostatic test, and load-adjustment capability. These 
supports include the following types: 

a. Horizontal (MSS Type 54): Mounted horizontally. 
b. Vertical (MSS Type 55): Mounted vertically. 
c. Trapeze (MSS Type 56): Two vertical-type supports and one trapeze member. 

O. Comply with MSS SP-69 for trapeze pipe-hanger selections and applications that are not 
specified in piping system Sections. 

P. Comply with MFMA-103 for metal framing system selections and applications that are not 
specified in piping system Sections. 

Q. Use mechanical-expansion anchors instead of building attachments where required in concrete 
construction. 

R. Use pipe positioning systems in pipe spaces behind plumbing fixtures to support supply and 
waste piping for plumbing fixtures. 

END OF SECTION 220529 
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SECTION 221423 - STORM DRAINAGE PIPING SPECIALTIES 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Roof drains. 
2. Miscellaneous storm drainage piping specialties. 
3. Cleanouts. 
4. Backwater valves. 
5. Through-penetration firestop assemblies. 
6. Flashing materials. 

1.3 ACTION SUBMITTALS 

A. Product Data: For each type of product indicated. 

1.4 QUALITY ASSURANCE 

A. Drainage piping specialties shall bear label, stamp, or other markings of specified testing 
agency. 

PART 2 - PRODUCTS 

2.1 METAL ROOF DRAINS 

A. Cast-Iron, Large-Sump, General-Purpose Roof Drains : 
1. Standard: ASME A112.6.4, for general-purpose roof drains. 
2. Body Material: Cast iron. 
3. Dimension of Body: Nominal [15-inch (381-mm) diameter. 
4. Combination Flashing Ring and Gravel Stop: Not required. 
5. Flow-Control Weirs: Required. 
6. Outlet: Bottom. 
7. Extension Collars: Not required. 
8. Underdeck Clamp: Required. 
9. Expansion Joint: Required. 
10. Sump Receiver Plate: Required. 
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11. Dome Material: Cast iron. 
12. Perforated Gravel Guard: Not required. 
13. Vandal-Proof Dome: Not required. 
14. Water Dam: Not required. 

B. Metal, Cornice and Gutter Roof Drains: 
1. Standard: ASME A112.6.4, for cornice and gutter roof drains. 
2. Body Material: Metal. 
3. Dimension of Body: Match existing.. 
4. Outlet: Match existing. 

2.2 MISCELLANEOUS STORM DRAINAGE PIPING SPECIALTIES 

A. Downspout Adaptors : 

1. Description: Manufactured, gray-iron casting, for attaching to horizontal-outlet, parapet 
roof drain and to exterior, sheet metal downspout. 

2. Size: Inlet size to match parapet drain outlet. 

B. Downspout Boots : 

1. Description: Manufactured, ASTM A 48/A 48M, gray-iron casting, with strap or ears for 
attaching to building; NPS 4 (DN 100) outlet; and shop-applied bituminous coating. 

2. Size: Inlet size to match downspout and NPS 4 (DN 100) outlet. 

C. Conductor Nozzles : 

1. Description: Bronze body with threaded inlet and bronze wall flange with mounting 
holes. 

2. Size: Same as connected conductor. 

2.3 CLEANOUTS 

A. Plastic Floor Cleanouts: 
1. Size: Same as connected branch. 
2. Body Material: PVC. 
3. Closure Plug: PVC. 
4. Riser: Drainage pipe fitting and riser to cleanout of same material as drainage piping. 

2.4 BACKWATER VALVES 

A. Plastic, Horizontal Backwater Valves: 
1. Standard: ASME A112.14.1, for backwater valves. 
2. Size: Same as connected piping. 
3. Body Material: PVC. 
4. Cover: Same material as body with threaded access to check valve. 
5. Check Valve: Removable swing check. 
6. End Connections: Socket type. 
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2.5 THROUGH-PENETRATION FIRESTOP ASSEMBLIES 

A. Through-Penetration Firestop Assemblies: 
1. Standard: ASTM E 814, for through-penetration firestop assemblies. 
2. Certification and Listing: Intertek Testing Service NA for through-penetration firestop 

assemblies. 
3. Size: Same as connected pipe. 
4. Sleeve: Molded PVC plastic, of length to match slab thickness and with integral nailing 

flange on one end for installation in cast-in-place concrete slabs. 
5. Stack Fitting: ASTM A 48/A 48M, gray-iron, hubless-pattern, wye branch with neoprene 

O-ring at base and gray-iron plug in thermal-release harness. Include PVC protective cap 
for plug. 

6. Special Coating: Corrosion resistant on interior of fittings. 

2.6 FLASHING MATERIALS 

A. Copper Sheet: ASTM B 152/B 152M,12 oz./sq. ft. (3.7 kg/sq. m or 0.41-mm thickness). 

B. Zinc-Coated Steel Sheet: ASTM A 653/A 653M, with 0.20 percent copper content and 0.04-
inch (1.01-mm) minimum thickness unless otherwise indicated. Include G90 (Z275) hot-dip 
galvanized, mill-phosphatized finish for painting if indicated. 

C. Elastic Membrane Sheet: ASTM D 4068, flexible, chlorinated polyethylene, 40-mil (1.01-mm) 
minimum thickness. 

D. Fasteners: Metal compatible with material and substrate being fastened. 

E. Metal Accessories: Sheet metal strips, clamps, anchoring devices, and similar accessory units 
required for installation; matching or compatible with material being installed. 

F. Solder: ASTM B 32, lead-free alloy. 

PART 3 - EXECUTION 

3.1 INSTALLATION 

A. Install roof drains at low points of roof areas according to roof membrane manufacturer's 
written installation instructions. 

1. Install flashing collar or flange of roof drain to prevent leakage between drain and 
adjoining roofing. Maintain integrity of waterproof membranes where penetrated. 

2. Install expansion joints, if indicated, in roof drain outlets. 
3. Position roof drains for easy access and maintenance. 

B. Install downspout adapters on outlet of back-outlet parapet roof drains and connect to sheet 
metal downspouts. 

C. Install conductor nozzles at exposed bottom of conductors where they spill onto grade. 
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D. Install cleanouts in aboveground piping and building drain piping according to the following 
instructions unless otherwise indicated: 

1. Use cleanouts the same size as drainage piping up to NPS 4 (DN 100). Use NPS 4 
(DN 100) for larger drainage piping unless larger cleanout is indicated. 

2. Locate cleanouts at each change in direction of piping greater than 45 degrees. 
3. Locate cleanouts at minimum intervals of 50 feet (15 m)  for piping NPS 4 (DN 100) and 

smaller and 100 feet (30 m) for larger piping. 
4. Locate cleanouts at base of each vertical soil and waste stack. 

E. For floor cleanouts for piping below floors, install cleanout deck plates with top flush with 
finished floor. 

F. For cleanouts located in concealed piping, install cleanout wall access covers, of types 
indicated, with frame and cover flush with finished wall. 

G. Install horizontal backwater valves in floor with cover flush with floor. 

H. Install drain-outlet backwater valves in outlet of drains. 

I. Install test tees in vertical conductors and near floor. 

J. Install wall cleanouts in vertical conductors. Install access door in wall if indicated. 

K. Install trench drains at low points of surface areas to be drained. Set grates of drains flush with 
finished surface unless otherwise indicated. 

L. Assemble channel drainage system components according to manufacturer's written 
instructions. Install on support devices so that top will be flush with adjacent surface. 

M. Install through-penetration firestop assemblies in plastic conductors at concrete floor 
penetrations. 

N. Install sleeve flashing device with each conductor passing through floors with waterproof 
membrane. 

3.2 FLASHING INSTALLATION 

A. Fabricate flashing from single piece of metal unless large pans, sumps, or other drainage shapes 
are required. Join flashing according to the following if required: 

1. Lead Sheets: Burn joints of 6.0-lb/sq. ft. (30-kg/sq. m) lead sheets, 0.0938-inch (2.4-mm) 
thickness or thicker. Solder joints of 4.0-lb/sq. ft. (20-kg/sq. m) lead sheets, 0.0625-inch 
(1.6-mm) thickness or thinner. 

2. Copper Sheets: Solder joints of copper sheets. 

B. Install sheet flashing on pipes, sleeves, and specialties passing through or embedded in floors 
and roofs with waterproof membrane. 

1. Pipe Flashing: Sleeve type, matching the pipe size, with a minimum length of 10 inches 
(250 mm) and with skirt or flange extending at least 8 inches (200 mm) around pipe. 
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2. Sleeve Flashing: Flat sheet, with skirt or flange extending at least 8 inches (200 mm) 
around sleeve. 

3. Embedded Specialty Flashing: Flat sheet, with skirt or flange extending at least 8 inches 
(200 mm) around specialty. 

C. Set flashing on floors and roofs in solid coating of bituminous cement. 

D. Secure flashing into sleeve and specialty clamping ring or device. 

E. Fabricate and install flashing and pans, sumps, and other drainage shapes. 

3.3 PROTECTION 

A. Protect drains during remainder of construction period to avoid clogging with dirt or debris and 
to prevent damage from traffic or construction work. 

B. Place plugs in ends of uncompleted piping at end of each day or when work stops. 

END OF SECTION 221423 
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SECTION 230529 - HANGERS AND SUPPORTS FOR HVAC PIPING AND EQUIPMENT 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Metal pipe hangers and supports. 
2. Trapeze pipe hangers. 
3. Fiberglass pipe hangers. 
4. Metal framing systems. 
5. Fiberglass strut systems. 
6. Thermal-hanger shield inserts. 
7. Fastener systems. 
8. Pipe stands. 
9. Equipment supports. 

1.3   DEFINITIONS 

A. MSS: Manufacturers Standardization Society of The Valve and Fittings Industry Inc. 

1.4 PERFORMANCE REQUIREMENTS 

A. Delegated Design: Design trapeze pipe hangers and equipment supports, including 
comprehensive engineering analysis by a qualified professional engineer, using performance 
requirements and design criteria indicated. 

B. Structural Performance: Hangers and supports for HVAC piping and equipment shall withstand 
the effects of gravity loads and stresses within limits and under conditions indicated according 
to ASCE/SEI 7. 

1. Design supports for multiple pipes, including pipe stands, capable of supporting 
combined weight of supported systems, system contents, and test water. 

2. Design equipment supports capable of supporting combined operating weight of 
supported equipment and connected systems and components. 

1.5 ACTION SUBMITTALS 

A. Product Data: For each type of product indicated. 
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B. Shop Drawings: Signed and sealed by a qualified professional engineer. Show fabrication 
and installation details and include calculations for the following; include Product Data for 
components: 

1. Trapeze pipe hangers. 
2. Metal framing systems. 
3. Fiberglass strut systems. 
4. Pipe stands. 
5. Equipment supports. 

C. Delegated-Design Submittal: For trapeze hangers indicated to comply with performance 
requirements and design criteria, including analysis data signed and sealed by the qualified 
professional engineer responsible for their preparation. 

1. Detail fabrication and assembly of trapeze hangers. 
2. Design Calculations: Calculate requirements for designing trapeze hangers. 

1.6 INFORMATIONAL SUBMITTALS 

A. Welding certificates. 

1.7 QUALITY ASSURANCE 

A. Structural Steel Welding Qualifications: Qualify procedures and personnel according to 
AWS D1.1/D1.1M, "Structural Welding Code - Steel." 

B. Pipe Welding Qualifications: Qualify procedures and operators according to ASME Boiler and 
Pressure Vessel Code. 

PART 2 - PRODUCTS 

2.1 METAL PIPE HANGERS AND SUPPORTS 

A. Stainless-Steel Pipe Hangers and Supports: 

1. Description: MSS SP-58, Types 1 through 58, factory-fabricated components. 
2. Padded Hangers: Hanger with fiberglass or other pipe insulation pad or cushion to 

support bearing surface of piping. 
3. Hanger Rods: Continuous-thread rod, nuts, and washer made of stainless steel. 

B. Copper Pipe Hangers: 

1. Description: MSS SP-58, Types 1 through 58, copper-coated-steel, factory-fabricated 
components. 

2. Hanger Rods: Continuous-thread rod, nuts, and washer made of copper-coated steel . 
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2.2 TRAPEZE PIPE HANGERS 

A. Description: MSS SP-69, Type 59, shop- or field-fabricated pipe-support assembly made from 
structural carbon-steel shapes with MSS SP-58 carbon-steel hanger rods, nuts, saddles, and U-
bolts. 

2.3 FIBERGLASS PIPE HANGERS 

A. Clevis-Type, Fiberglass Pipe Hangers: 

1. Description: Similar to MSS SP-58, Type 1, steel pipe hanger except hanger is made of 
fiberglass or fiberglass-reinforced resin. 

2. Hanger Rods: Continuous-thread rod, washer, and nuts made of  stainless steel. 

B. Strap-Type, Fiberglass Pipe Hangers: 

1. Description: Similar to MSS SP-58, Type 9 or Type 10, steel pipe hanger except hanger 
is made of fiberglass-reinforced resin. 

2. Hanger Rod and Fittings: Continuous-thread rod, washer, and nuts made of stainless 
steel. 

2.4 METAL FRAMING SYSTEMS 

A. MFMA Manufacturer Metal Framing Systems: 
1. Description: Shop- or field-fabricated pipe-support assembly for supporting multiple 

parallel pipes. 
2. Standard: MFMA-4. 
3. Channels: Continuous slotted steel channel with inturned lips. 
4. Channel Nuts: Formed or stamped steel nuts or other devices designed to fit into channel 

slot and, when tightened, prevent slipping along channel. 
5. Hanger Rods: Continuous-thread rod, nuts, and washer made of stainless steel. 
6. Metallic Coating: In-line, hot galvanized. 
7. Plastic Coating: PVC. 

B. Non-MFMA Manufacturer Metal Framing Systems: 
1. Description: Shop- or field-fabricated pipe-support assembly made of steel channels, 

accessories, fittings, and other components for supporting multiple parallel pipes. 
2. Standard: Comply with MFMA-4. 
3. Channels: Continuous slotted steel channel with inturned lips. 
4. Channel Nuts: Formed or stamped steel nuts or other devices designed to fit into channel 

slot and, when tightened, prevent slipping along channel. 
5. Hanger Rods: Continuous-thread rod, nuts, and washer made of stainless steel. 
6. Coating: PVC. 

2.5 FIBERGLASS STRUT SYSTEMS 

A. Description: Shop- or field-fabricated pipe-support assembly similar to MFMA-4 for supporting 
multiple parallel pipes. 
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1. Channels: Continuous slotted fiberglass channel with inturned lips. 
2. Channel Nuts: Fiberglass nuts or other devices designed to fit into channel slot and, when 

tightened, prevent slipping along channel. 
3. Hanger Rods: Continuous-thread rod, nuts, and washer made of stainless steel. 

2.6 THERMAL-HANGER SHIELD INSERTS 

A. Insulation-Insert Material for Cold Piping: ASTM C 591, Type VI, Grade 1 polyisocyanurate 
with 125-psig (862-kPa) minimum compressive strength and vapor barrier. 

B. Insulation-Insert Material for Hot Piping: ASTM C 591, Type VI, Grade 1 polyisocyanurate 
with 125-psig (862-kPa) minimum compressive strength. 

C. For Trapeze or Clamped Systems: Insert and shield shall cover entire circumference of pipe. 

D. For Clevis or Band Hangers: Insert and shield shall cover lower 180 degrees of pipe. 

E. Insert Length: Extend 2 inches (50 mm) beyond sheet metal shield for piping operating below 
ambient air temperature. 

2.7 FASTENER SYSTEMS 

A. Powder-Actuated Fasteners: Threaded-steel stud, for use in hardened portland cement concrete 
with pull-out, tension, and shear capacities appropriate for supported loads and building 
materials where used. 

B. Mechanical-Expansion Anchors: Insert-wedge-type, stainless- steel anchors, for use in 
hardened portland cement concrete; with pull-out, tension, and shear capacities appropriate for 
supported loads and building materials where used. 

2.8 PIPE STANDS 

A. General Requirements for Pipe Stands: Shop- or field-fabricated assemblies made of 
manufactured corrosion-resistant components to support roof-mounted piping. 

B. Compact Pipe Stand: One-piece plastic unit with integral-rod roller, pipe clamps, or V-shaped 
cradle to support pipe, for roof installation without membrane penetration. 

C. Low-Type, Single-Pipe Stand: One-piece stainless-steel base unit with plastic roller, for roof 
installation without membrane penetration. 

D. High-Type, Single-Pipe Stand: 

1. Description: Assembly of base, vertical and horizontal members, and pipe support, for 
roof installation without membrane penetration. 

2. Base: Stainless steel. 
3. Vertical Members: Two or more cadmium-plated-steel or stainless-steel, continuous-

thread rods. 
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4. Horizontal Member: Cadmium-plated-steel or stainless-steel rod with plastic or stainless-
steel, roller-type pipe support. 

E. High-Type, Multiple-Pipe Stand: 

1. Description: Assembly of bases, vertical and horizontal members, and pipe supports, for 
roof installation without membrane penetration. 

2. Bases: One or more; plastic. 
3. Vertical Members: Two or more protective-coated-steel channels. 
4. Horizontal Member: Protective-coated-steel channel. 
5. Pipe Supports: Galvanized-steel, clevis-type pipe hangers. 

F. Curb-Mounted-Type Pipe Stands: Shop- or field-fabricated pipe supports made from structural-
steel shapes, continuous-thread rods, and rollers, for mounting on permanent stationary roof 
curb. 

2.9 EQUIPMENT SUPPORTS 

A. Description: Welded, shop- or field-fabricated equipment support made from structural carbon-
steel shapes. 

2.10 MISCELLANEOUS MATERIALS 

A. Structural Steel: ASTM A 36/A 36M, carbon-steel plates, shapes, and bars; black and 
galvanized. 

B. Grout: ASTM C 1107, factory-mixed and -packaged, dry, hydraulic-cement, nonshrink and 
nonmetallic grout; suitable for interior and exterior applications. 

1. Properties: Nonstaining, noncorrosive, and nongaseous. 
2. Design Mix: 5000-psi (34.5-MPa), 28-day compressive strength. 

PART 3 - EXECUTION 

3.1 HANGER AND SUPPORT INSTALLATION 

A. Metal Pipe-Hanger Installation: Comply with MSS SP-69 and MSS SP-89. Install hangers, 
supports, clamps, and attachments as required to properly support piping from the building 
structure. 

B. Metal Trapeze Pipe-Hanger Installation: Comply with MSS SP-69 and MSS SP-89. Arrange for 
grouping of parallel runs of horizontal piping, and support together on field-fabricated trapeze 
pipe hangers. 

1. Pipes of Various Sizes: Support together and space trapezes for smallest pipe size or 
install intermediate supports for smaller diameter pipes as specified for individual pipe 
hangers. 
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2. Field fabricate from ASTM A 36/A 36M, carbon-steel shapes selected for loads being 
supported. Weld steel according to AWS D1.1/D1.1M. 

C. Fiberglass Pipe-Hanger Installation: Comply with applicable portions of MSS SP-69 and 
MSS SP-89. Install hangers and attachments as required to properly support piping from 
building structure. 

D. Metal Framing System Installation: Arrange for grouping of parallel runs of piping, and support 
together on field-assembled metal framing systems. 

E. Fiberglass Strut System Installation: Arrange for grouping of parallel runs of piping, and 
support together on field-assembled fiberglass struts. 

F. Thermal-Hanger Shield Installation: Install in pipe hanger or shield for insulated piping. 

G. Fastener System Installation: 

1. Install powder-actuated fasteners for use in lightweight concrete or concrete slabs less 
than 4 inches (100 mm) thick in concrete after concrete is placed and completely cured. 
Use operators that are licensed by powder-actuated tool manufacturer. Install fasteners 
according to powder-actuated tool manufacturer's operating manual. 

2. Install mechanical-expansion anchors in concrete after concrete is placed and completely 
cured. Install fasteners according to manufacturer's written instructions. 

H. Pipe Stand Installation: 

1. Pipe Stand Types except Curb-Mounted Type: Assemble components and mount on 
smooth roof surface. Do not penetrate roof membrane. 

2. Curb-Mounted-Type Pipe Stands: Assemble components or fabricate pipe stand and 
mount on permanent, stationary roof curb. See Section 077200 "Roof Accessories" for 
curbs. 

I. Install hangers and supports complete with necessary attachments, inserts, bolts, rods, nuts, 
washers, and other accessories. 

J. Equipment Support Installation: Fabricate from welded-structural-steel shapes. 

K. Install hangers and supports to allow controlled thermal and seismic movement of piping 
systems, to permit freedom of movement between pipe anchors, and to facilitate action of 
expansion joints, expansion loops, expansion bends, and similar units. 

L. Install lateral bracing with pipe hangers and supports to prevent swaying. 

M. Install building attachments within concrete slabs or attach to structural steel. Install additional 
attachments at concentrated loads, including valves, flanges, and strainers, NPS 2-1/2 (DN 65) 
and larger and at changes in direction of piping. Install concrete inserts before concrete is 
placed; fasten inserts to forms and install reinforcing bars through openings at top of inserts. 

N. Load Distribution: Install hangers and supports so that piping live and dead loads and stresses 
from movement will not be transmitted to connected equipment. 
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O. Pipe Slopes: Install hangers and supports to provide indicated pipe slopes and to not exceed 
maximum pipe deflections allowed by ASME B31.9 for building services piping. 

P. Insulated Piping: 

1. Attach clamps and spacers to piping. 

a. Piping Operating above Ambient Air Temperature: Clamp may project through 
insulation. 

b. Piping Operating below Ambient Air Temperature: Use thermal-hanger shield 
insert with clamp sized to match OD of insert. 

c. Do not exceed pipe stress limits allowed by ASME B31.9 for building services 
piping. 

2. Install MSS SP-58, Type 39, protection saddles if insulation without vapor barrier is 
indicated. Fill interior voids with insulation that matches adjoining insulation. 

a. Option: Thermal-hanger shield inserts may be used. Include steel weight-
distribution plate for pipe NPS 4 (DN 100) and larger if pipe is installed on rollers. 

3. Install MSS SP-58, Type 40, protective shields on cold piping with vapor barrier. Shields 
shall span an arc of 180 degrees. 

a. Option: Thermal-hanger shield inserts may be used. Include steel weight-
distribution plate for pipe NPS 4 (DN 100) and larger if pipe is installed on rollers. 

4. Shield Dimensions for Pipe: Not less than the following: 

a. NPS 1/4 to NPS 3-1/2 (DN 8 to DN 90): 12 inches (305 mm) long and 0.048 inch 
(1.22 mm) thick. 

b. NPS 4 (DN 100): 12 inches (305 mm) long and 0.06 inch (1.52 mm) thick. 
c. NPS 5 and NPS 6 (DN 125 and DN 150): 18 inches (457 mm) long and 0.06 inch 

(1.52 mm) thick. 
d. NPS 8 to NPS 14 (DN 200 to DN 350): 24 inches (610 mm) long and 0.075 inch 

(1.91 mm) thick. 
e. NPS 16 to NPS 24 (DN 400 to DN 600): 24 inches (610 mm) long and 0.105 inch 

(2.67 mm) thick. 

5. Pipes NPS 8 (DN 200) and Larger: Include wood or reinforced calcium-silicate-
insulation inserts of length at least as long as protective shield. 

6. Thermal-Hanger Shields: Install with insulation same thickness as piping insulation. 

3.2 EQUIPMENT SUPPORTS 

A. Fabricate structural-steel stands to suspend equipment from structure overhead or to support 
equipment above floor. 

B. Grouting: Place grout under supports for equipment and make bearing surface smooth. 

C. Provide lateral bracing, to prevent swaying, for equipment supports. 
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3.3 METAL FABRICATIONS 

A. Cut, drill, and fit miscellaneous metal fabrications for trapeze pipe hangers and equipment 
supports. 

B. Fit exposed connections together to form hairline joints. Field weld connections that cannot be 
shop welded because of shipping size limitations. 

C. Field Welding: Comply with AWS D1.1/D1.1M procedures for shielded, metal arc welding; 
appearance and quality of welds; and methods used in correcting welding work; and with the 
following: 

1. Use materials and methods that minimize distortion and develop strength and corrosion 
resistance of base metals. 

2. Obtain fusion without undercut or overlap. 
3. Remove welding flux immediately. 
4. Finish welds at exposed connections so no roughness shows after finishing and so 

contours of welded surfaces match adjacent contours. 

3.4 ADJUSTING 

A. Hanger Adjustments: Adjust hangers to distribute loads equally on attachments and to achieve 
indicated slope of pipe. 

B. Trim excess length of continuous-thread hanger and support rods to 1-1/2 inches (40 mm) . 

3.5 PAINTING 

A. Touchup: Clean field welds and abraded areas of shop paint. Paint exposed areas immediately 
after erecting hangers and supports. Use same materials as used for shop painting. Comply with 
SSPC-PA 1 requirements for touching up field-painted surfaces. 

1. Apply paint by brush or spray to provide a minimum dry film thickness of 2.0 mils (0.05 
mm). 

B. Touchup: Cleaning and touchup painting of field welds, bolted connections, and abraded areas 
of shop paint on miscellaneous metal are specified in Section 099113 "Exterior Painting"  
and Section 099600 "High Performance Coatings." 

C. Galvanized Surfaces: Clean welds, bolted connections, and abraded areas and apply 
galvanizing-repair paint to comply with ASTM A 780. 

3.6 HANGER AND SUPPORT SCHEDULE 

A. Comply with MSS SP-69 for pipe-hanger selections and applications. 

B. Use hangers and supports with galvanized metallic coatings for piping and equipment that will 
not have field-applied finish. 
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C. Use nonmetallic coatings on attachments for electrolytic protection where attachments are in 
direct contact with copper tubing. 

D. Use carbon-steel pipe hangers and supports, metal trapeze pipe hangers or metal framing 
systems and attachments for general service applications. 

E. Use stainless-steel pipe hangers and corrosion-resistant attachments for hostile environment 
applications. 

F. Use copper-plated pipe hangers and stainless-steel attachments for copper piping and tubing. 

G. Use padded hangers for piping that is subject to scratching. 

H. Use thermal-hanger shield inserts for insulated piping and tubing. 

I. Horizontal-Piping Hangers and Supports: Unless otherwise indicated and except as specified in 
piping system Sections, install the following types: 

1. Adjustable, Steel Clevis Hangers (MSS Type 1): For suspension of noninsulated or 
insulated, stationary pipes NPS 1/2 to NPS 30 (DN 15 to DN 750). 

2. Yoke-Type Pipe Clamps (MSS Type 2): For suspension of up to 1050 deg F (566 deg C), 
pipes NPS 4 to NPS 24 (DN 100 to DN 600), requiring up to 4 inches (100 mm) of 
insulation. 

3. Carbon- or Alloy-Steel, Double-Bolt Pipe Clamps (MSS Type 3): For suspension of 
pipes NPS 3/4 to NPS 36 (DN 20 to DN 900), requiring clamp flexibility and up to 4 
inches (100 mm) of insulation. 

4. Steel Pipe Clamps (MSS Type 4): For suspension of cold and hot pipes NPS 1/2 to 
NPS 24 (DN 15 to DN 600) if little or no insulation is required. 

5. Pipe Hangers (MSS Type 5): For suspension of pipes NPS 1/2 to NPS 4 (DN 15 to 
DN 100), to allow off-center closure for hanger installation before pipe erection. 

6. Adjustable, Swivel Split- or Solid-Ring Hangers (MSS Type 6): For suspension of 
noninsulated, stationary pipes NPS 3/4 to NPS 8 (DN 20 to DN 200). 

7. Adjustable, Steel Band Hangers (MSS Type 7): For suspension of noninsulated, 
stationary pipes NPS 1/2 to NPS 8 (DN 15 to DN 200). 

8. Adjustable Band Hangers (MSS Type 9): For suspension of noninsulated, stationary 
pipes NPS 1/2 to NPS 8 (DN 15 to DN 200). 

9. Adjustable, Swivel-Ring Band Hangers (MSS Type 10): For suspension of noninsulated, 
stationary pipes NPS 1/2 to NPS 8 (DN 15 to DN 200). 

10. Split Pipe Ring with or without Turnbuckle Hangers (MSS Type 11): For suspension of 
noninsulated, stationary pipes NPS 3/8 to NPS 8 (DN 10 to DN 200). 

11. Extension Hinged or Two-Bolt Split Pipe Clamps (MSS Type 12): For suspension of 
noninsulated, stationary pipes NPS 3/8 to NPS 3 (DN 10 to DN 80). 

12. U-Bolts (MSS Type 24): For support of heavy pipes NPS 1/2 to NPS 30 (DN 15 to 
DN 750). 

13. Clips (MSS Type 26): For support of insulated pipes not subject to expansion or 
contraction. 

14. Pipe Saddle Supports (MSS Type 36): For support of pipes NPS 4 to NPS 36 (DN 100 to 
DN 900), with steel-pipe base stanchion support and cast-iron floor flange or carbon-steel 
plate. 
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15. Pipe Stanchion Saddles (MSS Type 37): For support of pipes NPS 4 to NPS 36 (DN 100 
to DN 900), with steel-pipe base stanchion support and cast-iron floor flange or carbon-
steel plate, and with U-bolt to retain pipe. 

16. Adjustable Pipe Saddle Supports (MSS Type 38): For stanchion-type support for pipes 
NPS 2-1/2 to NPS 36 (DN 65 to DN 900) if vertical adjustment is required, with steel-
pipe base stanchion support and cast-iron floor flange. 

17. Single-Pipe Rolls (MSS Type 41): For suspension of pipes NPS 1 to NPS 30 (DN 25 to 
DN 750), from two rods if longitudinal movement caused by expansion and contraction 
might occur. 

18. Adjustable Roller Hangers (MSS Type 43): For suspension of pipes NPS 2-1/2 to NPS 24 
(DN 65 to DN 600), from single rod if horizontal movement caused by expansion and 
contraction might occur. 

19. Complete Pipe Rolls (MSS Type 44): For support of pipes NPS 2 to NPS 42 (DN 50 to 
DN 1050) if longitudinal movement caused by expansion and contraction might occur but 
vertical adjustment is not necessary. 

20. Pipe Roll and Plate Units (MSS Type 45): For support of pipes NPS 2 to NPS 24 (DN 50 
to DN 600) if small horizontal movement caused by expansion and contraction might 
occur and vertical adjustment is not necessary. 

21. Adjustable Pipe Roll and Base Units (MSS Type 46): For support of pipes NPS 2 to 
NPS 30 (DN 50 to DN 750) if vertical and lateral adjustment during installation might be 
required in addition to expansion and contraction. 

J. Vertical-Piping Clamps: Unless otherwise indicated and except as specified in piping system 
Sections, install the following types: 

1. Extension Pipe or Riser Clamps (MSS Type 8): For support of pipe risers NPS 3/4 to 
NPS 24 (DN 24 to DN 600). 

2. Carbon- or Alloy-Steel Riser Clamps (MSS Type 42): For support of pipe risers NPS 3/4 
to NPS 24 (DN 20 to DN 600) if longer ends are required for riser clamps. 

K. Hanger-Rod Attachments: Unless otherwise indicated and except as specified in piping system 
Sections, install the following types: 

1. Steel Turnbuckles (MSS Type 13): For adjustment up to 6 inches (150 mm) for heavy 
loads. 

2. Steel Clevises (MSS Type 14): For 120 to 450 deg F (49 to 232 deg C) piping 
installations. 

3. Swivel Turnbuckles (MSS Type 15): For use with MSS Type 11, split pipe rings. 
4. Malleable-Iron Sockets (MSS Type 16): For attaching hanger rods to various types of 

building attachments. 
5. Steel Weldless Eye Nuts (MSS Type 17): For 120 to 450 deg F (49 to 232 deg C) piping 

installations. 

L. Building Attachments: Unless otherwise indicated and except as specified in piping system 
Sections, install the following types: 

1. Steel or Malleable Concrete Inserts (MSS Type 18): For upper attachment to suspend 
pipe hangers from concrete ceiling. 

2. Top-Beam C-Clamps (MSS Type 19): For use under roof installations with bar-joist 
construction, to attach to top flange of structural shape. 
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3. Side-Beam or Channel Clamps (MSS Type 20): For attaching to bottom flange of beams, 
channels, or angles. 

4. Center-Beam Clamps (MSS Type 21): For attaching to center of bottom flange of beams. 
5. Welded Beam Attachments (MSS Type 22): For attaching to bottom of beams if loads are 

considerable and rod sizes are large. 
6. C-Clamps (MSS Type 23): For structural shapes. 
7. Top-Beam Clamps (MSS Type 25): For top of beams if hanger rod is required tangent to 

flange edge. 
8. Side-Beam Clamps (MSS Type 27): For bottom of steel I-beams. 
9. Steel-Beam Clamps with Eye Nuts (MSS Type 28): For attaching to bottom of steel I-

beams for heavy loads. 
10. Linked-Steel Clamps with Eye Nuts (MSS Type 29): For attaching to bottom of steel I-

beams for heavy loads, with link extensions. 
11. Malleable-Beam Clamps with Extension Pieces (MSS Type 30): For attaching to 

structural steel. 
12. Welded-Steel Brackets: For support of pipes from below or for suspending from above 

by using clip and rod. Use one of the following for indicated loads: 

a. Light (MSS Type 31): 750 lb (340 kg). 
b. Medium (MSS Type 32): 1500 lb (680 kg). 
c. Heavy (MSS Type 33): 3000 lb (1360 kg). 

13. Side-Beam Brackets (MSS Type 34): For sides of steel or wooden beams. 
14. Plate Lugs (MSS Type 57): For attaching to steel beams if flexibility at beam is required. 
15. Horizontal Travelers (MSS Type 58): For supporting piping systems subject to linear 

horizontal movement where headroom is limited. 

M. Saddles and Shields: Unless otherwise indicated and except as specified in piping system 
Sections, install the following types: 

1. Steel-Pipe-Covering Protection Saddles (MSS Type 39): To fill interior voids with 
insulation that matches adjoining insulation. 

2. Protection Shields (MSS Type 40): Of length recommended in writing by manufacturer 
to prevent crushing insulation. 

3. Thermal-Hanger Shield Inserts: For supporting insulated pipe. 

N. Spring Hangers and Supports: Unless otherwise indicated and except as specified in piping 
system Sections, install the following types: 

1. Restraint-Control Devices (MSS Type 47): Where indicated to control piping movement. 
2. Spring Cushions (MSS Type 48): For light loads if vertical movement does not exceed 1-

1/4 inches (32 mm). 
3. Spring-Cushion Roll Hangers (MSS Type 49): For equipping Type 41, roll hanger with 

springs. 
4. Spring Sway Braces (MSS Type 50): To retard sway, shock, vibration, or thermal 

expansion in piping systems. 
5. Variable-Spring Hangers (MSS Type 51): Preset to indicated load and limit variability 

factor to 25 percent to allow expansion and contraction of piping system from hanger. 
6. Variable-Spring Base Supports (MSS Type 52): Preset to indicated load and limit 

variability factor to 25 percent to allow expansion and contraction of piping system from 
base support. 
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7. Variable-Spring Trapeze Hangers (MSS Type 53): Preset to indicated load and limit 
variability factor to 25 percent to allow expansion and contraction of piping system from 
trapeze support. 

8. Constant Supports: For critical piping stress and if necessary to avoid transfer of stress 
from one support to another support, critical terminal, or connected equipment. Include 
auxiliary stops for erection, hydrostatic test, and load-adjustment capability. These 
supports include the following types: 

a. Horizontal (MSS Type 54): Mounted horizontally. 
b. Vertical (MSS Type 55): Mounted vertically. 
c. Trapeze (MSS Type 56): Two vertical-type supports and one trapeze member. 

O. Comply with MSS SP-69 for trapeze pipe-hanger selections and applications that are not 
specified in piping system Sections. 

P. Comply with MFMA-103 for metal framing system selections and applications that are not 
specified in piping system Sections. 

Q. Use mechanical-expansion anchors instead of building attachments where required in concrete 
construction. 

END OF SECTION 230529 
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	024119 FL - SELECTIVE DEMOLITION - edited
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions, apply to this Section.

	1.2 SUMMARY
	A. Section Includes:
	1. Demolition and removal of selected portions of building or structure.
	2. Demolition of existing roofing system, including fleshing, blocking and fasteners.
	1.
	1.
	3. Salvage of existing items to be reused or recycled.

	B. Related Requirements:
	1.
	1.
	1. See Solicitation.


	1.3 DEFINITIONS
	A. Remove: Detach items from existing construction and dispose of them off-site unless indicated to be salvaged or reinstalled.
	B. Remove/Salvage and Reinstall: Detach items from existing construction, in a manner to prevent damage, prepare for reuse, and reinstall where indicated.
	C. Existing to Remain: Leave existing items that are not to be removed and that are not otherwise indicated to be salvaged or reinstalled.
	D. Dismantle: To remove by disassembling or detaching an item from a surface, using gentle methods and equipment to prevent damage to the item and surfaces; disposing of items unless indicated to be salvaged or reinstalled.

	1.4 MATERIALS OWNERSHIP
	A. Unless otherwise indicated, demolition waste becomes property of Contractor.
	1. Carefully salvage in a manner to prevent damage and promptly return to Owner.


	1.5 PREINSTALLATION MEETINGS
	A. Predemolition Conference: Conduct conference at Project site.
	1. Inspect and discuss condition of construction to be selectively demolished.
	2. Review structural load limitations of existing structure.
	3. Review and finalize selective demolition schedule and verify availability of materials, demolition personnel, equipment, and facilities needed to make progress and avoid delays.
	4. Review requirements of work performed by other trades that rely on substrates exposed by selective demolition operations.
	5. Review areas where existing construction is to remain and requires protection.


	1.6 INFORMATIONAL SUBMITTALS
	A. Engineering Survey: Submit engineering survey of condition of building.
	B. Predemolition Photographs or Video: Show existing conditions of adjoining construction, including finish surfaces that might be misconstrued as damage caused by demolition operations. Comply with the Solicitation regarding Photographic Documentatio...

	1.7 CLOSEOUT SUBMITTALS
	A. Inventory: Submit a list of items that have been removed and salvaged.

	1.8 FIELD CONDITIONS
	A. Conditions existing at time of inspection for bidding purpose will be maintained by Owner as far as practical.
	1. Before selective demolition, Coordinate with Owner the temporary relocation and protection of items to be maintained during construction In subparagraph below, include list of items that will be removed by Owner.

	B. Notify Architect & Owner of discrepancies between existing conditions and Drawings before proceeding with selective demolition.
	C. Hazardous Materials: It is not expected that hazardous materials will be encountered in the Work.
	D. Storage or sale of removed items or materials on-site is not permitted.
	E. Utility Service: Maintain existing utilities indicated to remain in service and protect them against damage during selective demolition operations.
	1. Maintain fire-protection facilities in service during selective demolition operations.


	1.9 WARRANTY
	A. Existing Warranties: Remove, replace, patch, and repair materials and surfaces cut or damaged during selective demolition, by methods and with materials and using approved contractors so as not to void existing warranties. Notify warrantor before p...


	PART 1 -
	PART 2 -  PRODUCTS
	2.1 PERFORMANCE REQUIREMENTS
	A. Regulatory Requirements: Comply with governing EPA notification regulations before beginning selective demolition. Comply with hauling and disposal regulations of authorities having jurisdiction.
	B. Standards: Comply with ASSE A10.6 and NFPA 241.


	PART 3 -  EXECUTION
	3.1 EXAMINATION
	A. Verify that utilities have been disconnected and capped before starting selective demolition operations.
	B. Review Project Record Documents of existing construction or other existing condition and hazardous material information provided by Owner. Owner does not guarantee that existing conditions are same as those indicated in Project Record Documents.
	1. Perform surveys as the Work progresses to detect hazards resulting from selective demolition activities.

	C. Verify that hazardous materials have been remediated before proceeding with building demolition operations.
	D. Survey of Existing Conditions: Record existing conditions by use of measured drawings preconstruction photographs or video.
	1. Comply with requirements specified in the Solicitation regarding Photographic Documentation.
	2. Inventory and record the condition of items to be removed and salvaged. Provide photographs or video of conditions that might be misconstrued as damage caused by salvage operations.
	3. Before selective demolition or removal of existing building elements that will be reproduced or duplicated in final Work, make permanent record of measurements, materials, and construction details required to make exact reproduction.


	3.2 PREPARATION
	3.3 UTILITY SERVICES AND MECHANICAL/ELECTRICAL SYSTEMS
	A. Existing Services/Systems to Remain: Maintain services/systems indicated to remain and protect them against damage.

	3.4 PROTECTION
	A. Temporary Protection: Provide temporary barricades and other protection required to prevent injury to people and damage to adjacent buildings and facilities to remain.
	1. Provide protection to ensure safe passage of people around selective demolition area and to and from occupied portions of building.
	2. Provide temporary weather protection, during interval between selective demolition of existing construction on exterior surfaces and new construction, to prevent water leakage and damage to structure and interior areas.
	3. Protect walls, ceilings, floors, and other existing finish work that are to remain or that are exposed during selective demolition operations.
	4. Cover and protect furniture, furnishings, and equipment that have not been removed.
	5. Comply with requirements for temporary enclosures, dust control, heating, and cooling specified in the Solicitation.

	B. Temporary Shoring: Design, provide, and maintain shoring, bracing, and structural supports as required to preserve stability and prevent movement, settlement, or collapse of construction and finishes to remain, and to prevent unexpected or uncontro...
	1. Strengthen or add new supports when required during progress of selective demolition.

	C. Remove temporary barricades and protections where hazards no longer exist.

	3.5 SELECTIVE DEMOLITION, GENERAL
	A. General: Demolish and remove existing construction only to the extent required by new construction and as indicated. Use methods required to complete the Work within limitations of governing regulations and as follows:
	1. Proceed with selective demolition systematically, from higher to lower level. Complete selective demolition operations above each floor or tier before disturbing supporting members on the next lower level.
	2. Coordinate all demolition activities with the City to ensure that the office spaces in the building remain unoccupied during the demolition work taking place above the space. Carefully phase staging and work schedule to maintain safety and comfort ...
	3. Neatly cut openings and holes plumb, square, and true to dimensions required. Use cutting methods least likely to damage construction to remain or adjoining construction. Use hand tools or small power tools designed for sawing or grinding, not hamm...
	4. Cut or drill from the exposed or finished side into concealed surfaces to avoid marring existing finished surfaces.
	5. Do not use cutting torches until work area is cleared of flammable materials. At concealed spaces, such as duct and pipe interiors, verify condition and contents of hidden space before starting flame-cutting operations. Maintain portable fire-suppr...
	6. Maintain fire watch during and for at least four hours after flame-cutting operations.
	7. Maintain adequate ventilation when using cutting torches.
	8. Remove decayed, vermin-infested, or otherwise dangerous or unsuitable materials and promptly dispose of off-site.
	9. Remove structural framing members and lower to ground by method suitable to avoid free fall and to prevent ground impact or dust generation.
	10. Locate selective demolition equipment and remove debris and materials so as not to impose excessive loads on supporting walls, floors, or framing.
	11. Dispose of demolished items and materials promptly. Comply with requirements in the Solicitation.

	B. Site Access and Temporary Controls: Conduct selective demolition and debris-removal operations to ensure minimum interference with roads, streets, walks, walkways, and other adjacent occupied and used facilities.
	C. Removed and Salvaged Items:
	1. Clean salvaged items.
	2. Pack or crate items after cleaning. Identify contents of containers.
	3. Store items in a secure area until delivery to Owner.
	4. Transport items to Owner's storage area on-site or off-site designated by Owner .
	5. Protect items from damage during transport and storage.

	D. Removed and Reinstalled Items:
	1. Clean and repair items to functional condition adequate for intended reuse.
	2. Pack or crate items after cleaning and repairing. Identify contents of containers.
	3. Protect items from damage during transport and storage.
	4. Reinstall items in locations indicated. Comply with installation requirements for new materials and equipment. Provide connections, supports, and miscellaneous materials necessary to make item functional for use indicated.

	E. Existing Items to Remain: Protect construction indicated to remain against damage and soiling during selective demolition. When permitted by Architect, items may be removed to a suitable, protected storage location during selective demolition and c...

	3.6 SELECTIVE DEMOLITION PROCEDURES FOR SPECIFIC MATERIALS
	A.
	A. Masonry: Demolish in small sections. Cut masonry at junctures with construction to remain, using power-driven saw, and then remove masonry between saw cuts.
	B. Roofing: Remove no more existing roofing than what can be covered in one day by new roofing and so that building interior remains watertight and weathertight. See Section 07 31 13 Asphalt Shingles, Section 07 32 26 Plastic Roof Tiles, 07 53 23 EPDM...
	1. Remove existing roof membrane, flashings, copings, and roof accessories.
	2. Remove existing roofing system down to substrate.
	3. Temporarily relocate existing roof top units as required to facilitate removal of roofing system.
	4.  Maintain temporary power and dcut/gas lines connected to the units scheduled for permanent relocation, during the construction. If outage is necessary for selective units, coordinate with City one week in advance.

	C. Existing parapet railing system at the porch of old building shall be documented and catalogued for reinstallation prior to removal. Store components of parapet in dry and cool englosed environment.

	3.7 DISPOSAL OF DEMOLISHED MATERIALS
	A. Remove demolition waste materials from Project site and dispose of them in an EPA-approved construction and demolition waste landfill acceptable to authorities having jurisdiction.
	1. Do not allow demolished materials to accumulate on-site.
	2. Remove and transport debris in a manner that will prevent spillage on adjacent surfaces and areas.
	3. Remove debris from elevated portions of building by chute, hoist, or other device that will convey debris to grade level in a controlled descent.
	4. Comply with requirements specified in the Solicitation.

	B. Burning: Do not burn demolished materials.

	3.8 CLEANING
	A. Clean adjacent structures and improvements of dust, dirt, and debris caused by selective demolition operations. Return adjacent areas to condition existing before selective demolition operations began.



	061000 FL - ROUGH CARPENTRY - edited
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions , apply to this Section.
	B. For attic repair/reinforcement wood specification refer to Structural Drawings.

	1.2 SUMMARY
	A. Section Includes:
	1. Framing with dimension lumber.
	1.
	1.
	2. Shear wall panels.
	3. Rooftop equipment bases and support curbs.
	4. Wood blocking, and nailers.
	5. Wood furring.
	6. Wood sleepers.
	1.
	7. Plywood backing panels.

	B. Related Requirements:
	1.
	1.
	1.
	1. Section 061600 "Sheathing" for sheathing, subflooring, and underlayment.


	1.1
	1.1
	1.1
	1.3 DEFINITIONS
	A. Boards or Strips: Lumber of less than 2 inches nominal (38 mm actual) size in least dimension.
	B. Dimension Lumber: Lumber of 2 inches nominal (38 mm actual) size or greater but less than 5 inches nominal (114 mm actual) size in least dimension.
	C. Exposed Framing: Framing not concealed by other construction.
	D. OSB: Oriented strand board.
	E. Timber: Lumber of 5 inches nominal (114 mm actual) size or greater in least dimension.

	1.4 ACTION SUBMITTALS
	A. Product Data: For each type of process and factory-fabricated product. Indicate component materials and dimensions and include construction and application details.
	1. Include data for wood-preservative treatment from chemical treatment manufacturer and certification by treating plant that treated materials comply with requirements. Indicate type of preservative used and net amount of preservative retained.
	2. Include data for fire-retardant treatment from chemical treatment manufacturer and certification by treating plant that treated materials comply with requirements. Include physical properties of treated materials based on testing by a qualified ind...
	3. For fire-retardant treatments, include physical properties of treated lumber both before and after exposure to elevated temperatures, based on testing by a qualified independent testing agency according to ASTM D 5664.
	4. For products receiving a waterborne treatment, include statement that moisture content of treated materials was reduced to levels specified before shipment to Project site.

	B. Fastener Patterns: Full-size templates for fasteners in exposed framing.

	1.5 INFORMATIONAL SUBMITTALS
	A. Material Certificates: For dimension lumber specified to comply with minimum allowable unit stresses. Indicate species and grade selected for each use and design values approved by the ALSC Board of Review.
	B. Evaluation Reports: For the following, from ICC-ES:
	1. Wood-preservative-treated wood.
	2. Fire-retardant-treated wood.
	3. Engineered wood products.
	4. Shear panels.
	5. Power-driven fasteners.
	6. Post-installed anchors.
	7. Metal framing anchors.


	1.6 QUALITY ASSURANCE
	A. Testing Agency Qualifications: For testing agency providing classification marking for fire-retardant treated material, an inspection agency acceptable to authorities having jurisdiction that periodically performs inspections to verify that the mat...

	1.7 DELIVERY, STORAGE, AND HANDLING
	A. Stack wood products flat with spacers beneath and between each bundle to provide air circulation. Protect wood products from weather by covering with waterproof sheeting, securely anchored. Provide for air circulation around stacks and under coveri...


	PART 2 -  PRODUCTS
	2.1 WOOD PRODUCTS, GENERAL
	A. Lumber: DOC PS 20 and applicable rules of grading agencies indicated. If no grading agency is indicated, comply with the applicable rules of any rules-writing agency certified by the ALSC Board of Review. Grade lumber by an agency certified by the ...
	1. Factory mark each piece of lumber with grade stamp of grading agency.
	2. For exposed lumber indicated to receive a stained or natural finish.
	3. Dress lumber, S4S, unless otherwise indicated.

	B. Maximum Moisture Content of Lumber: 15 percent unless otherwise indicated.
	C. Engineered Wood Products: Acceptable to authorities having jurisdiction and for which current model code research or evaluation reports exist that show compliance with building code in effect for Project.
	1. Allowable design stresses, as published by manufacturer, shall meet or exceed those indicated. Manufacturer's published values shall be determined from empirical data or by rational engineering analysis and demonstrated by comprehensive testing per...


	2.2 WOOD-PRESERVATIVE-TREATED LUMBER
	A. Preservative Treatment by Pressure Process: AWPA U1; Use Category UC2 for interior construction not in contact with ground.
	1. Preservative Chemicals: Acceptable to authorities having jurisdiction and containing no arsenic or chromium. Do not use inorganic boron (SBX) for sill plates.
	2. For exposed items indicated to receive a stained or natural finish, chemical formulations shall not require incising, contain colorants, bleed through, or otherwise adversely affect finishes.

	B. Kiln-dry lumber after treatment to a maximum moisture content of 19 percent. Do not use material that is warped or that does not comply with requirements for untreated material.
	C. Mark lumber with treatment quality mark of an inspection agency approved by the ALSC Board of Review.
	1. For exposed lumber indicated to receive a stained or natural finish, mark end or back of each piece.

	D. Application:
	1. Wood cants, nailers, curbs, equipment support bases, blocking, stripping, and similar members in connection with roofing, flashing, vapor barriers, and waterproofing.
	2. Wood sills, sleepers, blocking, and similar concealed members in contact with masonry or concrete.
	3. Wood framing and furring attached directly to the interior of below-grade exterior masonry or concrete walls.
	4. Wood framing members that are less than 18 inches (460 mm) above the ground in crawlspaces or unexcavated areas.
	5. Wood floor plates that are installed over concrete slabs-on-grade.


	2.3 FIRE-RETARDANT-TREATED MATERIALS
	A. General: Where fire-retardant-treated materials are indicated, materials shall comply with requirements in this article, that are acceptable to authorities having jurisdiction, and with fire-test-response characteristics specified as determined by ...
	B. Fire-Retardant-Treated Lumber and Plywood by Pressure Process: Products with a flame-spread index of 25 or less when tested according to ASTM E 84, and with no evidence of significant progressive combustion when the test is extended an additional 2...
	1. Treatment shall not promote corrosion of metal fasteners.
	2. Exterior Type: Treated materials shall comply with requirements specified above for fire-retardant-treated lumber and plywood by pressure process after being subjected to accelerated weathering according to ASTM D 2898. Use for exterior locations a...
	3. Interior Type A: Treated materials shall have a moisture content of 28 percent or less when tested according to ASTM D 3201 at 92 percent relative humidity. Use where exterior type is not indicated.
	4. Design Value Adjustment Factors: Treated lumber shall be tested according to ASTM D 5664 and design value adjustment factors shall be calculated according to ASTM D 6841. For enclosed roof framing, framing in attic spaces, and where high temperatur...

	C. Kiln-dry lumber after treatment to maximum moisture content of 19 percent
	D. Identify fire-retardant-treated wood with appropriate classification marking of qualified testing agency.
	1. For exposed lumber indicated to receive a stained or natural finish, mark end or back of each piece.

	E. For exposed items indicated to receive a stained or natural finish, chemical formulations shall not bleed through, contain colorants, or otherwise adversely affect finishes.
	F. Application: Treat all rough carpentry unless otherwise indicated.
	1. Framing for raised platforms.
	2. Framing for stages.
	3. Concealed blocking.
	4. Framing for non-load-bearing partitions.
	5. Framing for non-load-bearing exterior walls.
	6. Roof construction.
	7. Plywood backing panels.


	2.4 DIMENSION LUMBER FRAMING
	A. Non-Load-Bearing Interior Partitions: Construction or No. 2 grade.
	1. Application: Interior partitions not indicated as load bearing.
	2. Species:
	a. Hem-fir (north); NLGA.
	b. Southern pine or mixed southern pine; SPIB.
	c. Spruce-pine-fir; NLGA.
	d. Hem-fir; WCLIB, or WWPA.
	e. Spruce-pine-fir (south); NeLMA, WCLIB, or WWPA.
	f. Northern species; NLGA.
	g. Eastern softwoods; NeLMA.
	h. Western woods; WCLIB or WWPA.


	B. Load-Bearing Partitions: No. 2 grade.
	1. Application: Exterior walls and interior load-bearing partitions.
	2. Species:
	a. Hem-fir (north); NLGA.
	b. Southern pine; SPIB.
	c. Douglas fir-larch; WCLIB or WWPA.
	d. Southern pine or mixed southern pine; SPIB.
	e. Spruce-pine-fir; NLGA.
	f. Douglas fir-south; WWPA.
	g. Hem-fir; WCLIB or WWPA.
	h. Douglas fir-larch (north); NLGA.
	i. Spruce-pine-fir (south); NeLMA, WCLIB, or WWPA.


	C. Load-Bearing Partitions: Any species of machine stress-rated dimension lumber with a grade of not less than 2400f-2.0E.
	1. Application: Exterior walls and interior load-bearing partitions.

	D. Load-Bearing Partitions: Any species and grade with a modulus of elasticity of at least 1,500,000 psi (10 350 MPa) and an extreme fiber stress in bending of at least 1000 psi (6.9 MPa) for 2-inch nominal (38-mm actual) thickness and 12-inch nominal...
	1. Application: Exterior walls and interior load-bearing partitions.
	2. Species:
	a. Hem-fir (north); NLGA.
	b. Southern pine; SPIB.
	c. Douglas fir-larch; WCLIB or WWPA.
	d. Douglas fir-larch (north); NLGA.
	e. Southern pine or mixed southern pine; SPIB.
	f. Spruce-pine-fir; NLGA.
	g. Hem-fir; WCLIB or WWPA.
	h. Douglas fir-south; WWPA.
	i. Spruce-pine-fir (south); NeLMA, WCLIB, or WWPA.
	j. Northern species; NLGA.
	k. Eastern softwoods; NeLMA.
	l. Western woods; WCLIB or WWPA.


	E. Joists, Rafters, and Other Framing Not Listed Above:
	1. Species:
	a. Hem-fir (north); NLGA.
	b. Southern pine; SPIB.
	c. Douglas fir-larch; WCLIB or WWPA.
	d. Southern pine or mixed southern pine; SPIB.
	e. Spruce-pine-fir; NLGA.
	f. Douglas fir-south; WWPA.
	g. Hem-fir; WCLIB or WWPA.
	h. Douglas fir-larch (north); NLGA.
	i. Spruce-pine-fir (south); NeLMA, WCLIB, or WWPA.



	2.5 TIMBER FRAMING
	A. Comply with the following requirements, according to grading rules of grading agency indicated:
	1. Species and Grade: Douglas fir-larch, Douglas fir-larch (north), or Douglas fir-south; No. 1 grade; NLGA, WCLIB, or WWPA.
	2. Species and Grade: Eastern hemlock, eastern hemlock-tamarack, or eastern hemlock-tamarack (north); No. 1 grade; NeLMA or NLGA.
	3. Species and Grade: Hem-fir or hem-fir (north); No. 1 grade; NLGA, WCLIB, or WWPA.
	4. Species and Grade: Mixed maple; No. 1 grade; NeLMA.
	5. Species and Grade: Mixed oak; No. 1 grade; NeLMA.
	6. Species and Grade: Southern pine; No. 1 grade; SPIB.
	7. Maximum Moisture Content: 23
	8. Additional Restriction: Free of heart centers.


	2.6 MISCELLANEOUS LUMBER
	A. General: Provide miscellaneous lumber indicated and lumber for support or attachment of other construction, including the following:
	1. Blocking.
	2. Nailers.
	3. Rooftop equipment bases and support curbs.
	4. Cants.
	5. Furring.
	6. Grounds.
	7. Utility shelving.

	B. Dimension Lumber Items: Construction or No. 2 grade lumber of any of the following species:
	1. Hem-fir (north); NLGA.
	2. Mixed southern pine or southern pine; SPIB.
	3. Spruce-pine-fir; NLGA.
	4. Hem-fir; WCLIB or WWPA.
	5. Spruce-pine-fir (south); NeLMA, WCLIB, or WWPA.
	6. Western woods; WCLIB or WWPA.
	7. Northern species; NLGA.
	8. Eastern softwoods; NeLMA.

	C. For blocking not used for attachment of other construction, Utility, Stud, or No. 3 grade lumber of any species may be used provided that it is cut and selected to eliminate defects that will interfere with its attachment and purpose.
	D. For blocking and nailers used for attachment of other construction, select and cut lumber to eliminate knots and other defects that will interfere with attachment of other work.
	E. For furring strips for installing plywood or hardboard paneling, select boards with no knots capable of producing bent-over nails and damage to paneling.

	2.7 PLYWOOD BACKING PANELS
	A. Equipment Backing Panels: Plywood, DOC PS 1, Exterior, A-C in thickness indicated or, if not indicated, not less than 1/2-inch (13-mm) nominal thickness.

	2.8 Refer to structural drawings for additional information.
	2.9 FASTENERS
	A. General: Fasteners shall be of size and type indicated and shall comply with requirements specified in this article for material and manufacture.
	1. Where rough carpentry is exposed to weather, in ground contact, pressure-preservative treated, or in area of high relative humidity, provide fasteners with hot-dip zinc coating complying with ASTM A 153/A 153M

	B. Nails, Brads, and Staples: ASTM F 1667.
	C. Power-Driven Fasteners: Fastener systems with an evaluation report acceptable to authorities having jurisdiction, based on ICC-ES AC70.
	D. Post-Installed Anchors: Fastener systems with an evaluation report acceptable to authorities having jurisdiction, based on as appropriate for the substrate.
	1. Material: Carbon-steel components, zinc plated to comply with ASTM B 633, Class Fe/Zn 5.
	2. Material: Stainless steel with bolts and nuts complying with ASTM F 593 and ASTM F 594, Alloy Group 1 or 2 (ASTM F 738M and ASTM F 836M, Grade A1 or A4).


	2.10 METAL FRAMING ANCHORS
	A. Allowable design loads, as published by manufacturer, shall meet or exceed those of basis-of-design products Manufacturer's published values shall be determined from empirical data or by rational engineering analysis and demonstrated by comprehensi...
	B. Galvanized-Steel Sheet: Hot-dip, zinc-coated steel sheet complying with ASTM A 653/A 653M, G60 (Z180) coating designation.
	1. Use for interior locations unless otherwise indicated.

	C. Hot-Dip, Heavy-Galvanized Steel Sheet: ASTM A 653/A 653M; structural steel (SS), high-strength low-alloy steel Type A (HSLAS Type A), or high-strength low-alloy steel Type B (HSLAS Type B); G185 (Z550) coating designation; and not less than 0.036 i...
	1. Use for wood-preservative-treated lumber and where indicated.

	D. Stainless-Steel Sheet: ASTM A 666, Type 304.
	1. Use for exterior locations and where indicated.



	PART 3 -  EXECUTION
	3.1 INSTALLATION, GENERAL
	A. Framing Standard: Comply with AF&PA's WCD 1, "Details for Conventional Wood Frame Construction," unless otherwise indicated.
	B. Framing with Engineered Wood Products: Install engineered wood products to comply with manufacturer's written instructions.
	C. Set rough carpentry to required levels and lines, with members plumb, true to line, cut, and fitted. Fit rough carpentry accurately to other construction. Locate furring, nailers, blocking, and similar supports to comply with requirements for attac...
	D. Install plywood backing panels by fastening to studs; coordinate locations with utilities requiring backing panels. Install fire-retardant-treated plywood backing panels with classification marking of testing agency exposed to view.
	E. Install shear wall panels to comply with manufacturer's written instructions.
	F. Install metal framing anchors to comply with manufacturer's written instructions. Install fasteners through each fastener hole.
	G. Install sill sealer gasket to form continuous seal between sill plates and foundation walls.
	H. Do not splice structural members between supports unless otherwise indicated.
	I. Provide blocking and framing as indicated and as required to support facing materials, fixtures, specialty items, and trim.
	1. Provide metal clips for fastening gypsum board or lath at corners and intersections where framing or blocking does not provide a surface for fastening edges of panels. Space clips not more than 16 inches (406 mm) o.c.

	J. Provide fire blocking in furred spaces, stud spaces, and other concealed cavities as indicated and as follows:
	1. Fire block furred spaces of walls, at each floor level, at ceiling, and at not more than 96 inches (2438 mm) o.c. with solid wood blocking or noncombustible materials accurately fitted to close furred spaces.
	2. Fire block concealed spaces of wood-framed walls and partitions at each floor level, at ceiling line of top story, and at not more than 96 inches (2438 mm) o.c. Where fire blocking is not inherent in framing system used, provide closely fitted soli...
	3. Fire block concealed spaces between floor sleepers with same material as sleepers to limit concealed spaces to not more than 100 sq. ft. (9.3 sq. m) and to solidly fill space below partitions.
	4. Fire block concealed spaces behind combustible cornices and exterior trim at not more than 20 feet (6 m) o.c.

	K. Sort and select lumber so that natural characteristics do not interfere with installation or with fastening other materials to lumber. Do not use materials with defects that interfere with function of member or pieces that are too small to use with...
	L. Comply with AWPA M4 for applying field treatment to cut surfaces of preservative-treated lumber.
	1. Use inorganic boron for items that are continuously protected from liquid water.
	2. Use copper naphthenate for items not continuously protected from liquid water.

	M. Where wood-preservative-treated lumber is installed adjacent to metal decking, install continuous flexible flashing separator between wood and metal decking.
	N. Securely attach rough carpentry work to substrate by anchoring and fastening as indicated, complying with the following:
	1. Table 2304.9.1, "Fastening Schedule," in ICC's International Building Code (IBC).
	2. Table R602.3(1), "Fastener Schedule for Structural Members," and Table R602.3(2), "Alternate Attachments," in ICC's International Residential Code for One- and Two-Family Dwellings.
	3. ICC-ES evaluation report for fastener.

	O. Use steel common nails unless otherwise indicated. Select fasteners of size that will not fully penetrate members where opposite side will be exposed to view or will receive finish materials. Make tight connections between members. Install fastener...
	P. For exposed work, arrange fasteners in straight rows parallel with edges of members, with fasteners evenly spaced, and with adjacent rows staggered.
	1. Comply with approved fastener patterns where applicable.
	2. Use finishing nails unless otherwise indicated. Countersink nail heads and fill holes with wood filler.
	3. Use common nails unless otherwise indicated. Drive nails snug but do not countersink nail heads.


	3.2 WOOD BLOCKING, AND NAILER INSTALLATION
	A. Install where indicated and where required for attaching other work. Form to shapes indicated and cut as required for true line and level of attached work. Coordinate locations with other work involved.
	B. Attach items to substrates to support applied loading. Recess bolts and nuts flush with surfaces unless otherwise indicated.
	C. Provide permanent grounds of dressed, pressure-preservative-treated, key-beveled lumber not less than 1-1/2 inches (38 mm) wide and of thickness required to bring face of ground to exact thickness of finish material. Remove temporary grounds when n...

	3.3 WOOD FURRING INSTALLATION
	A. Install level and plumb with closure strips at edges and openings. Shim with wood as required for tolerance of finish work.
	B. Furring to Receive Plywood or Hardboard Paneling: Install 1-by-3-inch nominal- (19-by-63-mm actual-) size furring horizontally and vertically at 24 inches (610 mm) o.c.
	C. Furring to Receive Gypsum Board: Install 1-by-2-inch nominal- (19-by-38-mm actual-) size furring vertically at 16 inches (406 mm) o.c.

	3.4 WALL AND PARTITION FRAMING INSTALLATION
	A. General: Provide single bottom plate and double top plates using members of 2-inch nominal (38-mm actual) thickness whose widths equal that of studs, except single top plate may be used for non-load-bearing partitions and for load-bearing partition...
	1. .
	2. Provide continuous horizontal blocking at midheight of partitions more than 96 inches (2438 mm) high, using members of 2-inch nominal (38-mm actual) thickness and of same width as wall or partitions.

	B. Construct corners and intersections with three or more studs, except that two studs may be used for interior non-load-bearing partitions.
	C. Frame openings with multiple studs and headers. Provide nailed header members of thickness equal to width of studs. Support headers on jamb studs.
	1. For non-load-bearing partitions, provide double-jamb studs and headers not less than 4-inch nominal (89-mm actual) depth for openings 48 inches (1200 mm) and less in width, 6-inch nominal (140-mm actual) depth for openings 48 to 72 inches (1200 to ...
	2. For load-bearing walls, provide double-jamb studs for openings 60 inches (1500 mm) and less in width, and triple-jamb studs for wider openings. Provide headers of depth indicated or, if not indicated, according to Table R502.5(1) or Table R502.5(2)...

	A.
	A.
	A.
	A.
	A.
	A.
	A.
	A.
	A.
	A.
	D. Provide solid blocking between joists under jamb studs for openings.
	E. Under non-load-bearing partitions, provide double joists separated by solid blocking equal to depth of studs above.
	1. Provide triple joists separated as above, under partitions receiving ceramic tile and similar heavy finishes or fixtures.

	F. Provide bridging of type indicated below, at intervals of 96 inches (2438 mm) o.c., between joists.
	1. Diagonal wood bridging formed from bevel-cut, 1-by-3-inch nominal- (19-by-64-mm actual-) size lumber, double-crossed and nailed at both ends to joists.
	2. Steel bridging installed to comply with bridging manufacturer's written instructions.


	3.5 CEILING JOIST AND RAFTER FRAMING INSTALLATION
	A. Ceiling Joists: Install with crown edge up and complying with requirements specified above for floor joists. Face nail to ends of parallel rafters.
	1. Where ceiling joists are at right angles to rafters, provide additional short joists parallel to rafters from wall plate to first joist; nail to ends of rafters and to top plate, and nail to first joist or anchor with framing anchors or metal strap...

	B. Rafters: Notch to fit exterior wall plates and toe nail or use metal framing anchors. Double rafters to form headers and trimmers at openings in roof framing, if any, and support with metal hangers. Where rafters abut at ridge, place directly oppos...
	1. At valleys, provide double-valley rafters of size indicated or, if not indicated, of same thickness as regular rafters and 2 inches (50 mm) deeper. Bevel ends of jack rafters for full bearing against valley rafters.
	2. At hips, provide hip rafter of size indicated or, if not indicated, of same thickness as regular rafters and 2 inches (50 mm) deeper. Bevel ends of jack rafters for full bearing against hip rafter.

	C. Provide collar beams (ties) as indicated or, if not indicated, provide 1-by-6-inch nominal- (19-by-140-mm actual-) size boards between every third pair of rafters, but not more than 48 inches (1219 mm) o.c. Locate below ridge member, at third point...
	D. Provide special framing as indicated for eaves, overhangs, dormers, and similar conditions if any.

	3.6 TIMBER FRAMING INSTALLATION
	A. Install timber beams with crown edge up and provide not less than 4 inches (102 mm) of bearing on supports. Provide continuous members unless otherwise indicated; tie together over supports as indicated if not continuous.
	B. Where beams or girders are framed into pockets of exterior concrete or masonry walls, provide 1/2-inch (13-mm) airspace at sides and ends of wood members.
	C. Install wood posts using metal anchors indicated.
	D. Treat ends of timber beams and posts exposed to weather by dipping in water-repellent preservative for 15 minutes.

	3.7 PROTECTION
	A. Protect wood that has been treated with inorganic boron (SBX) from weather. If, despite protection, inorganic boron-treated wood becomes wet, apply EPA-registered borate treatment. Apply borate solution by spraying to comply with EPA-registered label.
	B. Protect rough carpentry from weather. If, despite protection, rough carpentry becomes wet, apply EPA-registered borate treatment. Apply borate solution by spraying to comply with EPA-registered label.



	061600 FL - SHEATHING - edited
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions apply to this Section.

	1.2 SUMMARY
	A. Section Includes:
	1. Roof sheathing.
	2. Composite nail base insulated roof sheathing.
	3. Underlayment.
	4. Sheathing joint and penetration treatment.

	B. Related Requirements:
	1. Section 061000 "Rough Carpentry” for plywood backing panels.


	1.1
	1.3 ACTION SUBMITTALS
	A. Product Data: For each type of process and factory-fabricated product. Indicate component materials and dimensions and include construction and application details.
	1. For products receiving waterborne treatment, include statement that moisture content of treated materials was reduced to levels specified before shipment to Project site.


	1.4 INFORMATIONAL SUBMITTALS
	A. Evaluation Reports: For the following, from ICC-ES:
	1. Wood-preservative-treated plywood.
	2. Fire-retardant-treated plywood. (If required)


	1.5 QUALITY ASSURANCE
	A. Testing Agency Qualifications: For testing agency providing classification marking for fire-retardant-treated material, an inspection agency acceptable to authorities having jurisdiction that periodically performs inspections to verify that the mat...

	1.6 DELIVERY, STORAGE, AND HANDLING
	A. Stack panels flat with spacers beneath and between each bundle to provide air circulation. Protect sheathing from weather by covering with waterproof sheeting, securely anchored. Provide for air circulation around stacks and under coverings.


	PART 2 -  PRODUCTS
	2.1 PERFORMANCE REQUIREMENTS
	A. Fire-Resistance Ratings: As tested according to ASTM E 119; testing by a qualified testing agency. Identify products with appropriate markings of applicable testing agency.
	1. Fire-Resistance Ratings: Indicated by design designations from UL's "Fire Resistance Directory" or from the listings of another qualified testing agency.


	2.2 ROOF SHEATHING
	A. Plywood Sheathing: Sheathing for each roof type shall match existing sheathing. New sheathing shall be exterior grade DOC PS1, Grade CD Exposure 1, matching in thickness, to existing sheathing.

	1.1
	2.3 PARAPET SHEATHING
	A. Plywood Sheathing: Sheathing for each roof type shall match existing sheathing. New sheathing shall be exterior grade, matching thickness, and DOC PS1, Grade CD Exposure 1.

	1.1
	1.1
	1.1
	2.4 FASTENERS
	A. General: Provide fasteners of size and type indicated that comply with requirements specified in this article for material and manufacture.
	1. For roof sheathing, provide fasteners with hot-dip zinc coating complying with ASTM A 153/A 153M or of Type 304 stainless steel.

	B. Nails, Brads, and Staples: ASTM F 1667.
	C. Power-Driven Fasteners: Fastener systems with an evaluation report acceptable to authorities having jurisdiction, based on ICC-ES AC70.
	D. Screws for Fastening Sheathing to Wood Framing: ASTM C 1002.
	E. Screws for Fastening Wood Structural Panels to Cold-Formed Metal Framing: ASTM C 954, except with wafer heads and reamer wings, length as recommended by screw manufacturer for material being fastened.
	F. Screws for Fastening Gypsum Sheathing to Cold-Formed Metal Framing: Steel drill screws, in length recommended by sheathing manufacturer for thickness of sheathing to be attached.
	1. For steel framing less than 0.0329 inch (0.835 mm) thick, use screws that comply with ASTM C 1002.
	2. For steel framing from 0.033 to 0.112 inch (0.84 to 2.84 mm) thick, use screws that comply with ASTM C 954.
	3.



	PART 3 -  EXECUTION
	3.1 INSTALLATION, GENERAL
	A. Do not use materials with defects that impair quality of sheathing or pieces that are too small to use with minimum number of joints or optimum joint arrangement. Arrange joints so that pieces do not span between fewer than three support members.
	B. Cut panels at penetrations, edges, and other obstructions of work; fit tightly against abutting construction unless otherwise indicated.
	C. Securely attach to substrate by fastening as indicated, complying with the following:
	1. Table 2304.9.1, "Fastening Schedule," in the ICC's International Building Code.
	2. Table R602.3(1), "Fastener Schedule for Structural Members," and Table R602.3(2), "Alternate Attachments," in the ICC's International Residential Code for One- and Two-Family Dwellings.
	3. ICC-ES evaluation report for fastener.

	D. Use common wire nails unless otherwise indicated. Select fasteners of size that will not fully penetrate members where opposite side will be exposed to view or will receive finish materials. Make tight connections. Install fasteners without splitti...
	E. Coordinate roof sheathing installation with flashing and joint-sealant installation so these materials are installed in sequence and manner that prevent exterior moisture from passing through completed assembly.
	F. Do not bridge building expansion joints; cut and space edges of panels to match spacing of structural support elements.
	G. Coordinate sheathing installation with installation of materials installed over sheathing so sheathing is not exposed to precipitation or left exposed at end of the workday when rain is forecast.



	062013 FL - EXTERIOR FINISH CARPENTRY - edited
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions apply to this Section.

	1.2 SUMMARY
	A. Section Includes:
	1. Exterior wood, , primed hardboard, cellular PVC or foam plastic trim.
	2. Lumber or Hardboard siding.
	3. Lumber or Hardboard soffits.

	B. Related Requirements:
	1. Section 061000 "Rough Carpentry" for furring, blocking, and other carpentry work not exposed to view.
	2. Section 099113 "Exterior Painting" for priming and backpriming of exterior finish carpentry.


	1.3 DEFINITIONS
	1.1
	1.4 ACTION SUBMITTALS
	A. Product Data: For each type of process and factory-fabricated product. Indicate component materials, dimensions, profiles, textures, and colors and include construction and application details.
	1. Include data for wood-preservative treatment from chemical-treatment manufacturer and certification by treating plant that treated materials comply with requirements. Indicate type of preservative used and net amount of preservative retained. Inclu...
	2. Include data for fire-retardant treatment from chemical-treatment manufacturer and certification by treating plant that treated materials comply with requirements.
	3. For products receiving a waterborne treatment, include statement that moisture content of treated materials was reduced before shipment to Project site to levels specified.

	B. Samples for Initial Selection: For each type of product involving selection of colors, profiles, or textures.
	C. Samples for Verification:
	1. For each species and cut of lumber and panel products, with half of exposed surface finished; 50 sq. in. (300 sq. cm) for lumber and 8 by 10 inches (200 by 250 mm) for panels.
	2. For hardboard siding, 50 sq. in. (300 sq. cm) for board types and 8 by 10 inches (200 by 250 mm) for panels.
	3. For cellular PVC trim, with half of exposed surface finished; 50 sq. in. (300 sq. cm).
	4. For foam plastic moldings, with half of exposed surface finished; 50 sq. in. (300 sq. cm).


	1.5 INFORMATIONAL SUBMITTALS
	A. Compliance Certificates:
	1. For lumber that is not marked with grade stamp.
	2. For preservative-treated wood that is not marked with treatment-quality mark.
	3. For fire-retardant-treated wood that is not marked with classification marking of testing and inspecting agency.

	B. Evaluation Reports: For the following, from ICC-ES:
	1. Wood-preservative-treated wood.
	2. Fire-retardant-treated wood.
	3. Cellular PVC trim.
	4. Foam plastic moldings.

	C. Sample Warranties: For manufacturer's warranties.

	1.6 QUALITY ASSURANCE
	A. Testing Agency Qualifications: For testing agency providing classification marking for fire-retardant-treated material, an inspection agency acceptable to authorities having jurisdiction that periodically performs inspections to verify that the mat...

	1.7 DELIVERY, STORAGE, AND HANDLING
	A. Stack lumber and other panels flat with spacers between each bundle to provide air circulation. Protect materials from weather by covering with waterproof sheeting, securely anchored. Provide for air circulation around stacks and under coverings.

	1.8 FIELD CONDITIONS
	A. Weather Limitations: Proceed with installation only when existing and forecast weather conditions permit work to be performed and at least one coat of specified finish can be applied without exposure to rain, snow, or dampness.
	1. For exterior ornamental wood columns, comply with manufacturer's written instructions and warranty requirements.

	B. Do not install finish carpentry materials that are wet, moisture damaged, or mold damaged.
	1. Indications that materials are wet or moisture damaged include, but are not limited to, discoloration, sagging, or irregular shape.
	2. Indications that materials are mold damaged include, but are not limited to, fuzzy or splotchy surface contamination and discoloration.


	1.9 WARRANTY
	A. Manufacturer's Warranty for Cellular PVC Trim: Manufacturer agrees to repair or replace trim that fails due to defects in manufacturing within specified warranty period. Failures include, but are not limited to, deterioration, delamination, and exc...
	1. Warranty Period: 25 years from date of Substantial Completion.

	B. Manufacturer's Warranty for Hardboard Siding and Trim: Manufacturer agrees to repair or replace siding that fails in materials or workmanship within specified warranty period. Failures include, but are not limited to, deformation or deterioration b...
	1. Warranty Period for Factory-Applied Finish: Five years from date of Substantial Completion.
	2. Warranty Period for Siding and Trim (Excluding Finish): 25 years from date of Substantial Completion.



	PART 2 -  PRODUCTS
	2.1 MATERIALS, GENERAL
	A. Lumber: DOC PS 20 and applicable rules of grading agencies indicated. Factory mark each piece of lumber with grade stamp of inspection agency, indicating grade, species, moisture content at time of surfacing, and mill.
	1.
	1. For exposed lumber, mark grade stamp on end or back of each piece, or omit grade stamp and provide certificates of grade compliance issued by inspection agency.

	A.
	B. Hardboard: ANSI A135.4.

	2.2 WOOD-PRESERVATIVE-TREATED MATERIALS
	A. Water-Repellent Preservative Treatment by Nonpressure Process: AWPA N1; dip, spray, flood, or vacuum-pressure treatment.
	1. Preservative Chemicals: 3-iodo-2-propynyl butyl carbamate (IPBC), combined with an insecticide containing chloropyrifos (CPF).
	2. Use chemical formulations that do not bleed through or otherwise adversely affect finishes. Do not use colorants in solution to distinguish treated material from untreated material.
	3. Application: Exterior trim and wood siding.

	B. Preservative Treatment by Pressure Process: AWPA U1; Use Category UC3a.
	1. Kiln dry lumber after treatment to a maximum moisture content of 19 and 18 percent, respectively.
	2. Preservative Chemicals: Acceptable to authorities having jurisdiction and containing no arsenic or chromium.
	3. For exposed items indicated to receive transparent finish, do not use chemical formulations that contain colorants or that bleed through or otherwise adversely affect finishes.
	4. Do not use material that is warped or does not comply with requirements for untreated material.
	5. Mark lumber with treatment-quality mark of an inspection agency approved by the American Lumber Standard Committee's Board of Review.
	a. For exposed lumber indicated to receive a stained or natural finish, mark end or back of each piece or omit marking and provide certificates of treatment compliance issued by inspection agency.

	1.
	1.
	6. Application: All exterior lumber.


	2.3 FIRE-RETARDANT-TREATED MATERIALS (If required)
	A. General: For applications indicated, use materials complying with requirements in this article that are acceptable to authorities having jurisdiction and comply with testing requirements; testing will be conducted by a qualified testing agency.
	B. Fire-Retardant-Treated Lumber by Pressure Process: Products with a flame-spread index of 25 or less when tested according to ASTM E 84, with no evidence of significant progressive combustion when the test is extended an additional 20 minutes, and w...
	1. Exterior Type: Materials shall comply with testing requirements after being subjected to accelerated weathering according to ASTM D 2898.
	2. Kiln dry lumber after treatment to a maximum moisture content of 19 and 15 percent, respectively.

	C. For exposed items indicated to receive a stained or natural finish, use chemical formulations that do not contain colorants, and provide materials that do not have marks from spacer sticks on exposed face.
	D. Do not use material that does not comply with requirements for untreated material or is warped or discolored.
	E. Identify fire-retardant-treated wood with appropriate classification marking of testing and inspecting agency acceptable to authorities having jurisdiction.
	1. For exposed lumber indicated to receive a stained or natural finish, mark end or back of each piece or omit marking and provide certificates of treatment compliance issued by inspection agency.

	A.
	F. Application: All exterior lumber.

	2.4 EXTERIOR TRIM
	A. Lumber Trim for Semitransparent-Stained Finish:
	1. Species and Grade: Redwood, Clear All Heart; RIS.
	2. Species and Grade: Western red cedar, Clear Heart VG (Vertical Grain) or Clear Heart; NLGA, WCLIB, or WWPA.
	3. Species and Grade: Hem-fir, pressure-preservative treated, 1 Common ; NLGA, WCLIB, or WWPA.
	4. Species and Grade: Southern pine, pressure-preservative treated, C & Btr; SPIB.
	5. Maximum Moisture Content: 15 percent with at least 85 percent of shipment at 12 percent or less.
	6. Finger Jointing: Not allowed.
	7. Face Surface: Surfaced (smooth).

	B. Lumber Trim for Opaque-Stained Finish:
	1. Species and Grade: Redwood, Clear; RIS.
	2. Species and Grade: Western red cedar, Grade A; NLGA, WCLIB, or WWPA.
	3. Species and Grade: Hem-fir, Prime or D finish; NLGA, WCLIB, or WWPA.
	4. Species and Grade: Eastern white pine, eastern hemlock-balsam fir-tamarack, eastern spruce, or white woods, D Select (Quality); NeLMA, NLGA, WCLIB, or WWPA.
	5. Species and Grade: Northern white cedar, D Select; NeLMA or NLGA.
	6. Maximum Moisture Content: 15 percent with at least 85 percent of shipment at 12 percent or less.
	7. Finger Jointing: Not allowed.
	8. Face Surface: Surfaced (smooth).
	9. Factory Priming: Factory coated on faces and edges, with exterior primer compatible with topcoats specified.

	C. Moldings for Semitransparent-Stained Finish: MMPA WM 4, N-grade wood moldings, without finger jointing. Made from kiln-dried stock to patterns included in MMPA's "WM/Series Wood Moulding Patterns."
	1. Species: Match Existing.
	2. Brick-Mold Pattern: WWMPA WM 180, 1-1/4 by 2 inches (32 by 51 mm).
	3. Drip-Cap Pattern: WWMPA WM 197, 11/16 by 1-5/8 inches (17 by 41 mm).
	4. Bed-Mold Pattern: WWMPA WM 75, 9/16 by 1-5/8 inches (14 by 41 mm).
	5. Screen-Bead Pattern: WWMPA WM 144, 1/4 by 3/4 inch (6 by 19 mm).

	D. Moldings for Opaque-Stained Finish: MMPA WM 4, P-grade wood moldings. Made from kiln-dried stock to patterns included in MMPA's "WM/Series Wood Moulding Patterns."
	1. Species: Match Existing.
	2. Finger Jointing: Not allowed.
	3. Factory Priming: Factory coated on faces and edges, with exterior primer compatible with topcoats specified.
	4. Brick-Mold Pattern: WWMPA WM 180, 1-1/4 by 2 inches (32 by 51 mm).
	5. Drip-Cap Pattern: WWMPA WM 197, 11/16 by 1-5/8 inches (17 by 41 mm).
	6. Bed-Mold Pattern: WWMPA WM 75, 9/16 by 1-5/8 inches (14 by 41 mm).
	7. Screen-Bead Pattern: WWMPA WM 144, 1/4 by 3/4 inch (6 by 19 mm).

	A.
	E. Primed Hardboard Trim: ANSI A135.6, primed with manufacturer's standard exterior primer. Recommended by manufacturer for exterior use.
	F. Cellular PVC Trim: Extruded, expanded PVC with a small-cell microstructure, recommended by manufacturer for exterior use, made from UV- and heat-stabilized rigid material.
	1. Density: Not less than 31 lb/cu. ft. (500 kg/cu. m).
	2. Heat Deflection Temperature: Not less than 130 deg F (54 deg C), according to ASTM D 648.
	3. Coefficient of Thermal Expansion: Not more than 4.5 x 10(-5) inches/inch x deg F (8.1 x 10(-5) mm/mm x deg C).
	4. Water Absorption: Not more than 1 percent, according to ASTM D 570.
	5. Flame-Spread Index: 75 or less, according to ASTM E 84.

	G. Foam Plastic Moldings: Molded product of shapes indicated, recommended by manufacturer for exterior use, with a tough outer skin on exposed surfaces; factory primed. Exposed surfaces shall not be shaped after molding.
	1. Density: Not less than 20 lb/cu. ft. (320 kg/cu. m).
	2. Flame-Spread Index: Not more than 75 when tested according to ASTM E 84.
	3. Thickness: Not more than 1/2 inch (12.7 mm).
	4. Width: Not more than 8 inches (204 mm).
	5. Patterns: As indicated by manufacturer's designations.


	2.5 LUMBER SIDING
	A. Provide kiln-dried lumber siding complying with DOC PS 20, factory coated with exterior primer compatible with topcoats specified.
	B. Species and Grade: Clear All Heart VG or Clear All Heart redwood; RIS.
	C. Species and Grade: Clear VG (Vertical Grain) Heart western red cedar; NLGA, WCLIB, or WWPA.
	D. Species and Grade: 1 Common spruce-pine-fir; NeLMA, NLGA, WCLIB, or WWPA.
	E. Species and Grade: Prime or D finish pressure-preservative-treated hem-fir; NLGA, WCLIB, or WWPA.
	F. Species and Grade: D Select (Quality) eastern white pine, eastern hemlock-balsam fir-tamarack, eastern spruce, or white woods; NeLMA, NLGA, WCLIB, or WWPA.
	G. Species and Grade: D Select northern white cedar; NeLMA or NLGA.
	H. Species and Grade: C & Btr pressure-preservative-treated southern pine; SPIB.
	I. Pattern: Bevel siding, S1S2E, actual overall dimensions of 9-1/4 by 1-3/32 inches (235 by 28 mm), measured on the face and thick edge.
	J. Pattern: Drop siding, SPIB or WWPA pattern No. 105, actual face width (coverage) and thickness of 8-5/8 by 23/32 inch (219 by 18 mm).
	K. Pattern: V-edge, smooth-faced tongue and groove, actual face width (coverage) and thickness of 6-7/8 by 23/32 inch (175 by 18 mm).

	1.1
	1.1
	1.1
	1.1
	1.1
	1.1
	1.1
	2.6 HARDBOARD SIDING
	A. Hardboard Siding: ANSI A135.6, primed with manufacturer's standard exterior primer.
	1. Type: 7/16-inch- (11-mm-) thick by 8-inch- (203-mm-) wide lap siding.
	2. Type: 1/2-inch- (12.7-mm-) thick by 8-inch- (203-mm-) wide, beaded-edge lap siding.
	3. Type: 7/16-inch- (11-mm-) thick, shiplap-edge panels; with grooves 3-5/8 inches (92 mm) o.c., simulating wood drop siding.
	4. Type: 1/2-inch- (12.7-mm-) thick, shiplap-edge panels; with grooves 5-1/2 inches (140 mm) o.c., simulating wood drop siding.
	5. Type: 7/16-inch- (11-mm-) thick, square-edge flat panels; without grooves.
	6. Type: 7/16-inch- (11-mm-) thick, shiplap-edge panels; channel grooved with grooves 8 inches (203 mm) o.c.
	7. Texture: Wood grain Shingle.

	B. Colors, Textures, and Patterns: Match existing or As selected by Architect from manufacturer's full range.

	2.7 LUMBER SOFFITS
	A. Provide kiln-dried lumber siding complying with DOC PS 20, factory coated with exterior primer compatible with topcoats specified.
	B. Species and Grade: Clear All Heart redwood; RIS.
	C. Species and Grade: Grade A western red cedar; NLGA, WCLIB, or WWPA.
	D. Species and Grade: 1 Common spruce-pine-fir; NeLMA, NLGA, WCLIB, or WWPA.
	E. Species and Grade: Prime or D finish hem-fir; NLGA, WCLIB, or WWPA.
	F. Species and Grade: D Select (Quality) eastern white pine, eastern hemlock-balsam fir-tamarack, eastern spruce, or white woods; NeLMA, NLGA, WCLIB, or WWPA.
	G. Species and Grade: D Select northern white cedar; NeLMA or NLGA.
	H. Species and Grade: C & Btr southern pine; SPIB.
	I. Pattern: V-edge, smooth-faced tongue and groove, actual face width (coverage) and thickness of 6-7/8 by 23/32 inch (175 by 18 mm).
	J. Pattern: Rounded-edge channel groove, tongue and groove, actual face width (coverage) and thickness of 6-7/8 by 23/32 inch (175 by 18 mm).
	K. Pattern: Edge and center bead, tongue and groove, actual face width (coverage) and thickness of 6-7/8 by 23/32 inch (175 by 18 mm), measured at 19 percent moisture content.
	L. Pattern: Beaded ceiling, tongue and groove, actual face width (coverage) and thickness of 3-1/8 by 7/16 inch (79 by 11 mm).

	1.1
	1.1
	1.1
	1.1
	1.1
	1.1
	1.1
	1.1
	2.8 HARDBOARD SOFFITS
	A. Primed hardboard, complying with ANSI A135.6, with manufacturer's standard exterior primer.
	1. Type: Match existing.

	B. Colors, Textures, and Patterns: Match Existing or As selected by Architect from manufacturer's full range.

	2.9 MISCELLANEOUS MATERIALS
	A. Fasteners for Exterior Finish Carpentry: Provide nails or screws, in sufficient length to penetrate not less than 1-1/2 inches (38 mm) into wood substrate.
	1. For face-fastening siding, provide ringed-shank siding nails or hot-dip galvanized-steel siding nails.
	2. For redwood, provide hot-dip galvanized-steel fasteners.
	3. For prefinished items, provide matching prefinished aluminum fasteners where face fastening is required.
	4. For pressure-preservative-treated wood, provide stainless-steel fasteners.
	5. For applications not otherwise indicated, provide stainless-steel or aluminum fasteners.

	B. Wood Glue: Waterproof resorcinol glue recommended by manufacturer for exterior carpentry use.
	C. Adhesive for Cellular PVC Trim: Product recommended by trim manufacturer.
	D. Flashing: Comply with requirements in Section 076200 "Sheet Metal Flashing and Trim" for flashing materials installed in exterior finish carpentry.
	1. Horizontal Joint Flashing for Panel Siding: Preformed, prefinished-aluminum, Z-shaped flashing.

	E. Insect Screening for Soffit Vents: PVC-coated glass-fiber fabric, 18-by-14-inch (1.8-by-1.4-mm) or 18-by-16-inch (1.6-by-1.4-mm) mesh.
	F. Sealants: Latex, complying with ASTM C 834 Type OP, Grade NF  and applicable requirements in Section 079200 "Joint Sealants" and recommended by sealant and substrate manufacturers for intended application.

	2.10 FABRICATION
	A. Back out or kerf backs of standing and running trim wider than 5 inches (125 mm), except members with ends exposed in finished work.
	B. Ease edges of lumber less than 1 inch (25 mm) in nominal thickness to 1/16-inch (1.5-mm) radius and edges of lumber 1 inch (25 mm) or more in nominal thickness to 1/8-inch (3-mm) radius.


	PART 3 -  EXECUTION
	3.1 EXAMINATION
	A. Examine substrates, with Installer present, for compliance with requirements for installation tolerances and other conditions affecting performance of the Work.
	B. Examine finish carpentry materials before installation. Reject materials that are wet, moisture damaged, and mold damaged.
	C. Proceed with installation only after unsatisfactory conditions have been corrected.

	3.2 PREPARATION
	A. Clean substrates of projections and substances detrimental to application.
	B. Prime lumber and moldings to be painted, including both faces and edges, unless factory primed. Cut to required lengths and prime ends. Comply with requirements in Section 099113 "Exterior Painting."

	3.3 INSTALLATION, GENERAL
	A. Do not use materials that are unsound, warped, improperly treated or finished, inadequately seasoned, or too small to fabricate with proper jointing arrangements.
	1. Do not use manufactured units with defective surfaces, sizes, or patterns.

	B. Install exterior finish carpentry level, plumb, true, and aligned with adjacent materials. Use concealed shims where necessary for alignment.
	1. Scribe and cut exterior finish carpentry to fit adjoining work. Refinish and seal cuts as recommended by manufacturer.
	2. Install to tolerance of 1/8 inch in 96 inches (3 mm in 2438 mm) for level and plumb. Install adjoining exterior finish carpentry with 1/32-inch (0.8-mm) maximum offset for flush installation and 1/16-inch (1.5-mm) maximum offset for reveal installa...
	3. Install stairs with no more than 3/16-inch (4.7-mm) variation between adjacent treads and risers and with no more than 3/8-inch (9.5-mm) variation between largest and smallest treads and risers within each flight.
	4. Coordinate exterior finish carpentry with materials and systems in or adjacent to it. Provide cutouts for mechanical and electrical items that penetrate exterior finish carpentry.


	3.4 STANDING AND RUNNING TRIM INSTALLATION
	A. Install flat-grain lumber with bark side exposed to weather.
	B. Install cellular PVC trim to comply with manufacturer's written instructions.
	C. Install trim with minimum number of joints as is practical, using full-length pieces from maximum lengths of lumber available. Do not use pieces less than 24 inches (610 mm) long, except where necessary.
	1. Use scarf joints for end-to-end joints.
	2. Stagger end joints in adjacent and related members.

	D. Fit exterior joints to exclude water. Cope at returns and miter at corners to produce tight-fitting joints, with full-surface contact throughout length of joint. Plane backs of casings to provide uniform thickness across joints, where necessary for...
	E. Where face fastening is unavoidable, countersink fasteners, fill surface flush, and sand unless otherwise indicated.

	3.5 SIDING INSTALLATION
	A. Install siding to comply with manufacturer's written instructions and warranty requirements.
	B. Horizontal Lumber Siding: Apply starter strip along bottom edge of sheathing or sill. Install first course of siding, with lower edge at least 1/8 inch (3 mm) below starter strip and subsequent courses lapped 1 inch (25 mm) over course below. Nail ...
	1. Leave 1/8-inch (3-mm) gap at trim and corners unless otherwise recommended by manufacturer, and apply sealant.
	2. Butt joints only over framing or blocking, nailing top and bottom on each side and staggering joints in subsequent courses.
	3. Install prefabricated outside corners as recommended by manufacturer of siding materials.

	C. Diagonal Lumber Siding: Begin application at corner, with tongue edge up. Install subsequent courses with tongue-and-groove edges tightly fitted together. Nail at each stud.
	1. Leave 1/8-inch (3-mm) gap at trim and corners unless otherwise recommended by manufacturer, and apply sealant.
	2. Butt joints only over framing or blocking, nailing top and bottom on each side and staggering joints in subsequent courses.
	3. Install prefabricated outside corners as recommended by manufacturer of siding materials.

	A.
	A.
	A.
	A.
	A.
	D. Hardboard Siding: Install hardboard siding to comply with manufacturer's recommendations. Install panels with edges over framing or blocking. Leave 3/16-inch (5-mm) gap at perimeter, openings, and horizontal panel joints unless otherwise recommende...
	1. Seal butt joints at inside and outside corners and at trim locations.
	2. Install continuous metal flashing at horizontal panel joints.
	3. Apply battens and corner trim as indicated.
	4. Conceal fasteners to greatest practical extent by placing in grooves of siding pattern or by concealing with applied trim or battens as detailed.

	E. Flashing: Install metal flashing as indicated on Drawings and as recommended by siding manufacturer.
	F. Finish: Apply finish within two weeks of installation.

	3.6 ADJUSTING
	A. Replace exterior finish carpentry that is damaged or does not comply with requirements. Exterior finish carpentry may be repaired or refinished if work complies with requirements and shows no evidence of repair or refinishing. Adjust joinery for un...

	3.7 CLEANING
	A. Clean exterior finish carpentry on exposed and semiexposed surfaces. Touch up factory-applied finishes to restore damaged or soiled areas.

	3.8 PROTECTION
	A. Protect installed products from damage from weather and other causes during construction.
	B. Remove and replace finish carpentry materials that are wet, moisture damaged, and mold damaged.
	1. Indications that materials are wet or moisture damaged include, but are not limited to, discoloration, sagging, or irregular shape.
	2. Indications that materials are mold damaged include, but are not limited to, fuzzy or splotchy surface contamination and discoloration.




	070150.19 FL - PREPARATION FOR RE-ROOFING - edited
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions apply to this Section.

	1.2 SUMMARY
	A. Section Includes:
	1. Full tear-off of entire roof.
	1.
	2. Re-cover preparation of entire roof.
	3. Removal of base flashings.
	4. Temporary roofing.

	B. Related Requirements:
	1.
	1. See Solicitation.


	1.3 UNIT PRICES
	A. Work of this Section is affected by metal deck removal and replacement unit price and roof sheathing removal and replacement unit price beyond 10% of roof area.

	1.4 DEFINITIONS
	A. Roofing Terminology: Definitions in ASTM D 1079 and glossary of NRCA's "The NRCA Roofing and Waterproofing Manual" apply to work of this Section.
	B. Roof Re-Cover Preparation: Existing roofing system is to remain and be prepared for new roof installed over it.
	C. Full Roof Tear-Off: Removal of existing roofing system from deck.

	1.1
	1.5 ACTION SUBMITTALS
	A. Product Data: For each type of product.
	B. Shop Drawings: Include plans, sections, and details.
	C. Temporary Roofing Submittal: Product data and description of temporary roofing system. If temporary roof remains in place, include surface preparation requirements needed to receive permanent roof, and submit a letter from roofing manufacturer, sta...

	1.6 INFORMATIONAL SUBMITTALS
	A. Qualification Data: For Installer.
	1. Include certificate that Installer is approved by warrantor of existing roofing system.
	2. Include certificate that Installer is licensed to perform asbestos abatement.

	B. Fastener pull-out test report.
	C. Photographs or Videotape: Show existing conditions of adjoining construction and site improvements, including exterior and interior finish surfaces, that might be misconstrued as having been damaged by reroofing operations. Submit before Work begins.
	D. Landfill Records: Indicate receipt and acceptance of demolished roofing materials and hazardous wastes, such as asbestos-containing materials, by a landfill facility licensed to accept them.

	1.7 QUALITY ASSURANCE
	A. Installer Qualifications: Approved by warrantor of existing roofing system to work on existing roofing and licensed to perform asbestos abatement in the state or jurisdiction where Project is located.
	B. Regulatory Requirements: Comply with governing EPA notification regulations before beginning roofing removal. Comply with hauling and disposal regulations of authorities having jurisdiction.
	C. Reroofing Conference: Conduct conference at Project site.
	1. Meet with Owner; Architect; Owner's insurer if applicable; testing and inspecting agency representative; roofing system manufacturer's representative; roofing Installer, including project manager, superintendent, and foreman; and installers whose w...
	2. Review methods and procedures related to roofing system tear-off and replacement, including, but not limited to, the following:
	a. Reroofing preparation, including roofing system manufacturer's written instructions.
	b. Temporary protection requirements for existing roofing system components that are to remain.
	c. Existing roof drains and roof drainage during each stage of reroofing, and roof-drain plugging and plug removal.
	d. Construction schedule and availability of materials, Installer's personnel, equipment, and facilities needed to avoid delays.
	e. Existing roof deck conditions requiring notification of Architect.
	f. Existing roof deck removal procedures and Owner notifications.
	g. Condition and acceptance of existing roof deck and base flashing substrate for reuse.
	h. Structural loading limitations of roof deck during reroofing.
	i. Base flashings, special roofing details, drainage, penetrations, equipment curbs, and condition of other construction that affect reroofing.
	j. HVAC shutdown and sealing of air intakes.
	k. Shutdown of fire-suppression, -protection, and -alarm and -detection systems.
	l. Asbestos removal and discovery of asbestos-containing materials.
	m. Governing regulations and requirements for insurance and certificates if applicable.
	n. Existing conditions that may require notification of Architect before proceeding.



	1.8 FIELD CONDITIONS
	A. Existing Roofing System: Built-up coal-tar and gravel, , sheet metal, slate, asphalt shingle and standing seam roofing.
	B. Owner will occupy portions of building immediately below reroofing area. Conduct reroofing so Owner's operations are not disrupted. Provide Owner with not less than 72 hours' notice of activities that may affect Owner's operations.
	1. Coordinate work activities daily with Owner so Owner can place protective dust and water-leakage covers over sensitive equipment and furnishings, shut down HVAC and fire-alarm or -detection equipment if needed, and evacuate occupants from below wor...
	2. Before working over structurally impaired areas of deck, notify Owner to evacuate occupants from below affected area. Verify that occupants below work area have been evacuated before proceeding with work over impaired deck area.

	C. Protect building to be reroofed, adjacent buildings, walkways, site improvements, exterior plantings, and landscaping from damage or soiling from reroofing operations.
	D. Maintain access to existing walkways, corridors, and other adjacent occupied or used facilities.
	E. Conditions existing at time of inspection for bidding are maintained by Owner as far as practical.
	1. A roof moisture survey of existing roofing system is available for Contractor's reference.
	2. The results of an analysis of test cores from existing roofing system are available for Contractor's reference.
	3. Construction Drawings for existing roofing system are provided for Contractor's convenience and information, but are not a warranty of existing conditions. They are intended to supplement rather than serve in lieu of Contractor's own investigations...

	F. Limit construction loads on roof to 10psf for rooftop equipment wheel loads and 10psf for uniformly distributed loads.
	G. Weather Limitations: Proceed with reroofing preparation only when existing and forecasted weather conditions permit Work to proceed without water entering existing roofing system or building.
	1. Remove only as much roofing in one day as can be made watertight in the same day.

	H. Hazardous Materials: It is not expected that hazardous materials, such as asbestos-containing materials, will be encountered in the Work.
	1. Hazardous materials will be removed by Owner before start of the Work. Existing roof will be left no less watertight than before removal.
	2. If materials suspected of containing hazardous materials are encountered, do not disturb; immediately notify Architect and Owner. Hazardous materials will be removed by Owner under a separate contract.

	I. Hazardous Materials: A report on the presence of hazardous materials is on file for review and use. Examine report to become aware of locations where hazardous materials are present.
	1. Hazardous material remediation is specified elsewhere in the Contract Documents.
	2. Do not disturb hazardous materials or items suspected of containing hazardous materials except according to procedures specified elsewhere in the Contract Documents.
	3. Coordinate reroofing preparation with hazardous material remediation to prevent water from entering existing roofing system or building.


	1.9 WARRANTY
	A. Existing Warranties: Remove, replace, patch, and repair materials and surfaces cut or damaged during reroofing, by methods and with materials so as not to void existing roofing system warranty. Notify warrantor before proceeding.
	1. Notify warrantor of existing roofing system on completion of reroofing, and obtain documentation verifying that existing roofing system has been inspected and warranty remains in effect. Submit documentation at Project closeout.



	PART 2 -  PRODUCTS
	2.1 TEMPORARY PROTECTION MATERIALS
	A. Expanded Polystyrene (EPS) Insulation: ASTM C 578.
	B. Plywood: DOC PS1, Grade CD Exposure 1.
	C. OSB: DOC PS2, Exposure 1.

	2.2 TEMPORARY ROOFING MATERIALS
	A. Design and selection of materials for temporary roofing are Contractor's responsibilities.
	B. Sheathing Paper: Red-rosin type, minimum 3 lb/100 sq. ft. (0.16 kg/sq. m).
	C. Base Sheet: ASTM D 4601, Type II, nonperforated, asphalt-impregnated and -coated, glass-fiber sheet.
	D. Glass-Fiber Felts: ASTM D 2178, Type IV, asphalt-impregnated, glass-fiber felt.
	E. Asphalt Primer: ASTM D 41/D 41M.
	F. Roofing Asphalt: ASTM D 312, Type III or IV.
	G. Base Sheet Fasteners: Capped head, factory-coated steel fasteners, listed in FM Global's "Approval Guide."

	2.3 INFILL AND REPLACEMENT MATERIALS
	A. Use infill materials matching existing roofing system materials unless otherwise indicated.
	1. Infill materials are specified in  Section 075323 "Ethylene-Propylene-Diene-Monomer (EPDM) Roofing unless otherwise indicated.

	B. Steel deck is to match existing.
	C. Wood blocking, curbs, and nailers are specified in Section 061000 "Rough Carpentry."
	D. Plywood roof sheathing is specified in Section 061600 "Sheathing."
	E. Plywood Parapet Sheathing: Pressure-preservative Exterior fire-retardant-treated plywood wall sheathing, 19/32 inch (15 mm) thick, complying with Section 061600 "Sheathing."

	2.4 RE-COVER BOARDS
	A. Re-Cover Board: ASTM C 208, Type II, Grade 1, cellulosic-fiber insulation board; 1/2 inch (13 mm) thick.
	B. Re-Cover Board: Fan-folded, unfaced, extruded-polystyrene board insulation; 3/8-inch (10-mm) nominal thickness.
	C. Re-Cover Board: ASTM C 1177/C 1177M, glass-mat, water-resistant gypsum substrate; 5/8 inch (16 mm) thick, factory primed.
	D. Re-Cover Board: ASTM C 1278/C 1278M, cellulosic-fiber-reinforced, water-resistant gypsum substrate; 5/8 inch (16 mm) thick.
	E. Fasteners: Factory-coated steel fasteners, No. 12, and metal or plastic plates listed in FM Global's "Approval Guide," designed for fastening re-cover boards to deck and acceptable to new roofing system manufacturer.

	2.5 AUXILIARY REROOFING MATERIALS
	A. General: Use auxiliary reroofing preparation materials recommended by roofing system manufacturer for intended use and compatible with components of new roofing system.


	PART 3 -  EXECUTION
	3.1 PREPARATION
	A. Shut off rooftop utilities and service piping before beginning the Work.
	B. Test existing roof drains to verify that they are not blocked or restricted. Immediately notify Architect of any blockages or restrictions.
	C. Protect existing roofing system that is not to be reroofed.
	1. Loosely lay 1-inch- (25-mm-) minimum thick, expanded polystyrene (EPS) insulation over existing roofing in areas indicated. Loosely lay 15/32-inch (12-mm) plywood or OSB panels over EPS. Extend EPS past edges of plywood or OSB panels a minimum of 1...
	2. Limit traffic and material storage to areas of existing roofing that have been protected.
	3. Maintain temporary protection and leave in place until replacement roofing has been completed. Remove temporary protection on completion of reroofing.

	D. Coordinate with Owner to shut down air-intake equipment in the vicinity of the Work. Cover air-intake louvers before proceeding with reroofing work that could affect indoor air quality or activate smoke detectors in the ductwork.
	E. During removal operations, have sufficient and suitable materials on-site to facilitate rapid installation of temporary protection in the event of unexpected rain.
	F. Maintain roof drains in functioning condition to ensure roof drainage at end of each workday. Prevent debris from entering or blocking roof drains and conductors. Use roof-drain plugs specifically designed for this purpose. Remove roof-drain plugs ...
	1. If roof drains are temporarily blocked or unserviceable due to roofing system removal or partial installation of new roofing system, provide alternative drainage method to remove water and eliminate ponding. Do not permit water to enter into or und...


	3.2 ROOF TEAR-OFF
	A. General: Notify Owner each day of extent of roof tear-off proposed for that day and obtain authorization to proceed.
	B. Remove aggregate ballast from roofing.
	C. Remove loose aggregate from aggregate-surfaced built-up bituminous roofing using a power broom.
	D. Remove pavers and accessories from roofing. Store and protect pavers and accessories for reuse. Discard cracked pavers.
	E. Remove ballast, protection mat, and extruded-polystyrene insulation from protected roofing membrane.
	1. Discard extruded-polystyrene insulation that is damaged or exceeds 8 lb/cu. ft. (128 kg/cu. m).
	2. Store extruded-polystyrene insulation for reuse and protect from physical damage.

	F. Full Roof Tear-Off: Remove existing roofing and other roofing system components down to the deck.
	1. Remove substrate board, vapor retarder, roof insulation and cover board.
	2. Remove wood blocking, curbs, and nailers.
	3. Remove fasteners from deck or cut fasteners off slightly above deck surface.

	G. Partial Roof Tear-Off: Where indicated, remove existing roofing and immediately check for presence of moisture by visually observing substrate that is to remain.
	1. Coordinate with Owner's inspector to schedule times for tests and inspections immediately after removal.
	2. With an electrical capacitance moisture-detection meter, spot check substrate that is to remain.
	3. Remove wet or damp materials below existing roofing and above deck.
	4. Inspect wood blocking, curbs, and nailers for deterioration and damage. If wood blocking, curbs, or nailers have deteriorated, immediately notify Architect.
	5. Remove unadhered bitumen, unadhered felts, and wet felts.
	6. Remove fasteners from deck or cut fasteners off slightly above deck surface.


	3.3 DECK PREPARATION
	A. Inspect deck after tear-off of roofing system.
	B. Verify that concrete substrate is visibly dry and free of moisture. Test for capillary moisture by plastic sheet method according to ASTM D 4263 or by pouring 1 pint (0.5 L) of hot roofing asphalt on deck at start of each day's work and at start of...
	C. If broken or loose fasteners that secure deck panels to one another or to structure are observed, or if deck appears or feels inadequately attached, immediately notify Architect. Do not proceed with installation until directed by Architect.
	D. If deck surface is unsuitable for receiving new roofing or if structural integrity of deck is suspect, immediately notify Architect. Do not proceed with installation until directed by Architect.
	E. Provide additional deck securement as indicated on Drawings.
	F. Replace steel deck as indicated on Drawings.
	G. Replace steel deck as directed by Architect. Deck replacement will be paid for by adjusting the Contract Sum according to unit prices included in the Contract Documents.
	H. Prepare and paint steel deck surface. Painting and preparation for painting is specified in Section 099113 "Exterior Painting."
	I. Replace plywood roof sheathing as indicated on Drawings.
	J. Replace plywood roof sheathing as directed by Architect. Roof sheathing replacement will be paid for by adjusting the Contract Sum according to unit prices included in the Contract Documents.

	3.4 INFILL MATERIALS INSTALLATION
	A. Immediately after roof tear-off, and inspection and repair, if needed, of deck, fill in tear-off areas to match existing roofing system construction.
	1. Installation of infill materials is specified in Section 075323 "Ethylene-Propylene-Diene-Monomer (EPDM) Roofing."
	2. Installation of wood blocking, curbs, and nailers is specified in Section 061000 "Rough Carpentry."

	B. Install new roofing patch over roof infill area. If new roofing is installed the same day tear-off is made, roofing patch is not required.

	3.5 TEMPORARY ROOFING
	A. Install approved temporary roofing over area to be reroofed.
	B. Install temporary roofing over area to be reroofed. Install two glass-fiber felts, lapping each sheet 19 inches (483 mm) over preceding sheet. Embed glass-fiber felt in a solid mopping of hot roofing asphalt applied within equiviscous temperature r...
	C. Remove temporary roofing before installing new roofing.
	D. Prepare temporary roof to receive new roofing according to approved temporary roofing proposal. Restore temporary roofing to watertight condition. Obtain approval for temporary roof substrate from roofing manufacturer and Architect before installin...

	3.6 BASE FLASHING REMOVAL
	A. Remove existing base flashings. Clean substrates of contaminants, such as asphalt, sheet materials, dirt, and debris.
	B. Do not damage metal counterflashings that are to remain. Replace metal counterflashings damaged during removal with counterflashings of same metal, weight or thickness, and finish or as specified in Section 076200 "Sheet Metal Flashing and Trim." o...
	C. Inspect parapet sheathing, wood blocking, curbs, and nailers for deterioration and damage. If parapet sheathing, wood blocking, curbs, or nailers have deteriorated, immediately notify Architect.
	D. Remove existing parapet sheathing and replace with new parapet sheathing to comply with Section 061600 "Sheathing." If parapet framing, wood blocking, curbs, or nailers have deteriorated, immediately notify Architect.
	E. When directed by Architect, replace parapet framing, wood blocking, curbs, and nailers to comply with Section 061000 "Rough Carpentry."

	3.7 FASTENER PULL-OUT TESTING
	A. Retain independent testing and inspecting agency to conduct fastener pull-out tests according to SPRI FX-1, and submit test report to roofing manufacturer before installing new roofing system.
	1. Obtain roofing manufacturer's approval to proceed with specified fastening pattern. Roofing manufacturer may furnish revised fastening pattern commensurate with pull-out test results.


	3.8 DISPOSAL
	A. Collect demolished materials and place in containers. Promptly dispose of demolished materials. Do not allow demolished materials to accumulate on-site.
	1. Storage or sale of demolished items or materials on-site is not permitted.

	B. Transport and legally dispose of demolished materials off Owner's property.



	071326 FL - SELF-ADHERING SHEET WATERPROOFING - edited
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions apply to this Section.

	1.2 SUMMARY
	A. Section Includes:
	1.
	1.
	1.
	1. Synthetic Roofing Underlayment (For Architectural Asphalt Shingles Roofing)


	1.1
	1.1
	1.1
	1.1
	1.3 PREINSTALLATION MEETINGS
	A. Preinstallation Conference: Conduct conference at Project site 51 S. Summit Avenue, Gaithersburg, MD 20877.
	1. Review waterproofing requirements including surface preparation, substrate condition and pretreatment, minimum curing period, forecasted weather conditions, special details and sheet flashings, installation procedures, testing and inspection proced...


	1.4 ACTION SUBMITTALS
	A. Product Data: For each type of product.
	1. Include construction details, material descriptions, and tested physical and performance properties of waterproofing.
	2. Include manufacturer's written instructions for evaluating, preparing, and treating substrate.

	A.
	B. Shop Drawings: Show locations and extent of waterproofing and details of substrate joints and cracks, expansion joints, sheet flashings, penetrations, inside and outside corners, tie-ins with adjoining waterproofing, and other termination conditions.
	1. Include setting drawings showing layout, sizes, sections, profiles, and joint details of pedestal-supported concrete pavers.

	C. Samples: For each exposed product and for each color and texture specified, including the following products:
	1. 8-by-8-inch (200-by-200-mm) square of waterproofing and flashing sheet.
	2. 4-by-4-inch (100-by-100-mm) square of drainage panel.


	1.5 INFORMATIONAL SUBMITTALS
	A. Qualification Data: For Installer.
	B. Field quality-control reports.
	C. Sample Warranties: For special warranties.

	1.6 QUALITY ASSURANCE
	A. Installer Qualifications: An entity that employs installers and supervisors who are trained and approved by waterproofing manufacturer.
	B. Mockups: Build mockups to verify selections made under Sample submittals and to set quality standards for installation.
	1. Build for each typical waterproofing installation including accessories to demonstrate surface preparation, crack and joint treatments, inside and outside corner treatments, and protection.
	a. Size: 100 sq. ft. (9.3 sq. m) in area.
	b. Description: Each type of wall, deck, parapet and roof installation.

	2. Approval of mockups does not constitute approval of deviations from the Contract Documents contained in mockups unless Architect specifically approves such deviations in writing.
	3. Subject to compliance with requirements, approved mockups may become part of the completed Work if undisturbed at time of Substantial Completion.


	1.7 FIELD CONDITIONS
	A. Environmental Limitations: Apply waterproofing within the range of ambient and substrate temperatures recommended in writing by waterproofing manufacturer. Do not apply waterproofing to a damp or wet substrate.
	1. Do not apply waterproofing in snow, rain, fog, or mist.

	B. Maintain adequate ventilation during preparation and application of waterproofing materials.

	1.8 WARRANTY
	A. Manufacturer's Warranty: Manufacturer agrees to furnish replacement waterproofing material for waterproofing that does not comply with requirements or that fails to remain watertight within specified warranty period.
	1. Warranty Period: 20 years minimum from date of Substantial Completion.

	B. Installer's Special Warranty: Specified form, on warranty form at end of this Section, signed by Installer, covering Work of this Section, for warranty period of two years.


	PART 1 -
	PART 2 -  PRODUCTS
	2.1 MANUFACTURERS
	A. Source Limitations for Waterproofing System: Obtain waterproofing materials, protection course, and molded-sheet drainage panels as applicable from single source from single manufacturer.
	DuPont Building Innovations; 4417 Lancaster Pike, Chestnut Run Plaza 728, Wilmington, DE  19805; 1.800.448-9835; www.roofing.dupont.com.

	2.2 PREMIUM SYNTHETIC UNDERLAYMENT
	A. Basis of design product:
	Tyvek Protec 200 (36 lbs, 50 Years Warranty, 6 Months UV exposure). Fasteners per manufacturer requirements.
	B. Performance Characteristics
	A.
	A.
	A.
	A.
	A.
	A.
	A.
	A.
	A.
	A.
	A.
	A.
	A.
	A.
	A.
	A.
	A.
	A.
	A.
	A.
	A.
	A.
	A.
	A.
	A.
	A.
	A.
	A.
	A.
	A.
	A.
	A.
	A.
	A.
	A.
	A.
	A.
	A.
	A.
	A.
	A.
	A.
	A.
	C. Mastic, Adhesives, and Detail Tape: Liquid mastic and adhesives, and adhesive tapes recommended by waterproofing manufacturer.

	2.3 AUXILIARY MATERIALS
	A. Furnish auxiliary materials recommended by waterproofing manufacturer for intended use and compatible with sheet waterproofing.
	1. Furnish liquid-type auxiliary materials that comply with VOC limits of authorities having jurisdiction.

	B. Primer: Liquid waterborne primer recommended for substrate by sheet-waterproofing material manufacturer.
	C. Surface Conditioner: Liquid, waterborne surface conditioner recommended for substrate by sheet-waterproofing material manufacturer.
	D. Liquid Membrane: Elastomeric, two-component liquid, cold fluid applied, of trowel grade or low viscosity.
	E. Substrate Patching Membrane: Low-viscosity, two-component, modified asphalt coating.
	F. Metal Termination Bars: Aluminum bars, approximately 1 by 1/8 inch (25 by 3 mm), predrilled at 9-inch (229-mm) centers.
	G. Protection Course: ASTM D 6506, semirigid sheets of fiberglass or mineral-reinforced-asphaltic core, pressure laminated between two asphalt-saturated fibrous liners and as follows:
	1. Thickness: Nominal 1/4 inch (6 mm).
	2. Adhesive: Rubber-based solvent type recommended by waterproofing manufacturer for protection course type.

	H. Protection Course: Fan folded, with a core of extruded-polystyrene board insulation faced on both sides with plastic film, nominal thickness 1/4 inch (6 mm), with compressive strength of not less than 8 psi (55 kPa) per ASTM D 1621, and maximum wat...
	I. Protection Course: Extruded-polystyrene board insulation, unfaced, ASTM C 578, Type X, 1/2 inch (13 mm) thick.
	J. Protection Course: Molded-polystyrene board insulation, ASTM C 578, Type I, 0.90-lb/cu. ft. (15-kg/cu. m) minimum density, 1-inch (25-mm) minimum thickness.
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	PART 3 -  EXECUTION
	3.1 EXAMINATION
	A. Examine substrates, areas, and conditions, with Installer present, for compliance with requirements and other conditions affecting performance of waterproofing.
	1. Verify that concrete has cured and aged for minimum time period recommended in writing by waterproofing manufacturer.
	2. Verify that substrate is visibly dry and within the moisture limits recommended in writing by manufacturer. Test for capillary moisture by plastic sheet method according to ASTM D 4263.
	3. Verify that compacted subgrade is dry, smooth, sound, and ready to receive waterproofing sheet.

	B. Proceed with installation only after unsatisfactory conditions have been corrected.

	3.2 PREPARATION
	A. Clean, prepare, and treat substrates according to manufacturer's written instructions. Provide clean, dust-free, and dry substrates for waterproofing application.
	B. Mask off adjoining surfaces not receiving waterproofing to prevent spillage and overspray affecting other construction.
	C. Remove grease, oil, bitumen, form-release agents, paints, curing compounds, and other penetrating contaminants or film-forming coatings from concrete.
	D. Remove fins, ridges, mortar, and other projections and fill honeycomb, aggregate pockets, holes, and other voids.
	E. Prepare, fill, prime, and treat joints and cracks in substrates. Remove dust and dirt from joints and cracks according to ASTM D 4258.
	1. Install sheet strips of width according to manufacturer's written instructions and center over treated construction and contraction joints and cracks exceeding a width of 1/16 inch (1.6 mm).

	F. Bridge and cover isolation joints, expansion joints, and discontinuous deck-to-wall and deck-to-deck joints with overlapping sheet strips of widths according to manufacturer's written instructions.
	1. Invert and loosely lay first sheet strip over center of joint. Firmly adhere second sheet strip to first and overlap to substrate.

	G. Corners: Prepare, prime, and treat inside and outside corners according to ASTM D 6135.
	1. Install membrane strips centered over vertical inside corners. Install 3/4-inch (19-mm) fillets of liquid membrane on horizontal inside corners and as follows:
	a. At footing-to-wall intersections, extend liquid membrane in each direction from corner or install membrane strip centered over corner.
	b. At plaza-deck-to-wall intersections, extend liquid membrane or sheet strips onto deck waterproofing and to finished height of sheet flashing.


	H. Prepare, treat, and seal vertical and horizontal surfaces at terminations and penetrations through waterproofing and at drains and protrusions according to ASTM D 6135.

	3.3 INSTALLATION
	A. Install roof underlayment over roof sheathing, drip edges along eave edge and under drip edges along rake edges in accordance with manufacturer recommendations.
	B. Line valleys with roof underlayment prior to overall roof installation.
	C. Single-Layer Roof Underlayment: Install roof underlayment horizontally in shingle style fashion with 4-inch course overlaps and 6-inch end laps beginning along eave edges. Offset end laps in successive courses by 6 feet.
	D. Attach roof underlayment to roof sheathing.
	1. Temporary installation: Secure using roof underlayment manufacturer recommend fasteners spaced 8-inches on center along course and end laps, and a single row 8-inches on center in the field of sheets.
	a. Install final roof covering within 24 hours of temporary underlayment installation
	b. Temporary installation conditions conform to the following:
	1) Roof Slope less than 9:12
	2) Wind conditions:  less than 10 mph
	3) Precipitation (rain or snow) is not anticipated while underlayment is installed using temporary installation methods.


	2. Permanent installation Secure using roof underlayment manufacturer recommend fasteners spaced 8-inches on center along course and end laps, and two rows 24-inches on center in the field of sheets.

	E. Lap roof underlayment 8-inches onto walls.
	F. Lap ends of horizontal roof underlayment courses over valley sheet by 6-inches.
	G. At ridges and hips where ridge vents will not be applied, cross-lap roof underlayment from one roof plane onto the other by 6-inches.
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	3.4 FIELD QUALITY CONTROL
	A. Testing Agency: Engage a qualified testing agency to perform tests.
	B. Manufacturer's Field Service: Engage a full-time site representative qualified by waterproofing membrane manufacturer to inspect substrate conditions, surface preparation, membrane application, flashings, protection, and drainage components; and to...
	C. Flood Testing: Flood test each deck area for leaks, according to procedures in ASTM D 5957, after completing waterproofing but before placing overlying construction. Install temporary containment assemblies, plug or dam drains, and flood with potab...
	1. Flood to an average depth of 2-1/2 inches (64 mm) with a minimum depth of 1 inch (25 mm) and a maximum depth of 4 inches (100 mm). Maintain 2 inches (51 mm) of clearance from top of sheet flashings.
	2. Flood each area for 72 hours.
	3. Testing agency shall observe flood testing and examine underside of decks and terminations for evidence of leaks during flood testing.
	4. After flood testing, repair leaks, repeat flood tests, and make further repairs until waterproofing installation is watertight.

	D. Electronic Leak-Detection Testing:
	1. Testing agency shall test each deck area for leaks using an electronic leak-detection method that locates discontinuities in the waterproofing membrane.
	2. Testing agency shall perform tests on abutting or overlapping smaller areas as necessary to cover entire test area.
	3. Testing agency shall create a conductive electronic field over the area of waterproofing to be tested and electronically determine locations of discontinuities or leaks, if any, in the waterproofing.
	4. Testing agency shall provide survey report indicating locations of discontinuities, if any.

	E. Waterproofing will be considered defective if it does not pass tests and inspections.
	F. Prepare test and inspection reports.

	3.5 PROTECTION, REPAIR, AND CLEANING
	A. Do not permit foot or vehicular traffic on unprotected membrane.
	B. Protect waterproofing from damage and wear during remainder of construction period.
	C. Protect installed insulation drainage panels from damage due to UV light, harmful weather exposures, physical abuse, and other causes. Provide temporary coverings where insulation is subject to abuse and cannot be concealed and protected by permane...
	D. Correct deficiencies in or remove waterproofing that does not comply with requirements; repair substrates, reapply waterproofing, and repair sheet flashings.
	E. Clean spillage and soiling from adjacent construction using cleaning agents and procedures recommended in writing by manufacturer of affected construction.



	072100 FL - THERMAL INSULATION - edited
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions apply to this Section.

	1.2 SUMMARY
	A. Section Includes:
	1. Extruded polystyrene foam-plastic board.

	B. Related Requirements:
	1.
	1.
	1. Section 075323 "Ethylene-Propylene-Diene-Monomer (EPDM) Roofing" for insulation specified as part of roofing construction.


	1.3 ACTION SUBMITTALS
	A. Product Data: For each type of product.

	1.4 INFORMATIONAL SUBMITTALS
	A. Product Test Reports: For each product, for tests performed by a qualified testing agency.
	B. Evaluation Reports: For foam-plastic insulation, from ICC-ES.

	1.5 DELIVERY, STORAGE, AND HANDLING
	A. Protect insulation materials from physical damage and from deterioration due to moisture, soiling, and other sources. Store inside and in a dry location. Comply with manufacturer's written instructions for handling, storing, and protecting during i...
	B. Protect foam-plastic board insulation as follows:
	1. Do not expose to sunlight except to necessary extent for period of installation and concealment.
	2. Protect against ignition at all times. Do not deliver foam-plastic board materials to Project site until just before installation time.
	3. Quickly complete installation and concealment of foam-plastic board insulation in each area of construction.



	PART 2 -  PRODUCTS
	2.1 EXTRUDED POLYSTYRENE FOAM-PLASTIC BOARD
	A. Extruded polystyrene boards in this article are also called "XPS boards." Roman numeral designators in ASTM C 578 are assigned in a fixed random sequence, and their numeric order does not reflect increasing strength or other characteristics.
	B. Extruded Polystyrene Board, Type V : ASTM C 578, Type V, 100-psi (690-kPa) minimum compressive strength; maximum flame-spread and smoke-developed indexes of 25 and 450, respectively, per ASTM E 84.

	2.2 INSULATION FASTENERS
	A. Adhesively Attached, Spindle-Type Anchors: Plate welded to projecting spindle; capable of holding insulation of specified thickness securely in position with self-locking washer in place.
	1. Plate: Perforated, galvanized carbon-steel sheet, 0.030 inch (0.762 mm) thick by 2 inches (50 mm) square.
	2. Spindle: Copper-coated, low-carbon steel; fully annealed; 0.105 inch (2.67 mm) in diameter; length to suit depth of insulation.

	B. Adhesively Attached, Angle-Shaped, Spindle-Type Anchors: Angle welded to projecting spindle; capable of holding insulation of specified thickness securely in position with self-locking washer in place.
	1. Angle: Formed from 0.030-inch- (0.762-mm-) thick, perforated, galvanized carbon-steel sheet with each leg 2 inches (50 mm) square.
	2. Spindle: Copper-coated, low-carbon steel; fully annealed; 0.105 inch (2.67 mm) in diameter; length to suit depth of insulation.

	C. Insulation-Retaining Washers: Self-locking washers formed from 0.016-inch- (0.41-mm-) thick galvanized-steel sheet, with beveled edge for increased stiffness, sized as required to hold insulation securely in place, but not less than 1-1/2 inches (3...
	1. Protect ends with capped self-locking washers incorporating a spring steel insert to ensure permanent retention of cap in the following locations:
	a. Crawl spaces.
	b. Ceiling plenums.
	c. Attic spaces.


	D. Insulation Standoff: Spacer fabricated from galvanized mild-steel sheet for fitting over spindle of insulation anchor to maintain air space of 1 inch (25 mm) between face of insulation and substrate to which anchor is attached.
	E. Anchor Adhesive: Product with demonstrated capability to bond insulation anchors securely to substrates without damaging insulation, fasteners, or substrates.

	2.3 ACCESSORIES
	A. Insulation for Miscellaneous Voids:
	1. Glass-Fiber Insulation: ASTM C 764, Type II, loose fill; with maximum flame-spread and smoke-developed indexes of 5, per ASTM E 84.
	2. Spray Polyurethane Foam Insulation: ASTM C 1029, Type II, closed cell, with maximum flame-spread and smoke-developed indexes of 75 and 450, respectively, per ASTM E 84.

	B. Adhesive for Bonding Insulation: Product compatible with insulation and air and water barrier materials, and with demonstrated capability to bond insulation securely to substrates without damaging insulation and substrates.
	C. Eave Ventilation Troughs: Preformed, rigid fiberboard or plastic sheets designed and sized to fit between roof framing members and to provide ventilation between insulated attic spaces and vented eaves.


	PART 3 -  EXECUTION
	3.1 PREPARATION
	A. Clean substrates of substances that are harmful to insulation, including removing projections capable of puncturing insulation or vapor retarders, or that interfere with insulation attachment.

	3.2 INSTALLATION, GENERAL
	A. Comply with insulation manufacturer's written instructions applicable to products and applications.
	B. Install insulation that is undamaged, dry, and unsoiled and that has not been left exposed to ice, rain, or snow at any time.
	C. Extend insulation to envelop entire area to be insulated. Fit tightly around obstructions and fill voids with insulation. Remove projections that interfere with placement.
	D. Provide sizes to fit applications and selected from manufacturer's standard thicknesses, widths, and lengths. Apply single layer of insulation units unless multiple layers are otherwise shown or required to make up total thickness or to achieve R-v...

	3.3 INSTALLATION OF SLAB INSULATION
	A. On horizontal surfaces, loosely lay insulation units according to manufacturer's written instructions. Stagger end joints and tightly abut insulation units. Slope insulation towards new roof drains. Provide adequate drainage slope with minimum insu...

	3.4 PROTECTION
	A. Protect installed insulation from damage due to harmful weather exposures, physical abuse, and other causes. Provide temporary coverings or enclosures where insulation is subject to abuse and cannot be concealed and protected by permanent construct...



	073113 FL - ASPHALT SHINGLES - edited [Ameer]
	073226 FL - PLASTIC ROOF TILES - edited
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and apply to this Section.

	1.2 SUMMARY
	A. Section Includes:
	1. Synthetic Slate Shingles.
	2. Roofing Underlayment.
	3. Flashings.
	4. Other required accessories.

	B. Related Requirements:
	1. Section 061000 "Rough Carpentry".
	2. Section 076000 “Flashing and Sheet Metal”.


	1.3 DEFINITION
	A. Roofing Terminology: See ASTM D 1079 and glossary of NRCA's "The NRCA Roofing and Waterproofing Manual" for definitions of terms related to roofing work in this Section.

	1.4 REFERENCES
	A. ASTM A 653/A 653M – Standard Specifications for Steel Sheet, Zinc Coated (Galvanized)  or Zinc-Iron Alloy Coated (Galvannealed) by the Hot Dip Process.
	B. ASTM B 209 – Standard Specifications for Aluminum and Aluminum Alloy Sheet and  plate.
	C. ASTM B 370 – Standard Specification for Copper Sheet and Strip for Building Construction
	D. ASTM D226 – Asphalt Saturated Organic Felt Use in Roofing and Waterproofing
	E. ASTM D3161 – Test Method for Wind-resistance of asphalt shingles – Class F at 6” through 8” exposure
	F. ASTM E108 (UL 790) – Fire Tests for Roof Coverings
	G. ASTM G21 – Determining Resistance of Synthetic Polymers to Fungi
	H. ASTM D 1970 – Standard Specification for Self-Adhering Polymer Modified Bituminous Sheet     Materials Used as Steep Roofing Underlayment for Ice Dam Protection
	I. ASTM D 6757 – Standard Specification for Inorganic Underlayment for Use with Steep Slope Roofing Products
	J. ASTM D 4869 – Standard Specification for Asphalt Saturated Organic Felt Shingle Underlayment Used in Roofing
	K. UL580 – Uplift Resistance
	L. UL1897 – Uplift Resistance
	M. UL 2218 – Class 4 Impact Resistance of Prepared Roof Covering Materials.

	1.5 PREINSTALLATION MEETINGS
	A. Preinstallation Conference: Conduct conference at Project site 31 S. Summit Avenue, Gaithersburg, MD 20877.

	1.6 ACTION SUBMITTALS
	A. Product Data: For each type of product.
	B. Product Data: Manufacturer’s data sheets on each product to be used, including:
	1. Shingles, underlayments, flashings, fasteners and accessories indicating  composition, properties and dimensions. Provide data showing compliance with specified requirements.
	2. Preparation instructions and recommendations.
	3. Storage and handling requirements and recommendations.
	4. Installations methods

	C. Shop Drawings Drawings illustrating shingle layout, method of attachment, flashings, trim, conditions at eaves, intersections with adjacent materials and other installation details.
	D. Selection/Verification Samples: For each finished product specificed, two complete sets of color sample boards representing manufacturers full range of available colors and surface textures and also two full samples representing actual product, col...

	1.7 QUALITY ASSURANCE
	A. Installer Minimum Qualifications: Installer shall be licensed or otherwise authorized by all federal, state and local authorities to install all products specified in this section. Installer shall perform work in accordance with NRCA Roofing and Wa...
	B. Mock-up: Provide a mock up for evaluation of surface preparation techniques and application workmanship.
	1. Finish areas designated by architect
	2. Do not proceed with remaining work until workmanship, color and pattern are approved by Architect.
	3. Rework Mock-Up area as required to produce acceptable work.


	1.8 DELIVERY, STORAGE, AND HANDLING
	A. Store Products in manufacturer’s unopened packaging until ready for installation.
	B. Store and dispose of solvent based materials and materials used with solvent based materials, in accordance with requirements of local authorities having jurisdiction.
	C. Deliver shingles to site in manufacturer’s unopened labeled bundles. Promptly verify quantities and conditions. Immediately remove damaged products from site.
	D. Handle, store, and place roofing materials in a manner to prevent damage to roof deck or structural supporting members.

	1.9 FIELD CONDITIONS
	A. Environmental Limitations: Install self-adhering sheet underlayment within the range of ambient and substrate temperatures recommended in writing by manufacturer.

	1.10 WARRANTY
	A. At completion of roofing work provide to owner and original form document outlining the terms and conditions of the manufacturer’s fifty (50) year transferable limited lifetime warranty.
	B. Workmanship Warranty Period: same as existing warranty.
	C. Roofing Installer's Warranty: On warranty form at end of this Section, signed by Installer, in which Installer agrees to repair or replace components of plastic roof tiles system that fail in materials or workmanship within at least two (2) years.
	1. Warranty Period: from date of Substantial Completion for two (2) years at least.



	PART 2 -  PRODUCTS
	2.1 MANUFACTURERS
	A. Acceptable Manufacturer: CertainTeed 150 E. Swedes Ford Road, Valley Forge, PA 19482 Toll Free 800-233-8990 Web www.certainteed.com
	B. Product:
	1. Symphony Slate Series Composite Tiles, Color to be determined by owner.

	C. Substitutions:
	1.  Request for substitution will be considered if product specifics are maintained and approved by owner’s representative.


	2.2 SYNTHETIC SLATE ROOFING PRODUCT
	A. CertainTeed Symphony Slate Series is a lightweight synthetic roofing shingle carefully engineered to represent the appearance, color, texture and thickness of natural quarried slate. Symphony is a manufactured by CertainTeed Corporation.
	B. Material: Engineered patent pending formulation of capstock and base polymers to produce superior quality product and performance on the roof.
	C. Attributes
	1. Fire Resistance – ASTM E108, Class A (When using CertainTeed fiberglass All Weather/Empire Base Sheet.)
	2. Wind Resistance – ASTM D3161, Class F at 6” through 8” exposure
	3. Impact Resistance – UL 2218 Class 4 Classification
	4. Can be installed at minimal temperature of 15 degrees Fahrenheit
	5. Product Dimension represent more natural slate appearance
	6. Superior Slip resistant surface

	D. Symphony is manufactured in nominal dimensions of 6”X18”, 9”X18” and 12”X18” including side to side spacing nibs.
	E. Symphony comes pre-packaged in color and width blends. Mixing of colors and sizes are not required at the jobsite. Within color blends listed below installer may choose widths of 12” only or multiple widths comprised of a mix of 6”, 9” and 12”.
	F. Current color blends:
	1. Colonial Gray – Various shades of gray blended.
	2.  Capital Blend - Gray shades with plum and green slates blended
	3. Evergreen Blend – Two shades of green blended

	G. Packaging Details 12” Blends
	1. Exposure Shingle/Bdl  Lbs/Bdl  Shingles/sq   Bdl/Sq  Lbs/Sq  Sq/Pallet
	2.   8”     25       37.5    150     6.0    225    6.0
	3.   7.5     25     37.5.    160     6.4    240    5.6
	4.   7.0     25     37.5    172     6.9    258    5.2
	5.   6.5     25     37.5    185     7.4    277    4.9
	6.   6.0     25     37.5    200     8.0    300    4.5

	H. Multi-width blends
	1. Exposure Shingle/Bld  Lbs/Bdl  Shingles/Sq  Bdl/Sq  Lbs/Sq. Sq/Pallet
	2.   8”     36      37.5    216     6.0    225    5.0
	3.   7.5    36      37.5    230     6.4    240    4.7
	4.   7.0    36      37.5    248     6.9    258    4.3
	5.   6.5    36      37.5    266     7.4    277    4.1
	6.   6.0    36      37.5    288     8.0    300    3.8


	2.3 ACCESSORIES
	A. Starter Pieces required follow Symphony installation instructions
	B. Hip and Ridge
	1. Pre formed hip and ridge with 12”X18” dimension and has exposure options for 6.0”,       6.5”, 7.0” 7.5” and 8.0”.
	2. Two profiles
	a. Shallow Roofs less 7:12 pitch
	b. Steep Roofs greater than 7:12 pitch


	C. Rake Accessory
	1. Grey or Green 6”X 18” rake shingle in bundles of 15 to be used as rake accessory.        Follow Symphony installation instructions for proper use.

	D. Underlayments
	1. Eave, Rake & Low Pitch Protection – CertainTeed Winterguard  ASTM 1970 sheet barrier of self-adhering rubberized asphalt membrane shingle underlayment having internal reinforcement, and split back plastic release film; provide material with warrant...
	2. ASTM D4869 Asphalt Saturated Felt.
	3. ASTM D226 Asphalt Saturated Felt (non-perforated)
	4. For UL Class A Fire Resistance, use CertainTeed All Weather Empire Base Sheet

	E. Fasteners
	1. 3/8 inch  (9.5 mm) flat head nails 1 ½ inches (38 mm) long must be corrosion resistant, quality fasteners such as electro galvanic (for non-coastal area) stainless steel, hot dipped galvanized, solid copper ,brass or aluminum to comply with full wa...
	2. Fasteners such as 11-guage nails with 3/8” (10 mm) head, No.8 or No. 9 brass flathead Phillips, square drive screws or similarly sized stainless steel screws are acceptable.

	F. Flashings
	1. Required Valley Metal shall be no less than 24” wide. Valley and flashing metal must be a minimum of 16 oz. copper or 26 gauge corrosion resistant metals such as stainless steel, painted galvanized steel, color clad steel or color clad aluminum.  U...
	2. CertainTeed’s Winterguard or equivalent waterproofing underlayment is required as underlayment beneath metal valleys.



	PART 3 -  EXECUTION
	3.1 EXAMINATION
	A. Verify existing site conditions under provisions of Drawings and the Solicitation.
	B.  Verify that roof penetrations and plumbing stacks are in place and flashed to deck surface.
	C. Verify roof openings are correctly framed prior to installing work of this section
	D. Verify deck surfaces are dry and free of ridges, warps or voids
	E. Do not begin work installation until substrates have been properly prepared
	F. If substrate preparation is the responsibility of another installer; notify Architect of unsatisfactory preparation before proceeding.
	G. Follow Shingle manufacturer’s recommendations for acceptable roof decking              materials

	3.2 INSTALLATION – EAVE ICE DAM PROTECTION
	A. Place eave edge and gable edge metal flashing tight with fascia boards. Weather-lap joints 2 inches (50 mm). Secure flange with nails spaced 8 inches (200 mm) on center.
	B. Apply CertainTeed “WinterGuard” Waterproofing Shingle Underlayment as eave protection in accordance with manufacturer’s instructions.
	C. Extend eave protection membrane minimum 24 inches (610 mm) up slope beyond interior face of exterior wall.

	3.3 INSTALLATION – PROTECTIVE UNDERLAYMENT
	Otherwise select either complete WinterGuard underlayment or Roofers’ Select or D4869 underlayment in combination with eave ice dam protection. WinterGuard is an improved version of standard underlayment developed to resist standing water held on a sl...
	A. Roof Slope Between 3:12 and 5:12: Apply one later of “WinterGuard” over all areas protected by WinterGuard at eaves, with ends and edges weather lapped minimum 19 inches (480mm) Stagger end laps each consecutive layer. Nail in place.
	B. A minimum of #30 organic underlayment felt ASTM D226 Type I or equivalent should be used to cover the roof deck areas not covered by WinterGuard or equivalent waterproofing membrane.

	3.4 INSTALLATION – VALLEY PROTECTION
	A. For “closed or open valleys first place on ply of WinterGuard, minimum 36 inches (910mm) wide, centered over valley. Lap joints minimum 6 inches (152mm) Follow instructions of shingle and waterproofing membrane manufacturer.

	3.5 INSTALLATION – FLASHINGS
	A. Open or closed valley systems may be used.  Valley metal must be no less than 24 inches (610mm)
	B. For open metal valleys, either a “W” valley or a double “W” valley with hemmed outside Slater’ edge is acceptable. Apply Symphony 2” or more from the valley center line. Cut 2” off the top valley side corner of a Symphony shingle at a 45-degree ang...
	C. For closed metal valley, use a “W” valley, a standing seam center crimp design or a classic “V” vend metal valley design. Apply cut Symphony to within ¼ “of the centerline.
	D. Always fasten Symphony 6” or more from the valley centerline. Always overlap valley metal at joints by at least 4”.
	E. Metal Step-Flashing size minimums are 4” up a side wall, 4” across the headlap portion of an applied shingle course and 14” up the roof slope. (4”X4”X14”)

	3.6 INSTALLATION-GENERAL APPLICATION
	A. Chalk Line – Snap chalk lines to ensure that Symphony is applied uniformly on the roof. Each shingle has reference marks to ensure that the exposure dimension chosen is from 6” to 8” in half-inch increments. Align the chosen marks to the top edge o...
	B. Starter Pieces – For 6.0”, 6.5”,7.0”, 7.5” and 8.0” exposures, 12” wide X 10” tall starter pieces are to be cut from the headlap of individual Symphony shingles and placed with the top edge turned to face the lower edge of the eave.  The remaining ...
	C. Field Shingles – Install Symphony Slate Shingles according to CertainTeed’s installation instructions for Symphony product.
	D. If desired, apply standard drip edge or flared gable metal to eaves and rakes.
	E. Do not apply Symphony to roof slopes below 3:12 (a 3’ rise for every horizontal run of 12”)
	F. For roof slopes of 3:12 through 5:12 the following conditions must be met:
	1. Apply Symphony at a 6” exposure
	2. CertainTeed WinterGuard or equivalent must be installed over the entire roof deck. (Note when WinterGuard is installed over the entire roof deck, be sure to provide adequate ventilation.)

	G. On slopes over 5:12, Symphony can be applied with a greater exposure, but not to exceed 8”.
	H. WinterGuard HT or an equivalent waterproofing underlayment product may be used instead of traditional hidden hip and ridge metal flashing. It can be applied either as a continuous length centered 8”-10” wide strips on the hip or ridgeline and under...

	3.7 INSTALLATION HIP & RIDGE
	A. Install pre-formed full pieces  12”X18” hip & ridge product available in two different profiles; a shallow angle profile for pitches less than 7:12 and sharper angle for pitches 7:12 and higher.
	B. Hip & Ridge can be applied using traditional half piece application techniques typical for real slate applications, such as the saddle, comb or mitered, with flashing covering the unexposed portion. Use Symphony 6”X18: rake accessory shingles ideal...
	C. Alternative hip & ridge applications – include a minimum 16-oz. copper or metal lineals or 26 gauge corrosion resistant metal such as stainless steel, color clad steel, color clad aluminum or metal edge vent in complimentary color- are also accepta...

	3.8 INSTALLATION – VENTILATION
	A. Ventilation should meet or exceed current HUD standards.
	B. Continuous metal ridge vents or products such as Shingle Vent II (9” or 12” widths) are acceptable.

	3.9 INSTALLATION – SNOW GUARDS
	A. The use of snow guards is highly recommended with Symphony. The installation contractor should refer to local building codes and requirements for the use of snow guards and should follow the snow guard manufacturer’s instruction for correct spacing...



	074113.16 FL - STANDING-SEAM METAL ROOF PANELS-Amit
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions apply to this Section.

	1.2 SUMMARY
	A. Section includes standing-seam metal roof panels.
	B. Related Sections:
	1.
	1. Section 077253 "Snow Guards" for prefabricated devices designed to hold snow on the roof surface, allowing it to melt and drain off slowly.


	1.3 PREINSTALLATION MEETINGS
	1. Meet with Owner, Architect, Owner's insurer if applicable, metal panel Installer, metal panel manufacturer's representative, structural-support Installer, and installers whose work interfaces with or affects metal panels, including installers of ro...
	2. Review and finalize construction schedule and verify availability of materials, Installer's personnel, equipment, and facilities needed to make progress and avoid delays.
	3. Review methods and procedures related to metal panel installation, including manufacturer's written instructions.
	4. Examine support conditions for compliance with requirements, including alignment between and attachment to structural members.
	5. Review structural loading limitations of deck, purlins and rafters during and after roofing.
	6. Review flashings, special details, drainage, penetrations, equipment curbs, and condition of other construction that affect metal panels.
	7. Review governing regulations and requirements for insurance, certificates, and tests and inspections if applicable.
	8. Review temporary protection requirements for metal panel systems during and after installation.
	9. Review procedures for repair of metal panels damaged after installation.
	10. Document proceedings, including corrective measures and actions required, and furnish copy of record to each participant.

	1.4 ACTION SUBMITTALS
	A. Product Data: For each type of product.
	1. Include construction details, material descriptions, dimensions of individual components and profiles, and finishes for each type of panel and accessory.

	A.
	A.
	A.
	A.
	A.
	B. Shop Drawings:
	1. Include fabrication and installation layouts of metal panels; details of edge conditions, joints, panel profiles, corners, anchorages, attachment system, trim, flashings, closures, and accessories; and special details.
	2. Accessories: Include details of the flashing, trim, and anchorage systems, at a scale of not less than 1-1/2 inches per 12 inches (1:10).

	C. Samples for Initial Selection: For each type of metal panel indicated with factory-applied color finishes.
	1. Include similar Samples of trim and accessories involving color selection.

	D. Samples for Verification: For each type of exposed finish required, prepared on Samples of size indicated below.
	1. Metal Panels: 12 inches (305 mm) long by actual panel width. Include clips, fasteners, closures, and other metal panel accessories.


	1.5 INFORMATIONAL SUBMITTALS
	A. Qualification Data: For Installer.
	B. Product Test Reports: For each product, for tests performed by a qualified testing agency.
	C. Field quality-control reports.
	D. Sample Warranties: For special warranties.

	1.6 CLOSEOUT SUBMITTALS
	A. Maintenance Data: For metal panels to include in maintenance manuals.

	1.7 QUALITY ASSURANCE
	A. Installer Qualifications: An entity that employs installers and supervisors who are trained and approved by manufacturer.
	B. UL-Certified, Portable Roll-Forming Equipment: UL-certified, portable roll-forming equipment capable of producing metal panels warranted by manufacturer to be the same as factory-formed products. Maintain UL certification of portable roll-forming e...
	C. Mockups: Build mockups to verify selections made under Sample submittals and to demonstrate aesthetic effects and set quality standards for fabrication and installation.
	1. Build mockup of typical roof area and eave including fascia, and soffit as shown on Drawings; approximately48 inches (1200 mm) square by full thickness, including attachments, underlayment, and accessories.
	1.
	1.
	1.
	2. Approval of mockups does not constitute approval of deviations from the Contract Documents contained in mockups unless Architect specifically approves such deviations in writing.
	3. Approved mockups may become part of the completed Work if undisturbed at time of Substantial Completion.


	1.8 DELIVERY, STORAGE, AND HANDLING
	A. Deliver components, metal panels, and other manufactured items so as not to be damaged or deformed. Package metal panels for protection during transportation and handling.
	B. Unload, store, and erect metal panels in a manner to prevent bending, warping, twisting, and surface damage.
	C. Stack metal panels horizontally on platforms or pallets, covered with suitable weathertight and ventilated covering. Store metal panels to ensure dryness, with positive slope for drainage of water. Do not store metal panels in contact with other ma...
	D. Retain strippable protective covering on metal panels during installation.
	E. Copper Panels: Wear gloves when handling to prevent fingerprints and soiling of surface.

	1.9 FIELD CONDITIONS
	A. Weather Limitations: Proceed with installation only when existing and forecasted weather conditions permit assembly of metal panels to be performed according to manufacturers' written instructions and warranty requirements.

	1.10 COORDINATION
	A. Coordinate sizes and locations of roof curbs, equipment supports, and roof penetrations with actual equipment provided.
	B. Coordinate metal panel installation with rain drainage work, flashing, trim, construction of soffits, and other adjoining work to provide a leakproof, secure, and noncorrosive installation.

	1.11 WARRANTY
	A. Special Warranty: Manufacturer's standard form in which manufacturer agrees to repair or replace components of metal panel systems that fail in materials or workmanship within specified warranty period.
	1. Failures include, but are not limited to, the following:
	a. Structural failures including rupturing, cracking, or puncturing.
	b. Deterioration of metals and other materials beyond normal weathering.

	2. Warranty Period: 5  years from date of Substantial Completion.

	B. Special Warranty on Panel Finishes: Manufacturer's standard form in which manufacturer agrees to repair finish or replace metal panels that show evidence of deterioration of factory-applied finishes within specified warranty period.
	1. Exposed Panel Finish: Deterioration includes, but is not limited to, the following:
	a. Color fading more than 5 Hunter units when tested according to ASTM D 2244.
	b. Chalking in excess of a No. 8 rating when tested according to ASTM D 4214.
	c. Cracking, checking, peeling, or failure of paint to adhere to bare metal.

	2. Finish Warranty Period: 20  years from date of Substantial Completion.

	C. Special Weathertightness Warranty: Manufacturer's standard form in which manufacturer agrees to repair or replace standing-seam metal roof panel assemblies that fail to remain weathertight, including leaks, within specified warranty period.
	1. Warranty Period: 20 years from date of Substantial Completion.



	PART 2 -  PRODUCTS
	2.1 PERFORMANCE REQUIREMENTS
	A. Note: The contractor is required to match the pattern, the spacing, the seam style, ridge, rake and valley conditions, gutters, fascia and fleshing; at each location to the existing style of metal panel roofing.  The following 1 and 2 notes apply.
	1. For Historic building, and Gallery, If the existing pattern cannot be achieved, then flat metal sheet of the same specifications as the seamed panel will be utilized to field form the seam patters to match existing. The color of metal roof will be ...
	2. For new building, color shall be coordinated with Owner from physical samples of the finished material.

	B. Energy Performance: Provide roof panels that are listed on the EPA/DOE's ENERGY STAR "Roof Product List" for low slope roof products.
	C. Energy Performance: Provide roof panels according to one of the following when tested according to CRRC-1:
	1.
	1. Three-year, aged Solar Reflectance Index of not less than 64 when calculated according to ASTM E 1980.

	D. Structural Performance: Provide metal panel systems capable of withstanding the effects of the following loads, based on testing according to ASTM E 1592:
	1. Wind Loads: As indicated on Drawings.
	2. Other Design Loads: As indicated on Drawings
	3. Deflection Limits: For wind loads, no greater than 1/180 of the span.

	E. Air Infiltration: Air leakage of not more than 0.06 cfm/sq. ft. (0.3 L/s per sq. m) when tested according to ASTM E 1680 or ASTM E 283 at the following test-pressure difference:
	1. Test-Pressure Difference: 1.57 lbf/sq. ft. (75 Pa)

	F. Water Penetration under Static Pressure: No water penetration when tested according to ASTM E 1646  at the following test-pressure difference:
	1. Test-Pressure Difference: 6.24 lbf/sq. ft. (300 Pa)

	G. Hydrostatic-Head Resistance: No water penetration when tested according to ASTM E 2140.
	H. Wind-Uplift Resistance: Provide metal roof panel assemblies that comply with UL 580 for wind-uplift-resistance class indicated.
	1. Uplift Rating: UL 90.

	I. FM Global Listing: Provide metal roof panels and component materials that comply with requirements in FM Global 4471 as part of a panel roofing system and that are listed in FM Global's "Approval Guide" for Class 1 or noncombustible construction, a...
	1. Fire/Windstorm Classification: Class 1A 90
	2. Hail Resistance: MH

	J. Thermal Movements: Allow for thermal movements from ambient and surface temperature changes by preventing buckling, opening of joints, overstressing of components, failure of joint sealants, failure of connections, and other detrimental effects. Ba...
	1. Temperature Change (Range): 120 deg F (67 deg C), ambient; 180 deg F (100 deg C), material surfaces.


	2.2 STANDING-SEAM METAL ROOF PANELS
	A. General: Provide factory-formed metal roof panels designed to be installed by lapping and interconnecting raised side edges of adjacent panels with joint type indicated and mechanically attaching panels to supports using concealed clips in side lap...
	1.
	1. Aluminum Panel Systems: Unless more stringent requirements are indicated, comply with ASTM E 1637.

	B. Vertical-Rib, Snap-Joint, Standing-Seam Metal Roof Panels Formed with vertical ribs at panel edges and a flat pan between ribs; designed for sequential installation by mechanically attaching panels to supports using concealed clips located under on...
	1.
	1.
	1.
	1.
	1.
	1.
	1. Coil-coated sheet, ASTM B 209 (ASTM B 209M), alloy as standard with manufacturer, with temper as required to suit forming operations and structural performance required.
	a. Thickness: 0.040 inch (1.02 mm).
	b. Surface: Smooth, flat finish.
	c. Exterior Finish: Color anodized.
	d. Color: Refer to Paragraph 2.1 A, Notes 1 and 2, and drawings.

	1.
	1.
	1.
	1.
	1.
	1.
	1.
	1.
	2. Clips: Two-piece floating to accommodate thermal movement.
	a.
	a. Material: 0.062-inch- (1.59-mm-) thick, stainless-steel sheet.

	3. Panel Coverage: Match field panel coverage dimensions at each location.
	4. Panel Height: Match field panel height at each location.

	C. Vertical-Rib, Seamed-Joint, Standing-Seam Metal Roof Panels. Formed with vertical ribs at panel edges and a flat pan between ribs; designed for sequential installation by mechanically attaching panels to supports using concealed clips located under...
	1.
	1.
	1.
	1.
	1.
	1.
	1. Aluminum Sheet: Coil-coated sheet, ASTM B 209 (ASTM B 209M), alloy as standard with manufacturer, with temper as required to suit forming operations and structural performance required.
	a. Thickness:  0.040 inch (1.02 mm).
	b. Surface: Smooth, flat finish.
	c. Exterior Finish: Color anodized
	d. Color: Refer to Paragraph 2.1 A, Notes 1 and 2, and drawings

	1.
	1.
	1.
	1.
	1.
	1.
	1.
	1.
	2. Clips: Two-piece floating to accommodate thermal movement.
	a.
	a. Material: 0.062-inch- (1.59-mm-) thick, stainless-steel sheet.

	3. Joint Type: Double folded.
	1. Panel Coverage:
	4. Match field panel coverage dimensions at each location
	5. Panel Height: Match field panel height at each location.
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	2.3 UNDERLAYMENT MATERIALS
	A. Self-Adhering, High-Temperature Underlayment: Provide self-adhering, cold-applied, sheet underlayment, a minimum of 30 mils (0.76 mm) thick, consisting of slip-resistant, polyethylene-film top surface laminated to a layer of butyl or SBS-modified a...
	1. Thermal Stability: Stable after testing at 240 deg F (116 deg C); ASTM D 1970.
	2. Low-Temperature Flexibility: Passes after testing at minus 20 deg F (29 deg C); ASTM D 1970.


	1.1
	1.1
	1.1
	2.4 MISCELLANEOUS MATERIALS
	A. Miscellaneous Metal Subframing and Furring: ASTM C 645; cold-formed, metallic-coated steel sheet, ASTM A 653/A 653M, G90 (Z275 hot-dip galvanized) coating designation or ASTM A 792/A 792M, Class AZ50 (Class AZM150) coating designation unless otherw...
	B. Panel Accessories: Provide components required for a complete, weathertight panel system including trim, copings, fasciae, mullions, sills, corner units, clips, flashings, sealants, gaskets, fillers, closure strips, and similar items. Match materia...
	1. Closures: Provide closures at eaves and ridges, fabricated of same metal as metal panels.
	2. Backing Plates: Provide metal backing plates at panel end splices, fabricated from material recommended by manufacturer.
	3. Closure Strips: Closed-cell, expanded, cellular, rubber or crosslinked, polyolefin-foam or closed-cell laminated polyethylene; minimum 1-inch- (25-mm-) thick, flexible closure strips; cut or premolded to match metal panel profile. Provide closure s...

	C. Flashing and Trim: Provide flashing and trim formed from same material as metal panels as required to seal against weather and to provide finished appearance. Locations include, but are not limited to, eaves, rakes, corners, bases, framed openings,...
	D. Gutters: Formed from same material as roof panels, complete with end pieces, outlet tubes, and other special pieces as required. Fabricate in minimum 96-inch- (2400-mm-) long sections, of size and metal thickness according to SMACNA's "Architectura...
	E. Downspouts: Formed from same material as roof panels. Fabricate in 10-foot- (3-m-) long sections, complete with formed elbows and offsets, of size and metal thickness according to SMACNA's "Architectural Sheet Metal Manual." Finish downspouts to ma...
	F. Roof Curbs: Fabricated from same material as roof panels, 0.048-inch (1.2-mm) nominal thickness; with bottom of skirt profiled to match roof panel profiles and with welded top box and integral full-length cricket. Fabricate curb subframing of 0.060...
	1. Insulate roof curb with 1-inch- (25-mm-) thick, rigid insulation.

	G. Panel Fasteners: Self-tapping screws designed to withstand design loads.
	H. Panel Sealants: Provide sealant type recommended by manufacturer that are compatible with panel materials, are nonstaining, and do not damage panel finish.
	1. Sealant Tape: Pressure-sensitive, 100 percent solids, gray polyisobutylene compound sealant tape with release-paper backing. Provide permanently elastic, nonsag, nontoxic, nonstaining tape 1/2 inch (13 mm) wide and 1/8 inch (3 mm) thick.
	2. Joint Sealant: ASTM C 920; elastomeric polyurethane or silicone sealant; of type, grade, class, and use classifications required to seal joints in metal panels and remain weathertight; and as recommended in writing by metal panel manufacturer.
	3. Butyl-Rubber-Based, Solvent-Release Sealant: ASTM C 1311.


	2.5 FABRICATION
	A. General: Fabricate and finish metal panels and accessories at the factory, by manufacturer's standard procedures and processes, as necessary to fulfill indicated performance requirements demonstrated by laboratory testing. Comply with indicated pro...
	B. On-Site Fabrication: Subject to compliance with requirements of this Section, metal panels may be fabricated on-site using UL-certified, portable roll-forming equipment if panels are of same profile and warranted by manufacturer to be equal to fact...
	C. Provide panel profile, including major ribs and intermediate stiffening ribs, if any, for full length of panel.
	D. Fabricate metal panel joints with factory-installed captive gaskets or separator strips that provide a weathertight seal and prevent metal-to-metal contact, and that minimize noise from movements.
	E. Sheet Metal Flashing and Trim: Fabricate flashing and trim to comply with manufacturer's recommendations and recommendations in SMACNA's "Architectural Sheet Metal Manual" that apply to design, dimensions, metal, and other characteristics of item i...
	1. Form exposed sheet metal accessories that are without excessive oil canning, buckling, and tool marks and that are true to line and levels indicated, with exposed edges folded back to form hems.
	2. Seams for Aluminum: Fabricate nonmoving seams with flat-lock seams. Form seams and seal with epoxy seam sealer. Rivet joints for additional strength.
	3. Seams for Other Than Aluminum: Fabricate nonmoving seams in accessories with flat-lock seams. Tin edges to be seamed, form seams, and solder.
	4. Sealed Joints: Form nonexpansion, but movable, joints in metal to accommodate sealant and to comply with SMACNA standards.
	5. Conceal fasteners and expansion provisions where possible. Exposed fasteners are not allowed on faces of accessories exposed to view.
	6. Fabricate cleats and attachment devices from same material as accessory being anchored or from compatible, noncorrosive metal recommended in writing by metal panel manufacturer.
	a. Size: As recommended by SMACNA's "Architectural Sheet Metal Manual" or metal panel manufacturer for application, but not less than thickness of metal being secured.



	2.6 FINISHES
	A. Protect mechanical and painted finishes on exposed surfaces from damage by applying a strippable, temporary protective covering before shipping.
	B. Appearance of Finished Work: Variations in appearance of abutting or adjacent pieces are acceptable if they are within one-half of the range of approved Samples. Noticeable variations in same piece are unacceptable. Variations in appearance of othe...
	C. Steel Panels and Accessories:
	1. Two-Coat Fluoropolymer: AAMA 621. Fluoropolymer finish containing not less than 70 percent PVDF resin by weight in color coat. Prepare, pretreat, and apply coating to exposed metal surfaces to comply with coating and resin manufacturers' written in...
	2. Three-Coat Fluoropolymer: AAMA 621. Fluoropolymer finish containing not less than 70 percent PVDF resin by weight in both color coat and clear topcoat. Prepare, pretreat, and apply coating to exposed metal surfaces to comply with coating and resin ...
	3. Mica Fluoropolymer: AAMA 621. Two-coat fluoropolymer finish with suspended mica flakes containing not less than 70 percent PVDF resin by weight in color coat. Prepare, pretreat, and apply coating to exposed metal surfaces to comply with coating and...
	4. Metallic Fluoropolymer: AAMA 621. Three-coat fluoropolymer finish with suspended metallic flakes containing not less than 70 percent PVDF resin by weight in both color coat and clear topcoat. Prepare, pretreat, and apply coating to exposed metal su...
	5. FEVE Fluoropolymer: AAMA 621. Two-coat fluoropolymer finish containing 100 percent fluorinated ethylene vinyl ether resin in color coat. Prepare, pretreat, and apply coating to exposed metal surfaces to comply with coating and resin manufacturers' ...
	6. Siliconized Polyester: Epoxy primer and silicone-modified, polyester-enamel topcoat; with a dry film thickness of not less than 0.2 mil (0.005 mm) for primer and 0.8 mil (0.02 mm) for topcoat.
	7. Concealed Finish: Apply pretreatment and manufacturer's standard white or light-colored acrylic or polyester backer finish consisting of prime coat and wash coat with a minimum total dry film thickness of 0.5 mil (0.013 mm).

	D. Aluminum Panels and Accessories:
	1. Two-Coat Fluoropolymer: AAMA 2605. Fluoropolymer finish containing not less than 70 percent PVDF resin by weight in color coat. Prepare, pretreat, and apply coating to exposed metal surfaces to comply with coating and resin manufacturers' written i...
	2. Three-Coat Fluoropolymer: AAMA 2605. Fluoropolymer finish containing not less than 70 percent PVDF resin by weight in both color coat and clear topcoat. Prepare, pretreat, and apply coating to exposed metal surfaces to comply with coating and resin...
	3. Mica Fluoropolymer: AAMA 2605. Two-coat fluoropolymer finish with suspended mica flakes containing not less than 70 percent PVDF resin by weight in color coat. Prepare, pretreat, and apply coating to exposed metal surfaces to comply with coating an...
	4. Metallic Fluoropolymer: AAMA 2605. Three-coat fluoropolymer finish with suspended metallic flakes containing not less than 70 percent PVDF resin by weight in both color coat and clear topcoat. Prepare, pretreat, and apply coating to exposed metal s...
	5. FEVE Fluoropolymer: AAMA 2605. Two-coat fluoropolymer finish containing 100 percent fluorinated ethylene vinyl ether resin in color coat. Prepare, pretreat, and apply coating to exposed metal surfaces to comply with coating and resin manufacturers'...
	6. Siliconized Polyester: Epoxy primer and silicone-modified, polyester-enamel topcoat; with a dry film thickness of not less than 0.2 mil (0.005 mm) for primer and 0.8 mil (0.02 mm) for topcoat.
	7. Exposed Anodized Finish:
	a. Clear Anodic Finish: AAMA 611, AA-M12C22A41, Class I, 0.018 mm or thicker.
	b. Color Anodic Finish: AAMA 611, AA-M12C22A42/A44, Class I, 0.018 mm or thicker.


	E. Stainless-Steel Panels and Accessories:
	1. Surface Preparation: Remove tool and die marks and stretch lines, or blend into finish.
	2. Polished Finishes: Grind and polish surfaces to produce uniform finish, free of cross scratches.
	a. Run grain of directional finishes with long dimension of each piece.
	b. When polishing is completed, passivate and rinse surfaces. Remove embedded foreign matter and leave surfaces chemically clean.
	c. Directional Satin Finish: No. 4.

	3. Bright, Cold-Rolled, Unpolished Finish: No. 2B.

	F. Copper Panels and Accessories:
	1. Prepatination: Factory prepatinate according to ASTM B 882 to convert the copper surface to an inorganic crystalline structure with the appearance and durability of naturally formed patina.



	PART 3 -  EXECUTION
	3.1 EXAMINATION
	A. Examine substrates, areas, and conditions, with Installer present, for compliance with requirements for installation tolerances, metal panel supports, and other conditions affecting performance of the Work.
	1. Examine primary and secondary roof framing to verify that rafters, purlins, angles, channels, and other structural panel support members and anchorages have been installed within alignment tolerances required by metal roof panel manufacturer.
	2. Examine solid roof sheathing to verify that sheathing joints are supported by framing or blocking and that installation is within flatness tolerances required by metal roof panel manufacturer.
	a. Verify that air- or water-resistive barriers have been installed over sheathing or backing substrate to prevent air infiltration or water penetration.


	B. Examine roughing-in for components and systems penetrating metal panels to verify actual locations of penetrations relative to seam locations of metal panels before installation.
	C. Proceed with installation only after unsatisfactory conditions have been corrected.

	3.2 PREPARATION
	A. Miscellaneous Supports: Install subframing, furring, and other miscellaneous panel support members and anchorages according to ASTM C 754 and metal panel manufacturer's written recommendations.

	3.3 UNDERLAYMENT INSTALLATION
	A. Self-Adhering Sheet Underlayment: Apply primer if required by manufacturer. Comply with temperature restrictions of underlayment manufacturer for installation. Apply at locations indicated on Drawings, wrinkle free, in shingle fashion to shed water...
	A.
	A.
	A.
	A.
	A.
	A.
	A.
	A.
	A.
	B. Felt Underlayment: Apply at locations indicated on Drawings, in shingle fashion to shed water, and with lapped joints of not less than 2 inches (50 mm).
	C. Slip Sheet: Apply slip sheet over underlayment before installing metal roof panels.
	D. Flashings: Install flashings to cover underlayment to comply with requirements specified in Section 076200 "Sheet Metal Flashing and Trim."

	3.4 METAL PANEL INSTALLATION
	A. General: Install metal panels according to manufacturer's written instructions in orientation, sizes, and locations indicated. Install panels perpendicular to supports unless otherwise indicated. Anchor metal panels and other components of the Work...
	1. Shim or otherwise plumb substrates receiving metal panels.
	2. Flash and seal metal panels at perimeter of all openings. Fasten with self-tapping screws. Do not begin installation until air- or water-resistive barriers and flashings that will be concealed by metal panels are installed.
	3. Install screw fasteners in predrilled holes.
	4. Locate and space fastenings in uniform vertical and horizontal alignment.
	5. Install flashing and trim as metal panel work proceeds.
	6. Locate panel splices over, but not attached to, structural supports. Stagger panel splices and end laps to avoid a four-panel lap splice condition.
	7. Align bottoms of metal panels and fasten with blind rivets, bolts, or self-tapping screws. Fasten flashings and trim around openings and similar elements with self-tapping screws.
	8. Provide weathertight escutcheons for pipe- and conduit-penetrating panels.

	B. Fasteners:
	1. Steel Panels: Use stainless-steel fasteners for surfaces exposed to the exterior; use galvanized-steel fasteners for surfaces exposed to the interior.
	2. Aluminum Panels: Use aluminum or stainless-steel fasteners for surfaces exposed to the exterior; use aluminum or galvanized-steel fasteners for surfaces exposed to the interior.
	3. Copper Panels: Use copper, stainless-steel, or hardware-bronze fasteners.
	4. Stainless-Steel Panels: Use stainless-steel fasteners.

	C. Anchor Clips: Anchor metal roof panels and other components of the Work securely in place, using manufacturer's approved fasteners according to manufacturers' written instructions.
	D. Metal Protection: Where dissimilar metals contact each other or corrosive substrates, protect against galvanic action as recommended in writing by metal panel manufacturer.
	E. Standing-Seam Metal Roof Panel Installation: Fasten metal roof panels to supports with concealed clips at each standing-seam joint at location, spacing, and with fasteners recommended in writing by manufacturer.
	1. Install clips to supports with self-tapping fasteners.
	2. Install pressure plates at locations indicated in manufacturer's written installation instructions.
	3. Snap Joint: Nest standing seams and fasten together by interlocking and completely engaging factory-applied sealant.
	4. Seamed Joint: Crimp standing seams with manufacturer-approved, motorized seamer tool so clip, metal roof panel, and factory-applied sealant are completely engaged.
	5. Watertight Installation:
	a. Apply a continuous ribbon of sealant or tape to seal joints of metal panels, using sealant or tape as recommend in writing by manufacturer as needed to make panels watertight.
	b. Provide sealant or tape between panels and protruding equipment, vents, and accessories.
	c. At panel splices, nest panels with minimum 6-inch (152-mm) end lap, sealed with sealant and fastened together by interlocking clamping plates.


	F. Clipless Metal Panel Installation: Fasten metal panels to supports with screw fasteners at each lapped joint at location and spacing recommended by manufacturer.
	G. Accessory Installation: Install accessories with positive anchorage to building and weathertight mounting, and provide for thermal expansion. Coordinate installation with flashings and other components.
	1. Install components required for a complete metal panel system including trim, copings, corners, seam covers, flashings, sealants, gaskets, fillers, closure strips, and similar items. Provide types indicated by metal roof panel manufacturers; or, if...

	H. Flashing and Trim: Comply with performance requirements, manufacturer's written installation instructions, and SMACNA's "Architectural Sheet Metal Manual." Provide concealed fasteners where possible, and set units true to line and level as indicate...
	1. Install exposed flashing and trim that is without buckling and tool marks, and that is true to line and levels indicated, with exposed edges folded back to form hems. Install sheet metal flashing and trim to fit substrates and achieve waterproof an...
	2. Expansion Provisions: Provide for thermal expansion of exposed flashing and trim. Space movement joints at a maximum of 10 feet (3 m) with no joints allowed within 24 inches (610 mm) of corner or intersection. Where lapped expansion provisions cann...

	I. Gutters: Join sections with riveted and soldered or lapped and sealed joints. Attach gutters to eave with gutter hangers spaced not more than 36 inches (914 mm) o.c. using manufacturer's standard fasteners. Provide end closures and seal watertight ...
	J. Downspouts: Join sections with telescoping joints. Provide fasteners designed to hold downspouts securely 1 inch (25 mm) away from walls; locate fasteners at top and bottom and at approximately 60 inches (1524 mm) o.c. in between.
	1. Provide elbows at base of downspouts to direct water away from building.
	2. Connect downspouts to underground drainage system indicated.

	K. Roof Curbs: Install flashing around bases where they meet metal roof panels.
	L. Pipe Flashing: Form flashing around pipe penetration and metal roof panels. Fasten and seal to metal roof panels as recommended by manufacturer.

	3.5 ERECTION TOLERANCES
	A. Installation Tolerances: Shim and align metal panel units within installed tolerance of 1/4 inch in 20 feet (6 mm in 6 m) on slope and location lines as indicated and within 1/8-inch (3-mm) offset of adjoining faces and of alignment of matching pro...

	3.6 FIELD QUALITY CONTROL
	A. Manufacturer's Field Service: Engage a factory-authorized service representative to test and inspect metal roof panel installation, including accessories. Report results in writing.
	B. Remove and replace applications of metal roof panels where tests and inspections indicate that they do not comply with specified requirements.
	C. Additional tests and inspections, at Contractor's expense, are performed to determine compliance of replaced or additional work with specified requirements.
	D. Prepare test and inspection reports.

	3.7 CLEANING AND PROTECTION
	A. Remove temporary protective coverings and strippable films, if any, as metal panels are installed, unless otherwise indicated in manufacturer's written installation instructions. On completion of metal panel installation, clean finished surfaces as...
	B. Replace metal panels that have been damaged or have deteriorated beyond successful repair by finish touchup or similar minor repair procedures.



	075323 FL - ETHYLENE-PROPYLENE-DIENE-MONOMER (EPDM) ROOFING - edited [Ameer]
	076200 FL - SHEET METAL FLASHING AND TRIM - edited
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions apply to this Section.

	1.2 SUMMARY
	A. Section Includes:
	1. Manufactured through-wall flashing with counterflashing.
	2. Manufactured reglets with counterflashing.
	3. Formed roof-drainage sheet metal fabrications.
	4. Formed low-slope roof sheet metal fabrications.
	5. Formed steep-slope roof sheet metal fabrications.

	B. Related Requirements:
	1.  Section 061000 "Rough Carpentry" for wood nailers, curbs, and blocking.
	2. Section 075323 "EPDM ROOFING", 073113 "ASPHALT SHINGLES", and 077100 "ROOF SPECIALTIES" for materials and installation of sheet metal flashing and trim integral with roofing.
	3. Section 077200 "Roof Accessories" for set-on-type curbs, equipment supports, roof hatches, vents, and other manufactured roof accessory units.


	1.3 COORDINATION
	A. Coordinate sheet metal flashing and trim layout and seams with sizes and locations of penetrations to be flashed, and joints and seams in adjacent materials.
	B. Coordinate sheet metal flashing and trim installation with adjoining roofing and wall materials, joints, and seams to provide leak proof, secure, and noncorrosive installation.

	1.4 PREINSTALLATION MEETINGS
	A. Preinstallation Conference: Conduct conference at Project site 51 S. Summit Avenue, Gaithersburg, MD 20877.
	1. Review construction schedule. Verify availability of materials, Installer's personnel, equipment, and facilities needed to make progress and avoid delays.
	2. Review special roof details, roof drainage, roof-penetration flashing, equipment curbs, and condition of other construction that affect sheet metal flashing and trim.
	3. Review requirements for insurance and certificates if applicable.
	4. Review sheet metal flashing observation and repair procedures after flashing installation.


	1.5 ACTION SUBMITTALS
	A. Product Data: For each type of product.
	1. Include construction details, material descriptions, dimensions of individual components and profiles, and finishes for each manufactured product and accessory.

	B. Shop Drawings: For sheet metal flashing and trim.
	1. Include plans, elevations, sections, and attachment details.
	2. Detail fabrication and installation layouts, expansion-joint locations, and keyed details. Distinguish between shop- and field-assembled work.
	3. Include identification of material, thickness, weight, and finish for each item and location in Project.
	4. Include details for forming, including profiles, shapes, seams, and dimensions.
	5. Include details for joining, supporting, and securing, including layout and spacing of fasteners, cleats, clips, and other attachments. Include pattern of seams.
	6. Include details of termination points and assemblies.
	7. Include details of expansion joints and expansion-joint covers, including showing direction of expansion and contraction from fixed points.
	8. Include details of roof-penetration flashing.
	9. Include details of edge conditions, including eaves, ridges, valleys, rakes, crickets, and counterflashings as applicable.
	10. Include details of special conditions.
	11. Include details of connections to adjoining work.
	12. Detail formed flashing and trim at scale of not less than 3 inches per 12 inches (1:5).

	C. Samples for Initial Selection: For each type of sheet metal and accessory indicated with factory-applied finishes.
	D. Samples for Verification: For each type of exposed finish.
	1. Sheet Metal Flashing: 12 inches (300 mm) long by actual width of unit, including finished seam and in required profile. Include fasteners, cleats, clips, closures, and other attachments.
	2. Trim, Metal Closures, Expansion Joints, Joint Intersections, and Miscellaneous Fabrications: 12 inches (300 mm) long and in required profile. Include fasteners and other exposed accessories.
	3. Unit-Type Accessories and Miscellaneous Materials: Full-size Sample.
	4. Anodized Aluminum Samples: Samples to show full range to be expected for each color required.


	1.6 INFORMATIONAL SUBMITTALS
	A. Qualification Data: For fabricator.
	B. Product Certificates: For each type of coping and roof edge flashing that is SPRI ES-1 tested and approved.
	C. Product Test Reports: For each product, for tests performed by a qualified testing agency.
	D. Sample Warranty: For special warranty.

	1.7 CLOSEOUT SUBMITTALS
	A. Maintenance Data: For sheet metal flashing and trim, and its accessories, to include in maintenance manuals.

	1.8 QUALITY ASSURANCE
	A. Fabricator Qualifications: Employs skilled workers who custom fabricate sheet metal flashing and trim similar to that required for this Project and whose products have a record of successful in-service performance.
	1. For copings and roof edge flashings that are SPRI ES-1 tested and approved, shop shall be listed as able to fabricate required details as tested and approved.

	B. Mockups: Build mockups to verify selections made under Sample submittals, to demonstrate aesthetic effects, and to set quality standards for fabrication and installation.
	1. Build mockup of typical roof edge, eave, including built-in gutter, fascia, fascia trim and apron flashing, approximately 6 feet (2.0 m)  long, including supporting construction cleats, seams, attachments, underlayment, and accessories.
	2. Approval of mockups does not constitute approval of deviations from the Contract Documents contained in mockups unless Architect specifically approves such deviations in writing.
	3. Subject to compliance with requirements, approved mockups may become part of the completed Work if undisturbed at time of Substantial Completion.


	1.9 DELIVERY, STORAGE, AND HANDLING
	A. Do not store sheet metal flashing and trim materials in contact with other materials that might cause staining, denting, or other surface damage. Store sheet metal flashing and trim materials away from uncured concrete and masonry.
	B. Protect strippable protective covering on sheet metal flashing and trim from exposure to sunlight and high humidity, except to extent necessary for period of sheet metal flashing and trim installation.

	1.10 WARRANTY
	A. Special Warranty on Finishes: Manufacturer agrees to repair finish or replace sheet metal flashing and trim that shows evidence of deterioration of factory-applied finishes within specified warranty period.
	1. Exposed Panel Finish: Deterioration includes, but is not limited to, the following:
	a. Color fading more than 5 Hunter units when tested according to ASTM D 2244.
	b. Chalking in excess of a No. 8 rating when tested according to ASTM D 4214.
	c. Cracking, checking, peeling, or failure of paint to adhere to bare metal.

	2. Finish Warranty Period: 20 years from date of Substantial Completion.



	PART 2 -  PRODUCTS
	2.1 PERFORMANCE REQUIREMENTS
	A. General: Sheet metal flashing and trim assemblies shall withstand wind loads, structural movement, thermally induced movement, and exposure to weather without failure due to defective manufacture, fabrication, installation, or other defects in cons...
	B. Sheet Metal Standard for Flashing and Trim: Comply with NRCA's "The NRCA Roofing Manual" and SMACNA's "Architectural Sheet Metal Manual" requirements for dimensions and profiles shown unless more stringent requirements are indicated.
	C. Sheet Metal Standard for Copper: Comply with CDA's "Copper in Architecture Handbook." Conform to dimensions and profiles shown unless more stringent requirements are indicated.
	D. FM Approvals Listing: Manufacture and install copings, roof edge flashings that are listed in FM Approvals' "RoofNav" and approved for windstorm classification, Class 1-60. Identify materials with name of fabricator and design approved by FM Approv...
	E. SPRI Wind Design Standard: Manufacture and install copings, roof edge flashings tested according to SPRI ES-1 and capable of resisting the following design pressure:
	1. Design Pressure: Typical for this Geographic Area.

	F. Thermal Movements: Allow for thermal movements from ambient and surface temperature changes to prevent buckling, opening of joints, overstressing of components, failure of joint sealants, failure of connections, and other detrimental effects. Base ...
	1. Temperature Change: 120 deg F (67 deg C), ambient material surfaces.


	2.2 SHEET METALS
	A. General: Protect mechanical and other finishes on exposed surfaces from damage by applying strippable, temporary protective film before shipping.
	B. Copper Sheet: ASTM B 370, cold-rolled copper sheet, H00 or H01 temper.
	1. Nonpatinated Exposed Finish: Mill.
	2. Nonpatinated, Exposed, Lacquered Finish: Finish designations for copper alloys comply with system defined in NAAMM's "Metal Finishes Manual for Architectural and Metal Products."
	a. Mirror Polished (Lacquered): M22-06x (Mechanical Finish: buffed, specular; with clear organic coating); coating of "Incralac," waterborne, air-drying, methyl methacrylate copolymer lacquer with UV inhibitor, applied by air spray in two coats per ma...


	C. Aluminum Sheet: ASTM B 209 (ASTM B 209M), alloy as standard with manufacturer for finish required, with temper as required to suit forming operations and performance required; with smooth, flat surface.
	1. As-Milled Finish: Standard two-side bright.
	2. Alclad Finish: Metallurgically bonded surfacing alloy on both sides, forming aluminum sheet with reflective luster.
	3. Factory Prime Coating: Where painting after installation is required, pretreat metal with white or light-colored, factory-applied, baked-on epoxy primer coat; minimum dry film thickness of 0.2 mil (0.005 mm).
	4. Clear Anodic Finish, Coil Coated: AAMA 611, AA-M12C22A41, Class I, 0.018 mm or thicker.
	5. Color Anodic Finish, Coil Coated: AAMA 611, AA-M12C22A42/A44, Class I, 0.018 mm or thicker.
	a. Color: As selected by city staff.
	b. Color Range: Noticeable variations in same piece are not acceptable. Variations in appearance of adjoining components are acceptable if they are within the range of approved Samples and are assembled or installed to minimize contrast.


	D. Stainless-Steel Sheet: ASTM A 240/A 240M or ASTM A 666, dead soft, fully annealed; with smooth, flat surface.
	1. Finish: 4 (polished directional satin).


	2.3 UNDERLAYMENT MATERIALS
	A. Felt: ASTM D 226/D 226M, Type II (No. 30), asphalt-saturated organic felt; nonperforated.
	B. Synthetic Underlayment: Laminated or reinforced, woven polyethylene or polypropylene, synthetic roofing underlayment; bitumen free; slip resistant; suitable for high temperatures over 220 deg F (111 deg C); and complying with physical requirements ...
	C. Self-Adhering, High-Temperature Sheet: Minimum 30 mils (0.76 mm) thick, consisting of a slip-resistant polyethylene- or polypropylene-film top surface laminated to a layer of butyl- or SBS-modified asphalt adhesive, with release-paper backing; spec...
	1. Thermal Stability: ASTM D 1970; stable after testing at 240 deg F (116 deg C) or higher.
	2. Low-Temperature Flexibility: ASTM D 1970; passes after testing at minus 20 deg F (29 deg C) or lower.

	D. Slip Sheet: Rosin-sized building paper, 3 lb/100 sq. ft. (0.16 kg/sq. m)minimum.

	2.4 MISCELLANEOUS MATERIALS
	A. General: Provide materials and types of fasteners, solder, protective coatings, sealants, and other miscellaneous items as required for complete sheet metal flashing and trim installation and as recommended by manufacturer of primary sheet metal or...
	B. Fasteners: Wood screws, annular threaded nails, self-tapping screws, self-locking rivets and bolts, and other suitable fasteners designed to withstand design loads and recommended by manufacturer of primary sheet metal or manufactured item.
	1. General: Blind fasteners or self-drilling screws, gasketed, with hex-washer head.
	a. Exposed Fasteners: Heads matching color of sheet metal using plastic caps or factory-applied coating. Provide metal-backed EPDM or PVC sealing washers under heads of exposed fasteners bearing on weather side of metal.
	b. Blind Fasteners: High-strength aluminum or stainless-steel rivets suitable for metal being fastened.
	c. Spikes and Ferrules: Same material as gutter; with spike with ferrule matching internal gutter width.

	2. Fasteners for Copper  Sheet: Copper, hardware bronze or passivated Series 300 stainless steel.
	3. Fasteners for Aluminum Sheet: Aluminum or Series 300 stainless steel.
	4. Fasteners for Stainless-Steel Sheet: Series 300 stainless steel.

	C. Solder:
	1. For Copper: ASTM B 32, Grade Sn50, 50 percent tin and 50 percent lead.
	2. For Stainless Steel: ASTM B 32, Grade Sn96, with acid flux of type recommended by stainless-steel sheet manufacturer.

	D. Sealant Tape: Pressure-sensitive, 100 percent solids, polyisobutylene compound sealant tape with release-paper backing. Provide permanently elastic, nonsag, nontoxic, nonstaining tape 1/2 inch (13 mm) wide and 1/8 inch (3 mm) thick.
	E. Epoxy Seam Sealer: Two-part, noncorrosive, aluminum seam-cementing compound, recommended by aluminum manufacturer for exterior nonmoving joints, including riveted joints.
	F. Asphalt Roofing Cement: ASTM D 4586, asbestos free, of consistency required for application.

	2.5 MANUFACTURED SHEET METAL FLASHING AND TRIM
	A. Through-Wall, Ribbed, Sheet Metal Flashing: Manufacture through-wall sheet metal flashing for embedment in masonry, with ribs at 3-inch (75-mm) intervals along length of flashing to provide integral mortar bond. Manufacture through-wall flashing to...
	1. Copper: 10-oz. (0.34-mm-thick) minimum for fully concealed flashing; 16 oz. (0.55 mm thick) elsewhere.
	2. Stainless Steel: 0.016 inch (0.40 mm) thick.

	B. Reglets: Units of type, material, and profile required, formed to provide secure interlocking of separate reglet and counterflashing pieces, and compatible with flashing indicated with factory-mitered and -welded corners and junctions and with inte...
	1. Material: Stainless steel, 0.019 inch (0.48 mm) thick, Copper, 16 oz./sq. ft. (0.55 mm thick) or Aluminum, 0.024 inch (0.61 mm) thick.
	2. Surface-Mounted Type: Provide with slotted holes for fastening to substrate, with neoprene or other suitable weatherproofing washers, and with channel for sealant at top edge.
	3. Masonry Type: Provide with offset top flange for embedment in masonry mortar joint.
	4. Accessories:
	a. Flexible-Flashing Retainer: Provide resilient plastic or rubber accessory to secure flexible flashing in reglet where clearance does not permit use of standard metal counterflashing or where Drawings show reglet without metal counterflashing.
	b. Counterflashing Wind-Restraint Clips: Provide clips to be installed before counterflashing to prevent wind uplift of counterflashing's lower edge.

	5. Finish: Mill, With manufacturer's standard color coating.


	2.6 FABRICATION, GENERAL
	A. General: Custom fabricate sheet metal flashing and trim to comply with details shown and recommendations in cited sheet metal standard that apply to design, dimensions, geometry, metal thickness, and other characteristics of item required. Fabricat...
	1. Fabricate sheet metal flashing and trim in thickness or weight needed to comply with performance requirements, but not less than that specified for each application and metal.
	2. Obtain field measurements for accurate fit before shop fabrication.
	3. Form sheet metal flashing and trim to fit substrates without excessive oil canning, buckling, and tool marks; true to line, levels, and slopes; and with exposed edges folded back to form hems.
	4. Conceal fasteners and expansion provisions where possible. Do not use exposed fasteners on faces exposed to view.

	B. Fabrication Tolerances: Fabricate sheet metal flashing and trim that is capable of installation to a tolerance of 1/4 inch in 20 feet (6 mm in 6 m) on slope and location lines indicated on Drawings and within 1/8-inch (3-mm) offset of adjoining fac...
	C. Fabrication Tolerances: Fabricate sheet metal flashing and trim that is capable of installation to tolerances specified in MCA's "Guide Specification for Residential Metal Roofing."
	D. Expansion Provisions: Form metal for thermal expansion of exposed flashing and trim.
	1. Form expansion joints of intermeshing hooked flanges, not less than 1 inch (25 mm) deep, filled with butyl sealant concealed within joints.
	2. Use lapped expansion joints only where indicated on Drawings.

	E. Sealant Joints: Where movable, nonexpansion-type joints are required, form metal to provide for proper installation of elastomeric sealant according to cited sheet metal standard.
	F. Fabricate cleats and attachment devices from same material as accessory being anchored or from compatible, noncorrosive metal.
	G. Fabricate cleats and attachment devices of sizes as recommended by cited sheet metal standard and by FM Global Property Loss Prevention Data Sheet 1-49 for application, but not less than thickness of metal being secured.
	H. Seams: Fabricate nonmoving seams with flat-lock seams. Tin edges to be seamed, form seams, and solder.
	I. Seams: Fabricate nonmoving seams with flat-lock seams. Form seams and seal with elastomeric sealant unless otherwise recommended by sealant manufacturer for intended use. Rivet joints where necessary for strength.
	J. Seams for Aluminum: Fabricate nonmoving seams with flat-lock seams. Form seams and seal with epoxy seam sealer. Rivet joints where necessary for strength.
	K. Do not use graphite pencils to mark metal surfaces.

	2.7 ROOF-DRAINAGE SHEET METAL FABRICATIONS
	A. Hanging Gutters: Fabricate to cross section required, complete with end pieces, outlet tubes, and other accessories as required. Fabricate in minimum 96-inch- (2400-mm-) long sections. Furnish flat-stock gutter brackets and flat-stock gutter spacer...
	1. Gutter Profile: Match existing.
	2. Expansion Joints: Match existing.
	3. Accessories: Match existing.
	4. Gutters with Girth up to 15 Inches (380 mm): Fabricate from the following materials:
	a. Stainless Steel: 0.016 inch (0.40 mm) thick.

	5. Gutters with Girth 16 to 20 Inches (410 to 510 mm): Fabricate from the following materials:
	a. Stainless Steel: 0.019 inch (0.48 mm) thick.


	B. Built-in Gutters: Fabricate to cross section required, with riveted and soldered joints, complete with end pieces, outlet tubes, and other special accessories as required. Fabricate in minimum 96-inch- (2400-mm-) long sections. Fabricate expansion ...
	1. Fabricate gutters with built-in expansion joints and gutter-end expansion joints at walls.
	2. Accessories:  Match existing.
	3. Fabricate from the Following Materials:
	a. Stainless Steel: 0.016 inch (0.40 mm) thick.


	C. Downspouts: Fabricate downspouts to match existing, complete with mitered elbows. Furnish with metal hangers from same material as downspouts and anchors. Shop fabricate elbows.
	1. Hanger Style: Match existing.
	2. Fabricate from the following materials:
	a. Aluminum: 0.024 inch (0.61 mm) thick.
	b. Stainless Steel: 0.016 inch (0.40 mm) thick.



	2.8 LOW-SLOPE ROOF SHEET METAL FABRICATIONS
	A. Copings: Fabricate in minimum 96-inch- (2400-mm-) long, but not exceeding 12-foot- (3.6-m-) long, sections. Fabricate joint plates of same thickness as copings. Furnish with continuous cleats to support edge of external leg and drill elongated hole...
	1. Coping Profile: As indicated on architectural drawings.
	2. Joint Style: Butted with expansion space and 6-inch- (150-mm-) wide, concealed backup plate.
	3. Fabricate from the Following Materials:
	a. Aluminum: 0.050 inch (1.27 mm) thick.
	b. Stainless Steel: 0.025 inch (0.64 mm) thick.


	B.  Roof and Roof-to-Wall Transition  Expansion-Joint Cover: Fabricate from the following materials: Shop fabricate interior and exterior corners.
	1. Aluminum: 0.050 inch (1.27 mm) thick.
	2. Stainless Steel: 0.025 inch (0.64 mm) thick.

	C. Base Flashing: Shop fabricate interior and exterior corners. Fabricate from the following materials:
	1. Aluminum: 0.040 inch (1.02 mm) thick.
	2. Stainless Steel: 0.019 inch (0.48 mm) thick.

	D. Counterflashing: Shop fabricate interior and exterior corners. Fabricate from the following materials:
	1. Aluminum: 0.032 inch (0.81 mm) thick.
	2. Stainless Steel: 0.019 inch (0.48 mm) thick.

	E. Flashing Receivers: Fabricate from the following materials:
	1. Aluminum: 0.032 inch (0.81 mm) thick.
	2. Stainless Steel: 0.016 inch (0.40 mm) thick.

	F. Roof-Penetration Flashing: Fabricate from the following materials:
	1. Stainless Steel: 0.019 inch (0.48 mm) thick.

	G. Roof-Drain Flashing: Fabricate from the following materials:
	1. Stainless Steel: 0.016 inch (0.40 mm) thick.


	2.9 STEEP-SLOPE ROOF SHEET METAL FABRICATIONS
	A. Apron, Step, Cricket, and Backer Flashing: Fabricate from the following materials:
	1. Copper: 16 oz./sq. ft. (0.55 mm thick).
	2. Aluminum: 0.032 inch (0.81 mm) thick.
	3. Stainless Steel: 0.016 inch (0.40 mm) thick.

	B. Valley Flashing: Fabricate from the following materials:
	1. Copper: 16 oz./sq. ft. (0.55 mm thick).
	2. Stainless Steel: 0.019 inch (0.48 mm) thick.

	C. Drip Edges: Fabricate from the following materials:
	1. Copper: 16 oz./sq. ft. (0.55 mm thick).
	2. Aluminum: 0.032 inch (0.81 mm) thick.
	3. Stainless Steel: 0.016 inch (0.40 mm) thick.

	D. Eave, Rake, Ridge, and Hip Flashing: Fabricate from the following materials:
	1. Copper: 16 oz./sq. ft. (0.55 mm thick).
	2. Aluminum: 0.032 inch (0.81 mm) thick.
	3. Stainless Steel: 0.016 inch (0.40 mm) thick.

	E. Counterflashing: Shop fabricate interior and exterior corners. Fabricate from the following materials:
	1. Copper: 16 oz./sq. ft. (0.55 mm thick).
	2. Aluminum: 0.032 inch (0.81 mm) thick.
	3. Stainless Steel: 0.019 inch (0.48 mm) thick.

	F. Flashing Receivers: Fabricate from the following materials:
	1. Copper: 16 oz./sq. ft. (0.55 mm thick).
	2. Aluminum: 0.032 inch (0.81 mm) thick.
	3. Stainless Steel: 0.016 inch (0.40 mm) thick.

	G. Roof-Penetration Flashing: Fabricate from the following materials:
	1. Copper: 16 oz./sq. ft. (0.55 mm thick).
	2. Stainless Steel: 0.019 inch (0.48 mm) thick.


	2.10 WALL SHEET METAL FABRICATIONS
	A. Through-Wall Flashing: Fabricate continuous flashings in minimum 96-inch- (2400-mm-) long, but not exceeding 12-foot- (3.6-m-) long, sections, under copings, and at shelf angles. Fabricate discontinuous lintel, sill, and similar flashings to extend...
	1. Stainless Steel: 0.016 inch (0.40 mm) thick.

	B. Opening Flashings in Frame Construction: Fabricate head, sill, jamb, and similar flashings to extend 4 inches (100 mm) beyond wall openings. Form head and sill flashing with 2-inch- (50-mm-) high, end dams. Fabricate from the following materials:
	1. Aluminum: 0.032 inch (0.81 mm) thick.
	2. Stainless Steel: 0.016 inch (0.40 mm) thick.


	2.11 MISCELLANEOUS SHEET METAL FABRICATIONS
	A. Equipment Support Flashing: Fabricate from the following materials:
	1. Stainless Steel: 0.019 inch (0.48 mm) thick.



	PART 3 -  EXECUTION
	3.1 EXAMINATION
	A. Examine substrates, areas, and conditions, with Installer present, for compliance with requirements for installation tolerances, substrate, and other conditions affecting performance of the Work.
	1. Verify compliance with requirements for installation tolerances of substrates.
	2. Verify that substrate is sound, dry, smooth, clean, sloped for drainage, and securely anchored.
	3. Verify that air- or water-resistant barriers have been installed over sheathing or backing substrate to prevent air infiltration or water penetration.

	B. Proceed with installation only after unsatisfactory conditions have been corrected.

	3.2 UNDERLAYMENT INSTALLATION
	A. Felt Underlayment: Install felt underlayment, wrinkle free, using adhesive to minimize use of mechanical fasteners under sheet metal flashing and trim. Apply in shingle fashion to shed water, with lapped joints of not less than 2 inches (50 mm).
	B. Synthetic Underlayment: Install synthetic underlayment, wrinkle free, according to manufacturers' written instructions, and using adhesive where possible to minimize use of mechanical fasteners under sheet metal.
	C. Self-Adhering Sheet Underlayment: Install self-adhering sheet underlayment, wrinkle free. Prime substrate if recommended by underlayment manufacturer. Comply with temperature restrictions of underlayment manufacturer for installation; use primer fo...
	D. Apply slip sheet, wrinkle free, over underlayment before installing sheet metal flashing and trim.

	3.3 INSTALLATION, GENERAL
	A. General: Anchor sheet metal flashing and trim and other components of the Work securely in place, with provisions for thermal and structural movement. Use fasteners, solder, protective coatings, separators, sealants, and other miscellaneous items a...
	1. Install sheet metal flashing and trim true to line, levels, and slopes. Provide uniform, neat seams with minimum exposure of solder, welds, and sealant.
	2. Install sheet metal flashing and trim to fit substrates and to result in watertight performance. Verify shapes and dimensions of surfaces to be covered before fabricating sheet metal.
	3. Space cleats not more than 12 inches (300 mm) apart. Attach each cleat with at least two fasteners. Bend tabs over fasteners.
	4. Install exposed sheet metal flashing and trim with limited oil canning, and free of buckling and tool marks.
	5. Torch cutting of sheet metal flashing and trim is not permitted.
	6. Do not use graphite pencils to mark metal surfaces.

	B. Metal Protection: Where dissimilar metals contact each other, or where metal contacts pressure-treated wood or other corrosive substrates, protect against galvanic action or corrosion by painting contact surfaces with bituminous coating or by other...
	1. Coat concealed side of uncoated-aluminum and stainless-steel sheet metal flashing and trim with bituminous coating where flashing and trim contact wood, ferrous metal, or cementitious construction.
	2. Underlayment: Where installing sheet metal flashing and trim directly on cementitious or wood substrates, install underlayment and cover with slip sheet.

	C. Expansion Provisions: Provide for thermal expansion of exposed flashing and trim. Space movement joints at maximum of 10 feet (3 m) with no joints within 24 inches (600 mm) of corner or intersection.
	1. Form expansion joints of intermeshing hooked flanges, not less than 1 inch (25 mm) deep, filled with sealant concealed within joints.
	2. Use lapped expansion joints only where indicated on Drawings.

	D. Fasteners: Use fastener sizes that penetrate wood blocking or sheathing not less than 1-1/4 inches (32 mm) for nails and not less than 3/4 inch (19 mm) for wood screws but penetrate substrate not less than recommended by fastener manufacturer to ac...
	E. Conceal fasteners and expansion provisions where possible in exposed work and locate to minimize possibility of leakage. Cover and seal fasteners and anchors as required for a tight installation.
	F. Seal joints as required for watertight construction.
	1. Use sealant-filled joints unless otherwise indicated. Embed hooked flanges of joint members not less than 1 inch (25 mm) into sealant. Form joints to completely conceal sealant. When ambient temperature at time of installation is between 40 and 70 ...
	2. Prepare joints and apply sealants to comply with requirements in Section 079200 "Joint Sealants."

	G. Soldered Joints: Clean surfaces to be soldered, removing oils and foreign matter. Pre-tin edges of sheets with solder to width of 1-1/2 inches (38 mm); however, reduce pre-tinning where pre-tinned surface would show in completed Work.
	1. Do not solder aluminum sheet.
	2. Do not use torches for soldering.
	3. Heat surfaces to receive solder, and flow solder into joint. Fill joint completely. Completely remove flux and spatter from exposed surfaces.
	4. Stainless-Steel Soldering: Tin edges of uncoated sheets, using solder for stainless steel and acid flux. Promptly remove acid flux residue from metal after tinning and soldering. Comply with solder manufacturer's recommended methods for cleaning an...
	5. Copper Soldering: Tin edges of uncoated sheets, using solder for copper.
	6. Copper-Clad Stainless-Steel Soldering: Tin edges of uncoated sheets, using solder for copper-clad stainless steel.


	3.4 ROOF-DRAINAGE SYSTEM INSTALLATION
	A. General: Install sheet metal roof-drainage items to produce complete roof-drainage system according to cited sheet metal standard unless otherwise indicated. Coordinate installation of roof perimeter flashing with installation of roof-drainage system.
	B. Hanging Gutters: Join sections with riveted and soldered joints or joints sealed with sealant. Provide for thermal expansion. Attach gutters at eave or fascia to firmly anchor them in position. Provide end closures and seal watertight with sealant....
	1. Fasten gutter spacers to front and back of gutter.
	2. Anchor and loosely lock back edge of gutter to continuous eave or apron flashing.
	3. Anchor back of gutter that extends onto roof deck with cleats spaced not more than 24 inches (600 mm) apart.
	4. Anchor gutter with gutter brackets, strapsor twisted straps to match existing, spaced not more than 24 inches (600 mm) apart to roof deck, unless otherwise indicated, and loosely lock to front gutter bead.
	5. Anchor gutter with spikes and ferrules spaced not more than 24 inches (600 mm) apart.
	6. Install gutter with expansion joints at locations indicated, but not exceeding, 50 feet (15.24 m) apart. Install expansion-joint caps.
	7. Install continuous gutter screens on gutters with noncorrosive fasteners, hinged to swing open for cleaning gutters.

	C. Built-in Gutters: Join sections with riveted and soldered joints or joints sealed with sealant. Provide for thermal expansion. Slope to downspouts. Provide end closures and seal watertight with sealant.
	1. Install underlayment layer in built-in gutter trough and extend to drip edge at eaves and under underlayment on roof sheathing. Lap sides minimum of 2 inches (50 mm) over underlying course. Lap ends minimum of 4 inches (100 mm). Stagger end laps be...
	2. Anchor and loosely lock back edge of gutter to continuous eave or apron flashing.
	3. Anchor back of gutter that extends onto roof deck with cleats spaced not more than 18 inches (460 mm) apart.
	4. Install gutter with expansion joints at locations indicated, but not exceeding, 50 feet (15.24 m) apart. Install expansion-joint caps.

	D. Downspouts: Join sections with 1-1/2-inch (38-mm) telescoping joints.
	1. Provide hangers with fasteners designed to hold downspouts securely to walls. Locate hangers at top and bottom and at approximately 60 inches (1500 mm) o.c.
	2. Provide elbows at base of downspout to direct water away from building.
	3. Connect downspouts to underground drainage system.

	E. Splash Pans: Install where downspouts discharge on low-slope roofs. Set in asphalt roofing cement or elastomeric sealant compatible with the substrate.

	3.5 ROOF FLASHING INSTALLATION
	A. General: Install sheet metal flashing and trim to comply with performance requirements, sheet metal manufacturer's written installation instructions, and cited sheet metal standard. Provide concealed fasteners where possible, and set units true to ...
	B. Roof Edge Flashing: Anchor to resist uplift and outward forces according to recommendations in cited sheet metal standard unless otherwise indicated. Interlock bottom edge of roof edge flashing with continuous cleat anchored to substrate at stagger...
	C. Roof Edge Flashing: Anchor to resist uplift and outward forces according to recommendations in FM Global Property Loss Prevention Data Sheet 1-49 for FM Approvals' listing for required windstorm classification.
	D. Copings: Anchor to resist uplift and outward forces according to recommendations in cited sheet metal standard unless otherwise indicated.
	1. Interlock exterior bottom edge of coping with continuous cleat anchored to substrate at 24-inch (600-mm) centers.
	2. Anchor interior leg of coping with washers and screw fasteners through slotted holes at 24-inch (600-mm) centers.

	E. Copings: Anchor to resist uplift and outward forces according to recommendations in FM Global Property Loss Prevention Data Sheet 1-49 for specified FM Approvals' listing for required windstorm classification.
	F. Pipe or Post Counterflashing: Install counterflashing umbrella with close-fitting collar with top edge flared for elastomeric sealant, extending minimum of 4 inches (100 mm) over base flashing. Install stainless-steel draw band and tighten.
	G. Counterflashing: Coordinate installation of counterflashing with installation of base flashing. Insert counterflashing in reglets or receivers and fit tightly to base flashing. Extend counterflashing 4 inches (100 mm) over base flashing. Lap counte...
	H. Roof-Penetration Flashing: Coordinate installation of roof-penetration flashing with installation of roofing and other items penetrating roof. Seal with elastomeric sealant and clamp flashing to pipes that penetrate roof.

	3.6 WALL FLASHING INSTALLATION
	A. General: Install sheet metal wall flashing to intercept and exclude penetrating moisture according to cited sheet metal standard unless otherwise indicated. Coordinate installation of wall flashing with installation of wall-opening components such ...
	B. Opening Flashings in Frame Construction: Install continuous head, sill, jamb, and similar flashings to extend 4 inches (100 mm) beyond wall openings.

	3.7 MISCELLANEOUS FLASHING INSTALLATION
	A. Equipment Support Flashing: Coordinate installation of equipment support flashing with installation of roofing and equipment. Weld or seal flashing with elastomeric sealant to equipment support member.
	B. Overhead-Piping Safety Pans: Suspend pans from structure above, independent of other overhead items such as equipment, piping, and conduit, unless otherwise indicated on Drawings. Pipe and install drain line to plumbing waste or drainage system.

	3.8 ERECTION TOLERANCES
	A. Installation Tolerances: Shim and align sheet metal flashing and trim within installed tolerance of 1/4 inch in 20 feet (6 mm in 6 m) on slope and location lines indicated on Drawings and within 1/8-inch (3-mm) offset of adjoining faces and of alig...
	B. Installation Tolerances: Shim and align sheet metal flashing and trim within installed tolerances specified in MCA's "Guide Specification for Residential Metal Roofing."

	3.9 CLEANING AND PROTECTION
	A. Clean exposed metal surfaces of substances that interfere with uniform oxidation and weathering.
	B. Clean and neutralize flux materials. Clean off excess solder.
	C. Clean off excess sealants.
	D. Remove temporary protective coverings and strippable films as sheet metal flashing and trim are installed unless otherwise indicated in manufacturer's written installation instructions. On completion of sheet metal flashing and trim installation, r...
	E. Replace sheet metal flashing and trim that have been damaged or that have deteriorated beyond successful repair by finish touchup or similar minor repair procedures.



	077100 FL - ROOF SPECIALTIES - edited
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions apply to this Section.

	1.2 SUMMARY
	A. Section Includes:
	1. Copings.
	2. Roof-edge specialties.
	3. Roof-edge drainage systems.
	4. Reglets and counterflashings.

	B. Related Requirements:
	1. Section 074113.13 "Formed Metal Roof Panels" for roof-edge drainage-system components provided by metal-roof-panel manufacturer.
	2. Section 074113.16 "Standing-Seam Metal Roof Panels" for roof-edge drainage-system components provided by metal-roof-panel manufacturer.
	3. Section 076200 "Sheet Metal Flashing and Trim" for custom- and site-fabricated sheet metal flashing and trim.
	4. Section 077253 "Snow Guards" for manufactured snow guard devices.
	5. Section 079200 "Joint Sealants" for field-applied sealants between roof specialties and adjacent materials.

	C. Preinstallation Conference: Conduct conference at Project site.
	1. Meet with COR, Owner's insurer if applicable, roofing-system testing and inspecting agency representative, roofing Installer, roofing-system manufacturer's representative, Installer, structural-support Installer, and installers whose work interface...
	2. Examine substrate conditions for compliance with requirements, including flatness and attachment to structural members.
	3. Review special roof details, roof drainage, and condition of other construction that will affect roof specialties.


	1.3 ACTION SUBMITTALS
	A. Product Data: For each type of product.
	1. Include construction details, material descriptions, dimensions of individual components and profiles, and finishes.

	B. Shop Drawings: For roof specialties.
	1. Include plans, elevations, expansion-joint locations, keyed details, and attachments to other work. Distinguish between plant- and field-assembled work.
	2. Indicate profile and pattern of seams and layout of fasteners, cleats, clips, and other attachments.
	3. Detail termination points and assemblies, including fixed points.
	4. Include details of special conditions.

	C. Samples: For each type of roof specialty and for each color and texture specified.
	D. Samples for Initial Selection: For each type of roof specialty indicated with factory-applied color finishes.
	E. Samples for Verification:
	1. Include Samples of each type of roof specialty to verify finish and color selection, in manufacturer's standard sizes.
	2. Include copings roof-edge specialties roof-edge drainage systems reglets and counterflashings made from 12-inch (300-mm) lengths of full-size components in specified material, and including fasteners, cover joints, accessories, and attachments.


	1.4 INFORMATIONAL SUBMITTALS
	A. Qualification Data: For manufacturer.
	B. Product Certificates: For each type of roof specialty.
	C. Product Test Reports: For copings and roof-edge flashings, for tests performed by a qualified testing agency.
	D. Sample Warranty: For manufacturer's special warranty.

	1.5 CLOSEOUT SUBMITTALS
	A. Maintenance Data: For roofing specialties to include in maintenance manuals.

	1.6 QUALITY ASSURANCE
	A. Manufacturer Qualifications: A qualified manufacturer offering products meeting requirements that are FM Approvals listed for specified class and SPRI ES-1 tested to specified design pressure.
	B. Source Limitations: Obtain roof specialties approved by manufacturer providing roofing-system warranty specified in Section 075323 EPDM Roofing.
	C. Mockups: Build mockups to verify selections made under Sample submittals, to demonstrate aesthetic effects, and set quality standards for fabrication and installation.
	1. Build mockup of typical roof edge as shown on Drawings.
	2. Approval of mockups does not constitute approval of deviations from the Contract Documents contained in mockups unless Architect specifically approves such deviations in writing.
	3. Subject to compliance with requirements, approved mockups may become part of the completed Work if undisturbed at time of Substantial Completion.


	1.7 DELIVERY, STORAGE, AND HANDLING
	A. Do not store roof specialties in contact with other materials that might cause staining, denting, or other surface damage. Store roof specialties away from uncured concrete and masonry.
	B. Protect strippable protective covering on roof specialties from exposure to sunlight and high humidity, except to extent necessary for the period of roof-specialty installation.

	1.8 FIELD CONDITIONS
	A. Field Measurements: Verify profiles and tolerances of roof-specialty substrates by field measurements before fabrication, and indicate measurements on Shop Drawings.
	B. Coordination: Coordinate roof specialties with flashing, trim, and construction of parapets, roof deck, roof and wall panels, and other adjoining work to provide a leakproof, secure, and noncorrosive installation.

	1.9 WARRANTY
	A. Roofing-System Warranty: Roof specialties are included in warranty provisions in Section Section 07 31 13 Asphalt Shingles, Section 07 32 26 Plastic Roof Tiles, 07 53 23 EPDM Roofing.
	B. Special Warranty on Painted Finishes: Manufacturer agrees to repair finish or replace roof specialties that show evidence of deterioration of factory-applied finishes within specified warranty period.
	1. Fluoropolymer Finish: Deterioration includes, but is not limited to, the following:
	a. Color fading more than 5 Hunter units when tested according to ASTM D 2244.
	b. Chalking in excess of a No. 8 rating when tested according to ASTM D 4214.
	c. Cracking, checking, peeling, or failure of paint to adhere to bare metal.

	2. Finish Warranty Period: 25 years from date of Substantial Completion.



	PART 2 -  PRODUCTS
	2.1 PERFORMANCE REQUIREMENTS
	A. General Performance: Roof specialties shall withstand exposure to weather and resist thermally induced movement without failure, rattling, leaking, or fastener disengagement due to defective manufacture, fabrication, installation, or other defects ...
	B. FM Approvals' Listing: Manufacture and install copings roof-edge specialties that are listed in FM Approvals' "RoofNav" and approved for windstorm classification, Class 1-60 Class 1-75 Class 1-90 Class 1-105 Class 1-120. Identify materials with FM ...
	C. SPRI Wind Design Standard: Manufacture and install copings roof-edge specialties tested according to SPRI ES-1 and capable of resisting the following design pressures:
	1. Design Pressure: As indicated on Drawings.

	D. Thermal Movements: Allow for thermal movements from ambient and surface temperature changes to prevent buckling, opening of joints, hole elongation, overstressing of components, failure of joint sealants, failure of connections, and other detriment...
	1. Temperature Change (Range): 120 deg F (67 deg C), ambient; 180 deg F (100 deg C), material surfaces.


	2.2 COPINGS
	A. Metal Copings: Manufactured coping system consisting of metal coping cap in section lengths not exceeding 12 feet (3.6 m), concealed anchorage; with corner units, end cap units, and concealed splice plates with finish matching coping caps.
	1. Metallic-Coated Steel Sheet Coping Caps: Zinc-coated (galvanized) steel, nominal 0.028-inch (0.71-mm) thickness 0.034-inch (0.86-mm) thickness thickness as required to meet performance requirements.
	a. Surface: Smooth, flat Embossed finish.
	b. Finish: Two-coat fluoropolymer Three-coat fluoropolymer Two-coat mica fluoropolymer Three-coat metallic fluoropolymer.
	c. Color: As indicated by manufacturer's designations Match Architect's sample As selected by Architect from manufacturer's full range.

	2. Formed Aluminum Sheet Coping Caps: Aluminum sheet, 0.040 inch (1.02 mm) thick 0.050 inch (1.27 mm) thick 0.063 inch (1.60 mm) thick thickness as required to meet performance requirements.
	a. Surface: Smooth, flat Embossed finish.
	b. Finish: Two-coat fluoropolymer  Color anodic.
	c. Color: As selected by Architect from manufacturer's full range.

	3. Extruded-Aluminum Coping Caps: Extruded aluminum, 0.080 inch (2.03 mm) thick 0.125 inch (3.18 mm) thick thickness as required to meet performance requirements.
	a. Finish: Two-coat fluoropolymer  Color anodic.
	b. Color: Match Architect's sample As selected by Architect from manufacturer's full range.

	4. Corners: Factory mitered and continuously welded mechanically clinched and sealed watertight.
	5. Special Fabrications: Radiussed sections Arched sections Bullnose-face leg Two-way sloped coping cap.
	6. Coping-Cap Attachment Method: Snap-on or face leg hooked to continuous cleat with back leg fastener exposed, fabricated from coping-cap material.
	a. Snap-on Coping Anchor Plates: Concealed, galvanized-steel sheet, 12 inches (300 mm) wide, with integral cleats.
	b. Face-Leg Cleats: Concealed, continuous galvanized-steel sheet stainless steel.



	2.3 ROOF-EDGE SPECIALTIES
	A. Canted Roof-Edge Fascia See Drawing for details.
	1. Extruded-Aluminum Fascia Covers: Extruded aluminum, 0.125 inch (3.18 mm) thick.
	a. Finish: Two-coat fluoropolymer.
	b. Color: As selected by COR from manufacturer's full range.

	2. Corners: Factory mitered and soldered continuously welded mechanically clinched and sealed watertight.
	3. Splice Plates: Concealed, of same material, finish, and shape as fascia cover.
	4. Special Fabrications: Radiussed sections Arched sections Bullnose fascia cover Cornice fascia cover Cove fascia cover.


	2.4 ROOF-EDGE DRAINAGE SYSTEMS
	A. Gutters: Manufactured in uniform section lengths not exceeding 12 feet (3.6 m), with matching corner units, ends, outlet tubes, and other accessories. Elevate back edge at least 1 inch (25 mm) above front edge. Furnish flat-stock gutter straps, gut...
	1. Aluminum Sheet: 0.040 inch (1.02 mm thick.
	2. Gutter Profile: Match Existing.
	3. Applied Fascia Cover (Concealed Gutter): Exposed, formed aluminum, 0.040 inch (1.02 mm) thick, with factory-mitered corners, ends, and concealed splice joints.
	4. Corners: Factory mitered and continuously welded.
	5. Gutter Supports: Manufacturer's standard supports as selected by Architect with finish matching the gutters.
	6. Gutter Accessories: Continuous snap-in plastic leaf guard.

	B. Downspouts: Match Existing.

	2.5 REGLETS AND COUNTERFLASHINGS
	A. Reglets: Manufactured units formed to provide secure interlocking of separate reglet and counterflashing pieces, from the following exposed metal:
	1. Formed Aluminum: 0.024 inch (0.61 mm) 0.050 inch (1.27 mm) thick.
	2. Corners: Factory mitered and continuously welded.
	3. Surface-Mounted Type: Provide reglets with slotted holes for fastening to substrate, with neoprene or other suitable weatherproofing washers, and with channel for sealant at top edge.
	4. Masonry Type, Embedded: Provide reglets with offset top flange for embedment in masonry mortar joint.
	5. Multiuse Type, Embedded: For multiuse embedment in cast-in-place concrete masonry mortar joints.

	B. Counterflashings: Manufactured units of heights to overlap top edges of base flashings by 4 inches (100 mm) and in lengths not exceeding 12 feet (3.6 m) designed to snap into reglets or through-wall-flashing receiver and compress against base flash...
	1. Formed Aluminum: 0.032 inch (0.81 mm) thick.

	C. Accessories:
	1. Counterflashing Wind-Restraint Clips: Provide clips to be installed before counterflashing to prevent wind uplift of counterflashing lower edge.
	2. Color: As selected by COR from manufacturer's full range.

	D. Aluminum Finish: Two-coat fluoropolymer.
	1. Color: As selected by COR from manufacturer's full range.


	2.6 MATERIALS
	A. Aluminum Sheet: ASTM B 209 (ASTM B 209M), alloy as standard with manufacturer for finish required, with temper to suit forming operations and performance required.
	B. Aluminum Extrusions: ASTM B 221 (ASTM B 221M), alloy and temper recommended by manufacturer for type of use and finish indicated, finished as follows:

	2.7 UNDERLAYMENT MATERIALS
	A. Self-Adhering, High-Temperature Sheet: Minimum 30 to 40 mils (0.76 to 1.0 mm) thick, consisting of slip-resisting polyethylene-film top surface laminated to layer of butyl or SBS-modified asphalt adhesive, with release-paper backing; cold applied. ...
	1. Thermal Stability: ASTM D 1970/D 1970M; stable after testing at 240 deg F (116 deg C).
	2. Low-Temperature Flexibility: ASTM D 1970/D 1970M; passes after testing at minus 20 deg F (29 deg C).

	B. Felt: ASTM D 226/D 226M, Type II (No. 30), asphalt-saturated organic felt, nonperforated.
	C. Slip Sheet: Rosin-sized building paper, 3-lb/100 sq. ft. (0.16-kg/sq. m) minimum.

	2.8 MISCELLANEOUS MATERIALS
	A. Fasteners: Manufacturer's recommended fasteners, suitable for application and designed to meet performance requirements. Furnish the following unless otherwise indicated:
	1. Exposed Penetrating Fasteners: Gasketed screws with hex washer heads matching color of sheet metal.
	2. Fasteners for Aluminum: Aluminum or Series 300 stainless steel.

	B. Elastomeric Sealant: ASTM C 920, elastomeric polyurethane or silicone polymer sealant of type, grade, class, and use classifications required by roofing-specialty manufacturer for each application.
	C. Bituminous Coating: Cold-applied asphalt emulsion complying with ASTM D 1187/D 1187M.

	2.9 FINISHES
	A. Comply with NAAMM's "Metal Finishes Manual for Architectural and Metal Products" for recommendations for applying and designating finishes.
	B. Protect mechanical and painted finishes on exposed surfaces from damage by applying a strippable, temporary protective covering before shipping.
	C. Appearance of Finished Work: Noticeable variations in same piece are unacceptable. Variations in appearance of adjoining components are acceptable if they are within the range of approved Samples and are assembled or installed to minimize contrast.
	D. Coil-Coated Galvanized-Steel Sheet Finishes:
	1. High-Performance Organic Finish: Prepare, pretreat, and apply coating to exposed metal surfaces to comply with ASTM A 755/A 755M and coating and resin manufacturers' written instructions.
	a. Two-Coat Fluoropolymer: AAMA 621. Fluoropolymer finish containing not less than 70 percent PVDF resin by weight in color coat. Prepare, pretreat, and apply coating to exposed metal surfaces to comply with coating and resin manufacturers' written in...
	b. Three-Coat Fluoropolymer: AAMA 621. Fluoropolymer finish containing not less than 70 percent PVDF resin by weight in both color coat and clear topcoat. Prepare, pretreat, and apply coating to exposed metal surfaces to comply with coating and resin ...
	c. Two-Coat Mica Fluoropolymer: AAMA 621. Fluoropolymer finish with suspended mica flakes containing not less than 70 percent PVDF resin by weight in color coat. Prepare, pretreat, and apply coating to exposed metal surfaces to comply with coating and...
	d. Three-Coat Metallic Fluoropolymer: AAMA 621. Fluoropolymer finish with suspended metallic flakes containing not less than 70 percent PVDF resin by weight in both color coat and clear topcoat. Prepare, pretreat, and apply coating to exposed metal su...
	e. Concealed Surface Finish: Apply pretreatment and manufacturer's standard acrylic or polyester backer finish consisting of prime coat and wash coat with a minimum total dry film thickness of 0.5 mil (0.013 mm).


	E. Aluminum Extrusion Finishes:
	1. High-Performance Organic Finish: Prepare, pretreat, and apply coating to exposed metal surfaces to comply with coating and resin manufacturers' written instructions.
	a. Two-Coat Fluoropolymer: AAMA 2604 or 2605. Fluoropolymer finish containing not less than 70 percent PVDF resin by weight in color coat. Prepare, pretreat, and apply coating to exposed metal surfaces to comply with coating and resin manufacturers' w...
	b. Concealed Surface Finish: Apply pretreatment and manufacturer's standard acrylic or polyester backer finish consisting of prime coat and wash coat with a minimum total dry film thickness of 0.5 mil (0.013 mm).




	PART 3 -  EXECUTION
	3.1 EXAMINATION
	A. Examine substrates, areas, and conditions, with Installer present, to verify actual locations, dimensions, and other conditions affecting performance of the Work.
	B. Examine walls, roof edges, and parapets for suitable conditions for roof specialties.
	C. Verify that substrate is sound, dry, smooth and clean, sloped for drainage where applicable, and securely anchored.
	D. Proceed with installation only after unsatisfactory conditions have been corrected.

	3.2 UNDERLAYMENT INSTALLATION
	A. Self-Adhering Sheet Underlayment: Apply primer if required by manufacturer. Comply with temperature restrictions of underlayment manufacturer for installation. Apply wrinkle free, in shingle fashion to shed water, and with end laps of not less than...
	1. Apply continuously under copings and where shown on drawings.
	2. Coordinate application of self-adhering sheet underlayment under roof specialties with requirements for continuity with adjacent air barrier materials.


	3.3 INSTALLATION, GENERAL
	A. General: Install roof specialties according to manufacturer's written instructions. Anchor roof specialties securely in place, with provisions for thermal and structural movement. Use fasteners, solder, protective coatings, separators, underlayment...
	1. Install roof specialties level, plumb, true to line and elevation; with limited oil-canning and without warping, jogs in alignment, buckling, or tool marks.
	2. Provide uniform, neat seams with minimum exposure of solder and sealant.
	3. Install roof specialties to fit substrates and to result in weathertight performance. Verify shapes and dimensions of surfaces to be covered before manufacture.
	4. Torch cutting of roof specialties is not permitted.
	5. Do not use graphite pencils to mark metal surfaces.

	B. Metal Protection: Protect metals against galvanic action by separating dissimilar metals from contact with each other or with corrosive substrates by painting contact surfaces with bituminous coating or by other permanent separation as recommended ...
	1. Coat concealed side of uncoated aluminum and stainless-steel roof specialties with bituminous coating where in contact with wood, ferrous metal, or cementitious construction.
	2. Bed flanges in thick coat of asphalt roofing cement where required by manufacturers of roof specialties for waterproof performance.

	C. Expansion Provisions: Allow for thermal expansion of exposed roof specialties.
	1. Space movement joints at a maximum of 12 feet (3.6 m) with no joints within 18 inches (450 mm) of corners or intersections unless otherwise indicated on Drawings.
	2. When ambient temperature at time of installation is between 40 and 70 deg F (4 and 21 deg C), set joint members for 50 percent movement each way. Adjust setting proportionately for installation at higher ambient temperatures.

	D. Fastener Sizes: Use fasteners of sizes that penetrate substrate not less than recommended by fastener manufacturer to achieve maximum pull-out resistance.
	E. Seal concealed joints with butyl sealant as required by roofing-specialty manufacturer.
	F. Seal joints as required for weathertight construction. Place sealant to be completely concealed in joint. Do not install sealants at temperatures below 40 deg F (4 deg C).
	G. Soldered Joints: Clean surfaces to be soldered, removing oils and foreign matter. Pre-tin edges of sheets to be soldered to a width of 1-1/2 inches (38 mm); however, reduce pre-tinning where pre-tinned surface would show in completed Work. Heat sur...

	3.4 COPING INSTALLATION
	A. Install cleats, anchor plates, and other anchoring and attachment accessories and devices with concealed fasteners.
	B. Anchor copings with manufacturer's required devices, fasteners, and fastener spacing to meet performance requirements.
	1. Interlock face and back leg drip edges of snap-on coping cap into cleated anchor plates anchored to substrate at manufacturer's required spacing that meets performance requirements.
	2. Interlock face-leg drip edge into continuous cleat anchored to substrate at 24-inch (610-mm) centers 16-inch (406-mm) centers manufacturer's required spacing that meets performance requirements. Anchor back leg of coping with screw fasteners and el...


	3.5 ROOF-EDGE SPECIALITIES INSTALLATION
	A. Install cleats, cants, and other anchoring and attachment accessories and devices with concealed fasteners.
	B. Anchor roof edgings with manufacturer's required devices, fasteners, and fastener spacing to meet performance requirements.

	3.6 ROOF-EDGE DRAINAGE-SYSTEM INSTALLATION
	A. General: Install components to produce a complete roof-edge drainage system according to manufacturer's written instructions. Coordinate installation of roof perimeter flashing with installation of roof-edge drainage system.
	B. Gutters: Join and seal gutter lengths. Allow for thermal expansion. Attach gutters to firmly anchored gutter supports spaced not more than 24 inches (610 mm) 30 inches (762 mm) apart. Attach ends with rivets and seal with sealant, solder to make wa...
	1. Install gutter with expansion joints at locations indicated but not exceeding 50 feet (15.2 m) apart. Install expansion-joint caps.
	2. Install continuous leaf guards on gutters with noncorrosive fasteners, removable, hinged to swing open for cleaning gutters.

	C. Downspouts: Join sections with manufacturer's standard telescoping joints. Provide hangers with fasteners designed to hold downspouts securely to walls and 1 inch (25 mm) away from walls; locate fasteners at top and bottom and at approximately 60 i...
	1. Provide elbows at base of downspouts at grade to direct water away from building.
	2. Connect downspouts to underground drainage system indicated.


	3.7 REGLET AND COUNTERFLASHING INSTALLATION
	A. General: Coordinate installation of reglets and counterflashings with installation of base flashings.
	B. Surface-Mounted Reglets: Install reglets to receive flashings where flashing without embedded reglets is indicated on Drawings. Install at height so that inserted counterflashings overlap 4 inches (100 mm) over top edge of base flashings.
	C. Counterflashings: Insert counterflashings into reglets or other indicated receivers; ensure that counterflashings overlap 4 inches (100 mm) over top edge of base flashings. Lap counterflashing joints a minimum of 4 inches (100 mm) and bed with buty...

	3.8 CLEANING AND PROTECTION
	A. Clean exposed metal surfaces of substances that interfere with uniform oxidation and weathering.
	B. Clean and neutralize flux materials. Clean off excess solder and sealants.
	C. Remove temporary protective coverings and strippable films as roof specialties are installed. On completion of installation, clean finished surfaces, including removing unused fasteners, metal filings, pop rivet stems, and pieces of flashing. Maint...
	D. Replace roof specialties that have been damaged or that cannot be successfully repaired by finish touchup or similar minor repair procedures.



	077200 FL - ROOF ACCESSORIES - edited2
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions apply to this Section.

	1.2 SUMMARY
	A. Section Includes:
	1. Roof curbs.
	2. Equipment supports.
	3. Pipe and duct supports.
	4. Pipe portals.
	5. Preformed flashing sleeves.
	6.

	B. Related Sections:
	1. Section 077100 "Roof Specialties" for manufactured fasciae, copings, gravel stops, gutters and downspouts, and counterflashing.
	2. Section 077253 "Snow Guards" for snow guards.


	1.3 COORDINATION
	A. Coordinate layout and installation of roof accessories with roofing membrane and base flashing and interfacing and adjoining construction to provide a leakproof, weathertight, secure, and noncorrosive installation.
	B. Coordinate dimensions with rough-in information or Shop Drawings of equipment to be supported.

	1.4 ACTION SUBMITTALS
	A. Product Data: For each type of roof accessory.
	1. Include construction details, material descriptions, dimensions of individual components and profiles, and finishes.

	B. Shop Drawings: For roof accessories.
	1. Include plans, elevations, keyed details, and attachments to other work. Indicate dimensions, loadings, and special conditions. Distinguish between plant- and field-assembled work.

	C. Samples: For each exposed product and for each color and texture specified, prepared on Samples of size to adequately show color.
	D. Delegated-Design Submittal: For roof curbs equipment supports and walkways indicated to comply with performance requirements and design criteria, including analysis data signed and sealed by the qualified professional engineer responsible for their...
	1. Detail mounting, securing, and flashing of roof-mounted items to roof structure. Indicate coordinating requirements with roof membrane system.
	2. Wind-Restraint Details: Detail fabrication and attachment of wind restraints. Show anchorage details and indicate quantity, diameter, and depth of penetration of anchors.


	1.5 INFORMATIONAL SUBMITTALS
	A. Coordination Drawings: Roof plans, drawn to scale, and coordinating penetrations and roof-mounted items. Show the following:
	1. Size and location of roof accessories specified in this Section.
	2. Method of attaching roof accessories to roof or building structure.
	3. Other roof-mounted items including mechanical and electrical equipment, ductwork, piping, and conduit.
	4. Required clearances.

	B. Sample Warranties: For manufacturer's special warranties.

	1.6 CLOSEOUT SUBMITTALS
	A. Operation and Maintenance Data: For roof accessories to include in operation and maintenance manuals.

	1.7 WARRANTY
	A. Special Warranty on Painted Finishes: Manufacturer's standard form in which manufacturer agrees to repair finishes or replace roof accessories that show evidence of deterioration of factory-applied finishes within specified warranty period.
	1. Fluoropolymer Finish: Deterioration includes, but is not limited to, the following:
	a. Color fading more than 5 Hunter units when tested according to ASTM D 2244.
	b. Chalking in excess of a No. 8 rating when tested according to ASTM D 4214.
	c. Cracking, checking, peeling, or failure of paint to adhere to bare metal.

	2. Finish Warranty Period: 20 years from date of Substantial Completion.



	PART 2 -  PRODUCTS
	2.1 PERFORMANCE REQUIREMENTS
	A. General Performance: Roof accessories shall withstand exposure to weather and resist thermally induced movement without failure, rattling, leaking, or fastener disengagement due to defective manufacture, fabrication, installation, or other defects ...
	B. Wind-Restraint Performance: As indicated on Drawings.

	2.2 ROOF CURBS
	A. Roof Curbs: Internally reinforced roof-curb units capable of supporting superimposed live and dead loads, including equipment loads and other construction indicated on Drawings, bearing continuously on roof structure, and capable of meeting perform...
	B. Size: Coordinate dimensions with roughing-in information or Shop Drawings of equipment to be supported. Consult with the COR.
	C. Supported Load Capacity: Consult with the COR.
	D. Material: Zinc-coated (galvanized) steel sheet, 0.064 inch (1.63 mm) thick.
	1. Finish: Factory prime coatingnsert finish.
	2. Color: As selected by COR from manufacturer's full range Insert color.

	E. Construction:
	1. Curb Profile: Profile as indicated on Drawings compatible with roofing system.
	2. Fabricate curbs to minimum height of 8 inches (305 mm) above roofing surface unless otherwise indicated.
	3. Top Surface: Level top of curb, with roof slope accommodated by sloping deck-mounting flange or by use of leveler frame.
	4. Insulation: Factory insulated with -1/2-inch- (38-mm-) thick glass-fiber board insulation.
	5. Liner: Same material as curb, of manufacturer's standard thickness and finish.
	6. Nailer: Factory-installed wood nailer along top flange of curb, continuous around curb perimeter.
	7. Wind Restraint Straps and Base Flange Attachment: Provide wind restraint straps, welded strap connectors, and base flange attachment to roof structure at perimeter of curb, of size and spacing required to meet wind uplift requirements.
	8. Platform Cap: Where portion of roof curb is not covered by equipment, provide weathertight platform cap formed from 3/4-inch (19-mm) thick plywood covered with metal sheet of same type, thickness, and finish as required for curb.
	9. Metal Counterflashing: Manufacturer's standard, removable, fabricated of same metal and finish as curb.


	2.3 MISCELLANEOUS MATERIALS
	A. General: Provide materials and types of fasteners, protective coatings, sealants, and other miscellaneous items required by manufacturer for a complete installation.
	B. Glass-Fiber Board Insulation: ASTM C 726, nominal density of 3 lb/cu. ft. (48 kg/cu. m), thermal resistivity of 4.3 deg F x h x sq. ft./Btu x in. at 75 deg F (29.8 K x m/W at 24 deg C), thickness as indicated.
	C. Wood Nailers: Softwood lumber, pressure treated with waterborne preservatives for aboveground use, acceptable to authorities having jurisdiction, containing no arsenic or chromium, and complying with AWPA C2; not less than 1-1/2 inches (38 mm) thick.
	D. Gaskets: Manufacturer's standard tubular or fingered design of neoprene, EPDM, PVC, or silicone or a flat design of foam rubber, sponge neoprene, or cork.
	E. Elastomeric Sealant: ASTM C 920, elastomeric polyurethane, silicone polymer sealant as recommended by roof accessory manufacturer for installation indicated; low modulus; of type, grade, class, and use classifications required to seal joints and re...
	F. Underlayment:
	1. Felt: ASTM D 226/D 226M, Type II (No. 30), asphalt-saturated organic felt, nonperforated.
	2. Polyethylene Sheet: 6-mil- (0.15-mm-) thick polyethylene sheet complying with ASTM D 4397.
	3. Slip Sheet: Building paper, 3 lb/100 sq. ft. (0.16 kg/sq. m) minimum, rosin sized.
	4. Self-Adhering, High-Temperature Sheet: Minimum 30 to 40 mils (0.76 to 1.0 mm) thick, consisting of slip-resisting polyethylene-film top surface laminated to layer of butyl or SBS-modified asphalt adhesive, with release-paper backing; cold applied. ...
	5. Fasteners: Roof accessory manufacturer's recommended fasteners suitable for application and metals being fastened. Match finish of exposed fasteners with finish of material being fastened. Provide nonremovable fastener heads to exterior exposed fas...
	6. Fasteners for Zinc-Coated or Aluminum-Zinc Alloy-Coated Steel: Series 300 stainless steel or hot-dip zinc-coated steel according to ASTM A 153/A 153M or ASTM F 2329.
	7. Fasteners for Aluminum Sheet: Aluminum or Series 300 stainless steel.
	8. Fasteners for Stainless-Steel Sheet: Series 300 stainless steel.

	G. Bituminous Coating: Cold-applied asphalt emulsion complying with ASTM D 1187/D 1187M.
	H.

	2.4 GENERAL FINISH REQUIREMENTS
	A. Comply with NAAMM's "Metal Finishes Manual for Architectural and Metal Products" for recommendations for applying and designating finishes.
	B. Appearance of Finished Work: Noticeable variations in same piece are not acceptable. Variations in appearance of adjoining components are acceptable if they are within the range of approved Samples and are assembled or installed to minimize contrast.


	PART 3 -  EXECUTION
	3.1 EXAMINATION
	A. Examine substrates, areas, and conditions, with Installer present, to verify actual locations, dimensions, and other conditions affecting performance of the Work.
	B. Verify that substrate is sound, dry, smooth, clean, sloped for drainage, and securely anchored.
	C. Verify dimensions of roof openings for roof accessories.
	D. Proceed with installation only after unsatisfactory conditions have been corrected.

	3.2 INSTALLATION
	A. General: Install roof accessories according to manufacturer's written instructions.
	1. Install roof accessories level; plumb; true to line and elevation; and without warping, jogs in alignment, buckling, or tool marks.
	2. Anchor roof accessories securely in place so they are capable of resisting indicated loads.
	3. Use fasteners, separators, sealants, and other miscellaneous items as required to complete installation of roof accessories and fit them to substrates.
	4. Install roof accessories to resist exposure to weather without failing, rattling, leaking, or loosening of fasteners and seals.

	B. Metal Protection: Protect metals against galvanic action by separating dissimilar metals from contact with each other or with corrosive substrates by painting contact surfaces with bituminous coating or by other permanent separation as recommended ...
	1. Coat concealed side of uncoated aluminum or stainless-steel roof accessories with bituminous coating where in contact with wood, ferrous metal, or cementitious construction.
	2. Underlayment: Where installing roof accessories directly on cementitious or wood substrates, install a course of underlayment and cover with manufacturer's recommended slip sheet.
	3. Bed flanges in thick coat of asphalt roofing cement where required by manufacturers of roof accessories for waterproof performance.

	C. Roof Curb Installation: Install each roof curb so top surface is level.
	D. Equipment Support Installation: Install equipment supports so top surfaces are level with each other.
	E. Roof-Hatch Installation:
	1. Verify that roof hatch operates properly. Clean, lubricate, and adjust operating mechanism and hardware.
	2. Attach safety railing system to roof-hatch curb.

	F. Pipe Support Installation: Comply with MSS SP-58 and MSS SP-89. Install supports and attachments as required to properly support piping. Arrange for grouping of parallel runs of horizontal piping, and support together.
	1. Pipes of Various Sizes: Space supports for smallest pipe size or install intermediate supports for smaller diameter pipes as specified for individual pipe hangers.

	G. Preformed Flashing-Sleeve and Flashing Pipe Portal Installation: Secure flashing sleeve to roof membrane according to flashing-sleeve manufacturer's written instructions; flash sleeve flange to surrounding roof membrane according to roof membrane m...
	H. Seal joints with elastomeric or butyl sealant as required by roof accessory manufacturer.

	3.3 REPAIR AND CLEANING
	A. Galvanized Surfaces: Clean field welds, bolted connections, and abraded areas and repair galvanizing according to ASTM A 780/A 780M.
	B. Touch up factory-primed surfaces with compatible primer ready for field painting according to Section 099113 "Exterior Painting."
	C. Clean exposed surfaces according to manufacturer's written instructions.
	D. Clean off excess sealants.
	E. Replace roof accessories that have been damaged or that cannot be successfully repaired by finish touchup or similar minor repair procedures.



	077253 FL - SNOW GUARDS - edited
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions apply to this Section.

	1.2 SUMMARY
	A. Section Includes:
	1. Pad-type, flat-mounted snow guards.


	1.3 ACTION SUBMITTALS
	A. Product Data: Include construction details, material descriptions, dimensions of individual components and profiles, and finishes for snow guards.
	B. Shop Drawings: Include roof plans showing layouts and attachment details of snow guards.
	A.
	A.
	C. Samples: Full-size unit.

	1.4 INFORMATIONAL SUBMITTALS
	A. Product Test Reports: For each type of snow guard, for tests performed by manufacturer and witnessed by a qualified testing agency.


	PART 2 -  PRODUCTS
	2.1 PERFORMANCE REQUIREMENTS
	A. Performance Requirements: Provide snow guards that withstand exposure to weather and resist thermally induced movement without failure, rattling, or fastener disengagement due to defective manufacture, fabrication, installation, or other defects in...
	1. Temperature Change: 120 deg F (67 deg C), ambient; 180 deg F (100 deg C), material surfaces.


	2.2 PAD-TYPE SNOW GUARDS
	A. Flat-Mounted Metal Snow Guard Pads:
	1. Material: Match existing.
	2. Finish and Color: Powder coat; match existing.
	3. Finish: Match Existing.



	PART 3 -  EXECUTION
	3.1 EXAMINATION
	A. Examine substrates and conditions, with Installer present, for compliance with requirements for installation tolerances, snow guard attachment, and other conditions affecting performance of the Work.
	1. Verify compatibility with and suitability of substrates including compatibility with existing finishes or primers.

	B. Proceed with installation only after unsatisfactory conditions have been corrected.

	3.2 PREPARATION
	A. Clean and prepare substrates for bonding snow guards.
	B. Prime substrates according to snow guard manufacturer's written instructions.

	3.3 INSTALLATION
	A. Install snow guards according to manufacturer's written instructions.
	B. Attachment for Copper and other Metal Roofing:
	1. Flat-Mounted, Snow Guard Pads: Soldered or fastened.




	079200 FL - JOINT SEALANTS - edited
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions apply to this Section.

	1.2 SUMMARY
	A. Section Includes:
	1. Silicone joint sealants.
	2. Nonstaining silicone joint sealants.
	3. Mildew-resistant joint sealants.


	1.1
	1.1
	1.3 PREINSTALLATION MEETINGS
	A. Preinstallation Conference: Conduct conference at Project site.

	1.4 ACTION SUBMITTALS
	A. Product Data: For each joint-sealant product.
	B. Samples for Initial Selection: Manufacturer's color charts consisting of strips of cured sealants showing the full range of colors available for each product exposed to view.
	C. Samples for Verification: For each kind and color of joint sealant required, provide Samples with joint sealants in 1/2-inch- (13-mm-) wide joints formed between two 6-inch- (150-mm-) long strips of material matching the appearance of exposed surfa...
	D. Joint-Sealant Schedule: Include the following information:
	1. Joint-sealant application, joint location, and designation.
	2. Joint-sealant manufacturer and product name.
	3. Joint-sealant formulation.
	4. Joint-sealant color.


	1.5 INFORMATIONAL SUBMITTALS
	A. Qualification Data: For qualified testing agency.
	B. Product Test Reports: For each kind of joint sealant, for tests performed by a qualified testing agency.
	C. Preconstruction Laboratory Test Schedule: Include the following information for each joint sealant and substrate material to be tested:
	1. Joint-sealant location and designation.
	2. Manufacturer and product name.
	3. Type of substrate material.

	D. Preconstruction Laboratory Test Reports: From sealant manufacturer, indicating the following:
	1. Materials forming joint substrates and joint-sealant backings have been tested for compatibility and adhesion with joint sealants.
	2. Interpretation of test results and written recommendations for primers and substrate preparation are needed for adhesion.

	E. Sample Warranties: For special warranties.

	1.6 QUALITY ASSURANCE
	A. Installer Qualifications: An experienced installer who is approved by manufacturer.
	B. Product Testing: Test joint sealants using a qualified testing agency.
	1. Testing Agency Qualifications: Qualified according to ASTM C 1021 to conduct the testing indicated.

	C. Mockups: Install sealant in mockups of assemblies specified in other Sections that are indicated to receive joint sealants specified in this Section. Use materials and installation methods specified in this Section.

	1.7 PRECONSTRUCTION TESTING
	A. Preconstruction Field-Adhesion Testing: Before installing sealants, field test their adhesion to Project joint substrates as follows:
	1. Locate test joints where indicated on Project or, if not indicated, as directed by COR.
	2. Conduct field tests for each kind of sealant and joint substrate.
	3. Notify COR seven days in advance of dates and times when test joints will be erected, performed.
	a. Test Method: Test joint sealants according to Method A, Field-Applied Sealant Joint Hand Pull Tab, in Appendix X1.1 in ASTM C 1193 or Method A, Tail Procedure, in ASTM C 1521.
	1) For joints with dissimilar substrates, verify adhesion to each substrate separately; extend cut along one side, verifying adhesion to opposite side. Repeat procedure for opposite side.


	4. Report whether sealant failed to adhere to joint substrates or tore cohesively. Include data on pull distance used to test each kind of product and joint substrate. For sealants that fail adhesively, retest until satisfactory adhesion is obtained.
	5. Evaluation of Preconstruction Field-Adhesion-Test Results: Sealants not evidencing adhesive failure from testing, in absence of other indications of noncompliance with requirements, will be considered satisfactory. Do not use sealants that fail to ...


	1.8 FIELD CONDITIONS
	A. Do not proceed with installation of joint sealants under the following conditions:
	1. When ambient and substrate temperature conditions are outside limits permitted by joint-sealant manufacturer or are below 40 deg F (5 deg C).
	2. When joint substrates are wet.
	3. Where joint widths are less than those allowed by joint-sealant manufacturer for applications indicated.
	4. Where contaminants capable of interfering with adhesion have not yet been removed from joint substrates.


	1.9 WARRANTY
	A. Special Installer's Warranty: Installer agrees to repair or replace joint sealants that do not comply with performance and other requirements specified in this Section within specified warranty period.
	1. Warranty Period: Two years from date of Substantial Completion.

	B. Special warranties specified in this article exclude deterioration or failure of joint sealants from the following:
	1. Movement of the structure caused by stresses on the sealant exceeding sealant manufacturer's written specifications for sealant elongation and compression.
	2. Disintegration of joint substrates from causes exceeding design specifications.
	3. Mechanical damage caused by individuals, tools, or other outside agents.
	4. Changes in sealant appearance caused by accumulation of dirt or other atmospheric contaminants.



	PART 2 -  PRODUCTS
	2.1 JOINT SEALANTS, GENERAL
	A. Compatibility: Provide joint sealants, backings, and other related materials that are compatible with one another and with joint substrates under conditions of service and application, as demonstrated by joint-sealant manufacturer, based on testing...
	B. Colors of Exposed Joint Sealants: As selected by COR from manufacturer's full range of colors.

	2.2 NONSTAINING SILICONE JOINT SEALANTS
	A. Nonstaining Joint Sealants: No staining of substrates when tested according to ASTM C 1248.
	B. Silicone, Nonstaining, S, NS, 100/50, NT: Nonstaining, single-component, nonsag, plus 100 percent and minus 50 percent movement capability, nontraffic-use, neutral-curing silicone joint sealant; ASTM C 920, Type S, Grade NS, Class 100/50, Use NT.
	C. Silicone, Nonstaining, S, NS, 50, NT: Nonstaining, single-component, nonsag, plus 50 percent and minus 50 percent movement capability, nontraffic-use, neutral-curing silicone joint sealant; ASTM C 920, Type S, Grade NS, Class 50, Use NT.
	D. Silicone, Nonstaining, S, NS, 100/50, T, NT: Nonstaining, single-component, nonsag, plus 100 percent and minus 50 percent movement capability, traffic- and nontraffic-use, neutral-curing silicone joint sealant; ASTM C 920, Type S, Grade NS, Class 1...
	E. Silicone, Nonstaining, M, NS, 50, NT: Nonstaining, multicomponent, nonsag, plus 50 percent and minus 50 percent movement capability, nontraffic-use, neutral-curing silicone joint sealant; ASTM C 920, Type M, Grade NS, Class 50, Use NT.

	2.3 MILDEW-RESISTANT JOINT SEALANTS
	A. Mildew-Resistant Joint Sealants: Formulated for prolonged exposure to humidity with fungicide to prevent mold and mildew growth.
	B. Silicone, Mildew Resistant, Acid Curing, S, NS, 25, NT: Mildew-resistant, single-component, nonsag, plus 25 percent and minus 25 percent movement capability, nontraffic-use, acid-curing silicone joint sealant; ASTM C 920, Type S, Grade NS, Class 25...

	2.4 JOINT-SEALANT BACKING
	A. Sealant Backing Material, General: Nonstaining; compatible with joint substrates, sealants, primers, and other joint fillers; and approved for applications indicated by sealant manufacturer based on field experience and laboratory testing.
	B. Cylindrical Sealant Backings: ASTM C 1330, Type C (closed-cell material with a surface skin) or any of the preceding types, as approved in writing by joint-sealant manufacturer for joint application indicated, and of size and density to control sea...

	2.5 MISCELLANEOUS MATERIALS
	A. Primer: Material recommended by joint-sealant manufacturer where required for adhesion of sealant to joint substrates indicated, as determined from preconstruction joint-sealant-substrate tests and field tests.
	B. Cleaners for Nonporous Surfaces: Chemical cleaners acceptable to manufacturers of sealants and sealant backing materials, free of oily residues or other substances capable of staining or harming joint substrates and adjacent nonporous surfaces in a...
	C. Masking Tape: Nonstaining, nonabsorbent material compatible with joint sealants and surfaces adjacent to joints.


	PART 3 -  EXECUTION
	3.1 EXAMINATION
	A. Examine joints indicated to receive joint sealants, with Installer present, for compliance with requirements for joint configuration, installation tolerances, and other conditions affecting performance of the Work.
	B. Proceed with installation only after unsatisfactory conditions have been corrected.

	3.2 PREPARATION
	A. Surface Cleaning of Joints: Clean out joints immediately before installing joint sealants to comply with joint-sealant manufacturer's written instructions and the following requirements:
	1. Remove all foreign material from joint substrates that could interfere with adhesion of joint sealant, including dust, paints (except for permanent, protective coatings tested and approved for sealant adhesion and compatibility by sealant manufactu...
	2. Clean porous joint substrate surfaces by brushing, grinding, mechanical abrading, or a combination of these methods to produce a clean, sound substrate capable of developing optimum bond with joint sealants. Remove loose particles remaining after c...
	a. Concrete.
	b. Masonry.

	1.
	3. Remove laitance and form-release agents from concrete.
	4. Clean nonporous joint substrate surfaces with chemical cleaners or other means that do not stain, harm substrates, or leave residues capable of interfering with adhesion of joint sealants. Nonporous joint substrates include the following:
	a. Metal.
	b. Glass.


	A.
	B. Joint Priming: Prime joint substrates where recommended by joint-sealant manufacturer or as indicated by preconstruction joint-sealant-substrate tests or prior experience. Apply primer to comply with joint-sealant manufacturer's written instruction...
	C. Masking Tape: Use masking tape where required to prevent contact of sealant or primer with adjoining surfaces that otherwise would be permanently stained or damaged by such contact or by cleaning methods required to remove sealant smears. Remove ta...

	3.3 INSTALLATION OF JOINT SEALANTS
	A. General: Comply with joint-sealant manufacturer's written installation instructions for products and applications indicated, unless more stringent requirements apply.
	B. Sealant Installation Standard: Comply with recommendations in ASTM C 1193 for use of joint sealants as applicable to materials, applications, and conditions indicated.
	C. Install sealant backings of kind indicated to support sealants during application and at position required to produce cross-sectional shapes and depths of installed sealants relative to joint widths that allow optimum sealant movement capability.
	1. Do not leave gaps between ends of sealant backings.
	2. Do not stretch, twist, puncture, or tear sealant backings.
	3. Remove absorbent sealant backings that have become wet before sealant application, and replace them with dry materials.

	D. Install bond-breaker tape behind sealants where sealant backings are not used between sealants and backs of joints.
	E. Install sealants using proven techniques that comply with the following and at the same time backings are installed:
	1. Place sealants so they directly contact and fully wet joint substrates.
	2. Completely fill recesses in each joint configuration.
	3. Produce uniform, cross-sectional shapes and depths relative to joint widths that allow optimum sealant movement capability.

	F. Tooling of Nonsag Sealants: Immediately after sealant application and before skinning or curing begins, tool sealants according to requirements specified in subparagraphs below to form smooth, uniform beads of configuration indicated; to eliminate ...
	1. Remove excess sealant from surfaces adjacent to joints.
	2. Use tooling agents that are approved in writing by sealant manufacturer and that do not discolor sealants or adjacent surfaces.
	3. Provide concave joint profile per Figure 8A in ASTM C 1193 unless otherwise indicated.
	4. Provide flush joint profile at locations indicated on Drawings according to Figure 8B in ASTM C 1193.
	5. Provide recessed joint configuration of recess depth and at locations indicated on Drawings according to Figure 8C in ASTM C 1193.
	a. Use masking tape to protect surfaces adjacent to recessed tooled joints.



	3.4 FIELD QUALITY CONTROL
	A. Field-Adhesion Testing: Field test joint-sealant adhesion to joint substrates as follows:
	1. Extent of Testing: Test completed and cured sealant joints as follows:
	a. Perform 10 tests for the first 1000 feet (300 m) of joint length for each kind of sealant and joint substrate.
	b. Perform one test for each 1000 feet (300 m) of joint length thereafter or one test per each floor per elevation.

	2. Test Method: Test joint sealants according to Method A, Field-Applied Sealant Joint Hand Pull Tab, in Appendix X1 in ASTM C 1193 or Method A, Tail Procedure, in ASTM C 1521.
	a. For joints with dissimilar substrates, verify adhesion to each substrate separately; extend cut along one side, verifying adhesion to opposite side. Repeat procedure for opposite side.

	3. Inspect tested joints and report on the following:
	a. Whether sealants filled joint cavities and are free of voids.
	b. Whether sealant dimensions and configurations comply with specified requirements.
	c. Whether sealants in joints connected to pulled-out portion failed to adhere to joint substrates or tore cohesively. Include data on pull distance used to test each kind of product and joint substrate. Compare these results to determine if adhesion ...

	4. Record test results in a field-adhesion-test log. Include dates when sealants were installed, names of persons who installed sealants, test dates, test locations, whether joints were primed, adhesion results and percent elongations, sealant materia...
	5. Repair sealants pulled from test area by applying new sealants following same procedures used originally to seal joints. Ensure that original sealant surfaces are clean and that new sealant contacts original sealant.

	B. Evaluation of Field-Adhesion-Test Results: Sealants not evidencing adhesive failure from testing or noncompliance with other indicated requirements will be considered satisfactory. Remove sealants that fail to adhere to joint substrates during test...

	3.5 CLEANING
	A. Clean off excess sealant or sealant smears adjacent to joints as the Work progresses by methods and with cleaning materials approved in writing by manufacturers of joint sealants and of products in which joints occur.

	3.6 PROTECTION
	A. Protect joint sealants during and after curing period from contact with contaminating substances and from damage resulting from construction operations or other causes so sealants are without deterioration or damage at time of Substantial Completio...

	3.7 JOINT-SEALANT SCHEDULE
	A. Joint-Sealant Application: Exterior joints in horizontal traffic surfaces.
	1. Joint Locations:
	a. Isolation and contraction joints in cast-in-place concrete slabs.
	b. Tile control and expansion joints.
	c. Joints between different materials listed above.
	d. Other joints as indicated on Drawings.

	2. Joint Sealant: Urethane, M, P, 50, T, NT.
	3. Joint-Sealant Color: As selected by COR from manufacturer's full range of colors.

	B. Joint-Sealant Application: Exterior joints in horizontal traffic surfaces subject to water immersion.
	1. Joint Locations:
	a. Joints in pedestrian plazas.
	b. Joints in swimming pool decks.
	c. Other joints as indicated on Drawings.

	2. Joint Sealant: Urethane, immersible, S, P, 25, T, NT, I.
	3. Joint-Sealant Color: As selected by COR from manufacturer's full range of colors.

	C. Joint-Sealant Application: Exterior joints in vertical surfaces and horizontal nontraffic surfaces.
	1. Joint Locations:
	a. Construction joints in cast-in-place concrete.
	b. Control and expansion joints in unit masonry.
	c. Joints between metal panels.
	d. Joints between different materials listed above.
	e. Perimeter joints between materials listed above and frames of doors, windows and louvers.
	f. Other joints as indicated on Drawings.

	2. Joint Sealant: Silicone, nonstaining, S, NS, 50, NT.
	3. Joint-Sealant Color: As selected by COR from manufacturer's full range of colors.

	D. Joint-Sealant Application: Interior joints in horizontal traffic surfaces.
	1. Joint Locations:
	a. Isolation joints in cast-in-place concrete slabs.
	b. Control and expansion joints in brick flooring.
	c. Control and expansion joints in tile flooring.
	d. Other joints as indicated on Drawings.

	2. Joint Sealant: Urethane, S, P, 25, T, NT.
	3. Joint-Sealant Color: As selected by COR from manufacturer's full range of colors.

	E. Joint-Sealant Application: Interior joints in vertical surfaces and horizontal nontraffic surfaces.
	1. Joint Locations:
	a. Control and expansion joints on exposed interior surfaces of exterior walls.
	b. Tile control and expansion joints.
	c. Vertical joints on exposed surfaces of unit masonry, concrete walls and partitions.
	d. Other joints as indicated on Drawings.


	F. Joint-Sealant Application: Interior joints in vertical surfaces and horizontal nontraffic surfaces not subject to significant movement.
	1. Joint Locations:
	a. Control joints on exposed interior surfaces of exterior walls.
	b. Perimeter joints between interior wall surfaces and frames of interior doors windows.
	c. Other joints as indicated on Drawings.


	G. Joint-Sealant Application: Mildew-resistant interior joints in vertical surfaces and horizontal nontraffic surfaces.
	1. Joint Locations:
	a. Joints between plumbing fixtures and adjoining walls, floors, and counters.
	b. Tile control and expansion joints where indicated.
	c. Other joints as indicated on Drawings.

	2. Joint Sealant: Silicone, mildew resistant, acid curing, S, NS, 25, NT.
	3. Joint-Sealant Color: As indicated by manufacturer's designations Match Architect's sample As selected by COR from manufacturer's full range of colors.

	H. Joint-Sealant Application: Concealed mastics.
	1. Joint Locations:
	a. Aluminum thresholds.
	b. Sill plates.
	c. Other joints as indicated on Drawings.

	2. Joint Sealant: Butyl-rubber based.
	3. Joint-Sealant Color: As selected by COR from manufacturer's full range of colors.




	085313 FL - VINYL WINDOWS - edited
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions apply to this Section.

	1.2 SUMMARY
	A. Section includes vinyl-framed windows.

	1.3 PREINSTALLATION MEETINGS
	A. Preinstallation Conference: Conduct conference at Project site.
	1. Review and finalize construction schedule and verify availability of materials, Installer's personnel, equipment, and facilities needed to make progress and avoid delays.
	2. Review, discuss, and coordinate the interrelationship of vinyl windows with other exterior wall components. Include provisions for anchoring, flashing, weeping, sealing perimeters, and protecting finishes.
	3. Review and discuss the sequence of work required to construct a watertight and weathertight exterior building envelope.
	4. Inspect and discuss the condition of substrate and other preparatory work performed by other trades.


	1.4 ACTION SUBMITTALS
	A. Product Data: For each type of product.
	1. Include construction details, material descriptions, glazing and fabrication methods, dimensions of individual components and profiles, hardware, and finishes for vinyl windows.

	B. Shop Drawings: For vinyl windows.
	1. Include plans, elevations, sections, hardware, accessories, insect screens, operational clearances, and details of installation, including anchor, flashing, and sealant installation.

	C. Samples: For each exposed product and for each color specified, 2 by 4 inches (50 by 100 mm) in size.
	D. Samples for Initial Selection: For units with factory-applied finishes.
	1. Include Samples of hardware and accessories involving color selection.

	E. Samples for Verification: For vinyl windows and components required, prepared on Samples of size indicated below:
	1. Exposed Finishes: 2 by 4 inches (50 by 100 mm).
	2. Exposed Hardware: Full-size units.

	F. Product Schedule: For vinyl windows. Use same designations indicated on Drawings.

	1.5 INFORMATIONAL SUBMITTALS
	A. Qualification Data: For manufacturer and Installer.
	B. Product Test Reports: For each type of vinyl window, for tests performed by a qualified testing agency.
	C. Field quality-control reports.
	D. Sample Warranties: For manufacturer's warranties.

	1.6 QUALITY ASSURANCE
	A. Manufacturer Qualifications: A manufacturer capable of fabricating vinyl windows that meet or exceed performance requirements indicated and of documenting this performance by test reports and calculations.
	B. Installer Qualifications: An installer acceptable to vinyl window manufacturer for installation of units required for this Project.
	C. Mockups: Build mockups to verify selections made under Sample submittals, to demonstrate aesthetic effects, and to set quality standards for materials and execution.
	1. Build mockup of typical wall area as shown on Drawings.
	2. Approval of mockups does not constitute approval of deviations from the Contract Documents contained in mockups unless Architect specifically approves such deviations in writing.
	3. Subject to compliance with requirements, approved mockups may become part of the completed Work if undisturbed at time of Substantial Completion.


	1.7 WARRANTY
	A. Manufacturer's Warranty: Manufacturer agrees to repair or replace vinyl windows that fail in materials or workmanship within specified warranty period.
	1. Failures include, but are not limited to, the following:
	a. Failure to meet performance requirements.
	b. Structural failures including excessive deflection, water leakage, and air infiltration.
	c. Faulty operation of movable sash and hardware.
	d. Deterioration of materials and finishes beyond normal weathering.
	e. Failure of insulating glass.

	2. Warranty Period:
	a. Window: 10 years from date of Substantial Completion.
	b. Glazing Units: 20 years from date of Substantial Completion.




	PART 2 -  PRODUCTS
	2.1 MANUFACTURERS
	A. Source Limitations: Obtain vinyl windows from single source from single manufacturer.

	2.2 WINDOW PERFORMANCE REQUIREMENTS
	A. Product Standard: Comply with AAMA/WDMA/CSA 101/I.S.2/A440 for definitions and minimum standards of performance, materials, components, accessories, and fabrication unless more stringent requirements are indicated.
	1. Window Certification: WDMA certified with label attached to each window.

	B. Performance Class and Grade: AAMA/WDMA/CSA 101/I.S.2/A440 as follows:
	1. Minimum Performance Class: LC.
	2. Minimum Performance Grade: 40.

	C. Thermal Transmittance: NFRC 100 maximum whole-window U-factor of 0.60 Btu/sq. ft. x h x deg F (3.43 W/sq. m x K).
	D. Solar Heat-Gain Coefficient (SHGC): NFRC 200 maximum whole-window SHGC of 0.27.
	E. Sound Transmission Class (STC): Rated for not less than 26 STC when tested for laboratory sound transmission loss according to ASTM E 90 and determined by ASTM E 413.
	F. Outside-Inside Transmission Class (OITC): Rated for not less than 22 OITC when tested for laboratory sound transmission loss according to ASTM E 90 and determined by ASTM E 1332.
	G. Windborne-Debris-Impact Resistance: Capable of resisting impact from windborne debris based on testing glazed windows identical to those specified, according to ASTM E 1886 and testing information in ASTM E 1996 and requirements of authorities havi...

	2.3 VINYL WINDOWS
	A. Operating Types: Provide the following operating types in locations indicated on Drawings:
	1. Casement: Project out.

	B. Frames and Sashes: Impact-resistant, UV-stabilized PVC complying with AAMA/WDMA/CSA 101/I.S.2/A440.
	1. Finish: Integral color, match existing fascia.
	2. Gypsum Board Returns: Provide at interior face of frame.

	C. Glass: Clear annealed glass, ASTM C 1036, Type 1, Class 1, q3.
	1. Kind: Fully tempered .

	D. Glazing System: Manufacturer's standard factory-glazing system that produces weathertight seal.
	1. Dual Glazing System:
	a. Interior Lite: Glass.
	b. Exterior Lite: Glass.


	E. Hardware, General: Provide manufacturer's standard hardware fabricated from aluminum, stainless steel, carbon steel complying with AAMA 907, or other corrosion-resistant material compatible with adjacent materials; designed to smoothly operate, tig...
	1. Exposed Hardware Color and Finish: As selected by Architect from manufacturer's full range.

	F. Projected Window Hardware:
	1. Gear-Type Rotary Operators: Complying with AAMA 901 when tested according to ASTM E 405, Method A. Provide operators that function without requiring the removal of interior screens or using screen wickets.
	a. Type and Style: As selected by Architect from manufacturer's full range of types and styles.

	2. Hinges: Manufacturer's standard type for sash weight and size indicated.
	3. Single-Handle Locking System: Operates positive-acting arms that pull sash into locked position. Provide one arm on sashes up to 29 inches (735 mm) tall and two arms on taller sashes.
	4. Pole Operators: Tubular-shaped anodized aluminum; with rubber-capped lower end and standard push-pull hook at top to match hardware design; of sufficient length to operate window without reaching more than 60 inches (1500 mm) above floor; one pole ...

	G. Weather Stripping: Provide full-perimeter weather stripping for each operable sash unless otherwise indicated.
	H. Fasteners: Noncorrosive and compatible with window members, trim, hardware, anchors, and other components.
	1. Exposed Fasteners: Do not use exposed fasteners to greatest extent possible. For application of hardware, use fasteners that match finish hardware being fastened.


	2.4 FABRICATION
	A. Fabricate vinyl windows in sizes indicated. Include a complete system for installing and anchoring windows.
	B. Glaze vinyl windows in the factory.
	C. Weather strip each operable sash to provide weathertight installation.
	D. Mullions: Provide mullions and cover plates, compatible with window units, complete with anchors for support to structure and installation of window units. Allow for erection tolerances and provide for movement of window units due to thermal expans...
	E. Hardware: Mount hardware through double walls of vinyl extrusions or provide corrosion-resistant reinforcement.
	F.  Window Assemblies: Provide operating units in configuration indicated. Provide window frames, sashes, hardware, and other trim and components necessary for a complete, secure, and weathertight installation, including the following:
	1. Angled mullion posts with interior and exterior trim.
	2. Angled interior and exterior extension and trim.
	3. Clear pine head and seat boards.
	4. Top and bottom plywood platforms.
	5. Exterior head and sill casings and trim.
	6. Support brackets.

	G. Complete fabrication, assembly, finishing, hardware application, and other work in the factory to greatest extent possible. Disassemble components only as necessary for shipment and installation. Allow for scribing, trimming, and fitting at Project...


	PART 3 -  EXECUTION
	3.1 EXAMINATION
	A. Examine openings, substrates, structural support, anchorage, and conditions, with Installer present, for compliance with requirements for installation tolerances and other conditions affecting performance of the Work.
	B. Verify rough opening dimensions, levelness of sill plate, and operational clearances.
	C. Examine wall flashings, vapor retarders, water and weather barriers, and other built-in components to ensure weathertight window installation.
	D. Proceed with installation only after unsatisfactory conditions have been corrected.

	3.2 INSTALLATION
	A. Comply with manufacturer's written instructions for installing windows, hardware, accessories, and other components. For installation procedures and requirements not addressed in manufacturer's written instructions, comply with installation require...
	B. Install windows level, plumb, square, true to line, without distortion, anchored securely in place to structural support, and in proper relation to wall flashing and other adjacent construction to produce weathertight construction.

	3.3 FIELD QUALITY CONTROL
	A. Testing Agency: Engage a qualified testing agency to perform tests and inspections.
	1. Testing and inspecting agency will interpret tests and state in each report whether tested work complies with or deviates from requirements.

	B. Testing Services: Testing and inspecting of installed windows shall take place as follows:
	1. Testing Methodology: Testing of windows for air infiltration and water resistance shall be performed according to AAMA 502.
	2. Air-Infiltration Testing:
	a. Test Pressure: That required to determine compliance with AAMA/WDMA/CSA 101/I.S.2/A440 performance class indicated.
	b. Allowable Air-Leakage Rate: 1.5 times the applicable AAMA/WDMA/CSA 101/I.S.2/A440 rate for product type and performance class rounded down to one decimal place.

	3. Water-Resistance Testing:
	a. Test Pressure: Two-thirds times test pressure required to determine compliance with AAMA/WDMA/CSA 101/I.S.2/A440 performance grade indicated.
	b. Allowable Water Infiltration: No water penetration.

	4. Testing Extent: Five windows of each type as selected by Architect and a qualified independent testing and inspecting agency. Windows shall be tested after perimeter sealants have cured.
	5. Test Reports: Prepared according to AAMA 502.

	C. Windows will be considered defective if they do not pass tests and inspections.
	D. Prepare test and inspection reports.

	3.4 ADJUSTING, CLEANING, AND PROTECTION
	A. Adjust operating sashes and hardware for a tight fit at contact points and weather stripping for smooth operation and weathertight closure.
	B. Clean exposed surfaces immediately after installing windows. Remove excess sealants, glazing materials, dirt, and other substances.
	1. Keep protective films and coverings in place until final cleaning.

	C. Remove and replace sashes if glass has been broken, chipped, cracked, abraded, or damaged during construction period.
	D. Protect window surfaces from contact with contaminating substances resulting from construction operations. If contaminating substances do contact window surfaces, remove contaminants immediately according to manufacturer's written instructions.



	088000 FL - GLAZING - edited
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions apply to this Section.

	1.2 SUMMARY
	A. Section includes:
	1. Glass for windows,  .
	2. Glazing sealants and accessories.


	1.3 DEFINITIONS
	A. Glass Manufacturers: Firms that produce primary glass, fabricated glass, or both, as defined in referenced glazing publications.
	B. Glass Thicknesses: Indicated by thickness designations in millimeters according to ASTM C 1036.
	C. IBC: International Building Code.
	D. Interspace: Space between lites of an insulating-glass unit.

	1.4 COORDINATION
	A. Coordinate glazing channel dimensions to provide necessary bite on glass, minimum edge and face clearances, and adequate sealant thicknesses, with reasonable tolerances.

	1.5 PREINSTALLATION MEETINGS
	A. Preinstallation Conference: Conduct conference at Project site.
	1. Review and finalize construction schedule and verify availability of materials, Installer's personnel, equipment, and facilities needed to make progress and avoid delays.
	2. Review temporary protection requirements for glazing during and after installation.


	1.6 ACTION SUBMITTALS
	A. Product Data: For each type of product.
	B. Glass Samples: For each type of glass product other than clear monolithic vision glass; 12 inches (300 mm) square.
	1. Tinted glass.
	2. Coated glass.
	3. Laminated glass.
	4. Insulating glass.

	C. Glazing Accessory Samples: For sealants and colored spacers, in 12-inch (300-mm) lengths. Install sealant Samples between two strips of material representative in color of the adjoining framing system.
	D. Glazing Schedule: List glass types and thicknesses for each size opening and location. Use same designations indicated on Drawings.
	E. Delegated-Design Submittal: For glass indicated to comply with performance requirements and design criteria, including analysis data signed and sealed by the qualified professional engineer responsible for their preparation.

	1.7 INFORMATIONAL SUBMITTALS
	A. Qualification Data: For Installer ,manufacturers of insulating-glass units with sputter-coated, low-E coatings ,glass testing agency and sealant testing agency.
	B. Product Certificates: For glass.
	C. Product Test Reports: For coated glass, insulating glass and glazing sealants, for tests performed by a qualified testing agency.
	1. For glazing sealants, provide test reports based on testing current sealant formulations within previous 36-month period.

	D. Preconstruction adhesion and compatibility test report.
	E. Sample Warranties: For special warranties.

	1.8 QUALITY ASSURANCE
	A. Manufacturer Qualifications for Insulating-Glass Units with Sputter-Coated, Low-E Coatings: A qualified insulating-glass manufacturer who is approved and certified by coated-glass manufacturer.
	B. Installer Qualifications: A qualified installer who employs glass installers for this Project who are certified under the National Glass Association's Certified Glass Installer Program.
	C. Glass Testing Agency Qualifications: A qualified independent testing agency accredited according to the NFRC CAP 1 Certification Agency Program.
	D. Sealant Testing Agency Qualifications: An independent testing agency qualified according to ASTM C 1021 to conduct the testing indicated.

	1.9 PRECONSTRUCTION TESTING
	A. Preconstruction Adhesion and Compatibility Testing: Test each glass product, tape sealant, gasket, glazing accessory, and glass-framing member for adhesion to and compatibility with elastomeric glazing sealants.
	1. Testing is not required if data are submitted based on previous testing of current sealant products and glazing materials matching those submitted.
	2. Use ASTM C 1087 to determine whether priming and other specific joint-preparation techniques are required to obtain rapid, optimum adhesion of glazing sealants to glass, tape sealants, gaskets, and glazing channel substrates.
	3. Test no fewer than eight Samples of each type of material, including joint substrates, shims, sealant backings, secondary seals, and miscellaneous materials.
	4. Schedule enough time for testing and analyzing results to prevent delaying the Work.
	5. For materials failing tests, submit sealant manufacturer's written instructions for corrective measures including the use of specially formulated primers.


	1.10 DELIVERY, STORAGE, AND HANDLING
	A. Protect glazing materials according to manufacturer's written instructions. Prevent damage to glass and glazing materials from condensation, temperature changes, direct exposure to sun, or other causes.
	B. Comply with insulating-glass manufacturer's written instructions for venting and sealing units to avoid hermetic seal ruptures due to altitude change.

	1.11 FIELD CONDITIONS
	A. Environmental Limitations: Do not proceed with glazing when ambient and substrate temperature conditions are outside limits permitted by glazing material manufacturers and when glazing channel substrates are wet from rain, frost, condensation, or o...
	1. Do not install glazing sealants when ambient and substrate temperature conditions are outside limits permitted by sealant manufacturer or are below 40 deg F (4.4 deg C).


	1.12 WARRANTY
	A. Manufacturer's Special Warranty for Coated-Glass Products: Manufacturer agrees to replace coated-glass units that deteriorate within specified warranty period. Deterioration of coated glass is defined as defects developed from normal use that are n...
	1. Warranty Period: 10 years from date of Substantial Completion.

	B. Manufacturer's Special Warranty for Laminated Glass: Manufacturer agrees to replace laminated-glass units that deteriorate within specified warranty period. Deterioration of laminated glass is defined as defects developed from normal use that are n...
	1. Warranty Period: 10 years from date of Substantial Completion.

	C. Manufacturer's Special Warranty for Insulating Glass: Manufacturer agrees to replace insulating-glass units that deteriorate within specified warranty period. Deterioration of insulating glass is defined as failure of hermetic seal under normal use...
	1. Warranty Period: 10 years from date of Substantial Completion.



	PART 2 -  PRODUCTS
	2.1 MANUFACTURERS
	A. Source Limitations for Glass: Obtain from single source from single manufacturer for each glass type.
	1. Obtain tinted glass from single source from single manufacturer.
	2. Obtain reflective-coated glass from single source from single manufacturer.

	B. Source Limitations for Glazing Accessories: Obtain from single source from single manufacturer for each product and installation method.

	2.2 PERFORMANCE REQUIREMENTS
	A. General: Installed glazing systems shall withstand normal thermal movement and wind and impact loads (where applicable) without failure, including loss or glass breakage attributable to the following: defective manufacture, fabrication, or installa...
	B. Delegated Design: Engage a qualified professional engineer, as defined in the Solicitation to design glazing.
	C. Structural Performance: Glazing shall withstand the following design loads within limits and under conditions indicated determined according to the IBC and ASTM E 1300.
	1. Design Wind Pressures: Determine design wind pressures applicable to Project according to ASCE/SEI 7, based on heights above grade indicated on Drawings.
	a. Basic Wind Speed: 110 mph (49 m/s).
	b. Importance Factor: 1.0.
	c. Exposure Category: B.

	2. Maximum Lateral Deflection: For glass supported on all four edges, limit center-of-glass deflection at design wind pressure to not more than 1/50 times the short-side length or 1 inch (25 mm), whichever is less.
	3. Differential Shading: Design glass to resist thermal stresses induced by differential shading within individual glass lites.

	D. Windborne-Debris-Impact Resistance: Exterior glazing shall comply with basic-protection testing requirements in ASTM E 1996 for Wind Zone 2 when tested according to ASTM E 1886. Test specimens shall be no smaller in width and length than glazing in...
	1. Large-Missile Test: For glazing located within 30 feet (9.1 m) of grade.
	2. Small-Missile Test: For glazing located more than 30 feet (9.1 m) above grade.

	E. Safety Glazing: Where safety glazing is indicated, provide glazing that complies with 16 CFR 1201, Category II.
	F. Thermal and Optical Performance Properties: Provide glass with performance properties specified, as indicated in manufacturer's published test data, based on procedures indicated below:
	1. For monolithic-glass lites, properties are based on units with lites 6 mm thick.
	2. For laminated-glass lites, properties are based on products of construction indicated.
	3. For insulating-glass units, properties are based on units of thickness indicated for overall unit and for each lite.
	4. U-Factors: Center-of-glazing values, according to NFRC 100 and based on LBL's WINDOW 5.2 computer program, expressed as Btu/sq. ft. x h x deg F (W/sq. m x K).
	5. Solar Heat-Gain Coefficient and Visible Transmittance: Center-of-glazing values, according to NFRC 200 and based on LBL's WINDOW 5.2 computer program.
	6. Visible Reflectance: Center-of-glazing values, according to NFRC 300.


	2.3 GLASS PRODUCTS, GENERAL
	A. Glazing Publications: Comply with published recommendations of glass product manufacturers and organizations below unless more stringent requirements are indicated. See these publications for glazing terms not otherwise defined in this Section or i...
	1. GANA Publications: "Laminated Glazing Reference Manual" and "Glazing Manual."
	2. AAMA Publications: AAMA GDSG-1, "Glass Design for Sloped Glazing," and AAMA TIR A7, "Sloped Glazing Guidelines."
	3. IGMA Publication for Sloped Glazing: IGMA TB-3001, "Guidelines for Sloped Glazing."
	4. IGMA Publication for Insulating Glass: SIGMA TM-3000, "North American Glazing Guidelines for Sealed Insulating Glass Units for Commercial and Residential Use."

	B. Safety Glazing Labeling: Where safety glazing is indicated, permanently mark glazing with certification label of the SGCC or another certification agency acceptable to authorities having jurisdiction or manufacturer. Label shall indicate manufactur...
	C. Insulating-Glass Certification Program: Permanently marked either on spacers or on at least one component lite of units with appropriate certification label of IgCC.
	D. Thickness: Where glass thickness is indicated, it is a minimum. Provide glass that complies with performance requirements and is not less than the thickness indicated.
	1. Minimum Glass Thickness for Exterior Lites: 6 mm.
	2. Thickness of Tinted Glass: Provide same thickness for each tint color indicated throughout Project.


	2.4 GLASS PRODUCTS
	A. Clear Annealed Float Glass: ASTM C 1036, Type I, Class 1 (clear), Quality-Q3.
	B. Ultraclear Float Glass: ASTM C 1036, Type I, Class I (clear), Quality-Q3; and with visible light transmission of not less than 91 percent and solar heat gain coefficient of not less than 0.87.
	A.
	C. Fully Tempered Float Glass: ASTM C 1048, Kind FT (fully tempered), Condition A (uncoated) unless otherwise indicated, Type I, Class 1 (clear) or Class 2 (tinted) as indicated, Quality-Q3.
	1. Fabrication Process: By horizontal (roller-hearth) process with roll-wave distortion parallel to bottom edge of glass as installed unless otherwise indicated.

	D. Heat-Strengthened Float Glass: ASTM C 1048, Kind HS (heat strengthened), Type I, Condition A (uncoated) unless otherwise indicated, Type I, Class 1 (clear) or Class 2 (tinted) as indicated, Quality-Q3.
	1. Fabrication Process: By horizontal (roller-hearth) process with roll-wave distortion parallel to bottom edge of glass as installed unless otherwise indicated.
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	2.5 LAMINATED GLASS
	A. Laminated Glass: ASTM C 1172. Use materials that have a proven record of no tendency to bubble, discolor, or lose physical and mechanical properties after fabrication and installation.
	1. Construction: Laminate glass with polyvinyl butyral interlayer, ionomeric polymer interlayer or cast-in-place and cured-transparent-resin interlayer to comply with interlayer manufacturer's written instructions.
	2. Interlayer Thickness: Provide thickness not less than that indicated and as needed to comply with requirements.
	3. Interlayer Color: Clear unless otherwise indicated.

	B. Windborne-Debris-Impact-Resistant Laminated Glass: Comply with requirements specified above for laminated glass except laminate glass with one of the following to comply with interlayer manufacturer's written instructions:
	1. Polyvinyl butyral interlayer.
	2. Polyvinyl butyral interlayers reinforced with polyethylene terephthalate film.
	3. Ionomeric polymer interlayer.
	4. Cast-in-place and cured-transparent-resin interlayer.
	5. Cast-in-place and cured-transparent-resin interlayer reinforced with polyethylene terephthalate film.


	2.6 INSULATING GLASS
	A. Insulating-Glass Units: Factory-assembled units consisting of sealed lites of glass separated by a dehydrated interspace, qualified according to ASTM E 2190.
	1. Sealing System: Dual seal, with manufacturer's standard primary and secondary sealants.
	2. Spacer: Manufacturer's standard spacer material and construction, finish in color selectged by Architect.
	3. Desiccant: Molecular sieve or silica gel, or a blend of both.


	2.7 GLAZING SEALANTS
	A. General:
	1. Compatibility: Compatible with one another and with other materials they contact, including glass products, seals of insulating-glass units, and glazing channel substrates, under conditions of service and application, as demonstrated by sealant man...
	2. Suitability: Comply with sealant and glass manufacturers' written instructions for selecting glazing sealants suitable for applications indicated and for conditions existing at time of installation.
	3. Colors of Exposed Glazing Sealants: As selected by Architect from manufacturer's full range.

	B. Glazing Sealant: Neutral-curing silicone glazing sealant complying with ASTM C 920, Type S, Grade NS, Class 100/50, Use NT.
	C. Glazing Sealant: Neutral-curing silicone glazing sealant complying with ASTM C 920, Type S, Grade NS, Class 50, Use NT.
	D. Glazing Sealant: Neutral-curing silicone glazing sealant complying with ASTM C 920, Type S, Grade NS, Class 25, Use NT.
	E. Glazing Sealant: Acid-curing silicone glazing sealant complying with ASTM C 920, Type S, Grade NS, Class 25, Use NT.

	2.8 GLAZING TAPES
	A. Back-Bedding Mastic Glazing Tapes: Preformed, butyl-based, 100 percent solids elastomeric tape; nonstaining and nonmigrating in contact with nonporous surfaces; with or without spacer rod as recommended in writing by tape and glass manufacturers fo...
	1. AAMA 804.3 tape, where indicated.
	2. AAMA 806.3 tape, for glazing applications in which tape is subject to continuous pressure.
	3. AAMA 807.3 tape, for glazing applications in which tape is not subject to continuous pressure.

	B. Expanded Cellular Glazing Tapes: Closed-cell, PVC foam tapes; factory coated with adhesive on both surfaces; and complying with AAMA 800 for the following types:
	1. AAMA 810.1, Type 1, for glazing applications in which tape acts as the primary sealant.
	2. AAMA 810.1, Type 2, for glazing applications in which tape is used in combination with a full bead of liquid sealant.


	2.9 MISCELLANEOUS GLAZING MATERIALS
	A. General: Provide products of material, size, and shape complying with referenced glazing standard, with requirements of manufacturers of glass and other glazing materials for application indicated, and with a proven record of compatibility with sur...
	B. Cleaners, Primers, and Sealers: Types recommended by sealant or gasket manufacturer.
	C. Setting Blocks: Elastomeric material with a Shore, Type A durometer hardness of 85, plus or minus 5.
	D. Spacers: Elastomeric blocks or continuous extrusions of hardness required by glass manufacturer to maintain glass lites in place for installation indicated.
	E. Edge Blocks: Elastomeric material of hardness needed to limit glass lateral movement (side walking).
	F. Cylindrical Glazing Sealant Backing: ASTM C 1330, Type O (open-cell material), of size and density to control glazing sealant depth and otherwise produce optimum glazing sealant performance.

	2.10 FABRICATION OF GLAZING UNITS
	A. Fabricate glazing units in sizes required to fit openings indicated for Project, with edge and face clearances, edge and surface conditions, and bite complying with written instructions of product manufacturer and referenced glazing publications, t...
	1. Allow for thermal movements from ambient and surface temperature changes acting on glass framing members and glazing components.
	a. Temperature Change: 120 deg F (67 deg C), ambient; 180 deg F (100 deg C), material surfaces.


	B. Clean-cut or flat-grind vertical edges of butt-glazed monolithic lites to produce square edges with slight chamfers at junctions of edges and faces.
	C. Grind smooth and polish exposed glass edges and corners.


	PART 3 -  EXECUTION
	3.1 EXAMINATION
	A. Examine framing, glazing channels, and stops, with Installer present, for compliance with the following:
	1. Manufacturing and installation tolerances, including those for size, squareness, and offsets at corners.
	2. Presence and functioning of weep systems.
	3. Minimum required face and edge clearances.
	4. Effective sealing between joints of glass-framing members.

	B. Proceed with installation only after unsatisfactory conditions have been corrected.

	3.2 PREPARATION
	A. Clean glazing channels and other framing members receiving glass immediately before glazing. Remove coatings not firmly bonded to substrates.
	B. Examine glazing units to locate exterior and interior surfaces. Label or mark units as needed so that exterior and interior surfaces are readily identifiable. Do not use materials that leave visible marks in the completed Work.

	3.3 GLAZING, GENERAL
	A. Comply with combined written instructions of manufacturers of glass, sealants, gaskets, and other glazing materials, unless more stringent requirements are indicated, including those in referenced glazing publications.
	B. Protect glass edges from damage during handling and installation. Remove damaged glass from Project site and legally dispose of off Project site. Damaged glass includes glass with edge damage or other imperfections that, when installed, could weake...
	C. Apply primers to joint surfaces where required for adhesion of sealants, as determined by preconstruction testing.
	D. Install setting blocks in sill rabbets, sized and located to comply with referenced glazing publications, unless otherwise required by glass manufacturer. Set blocks in thin course of compatible sealant suitable for heel bead.
	E. Do not exceed edge pressures stipulated by glass manufacturers for installing glass lites.
	F. Provide spacers for glass lites where length plus width is larger than 50 inches (1270 mm).
	1. Locate spacers directly opposite each other on both inside and outside faces of glass. Install correct size and spacing to preserve required face clearances, unless gaskets and glazing tapes are used that have demonstrated ability to maintain requi...
	2. Provide 1/8-inch (3-mm) minimum bite of spacers on glass and use thickness equal to sealant width. With glazing tape, use thickness slightly less than final compressed thickness of tape.

	G. Provide edge blocking where indicated or needed to prevent glass lites from moving sideways in glazing channel, as recommended in writing by glass manufacturer and according to requirements in referenced glazing publications.
	H. Set glass lites in each series with uniform pattern, draw, bow, and similar characteristics.
	I. Set glass lites with proper orientation so that coatings face exterior or interior as specified.
	J. Where wedge-shaped gaskets are driven into one side of channel to pressurize sealant or gasket on opposite side, provide adequate anchorage so gasket cannot walk out when installation is subjected to movement.
	K. Square cut wedge-shaped gaskets at corners and install gaskets in a manner recommended by gasket manufacturer to prevent corners from pulling away; seal corner joints and butt joints with sealant recommended by gasket manufacturer.

	3.4 TAPE GLAZING
	A. Position tapes on fixed stops so that, when compressed by glass, their exposed edges are flush with or protrude slightly above sightline of stops.
	B. Install tapes continuously, but not necessarily in one continuous length. Do not stretch tapes to make them fit opening.
	C. Cover vertical framing joints by applying tapes to heads and sills first, then to jambs. Cover horizontal framing joints by applying tapes to jambs, then to heads and sills.
	D. Place joints in tapes at corners of opening with adjoining lengths butted together, not lapped. Seal joints in tapes with compatible sealant approved by tape manufacturer.
	E. Do not remove release paper from tape until right before each glazing unit is installed.
	F. Apply heel bead of elastomeric sealant.
	G. Center glass lites in openings on setting blocks, and press firmly against tape by inserting dense compression gaskets formed and installed to lock in place against faces of removable stops. Start gasket applications at corners and work toward cent...
	H. Apply cap bead of elastomeric sealant over exposed edge of tape.

	3.5 GASKET GLAZING (DRY)
	A. Cut compression gaskets to lengths recommended by gasket manufacturer to fit openings exactly, with allowance for stretch during installation.
	B. Insert soft compression gasket between glass and frame or fixed stop so it is securely in place with joints miter cut and bonded together at corners.
	C. Installation with Drive-in Wedge Gaskets: Center glass lites in openings on setting blocks, and press firmly against soft compression gasket by inserting dense compression gaskets formed and installed to lock in place against faces of removable sto...
	D. Installation with Pressure-Glazing Stops: Center glass lites in openings on setting blocks, and press firmly against soft compression gasket. Install dense compression gaskets and pressure-glazing stops, applying pressure uniformly to compression g...
	E. Install gaskets so they protrude past face of glazing stops.

	3.6 SEALANT GLAZING (WET)
	A. Install continuous spacers, or spacers combined with cylindrical sealant backing, between glass lites and glazing stops to maintain glass face clearances and to prevent sealant from extruding into glass channel and blocking weep systems until seala...
	B. Force sealants into glazing channels to eliminate voids and to ensure complete wetting or bond of sealant to glass and channel surfaces.
	C. Tool exposed surfaces of sealants to provide a substantial wash away from glass.

	3.7 CLEANING AND PROTECTION
	A. Immediately after installation remove nonpermanent labels and clean surfaces.
	B. Protect glass from contact with contaminating substances resulting from construction operations. Examine glass surfaces adjacent to or below exterior concrete and other masonry surfaces at frequent intervals during construction, but not less than o...
	1. If, despite such protection, contaminating substances do come into contact with glass, remove substances immediately as recommended in writing by glass manufacturer. Remove and replace glass that cannot be cleaned without damage to coatings.

	C. Remove and replace glass that is damaged during construction period.
	D. Wash glass on both exposed surfaces not more than four days before date scheduled for inspections that establish date of Substantial Completion. Wash glass as recommended in writing by glass manufacturer.
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	3.8 INSULATING GLASS SCHEDULE
	A. Glass Type: Clear insulating glass.
	1.
	1. Overall Unit Thickness: 1 inch (25 mm).
	2. Minimum Thickness of Each Glass Lite: 6 mm.
	3. Outdoor Lite: Fully tempered float glass.
	4. Interspace Content: Air.
	5. Indoor Lite: Fully tempered float glass.
	1.
	1.
	6. Safety glazing required.




	092900 FL - GYPSUM BOARD -edited
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and apply to this Section.

	1.2 SUMMARY
	A. Section Includes:
	1. Interior gypsum board.
	2. Exterior gypsum board for ceilings and soffits.
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	1.3 ACTION SUBMITTALS
	A. Product Data: For each type of product.

	1.4 QUALITY ASSURANCE
	A. Mockups: Build mockups of at least 100 sq. ft. (9 sq. m) in surface area to demonstrate aesthetic effects and to set quality standards for materials and execution.
	1. Build mockups for the following:
	a. Each level of gypsum board finish indicated for use in exposed locations.

	2. Apply or install final decoration indicated, including painting and wall coverings, on exposed surfaces for review of mockups.
	3. Simulate finished lighting conditions for review of mockups.
	4. Subject to compliance with requirements, approved mockups may become part of the completed Work if undisturbed at time of Substantial Completion.


	1.5 DELIVERY, STORAGE AND HANDLING
	A. Store materials inside under cover and keep them dry and protected against weather, condensation, direct sunlight, construction traffic, and other potential causes of damage. Stack panels flat and supported on risers on a flat platform to prevent s...

	1.6 FIELD CONDITIONS
	A. Environmental Limitations: Comply with ASTM C 840 requirements or gypsum board manufacturer's written instructions, whichever are more stringent.
	B. Do not install paper-faced gypsum panels until installation areas are enclosed and conditioned.
	C. Do not install panels that are wet, moisture damaged, and mold damaged.
	1. Indications that panels are wet or moisture damaged include, but are not limited to, discoloration, sagging, or irregular shape.
	2. Indications that panels are mold damaged include, but are not limited to, fuzzy or splotchy surface contamination and discoloration.



	PART 2 -  PRODUCTS
	2.1 PERFORMANCE REQUIREMENTS
	A. STC-Rated Assemblies: For STC-rated assemblies, provide materials and construction identical to those tested in assembly indicated according to ASTM E 90 and classified according to ASTM E 413 by an independent testing agency.

	2.2 GYPSUM BOARD, GENERAL
	A. Size: Provide maximum lengths and widths available that will minimize joints in each area and that correspond with support system indicated.

	2.3 INTERIOR GYPSUM BOARD
	A. Gypsum Board, Type X: ASTM C 1396/C 1396M.
	1. Thickness: 5/8 inch (15.9 mm).
	2. Long Edges: Tapered (rounded or beveled) for prefilling.

	B. Gypsum Ceiling Board: ASTM C 1396/C 1396M.
	1. Thickness: 1/2 inch (12.7 mm).
	2. Long Edges: Tapered.

	C. Mold-Resistant Gypsum Board: ASTM C 1396/C 1396M. With moisture- and mold-resistant core and paper surfaces.
	1. Core: As indicated 1/2 inch (12.7 mm), regular type 5/8 inch (15.9 mm), Type X.
	2. Long Edges: Tapered.
	3. Mold Resistance: ASTM D 3273, score of 10 as rated according to ASTM D 3274.


	2.4 EXTERIOR GYPSUM BOARD FOR CEILINGS AND SOFFITS
	A. Exterior Gypsum Soffit Board: ASTM C 1396/C 1396M, with manufacturer's standard edges.
	1. Core: 1/2 inch (12.7 mm), regular type, Type X.

	B. Water-Resistant Gypsum Backing Board: ASTM C 1396/C 1396M, with manufacturer's standard edges.
	1. Core: 5/8 inch (15.9 mm), Type X.


	2.5 TRIM ACCESSORIES
	A. Interior Trim: ASTM C 1047.
	1. Material: Galvanized or aluminum-coated steel sheet, rolled zinc, plastic or paper-faced galvanized-steel sheet.
	2. Shapes:
	a. Cornerbead.
	b. Bullnose bead.
	c. LC-Bead: J-shaped; exposed long flange receives joint compound.
	d. L-Bead: L-shaped; exposed long flange receives joint compound.
	e. U-Bead: J-shaped; exposed short flange does not receive joint compound.


	B. Exterior Trim: ASTM C 1047.
	1. Material: Hot-dip galvanized-steel sheet, plastic, or rolled zinc.
	2. Shapes:
	a. Cornerbead.
	b. LC-Bead: J-shaped; exposed long flange receives joint compound.
	c. Expansion (Control) Joint: One-piece, rolled zinc with V-shaped slot and removable strip covering slot opening.


	C. Aluminum Trim: Extruded accessories of profiles and dimensions indicated.
	1. Aluminum: Alloy and temper with not less than the strength and durability properties of ASTM B 221 (ASTM B 221M), Alloy 6063-T5.
	2. Finish: Corrosion-resistant primer compatible with joint compound and finish materials specified.


	2.6 JOINT TREATMENT MATERIALS
	A. General: Comply with ASTM C 475/C 475M.
	B. Joint Tape:
	1. Interior Gypsum Board: Paper.
	2. Exterior Gypsum Soffit Board: Paper.
	3. Prefilling: At open joints, rounded or beveled panel edges, and damaged surface areas, use setting-type taping compound.
	4. Embedding and First Coat: For embedding tape and first coat on joints, fasteners, and trim flanges, use setting-type taping compound.
	a. Use setting-type compound for installing paper-faced metal trim accessories.

	5. Fill Coat: For second coat, use setting-type, sandable topping compound.
	6. Finish Coat: For third coat, use setting-type, sandable topping compound.
	7. Skim Coat: For final coat of Level 5 finish, use setting-type, sandable topping compound.

	C. Joint Compound for Exterior Applications:
	1. Exterior Gypsum Soffit Board: Use setting-type taping compound and setting-type, sandable topping compound.


	2.7 AUXILIARY MATERIALS
	A. Steel Drill Screws: ASTM C 1002 unless otherwise indicated.
	1. Use screws complying with ASTM C 954 for fastening panels to steel members from 0.033 to 0.112 inch (0.84 to 2.84 mm) thick.
	2. For fastening cementitious backer units, use screws of type and size recommended by panel manufacturer.

	B. Sound-Attenuation Blankets: ASTM C 665, Type I (blankets without membrane facing) produced by combining thermosetting resins with mineral fibers manufactured from glass, slag wool, or rock wool.


	PART 1 -
	PART 3 -  EXECUTION
	3.1 EXAMINATION
	A. Examine areas and substrates including welded hollow-metal frames and support framing, with Installer present, for compliance with requirements and other conditions affecting performance of the Work.
	B. Examine panels before installation. Reject panels that are wet, moisture damaged, and mold damaged.
	C. Proceed with installation only after unsatisfactory conditions have been corrected.

	3.2 APPLYING AND FINISHING PANELS, GENERAL
	A. Comply with ASTM C 840.
	B. Install ceiling panels across framing to minimize the number of abutting end joints and to avoid abutting end joints in central area of each ceiling. Stagger abutting end joints of adjacent panels not less than one framing member.
	C. Install panels with face side out. Butt panels together for a light contact at edges and ends with not more than 1/16 inch (1.5 mm) of open space between panels. Do not force into place.
	D. Locate edge and end joints over supports, except in ceiling applications where intermediate supports or gypsum board back-blocking is provided behind end joints. Do not place tapered edges against cut edges or ends. Stagger vertical joints on oppos...
	E. Form control and expansion joints with space between edges of adjoining gypsum panels.
	F. Cover both faces of support framing with gypsum panels in concealed spaces (above ceilings, etc.), except in chases braced internally.
	1. Unless concealed application is indicated or required for sound, fire, air, or smoke ratings, coverage may be accomplished with scraps of not less than 8 sq. ft. (0.7 sq. m) in area.
	2. Fit gypsum panels around ducts, pipes, and conduits.
	3. Where partitions intersect structural members projecting below underside of floor/roof slabs and decks, cut gypsum panels to fit profile formed by structural members; allow 1/4- to 3/8-inch- (6.4- to 9.5-mm-) wide joints to install sealant.

	G. Isolate perimeter of gypsum board applied to non-load-bearing partitions at structural abutments. Provide 1/4- to 1/2-inch- (6.4- to 12.7-mm-) wide spaces at these locations and trim edges with edge trim where edges of panels are exposed. Seal join...
	H. Attachment to Steel Framing: Attach panels so leading edge or end of each panel is attached to open (unsupported) edges of stud flanges first.
	I. Install sound attenuation blankets before installing gypsum panels unless blankets are readily installed after panels have been installed on one side.

	3.3 APPLYING INTERIOR GYPSUM BOARD
	A. Install interior gypsum board in the following locations:
	1. Wallboard Type: As indicated on Drawings.
	2. Type X: As indicated on Drawings.
	3. Ceiling Type: As indicated on Drawings.
	4. Mold-Resistant Type: As indicated on Drawings.
	5. Glass-Mat Interior Type: As indicated on Drawings.
	6. Acoustically Enhanced Type: As indicated on Drawings.
	7. Skim-Coated Type: As indicated on Drawings.

	B. Single-Layer Application:
	1. On ceilings, apply gypsum panels before wall/partition board application to greatest extent possible and at right angles to framing unless otherwise indicated.
	2. On partitions/walls, apply gypsum panels horizontally (perpendicular to framing) unless otherwise indicated or required by fire-resistance-rated assembly, and minimize end joints.
	a. Stagger abutting end joints not less than one framing member in alternate courses of panels.

	3. On Z-shaped furring members, apply gypsum panels vertically (parallel to framing) with no end joints. Locate edge joints over furring members.
	4. Fastening Methods: Apply gypsum panels to supports with steel drill screws.

	C. Multilayer Application:
	1. On Z-shaped furring members, apply base layer vertically (parallel to framing) and face layer either vertically (parallel to framing) or horizontally (perpendicular to framing) with vertical joints offset at least one furring member. Locate edge jo...
	2. Fastening Methods: Fasten base layers and face layers separately to supports with screws.


	3.4 APPLYING EXTERIOR GYPSUM PANELS FOR CEILINGS AND SOFFITS
	A. Apply panels perpendicular to supports, with end joints staggered and located over supports.
	1. Install with 1/4-inch (6.4-mm) open space where panels abut other construction or structural penetrations.
	2. Fasten with corrosion-resistant screws.


	3.5 INSTALLING TRIM ACCESSORIES
	A. General: For trim with back flanges intended for fasteners, attach to framing with same fasteners used for panels. Otherwise, attach trim according to manufacturer's written instructions.
	B. Control Joints: Install control joints at locations indicated on Drawings or according to ASTM C 840 and in specific locations approved by Architect for visual effect.
	C. Interior Trim: Install in the following locations:
	1. Cornerbead: Use at outside corners unless otherwise indicated.
	2. LC-Bead: Use at exposed panel edges.
	3. L-Bead: Use where indicated.

	D. Aluminum Trim: Install in locations indicated on Drawings.

	3.6 FINISHING GYPSUM BOARD
	A. General: Treat gypsum board joints, interior angles, edge trim, control joints, penetrations, fastener heads, surface defects, and elsewhere as required to prepare gypsum board surfaces for decoration. Promptly remove residual joint compound from a...
	B. Prefill open joints, rounded or beveled edges, and damaged surface areas.
	C. Apply joint tape over gypsum board joints, except for trim products specifically indicated as not intended to receive tape.
	D. Gypsum Board Finish Levels: Finish panels to levels indicated below and according to ASTM C 840:
	1. Level 1: Ceiling plenum areas, concealed areas, and where indicated.
	2. Level 3: Where indicated on Drawings.
	3. Level 4: At panel surfaces that will be exposed to view unless otherwise indicated.
	a. Primer and its application to surfaces are specified in Section 099113 "Exterior Painting."

	4. Level 5: Where indicated on Drawings.
	a. Primer and its application to surfaces are specified in Section 099113 "Exterior Painting."



	3.7 PROTECTION
	A. Protect adjacent surfaces from drywall compound and promptly remove from floors and other non-drywall surfaces. Repair surfaces stained, marred, or otherwise damaged during drywall application.
	B. Protect installed products from damage from weather, condensation, direct sunlight, construction, and other causes during remainder of the construction period.
	C. Remove and replace panels that are wet, moisture damaged, and mold damaged.
	1. Indications that panels are wet or moisture damaged include, but are not limited to, discoloration, sagging, or irregular shape.
	2. Indications that panels are mold damaged include, but are not limited to, fuzzy or splotchy surface contamination and discoloration.




	099113 FL - EXTERIOR PAINTING - edited
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions apply to this Section.

	1.2 SUMMARY
	A. Section includes surface preparation and the application of paint systems on the following exterior substrates:
	1. Concrete.
	2. Fiber-cement board.
	3. Clay masonry.
	4. Concrete masonry units (CMUs).
	5. Steel and iron.
	6. Galvanized metal.
	7. Aluminum (not anodized or otherwise coated).
	8. Copper.
	9. Stainless steel.
	10. Wood.
	11. Fiberglass.
	12. Plastic.
	13. Portland cement plaster (stucco).
	14. Gypsum board.
	15. Cotton or canvas insulation covering.
	16. Bituminous-coated surfaces.


	1.3 DEFINITIONS
	A. MPI Gloss Level 1: Not more than five units at 60 degrees and 10 units at 85 degrees, according to ASTM D 523.
	B. MPI Gloss Level 3: 10 to 25 units at 60 degrees and 10 to 35 units at 85 degrees, according to ASTM D 523.
	C. MPI Gloss Level 4: 20 to 35 units at 60 degrees and not less than 35 units at 85 degrees, according to ASTM D 523.
	D. MPI Gloss Level 5: 35 to 70 units at 60 degrees, according to ASTM D 523.
	E. MPI Gloss Level 6: 70 to 85 units at 60 degrees, according to ASTM D 523.
	F. MPI Gloss Level 7: More than 85 units at 60 degrees, according to ASTM D 523.

	1.4 ACTION SUBMITTALS
	A. Product Data: For each type of product. Include preparation requirements and application instructions.
	1. Include printout of current "MPI Approved Products List" for each product category specified, with the proposed product highlighted.
	2. Indicate VOC content.

	B. Samples for Initial Selection: For each type of topcoat product.
	C. Samples for Verification: For each type of paint system and each color and gloss of topcoat.
	1. Submit Samples on rigid backing, 8 inches (200 mm) square.
	2. Apply coats on Samples in steps to show each coat required for system.
	3. Label each coat of each Sample.
	4. Label each Sample for location and application area.

	D. Product List: Cross-reference to paint system and locations of application areas. Use same designations indicated on Drawings and in schedules. Include color designations.

	1.5 MAINTENANCE MATERIAL SUBMITTALS
	A. Furnish extra materials, from the same product run, that match products installed and that are packaged with protective covering for storage and identified with labels describing contents.
	1. Paint: 5 percent, but not less than 1 gal. (3.8 L) of each material and color applied.


	1.6 QUALITY ASSURANCE
	A. Mockups: Apply mockups of each paint system indicated and each color and finish selected to verify preliminary selections made under Sample submittals and to demonstrate aesthetic effects and set quality standards for materials and execution.
	1. Architect will select one surface to represent surfaces and conditions for application of each paint system.
	a. Vertical and Horizontal Surfaces: Provide samples of at least 100 sq. ft. (9 sq. m).
	b. Other Items: Architect will designate items or areas required.

	2. Final approval of color selections will be based on mockups.
	a. If preliminary color selections are not approved, apply additional mockups of additional colors selected by Architect at no added cost to Owner.

	3. Approval of mockups does not constitute approval of deviations from the Contract Documents contained in mockups unless Architect specifically approves such deviations in writing.
	4. Subject to compliance with requirements, approved mockups may become part of the completed Work if undisturbed at time of Substantial Completion.


	1.7 DELIVERY, STORAGE, AND HANDLING
	A. Store materials not in use in tightly covered containers in well-ventilated areas with ambient temperatures continuously maintained at not less than 45 deg F (7 deg C).
	1. Maintain containers in clean condition, free of foreign materials and residue.
	2. Remove rags and waste from storage areas daily.


	1.8 FIELD CONDITIONS
	A. Apply paints only when temperature of surfaces to be painted and ambient air temperatures are between 50 and 95 deg F (10 and 35 deg C).
	B. Do not apply paints in snow, rain, fog, or mist; when relative humidity exceeds 85 percent; at temperatures less than 5 deg F (3 deg C) above the dew point; or to damp or wet surfaces.


	PART 2 -  PRODUCTS
	2.1 MANUFACTURERS
	A. Products: Subject to compliance with requirements, provide product listed in the Exterior Painting Schedule for the paint category indicated.

	2.2 PAINT, GENERAL
	A. MPI Standards: Products shall comply with MPI standards indicated and shall be listed in its "MPI Approved Products Lists."
	B. Material Compatibility:
	1. Materials for use within each paint system shall be compatible with one another and substrates indicated, under conditions of service and application as demonstrated by manufacturer, based on testing and field experience.
	2. For each coat in a paint system, products shall be recommended in writing by topcoat manufacturers for use in paint system and on substrate indicated.

	C. Colors: As indicated in a color schedule.

	2.3 SOURCE QUALITY CONTROL
	A. Testing of Paint Materials: Owner reserves the right to invoke the following procedure:
	1. Owner will engage the services of a qualified testing agency to sample paint materials. Contractor will be notified in advance and may be present when samples are taken. If paint materials have already been delivered to Project site, samples may be...
	2. Testing agency will perform tests for compliance with product requirements.
	3. Owner may direct Contractor to stop applying paints if test results show materials being used do not comply with product requirements. Contractor shall remove noncomplying paint materials from Project site, pay for testing, and repaint surfaces pai...



	PART 3 -  EXECUTION
	3.1 EXAMINATION
	A. Examine substrates and conditions, with Applicator present, for compliance with requirements for maximum moisture content and other conditions affecting performance of the Work.
	B. Maximum Moisture Content of Substrates: When measured with an electronic moisture meter as follows:
	1. Concrete: 12 percent.
	2. Fiber-Cement Board: 12 percent.
	3. Masonry (Clay and CMUs): 12 percent.
	4. Wood: 15 percent.
	5. Portland Cement Plaster: 12 percent.
	6. Gypsum Board: 12 percent.

	C. Portland Cement Plaster Substrates: Verify that plaster is fully cured.
	D. Exterior Gypsum Board Substrates: Verify that finishing compound is sanded smooth.
	E. Verify suitability of substrates, including surface conditions and compatibility, with existing finishes and primers.
	F. Proceed with coating application only after unsatisfactory conditions have been corrected.
	1. Application of coating indicates acceptance of surfaces and conditions.


	3.2 PREPARATION
	A. Comply with manufacturer's written instructions and recommendations in "MPI Architectural Painting Specification Manual" applicable to substrates and paint systems indicated.
	B. Remove hardware, covers, plates, and similar items already in place that are removable and are not to be painted. If removal is impractical or impossible because of size or weight of item, provide surface-applied protection before surface preparati...
	1. After completing painting operations, use workers skilled in the trades involved to reinstall items that were removed. Remove surface-applied protection.

	C. Clean substrates of substances that could impair bond of paints, including dust, dirt, oil, grease, and incompatible paints and encapsulants.
	1. Remove incompatible primers and reprime substrate with compatible primers or apply tie coat as required to produce paint systems indicated.

	D. Concrete Substrates: Remove release agents, curing compounds, efflorescence, and chalk. Do not paint surfaces if moisture content or alkalinity of surfaces to be painted exceeds that permitted in manufacturer's written instructions.
	E. Masonry Substrates: Remove efflorescence and chalk. Do not paint surfaces if moisture content or alkalinity of surfaces or mortar joints exceeds that permitted in manufacturer's written instructions.
	F. Steel Substrates: Remove rust, loose mill scale, and shop primer if any. Clean using methods recommended in writing by paint manufacturer.
	G. Shop-Primed Steel Substrates: Clean field welds, bolted connections, and areas where shop paint is abraded. Paint exposed areas with the same material as used for shop priming to comply with SSPC-PA 1 for touching up shop-primed surfaces.
	H. Galvanized-Metal Substrates: Remove grease and oil residue from galvanized sheet metal by mechanical methods to produce clean, lightly etched surfaces that promote adhesion of subsequently applied paints.
	I. Aluminum Substrates: Remove loose surface oxidation.
	J. Wood Substrates:
	1. Scrape and clean knots. Before applying primer, apply coat of knot sealer recommended in writing by topcoat manufacturer for exterior use in paint system indicated.
	2. Sand surfaces that will be exposed to view, and dust off.
	3. Prime edges, ends, faces, undersides, and backsides of wood.
	4. After priming, fill holes and imperfections in the finish surfaces with putty or plastic wood filler. Sand smooth when dried.

	K. Plastic Trim Fabrication Substrates: Remove dust, dirt, and other foreign material that might impair bond of paints to substrates.

	3.3 APPLICATION
	A. Apply paints according to manufacturer's written instructions and recommendations in "MPI Architectural Painting Specification Manual."
	1. Use applicators and techniques suited for paint and substrate indicated.
	2. Paint surfaces behind movable items same as similar exposed surfaces. Before final installation, paint surfaces behind permanently fixed items with prime coat only.
	3. Paint both sides and edges of exterior doors and entire exposed surface of exterior door frames.
	4. Paint entire exposed surface of window frames and sashes.
	5. Do not paint over labels of independent testing agencies or equipment name, identification, performance rating, or nomenclature plates.
	6. Primers specified in painting schedules may be omitted on items that are factory primed or factory finished if acceptable to topcoat manufacturers.

	B. Tint undercoats same color as topcoat, but tint each undercoat a lighter shade to facilitate identification of each coat if multiple coats of same material are to be applied. Provide sufficient difference in shade of undercoats to distinguish each ...
	C. If undercoats or other conditions show through topcoat, apply additional coats until cured film has a uniform paint finish, color, and appearance.
	D. Apply paints to produce surface films without cloudiness, spotting, holidays, laps, brush marks, roller tracking, runs, sags, ropiness, or other surface imperfections. Cut in sharp lines and color breaks.

	3.4 FIELD QUALITY CONTROL
	A. Dry Film Thickness Testing: Owner may engage the services of a qualified testing and inspecting agency to inspect and test paint for dry film thickness.
	1. Contractor shall touch up and restore painted surfaces damaged by testing.
	2. If test results show that dry film thickness of applied paint does not comply with paint manufacturer's written recommendations, Contractor shall pay for testing and apply additional coats as needed to provide dry film thickness that complies with ...


	3.5 CLEANING AND PROTECTION
	A. At end of each workday, remove rubbish, empty cans, rags, and other discarded materials from Project site.
	B. After completing paint application, clean spattered surfaces. Remove spattered paints by washing, scraping, or other methods. Do not scratch or damage adjacent finished surfaces.
	C. Protect work of other trades against damage from paint application. Correct damage to work of other trades by cleaning, repairing, replacing, and refinishing, as approved by Architect, and leave in an undamaged condition.
	D. At completion of construction activities of other trades, touch up and restore damaged or defaced painted surfaces.



	099600 FL - HIGH-PERFORMANCE COATINGS - edited
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions apply to this Section.

	1.2 SUMMARY
	A. Section includes surface preparation and the application of high-performance coating systems on the following substrates:
	1. Exterior Substrates:
	a. Steel.
	b. Galvanized metal.
	c. Aluminum (not anodized or otherwise coated).
	d. Copper.
	e. Stainless steel.


	B. Related Requirements:
	1. Section 099113 "Exterior Painting" for general field painting.


	1.3 DEFINITIONS
	A. MPI Gloss Level 5: 35 to 70 units at 60 degrees, according to ASTM D 523.
	B. MPI Gloss Level 6: 70 to 85 units at 60 degrees, according to ASTM D 523.
	C. MPI Gloss Level 7: More than 85 units at 60 degrees, according to ASTM D 523.

	1.4 ACTION SUBMITTALS
	A. Product Data: For each type of product. Include preparation requirements and application instructions.
	1. Include printout of current "MPI Approved Products List" for each product category specified, with the proposed product highlighted.
	2. Indicate VOC content.

	B. Samples for Initial Selection: For each type of topcoat product indicated.
	C. Samples for Verification: For each type of coating system and each color and gloss of topcoat indicated.
	1. Submit Samples on rigid backing, 8 inches (200 mm) square.
	2. Apply coats on Samples in steps to show each coat required for system.
	3. Label each coat of each Sample.
	4. Label each Sample for location and application area.

	D. Product List: Cross-reference to coating system and locations of application areas. Use same designations indicated on Drawings and in schedules. Include color designations.

	1.5 MAINTENANCE MATERIAL SUBMITTALS
	A. Furnish extra materials, from the same product run, that match products installed and that are packaged with protective covering for storage and identified with labels describing contents.
	1. Coatings: 5 percent, but not less than 1 gal. (3.8 L) of each material and color applied.


	1.6 QUALITY ASSURANCE
	A. Mockups: Apply mockups of each coating system indicated to verify preliminary selections made under Sample submittals and to demonstrate aesthetic effects and set quality standards for materials and execution.
	1. Architect will select one surface to represent surfaces and conditions for application of each coating system.
	a. Wall and Ceiling Surfaces: Provide samples of at least 100 sq. ft. (9 sq. m).
	b. Other Items: Architect will designate items or areas required.

	2. Final approval of color selections will be based on mockups.
	a. If preliminary color selections are not approved, apply additional mockups of additional colors selected by Architect at no added cost to Owner.

	3. Approval of mockups does not constitute approval of deviations from the Contract Documents contained in mockups unless Architect specifically approves such deviations in writing.
	4. Subject to compliance with requirements, approved mockups may become part of the completed Work if undisturbed at time of Substantial Completion.


	1.7 DELIVERY, STORAGE, AND HANDLING
	A. Store materials not in use in tightly covered containers in well-ventilated areas with ambient temperatures continuously maintained at not less than 45 deg F (7 deg C).
	1. Maintain containers in clean condition, free of foreign materials and residue.
	2. Remove rags and waste from storage areas daily.


	1.8 FIELD CONDITIONS
	A. Apply coatings only when temperature of surfaces to be coated and ambient air temperatures are between 50 and 95 deg F (10 and 35 deg C).
	B. Do not apply coatings when relative humidity exceeds 85 percent; at temperatures less than 5 deg F (3 deg C) above the dew point; or to damp or wet surfaces.
	C. Do not apply exterior coatings in snow, rain, fog, or mist.


	PART 2 -  PRODUCTS
	2.1 MANUFACTURERS
	A. Products: See Product Data Sheets..

	2.2 HIGH-PERFORMANCE COATINGS, GENERAL
	A. MPI Standards: Products shall comply with MPI standards indicated and shall be listed in its "MPI Approved Products Lists."
	B. Material Compatibility:
	1. Materials for use within each paint system shall be compatible with one another and substrates indicated, under conditions of service and application as demonstrated by manufacturer, based on testing and field experience.
	2. For each coat in a paint system, products shall be recommended in writing by topcoat manufacturers for use in paint system and on substrate indicated.
	3. Products shall be of same manufacturer for each coat in a coating system.

	C. Colors: Provide City Staff with requested samples for choosing color.

	2.3 SOURCE QUALITY CONTROL
	A. Testing of Coating Materials: Owner reserves the right to invoke the following procedure:
	1. Owner will engage the services of a qualified testing agency to sample coating materials. Contractor will be notified in advance and may be present when samples are taken. If coating materials have already been delivered to Project site, samples ma...
	2. Testing agency will perform tests for compliance with product requirements.
	3. Owner may direct Contractor to stop applying coatings if test results show materials being used do not comply with product requirements. Contractor shall remove noncomplying coating materials from Project site, pay for testing, and recoat surfaces ...



	PART 3 -  EXECUTION
	3.1 EXAMINATION
	A. Examine substrates and conditions, with Applicator present, for compliance with requirements for maximum moisture content and other conditions affecting performance of the Work.
	B. Verify suitability of substrates, including surface conditions and compatibility, with existing finishes and primers.
	C. Proceed with coating application only after unsatisfactory conditions have been corrected.
	1. Application of coating indicates acceptance of surfaces and conditions.


	3.2 PREPARATION
	A. Comply with manufacturer's written instructions and recommendations in "MPI Architectural Painting Specification Manual" applicable to substrates and coating systems indicated.
	B. Remove hardware, covers, plates, and similar items already in place that are removable and are not to be painted. If removal is impractical or impossible because of size or weight of item, provide surface-applied protection before surface preparati...
	1. After completing painting operations, use workers skilled in the trades involved to reinstall items that were removed. Remove surface-applied protection if any.

	C. Clean substrates of substances that could impair bond of coatings, including dust, dirt, oil, grease, and incompatible paints and encapsulants.
	1. Remove incompatible primers and reprime substrate with compatible primers or apply tie coat as required to produce coating systems indicated.

	D. Steel Substrates: Remove rust, loose mill scale, and shop primer if any. Clean using methods recommended in writing by paint manufacturer but not less than the following:
	1. SSPC-SP 7/NACE No. 4.
	2. SSPC-SP 11.
	3. SSPC-SP 6/NACE No. 3.
	4. SSPC-SP 10/NACE No. 2.
	5. SSPC-SP 5/NACE No. 1.

	E. Shop-Primed Steel Substrates: Clean field welds, bolted connections, and areas where shop paint is abraded. Paint exposed areas with the same material as used for shop priming to comply with SSPC-PA 1 for touching up shop-primed surfaces.
	F. Galvanized-Metal Substrates: Remove grease and oil residue from galvanized sheet metal by mechanical methods to produce clean, lightly etched surfaces that promote adhesion of subsequently applied coatings.
	G. Aluminum Substrates: Remove loose surface oxidation.

	3.3 APPLICATION
	A. Apply high-performance coatings according to manufacturer's written instructions and recommendations in "MPI Architectural Painting Specification Manual."
	1. Use applicators and techniques suited for coating and substrate indicated.
	2. Coat surfaces behind movable equipment and furniture same as similar exposed surfaces. Before final installation, coat surfaces behind permanently fixed equipment or furniture with prime coat only.
	3. Coat backsides of access panels, removable or hinged covers, and similar hinged items to match exposed surfaces.
	4. Do not apply coatings over labels of independent testing agencies or equipment name, identification, performance rating, or nomenclature plates.

	B. Tint each undercoat a lighter shade to facilitate identification of each coat if multiple coats of the same material are to be applied. Tint undercoats to match color of finish coat, but provide sufficient difference in shade of undercoats to disti...
	C. If undercoats or other conditions show through final coat, apply additional coats until cured film has a uniform coating finish, color, and appearance.
	D. Apply coatings to produce surface films without cloudiness, spotting, holidays, laps, brush marks, runs, sags, ropiness, or other surface imperfections. Produce sharp glass lines and color breaks.

	3.4 FIELD QUALITY CONTROL
	A. Dry Film Thickness Testing: Owner may engage the services of a qualified testing and inspecting agency to inspect and test coatings for dry film thickness.
	1. Contractor shall touch up and restore coated surfaces damaged by testing.
	2. If test results show that dry film thickness of applied coating does not comply with coating manufacturer's written recommendations, Contractor shall pay for testing and apply additional coats as needed to provide dry film thickness that complies w...


	3.5 CLEANING AND PROTECTION
	A. At end of each workday, remove rubbish, empty cans, rags, and other discarded materials from Project site.
	B. After completing coating application, clean spattered surfaces. Remove spattered coatings by washing, scraping, or other methods. Do not scratch or damage adjacent finished surfaces.
	C. Protect work of other trades against damage from coating operation. Correct damage to work of other trades by cleaning, repairing, replacing, and recoating, as approved by Architect, and leave in an undamaged condition.
	D. At completion of construction activities of other trades, touch up and restore damaged or defaced coated surfaces.

	3.6 EXTERIOR HIGH-PERFORMANCE COATING SCHEDULE
	A. See product data.



	220529 FL - HANGERS AND SUPPORTS FOR PLUMBING PIPING AND EQUIPMENT - edited
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions apply to this Section.

	1.2 SUMMARY
	A. Section Includes:
	1. Metal pipe hangers and supports.
	2. Trapeze pipe hangers.
	3. Fiberglass pipe hangers.
	4. Metal framing systems.
	5. Fiberglass strut systems.
	6. Thermal-hanger shield inserts.
	7. Fastener systems.
	8. Pipe stands.
	9. Pipe positioning systems.
	10. Equipment supports.


	1.1
	1.1
	1.3 DEFINITIONS
	A. MSS: Manufacturers Standardization Society of The Valve and Fittings Industry Inc.

	1.4 PERFORMANCE REQUIREMENTS
	A. Delegated Design: Design trapeze pipe hangers and equipment supports, including comprehensive engineering analysis by a qualified professional engineer, using performance requirements and design criteria indicated.
	B. Structural Performance: Hangers and supports for plumbing piping and equipment shall withstand the effects of gravity loads and stresses within limits and under conditions indicated according to ASCE/SEI 7.
	1. Design supports for multiple pipes, including pipe stands, capable of supporting combined weight of supported systems, system contents, and test water.
	2. Design equipment supports capable of supporting combined operating weight of supported equipment and connected systems and components.


	1.5 ACTION SUBMITTALS
	A. Product Data: For each type of product indicated.
	B. Shop Drawings: Signed and sealed by a qualified professional engineer. Show fabrication and installation details and include calculations for the following; include Product Data for components:
	1. Trapeze pipe hangers.
	2. Metal framing systems.
	3. Fiberglass strut systems.
	4. Pipe stands.
	5. Equipment supports.

	C. Delegated-Design Submittal: For trapeze hangers indicated to comply with performance requirements and design criteria, including analysis data signed and sealed by the qualified professional engineer responsible for their preparation.
	1. Detail fabrication and assembly of trapeze hangers.
	2. Design Calculations: Calculate requirements for designing trapeze hangers.


	1.6 INFORMATIONAL SUBMITTALS
	A. Welding certificates.

	1.7 QUALITY ASSURANCE
	A. Structural Steel Welding Qualifications: Qualify procedures and personnel according to AWS D1.1/D1.1M, "Structural Welding Code - Steel."
	B. Pipe Welding Qualifications: Qualify procedures and operators according to ASME Boiler and Pressure Vessel Code.


	PART 2 -  PRODUCTS
	2.1 METAL PIPE HANGERS AND SUPPORTS
	A. Stainless-Steel Pipe Hangers and Supports:
	1. Description: MSS SP-58, Types 1 through 58, factory-fabricated components.
	2. Padded Hangers: Hanger with fiberglass or other pipe insulation pad or cushion to support bearing surface of piping.
	3. Hanger Rods: Continuous-thread rod, nuts, and washer made of stainless steel.

	B. Copper Pipe Hangers:
	1. Description: MSS SP-58, Types 1 through 58, copper-coated-steel, factory-fabricated components.
	2. Hanger Rods: Continuous-thread rod, nuts, and washer made of copper-coated steel  orstainless steel.


	2.2 TRAPEZE PIPE HANGERS
	A. Description: MSS SP-69, Type 59, shop- or field-fabricated pipe-support assembly made from structural carbon-steel shapes with MSS SP-58 carbon-steel hanger rods, nuts, saddles, and U-bolts.

	2.3 FIBERGLASS PIPE HANGERS
	A. Clevis-Type, Fiberglass Pipe Hangers:
	1. Description: Similar to MSS SP-58, Type 1, steel pipe hanger except hanger is made of fiberglass or fiberglass-reinforced resin.
	2. Hanger Rods: Continuous-thread rod, washer, and nuts made of stainless steel.

	B. Strap-Type, Fiberglass Pipe Hangers:
	1. Description: Similar to MSS SP-58, Type 9 or Type 10, steel pipe hanger except hanger is made of fiberglass-reinforced resin.
	2. Hanger Rod and Fittings: Continuous-thread rod, washer, and nuts made of stainless steel.


	2.4 METAL FRAMING SYSTEMS
	A. MFMA Manufacturer Metal Framing Systems:
	1. Description: Shop- or field-fabricated pipe-support assembly for supporting multiple parallel pipes.
	2. Standard: MFMA-4.
	3. Channels: Continuous slotted steel channel with inturned lips.
	4. Channel Nuts: Formed or stamped steel nuts or other devices designed to fit into channel slot and, when tightened, prevent slipping along channel.
	5. Hanger Rods: Continuous-thread rod, nuts, and washer made of stainless steel.
	6. Metallic Coating: In-line, hot galvanized.
	7. Plastic Coating: PVC.

	B. Non-MFMA Manufacturer Metal Framing Systems:
	1. Description: Shop- or field-fabricated pipe-support assembly made of steel channels, accessories, fittings, and other components for supporting multiple parallel pipes.
	2. Standard: Comply with MFMA-4.
	3. Channels: Continuous slotted steel channel with inturned lips.
	4. Channel Nuts: Formed or stamped steel nuts or other devices designed to fit into channel slot and, when tightened, prevent slipping along channel.
	5. Hanger Rods: Continuous-thread rod, nuts, and washer made of stainless steel.
	6. Coating: PVC.


	2.5 FIBERGLASS STRUT SYSTEMS
	A. Description: Shop- or field-fabricated pipe-support assembly similar to MFMA-4 for supporting multiple parallel pipes.
	1. Channels: Continuous slotted fiberglass channel with inturned lips.
	2. Channel Nuts: Fiberglass nuts or other devices designed to fit into channel slot and, when tightened, prevent slipping along channel.
	3. Hanger Rods: Continuous-thread rod, nuts, and washer made of stainless steel.


	2.6 THERMAL-HANGER SHIELD INSERTS
	A. Insulation-Insert Material for Cold Piping: ASTM C 591, Type VI, Grade 1 polyisocyanurate with 125-psig (862-kPa) minimum compressive strength and vapor barrier.
	B. Insulation-Insert Material for Hot Piping: ASTM C 591, Type VI, Grade 1 polyisocyanurate with 125-psig (862-kPa) minimum compressive strength.
	C. For Trapeze or Clamped Systems: Insert and shield shall cover entire circumference of pipe.
	D. For Clevis or Band Hangers: Insert and shield shall cover lower 180 degrees of pipe.
	E. Insert Length: Extend 2 inches (50 mm) beyond sheet metal shield for piping operating below ambient air temperature.

	2.7 FASTENER SYSTEMS
	A. Powder-Actuated Fasteners: Threaded-steel stud, for use in hardened portland cement concrete with pull-out, tension, and shear capacities appropriate for supported loads and building materials where used.
	B. Mechanical-Expansion Anchors: Insert-wedge-type, stainless- steel anchors, for use in hardened portland cement concrete; with pull-out, tension, and shear capacities appropriate for supported loads and building materials where used.

	2.8 PIPE STANDS
	A. General Requirements for Pipe Stands: Shop- or field-fabricated assemblies made of manufactured corrosion-resistant components to support roof-mounted piping.
	B. Compact Pipe Stand: One-piece plastic unit with integral-rod roller, pipe clamps, or V-shaped cradle to support pipe, for roof installation without membrane penetration.
	C. Low-Type, Single-Pipe Stand: One-piece stainless-steel base unit with plastic roller, for roof installation without membrane penetration.
	D. High-Type, Single-Pipe Stand:
	1. Description: Assembly of base, vertical and horizontal members, and pipe support, for roof installation without membrane penetration.
	2. Base: Stainless steel.
	3. Vertical Members: Two or more cadmium-plated-steel or stainless-steel, continuous-thread rods.
	4. Horizontal Member: Cadmium-plated-steel or stainless-steel rod with plastic or stainless-steel, roller-type pipe support.

	E. High-Type, Multiple-Pipe Stand:
	1. Description: Assembly of bases, vertical and horizontal members, and pipe supports, for roof installation without membrane penetration.
	2. Bases: One or more; plastic.
	3. Vertical Members: Two or more protective-coated-steel channels.
	4. Horizontal Member: Protective-coated-steel channel.
	5. Pipe Supports: Galvanized-steel, clevis-type pipe hangers.

	F. Curb-Mounting-Type Pipe Stands: Shop- or field-fabricated pipe supports made from structural-steel shapes, continuous-thread rods, and rollers, for mounting on permanent stationary roof curb.

	2.9 PIPE POSITIONING SYSTEMS
	A. Description: IAPMO PS 42, positioning system of metal brackets, clips, and straps for positioning piping in pipe spaces; for plumbing fixtures in commercial applications.

	2.10 EQUIPMENT SUPPORTS
	A. Description: Welded, shop- or field-fabricated equipment support made from structural carbon-steel shapes.

	2.11 MISCELLANEOUS MATERIALS
	A. Structural Steel: ASTM A 36/A 36M, carbon-steel plates, shapes, and bars; black and galvanized.
	B. Grout: ASTM C 1107, factory-mixed and -packaged, dry, hydraulic-cement, nonshrink and nonmetallic grout; suitable for interior and exterior applications.
	1. Properties: Nonstaining, noncorrosive, and nongaseous.
	2. Design Mix: 5000-psi (34.5-MPa), 28-day compressive strength.



	PART 3 -  EXECUTION
	3.1 HANGER AND SUPPORT INSTALLATION
	A. Metal Pipe-Hanger Installation: Comply with MSS SP-69 and MSS SP-89. Install hangers, supports, clamps, and attachments as required to properly support piping from the building structure.
	B. Metal Trapeze Pipe-Hanger Installation: Comply with MSS SP-69 and MSS SP-89. Arrange for grouping of parallel runs of horizontal piping, and support together on field-fabricated trapeze pipe hangers.
	1. Pipes of Various Sizes: Support together and space trapezes for smallest pipe size or install intermediate supports for smaller diameter pipes as specified for individual pipe hangers.
	2. Field fabricate from ASTM A 36/A 36M, carbon-steel shapes selected for loads being supported. Weld steel according to AWS D1.1/D1.1M.

	C. Fiberglass Pipe-Hanger Installation: Comply with applicable portions of MSS SP-69 and MSS SP-89. Install hangers and attachments as required to properly support piping from building structure.
	D. Metal Framing System Installation: Arrange for grouping of parallel runs of piping, and support together on field-assembled metal framing systems.
	E. Fiberglass Strut System Installation: Arrange for grouping of parallel runs of piping, and support together on field-assembled fiberglass struts.
	F. Thermal-Hanger Shield Installation: Install in pipe hanger or shield for insulated piping.
	G. Fastener System Installation:
	1. Install powder-actuated fasteners for use in lightweight concrete or concrete slabs less than 4 inches (100 mm) thick in concrete after concrete is placed and completely cured. Use operators that are licensed by powder-actuated tool manufacturer. I...
	2. Install mechanical-expansion anchors in concrete after concrete is placed and completely cured. Install fasteners according to manufacturer's written instructions.

	H. Pipe Stand Installation:
	1. Pipe Stand Types except Curb-Mounted Type: Assemble components and mount on smooth roof surface. Do not penetrate roof membrane.
	2. Curb-Mounted-Type Pipe Stands: Assemble components or fabricate pipe stand and mount on permanent, stationary roof curb. See Section 077200 "Roof Accessories" for curbs.

	I. Pipe Positioning-System Installation: Install support devices to make rigid supply and waste piping connections to each plumbing fixture.
	J. Install hangers and supports complete with necessary attachments, inserts, bolts, rods, nuts, washers, and other accessories.
	K. Equipment Support Installation: Fabricate from welded-structural-steel shapes.
	L. Install hangers and supports to allow controlled thermal and seismic movement of piping systems, to permit freedom of movement between pipe anchors, and to facilitate action of expansion joints, expansion loops, expansion bends, and similar units.
	M. Install lateral bracing with pipe hangers and supports to prevent swaying.
	N. Install building attachments within concrete slabs or attach to structural steel. Install additional attachments at concentrated loads, including valves, flanges, and strainers, NPS 2-1/2 (DN 65) and larger and at changes in direction of piping. In...
	O. Load Distribution: Install hangers and supports so that piping live and dead loads and stresses from movement will not be transmitted to connected equipment.
	P. Pipe Slopes: Install hangers and supports to provide indicated pipe slopes and to not exceed maximum pipe deflections allowed by ASME B31.9 for building services piping.
	Q. Insulated Piping:
	1. Attach clamps and spacers to piping.
	a. Piping Operating above Ambient Air Temperature: Clamp may project through insulation.
	b. Piping Operating below Ambient Air Temperature: Use thermal-hanger shield insert with clamp sized to match OD of insert.
	c. Do not exceed pipe stress limits allowed by ASME B31.9 for building services piping.

	2. Install MSS SP-58, Type 39, protection saddles if insulation without vapor barrier is indicated. Fill interior voids with insulation that matches adjoining insulation.
	a. Option: Thermal-hanger shield inserts may be used. Include steel weight-distribution plate for pipe NPS 4 (DN 100) and larger if pipe is installed on rollers.

	3. Install MSS SP-58, Type 40, protective shields on cold piping with vapor barrier. Shields shall span an arc of 180 degrees.
	a. Option: Thermal-hanger shield inserts may be used. Include steel weight-distribution plate for pipe NPS 4 (DN 100) and larger if pipe is installed on rollers.

	4. Shield Dimensions for Pipe: Not less than the following:
	a. NPS 1/4 to NPS 3-1/2 (DN 8 to DN 90): 12 inches (305 mm) long and 0.048 inch (1.22 mm) thick.
	b. NPS 4 (DN 100): 12 inches (305 mm) long and 0.06 inch (1.52 mm) thick.
	c. NPS 5 and NPS 6 (DN 125 and DN 150): 18 inches (457 mm) long and 0.06 inch (1.52 mm) thick.
	d. NPS 8 to NPS 14 (DN 200 to DN 350): 24 inches (610 mm) long and 0.075 inch (1.91 mm) thick.
	e. NPS 16 to NPS 24 (DN 400 to DN 600): 24 inches (610 mm) long and 0.105 inch (2.67 mm) thick.

	5. Pipes NPS 8 (DN 200) and Larger: Include wood or reinforced calcium-silicate-insulation inserts of length at least as long as protective shield.
	6. Thermal-Hanger Shields: Install with insulation same thickness as piping insulation.


	3.2 EQUIPMENT SUPPORTS
	A. Fabricate structural-steel stands to suspend equipment from structure overhead or to support equipment above floor.
	B. Grouting: Place grout under supports for equipment and make bearing surface smooth.
	C. Provide lateral bracing, to prevent swaying, for equipment supports.

	3.3 METAL FABRICATIONS
	A. Cut, drill, and fit miscellaneous metal fabrications for trapeze pipe hangers and equipment supports.
	B. Fit exposed connections together to form hairline joints. Field weld connections that cannot be shop welded because of shipping size limitations.
	C. Field Welding: Comply with AWS D1.1/D1.1M procedures for shielded, metal arc welding; appearance and quality of welds; and methods used in correcting welding work; and with the following:
	1. Use materials and methods that minimize distortion and develop strength and corrosion resistance of base metals.
	2. Obtain fusion without undercut or overlap.
	3. Remove welding flux immediately.
	4. Finish welds at exposed connections so no roughness shows after finishing and so contours of welded surfaces match adjacent contours.


	3.4 ADJUSTING
	A. Hanger Adjustments: Adjust hangers to distribute loads equally on attachments and to achieve indicated slope of pipe.
	B. Trim excess length of continuous-thread hanger and support rods to 1-1/2 inches (40 mm).

	3.5 PAINTING
	A. Touchup: Clean field welds and abraded areas of shop paint. Paint exposed areas immediately after erecting hangers and supports. Use same materials as used for shop painting. Comply with SSPC-PA 1 requirements for touching up field-painted surfaces.
	1. Apply paint by brush or spray to provide a minimum dry film thickness of 2.0 mils (0.05 mm).

	B. Touchup: Cleaning and touchup painting of field welds, bolted connections, and abraded areas of shop paint on miscellaneous metal are specified in Section 099113 "Exterior Painting." Section 099600 "High-Performance Coatings."
	C. Galvanized Surfaces: Clean welds, bolted connections, and abraded areas and apply galvanizing-repair paint to comply with ASTM A 780.

	3.6 HANGER AND SUPPORT SCHEDULE
	A. Specific hanger and support requirements are in Sections specifying piping systems and equipment.
	B. Comply with MSS SP-69 for pipe-hanger selections and applications that are not specified in piping system Sections.
	C. Use hangers and supports with galvanized metallic coatings for piping and equipment that will not have field-applied finish.
	D. Use nonmetallic coatings on attachments for electrolytic protection where attachments are in direct contact with copper tubing.
	E. Use stainless-steel pipe hangers, fiberglass pipe hangers or fiberglass strut systems and stainless-steel or corrosion-resistant attachments for all applications.
	F. Use copper-plated pipe hangers and stainless-steel attachments for copper piping and tubing.
	G. Use padded hangers for piping that is subject to scratching.
	H. Use thermal-hanger shield inserts for insulated piping and tubing.
	I. Horizontal-Piping Hangers and Supports: Unless otherwise indicated and except as specified in piping system Sections, install the following types:
	1. Adjustable, Steel Clevis Hangers (MSS Type 1): For suspension of noninsulated or insulated, stationary pipes NPS 1/2 to NPS 30 (DN 15 to DN 750).
	2. Yoke-Type Pipe Clamps (MSS Type 2): For suspension of up to 1050 deg F (566 deg C), pipes NPS 4 to NPS 24 (DN 100 to DN 600), requiring up to 4 inches (100 mm) of insulation.
	3. Carbon- or Alloy-Steel, Double-Bolt Pipe Clamps (MSS Type 3): For suspension of pipes NPS 3/4 to NPS 36 (DN 20 to DN 900), requiring clamp flexibility and up to 4 inches (100 mm) of insulation.
	4. Steel Pipe Clamps (MSS Type 4): For suspension of cold and hot pipes NPS 1/2 to NPS 24 (DN 15 to DN 600) if little or no insulation is required.
	5. Pipe Hangers (MSS Type 5): For suspension of pipes NPS 1/2 to NPS 4 (DN 15 to DN 100), to allow off-center closure for hanger installation before pipe erection.
	6. Adjustable, Swivel Split- or Solid-Ring Hangers (MSS Type 6): For suspension of noninsulated, stationary pipes NPS 3/4 to NPS 8 (DN 20 to DN 200).
	7. Adjustable, Steel Band Hangers (MSS Type 7): For suspension of noninsulated, stationary pipes NPS 1/2 to NPS 8 (DN 15 to DN 200).
	8. Adjustable Band Hangers (MSS Type 9): For suspension of noninsulated, stationary pipes NPS 1/2 to NPS 8 (DN 15 to DN 200).
	9. Adjustable, Swivel-Ring Band Hangers (MSS Type 10): For suspension of noninsulated, stationary pipes NPS 1/2 to NPS 8 (DN 15 to DN 200).
	10. Split Pipe Ring with or without Turnbuckle Hangers (MSS Type 11): For suspension of noninsulated, stationary pipes NPS 3/8 to NPS 8 (DN 10 to DN 200).
	11. Extension Hinged or Two-Bolt Split Pipe Clamps (MSS Type 12): For suspension of noninsulated, stationary pipes NPS 3/8 to NPS 3 (DN 10 to DN 80).
	12. U-Bolts (MSS Type 24): For support of heavy pipes NPS 1/2 to NPS 30 (DN 15 to DN 750).
	13. Clips (MSS Type 26): For support of insulated pipes not subject to expansion or contraction.
	14. Pipe Saddle Supports (MSS Type 36): For support of pipes NPS 4 to NPS 36 (DN 100 to DN 900), with steel-pipe base stanchion support and cast-iron floor flange or carbon-steel plate.
	15. Pipe Stanchion Saddles (MSS Type 37): For support of pipes NPS 4 to NPS 36 (DN 100 to DN 900), with steel-pipe base stanchion support and cast-iron floor flange or carbon-steel plate, and with U-bolt to retain pipe.
	16. Adjustable Pipe Saddle Supports (MSS Type 38): For stanchion-type support for pipes NPS 2-1/2 to NPS 36 (DN 65 to DN 900) if vertical adjustment is required, with steel-pipe base stanchion support and cast-iron floor flange.
	17. Single-Pipe Rolls (MSS Type 41): For suspension of pipes NPS 1 to NPS 30 (DN 25 to DN 750), from two rods if longitudinal movement caused by expansion and contraction might occur.
	18. Adjustable Roller Hangers (MSS Type 43): For suspension of pipes NPS 2-1/2 to NPS 24 (DN 65 to DN 600), from single rod if horizontal movement caused by expansion and contraction might occur.
	19. Complete Pipe Rolls (MSS Type 44): For support of pipes NPS 2 to NPS 42 (DN 50 to DN 1050) if longitudinal movement caused by expansion and contraction might occur but vertical adjustment is not necessary.
	20. Pipe Roll and Plate Units (MSS Type 45): For support of pipes NPS 2 to NPS 24 (DN 50 to DN 600) if small horizontal movement caused by expansion and contraction might occur and vertical adjustment is not necessary.
	21. Adjustable Pipe Roll and Base Units (MSS Type 46): For support of pipes NPS 2 to NPS 30 (DN 50 to DN 750) if vertical and lateral adjustment during installation might be required in addition to expansion and contraction.

	J. Vertical-Piping Clamps: Unless otherwise indicated and except as specified in piping system Sections, install the following types:
	1. Extension Pipe or Riser Clamps (MSS Type 8): For support of pipe risers NPS 3/4 to NPS 24 (DN 24 to DN 600).
	2. Carbon- or Alloy-Steel Riser Clamps (MSS Type 42): For support of pipe risers NPS 3/4 to NPS 24 (DN 20 to DN 600) if longer ends are required for riser clamps.

	K. Hanger-Rod Attachments: Unless otherwise indicated and except as specified in piping system Sections, install the following types:
	1. Steel Turnbuckles (MSS Type 13): For adjustment up to 6 inches (150 mm) for heavy loads.
	2. Steel Clevises (MSS Type 14): For 120 to 450 deg F (49 to 232 deg C) piping installations.
	3. Swivel Turnbuckles (MSS Type 15): For use with MSS Type 11, split pipe rings.
	4. Malleable-Iron Sockets (MSS Type 16): For attaching hanger rods to various types of building attachments.
	5. Steel Weldless Eye Nuts (MSS Type 17): For 120 to 450 deg F (49 to 232 deg C) piping installations.

	L. Building Attachments: Unless otherwise indicated and except as specified in piping system Sections, install the following types:
	1. Steel or Malleable Concrete Inserts (MSS Type 18): For upper attachment to suspend pipe hangers from concrete ceiling.
	2. Top-Beam C-Clamps (MSS Type 19): For use under roof installations with bar-joist construction, to attach to top flange of structural shape.
	3. Side-Beam or Channel Clamps (MSS Type 20): For attaching to bottom flange of beams, channels, or angles.
	4. Center-Beam Clamps (MSS Type 21): For attaching to center of bottom flange of beams.
	5. Welded Beam Attachments (MSS Type 22): For attaching to bottom of beams if loads are considerable and rod sizes are large.
	6. C-Clamps (MSS Type 23): For structural shapes.
	7. Top-Beam Clamps (MSS Type 25): For top of beams if hanger rod is required tangent to flange edge.
	8. Side-Beam Clamps (MSS Type 27): For bottom of steel I-beams.
	9. Steel-Beam Clamps with Eye Nuts (MSS Type 28): For attaching to bottom of steel I-beams for heavy loads.
	10. Linked-Steel Clamps with Eye Nuts (MSS Type 29): For attaching to bottom of steel I-beams for heavy loads, with link extensions.
	11. Malleable-Beam Clamps with Extension Pieces (MSS Type 30): For attaching to structural steel.
	12. Welded-Steel Brackets: For support of pipes from below or for suspending from above by using clip and rod. Use one of the following for indicated loads:
	a. Light (MSS Type 31): 750 lb (340 kg).
	b. Medium (MSS Type 32): 1500 lb (680 kg).
	c. Heavy (MSS Type 33): 3000 lb (1360 kg).

	13. Side-Beam Brackets (MSS Type 34): For sides of steel or wooden beams.
	14. Plate Lugs (MSS Type 57): For attaching to steel beams if flexibility at beam is required.
	15. Horizontal Travelers (MSS Type 58): For supporting piping systems subject to linear horizontal movement where headroom is limited.

	M. Saddles and Shields: Unless otherwise indicated and except as specified in piping system Sections, install the following types:
	1. Steel-Pipe-Covering Protection Saddles (MSS Type 39): To fill interior voids with insulation that matches adjoining insulation.
	2. Protection Shields (MSS Type 40): Of length recommended in writing by manufacturer to prevent crushing insulation.
	3. Thermal-Hanger Shield Inserts: For supporting insulated pipe.

	N. Spring Hangers and Supports: Unless otherwise indicated and except as specified in piping system Sections, install the following types:
	1. Restraint-Control Devices (MSS Type 47): Where indicated to control piping movement.
	2. Spring Cushions (MSS Type 48): For light loads if vertical movement does not exceed 1-1/4 inches (32 mm).
	3. Spring-Cushion Roll Hangers (MSS Type 49): For equipping Type 41, roll hanger with springs.
	4. Spring Sway Braces (MSS Type 50): To retard sway, shock, vibration, or thermal expansion in piping systems.
	5. Variable-Spring Hangers (MSS Type 51): Preset to indicated load and limit variability factor to 25 percent to allow expansion and contraction of piping system from hanger.
	6. Variable-Spring Base Supports (MSS Type 52): Preset to indicated load and limit variability factor to 25 percent to allow expansion and contraction of piping system from base support.
	7. Variable-Spring Trapeze Hangers (MSS Type 53): Preset to indicated load and limit variability factor to 25 percent to allow expansion and contraction of piping system from trapeze support.
	8. Constant Supports: For critical piping stress and if necessary to avoid transfer of stress from one support to another support, critical terminal, or connected equipment. Include auxiliary stops for erection, hydrostatic test, and load-adjustment c...
	a. Horizontal (MSS Type 54): Mounted horizontally.
	b. Vertical (MSS Type 55): Mounted vertically.
	c. Trapeze (MSS Type 56): Two vertical-type supports and one trapeze member.


	O. Comply with MSS SP-69 for trapeze pipe-hanger selections and applications that are not specified in piping system Sections.
	P. Comply with MFMA-103 for metal framing system selections and applications that are not specified in piping system Sections.
	Q. Use mechanical-expansion anchors instead of building attachments where required in concrete construction.
	R. Use pipe positioning systems in pipe spaces behind plumbing fixtures to support supply and waste piping for plumbing fixtures.



	221423 FL - STORM DRAINAGE PIPING SPECIALTIES - edited
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions apply to this Section.

	1.2 SUMMARY
	A. Section Includes:
	1. Roof drains.
	2. Miscellaneous storm drainage piping specialties.
	3. Cleanouts.
	4. Backwater valves.
	5. Through-penetration firestop assemblies.
	6. Flashing materials.


	1.3 ACTION SUBMITTALS
	A. Product Data: For each type of product indicated.

	1.4 QUALITY ASSURANCE
	A. Drainage piping specialties shall bear label, stamp, or other markings of specified testing agency.


	PART 2 -  PRODUCTS
	2.1 METAL ROOF DRAINS
	A. Cast-Iron, Large-Sump, General-Purpose Roof Drains :
	1. Standard: ASME A112.6.4, for general-purpose roof drains.
	2. Body Material: Cast iron.
	3. Dimension of Body: Nominal [15-inch (381-mm) diameter.
	4. Combination Flashing Ring and Gravel Stop: Not required.
	5. Flow-Control Weirs: Required.
	6. Outlet: Bottom.
	7. Extension Collars: Not required.
	8. Underdeck Clamp: Required.
	9. Expansion Joint: Required.
	10. Sump Receiver Plate: Required.
	11. Dome Material: Cast iron.
	12. Perforated Gravel Guard: Not required.
	13. Vandal-Proof Dome: Not required.
	14. Water Dam: Not required.

	B. Metal, Cornice and Gutter Roof Drains:
	1. Standard: ASME A112.6.4, for cornice and gutter roof drains.
	2. Body Material: Metal.
	3. Dimension of Body: Match existing..
	4. Outlet: Match existing.


	2.2 MISCELLANEOUS STORM DRAINAGE PIPING SPECIALTIES
	A. Downspout Adaptors :
	1. Description: Manufactured, gray-iron casting, for attaching to horizontal-outlet, parapet roof drain and to exterior, sheet metal downspout.
	2. Size: Inlet size to match parapet drain outlet.

	B. Downspout Boots :
	1. Description: Manufactured, ASTM A 48/A 48M, gray-iron casting, with strap or ears for attaching to building; NPS 4 (DN 100) outlet; and shop-applied bituminous coating.
	2. Size: Inlet size to match downspout and NPS 4 (DN 100) outlet.

	C. Conductor Nozzles :
	1. Description: Bronze body with threaded inlet and bronze wall flange with mounting holes.
	2. Size: Same as connected conductor.


	2.3 CLEANOUTS
	A. Plastic Floor Cleanouts:
	1. Size: Same as connected branch.
	2. Body Material: PVC.
	3. Closure Plug: PVC.
	4. Riser: Drainage pipe fitting and riser to cleanout of same material as drainage piping.


	2.4 BACKWATER VALVES
	A. Plastic, Horizontal Backwater Valves:
	1. Standard: ASME A112.14.1, for backwater valves.
	2. Size: Same as connected piping.
	3. Body Material: PVC.
	4. Cover: Same material as body with threaded access to check valve.
	5. Check Valve: Removable swing check.
	6. End Connections: Socket type.


	2.5 THROUGH-PENETRATION FIRESTOP ASSEMBLIES
	A. Through-Penetration Firestop Assemblies:
	1. Standard: ASTM E 814, for through-penetration firestop assemblies.
	2. Certification and Listing: Intertek Testing Service NA for through-penetration firestop assemblies.
	3. Size: Same as connected pipe.
	4. Sleeve: Molded PVC plastic, of length to match slab thickness and with integral nailing flange on one end for installation in cast-in-place concrete slabs.
	5. Stack Fitting: ASTM A 48/A 48M, gray-iron, hubless-pattern, wye branch with neoprene O-ring at base and gray-iron plug in thermal-release harness. Include PVC protective cap for plug.
	6. Special Coating: Corrosion resistant on interior of fittings.


	2.6 FLASHING MATERIALS
	A. Copper Sheet: ASTM B 152/B 152M,12 oz./sq. ft. (3.7 kg/sq. m or 0.41-mm thickness).
	B. Zinc-Coated Steel Sheet: ASTM A 653/A 653M, with 0.20 percent copper content and 0.04-inch (1.01-mm) minimum thickness unless otherwise indicated. Include G90 (Z275) hot-dip galvanized, mill-phosphatized finish for painting if indicated.
	C. Elastic Membrane Sheet: ASTM D 4068, flexible, chlorinated polyethylene, 40-mil (1.01-mm) minimum thickness.
	D. Fasteners: Metal compatible with material and substrate being fastened.
	E. Metal Accessories: Sheet metal strips, clamps, anchoring devices, and similar accessory units required for installation; matching or compatible with material being installed.
	F. Solder: ASTM B 32, lead-free alloy.


	PART 3 -  EXECUTION
	3.1 INSTALLATION
	A. Install roof drains at low points of roof areas according to roof membrane manufacturer's written installation instructions.
	1. Install flashing collar or flange of roof drain to prevent leakage between drain and adjoining roofing. Maintain integrity of waterproof membranes where penetrated.
	2. Install expansion joints, if indicated, in roof drain outlets.
	3. Position roof drains for easy access and maintenance.

	B. Install downspout adapters on outlet of back-outlet parapet roof drains and connect to sheet metal downspouts.
	C. Install conductor nozzles at exposed bottom of conductors where they spill onto grade.
	D. Install cleanouts in aboveground piping and building drain piping according to the following instructions unless otherwise indicated:
	1. Use cleanouts the same size as drainage piping up to NPS 4 (DN 100). Use NPS 4 (DN 100) for larger drainage piping unless larger cleanout is indicated.
	2. Locate cleanouts at each change in direction of piping greater than 45 degrees.
	3. Locate cleanouts at minimum intervals of 50 feet (15 m)  for piping NPS 4 (DN 100) and smaller and 100 feet (30 m) for larger piping.
	4. Locate cleanouts at base of each vertical soil and waste stack.

	E. For floor cleanouts for piping below floors, install cleanout deck plates with top flush with finished floor.
	F. For cleanouts located in concealed piping, install cleanout wall access covers, of types indicated, with frame and cover flush with finished wall.
	G. Install horizontal backwater valves in floor with cover flush with floor.
	H. Install drain-outlet backwater valves in outlet of drains.
	I. Install test tees in vertical conductors and near floor.
	J. Install wall cleanouts in vertical conductors. Install access door in wall if indicated.
	K. Install trench drains at low points of surface areas to be drained. Set grates of drains flush with finished surface unless otherwise indicated.
	L. Assemble channel drainage system components according to manufacturer's written instructions. Install on support devices so that top will be flush with adjacent surface.
	M. Install through-penetration firestop assemblies in plastic conductors at concrete floor penetrations.
	N. Install sleeve flashing device with each conductor passing through floors with waterproof membrane.

	1.1
	1.1
	3.2 FLASHING INSTALLATION
	A. Fabricate flashing from single piece of metal unless large pans, sumps, or other drainage shapes are required. Join flashing according to the following if required:
	1. Lead Sheets: Burn joints of 6.0-lb/sq. ft. (30-kg/sq. m) lead sheets, 0.0938-inch (2.4-mm) thickness or thicker. Solder joints of 4.0-lb/sq. ft. (20-kg/sq. m) lead sheets, 0.0625-inch (1.6-mm) thickness or thinner.
	2. Copper Sheets: Solder joints of copper sheets.

	B. Install sheet flashing on pipes, sleeves, and specialties passing through or embedded in floors and roofs with waterproof membrane.
	1. Pipe Flashing: Sleeve type, matching the pipe size, with a minimum length of 10 inches (250 mm) and with skirt or flange extending at least 8 inches (200 mm) around pipe.
	2. Sleeve Flashing: Flat sheet, with skirt or flange extending at least 8 inches (200 mm) around sleeve.
	3. Embedded Specialty Flashing: Flat sheet, with skirt or flange extending at least 8 inches (200 mm) around specialty.

	C. Set flashing on floors and roofs in solid coating of bituminous cement.
	D. Secure flashing into sleeve and specialty clamping ring or device.
	E. Fabricate and install flashing and pans, sumps, and other drainage shapes.

	3.3 PROTECTION
	A. Protect drains during remainder of construction period to avoid clogging with dirt or debris and to prevent damage from traffic or construction work.
	B. Place plugs in ends of uncompleted piping at end of each day or when work stops.
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	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions apply to this Section.

	1.2 SUMMARY
	A. Section Includes:
	1. Metal pipe hangers and supports.
	2. Trapeze pipe hangers.
	3. Fiberglass pipe hangers.
	4. Metal framing systems.
	5. Fiberglass strut systems.
	6. Thermal-hanger shield inserts.
	7. Fastener systems.
	8. Pipe stands.
	9. Equipment supports.


	1.1
	1.1
	1.3   DEFINITIONS
	A. MSS: Manufacturers Standardization Society of The Valve and Fittings Industry Inc.

	1.4 PERFORMANCE REQUIREMENTS
	A. Delegated Design: Design trapeze pipe hangers and equipment supports, including comprehensive engineering analysis by a qualified professional engineer, using performance requirements and design criteria indicated.
	B. Structural Performance: Hangers and supports for HVAC piping and equipment shall withstand the effects of gravity loads and stresses within limits and under conditions indicated according to ASCE/SEI 7.
	1. Design supports for multiple pipes, including pipe stands, capable of supporting combined weight of supported systems, system contents, and test water.
	2. Design equipment supports capable of supporting combined operating weight of supported equipment and connected systems and components.


	1.5 ACTION SUBMITTALS
	A. Product Data: For each type of product indicated.
	B. Shop Drawings: Signed and sealed by a qualified professional engineer. Show fabrication and installation details and include calculations for the following; include Product Data for components:
	1. Trapeze pipe hangers.
	2. Metal framing systems.
	3. Fiberglass strut systems.
	4. Pipe stands.
	5. Equipment supports.

	C. Delegated-Design Submittal: For trapeze hangers indicated to comply with performance requirements and design criteria, including analysis data signed and sealed by the qualified professional engineer responsible for their preparation.
	1. Detail fabrication and assembly of trapeze hangers.
	2. Design Calculations: Calculate requirements for designing trapeze hangers.


	1.6 INFORMATIONAL SUBMITTALS
	A. Welding certificates.

	1.7 QUALITY ASSURANCE
	A. Structural Steel Welding Qualifications: Qualify procedures and personnel according to AWS D1.1/D1.1M, "Structural Welding Code - Steel."
	B. Pipe Welding Qualifications: Qualify procedures and operators according to ASME Boiler and Pressure Vessel Code.


	PART 2 -  PRODUCTS
	2.1 METAL PIPE HANGERS AND SUPPORTS
	A. Stainless-Steel Pipe Hangers and Supports:
	1. Description: MSS SP-58, Types 1 through 58, factory-fabricated components.
	2. Padded Hangers: Hanger with fiberglass or other pipe insulation pad or cushion to support bearing surface of piping.
	3. Hanger Rods: Continuous-thread rod, nuts, and washer made of stainless steel.

	B. Copper Pipe Hangers:
	1. Description: MSS SP-58, Types 1 through 58, copper-coated-steel, factory-fabricated components.
	2. Hanger Rods: Continuous-thread rod, nuts, and washer made of copper-coated steel .


	2.2 TRAPEZE PIPE HANGERS
	A. Description: MSS SP-69, Type 59, shop- or field-fabricated pipe-support assembly made from structural carbon-steel shapes with MSS SP-58 carbon-steel hanger rods, nuts, saddles, and U-bolts.

	2.3 FIBERGLASS PIPE HANGERS
	A. Clevis-Type, Fiberglass Pipe Hangers:
	1. Description: Similar to MSS SP-58, Type 1, steel pipe hanger except hanger is made of fiberglass or fiberglass-reinforced resin.
	2. Hanger Rods: Continuous-thread rod, washer, and nuts made of  stainless steel.

	B. Strap-Type, Fiberglass Pipe Hangers:
	1. Description: Similar to MSS SP-58, Type 9 or Type 10, steel pipe hanger except hanger is made of fiberglass-reinforced resin.
	2. Hanger Rod and Fittings: Continuous-thread rod, washer, and nuts made of stainless steel.


	2.4 METAL FRAMING SYSTEMS
	A. MFMA Manufacturer Metal Framing Systems:
	1. Description: Shop- or field-fabricated pipe-support assembly for supporting multiple parallel pipes.
	2. Standard: MFMA-4.
	3. Channels: Continuous slotted steel channel with inturned lips.
	4. Channel Nuts: Formed or stamped steel nuts or other devices designed to fit into channel slot and, when tightened, prevent slipping along channel.
	5. Hanger Rods: Continuous-thread rod, nuts, and washer made of stainless steel.
	6. Metallic Coating: In-line, hot galvanized.
	7. Plastic Coating: PVC.

	B. Non-MFMA Manufacturer Metal Framing Systems:
	1. Description: Shop- or field-fabricated pipe-support assembly made of steel channels, accessories, fittings, and other components for supporting multiple parallel pipes.
	2. Standard: Comply with MFMA-4.
	3. Channels: Continuous slotted steel channel with inturned lips.
	4. Channel Nuts: Formed or stamped steel nuts or other devices designed to fit into channel slot and, when tightened, prevent slipping along channel.
	5. Hanger Rods: Continuous-thread rod, nuts, and washer made of stainless steel.
	6. Coating: PVC.


	2.5 FIBERGLASS STRUT SYSTEMS
	A. Description: Shop- or field-fabricated pipe-support assembly similar to MFMA-4 for supporting multiple parallel pipes.
	1. Channels: Continuous slotted fiberglass channel with inturned lips.
	2. Channel Nuts: Fiberglass nuts or other devices designed to fit into channel slot and, when tightened, prevent slipping along channel.
	3. Hanger Rods: Continuous-thread rod, nuts, and washer made of stainless steel.


	2.6 THERMAL-HANGER SHIELD INSERTS
	A. Insulation-Insert Material for Cold Piping: ASTM C 591, Type VI, Grade 1 polyisocyanurate with 125-psig (862-kPa) minimum compressive strength and vapor barrier.
	B. Insulation-Insert Material for Hot Piping: ASTM C 591, Type VI, Grade 1 polyisocyanurate with 125-psig (862-kPa) minimum compressive strength.
	C. For Trapeze or Clamped Systems: Insert and shield shall cover entire circumference of pipe.
	D. For Clevis or Band Hangers: Insert and shield shall cover lower 180 degrees of pipe.
	E. Insert Length: Extend 2 inches (50 mm) beyond sheet metal shield for piping operating below ambient air temperature.

	2.7 FASTENER SYSTEMS
	A. Powder-Actuated Fasteners: Threaded-steel stud, for use in hardened portland cement concrete with pull-out, tension, and shear capacities appropriate for supported loads and building materials where used.
	B. Mechanical-Expansion Anchors: Insert-wedge-type, stainless- steel anchors, for use in hardened portland cement concrete; with pull-out, tension, and shear capacities appropriate for supported loads and building materials where used.

	2.8 PIPE STANDS
	A. General Requirements for Pipe Stands: Shop- or field-fabricated assemblies made of manufactured corrosion-resistant components to support roof-mounted piping.
	B. Compact Pipe Stand: One-piece plastic unit with integral-rod roller, pipe clamps, or V-shaped cradle to support pipe, for roof installation without membrane penetration.
	C. Low-Type, Single-Pipe Stand: One-piece stainless-steel base unit with plastic roller, for roof installation without membrane penetration.
	D. High-Type, Single-Pipe Stand:
	1. Description: Assembly of base, vertical and horizontal members, and pipe support, for roof installation without membrane penetration.
	2. Base: Stainless steel.
	3. Vertical Members: Two or more cadmium-plated-steel or stainless-steel, continuous-thread rods.
	4. Horizontal Member: Cadmium-plated-steel or stainless-steel rod with plastic or stainless-steel, roller-type pipe support.

	E. High-Type, Multiple-Pipe Stand:
	1. Description: Assembly of bases, vertical and horizontal members, and pipe supports, for roof installation without membrane penetration.
	2. Bases: One or more; plastic.
	3. Vertical Members: Two or more protective-coated-steel channels.
	4. Horizontal Member: Protective-coated-steel channel.
	5. Pipe Supports: Galvanized-steel, clevis-type pipe hangers.

	F. Curb-Mounted-Type Pipe Stands: Shop- or field-fabricated pipe supports made from structural-steel shapes, continuous-thread rods, and rollers, for mounting on permanent stationary roof curb.

	2.9 EQUIPMENT SUPPORTS
	A. Description: Welded, shop- or field-fabricated equipment support made from structural carbon-steel shapes.

	2.10 MISCELLANEOUS MATERIALS
	A. Structural Steel: ASTM A 36/A 36M, carbon-steel plates, shapes, and bars; black and galvanized.
	B. Grout: ASTM C 1107, factory-mixed and -packaged, dry, hydraulic-cement, nonshrink and nonmetallic grout; suitable for interior and exterior applications.
	1. Properties: Nonstaining, noncorrosive, and nongaseous.
	2. Design Mix: 5000-psi (34.5-MPa), 28-day compressive strength.



	PART 3 -  EXECUTION
	3.1 HANGER AND SUPPORT INSTALLATION
	A. Metal Pipe-Hanger Installation: Comply with MSS SP-69 and MSS SP-89. Install hangers, supports, clamps, and attachments as required to properly support piping from the building structure.
	B. Metal Trapeze Pipe-Hanger Installation: Comply with MSS SP-69 and MSS SP-89. Arrange for grouping of parallel runs of horizontal piping, and support together on field-fabricated trapeze pipe hangers.
	1. Pipes of Various Sizes: Support together and space trapezes for smallest pipe size or install intermediate supports for smaller diameter pipes as specified for individual pipe hangers.
	2. Field fabricate from ASTM A 36/A 36M, carbon-steel shapes selected for loads being supported. Weld steel according to AWS D1.1/D1.1M.

	C. Fiberglass Pipe-Hanger Installation: Comply with applicable portions of MSS SP-69 and MSS SP-89. Install hangers and attachments as required to properly support piping from building structure.
	D. Metal Framing System Installation: Arrange for grouping of parallel runs of piping, and support together on field-assembled metal framing systems.
	E. Fiberglass Strut System Installation: Arrange for grouping of parallel runs of piping, and support together on field-assembled fiberglass struts.
	F. Thermal-Hanger Shield Installation: Install in pipe hanger or shield for insulated piping.
	G. Fastener System Installation:
	1. Install powder-actuated fasteners for use in lightweight concrete or concrete slabs less than 4 inches (100 mm) thick in concrete after concrete is placed and completely cured. Use operators that are licensed by powder-actuated tool manufacturer. I...
	2. Install mechanical-expansion anchors in concrete after concrete is placed and completely cured. Install fasteners according to manufacturer's written instructions.

	H. Pipe Stand Installation:
	1. Pipe Stand Types except Curb-Mounted Type: Assemble components and mount on smooth roof surface. Do not penetrate roof membrane.
	2. Curb-Mounted-Type Pipe Stands: Assemble components or fabricate pipe stand and mount on permanent, stationary roof curb. See Section 077200 "Roof Accessories" for curbs.

	I. Install hangers and supports complete with necessary attachments, inserts, bolts, rods, nuts, washers, and other accessories.
	J. Equipment Support Installation: Fabricate from welded-structural-steel shapes.
	K. Install hangers and supports to allow controlled thermal and seismic movement of piping systems, to permit freedom of movement between pipe anchors, and to facilitate action of expansion joints, expansion loops, expansion bends, and similar units.
	L. Install lateral bracing with pipe hangers and supports to prevent swaying.
	M. Install building attachments within concrete slabs or attach to structural steel. Install additional attachments at concentrated loads, including valves, flanges, and strainers, NPS 2-1/2 (DN 65) and larger and at changes in direction of piping. In...
	N. Load Distribution: Install hangers and supports so that piping live and dead loads and stresses from movement will not be transmitted to connected equipment.
	O. Pipe Slopes: Install hangers and supports to provide indicated pipe slopes and to not exceed maximum pipe deflections allowed by ASME B31.9 for building services piping.
	P. Insulated Piping:
	1. Attach clamps and spacers to piping.
	a. Piping Operating above Ambient Air Temperature: Clamp may project through insulation.
	b. Piping Operating below Ambient Air Temperature: Use thermal-hanger shield insert with clamp sized to match OD of insert.
	c. Do not exceed pipe stress limits allowed by ASME B31.9 for building services piping.

	2. Install MSS SP-58, Type 39, protection saddles if insulation without vapor barrier is indicated. Fill interior voids with insulation that matches adjoining insulation.
	a. Option: Thermal-hanger shield inserts may be used. Include steel weight-distribution plate for pipe NPS 4 (DN 100) and larger if pipe is installed on rollers.

	3. Install MSS SP-58, Type 40, protective shields on cold piping with vapor barrier. Shields shall span an arc of 180 degrees.
	a. Option: Thermal-hanger shield inserts may be used. Include steel weight-distribution plate for pipe NPS 4 (DN 100) and larger if pipe is installed on rollers.

	4. Shield Dimensions for Pipe: Not less than the following:
	a. NPS 1/4 to NPS 3-1/2 (DN 8 to DN 90): 12 inches (305 mm) long and 0.048 inch (1.22 mm) thick.
	b. NPS 4 (DN 100): 12 inches (305 mm) long and 0.06 inch (1.52 mm) thick.
	c. NPS 5 and NPS 6 (DN 125 and DN 150): 18 inches (457 mm) long and 0.06 inch (1.52 mm) thick.
	d. NPS 8 to NPS 14 (DN 200 to DN 350): 24 inches (610 mm) long and 0.075 inch (1.91 mm) thick.
	e. NPS 16 to NPS 24 (DN 400 to DN 600): 24 inches (610 mm) long and 0.105 inch (2.67 mm) thick.

	5. Pipes NPS 8 (DN 200) and Larger: Include wood or reinforced calcium-silicate-insulation inserts of length at least as long as protective shield.
	6. Thermal-Hanger Shields: Install with insulation same thickness as piping insulation.


	3.2 EQUIPMENT SUPPORTS
	A. Fabricate structural-steel stands to suspend equipment from structure overhead or to support equipment above floor.
	B. Grouting: Place grout under supports for equipment and make bearing surface smooth.
	C. Provide lateral bracing, to prevent swaying, for equipment supports.

	3.3 METAL FABRICATIONS
	A. Cut, drill, and fit miscellaneous metal fabrications for trapeze pipe hangers and equipment supports.
	B. Fit exposed connections together to form hairline joints. Field weld connections that cannot be shop welded because of shipping size limitations.
	C. Field Welding: Comply with AWS D1.1/D1.1M procedures for shielded, metal arc welding; appearance and quality of welds; and methods used in correcting welding work; and with the following:
	1. Use materials and methods that minimize distortion and develop strength and corrosion resistance of base metals.
	2. Obtain fusion without undercut or overlap.
	3. Remove welding flux immediately.
	4. Finish welds at exposed connections so no roughness shows after finishing and so contours of welded surfaces match adjacent contours.


	3.4 ADJUSTING
	A. Hanger Adjustments: Adjust hangers to distribute loads equally on attachments and to achieve indicated slope of pipe.
	B. Trim excess length of continuous-thread hanger and support rods to 1-1/2 inches (40 mm) .

	3.5 PAINTING
	A. Touchup: Clean field welds and abraded areas of shop paint. Paint exposed areas immediately after erecting hangers and supports. Use same materials as used for shop painting. Comply with SSPC-PA 1 requirements for touching up field-painted surfaces.
	1. Apply paint by brush or spray to provide a minimum dry film thickness of 2.0 mils (0.05 mm).

	B. Touchup: Cleaning and touchup painting of field welds, bolted connections, and abraded areas of shop paint on miscellaneous metal are specified in Section 099113 "Exterior Painting"  and Section 099600 "High Performance Coatings."
	C. Galvanized Surfaces: Clean welds, bolted connections, and abraded areas and apply galvanizing-repair paint to comply with ASTM A 780.

	3.6 HANGER AND SUPPORT SCHEDULE
	A. Comply with MSS SP-69 for pipe-hanger selections and applications.
	B. Use hangers and supports with galvanized metallic coatings for piping and equipment that will not have field-applied finish.
	C. Use nonmetallic coatings on attachments for electrolytic protection where attachments are in direct contact with copper tubing.
	D. Use carbon-steel pipe hangers and supports, metal trapeze pipe hangers or metal framing systems and attachments for general service applications.
	E. Use stainless-steel pipe hangers and corrosion-resistant attachments for hostile environment applications.
	F. Use copper-plated pipe hangers and stainless-steel attachments for copper piping and tubing.
	G. Use padded hangers for piping that is subject to scratching.
	H. Use thermal-hanger shield inserts for insulated piping and tubing.
	I. Horizontal-Piping Hangers and Supports: Unless otherwise indicated and except as specified in piping system Sections, install the following types:
	1. Adjustable, Steel Clevis Hangers (MSS Type 1): For suspension of noninsulated or insulated, stationary pipes NPS 1/2 to NPS 30 (DN 15 to DN 750).
	2. Yoke-Type Pipe Clamps (MSS Type 2): For suspension of up to 1050 deg F (566 deg C), pipes NPS 4 to NPS 24 (DN 100 to DN 600), requiring up to 4 inches (100 mm) of insulation.
	3. Carbon- or Alloy-Steel, Double-Bolt Pipe Clamps (MSS Type 3): For suspension of pipes NPS 3/4 to NPS 36 (DN 20 to DN 900), requiring clamp flexibility and up to 4 inches (100 mm) of insulation.
	4. Steel Pipe Clamps (MSS Type 4): For suspension of cold and hot pipes NPS 1/2 to NPS 24 (DN 15 to DN 600) if little or no insulation is required.
	5. Pipe Hangers (MSS Type 5): For suspension of pipes NPS 1/2 to NPS 4 (DN 15 to DN 100), to allow off-center closure for hanger installation before pipe erection.
	6. Adjustable, Swivel Split- or Solid-Ring Hangers (MSS Type 6): For suspension of noninsulated, stationary pipes NPS 3/4 to NPS 8 (DN 20 to DN 200).
	7. Adjustable, Steel Band Hangers (MSS Type 7): For suspension of noninsulated, stationary pipes NPS 1/2 to NPS 8 (DN 15 to DN 200).
	8. Adjustable Band Hangers (MSS Type 9): For suspension of noninsulated, stationary pipes NPS 1/2 to NPS 8 (DN 15 to DN 200).
	9. Adjustable, Swivel-Ring Band Hangers (MSS Type 10): For suspension of noninsulated, stationary pipes NPS 1/2 to NPS 8 (DN 15 to DN 200).
	10. Split Pipe Ring with or without Turnbuckle Hangers (MSS Type 11): For suspension of noninsulated, stationary pipes NPS 3/8 to NPS 8 (DN 10 to DN 200).
	11. Extension Hinged or Two-Bolt Split Pipe Clamps (MSS Type 12): For suspension of noninsulated, stationary pipes NPS 3/8 to NPS 3 (DN 10 to DN 80).
	12. U-Bolts (MSS Type 24): For support of heavy pipes NPS 1/2 to NPS 30 (DN 15 to DN 750).
	13. Clips (MSS Type 26): For support of insulated pipes not subject to expansion or contraction.
	14. Pipe Saddle Supports (MSS Type 36): For support of pipes NPS 4 to NPS 36 (DN 100 to DN 900), with steel-pipe base stanchion support and cast-iron floor flange or carbon-steel plate.
	15. Pipe Stanchion Saddles (MSS Type 37): For support of pipes NPS 4 to NPS 36 (DN 100 to DN 900), with steel-pipe base stanchion support and cast-iron floor flange or carbon-steel plate, and with U-bolt to retain pipe.
	16. Adjustable Pipe Saddle Supports (MSS Type 38): For stanchion-type support for pipes NPS 2-1/2 to NPS 36 (DN 65 to DN 900) if vertical adjustment is required, with steel-pipe base stanchion support and cast-iron floor flange.
	17. Single-Pipe Rolls (MSS Type 41): For suspension of pipes NPS 1 to NPS 30 (DN 25 to DN 750), from two rods if longitudinal movement caused by expansion and contraction might occur.
	18. Adjustable Roller Hangers (MSS Type 43): For suspension of pipes NPS 2-1/2 to NPS 24 (DN 65 to DN 600), from single rod if horizontal movement caused by expansion and contraction might occur.
	19. Complete Pipe Rolls (MSS Type 44): For support of pipes NPS 2 to NPS 42 (DN 50 to DN 1050) if longitudinal movement caused by expansion and contraction might occur but vertical adjustment is not necessary.
	20. Pipe Roll and Plate Units (MSS Type 45): For support of pipes NPS 2 to NPS 24 (DN 50 to DN 600) if small horizontal movement caused by expansion and contraction might occur and vertical adjustment is not necessary.
	21. Adjustable Pipe Roll and Base Units (MSS Type 46): For support of pipes NPS 2 to NPS 30 (DN 50 to DN 750) if vertical and lateral adjustment during installation might be required in addition to expansion and contraction.

	J. Vertical-Piping Clamps: Unless otherwise indicated and except as specified in piping system Sections, install the following types:
	1. Extension Pipe or Riser Clamps (MSS Type 8): For support of pipe risers NPS 3/4 to NPS 24 (DN 24 to DN 600).
	2. Carbon- or Alloy-Steel Riser Clamps (MSS Type 42): For support of pipe risers NPS 3/4 to NPS 24 (DN 20 to DN 600) if longer ends are required for riser clamps.

	K. Hanger-Rod Attachments: Unless otherwise indicated and except as specified in piping system Sections, install the following types:
	1. Steel Turnbuckles (MSS Type 13): For adjustment up to 6 inches (150 mm) for heavy loads.
	2. Steel Clevises (MSS Type 14): For 120 to 450 deg F (49 to 232 deg C) piping installations.
	3. Swivel Turnbuckles (MSS Type 15): For use with MSS Type 11, split pipe rings.
	4. Malleable-Iron Sockets (MSS Type 16): For attaching hanger rods to various types of building attachments.
	5. Steel Weldless Eye Nuts (MSS Type 17): For 120 to 450 deg F (49 to 232 deg C) piping installations.

	L. Building Attachments: Unless otherwise indicated and except as specified in piping system Sections, install the following types:
	1. Steel or Malleable Concrete Inserts (MSS Type 18): For upper attachment to suspend pipe hangers from concrete ceiling.
	2. Top-Beam C-Clamps (MSS Type 19): For use under roof installations with bar-joist construction, to attach to top flange of structural shape.
	3. Side-Beam or Channel Clamps (MSS Type 20): For attaching to bottom flange of beams, channels, or angles.
	4. Center-Beam Clamps (MSS Type 21): For attaching to center of bottom flange of beams.
	5. Welded Beam Attachments (MSS Type 22): For attaching to bottom of beams if loads are considerable and rod sizes are large.
	6. C-Clamps (MSS Type 23): For structural shapes.
	7. Top-Beam Clamps (MSS Type 25): For top of beams if hanger rod is required tangent to flange edge.
	8. Side-Beam Clamps (MSS Type 27): For bottom of steel I-beams.
	9. Steel-Beam Clamps with Eye Nuts (MSS Type 28): For attaching to bottom of steel I-beams for heavy loads.
	10. Linked-Steel Clamps with Eye Nuts (MSS Type 29): For attaching to bottom of steel I-beams for heavy loads, with link extensions.
	11. Malleable-Beam Clamps with Extension Pieces (MSS Type 30): For attaching to structural steel.
	12. Welded-Steel Brackets: For support of pipes from below or for suspending from above by using clip and rod. Use one of the following for indicated loads:
	a. Light (MSS Type 31): 750 lb (340 kg).
	b. Medium (MSS Type 32): 1500 lb (680 kg).
	c. Heavy (MSS Type 33): 3000 lb (1360 kg).

	13. Side-Beam Brackets (MSS Type 34): For sides of steel or wooden beams.
	14. Plate Lugs (MSS Type 57): For attaching to steel beams if flexibility at beam is required.
	15. Horizontal Travelers (MSS Type 58): For supporting piping systems subject to linear horizontal movement where headroom is limited.

	M. Saddles and Shields: Unless otherwise indicated and except as specified in piping system Sections, install the following types:
	1. Steel-Pipe-Covering Protection Saddles (MSS Type 39): To fill interior voids with insulation that matches adjoining insulation.
	2. Protection Shields (MSS Type 40): Of length recommended in writing by manufacturer to prevent crushing insulation.
	3. Thermal-Hanger Shield Inserts: For supporting insulated pipe.

	N. Spring Hangers and Supports: Unless otherwise indicated and except as specified in piping system Sections, install the following types:
	1. Restraint-Control Devices (MSS Type 47): Where indicated to control piping movement.
	2. Spring Cushions (MSS Type 48): For light loads if vertical movement does not exceed 1-1/4 inches (32 mm).
	3. Spring-Cushion Roll Hangers (MSS Type 49): For equipping Type 41, roll hanger with springs.
	4. Spring Sway Braces (MSS Type 50): To retard sway, shock, vibration, or thermal expansion in piping systems.
	5. Variable-Spring Hangers (MSS Type 51): Preset to indicated load and limit variability factor to 25 percent to allow expansion and contraction of piping system from hanger.
	6. Variable-Spring Base Supports (MSS Type 52): Preset to indicated load and limit variability factor to 25 percent to allow expansion and contraction of piping system from base support.
	7. Variable-Spring Trapeze Hangers (MSS Type 53): Preset to indicated load and limit variability factor to 25 percent to allow expansion and contraction of piping system from trapeze support.
	8. Constant Supports: For critical piping stress and if necessary to avoid transfer of stress from one support to another support, critical terminal, or connected equipment. Include auxiliary stops for erection, hydrostatic test, and load-adjustment c...
	a. Horizontal (MSS Type 54): Mounted horizontally.
	b. Vertical (MSS Type 55): Mounted vertically.
	c. Trapeze (MSS Type 56): Two vertical-type supports and one trapeze member.


	O. Comply with MSS SP-69 for trapeze pipe-hanger selections and applications that are not specified in piping system Sections.
	P. Comply with MFMA-103 for metal framing system selections and applications that are not specified in piping system Sections.
	Q. Use mechanical-expansion anchors instead of building attachments where required in concrete construction.






