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1.  CONTRACTOR SHALL AT ALL TIMES RETAIN AN APPROVED SET OF PERMIT DRAWINGS ON THE CONSTRUCTION
      PREMISE.
2.  CONTRACTOR SHALL BE RESPONSIBLE FOR OBTAINING ADDITIONAL TRADE PERMITS FOR ELECTRICAL,

 MECHANICAL ETC. WORK AS REQUIRED.
3.  CONTRACTOR SHALL COMPLY WITH THE BUILDING RULES AND REGULATIONS FOR WORKING HOURS, DELIVERY

 AND HANDLING OF MATERIAL, AND CONSTRUCTION WASTE REMOVAL.
4.  IN ORDER TO FACILITATE MINIMUM DISRUPTION TO ROUTINE OPERATIONS OF THE BUILDING, THE CONTRACTOR

 SHALL BE REQUIRED TO SCHEDULE PORTIONS OF THE CONSTRUCTION DURING WEEKENDS, AND AFTER HOURS.
5.  DO NOT SHORE OR HANDLE ANY CONSTRUCTION MATERIAL IN THE PATH OF EGRESS UNDER ANY

 CIRCUMSTANCES.
6.  DURING CONSTRUCTION THE BUILDING SHALL REMAIN OCCUPIED AND OPERATIONAL. ALL PRIMARY PATHS OF

 EGRESS MUST BE MAINTAINED AND PROTECTED DURING CONSTRUCTION. CONTRACTOR WILL BE RESPONSIBLE
 FOR PROVIDING EGRESS PATH PROTECTION STRUCTURES DURING THE DURATION OF THE PROJECT. OPENING
 PROTECTIVES WILL HAVE AT LEAST A 45-MINUTE FIRE PROTECTION RATING.

7.  EXTREME CARE SHALL BE EXERCISED IN CUTTING, DRILLING OR ANCHORING TO THE EXISTING STRUCTURE. IF ANY
 DETERIORATION OR DAMAGE TO THE EXISTING STRUCTURE OCCURS DURING CONSTRUCTION, IT SHALL BE
 IMMEDIATELY REPORTED TO THE CITY AND ARCHITECT-ENGINEER OF THE RECORD.

8.  CONTRACTOR SHALL BE RESPONSIBLE FOR SCHEDULING ALL CONSTRUCTION INSPECTION WITH APPROPRIATE
 CODE OFFICER DURING CONSTRUCTION AS REQUIRED.

9.  CONTRACTOR IS RESPONSIBLE FOR ALL TEMPORARY SHORING, SUPPORT AND PROTECTION OF FACILITY AND
 PERSONNEL DURING CONSTRUCTION.

10. CONTRACTOR IS RESPONSIBLE FOR MAINTAINING SAFE WORK ENVIRONMENT AND COMPLIANCE WITH OSHA
 SAFETY STANDARDS DURING CONSTRUCTION.

11. CONTRACTOR SHALL COORDINATE WITH THE CITY FOR TEMPORARY SHUT DOWN OF ANY BUILDING SYSTEM
 DURING CONSTRUCTION.

12. PATCH AND REPAIR RESULTING WALL/PARTITION DAMAGE AS REQUIRED AND PREPARE SURFACES TO RECEIVE
 NEW FINISHES TO MATCH EXISTING.

13. CONTRACTOR SHALL AT ALL TIMES KEEP THE PREMISES CLEAN AND FREE OF ACCUMULATIONS OF WASTE
 MATERIAL AND RUBBISH CAUSED BY THE CONSTRUCTION.

14. MANUFACTURER NAMES AND PRODUCTS ARE INDICATED ON DRAWINGS TO INDICATE MINIMUM PERFORMANCE
 CRITERIA. EQUALS OR COMPARABLES MAY BE SUBMITTED FOR REVIEW DURING THE SUBMITTAL PROCESS.

15. CONTRACTOR SHALL FULLY COMPLY WITH ALL REQUIREMENTS OF "GENERAL CONDITIONS" FURNISHED BY THE
 CITY.

16. CONTRACTOR SHALL COORDINATE CONSTRUCTION PHASING WITH THE CITY. PRIOR TO COMMENCEMENT OF ANY
 CONSTRUCTION ACTIVITY.

17. ALL DIMENSIONS FOR NEW WALLS ARE FROM FACE OF STUD FRAMING UNLESS OTHERWISE NOTED.
18. ALL EXPOSED RAW WOOD SHALL BE SEALED/PAINTED WITH A LEAD-FREE, NON-METALLIC, EASILY CLEANABLE

 PAINT.
19. ALL ANNULAR OPENINGS IN CONSTRUCTION SHALL BE SEALED/CAULKED TO WITHIN 1/32 OF AN INCH.
20. SIZES AND LOCATIONS OF ALL EXISTING EQUIPMENT, DUCTWORK, PIPING, CONTROLS, SUPPORTS, ELECTRICAL AND

APPURTENANCES ARE APPROXIMATE. CONTRACTOR SHALL FIELD VERIFY EXISTING CONDITIONS PRIOR TO BID AND
START OF WORK. CONTRACTOR SHALL COORDINATE ALL RELATED EFFORTS WITH THE OWNER.

GENERAL NOTES:

21. CONTRACTOR SHALL PREPARE A SITE UTILIZATION PLAN TO DEMARCATE THE PROPOSED LAYDOWN/BREAKDOWN
AREAS, CONSTRUCTION AREA BARRICADE, PEDESTRIAN AND VEHICULAR PATHWAYS (DURING CONSTRUCTION),
PORTABLE HYGIENE FACILITY, FIRST AID TOOLKIT, PROTECTION OF EXISTING TRESS, SOIL EROSION CONTROL,
TEMPORARY STORAGE OF TOOLS AND GOODS, CONSTRUCTION VEHICLE PARKING, AND FEATURES DEPICTING
OSHA STANDARD COMPLIANCE. THE SITE UTILIZATION PLAN SHALL BE SUBMITTED TO THE CITY APPOINTED
PROJECT MANAGER AS A SUBMITTAL FOR REVIEW AND APPROVAL. NO WORK SHALL COMMENCE PRIOR TO
APPROVAL.

22. WSSC PERMITTING: THE CONTRACTOR SHALL BE RESPONSIBLE FOR OBTAINING THE PERMIT FROM WSSC FOR
ALL WORK THAT FALLS UNDER WSSC’S APPROVING AUTHORITY. THE WORK SUBJECTED TO WSSC PERMITTING
SHALL NOT BE PERFORMED UNTIL THE PERMIT IS OBTAINED. IF THE CONTRACTOR CHOOSES TO PROCEED
WITHOUT PERMIT, IT WILL BE AT THEIR OWN RISK. THEREFORE THE CONTRACTOR IS ADVISED TO BUILD THE
ADDITIONAL TIME REQUIRED  FOR WSSC PERMIT APPROVAL IN THE PROJECT SCHEDULE.
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ALL WORK RELATED TO THIS PROJECT SHALL BE
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CODES, AND CRITERIA AS APPLICABLE.

• 2012 International Building Code (IBC)
• NSF/ANSI2 Standards
• Maryland Accessibility Code – ADAAG/2010
• Fire Safety Codes - The Fire Safety Code of Montgomery

County, Maryland, as it existed on August 1, 1996,
being Chapter 22 of the Montgomery County Code, 1984
(1994 Replacement Volume), the 2012 Editions of the
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(NFPA 1) and Life Safety Code® (NFPA 101®), all
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1. ROOFING SYSTEM AND FLASHING DETAILS FOR:
A. EPDM ROOFING AND ALL CONNECTIONS BETWEEN SLOPED, VERTICAL, AND HORIZONTAL SURFACES, AND AT ROOF EDGES.
B. ASPHALT SHINGLE ROOFING AND ALL CONNECTIONS BETWEEN SLOPED, VERTICAL, AND HORIZONTAL SURFACES, AND AT ROOF EDGES.
C. COMPOSITE SLATE SHINGLE ROOFING AND ALL CONNECTIONS BETWEEN SLOPED, VERTICAL, AND HORIZONTAL SURFACES, AND AT ROOF EDGES.
D. STANDING SEAM METAL ROOFING AND ALL CONNECTIONS BETWEEN SLOPED, VERTICAL, AND HORIZONTAL SURFACES, AND AT ROOF EDGES.
E. LOW PROFILE STANDING SEAM METAL ROOFING AND ALL CONNECTIONS BETWEEN SLOPED, VERTICAL, AND HORIZONTAL SURFACES, AND AT ROOF EDGES.

LIST OF SUBMITTAL REQUIREMENTS:

2. STRUCTURAL AND FLASHING DETAILS FOR:
A. NEW WOOD CURB FOR RTU.
B. NEW METAL ELEVATED PLATFORM FOR RTU.

3. WINDOW ASSEMBLY AND FLASHING DETAILS FOR NEW WINDOWS IN HISTORIC STRUCTURE DORMERS.

4. ASSEMBLY AND FLASHING DETAILS FOR NEW RAILING AND ASSOCIATED STRUCTURE.

5. STRUCTURAL SHORING PLAN FOR MAINTAINING STRUCTURAL INTEGRITY OF HISTORIC BUILDING ROOF DURING STRUCTURAL IMPROVEMENTS.

6. NEW GUTTER AND DOWNSPOUT CONNECTION DETAILS AT:
A. HISTORIC STRUCTURE ROOF.
B. MODERN STRUCTURE ROOF.
C. ALL METAL ROOFS WITH NEW GUTTERS AND DOWNSPOUTS.

7. NEW ROOF DRAIN AND P-TRAP CONNECTION DETAILS AT:
A. MODERN STRUCTURE ROOF.
C. PORCH ROOF.

8. NEW ROUTING DIAGRAM AND CONNECTION DETAILS FOR RECONNECTING RELOCATED ROOFTOP EQUIPMENT.

9. NEW ROOF PENETRATION DETAILS OF EACH TYPE OF PENETRATION.
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CURB FLASHING AT EXISTING ROOF ACCESS HATCH

EXISTING
ELEVATOR
SHAFT

EXISTING ELEVATOR EXHAUST & MOTOR
TO BE MOUNTED ON NEW PAD

EXISTING EQUIPMENT PITCH POCKET TYP.

EXISTING EQUIPMENT PITCH
POCKET TYP.

FLASHING AT EXISTING EXHAUST FAN

EXISTING DISCONNECT SERVING ACCU-2 IS TO BE
REPLACED WITH SAME. CONDUCTORS ARE TO BE
EXTENDED FROM NEXT AVAILABLE JUNCTION BOX
LOCATED INDOORS, OTHERWISE PROVIDE A
WEATHERPROOF JUNCTION BOX TO EXTEND
CONDUCTORS. LOCATE DISCONNECT 24" ABOVE
FINISHED ROOF.

EXISTING EQUIPMENT CURB FLASHING

FLASHING AT ELEVATOR SHAFT WALL

EXISTING EQUIPMENT, POWER & CONTROL MOVED TO NEW PAD.
WIRING TO BE RELOCATED. EXTEND GAS LINES BETWEEN CEILING
AND ROOF DECK TO NEW EQUIPMENT LOCATION AND CONNECT
TO EQUIPMENT THROUGH ROOF PENETRATION NEAR NEW PAD AS
SHOWN IN 1/A507. PROVIDE NEW GAS REGULATOR, AND ALL
ASSOCIATED ACCESSORIES. SIZE PIPES AS PER IFGS 2012 CODE

GOOSENECK FLASHING

1. ALL ELECTRICAL EQUIPMENT AND DEVICES
LOCATED 12" AND BELOW FROM EXISTING
FINISHED ROOF SHALL BE RELOCATED TO A
MINIMUM HEIGHT OF 24" ABOVE FINISHED ROOF
FOR EQUIPMENT AND 12" ABOVE FINSIHED ROOF
FOR DEVICES. INSTALLATION SHALL COMPLY
WITH NEC.

GENERAL NOTES

2. CONTRACTOR TO SUBMIT SAFETY PLAN FOR
ALL PHASES OF THE PROJECT, TO BE
APPROVED BY CITY STAFF, PRIOR TO START OF
WORK.

PROPOSED CONSTRUCTION DUMPSTER
LOCATION - COORDINATE WITH CITY STAFF.

3. THE MAXIMUM ROOF DEAD LOAD CONSIDERED
FOR DESIGN AND WHAT THE EXISTING ROOF
HAS BEEN CHECKED FOR IS 10 PSF, INCLUDING
THE SELF WEIGHT OF THE METAL DECK.
CONTRACTOR SHALL NOT EXCEED THIS
WEIGHT WHEN STACKING MATERIALS.

PROPOSED CONSTRUCTION DUMPSTER
CHUTE LOCATION - COORDINATE WITH
CITY STAFF.
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1. SHORE ENTIRE ROOF STRUCTURE ADEQUATELY BEFORE REINFORCING
    WOOD BEAMS AND REPLACING COLUMNS

2. REROUTE PIPE BELOW BEAM TO ALLOW ROOM FOR ADDITIONAL 12" BEAM

3. SHIFT OR REPLACE DUCT FROM BELOW EXISTING BEAM ALL AROUND PERIMETER TO ALLOW ROOM FOR ADDITIONAL 12" BEAM
BELOW

REATTACH ALL
STUDS TO BOTTOM
OF ADDED BEAM

REATTACH ALL
STUDS TO BOTTOM
OF ADDED BEAM

2

A100.1

Sim

3

A100.1

Sim

1

2

3

1. CONTRACTOR TO PROVIDE SHORING PLAN FOR
STRUCTURAL IMPROVEMENTS TO BE
APPROVED BY SENIOR ENGINEER ON RECORD.

GENERAL NOTES

2. THE MAXIMUM FLOOR DEAD LOAD CONSIDERED
FOR DESIGN AND WHAT THE EXISTING FLOOR
HAS BEEN CHECKED FOR IS 10 PSF, INCLUDING
THE SELF WEIGHT OF THE PLYWOOD DECK.
CONTRACTOR SHALL NOT EXCEED LOAD IN
CONSTRUCTION SHORING.
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ATTIC HVAC PLAN - EXISTING

No. Description Date

 1/4" = 1'-0"A100.1A200

1 HISTORIC ROOF ATTIC HVAC PLAN - EXISTING CONDITIONS

NOTE: CONTRACTOR SHALL SALVAGE AND REINSTALL ANY INTERFERING WIRING, DUCT, PIPE AND FIXTURES.

 1/4" = 1'-0"A100.1A100.1

2 LOWER DUCT SECTION
 1/4" = 1'-0"A100.1A100.1

3 UPPER DUCT SECTION
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DEMOLITION KEYNOTES

1. REMOVE EXISTING ASPHALT SHINGLE ROOFING AND
UNDERLAYMENT DOWN TO SHEATHING FROM ENTIRE
STRUCTURE. PROVIDE PROTECTION OF STRUCTURE. EXPOSED
SHEATHING WILL BE INSPECTED BY CITY STAFF. SHEATHING IS
ASSUMED TO BE DEGRADED IN LESS THAN 10% OF TOTAL ROOF
AREA. PRICE OF PATCHING OR REPLACEMENT IS INCLUDED IN
THE PROJECT SCOPE. PROVIDE UNIT PRICE FOR PATCHING OR
REPLACEMENT OF ANY QUANTITY OF DAMAGED SHEATHING IN
EXCESS OF 10%.

2. REMOVE EXISTING BUILT UP ROOFING, GRAVEL  AND
INSULATION FROM ENTIRE ROOF. PROVIDE PROTECTION OF
STRUCTURE. EXPOSED METAL DECKING WILL BE INSPECTED
BY CITY STAFF. METAL DECK IS ASSUMED TO BE CORRODED IN
LESS THAN 10% OF TOTAL ROOF AREA. PRICE OF PATCHING
OR REPLACEMENT IS INCLUDED IN THE PROJECT SCOPE.
PROVIDE UNIT PRICE FOR PATCHING OR REPLACEMENT OF
ANY QUANTITY OF DAMAGED METAL DECKING IN EXCESS OF
10%.

3. REMOVE EXISTING FLASHING/COPING ON EXISTING PARAPET
WALL.

4. REMOVE EXISTING ASPHALT SHINGLE ROOFING AND
UNDERLAYMENT DOWN TO SHEATHING FROM ALL DORMERS.
PROVIDE PROTECTION OF STRUCTURE. EXPOSED SHEATHING
WILL BE INSPECTED BY CITY STAFF. SHEATHING IS ASSUMED TO
BE DEGRADED IN LESS THAN 10% OF TOTAL ROOF AREA. PRICE
OF PATCHING OR REPLACEMENT IS INCLUDED IN THE PROJECT
SCOPE. PROVIDE UNIT PRICE FOR PATCHING OR REPLACEMENT
OF ANY QUANTITY OF DAMAGED SHEATHING IN EXCESS OF 10%.

5. REPOSITION EXISTING ROOFTOP EQUIPMENT TO FUNCTION
DURING CONSTRUCTION.

6. REMOVE EXISTING SLATE ROOFING AND UNDERLAYMENT DOWN
TO SHEATHING FROM ENTIRE ROOF AND DORMERS, TYP.
PROVIDE PROTECTION OF STRUCTURE. PROVIDE PROTECTION
OF STRUCTURE. EXPOSED SHEATHING WILL BE INSPECTED BY
CITY STAFF. SHEATHING IS ASSUMED TO BE DEGRADED IN LESS
THAN 10% OF TOTAL ROOF AREA. PRICE OF PATCHING OR
REPLACEMENT IS INCLUDED IN THE PROJECT SCOPE. PROVIDE
UNIT PRICE FOR PATCHING OR REPLACEMENT OF ANY QUANTITY
OF DAMAGED SHEATHING IN EXCESS OF 10%.

7. REMOVE EXISTING STANDING SEAM ROOFING AND UNDERLAYMENT.

8. REMOVE EXISTING STEP FLASHING AT INTERSECTION OF
HISTORIC BUILDING AND CONTEMPORARY BUILDING AT SLOPED
LOCATION.

9. REMOVE EXISTING RAILING AND STORE FOR REINSTALLATION.
STRUCTURE TO REMAIN INTACT DURING CONSTRUCTION.

10. REMOVE EXISTING ROOFING AND INSULATION. REPAIR SHEATHING IF
REQUIRED. PREPARE TO RECEIVE NEW INSULATION AND ROOFING
TO CORRECT WATER DRAINAGE ISSUES.

11. REMOVE EXISTING METAL ROOFING AND FLASHING. PREPARE
FOR THE INSTALLATION OF NEW METAL ROOFING AND FLASHING
TO PROVIDE CONTINUOUS WATERPROOFING.

12. INSTALL COVERED WALKWAY TO MEET OSHA REQUIREMENTS
FOR PROTECTING EGRESS DURING CONSTRUCTION

GENERAL NOTES
1. THE CONTRACTOR SHALL BE RESPONSIBLE FOR

MAINTAINING WATER PROOFING DURING ENTIRE LENGTH
OF CONSTRUCTION.

2. PHASING TO BE COORDINATED & APPROVED BY THE CITY'S
APPOINTED PROJECT MANAGER.

13. DEMO EXISTING ROOF DRAINS TYP. CONTRACTOR SHALL TEST
DRAIN PIPE FOR CLOGS, LEAKS, CORROSION AND DOCUMENT
EXISTING CONDITIONS FOR CITY. PROVIDE UNIT PRICE FOR PIPE
REPLACEMENT.

3. ALL ELECTRICAL EQUIPMENT AND DEVICES LOCATED 12" AND
BELOW FROM EXISTING FINISHED ROOF SHALL BE RELOCATED
TO A MINIMUM HEIGHT OF 24" ABOVE FINISHED ROOF FOR
EQUIPMENT AND 12" ABOVE FINSIHED ROOF FOR DEVICES.
INSTALLATION SHALL COMPLY WITH NEC.

3. DURING THE CONSTRUCTION THE BUILDING WILL BE
OCCUPIED AND OPERATING AT NORMAL CAPACITY.
CONTRACTOR MUST COORDINATE WITH THE APPOINTED
PROJECT MANAGER FOR LAY DOWN AND PARKING
REQUIREMENTS

4. ALL ELECTRICAL EQUIPMENT AND DEVICES LOCATED 12" AND
BELOW FROM EXISTING FINISHED ROOF SHALL BE RELOCATED
TO A MINIMUM HEIGHT OF 24" ABOVE FINISHED ROOF FOR
EQUIPMENT AND 12" ABOVE FINSIHED ROOF FOR DEVICES.
INSTALLATION SHALL COMPLY WITH NEC.

14. EXISTING DISCONNECT SERVING ACCU-2 IS TO BE REPLACED
WITH SAME. CONDUCTORS ARE TO BE EXTENDED FROM
NEXT AVAILABLE JUNCTION BOX LOCATED INDOORS,
OTHERWISE PROVIDE A WEATHERPROOF JUNCTION BOX TO
EXTEND CONDUCTORS. LOCATE DISCONNECT 24" ABOVE
FINISHED ROOF.

15. DEMOLISH EXISTING DORMER WINDOWS AND FRAMES,
PREPARE FOR NEW WINDOW INSTALLATION

16. REMOVE EXISTING BUILT UP ROOFING, GRAVEL, FLASHING AND
INSULATION DOWN TO STRUCTURE AND PREPARE FOR NEW
EPDM ROOFING.

17. PROTECT EXHAUST VENT DURING DEMOLITION, AND RE-FLASH
DURING NEW CONSTRUCTION.

5. PROTECT ALL ROOFTOP EQUIPMENT AND PENETRATIONS
DURING CONSTRUCTION. COORDINATE OUTAGES WITH CITY
STAFF.
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28
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29 TYP

30

NEW WORK LEGEND

1. INSTALL NEW STANDING SEAM ROOFING. MATCH SEAMS TO EXISTING

2. INSTALL NEW PVC RAILING

3. INSTALL NEW HIGHLY REFLECTIVE EPDM ROOFING AND
INSULATION ON MODERN STRUCTURE

4. REINSTALL EXISTING PVC RAILING ONTO EXISTING PORCH ROOF

5. INSTALL NEW COMPOSITE SLATE ROOFING ON ROOF AND
DORMERS

6. INSTALL NEW COPPER RIDGE  FLASHING

7. INSTALL NEW ARCHITECTURAL ASPHALT SHINGLE ROOFING ON ROOF
AND DORMERS - COLOR TBD.

8. INSTALL NEW OSHA COMPLIANT EYE-HOOK MAINTENANCE SAFETY
ANCHORS AROUND PERIMETER OF MAIN ROOF @ 12' MAX, WELDED
TO HSS WHERE POSSIBLE

9. INSTALL NEW ANTENNA MOUNTED ON EXISTING EQUIPMENT SUPPORT
SYSTEM

10. INSTALL NEW BILCO BIL-GUARD RAILING SYSTEM, LADDER-UP SAFETY
POST, AND 3' - 0" x 3' - 6" HATCH - OR SIMILAR PRODUCT

11. INSTALL NEW SUPPORT STRUCTURE FOR INDICATED ROOF
TOP UNITS AND REPOSITION UNITS ON NEW ELEVATED PLATFORM

12. INSTALL NEW LOW SLOPE METAL, LOW PROFILE STANDING SEAM
ROOF.

NEW WORK KEY

ROOF RAILING POSTS WITH HSS SUPPORT
SYSTEM

NEW ROOF DRAIN

NEW ROOF SAFETY ANCHOR

13. INSTALL NEW ROOF DRAIN TYP. INSTALL DOWNSPOUTS FROM PORCH
DRAINS - SEE DRAINAGE DETAILS.

GENERAL NOTES
1. GENERAL CONTRACTOR TO HIRE A THIRD PARTY ROOFING

INTEGRITY INSPECTOR & CERTIFY THE ENTIRE ROOFING
INSTALLATION FOR WARRANTY PURPOSE

14. INSTALL NEW HIGHLY REFLECTIVE EPDM ROOFING ON
PORCH. ALSO INSTALL RIGID INSULATION WITH PROPER
SLOPE TO ACCOMMODATE NEW ROOF DRAINING PLAN ON A400

15. INSTALL NEW WOOD PAD FOR EXISTING EQUIPMENT. SEE
DETAIL.

2. ALL ELECTRICAL EQUIPMENT AND DEVICES LOCATED 12" AND BELOW
FROM EXISTING FINISHED ROOF SHALL BE RELOCATED TO A MINIMUM
HEIGHT OF 24" ABOVE FINISHED ROOF FOR EQUIPMENT AND 12"
ABOVE FINISHED ROOF FOR DEVICES. INSTALLATION SHALL COMPLY
WITH NEC.

16. REMEDIATE RUST AND PREPARE TO RECEIVE PAINT. REPAINT ALL
STEEL CURBS WITH ANTI-CORROSIVE PAINT. COORDINATE COLOR
WITH CITY STAFF.

17. INSTALL NEW DORMER WINDOWS, SEE WINDOW SCHEDULE.

18. REROUTE ALL PIPING AND CABLES TO EXISTING DESTINATIONS
BETWEEN CEILING AND ROOF DECK. PENETRATE ROOF NEAR
NEW EQUIPMENT LOCATION. V.I.F. EXISTING DESTINATION OF
CONDUIT/PIPE.

19. INSTALL NEW INSULATION, EPDM ROOFING AND FLASHING

20. PRIME AND PAINT NEW FABRICATION.

21. CREATE CRICKET AT HORIZONTAL JOINT OF ROOF AND WALL USING
RIGID INSULATION, SLOPE 2% MIN.

22. INSTALL METAL ROOF AND FLASHING AROUND AND ON EXISTING
HATCH COVER. SEE DETAIL

3. PROTECT ALL ROOFTOP EQUIPMENT AND PENETRATIONS DURING
CONSTRUCTION. COORDINATE OUTAGES WITH CITY STAFF.

23. REPLACE ALL EXISTING ROOF GUTTERS WITH NEW ROOF GUTTERS IN
LIKE AND KIND. ALL NEW GUTTERS TO BE ENAMELED WHITE.

24. REPLACE ALL EXISTING DOWNSPOUTS WITH NEW DOWNSPOUTS IN
LIKE AND KIND. ALL NEW DOWNSPOUTS TO BE ENAMELED WHITE.

25. REPLACE EXISTING IMMITATION DOWNSPOUT USED AS CONDUIT
COVER WITH NEW COVER IN LIKE AND KIND. COVER TO BE ENAMELED
WHITE.

26. INSTALL NEW DOWNSPOUT AT HISTORIC ROOF GUTTER. DRAIN TO
EXISTING BOOT AT NEAREST LOCATION. SLOPE NEW BUILT-IN
GUTTER TO NEW DOWNSPOUT.

27. INSTALL NEW STEP FLASHING AT INTERSECTION OF HISTORIC
BUILDING AND CONTEMPORARY BUILDING AT SLOPED LOCATION.

28. INSTALL NEW SNOW GUARDS TO MATCH EXISTING TYPES,
FINISHES AND LOCATIONS.

29. ON ALL DORMERS, REPLACE ANY SIDING DAMAGED OR REMOVED
DURING CONSTRUCTION WITH WOOD SIDING OF SAME COLOR AND
PROFILE.

30. REPLACE ALL GUTTER SOFFIT AND STRUCTURE WITHIN 10 FEET OF
ALL OUTSIDE CORNERS OF HISTORIC STRUCTURE, AND AT ALL
OTHER LOCATIONS WHERE DAMAGE IS VISIBLE TYP.
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1 THIRD FLOOR PLAN OVERLAY
 1/8" = 1'-0"A103A200

2 FIRST FLOOR EGRESS PLAN
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FIRST FLOOR
0' - 0"

SECOND FLOOR
12' - 0"

THIRD FLOOR
24' - 0"

MAIN ROOF TOP
35' - 0 1/2"

MAIN ROOF BASE
27' - 0"

FIRST FLOOR -
WEST WING

0' - 6"

SECOND FLOOR -
WEST WING

11' - 6"

LOWER ROOF
BASE

21' - 6"

LOWER ROOF TOP
31' - 6"

BASEMENT
-10' - 0"

2

A300

3

A300

4

A300

NEW VINYL RAILING NEW ASPHALT SHINGLE ROOF

NEW STANDING SEAM ROOF

EXISTING PVC RAILING TO BE REINSTALLED

NEW VINYL RAILING

NEW COMPOSITE SLATE ROOFING
SLOPE NEW BUILT-IN GUTTER TO NEW DOWNSPOUT

INSTALL NEW DOWNSPOUT ON WALL OF HISTORIC
BUILDING AT INSIDE CORNER, DRAIN TO EXISTING BOOT
AT NEAREST OUTSIDE CORNER

EXISTING CONDUIT COVER DISGUISED AS DOWNSPOUT, REPLACE
WITH SIMILAR STYLE COVER TO MATCH NEW DOWNSPOUTS.
COORDINATE REPLACEMENT WITH CITY STAFF.

REPLACE ALL GUTTER SOFFIT AND
STRUCTURE WITHIN 10 FEET OF ALL OUTSIDE
CORNERS OF HISTORIC STRUCTURE, AND AT
ALL OTHER LOCATIONS WHERE DAMAGE IS
VISIBLE TYP.

NEW DOWNSPOUT NEW DOWNSPOUT

REPLACE EXISTING WOOD FLASHING WITH NEW
WOOD FLASHING AT SAME LOCATION, FINISH TO
MATCH SIDING

11

5

A503

TYP

B A

FIRST FLOOR
0' - 0"

SECOND FLOOR
12' - 0"

THIRD FLOOR
24' - 0"

MAIN ROOF TOP
35' - 0 1/2"

FIRST FLOOR -
WEST WING

0' - 6"

SECOND FLOOR -
WEST WING

11' - 6"

LOWER ROOF
BASE

21' - 6"

LOWER ROOF TOP
31' - 6"

BASEMENT
-10' - 0"

2

A300

3

A300

4

A300

NEW STANDING SEAM ROOFING

NEW VINYL RAILING

NEW ASPHALT SHINGLE ROOF NEW STANDING SEAM ROOF

EXISTING PVC RAILING TO
BE REINSTALLED

NEW VINYL RAILINGNEW COMPOSITE SLATE ROOFING

NEW ASPHALT SHINGLE ROOF

NEW
DOWNSPOUT

NEW
DOWNSPOUT

NEW
DOWNSPOUT

REPLACE ALL GUTTER SOFFIT AND STRUCTURE
WITHIN 10 FEET OF ALL OUTSIDE CORNERS OF
HISTORIC STRUCTURE, AND AT ALL OTHER
LOCATIONS WHERE DAMAGE IS VISIBLE TYP.

REPLACE EXISTING METAL STEP FLASHING AND
STRAIGHT FLASHING AROUND CORNER WITH NEW
FLASHING AT SAME LOCATION, FINISH TO MATCH
STANDING SEAM ROOF

REPLACE EXISTING SLOPED METAL FLASHING WITH NEW FLASHING AT
SAME LOCATION, FINISH TO MATCH STANDING SEAM ROOF

REPLACE EXISTING WOOD FLASHING WITH NEW
WOOD FLASHING AT SAME LOCATION, FINISH TO
MATCH SIDING

A600

3

1 1

5

A503

TYP6

A503

Sim

BA

GENERAL NOTES

1. ALL EXISTING DOWNSPOUTS TO BE REPLACED WITH NEW
DOWNSPOUTS AT SAME LOCATIONS. SHAPES OF NEW DOWNSPOUTS
TO MATCH EXISTING, ROUND AT HISTORIC STRUCTURE AND SQUARED
OFF AT NEWER STRUCTURE. ALL DOWNSPOUTS FINISH TO BE BAKED
ENAMEL WHITE, AND CONNECTED TO NEW GUTTER AND EXISTING
BOOT/SPLASH PAN.
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EAST & WEST ELEVATION

 1/8" = 1'-0"A200A101

1 EAST ELEVATION

 1/8" = 1'-0"A200A101

2 WEST ELEVATION
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FIRST FLOOR
0' - 0"

SECOND FLOOR
12' - 0"

THIRD FLOOR
24' - 0"

MAIN ROOF TOP
35' - 0 1/2"

BASEMENT
-10' - 0"

1

A300

NEW ASPHALT SHINGLE ROOF

NEW VINYL RAILING

NEW STANDING SEAM ROOF

NEW DOWNSPOUT

6

A502

FIRST FLOOR
0' - 0"

SECOND FLOOR
12' - 0"

THIRD FLOOR
24' - 0"

MAIN ROOF TOP
35' - 0 1/2"

FIRST FLOOR -
WEST WING

0' - 6"

SECOND FLOOR -
WEST WING

11' - 6"

LOWER ROOF
BASE

21' - 6"

LOWER ROOF TOP
31' - 6"

BASEMENT
-10' - 0"

1

A300

NEW VINYL RAILING

NEW ASPHALT SHINGLE ROOF

NEW STANDING SEAM ROOF
EXISTING PVC RAILING TO BE REINSTALLED

NEW VINYL RAILING

NEW COMPOSITE SLATE ROOFING

NEW DOWNSPOUTS

1

5

A503

TYP

6

A502

GENERAL NOTES

1. ALL EXISTING DOWNSPOUTS TO BE REPLACED WITH NEW
DOWNSPOUTS AT SAME LOCATIONS. SHAPES OF NEW DOWNSPOUTS
TO MATCH EXISTING, ROUND AT HISTORIC STRUCTURE AND SQUARED
OFF AT NEWER STRUCTURE. ALL DOWNSPOUTS FINISH TO BE BAKED
ENAMEL WHITE, AND CONNECTED TO NEW GUTTER AND EXISTING
BOOT/SPLASH PAN.
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NORTH & SOUTH ELEVATION

 1/8" = 1'-0"A201A 000

1 NORTH ELEVATION

 1/8" = 1'-0"A201A102

2 SOUTH ELEVATION

No. Description Date
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MAIN ROOF TOP
35' - 0 1/2"

MAIN ROOF BASE
27' - 0"

LOWER ROOF
BASE

21' - 6"

LOWER ROOF TOP
31' - 6"

2

A300

3

A300

4

A300

A502

1
A502

2

A504

3
A504

4

A502

5

A503

2

A502

8

A502

7

BA

A504

5
Sim

MAIN ROOF TOP
35' - 0 1/2"

MAIN ROOF BASE
27' - 0"

1

A300

A503

1

A504

1

A503

3

LOWER ROOF
BASE

21' - 6"

LOWER ROOF
BASE

21' - 6"

LOWER ROOF TOP
31' - 6"

LOWER ROOF TOP
31' - 6"

1

A300

A503

4

A504

2

ALL PIPING AND DUCT WORK LOCATED IN
THE AREA WITH NEW ROOF BEAMS TO BE
REROUTED AROUND NEW BEAMS

PORCH ROOF
BASE

9' - 11"

1

A300
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REPLACEMENT

31 S SUMMIT AVE,
GAITHERSBURG, MD 20877

SECTION - OVERALL - NEW

WORK

 3/16" = 1'-0"A300A102

1 LONG SECTION - OVERALL

 3/16" = 1'-0"A300A102

2 SHORT SECTION - MAIN ROOF

 3/16" = 1'-0"A300A102

3 SHORT SECTION - SLATE ROOF

 3/16" = 1'-0"A300A102

4 SHORT SECTION - PORCH ROOF

No. Description Date
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2

A300

1

A300

A500

2

A501

4
A500

3

A500

5

NEW DRAIN

NEW DRAIN

NEW DRAIN
NEW DRAIN

NEW DRAIN

NEW DRAIN

B

A

MINIMUM SLOPE 1/4" PER FOOT (1/4" / 12") TYP.

20
' -

 2
 3

1/
3
2"

LO
N
G

E
S
T S

LO
P
E
 R

U
N

20' - 2 5/16" TOP OF DECK

+11"

1

A300

3

A300

4

A300

1

A401

NEW DRAIN

NEW DRAINNEW DRAIN

A500

1

MINIMUM SLOPE
1/4" PER FOOT
(1/4" / 12") TYP.

MINIMUM SLOPE
1/4" PER FOOT
(1/4" / 12") TYP.
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N
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A400
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REPLACEMENT

31 S SUMMIT AVE,
GAITHERSBURG, MD 20877

ENLARGED ROOF DRAINAGE

PLAN

 3/16" = 1'-0"A400A200

1 ENLARGED ROOF PLAN - MAIN ROOF - NEW WORK

 1/4" = 1'-0"A400A200

2 ENLARGED ROOF PLAN - PORCH - NEW WORK
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NEW ROOF DRAIN

EXISTING ROOF
DRAIN PIPE

REMOVE EXISTING
PIPE FOR SLATE
ROOF DOWNSPOUT
BELOW PORCH
ROOF - SEAL
PENETRATION

NEW ROOF DRAIN

NEW ROOF DRAIN 4"
PIPE

NEW ROOF DRAIN

NEW ROOF DRAIN
4" PIPE

NEW SPLASH PANNEW SPLASH PAN

NEW DOWNSPOUT END TO
DISCHARGE ONTO PORCH
ROOF, AWAY FROM BUILDING

12" DIA.

15" DIA.

5"

12" DIA.

4" DIA.

5"

NOTES:

1. PROVIDE VERTICAL EXPANSION JOINT ON ROOF DRAIN OUTLET.
2. REFER TO ARCHITECTURE DRAWINGS FOR EXACT CONSTRUCTION
ROOF CONDITIONS AND REQUIREMENTS.
3. REFER TO ARCHITECTURE DRAWINGS FOR LOCATION(S) OF THE
ROOF DRAIN(S)

CAST IRON

SLIP JOINT NUT

SLIP JOINT NUT

ESCUTCHEON

CLEANOUT

5"

1 1/2"

1 1/2" NPT CONN.3"

5"

1 1/2"

5"
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PG&ASM

AV

A401

12-0009.020

CITY HALL ROOF

REPLACEMENT

31 S SUMMIT AVE,
GAITHERSBURG, MD 20877

PORCH ROOF DRAINAGE

DETAILS

 1/4" = 1'-0"A401A400

1 PORCH ROOF DRAINAGE DETAILS

NTSA401

2 ROOF DRAIN DETAIL - NEW ROOF DRAIN
NTSA401

3 P-TRAP W/CLEANOUT DETAIL

NOTE: ALL HORIZONTAL SEGMENTS OF DRAINAGE PIPES TO HAVE 1% SLOPE MIN.
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ROOF FLASHING AT WALL

SHINGLE RIDGE CAP FOR DORMER

SHINGLE VALLEY CAP FOR DORMER

SHINGLE RIDGE CAP

METAL VALLEY CAP
UNDER ROOFING

STANDING SEAMS

INSTALL NEW SNOW
GUARDS ON NEW ROOF

METAL EDGE
FLASHING
EXTENDED BACK 3"

INSTALL NEW SNOW GUARDS
ON NEW ROOF

STANDING SEAMS

NEW FLASHING UNDER
METAL ROOFING

FOR SEAM SPACING AND TYPE, SEE PRODUCT DATA.

.

MAX

8".
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N
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PG & ASM

AV

A500

12-0009.020

CITY HALL ROOF

REPLACEMENT

31 S SUMMIT AVE,
GAITHERSBURG, MD 20877

PLAN DETAILS

 1 1/2" = 1'-0"A500A400

1 PORCH ROOF CONNECTION TO WALL

 1 1/2" = 1'-0"A500A400

2 DORMER PLAN DETAIL

 1 1/2" = 1'-0"A500A400

3 METAL TO SHINGLE CONNECTION DETAIL

 1 1/2" = 1'-0"A500A400

5 ROOF TO WALL CONNECTION DETAIL
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COPPER RIDGE CAP - SEE A600 FOR PRODUCT DETAILS

COPPER VALLEY CAP UNDER COMPOSITE SLATE - SEE
A600 FOR PRODUCT DETAILS

COPPER RIDGE CAP - SEE A600 FOR PRODUCT DETAILS

COPPER EDGE
FLASHING - SEE A600
FOR PRODUCT
DETAILS

METAL ROOF FLASHING OVERLAP
COPPER EDGE FLASHING

METAL ROOF FLASHING INNER EDGE

ROOF EDGE

PAINTED I BEAM - SEE STRUCTURAL

PAINTED PERFORATED STEEL
TREAD- SEE STRUCTURAL

PAINTED STEEL PAD FRAME -
SEE STRUCTURAL

PAINTED INTERMEDIATE SUPPORT
- SEE STRUCTURAL
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A

EW
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N
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PG & ASM

AV

A501

12-0009.020

CITY HALL ROOF

REPLACEMENT

31 S SUMMIT AVE,
GAITHERSBURG, MD 20877

PLAN DETAILS

 1 1/2" = 1'-0"A501A102

1 SLATE ROOF DORMER DETAIL
 1 1/2" = 1'-0"A501A102

2 SLATE ROOF RIDGE DETAIL

No. Description Date

 1" = 1'-0"A501A102

4 NEW EQUIPMENT PAD PLAN DETAIL

pgorokhov
Image

pgorokhov
Text Box
Professional Certification.

pgorokhov
Text Box
I certify that these documents were prepared or approved by me, and that I am a duly licensed architect under the laws of the State of Maryland, license number 15975, expiration date 10.16.2017



A502

9

NEW CERTAINTEED
VINYL RAILING - SEE
FINISH SCHEDULE

NEW SHINGLE ROOFING

NEW FELT MEMBRANE

NEW FLASHING

NEW COUNTERFLASHING

EXISTING INSULATED ROOF
STRUCTURE TO REMAIN

NEW RIGID ROOF
INSULATION, 6" MIN.
SLOPED TO DRAIN

NEW EPDM ROOF

NEW FLASHING OVER GUTTER

FLA
SHIN

G

18" M
IN

NEW GUTTER - MATCH EXISTING

A505

1

SHIM AS NECESSARY TO
ELIMINATE VALLEY

COVERBOARD INSULATION

NEW FLASHING

NEW COUNTERFLASHING

NEW EPDM ROOF

NEW RIGID INSULATION

COVERBOARD INSULATION

0' - 3"

18" M
IN

V
.I
.F

.

2
' 
- 

0
" 

A
P

P
R

O
X

.

NEW FLASHING
OVER BRICK

NEW FLASHING
UNDER SLATE
COMPOSITE

NEW SLATE
COMPOSITE
ROOFING

NEW FELT
MEMBRANE

NEW FLASHING
OVER GUTTER

NEW
COUNTERFLASHING
OVER BRICK

CREATE NEW CRICKET
USING RIGID
INSULATION TO SLOPE
AWAY FROM CENTER

4 A502

NEW GUTTER TO
MATCH EXISTING
IN LIKE AND KIND

NEW SLATE ROOFING

NEW FELT MEMBRANE

NEW FLASHING

NEW METAL PAN TO MATCH PROFILE
OF EXISTING BUILT IN GUTTER - 4"
LAP WITH 3 LAYERS MASTIC SEALANT

EXISTING GUTTER FASCIA TO REMAIN
- REPAIR/REPLACE ANY DAMAGED
FASCIA

NEW DOWNSPOUT MATCH
EXISTING PROFILE - ALUM.
FACTORY FINISH BAKED
ENAMEL WHITE

WATERPROOF MEMBRANE

18" M
IN

GUTTER TO DOWNSPOUT
CONNECTION - SUBMIT SHOP
DRAWINGS FOR APPROVAL

EXISTING RAILING TO BE REINSTALLED
AFTER NEW ROOF INSTALLATION

STRUCTURE FOR SLOPED
ROOFING TO BE REPAIRED TO
SLOPE TO EXISTING AND NEW
DRAINS

NEW EPDM ROOFING

NEW EXTERIOR GRADE
EXPOSURE # SHEATHING

NEW CURB FLASHING

NEW COUNTERFLASHING

EXISTING ROOF FASCIA TO REMAIN

EXISTING SIDING

NEW
COUNTERFLASHING

NEW FLASHING

NEW BREAK
METAL

EXISTING RAILING STRUCTURE TO
REMAIN INTACT DURING
CONSTRUCTION. EXISTING RAILING
STRUCTURAL INTEGRITY TO BE V.I.F.
AFTER REMOVING POST SHEATHING.
DAMAGED OR INADIQUATE
STRUCTURE TO BE
REPAIRED/REPLACED.

WOOD FLASHING
COVER TO MATCH
SIDING

NEW ROOF DRAIN

NEW DRAIN FLASHING

NEW FLASHING OVER GUTTER

NEW SHINGLE ROOF OVER FELT

NEW GUTTER TO MATCH
EXISTING IN LIKE AND KIND

SHIM AS NECESSARY TO
ELIMINATE VALLEY

18" M
IN

SEALANT
TOOLED

INTO PLACE

COUNTERFLASHING

STANDARD
FLASHING

WALL

FLASHING ENDS IN
MORTAR WHERE

INDICATED

0
' 
- 

3
" 

M
IN

.

ROUNDED GUTTER
SUPPORT TO
MATCH EXISTING
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PG & ASM

AV

A502

12-0009.020

CITY HALL ROOF

REPLACEMENT

31 S SUMMIT AVE,
GAITHERSBURG, MD 20877

SECTION DETAILS

 1" = 1'-0"A502A300

1 SHINGLE ROOF DETAIL

 3" = 1'-0"A502A300

2 ELEVATOR SHAFT TO ROOF CONNECTION

 3" = 1'-0"A502A300

5 SLATE ROOF TO WALL CONNECTION

 3" = 1'-0"A502A300

7 SLATE ROOF TO WALL AND GUTTER CONNECTION
 3" = 1'-0"A502A300

8 PORCH ROOF SECTION

 3" = 1'-0"A502A502

9 SHINGLE ROOF TO WALL CONNECTION

 6" = 1'-0"A502

3 TYP. RIGLET ON BRICK DETAIL

 1/4" = 1'-0"A502A102

4 STEP FLASHING ELEVATION

No. Description Date

 3" = 1'-0"A502A103

6 ROUNDED GUTTER SUPPORT DETAIL
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NEW STANDING SEAM METAL ROOFING

NEW FELT MEMBRANE

NEW FLASHING

18" M
IN.

STANDING
SEAM ROOF
UP PARAPET

NEW FLASHING

NEW
COUNTERFLASHING

NEW EPDM
ROOFING

NOTCHED
Z-FLASHING

NEW STANDING SEAM ROOF
TURN UP WALL TYP.

NEW STANDING SEAM ROOF
TURN UP WALL TYP.

NEW COVERBOARD
INSULATION

NEW RIGID INSULATION

NEW GUTTER
& DOWNSPOUT

NEW STANDING SEAM METAL ROOFING

NEW FELT MEMBRANE

NEW FLASHING

M
IN

.

1'
 - 

4"

EXISTING FLASHING TO BE PRESERVED DURING
REPLACEMENT OF STANDING SEAM ROOF, TO
BE USED WITH NEW ROOF

NEW COUNTERFLASHING SLOPED AT
HORIZONTAL SURFACE TO AVOID POOLING.
FINISH TO MATCH STANDING SEAM ROOF

M
IN

.

0'
 -
 3

"

NEW ICE GUARD

NOTCHED
Z-FLASHING

NEW COUNTERFLASHING OVER WINDOW
FRAME

NAILER

FASTENERS APPROX. 8" O.C.

CONT. SEALANT

NEW GUTTER

NEW
DOWNSPOUT

NEW METAL PAN TO
MATCH EXISTING
PROFILE OF BUILT
IN GUTTER

NEW FLASHING

NEW SLATE COMPOSITE ROOFING

NEW FELT MEMBRANE

*NOTE

NEW COUNTERFLASHING

NEW FLASHING

NEW FLASHING FASTENER
- SEAL AROUND CAP

NEW EPDM ROOF

NEW RIGID
INSULATION

EXISTING
ROOF DECK

EXISTING ROOF
STRUCTURE

CLEAN BRICK SURFACE
WHERE REQUIRED

COVERBOARD
INSULATION

EXISTING SIDING

NEW COUNTERFLASHING

NEW FLASHING

NEW STANDING SEAM
METAL ROOF

NEW NOTCHED Z CLIP

NEW CONT. WOOD FLASHING
COVER TO MATCH EXISTING

SEALANT CONT.

FACE OF EXISTING BRICK

NEW STEPPED
COUNTERFLASHING -
MATCH COLOR TO ROOF

NEW STEPPED FLASHING
- MATCH COLOR TO ROOF

NEW STANDING SEAM
METAL ROOF

NEW NOTCHED Z CLIP

M
IN

.

0
' 
- 

3
"

NEW FLASHING FASTENER

0' - 1 1/2"

CONT. SEALANT
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12-0009.020

CITY HALL ROOF

REPLACEMENT

31 S SUMMIT AVE,
GAITHERSBURG, MD 20877

SECTION DETAILS

 3" = 1'-0"A503A300

1 STANDING SEAM OVER ENTRY - TOP

 3" = 1'-0"A503A300

3 STANDING SEAM OVER ENTRY - BOTTOM
 3" = 1'-0"A503A300

4 SLATE ROOF GUTTER DETAIL

*4/A503 NOTE: CONTRACTOR SHALL EXAMINE FIELD CONDITIONS DURING CONSTRUCTION AND PROVIDE UNIT PRICE
FOR REPLACEMENT OR REPAIR OF DAMAGED STRUCTURAL WOOD AND DECORATIVE TRIM PIECES. THE REPLACED
WOOD SHALL MAINTAIN AN HISTORIC APPEARANCE. SEE 4/A503 FOR SPECIFIC LOCATION.

No. Description Date

 3" = 1'-0"A503A300

2 NEW ELEVATOR ROOF DETAIL

 3" = 1'-0"A503A200

5 METAL ROOF WOOD FLASHING AT WALL

 3" = 1'-0"A503A200

6 METAL ROOF STEPPED FLASHING AT WALL
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NEW FLASHING

NEW GUTTER

NEW COUNTERFLASHING SLOPED AT HORIZONTAL SURFACE TO
AVOID POOLING. FINISH TO MATCH STANDING SEAM ROOF

EXISTING FLASHING TO BE PRESERVED DURING REPLACEMENT OF
STANDING SEAM ROOF, TO BE USED WITH NEW ROOF

EXISTING SHEATHING

NEW STANDING SEAM ROOFING

EXISTING INSULATION

NOTCHED Z-FLASHING

NEW COUNTERFLASHING OVER WINDOW FRAME

CONT. SEALANT

FASTENERS APPROX. 8" O.C.

NAILER

NEW DOWNSPOUT

NEW RAILING SUPPORT

NEW FRAMING SEE
S-1A FOR DETAILS

NEW METAL
COUNTERFLASHING
- MATCH ROOFING

NEW SLATE
COMPOSITE ROOF

NEW COPPER
FLASHING

CERTAINTEED RAILING
SYSTEM - SEE FINISH
SCHEDULE

NEW
COUNTERFLASHING

BUTILE & MASTIC SEALANT
AT PENETRATION

METAL ROOF SEAM -
FILL WITH SEALANT

CONT. METAL OVER
HATCH CURB

CONT. METAL OVER
HATCH - MATCH
FINISH OF ADJACENT
ROOF

DRIP EDGE

METAL ROOF

2
" 

M
IN

.

DRIP EDGE

SEAM FROM ROOF TO
FLASHING - FILL WITH
SEALANT

3
' 
- 

6
" 

F
R

O
M

 W
A

L
K

IN
G

 S
U

R
F

A
C

E

NEW FLASHING OVER RTU CURB

EXISTING RTU CURB

EXISTING RTU

NEW EPDM ROOFING

NEW ROOFING INSULATION

NEW COVERBOARD INSULATION

NEW PLYWOOD - SURFACE SANDED
AND PREPARED TO RECEIVE EPDM

CONTINUOUS EPDM OVER CURB
A

EXISTING PIER SUPPORT

NEW FLASHING

NEW COUNTERFLASHING

NEW EPDM ROOF

EXISTING RTU

NEW RIGID INSULATION

NEW COVERBOARD INSULATION

NEW EPDM ROOF A506
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TO BEARING
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SECTION DETAILS

 3" = 1'-0"A504A300

1 STANDING SEAM OVER ENTRY - MIDDLE

 3" = 1'-0"A504A300

2 SLATE ROOF RAILING AND HATCH DETAIL
 1 1/2" = 1'-0"A504A300

3 EXISTING CONTINUOUS RTU CURB STRUCTURE
 3" = 1'-0"A504A300

4 EXISTING RTU PIER SUPPORT STRUCTURE

 3" = 1'-0"A504A300

5 NEW RTU SUPPORT STRUCTURE
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0' - 4 1/2"

0' - 5 1/4" 4' - 0"

APPROX.
0' - 6 1/4"

4' - 0"

POST SUPPORT PLATE
3-1/2"x3-1/2"x5/16"
PER RAILING MANUF.

4x4 HSS CONT.
ALONG PARAPET

SPACER BRACKET

BOTTOM RAIL -
RECTANGULAR
PROFILE

BOTTOM RAIL CLIP
TO SUPPORT PIPE

SPACER BRACKET

VINYL POST

VINYL POST CAP

TOP RAIL -
ROUNDED PROFILE

SQUARE BALUSTERS

TOP RAIL -
3' - 6"
MINIMUM

BOLT(4) ATTACHMENT TO TOP
FLANGE OF ROOF JOIST
THROUGH CORRUGATED ROOF

NEW EPDM ROOFING

FLASHING

COUNTERFLASHING

POST SUPPORT PIPE
1-5/8" DIA.

WELDED CONNECTION

BOLTS PER RAILING
MANUF.

NOTE: ALL COMPONENTS FOR RAILING INCLUDING
BASEPLATE ARE PER MANUFACTURER SPECIFICATION

BASE PLATE

WELDED CONNECTION

4X4 HSS

WELDED CONNECTION

HSS BOOT OVER NEW FLASHING

4X4 HSS

NAILER HSS
SUPPORT

SHINGLE ROOFING

PARAPET BLOCKING

EXISTING ROOF TRUSS

EXISTING CORRUGATED ROOF

ROOF ANCHOR LOOP WELDED TO HSS

NEW COVERBOARD INSULATION
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0' - 4 1/2"

POST SUPPORT PLATE
3-1/2"x3-1/2"x5/16"
PER RAILING MANUF.

4x4 HSS CONT.
ALONG PARAPET

SPACER BRACKET

BOTTOM RAIL -
RECTANGULAR
PROFILE

BOTTOM RAIL CLIP
TO SUPPORT PIPE

SPACER BRACKET

VINYL POST

VINYL POST CAP

TOP RAIL -
ROUNDED PROFILE

SQUARE BALUSTERS

TOP RAIL -
3' - 6"
MINIMUM

BOLT(4) ATTACHMENT TO TOP
FLANGE OF BEAM

NEW EPDM ROOFING

FLASHING

COUNTERFLASHING

POST SUPPORT PIPE
1-5/8" DIA.

WELDED CONNECTION

BOLTS PER RAILING
MANUF.

NOTE: ALL COMPONENTS FOR RAILING INCLUDING
BASEPLATE ARE PER MANUFACTURER SPECIFICATION

BASE PLATE

WELDED CONNECTION

4X4 HSS

WELDED CONNECTION

NAILER HSS
SUPPORT

SHINGLE ROOFING

PARAPET BLOCKING

EXISTING BEAM

EXISTING CORRUGATED ROOF

NEW COVERBOARD
INSULATION
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RAILING STRUCTURE - TYP.

 3" = 1'-0"A505A102

2 PROPOSED RAILING DETAIL - CONT. HSS AT PARAPET
 3" = 1'-0"A505A102

1 PROPOSED RAILING DETAIL - THROUGH PARAPET TO BEAM
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0' - 4 1/2"

2' - 8" 4' - 0"

POST SUPPORT PLATE
3-1/2"x3-1/2"x5/16"
PER RAILING MANUF.

4x4 HSS CONT.
ALONG PARAPET

SPACER BRACKET

BOTTOM RAIL -
RECTANGULAR
PROFILE

BOTTOM RAIL CLIP
TO SUPPORT PIPE

SPACER BRACKET

VINYL POST

VINYL POST CAP

TOP RAIL -
ROUNDED PROFILE

SQUARE BALUSTERS

TOP RAIL -
3' - 6"
MINIMUM

BOLT(4) ATTACHMENT TO TOP
FLANGE OF ROOF JOIST
THROUGH CORRUGATED ROOF

NEW EPDM ROOFING

FLASHING

COUNTERFLASHING

POST SUPPORT PIPE
1-5/8" DIA.

WELDED CONNECTION

BOLTS PER RAILING
MANUF.

NOTE: ALL COMPONENTS FOR RAILING INCLUDING
BASEPLATE ARE PER MANUFACTURER SPECIFICATION

BASE PLATE

WELDED CONNECTION

4X4 HSS

WELDED CONNECTION

HSS BOOT OVER NEW FLASHING

4X4 HSS

NAILER HSS
SUPPORT

SHINGLE ROOFING

PARAPET BLOCKING

EXISTING ROOF TRUSS

EXISTING CORRUGATED ROOF

ROOF ANCHOR LOOP WELDED TO HSS

NEW COVERBOARD INSULATION
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FASTENER & SEAM FASTENING
PLATE, MAX. 12" O.C.

HOT AIR-WELD, 1-1/2" MIN.
BEYOND FASTENING PLATES

THERMOPLASTIC PRE-MOLDED
PIPE FLASHING

STAINLESS STEEL CLAMPING RING

WATER CUT-OFF MASTIC

NEW RIGID INSULATION

NEW COVERBOARD INSULATION

NEW EPDM ROOF

FASTENER & SEAM FASTENING
PLATE, MAX. 12" O.C.

HOT AIR-WELD, 1-1/2" MIN.
BEYOND FASTENING PLATES

THERMOPLASTIC PRE-MOLDED
PIPE FLASHING

STAINLESS STEEL CLAMPING RING

WATER CUT-OFF MASTIC

NEW RIGID INSULATION

NEW COVERBOARD INSULATION

NEW EPDM ROOF

2 1/2" MIN.

SEAL AROUND
PENETRATION

FILL PENETRATION PAN
WITH NON-SHRINK GROUT

TO 1" FROM TOP

TWO-PART POURABLE
POLYURETHANE SEALANT

MOUNDED TO PROHIBIT
PONDING WATER

PVC ROUND PENETRATION PAN
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RAILING CONTINUED & TYP.

DETAILS

 3" = 1'-0"A506A102

1 PROPOSED RAILING DETAIL - OVER ENTRY

 3" = 1'-0"A506A504

2 NEW PENETRATION FLASHING TYP.
 3" = 1'-0"A506

3 NEW PENETRATION FLASHING W/ PITCH POCKET - TYP
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SCHEDULE 40 GALVANIZED PIPE - DIAMETER AS
NECESSARY FOR ALL PENETRATIONS

CONDUIT AND PIPING REQUIRING ROUTING
THROUGH ROOF

1/2", 24 GAUGE MESH BIRDSCREEN
FASTENER & SEAM FASTENING
PLATE, MAX. 12" O.C.

HOT AIR-WELD, 1-1/2" MIN.
BEYOND FASTENING PLATES

THERMOPLASTIC PRE-MOLDED
PIPE FLASHING

STAINLESS STEEL CLAMPING RING

WATER CUT-OFF MASTIC

NEW RIGID INSULATION

NEW COVERBOARD INSULATION

NEW EPDM ROOF

SEAL AROUND
PENETRATION

NON-SHRINK GROUT

TWO-PART POURABLE
POLYURETHANE SEALANT
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DETAILS CONT. 3" = 1'-0"A507

1 MULTIPLE ROOF PENETRATION GOOSENECK DETAIL
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A508

2
TYP

EPDM ROOFING

BOOT OVER FLASHING AT PENETRATION -
SEALANT AT JOINTS

CORNER COVER AT ALL CORNERS

HORIZONTAL STRIP AT EACH SIDE,
STRIP ON PARAPET SIDE TO
CONTINUE UP PARAPET

FLASHING OVER HSS WITH DRIP EDGE

FLASHING LEAF UP VERTICAL HSS WRAPPING
TO UNDERSIDE OF HORIZONTAL HSS

FLASHING LEAF UP VERTICAL HSS WRAPPING
TO SIDE OF HORIZONTAL HSS

CORNER SEAM COVER FLASHING -
ALL CORNERS

PLATE AND POST BASE
COUNTERFLASHING

PLATE AND POST BASE FLASHING

COUNTERFLASHING OVER
STRIP

PENETRATION FLASHING ALL
AROUND HSS POST

GENERAL NOTES

1. GENERAL CONTRACTOR TO HIRE A THIRD PARTY ROOFING
INTEGRITY INSPECTOR & CERTIFY THE ENTIRE ROOFING
INSTALLATION FOR WARRANTY PURPOSE

2. ALL ADHESIVES AND THEIR APPLICATION SHALL COMPLY WITH THE
ISTALLATION REQUIREMENTS AND PROCEDURES PRESCRIBED BY THE
ROOFING AND FLASHING MANUFACTURERS.
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DETAILS CONT.

 3" = 1'-0"A508A102

1 RAILING STRUCTURE AND CURB FLASHING CAVALIER DETAIL

 6" = 1'-0"A508A508

2 RAILING STRUCTURE AND CURB FLASHING CAVALIER DETAIL - ENLARGED
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EIFS COMMERCIAL
CEMENT PLASTER BASE

PLYWOOD SHEATHING

SEALANT

WATER TIGHT
DIVERTER
SEAMS
(TYPICAL)

DIVERTER FLASHING

1'-0"

EIFS FINISH OVER
EIFS PRIMER

FLASHING

2
" M

IN

0' - 6"

0
' - 6

"

0
' - 3"

110 DEGREES

PRE-FORMED LEAD BOOT

CONTINUOUS SEALANT
UNDER SHINGLES

FASTENERS - SEAL ALL
EXPOSED FASTENERS

ARCHITECTURAL ASPHALT SHINGLES
COLOR AND STYLE TO MATCH ADMIN
BUILDING

MIN. 4'' UPSLOPE

MIN. 4'' DOWNSLOPE

GAF U
NDERLAYMENT

FIR
ST C

OURSE O
F S

HIN
GLES

SET NEXT SHINGLE IN A QUARTER-SIZED
DAB OF PLASTIC CEMENT

FIRST COURSE OF STEP FLASHING
UNDER SHINGLE AS SHOWN

INSTALL  1 PIECE OF STEP FLASHING TO
FULLY COVER  TOP HALF OF EACH SHINGLE

2 NAILS AS SHOWN 1" - 2" FROM TOP
SHROUD ENTIRE CURB WITH NEW PREFINISHED
METAL W/ HEMMED BOTTOM EDGE FASTEN TO CURB
ABOVE FLASHING DO NOT PENETRATE VERTICAL
SIDEWALL FLASHING

APRON FLASHING

PRE-FINISHED METAL
RAIN DIVERTING CRICKET

STEP FLASHING

FASTENERS 3" O.C.
STAGGER PATTERN

3" FACE TYPICAL

SHEET METAL SET
IN SEALANT

"T" TYPE METAL EDGE

12" MAX
LENGTH OF EACH PIECE
OF EDGE METAL

BEND FLANGE TO
MATCH ROOF SLOPE

APPROX. 1/2"

APPROX. 1"

APPROX. 3"

TRIM CORNERS OF SHINGLES

S
L
O

P
E

ASPHALT SHINGLES

SEALANT STRIPS

SEALANT

EXTEND SHINGLE 12" MIN.
BEYOND CENTER OF VALLEY

VALLEY UNDERLAYMENT

SELF ADHERING UNDERLAYMENT
(NOT SHOWN FOR CLARITY)

NOTES:

1. NO FASTENERS WITHIN 6" OF VALLEY CENTER
2. THE CUT SIDE OF THE VALLEY SHOULD BE ON
THE SIDE WITH THE GREATEST ROOF AREA

NOTES:

1. MOST MANUFACTURERS SUPPLY SPECIAL RIDGE SHINGLES. FOLLOW MANUFACTURER'S
INSTALLATION INSTRUCTIONS.
2. FASTENERS SHOULD EXTEND A MIN. 1/8" THROUGH UNDERSIDE OF ROOF DECK LESS THAN
3/4" THICK AND PENETRATE AT LEAST 3/4" INTO ROOF DECKS GREATER THAN 3/4" THICK.

ASPHALT SHINGLES

FASTENERS SHOULD BE LONG
ENOUGH TO PENETRATE
THROUGH ALL LAYERS OF
ROOFING MATERIALS - SEE NOTE 2

CUT ALONG DASHED LINE,
TAPER TOP SLIGHTLY

CUT COVERINGS FOR RIDGES USING
A SELF-SEALING SHINGLE

RIDGE SHINGLES

SEALING STRIPS

UNDERLAYMENT
WRAPPED OVER
RIDGE

EAVE

PRE FINISHED
METAL TRIM TO
MATCH EXISTING

PRE FINISHED
METAL EAVE
TRIM WITH DRIP
EDGE TO MATCH
EXISTING

WOOD BLOCKING

ARCHITECTURAL ASPHALT SHINGLES

SELF ADHERING UNDERLAYMENT

ROOF DECK

WOOD TRUSS SYSTEM

ARCHITECTURAL ASPHALT SHINGLES

SELF ADHERING UNDERLAYMENT

ROOF DECK

WOOD TRUSS SYSTEM

GUTTER STRAP

 PRE FINISHED
METAL GUTTER
WITH BRACKET

- TO MATCH
EXISTING

DOWNSPOUT

WOOD BLOCKING

EAVE

PRE FINISHED METAL TRIM TO MATCH
EXISTING
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DETAILS CONT.

 3/4" = 1'-0"A509

9 KICKOUT ROOF DETAIL
 1" = 1'-0"A509

8 PIPE PENETRATION

 3" = 1'-0"A509

6 STEP FLASHING DETAIL1

 12" = 1'-0"A509

4 TYPICAL CURB FLASHING INSTALLATION DETAIL

 12" = 1'-0"A509

5 TYPICAL METAL DRIP EDGE

 1" = 1'-0"A509

3 VALLEY DETAIL
 1" = 1'-0"A509

2 RIDGE DETAIL
   N.T.S.    N.T.S.

 6" = 1'-0"A509

7 RAKE EAVE DETAIL

 6" = 1'-0"A509

1 EAVE GUTTER DETAIL
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FLASHING SYSTEM

OVERALL

3' - 1"

FRAME OPENING LENGTH
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0' - 2 1/4"

0' - 3 1/2"

FRAME W/ CAPFLASHING
(CORNERS FULL WELDED)

LOCK STRIKE &
PADLOCK HASP

70
.0

0°

HOLD OPEN ARM

RED VINYL GRIP

ARM GUIDE
BRACKET

COVER LINER

SLAM LATCH

GASKET (ALL
AROUND COVER) NEOPRENE GASKET

INSIDE & OUTSIDE HANDLES
W/ PADLOCK HASPS

COVER

1" THICK FIBERGLASS
COVER INSULATION

PINTLE HINGE

LIFTING MECHANISM W/
REINFORCED COMPOSITE TUBES
AND COMPRESSION SPRINGS

1" RIGID FIBERBOARD INSULATION

BILCO
TYPE S

ROOF SCUTTLE

FIBERGLASS REINFORCED POLYMER (FRP),
YELLOW, UV RESISTANT & FIRE
RETARDANT (Ø1.91)

4
2
"

A
B

O
V

E
 R

O
O

F
 S

U
R

F
A

C
E

ALUMINUM POST HINGE

STAINLESS STEEL TORSION ROD

ALUMINUM GATE HINGESELF CLOSING (FRP) GATE (Ø1.91)

STEEL CORNER BRACKETS
(HOT DIP GALVANIZED)

ALUMINUM POST SUPPORTS

BILCO BIL-GUARD TYPE S HATCH RAIL SYSTEM SINGLE LEAF ROOF SCUTTLE

FRP, YELLOW, UV
RESISTANT & FIRE
RETARDANT (Ø1.91)
POLE AS REQUIRED TO
STOP AND LATCH GATE

NO RAILING REQUIRED ON
THIS SIDE, ONLY POLE
WITH GATE LATCH

ROOF PERIMETER
RAILING ALONG THIS
SIDE ONLY
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DETAILS CONT.

 1 1/2" = 1'-0"A510

1 BILCO TYPE S HATCH DETAILS

 1 1/2" = 1'-0"A510

2 ROOF HATCH RAILING DETAIL
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2

A300

1

A300

3

A300

4

A300

NEW STANDING
SEAM ROOF

NEW STANDING SEAM ROOF

NEW COMPOSITE SLATE ROOFING

NEW ASPHALT SHINGLE ROOFING

NEW HIGHLY REFLECTIVE (WHITE) EPDM ROOFING

NEW LOW PROFILE STANDING
SEAM METAL ROOFING

NEW HIGHLY REFLECTIVE (WHITE) EPDM ROOFING

NEW PVC RAILING

NEW SECURE TIE DOWNS

NEW PVC RAILING

NEW STANDING
SEAM ROOF

NEW STANDING
SEAM ROOF

NEW COPPER
RIDGE FLASHING

B

A

A502

4

6

A502

5' - 2" V.I.F.

3
' 
- 

1
 1

/2
" 

V
.I

.F
.

EXISTING FASCIA TO REMAIN

ALIGN INSIDE OF
FRAME TO FASCIA

ALL SIDES

1

MATCH FASCIA

NEW LOCKS
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FINISH SCHEDULE

 1/8" = 1'-0"A600

1
OVERALL ROOF PLAN - FINISH
SCHEDULE

ROOF FINISHES

ROOF
FLAT ROOF
MATERIAL

SLOPED ROOF
MATERIAL

RAILING
TYPE

RAILING POST
STYLE

ROOF RIDGE
CAP STYLE COMMENTS

WARRANTY
PERIOD

MAIN ROOF EPDM ASPHALT
SHINGLES

VINYL OXFORD COPPER PAINT ALL EXPOSED
STEEL WITH PR-1 & PT-1

SLATE ROOF STANDING
SEAM

SLATE
COMPOSITE

VINYL OXFORD COPPER

PORCH ROOF EPDM EPDM REUSE
EXISTING

N/A N/A

STANDING SEAM
ROOF

N/A STANDING
SEAM

N/A N/A N/A

FINISH SCHEDULE

MATERIAL NAME MODEL NUMBER MANUFACTURER COLOR FINISH COMMENTS
WARRANTY

PERIOD

EPDM TBD

SLATE
COMPOSITE

SYMPHONY CERTAINTEED COMPOSITE SLATE 12" TILE

VINYL RAILING OXFORD CERTAINTEED WHITE VINYL

COPPER TBD SEE PRODUCT DATA FOR
PROFILE

STANDING SEAM INSTALOC MCELROY METAL PATINA GREEN OR SIMILAR MATERIAL

PT-1 PAINT EPIGRIP C400V3 SHERWIN WILLIAMS TBD BY CITY EPOXY PRIMER/BUILDCOAT

PR-1 PRIMER EPIGRIP J984 SHERWIN WILLIAMS TBD BY CITY ZINC RICH PRIMER

NOTE: ANY SALVAGEABLE EXISTING COPPER RIDGE CAPS TO BE COLLECTED AND
RETURNED TO THE FACILITY MANAGER FOR STORAGE.

*NAMED MATERIAL OR APPROVED EQUAL

 1" = 1'-0"A600A200

3 NEW WINDOW ELEVATION

NEW WINDOW SCHEDULE

Type Mark GLAZING TYPE
FRAME

MATERIAL FRAME FINISH

1 DOUBLE GLAZED VINYL PAINT TO MATCH FASCIA

1 DOUBLE GLAZED VINYL PAINT TO MATCH FASCIA

1 DOUBLE GLAZED VINYL PAINT TO MATCH FASCIA

1 DOUBLE GLAZED VINYL PAINT TO MATCH FASCIA

1 DOUBLE GLAZED VINYL PAINT TO MATCH FASCIA

No. Description Date
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LAYER THICKNESS DESCRIPTION NEW/EXISTING

EPDM ROOF MEMBRANE .090" ALL CONNECTIONS PER MANUF. SPECIFICATION NEW

DECKING ADHESIVE PER MANUFACTURER PER MANUFACTURER

COVER BOARD PER MANUFACTURER COMPATIBLE WITH SELECTED ADHESIVE

RIGID INSULATION 6" MIN. TAPER INSUL. TOWARDS NEW ROOF DRAINS

ROOF DECK - PATCH/REPLACE WHERE DAMAGED

5
" 

M
IN

.

NEW

NEW

NEW

EXISTING

EPDM ROOF MEMBRANE

BONDING ADHESIVE

COVER BOARD

RIGID INSULATION

ROOF DECK

PER EPDM MANUF.

USE APPROPRIATE
TERMINATIONS

CANT STRIP

PER EPDM MANUF.

NOTE: ALL EPDM SEAMS TO BE SEALED PER EPDM MANUFACTURER'S SPECIFICATION.
NOTE 2: ANY ADDITIONAL LAYERS OR COMPONENTS REQUIRED BY THE SELECTED EPDM MANUFACTURER TO BE INCORPORATED INTO
SYSTEM.
NOTE 3: ALL FASTENERS PER EPDM MANUFACTURER SPECIFICATION

VAPOR RETARDER

THERMAL BARRIER OR
BARRIER BOARD

AIR BARRIER

AIR BARRIER - COMPATIBLE WITH ROOFING SYSTEM NEW

THERMAL BARRIER/BARRIER BOARD PER MANUFACTURER NEW

VAPOR RETARDER - NEW

COMPATIBLE WITH ROOFING SYSTEM

COMPATIBLE WITH ROOFING SYSTEM

WATERPROOFING MEMBRANE

WATERPROOFING MEMBRANE - COMPATIBLE WITH ROOFING SYSTEM NEW

LAYER THICKNESS DESCRIPTION NEW/EXISTING

FLATLOCK SEAM METAL ROOF PER MANUFACTURER ALL CONNECTIONS PER MANUF. SPECIFICATION NEW

UNDERLAYMENT PER MANUFACTURER PER MANUFACTURER

PLYWOOD SHEATHING
5/8" COMPATIBLE WITH SELECTED ADHESIVE.

REPAIR/REPLACE WHERE DAMAGED.

ROOF STRUCTURE
- SHIM WHERE NECESSARY TO ACHIEVE SLOPE

FOR DRAINAGE

NEW

NEW

EXISTING

STANDING SEAM ALUM. ROOF

UNDERLAYMENT

PLYWOOD SHEATHING

ROOF STRUCTURE

FLASHING OVER
ROOF BELOW

DRIP EDGE

NOTE: ALL METAL ROOF SEAMS TO BE SEALED PER METAL ROOF MANUFACTURER'S SPECIFICATION.
NOTE 2: ANY ADDITIONAL LAYERS OR COMPONENTS REQUIRED BY THE SELECTED METAL ROOF MANUFACTURER TO BE
INCORPORATED INTO SYSTEM.
NOTE 3: ALL FASTENERS PER METAL ROOF MANUFACTURER'S SPECIFICATION.

SEAM AND
FASTENER PER
MANUFACTURER
SPECIFICATION -
RUN PARALLEL TO
SLOPE DIRECTION -
SEAM TO BE FILLED
WITH SEALANT
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CONCEPT 30% 100%60% 90%

NIKA A+E

451 HUNGERFORD DRIVE
4TH FLOOR
ROCKVILLE, MD 20850

(P)301.770.3520
(F)301.770.3521

www.nika-ae.com

07-26-2016

PG

AV

A601

12-0009.020

CITY HALL ROOF

REPLACEMENT

31 S SUMMIT AVE,
GAITHERSBURG, MD 20877

ROOFING SYSTEM SCHEDULE

- FLAT ROOF

N.T.S.A601

1 1 - EPDM ROOFING - MAIN ROOF
N.T.S.A601

2 2 - METAL ROOF - HISTORIC ROOF
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LAYER THICKNESS DESCRIPTION NEW/EXISTING

ARCH. ASPHALT SHINGLES PER MANUFACTURER ALL CONNECTIONS PER MANUF. SPECIFICATION NEW

UNDERLAYMENT PER MANUFACTURER PER ROOFING MANUFACTURER

PLYWOOD SHEATHING -

ROOF STRUCTURE - SHIM WHERE NECESSARY TO ACHIEVE SLOPE
FOR DRAINAGE

NEW

EXISTING

EXISTING

ASPHALT SHINGLES

UNDERLAYMENT

PLYWOOD SHEATHING

ROOF STRUCTURE

1' - 4" M
IN

.

ICE AND WATER
SHIELD

FLASHING

GUTTER

REPAIR/REPLACE DAMAGED PORTIONS

NOTE : ANY ADDITIONAL LAYERS OR COMPONENTS REQUIRED BY THE SELECTED ASPHALT SHINGLE ROOF MANUFACTURER TO BE
INCORPORATED INTO SYSTEM.

DRIP EDGE

LAYER THICKNESS DESCRIPTION NEW/EXISTING

COMPOSITE SLATE SHINGLES PER MANUFACTURER ALL CONNECTIONS PER MANUF. SPECIFICATION NEW

UNDERLAYMENT PER MANUFACTURER PER ROOFING MANUFACTURER

PLYWOOD SHEATHING -

ROOF STRUCTURE - SHIM WHERE NECESSARY TO ACHIEVE SLOPE
FOR DRAINAGE

NEW

EXISTING

EXISTING

COMPOSITE SLATE ROOFING

UNDERLAYMENT

PLYWOOD SHEATHING

ROOF STRUCTURE

ICE AND WATER
SHIELD

FLASHING

BUILT-IN GUTTER

REPAIR/REPLACE DAMAGED PORTIONS

NOTE : ANY ADDITIONAL LAYERS OR COMPONENTS REQUIRED BY THE SELECTED COMPOSITE SLATE ROOF
MANUFACTURER TO BE INCORPORATED INTO SYSTEM.

1' - 4" M
IN

.

LAYER THICKNESS DESCRIPTION NEW/EXISTING

STANDING SEAM METAL ROOF PER MANUFACTURER ALL CONNECTIONS PER MANUF. SPECIFICATION NEW

UNDERLAYMENT PER MANUFACTURER PER ROOFING MANUFACTURER

PLYWOOD SHEATHING -

ROOF STRUCTURE - SHIM WHERE NECESSARY TO ACHIEVE SLOPE
FOR DRAINAGE

NEW

EXISTING

EXISTING

STANDING SEAM METAL ROOF

UNDERLAYMENT

PLYWOOD SHEATHING

ROOF STRUCTURE

1' - 4" M
IN

.

ICE AND WATER
SHIELD

FLASHING

GUTTER

REPAIR/REPLACE DAMAGED PORTIONS

NOTE : ANY ADDITIONAL LAYERS OR COMPONENTS REQUIRED BY THE SELECTED COMPOSITE SLATE ROOF MANUFACTURER TO BE
INCORPORATED INTO SYSTEM.
NOTE 2: TOP CONNECTION DETAIL VARIES BY ROOF LOCATION, SEE INDIVIDUAL DETAILS.

NOTCHED Z-CLIP

FLASHING

COUNTERFLASHING

ROOF SEAM
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CONCEPT 30% 100%60% 90%

NIKA A+E

451 HUNGERFORD DRIVE
4TH FLOOR
ROCKVILLE, MD 20850

(P)301.770.3520
(F)301.770.3521

www.nika-ae.com

07-26-2016

PG

AV

A602

12-0009.020

CITY HALL ROOF

REPLACEMENT

31 S SUMMIT AVE,
GAITHERSBURG, MD 20877

ROOFING SYSTEM SCHEDULE

- SLOPED ROOF

N.T.S.A602

1 3 - SLOPED ASPHALT ROOF - MAIN ROOF

N.T.S.A602

2 4 - SLOPED COMPOSITE SLATE ROOF - HISTORIC ROOF

N.T.S.A602

3 5 - SLOPED STANDING SEAM ROOF
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Drawing Scale:

CADD Plot Scale

Drawing Title

Checked By

A/E Project  Number

Drawn By

Date

NumberSheet

Phase

Revisions

AS NOTED

1:1

CADD Filename

Revit Model

CONCEPT 30% 100%60% 90%

NIKA A+E

451 HUNGERFORD DRIVE
4TH FLOOR
ROCKVILLE, MD 20850

(P)301.770.3520
(F)301.770.3521

www.nika-ae.com

07-26-2016

PG & ASM

AV

A700

12-0009.020

CITY HALL ROOF

REPLACEMENT

31 S SUMMIT AVE,
GAITHERSBURG, MD 20877

PROPOSED 3D VIEW

A700

1 OVERALL 3D VIEW WITH NOTES

NEW HIGHLY REFLECTIVE EPDM ROOFING

NEW METAL ROOFING

NEW HIGHLY REFLECTIVE EPDM ROOFING

NEW VINYL RAILING

NEW COMPOSITE SLATE TILES

NEW STANDING SEAM ROOFING

NEW ASPHALT SHINGLES

NEW STANDING SEAM
ROOFING

EXISTING RAILING TO BE SALVAGED DURING CONSTRUCTION
AND REINSTALLED

NEW FALL PROTECTION ANCHORING SYSTEM WITH STRUCTURAL
CONNECTIONS TO BUILDING AT MULTIPLE LOCATIONS

NEW WINDOW - THIS ROOF, ALL DORMERS

REPLACE DAMAGED GUTTER FACE BOARD WITHIN 10 FEET OF
CORNER AND AT ALL OTHER DAMAGED LOCATIONS

REPLACE DAMAGED GUTTER FACE BOARD WITHIN 10 FEET
OF CORNER AND AT ALL OTHER DAMAGED LOCATIONS

CREATE CRICKET DURING NEW ROOF INSTALLATION TO
SHED WATER AWAY FROM CENTER OF ROOF VALLEY

NEW WOOD CURB

NEW STEEL ELEVATED CURB WITH PERFORATED DECK
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