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Ensure the existing PVC overflow drain pipe is in good working 

condition and properly sealed.

Install a new pump in the existing equipment vault to supply 

water to the center nozzle and return fittings.  Ensure the new 

pump is sufficient for proper operation of the new three (3) tier 

nozzle.  

Install two (2) new cartridge filters in the existing canisters located 

inside the equipment vault.

Install a new three (3) tier brass center nozzle.  The new nozzle 

shall have the ability to adjust the spay height of the water to 

adapt to windy conditions. 

Description of Work Needed

Clean the inside of the pool, floor and walls, with chemicals and a 

pressure washer to prepare for the new waterproofing.  Apply 

two (2) coats of concrete waterproof sealer, color white.

Repair and Upgrade the Existing Outdoor Fountain:
Remove the 8" tile band at the top of the wall inside the pool to 

repair cracks in the wall (Approximately 56' X 8").  Fill with high 

strength mortar and  make both surfaces flush.  (Replace tile band 

with new tile, that matches the old tile, before renovation is 

complete)

Clean the exterior brick surface by using chemicals and a pressure 

washer.

Some areas of the top bricks have cracks.  Tuck and point all bad 

areas with new mortar.

Seal all bricks with a clear siloxane sealer to prevent water from 

penetrating the joints.

Pressure test all of the in‐concrete piping for verification of good 

working condition.
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$0.00
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$0.00Total Price of Fountain Upgrade With Additional Options

Additional Options

Supply two (2) new "UL Listed" underwater junction boxes for the 

six (6) new lights.

In lieu of repairing cracks in the existing brick wall, demo the 

existing brick wall and replace with all new bricks and new tile for 

the decorative band inside the pool.

Install an automatic water fill line, that will fill when water is 

below a predefined level, and an automatic water shutoff when 

the pool is filled to a predefined level.  This system shall include all 

safety mechanisms to protect the pump if the water supply is lost.  

Total Price of Fountain Upgrade Without Additional Options

Additional Options

Supply and install six (6) new brass underwater lighting fixtures 

with 7 watt white LED bulbs.  Wire into the new junctions boxes 

including water tight cord seals and sealing of the underwater 

junction boxes.


