EXHIBIT C

TYPICAL 4’ x 13’ BUS SHELTER WITH BENCH, ADVERTISING, AND TRASH CAN
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EXHIBIT C

EXISTING STANDARD BUS SHELTER
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EXHIBIT C

3/8-16 X 1" STN STL BOLT:
GENERAL NOTES: 3/8 LOCK WASHER
3/8 FLAT WASHER
1. ALL STRUCTURAL STEEL, UNLESS OTHERWISE ALUMINUM FLAT BAR: (8 TOTAL SETS)
NOTED, SHALL BE ASTM A-36, MINIMUN 3/8"X 4"
YIELD STRENGTH 36,000 PSL. ALUMINUM FLAT BAR
. ALL ALUMINUM MEMBERS, UNLESS OTHERWISE 1/4" X 3 1/2" X 30 3/8"_\
NOTED, SHALL BE OF ALLOY 6063-T5. .
. ALL HOLES TO BE DRILLED OR PUNCHED. 1312
. STEEL WELDING SHALL CONFORM TO AMERICAN
WELDING SOCIETY STANDARD D1-1-80.
ALUMINUM WELDING SHALL CONFORM TO AMERICAN
'WELDING SOCIETY STAMDARD D1. 2-97.
ELECTRODES SHALL CONFORM TO AWS/SFA 5.10
CLASS ER4043.
. ALL WELDING TO BE DONE AT TOLAR MANUFACTURING
COMPANY, INC. FACILITY.
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EXHIBIT C

BRASCO INTERNATIONAL, N C. 5

Montogomery County Standard Eclipse
Shelter

FCLIPSE

Highly Vandal Resistant Design with Pocketed Columns to Conceal Fasteners

The Eclipse series transit shelter delivers an urban edge to any streetscape with its contemporary roof lines and bold round columns. It features 4.5” or 6”
round pocketed columns and header to conceal hardware and provide unparalleled structural integrity. The Eclipse shelter is available with a sloped or arched
roof with cantilevered, full, or no walls. Roof glazing can be transparent with polycarbonate or acrylic or opaque with powder coated aluminum. Consider
adding solar lighting to this shelter, which is designed with a low profile flexible solar panel and header mounted battery box. It's available with or without a
front windscreen and can be paired with an AC or DC illuminated advertising display. Various wall glazing options are available, including tempered glass,
laminate glass or perforated aluminum, all of which can be tailored with custom branding elements. This shelter also offers vertical column LED strip lighting.
Available only in a powder coat finish, of the standard or custom color of choice.

Eclipse (EC) Standard Configurations

Roof Style Roof Material Column Side Walls FrontWall ~ Wall Material Advertising Box LED Light Power
08  AR=Arched AC = Acrylic 4=45"Round  C = Cantilevered None OW = None 0A = None OL = None 0= None
06 10  SL=Sloped AL = Aluminum 6=6"Round uII CF =Center LG = Laminate Glass U2 = Unlit 2-Sided 1L=1LED AC
PC = Polycarbonate LF = Left Tempered Glass L2 = Lit 2-sided 2LEDS D=DC
14 TW = Twinwall RF =Right  PA = Perf. Aluminum UV = Unlit V-shaped 3L =3 LEDS
16 LV = Lit V-shaped 4L =4 LEDS

Ordering Matrix: EC- XX (D) XX (L) - XX (Roof Style) -XX (Roof Material) - X (Column) - X (Side Walls) - XX (Front Wall) - XX (Wall Material) - XX (Advertising Box) -XX (# of Lights) - X (Power)
Example: EC-0512-AR-AL-4-C-0F-TG-0A-1L-A

Included Optional Add-ons
® 4" Adjustable Anchor Boots & Mounting Hardware [ 4 x & Lit or Unlit Advertising Display [ Wall-mounted Leaning Rail LJ Custom Powder Coat Color Match
® Standard Powder Coat L] Front Windscreen [ Wall-mounted 20X30” Map Case [ Woodgrain Powder Coat
® Fully Welded Roof Frame—Delivered Assembled [] Solar Lighting with Flex Panel [] Column-mounted Waste Receptacle L] Anti-graffiti Powder Coat
® Tamper Resistant Hardware LI Escutcheon Covers L] Integrated Real-time Digital Display %Hanging Aluminum Signage
[] USB Charging Ports [] Wall Glazing Artwork [] Vertical Column LED Accent Lighting

*Must include a bench with no back rest, armrest/dividers with seating for up to 3

Cantilevered Full Side Wall Cantilevered Full Side Wall

N

" 5x12’ Eclipse with Arched Aluminum Roof, Cantilevered Eclipse Header and Side Wall Demonstrating Concealed
Wall Glazing, Aluminum Hanging Sign Sides, Custom Wall Glazing Fasteners and Pocketed Columns

Brasco International, Inc. | (313) 393-0393 | info@brasco.com | www.brasco.com
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