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SECTION 011000 - SUMMARY 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 

Conditions and other Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Project information. 

2. Work covered by Contract Documents. 

3. Contractor's use of site and premises. 

4. Work restrictions. 

5. Specification and Drawing conventions. 

6. Miscellaneous provisions. 

B. Related Requirements: 

1. Section 015000 "Temporary Facilities and Controls" for limitations and procedures 

governing temporary use of Owner's facilities. 

1.3 DEFINITIONS 

A. Work Package: A group of specifications, drawings, and schedules prepared by the design team 

to describe a portion of the Project Work for pricing, permitting, and construction. 

1.4 PROJECT INFORMATION 

A. Project Identification: Kellerman House – Kitchen Addition, Roof Ridge Beam 

1. Project Location: 500 S. Frederick Ave., Gaithersburg, MD 21871 

B. Owner: City of Gaithersburg, 800 Rabbitt Road, Gaithersburg, MD 20878, 

1. Owner's Representative: Melanie Brown, melanie.brown@gaithersburgmd.gov. 

C. Architect: Whitney, Bailey, Cox & Magnani, LLC, 300 E. Joppa Road, Suite 200, Baltimore 

MD 21286. 

1. Architect's Representative: Shawn D. Weber, PE, Vice President, sweber@wbcm.com 
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1.5 WORK COVERED BY CONTRACT DOCUMENTS 

A. The Work of Project is defined by the Contract Documents and includes, but is not limited to, 

the following: 

1. The project consists of installation of a ridge beam to support existing rafters in the roof 

of the kitchen addition of the building and other Work indicated in the Contract 

Documents. 

B. Type of Contract: 

1. Project will be constructed under a single prime contract. 

1.6 CONTRACTOR'S USE OF SITE AND PREMISES 

A. Restricted Use of Site: Contractor shall have limited use of Project site for construction 

operations as indicated on Drawings by the Contract limits and as indicated by requirements of 

this Section. 

B. Limits on Use of Site: Limit use of Project site to Work in areas indicated. Do not disturb 

portions of Project site beyond areas in which the Work is indicated. 

1. Limits on Use of Site: Confine construction operations to areas designated by owner. 

2. Driveways, Walkways and Entrances: Keep driveways and entrances serving premises 

clear and available to Owner, Owner's employees, and emergency vehicles at all times. 

Do not use these areas for parking or for storage of materials. 

a. Schedule deliveries to minimize use of driveways and entrances by construction 

operations. 

b. Schedule deliveries to minimize space and time requirements for storage of 

materials and equipment on-site. 

C. Condition of Existing Building: Maintain portions of existing building affected by construction 

operations in a weathertight condition throughout construction period. Repair damage caused by 

construction operations. 

D. Condition of Existing Grounds: Maintain portions of existing grounds, landscaping, and 

hardscaping affected by construction operations throughout construction period. Repair damage 

caused by construction operations. 

1.7 WORK RESTRICTIONS 

A. Comply with restrictions on construction operations. 

1. Comply with limitations on use of public streets, work on public streets, rights of way, 

and other requirements of authorities having jurisdiction. 
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B. On-Site Work Hours: Limit work to between 8:00 a.m. to 5:00 p.m., Monday through Friday, 

unless otherwise indicated. Work hours may be modified to meet Project requirements if 

approved by Owner and authorities having jurisdiction. 

C. Smoking and Controlled Substance Restrictions: Use of tobacco products alcoholic beverages 

and other controlled substances on Owner's property is not permitted. 

D. Employee Identification: Owner will provide identification tags for Contractor personnel 

working on Project site as necessary. Require personnel to use identification tags at all times. 

E. Employee Screening: Comply with Owner's requirements for drug and background screening of 

Contractor personnel working on Project site. 

1. Maintain list of approved screened personnel with Owner's representative. 

1.8 SPECIFICATION AND DRAWING CONVENTIONS 

A. Specification Content: The Specifications use certain conventions for the style of language and 

the intended meaning of certain terms, words, and phrases when used in particular situations. 

These conventions are as follows: 

1. Imperative mood and streamlined language are generally used in the Specifications. The 

words "shall," "shall be," or "shall comply with," depending on the context, are implied 

where a colon (:) is used within a sentence or phrase. 

2. Text Color: Text used in the Specifications, including units of measure, manufacturer 

and product names, and other text may appear in multiple colors or underlined as part of 

a hyperlink; no emphasis is implied by text with these characteristics. 

3. Specification requirements are to be performed by Contractor unless specifically stated 

otherwise. 

B. Division 00 Contracting Requirements: General provisions of the Contract, including General 

and Supplementary Conditions, apply to all Sections of the Specifications. 

C. Division 01 General Requirements: Requirements of Sections in Division 01 apply to the Work 

of all Sections in the Specifications. 

D. Drawing Coordination: Requirements for materials and products identified on Drawings are 

described in detail in the Specifications. One or more of the following are used on Drawings to 

identify materials and products: 

1. Terminology: Materials and products are identified by the typical generic terms used in 

the individual Specifications Sections. 

2. Abbreviations: Materials and products are identified by abbreviations published as part 

of the U.S. National CAD Standard. 

3. Keynoting: Materials and products are identified by reference keynotes referencing 

Specification Section numbers found in this Project Manual. 
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PART 2 - PRODUCTS (Not Used) 

PART 3 - EXECUTION (Not Used) 

END OF SECTION 011000 
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SECTION 015000 - TEMPORARY FACILITIES AND CONTROLS 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section includes requirements for temporary utilities, support facilities, and security and 

protection facilities. 

1. Section 011000 "Summary" for work restrictions and limitations on utility interruptions. 

2. Section 011200 "Multiple Contract Summary" for responsibilities for temporary facilities 

and controls for projects utilizing multiple contracts. 

3. Section 012100 "Allowances" for allowance for metered use of temporary utilities. 

1.2 USE CHARGES 

A. Installation, removal, and use charges for temporary facilities to be included in the Contract 

Sum unless otherwise indicated. Allow other entities engaged in the Project to use temporary 

services and facilities without cost, including, but not limited to, Owner's construction forces, 

Architect, testing agencies, and authorities having jurisdiction. 

B. Sewer Service: Pay sewer-service use charges for sewer usage by all entities for construction 

operations. 

C. Water Service: Paywater-service use charges for water used by all entities for construction 

operations. 

D. Electric Power Service: Pay electric-power-service use charges for electricity used by all 

entities for construction operations. 

E. Water and Sewer Service from If needed, insert use-charge requirements for other utilities 

needed for construction operations. 

1.3 INFORMATIONAL SUBMITTALS 

A. Site Utilization Plan: Show temporary facilities, temporary utility lines and connections, staging 

areas, construction site entrances, vehicle circulation, and parking areas for construction 

personnel. 

B. Implementation and Termination Schedule: Within 15 days of date established for 

commencement of the Work, submit schedule indicating implementation and termination dates 

of each temporary utility. 

C. Project Identification and Temporary Signs: Show fabrication and installation details, including 

plans, elevations, details, layouts, typestyles, graphic elements, and message content. 
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D. Fire-Safety Program: Show compliance with requirements of NFPA 241 and authorities having 

jurisdiction. Indicate Contractor personnel responsible for management of fire-prevention 

program. 

1.4 QUALITY ASSURANCE 

A. Electric Service: Comply with NECA, NEMA, and UL standards and regulations for temporary 

electric service. Install service to comply with NFPA 70. 

B. Tests and Inspections: Arrange for authorities having jurisdiction to test and inspect each 

temporary utility before use. Obtain required certifications and permits. 

C. Accessible Temporary Egress: Comply with applicable provisions in the DOJ's "2010 ADA 

Standards for Accessible Design" and ICC A117.1  

PART 2 - PRODUCTS 

2.1 MATERIALS 

A. Portable Chain-Link Fencing: Minimum 2-inch (50-mm), 0.148-inch- (3.8-mm-) thick, 

galvanized-steel, chain-link fabric fencing; minimum 6 feet (1.8 m) high with galvanized-steel 

pipe posts; minimum 2-3/8-inch- (60-mm-) OD line posts and 2-7/8-inch- (73-mm-) OD corner 

and pull posts, with 1-5/8-inch- (42-mm-) OD top and bottom rails. Provide bases for 

supporting posts. 

B. Fencing Windscreen Privacy Screen: Polyester fabric scrim with grommets for attachment to 

chain-link fence, sized to height of fence, in color selected by Architect from manufacturer's 

standard colors. 

C. Field Offices: 

1. Prefabricated or mobile units with serviceable finishes, temperature controls, and 

foundations adequate for normal loading. 

2.2 EQUIPMENT 

A. Fire Extinguishers: Portable, UL rated; with class and extinguishing agent as required by 

locations and classes of fire exposures. 

1. Use of gasoline-burning space heaters, open-flame heaters, or salamander-type heating 

units is prohibited. 

2. Heating, Cooling, and Dehumidifying Units: Listed and labeled for type of fuel being 

consumed, by a qualified testing agency acceptable to authorities having jurisdiction, and 

marked for intended location and application. 
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B. Air-Filtration Units: Primary and secondary HEPA-filter-equipped portable units with four-

stage filtration. Provide single switch for emergency shutoff. Configure to run continuously. 

PART 3 - EXECUTION 

3.1 TEMPORARY FACILITIES, GENERAL 

A. Conservation: Coordinate construction and use of temporary facilities with consideration given 

to conservation of energy, water, and materials. Coordinate use of temporary utilities to 

minimize waste. 

1. Salvage materials and equipment involved in performance of, but not actually 

incorporated into, the Work. See other Sections for disposition of salvaged materials that 

are designated as Owner's property. 

3.2 INSTALLATION, GENERAL 

A. Locate facilities where they will serve Project adequately and result in minimum interference 

with performance of the Work. Relocate and modify facilities as required by progress of the 

Work. 

1. Locate facilities to limit site disturbance as specified in Section 011000 "Summary." 

B. Provide each facility ready for use when needed to avoid delay. Do not remove until facilities 

are no longer needed or are replaced by authorized use of completed permanent facilities. 

C. Isolation of Work Areas in Occupied Facilities: Prevent dust, fumes, and odors from entering 

occupied areas. 

1. Maintain dust partitions during the Work. Use vacuum collection attachments on dust-

producing equipment. Isolate limited work within occupied areas using portable dust-

containment devices. 

2. Perform daily construction cleanup and final cleanup using approved, HEPA-filter-

equipped vacuum equipment. 

3.3 SUPPORT FACILITIES INSTALLATION 

A. Comply with the following: 

1. Utilize designated area within existing building for temporary field offices. 

2. Maintain support facilities until Architect schedules Substantial Completion inspection. 

Remove before Substantial Completion. Personnel remaining after Substantial 

Completion will be permitted to use permanent facilities, under conditions acceptable to 

Owner. 

3. Provide dust-control treatment that is nonpolluting and nontracking. Reapply treatment as 

required to minimize dust. 
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B. Temporary Use of Planned Permanent Roads and Paved Areas: Locate temporary roads and 

paved areas in same location as permanent roads and paved areas. Construct and maintain 

temporary roads and paved areas adequate for construction operations. Extend temporary roads 

and paved areas, within construction limits indicated, as necessary for construction operations. 

1. Coordinate elevations of temporary roads and paved areas with permanent roads and 

paved areas. 

2. Prepare subgrade and install subbase and base for temporary roads and paved areas in 

accordance with Section 312000 "Earth Moving." 

3. Recondition base after temporary use, including removing contaminated material, 

regrading, proofrolling, compacting, and testing. 

4. Delay installation of final course of permanent hot-mix asphalt pavement until 

immediately before Substantial Completion. Repair hot-mix asphalt base-course 

pavement before installation of final course in accordance with Section 321216 "Asphalt 

Paving." 

C. Traffic Controls: Comply with requirements of authorities having jurisdiction. 

1. Protect existing site improvements to remain, including curbs, pavement, and utilities. 

2. Maintain access for fire-fighting equipment and access to fire hydrants. 

D. Parking: Use designated areas of Owner's existing parking areas for construction personnel. 

E. Storage and Staging: Provide temporary offsite area or Use designated areas of Project site for 

storage and staging needs. 

F. Waste Disposal Facilities: 

1. Comply with requirements specified in Section 017419 "Construction Waste 

Management and Disposal." 

2. Provide waste-collection containers in sizes adequate to handle waste from construction 

operations. Comply with requirements of authorities having jurisdiction. Comply with 

progress cleaning requirements in Section 017300 "Execution." 

G. Lifts and Hoists: Provide facilities necessary for hoisting materials and personnel. 

1. Truck cranes and similar devices used for hoisting materials are considered "tools and 

equipment" and not temporary facilities. 

H. Existing Stair Usage: Use of Owner's existing stairs will be permitted, provided stairs are 

cleaned and maintained in a condition acceptable to Owner. At Substantial Completion, restore 

stairs to condition existing before initial use. 

1. Provide protective coverings, barriers, devices, signs, or other procedures to protect stairs 

and to maintain means of egress. If stairs become damaged, restore damaged areas, so no 

evidence remains of correction work. 

I. Temporary Use of Permanent Stairs: Use of new stairs for construction traffic will be permitted, 

provided stairs are protected and finishes restored to new condition at time of Substantial 

Completion. 
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3.4 SECURITY AND PROTECTION FACILITIES INSTALLATION 

A. Protection of Existing Facilities: Protect existing vegetation, equipment, structures, utilities, and 

other improvements at Project site and on adjacent properties, except those indicated to be 

removed or altered. Repair damage to existing facilities. 

1. Where access to adjacent properties is required in order to affect protection of existing 

facilities, obtain written permission from adjacent property owner to access property for 

that purpose. 

B. Environmental Protection: Provide protection, operate temporary facilities, and conduct 

construction as required to comply with environmental regulations and that minimize possible 

air, waterway, and subsoil contamination or pollution or other undesirable effects. 

1. Comply with work restrictions specified in Section 011000 "Summary." 

C. Site Enclosure Fence: Before construction operations begin, furnish and install site enclosure 

fence in a manner that will prevent people from easily entering site except by entrance gates. 

1. Extent of Fence: [As required to enclose entire Project site or portion determined 

sufficient to accommodate construction operations] [As indicated on Drawings]. 

D. Temporary Enclosures: Provide temporary enclosures for protection of construction, in progress 

and completed, from exposure, foul weather, other construction operations, and similar 

activities. Provide temporary weathertight enclosure for building exterior. 

1. Where heating or cooling is needed and permanent enclosure is incomplete, insulate 

temporary enclosures. 

E. Temporary Partitions: Provide floor-to-ceiling dustproof partitions to limit dust and dirt 

migration and to separate areas from fumes and noise. 

1. Construct dustproof partitions with two layers of 6-mil (0.14-mm) polyethylene sheet on 

each side. Cover floor with two layers of 6-mil (0.14-mm) polyethylene sheet, extending 

sheets 18 inches (460 mm) up the sidewalls. Overlap and tape full length of joints. Cover 

floor with fire-retardant-treated plywood. 

a. Construct vestibule and airlock at each entrance through temporary partition with 

not less than 48 inches (1219 mm) between doors. Maintain water-dampened foot 

mats in vestibule. 

2. Where fire-resistance-rated temporary partitions are indicated or are required by 

authorities having jurisdiction, construct partitions according to the rated assemblies. 

F. Temporary Fire Protection: Install and maintain temporary fire-protection facilities of types 

needed to protect against reasonably predictable and controllable fire losses. Comply with 

NFPA 241; manage fire-prevention program. 

1. Prohibit smoking in construction areas. Comply with additional limits on smoking 

specified in other Sections. 
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3.5 MOISTURE AND MOLD CONTROL 

A. Moisture and Mold Protection: Protect stored materials and installed Work in accordance with 

Moisture and Mold Protection Plan. 

B. Exposed Construction Period: Before installation of weather barriers, when materials are subject 

to wetting and exposure and to airborne mold spores, protect as follows: 

1. Protect porous materials from water damage. 

2. Protect stored and installed material from flowing or standing water. 

3. Keep porous and organic materials from coming into prolonged contact with concrete. 

4. Remove standing water from decks. 

5. Keep deck openings covered or dammed. 

3.6 OPERATION, TERMINATION, AND REMOVAL 

A. Supervision: Enforce strict discipline in use of temporary facilities. To minimize waste and 

abuse, limit availability of temporary facilities to essential and intended uses. 

B. Maintenance: Maintain facilities in good operating condition until removal. 

1. Maintain operation of temporary enclosures, heating, cooling, humidity control, 

ventilation, and similar facilities on a 24-hour basis where required to achieve indicated 

results and to avoid possibility of damage. 

C. Temporary Facility Changeover: Do not change over from using temporary security and 

protection facilities to permanent facilities until Substantial Completion. 

D. Termination and Removal: Remove each temporary facility when need for its service has ended, 

when it has been replaced by authorized use of a permanent facility, or no later than Substantial 

Completion. Complete or, if necessary, restore permanent construction that may have been 

delayed because of interference with temporary facility. Repair damaged Work, clean exposed 

surfaces, and replace construction that cannot be satisfactorily repaired. 

1. Materials and facilities that constitute temporary facilities are property of Contractor. 

Owner reserves right to take possession of Project identification signs. 

2. At Substantial Completion, repair, renovate, and clean permanent facilities used during 

construction period. Comply with final cleaning requirements specified in 

Section 017700 "Closeout Procedures." 

END OF SECTION 015000 
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SECTION 024119 - SELECTIVE DEMOLITION 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section Includes: 

1. Demolition and removal of selected portions of building or structure. 

2. Salvage of existing items to be reused or recycled. 

B. Related Requirements: 

1. Section 011000 "Summary" for restrictions on use of the premises, Owner-occupancy 

requirements, and phasing requirements. 

2. Section 017300 "Execution" for cutting and patching procedures. 

3. Section 013516 "Alteration Project Procedures" for general protection and work 

procedures for alteration projects. 

1.2 DEFINITIONS 

A. Remove: Detach items from existing construction and dispose of them off-site unless indicated 

to be salvaged or reinstalled. 

B. Remove and Reinstall: Detach items from existing construction, in a manner to prevent damage, 

prepare for reuse, and reinstall where indicated. 

C. Existing to Remain: Leave existing items that are not to be removed and that are not otherwise 

indicated to be salvaged or reinstalled. 

1.3 MATERIALS OWNERSHIP 

A. Unless otherwise indicated, demolition waste becomes property of Contractor. 

B. Historic items, relics, antiques, and similar objects including, but not limited to, cornerstones 

and their contents, commemorative plaques and tablets, and other items of interest or value to 

Owner that may be uncovered during demolition remain the property of Owner. 

1. Carefully salvage in a manner to prevent damage and promptly return to Owner. 

1.4 PREINSTALLATION MEETINGS 

A. Predemolition Conference: Conduct conference at Project site. 
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1. Inspect and discuss condition of construction to be selectively demolished. 

2. Review structural load limitations of existing structure. 

3. Review and finalize selective demolition schedule and verify availability of materials, 

demolition personnel, equipment, and facilities needed to make progress and avoid 

delays. 

4. Review requirements of work performed by other trades that rely on substrates exposed 

by selective demolition operations. 

5. Review areas where existing construction is to remain and requires protection. 

1.5 INFORMATIONAL SUBMITTALS 

A. Schedule of Selective Demolition Activities: Indicate the following: 

1. Detailed sequence of selective demolition and removal work, with starting and ending 

dates for each activity. Ensure Owner's [building manager's] [and] [other tenants'] on-

site operations are uninterrupted. 

B. Predemolition Photographs or Video: Show existing conditions of adjoining construction, 

including finish surfaces, that might be misconstrued as damage caused by salvage and 

demolition operations. Comply with Section 013233 "Photographic Documentation." Submit 

before Work begins. 

1.6 CLOSEOUT SUBMITTALS 

A. Inventory: Submit a list of items that have been removed and salvaged. 

1.7 FIELD CONDITIONS 

A. Conditions existing at time of inspection for bidding purpose will be maintained by Owner as 

far as practical. 

B. Notify Architect of discrepancies between existing conditions and Drawings before proceeding 

with selective demolition. 

C. Hazardous Materials: It is not expected that hazardous materials will be encountered in the 

Work. 

1. If suspected hazardous materials are encountered, do not disturb; immediately notify 

Architect and Owner. Hazardous materials will be removed by Owner under a separate 

contract. 

2. Hazardous material remediation is specified elsewhere in the Contract Documents. 

3. Do not disturb hazardous materials or items suspected of containing hazardous materials 

except under procedures specified elsewhere in the Contract Documents. 
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4. Owner will provide material safety data sheets for suspected hazardous materials that are 

known to be present in buildings and structures to be selectively demolished because of 

building operations or processes performed there. 

D. Historic Areas: Demolition and hauling equipment and other materials shall be of sizes that 

clear surfaces within historic spaces, areas, rooms, and openings, including temporary 

protection, by 12 inches (300 mm) or more. 

E. Storage or sale of removed items or materials on-site is not permitted. 

PART 2 - PRODUCTS 

2.1 PERFORMANCE REQUIREMENTS 

A. Regulatory Requirements: Comply with governing EPA notification regulations before 

beginning selective demolition. Comply with hauling and disposal regulations of authorities 

having jurisdiction. 

B. Standards: Comply with ANSI/ASSP A10.6 and NFPA 241. 

PART 3 - EXECUTION 

3.1 PROTECTION 

A. Temporary Protection: Provide temporary barricades and other protection required to prevent 

injury to people and damage to adjacent buildings and facilities to remain. 

1. Provide protection to ensure safe passage of people around selective demolition area and 

to and from occupied portions of building. 

2. Provide temporary weather protection, during interval between selective demolition of 

existing construction on exterior surfaces and new construction, to prevent water leakage 

and damage to structure and interior areas. 

3. Protect walls, ceilings, floors, and other existing finish work that are to remain or that are 

exposed during selective demolition operations. 

4. Cover and protect furniture, furnishings, and equipment that have not been removed. 

5. Comply with requirements for temporary enclosures, dust control, heating, and cooling 

specified in Section 015000 "Temporary Facilities and Controls." 

B. Temporary Shoring: Design, provide, and maintain shoring, bracing, and structural supports as 

required to preserve stability and prevent movement, settlement, or collapse of construction and 

finishes to remain, and to prevent unexpected or uncontrolled movement or collapse of 

construction being demolished. 

1. Strengthen or add new supports when required during progress of selective demolition. 

C. Remove temporary barricades and protections where hazards no longer exist. 
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3.2 SELECTIVE DEMOLITION, GENERAL 

A. General: Demolish and remove existing construction only to the extent required by new 

construction and as indicated. Use methods required to complete the Work within limitations of 

governing regulations and as follows: 

1. Proceed with selective demolition systematically, from higher to lower level. Complete 

selective demolition operations above each floor or tier before disturbing supporting 

members on the next lower level. 

2. Neatly cut openings and holes plumb, square, and true to dimensions required. Use 

cutting methods least likely to damage construction to remain or adjoining construction. 

Use hand tools or small power tools designed for sawing or grinding, not hammering and 

chopping. Temporarily cover openings to remain. 

3. Cut or drill from the exposed or finished side into concealed surfaces to avoid marring 

existing finished surfaces. 

4. Do not use cutting torches until work area is cleared of flammable materials. At 

concealed spaces, such as duct and pipe interiors, verify condition and contents of hidden 

space before starting flame-cutting operations. Maintain portable fire-suppression devices 

during flame-cutting operations. 

5. Remove decayed, vermin-infested, or otherwise dangerous or unsuitable materials and 

promptly dispose of off-site. 

6. Remove structural framing members and lower to ground by method suitable to avoid 

free fall and to prevent ground impact or dust generation. 

7. Locate selective demolition equipment and remove debris and materials so as not to 

impose excessive loads on supporting walls, floors, or framing. 

8. Dispose of demolished items and materials promptly. 

B. Site Access and Temporary Controls: Conduct selective demolition and debris-removal 

operations to ensure minimum interference with roads, streets, walks, walkways, and other 

adjacent occupied and used facilities. 

C. Removed and Reinstalled Items: 

1. Clean and repair items to functional condition adequate for intended reuse. 

2. Pack or crate items after cleaning and repairing. Identify contents of containers. 

3. Protect items from damage during transport and storage. 

4. Reinstall items in locations indicated. Comply with installation requirements for new 

materials and equipment. Provide connections, supports, and miscellaneous materials 

necessary to make item functional for use indicated. 

D. Existing Items to Remain: Protect construction indicated to remain against damage and soiling 

during selective demolition. When permitted by Architect, items may be removed to a suitable, 

protected storage location during selective demolition[ and cleaned] and reinstalled in their 

original locations after selective demolition operations are complete. 
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3.3 DISPOSAL OF DEMOLISHED MATERIALS 

A. Remove demolition waste materials from Project site [and dispose of them in an EPA-

approved construction and demolition waste landfill acceptable to authorities having 

jurisdiction.]  

1. Do not allow demolished materials to accumulate on-site. 

2. Remove and transport debris in a manner that will prevent spillage on adjacent surfaces 

and areas. 

3. Remove debris from elevated portions of building by chute, hoist, or other device that 

will convey debris to grade level in a controlled descent. 

4. Comply with requirements specified in Section 017419 "Construction Waste 

Management and Disposal." 

B. Burning: Do not burn demolished materials. 

3.4 CLEANING 

A. Clean adjacent structures and improvements of dust, dirt, and debris caused by selective 

demolition operations. Return adjacent areas to condition existing before selective demolition 

operations began. 

END OF SECTION 024119 
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