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ADDENDUM #1 

REQUEST FOR PROPOSALS (RFP) 
NO. 2024-013 

 
Effective: April 30, 2024 
 

Solicitation Title: Emergency Generator Maintenance and Repair Services 
 

Issued By: City of Gaithersburg 
Procurement Division 
31 S Summit Avenue 
Gaithersburg, Maryland 20877 

 
 

The purpose of this Addendum is to publish the questions received regarding this solicitation and the 
associated responses. Except as amended herein all terms and conditions of the Solicitation remain 
unchanged and in full force and effect. This Addendum is incorporated into and made part of the 
above-named Request for Proposals. The City is not responsible for the content of the questions and 
has provided the most comprehensive answers based on the interpretation of the questions. 
 

The solicitation is amended as follows: 
 

1. Section 2.14, G is replaced in its entirety with: 
The successful Offeror may be required to provide materials, equipment rental, and 
subcontractors to fulfill the requirements of the resultant contract. If a successful Offeror 
provides materials, equipment rental or subcontractors, the Offeror will invoice all materials, 
equipment rental and/or subcontractors based on the actual cost plus the allowable markup 
(no greater than 10%). No additional costs over and above those stated will be allowed. The 
Offeror shall make every attempt to obtain the lowest price for materials, rental equipment, 
and subcontractors. 

 
Below are the questions received and the City’s response: 
 
 

Q.1. Exhibit A lists 4 generators – however the Introduction and Scope of Work reference 
5 generators. Can you please provide the Generator Specification information on the 
5th generator or confirm if there are only 4 generators involved with this bid?  

A. The 5th generator is located at 16 S. Summit Avenue.  It is a newer Kohler KD1250-
A diesel generator.   It is a 277V/480V, three phase, 60 Hz generator rated at 1,562 
kVA.  A specification sheet for this generator is attached. 
 
 

Q.2. For Group B pricing to provide and install portable temporary power, are you able 
to provide an estimate of how much cable will be needed (this distance between 
where the temporary generator would be placed and the location it would tie in to)? 

A.  The amount will vary from one location to another.  The maximum would be 
approximately 200lf. 
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Q.3. Section 2.14. G – states “the Offeror will invoice all materials, equipment rental 
and/or subcontractors based on the actual cost. No additional costs of any kind 
will be allowed.” However, the pricing sheet asks for entry of a Material Mark up % 
and Equipment Rental Markup %, can you please provide clarification on what is 
to be billed at actual cost versus allowed to have a mark-up percentage?  

A. Refer to amended section 2.14, G of this addendum. 
 
 

Q.4. For the “List of Subcontractors” required document – We do not intend to utilize 
subcontractors for the contracted PM work, however given the varying 
manufacturers of your equipment and unforeseen troubleshooting and repairs that 
may arise, could this document be updated as needed if a situation requiring 
subcontractors occurred? 

A. The document, as signed, would be a contract and therefore not changed or altered 
except by amendment or addendum.  Should both of the parties agree that there 
would be a need for an amendment or addendum in the future, that amendment or 
addendum would be negotiated, drawn up and executed by both parties thus 
becoming a part of the overall contract.  This process would be for any needed 
change to the contract including adding subcontractors. 

 

 
 
 

 
~END OF ADDENDUM ~ 
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KD1250-A 
60 Hz. Diesel Generator Set 

Tier 2 EPA Certified for Stationary Emergency Applications 
EMISSION OPTIMIZED DATA SHEET 

 
ENGINE INFORMATION 

Model: KD36V16 Bore: 135 mm (5.31 in.) 
Nameplate kW @ 1800 RPM: 1391 Stroke: 157 mm (6.18 in.) 
Type: 4-Cycle, 16-V Cylinder Displacement: 36 L (2197 cu. in.) 
Aspiration: Turbocharged, Intercooled EPA Family: LLHAL45.0ESP 
Compression ratio: 15:0:1 EPA Certificate: LLHAL45.0ESP-002 
Emission Control Device: Direct Diesel Injection, Engine Control Module, Turbocharger, Charge Air Cooler 

 
 

 
EXHAUST EMISSION DATA: 

 
EPA D2 Cycle 5-mode weighted 

HC  0.05 g/kWh 
NOx (Oxides of Nitrogen as NO2) 5.72 g/kWh 
CO (Carbon Monoxide) 0.66 g/kWh 
PM (Particular Matter) 0.14 g/kWh 

 
 
 

TEST METHODS AND CONDITIONS 
 

Test Methods: 
Steady-State emissions recorded per EPA CFR 40 Part 89, and ISO8178-1 during operation at rated engine speed (+/-2%) and 

stated constant load (+/-2%) with engine temperatures, pressures and emission rated stabilized. 
 

Fuel Specification:  
40-48 Cetane Number, 0.05 Wt. % max. Sulfur; Reference ISO8178-5, 40CFR86.1313-98 Type 2-D and ASTM D975 No. 2-D. 

 
Reference Conditions: 

25 °C (77 °F) Air Inlet Temperature, 40 °C (104 °F) Fuel Inlet Temperature, 100 kPa (29.53 in Hg) Barometric Pressure; 10.7 g/kg 
(75 grains H2O/lb.) of dry air Humidity (required for NOx correction); Intake Restriction set to maximum allowable limit for 

clean filter; Exhaust Back pressure set to maximum allowable limit. 
 

Data was taken from a single engine test according to the test methods, fuel specification and reference conditions stated above 
and is subjected to instrumentation and engine-to-engine variability. Tests conducted with alternate test methods, instrumentation, fuel or reference 

conditions can yield different results. 
 
 

Data and specifications subject to change without notice. 
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